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TITLE 6-AGRICULTURAL CREDIT

Chapter [-Farm Credit Administra-
tion, Department of Agriculture

Subchapter F-Banks for Cooperatives

[Order No. 478]

'PART -70-LOAN I rm ST RATES AND
SEcUBITY

INIlEREST RATE ON LOANS

Sections 70.90, 70.90-50, and 70.90-51
of Title 6 of the Code of Federal Regula-
tions are hereby amended to read as
follows:

§ 70.90 Interest rate on continental
loans for financtng operations. The per
annum rate of interest on all loans, other
than upon the security of commodities,
made on and after the dates stated below,
by the district banks for cooperatives,
-for the purposes specified in section 7 (a)
(1) of the Agricultural Marketing Act,
as amended (see. 7. 46 Stat. 14; 12 U. S. C.
1141e) shall be as follows:

Rate
(per- Effective date District bank for coopcratircs
cent)

24 ----- Feb. 24,1939 Louisville and Omaha.
-21 ----- Dec. 1, 1947 St. Louis.

3_..... Feb. 1,1948 Spokane.
3..... Mar. 1,1948 New Orleans and Houston.
3__... Apr. 1,194 Springfield Baltimore. Colm-

bia, Wichita, and Berkeley.
..... May 1,1048 St. Paul.

§ 70,90-50 Interest rate on continental
commodity loans. Except as specified in
§ '70.0-51, the per annum rate of interest
on all loans made upon the security of
commodities on and after the dates
stated below by the district banks for
cooperatives for the purposes specified
in section 7 (a) (1) of the Agricultural
Marketing Act, as amended (see. 7. 46
Stat. 14; 12 U. S. C. 1141e), shall be as
follows:

Rate
(per- Effective date District bank for cooperatives

cent)

14---- Feb. 24,1039 Louisville and Omaha.
1W .... -Dec. 1,1947 St. Louis.
2 ...... Feb. 1,148 Spokane.
2...... 'Mar. 14I8S New Orleans and Rouston.

.... Apr. 1,1948 Springfield Baltimore Cols~m-
bia, Wchit and 1erkeley.

2 ------- May 1,1948 St. PauL

§ 70.90-51 Interest rate on contincntal
loans and loans made in Puerto Rico se-
cured by Commodity Credit Corporation
loan documents. The rate of lnterest on
loans made on and after the dates stated
below, by the district banks for coopera-
tives upon the security of approved Com-
modity Credit Corporation loan docu-
ments; shall be as follows:

Rate
(per. Effectivedato Dtrlt ]:=I- tcr cc-,Fr-cmr
Cent)

I%-..... June ZP, 1&17 LoIScT111 and Omaha.-
i ..... Dcc. 1.1947 St. Lals.
2...... Feb. 1,140 S In.
2..- - Mr. 1 ifc 0S Orf5Ws ECU03u.
2...... Apr1 .,193 Spngfi Ml!, Baltfln:Es, Celiac~

bb, WIshita =1 Dckcy.
2.... May 1, 1a3 SL Paul
2 F.. Apr. T,103 Baltm -Lens t Puato

(See. 8. 46 Stat. 14, as amended; 12 U. S.
C. 1141f)

ISM] L W DuGo. N,-
Gorernor.

MAncH 25, 1948.
IF. R. Dec. 48-2859; Filcd, Mar. 30, 1948;

8:51 a. m.)

TITLE 7--AGRICULTUrE
Chapter IX-Production and Mariet-

ing Administration (A a rko ting
Agreements and Orders)

PART 965-Mun ni THE CnlcrnrATr, OHio,
Mrx MA-unHnEit Anna

ORISER SUSPEIMnIG CErTAIII Pnovsi.O:;s

Pursuant to the applicable provisions
of the Agricultural Marletlng Agree-
ment Act of 1937, as amended (7 U. S. C.
tOl et seq.) hereinafter referred to as
the "act," and of the order, as amended,
regulating the handling of milk in the
Cincinnati, Ohio, milk marketing area,
hereinafter referred to as the "order," It
is hereby found and determined that:

(a) The provisions of the order "$1.05
for the delivery periods of April through
July and 0 0 0 for the delivery pe-
riods of August through March" appear-
Ing in § 965.6 (a) (1) and the provisions
"$0.60 for, the delivery period. of April
through July and 0 * 0 for the de-
livery periods of August through March"
appearing in § 965.6 (a) (2) do not tend

(Continued on p. 1601)
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to effectuate the declared policy of the
act with respect to all milk subject to the
provisions of the order during the month
of April 1948.

(b) In accordance v'lth the Administra-
tive Procedure Act (Public Law 404, 79th
Cong., 60 Stat. 237) notice of proposed
rule making, public procedure thereon,
and 30 days prior notice of the effective
date hereof are found to be impracticable,
unnecessary, and contrary to the public
interest in that It Is necessary to issue
hnimedately and make effective not later
than April 1, 1948, this suspeuson order
to reflect current marketing conditions,
to facilitate, promote, and maintain the
orderly marketing of milk produted for
the Cincinnati, Ohio, milk marketing
area, and to Insure the production of an
adequate supply of milk for future
months. The continuation of the March
1948, price differentials for Clas I and
Class II milk during the months of April
through July, 1948, was considered at a,
public hearing held March 11, 1948;
notice of which was published in the
FEDERAL REGIsTER (13 F. R. 1267). The
changes effected by this suspension do
not require subitantial or extensive prep-
aration by persons affected prior to the
effective date. The time intervening be-
tween the date of issuance of this sus-
pension and its effective date affords
persons affected a reasonable time to pre-
pare for its effective date.

It is therefore ordered, That the pro-
visions of the order "$1.05 for the de-
livery periods of April through July and

i * 0 for the delivery periods of
August through March" appearing in
§ 965.6 (a) (1) and the provisions "$0.60
for the delivery periods of April through
July and " 0 0 for the delivery
periods of August through March" ap-
pearing in § 965.6 (a) -12) be and they
hereby are suspended with respect to all
milk subject to the provisions of the
order during the month of April 1943.

(48 Stat. 31,670,675,49 Stat. 750; 5Q Stat.
246; 7 U. S. C. 601 et seq.)

Done at Washington, D. C., this 26th
day of March 1948.

(s-L] N.E. DODD,
Acting Secretary of Agriculture.

IP. I. Dos. 43-2355; Filed, Lrr. 30, 1943;
8;51 a. m.1

Puir 971-MIL - D.%Yoi7-SP=a r=,

OHIo, M I11.ETG Arai

On=S SUP sf l G cTArI Provmsrors

Pursuant to notice published in the
F==L Rzis (13 F. R. 1563) and
actual notice given to interested parties
prior thereto, consideration has been
given to the suspension, for.the month
of Apil 1948, of the word "April" from
the tables appearing in § 971.5 (b (1)
and (c) (1) of Order No. 71. as amended,
regulating the handling of milk in the
Dayton - Springfield, Ohio, marketing
area, hereinafter referred to as the
"order," so that the amounts to be added
to the basic formula price for the com-
putation of Class I and Class Ir milk
prices for the month of April 1948 will
be the same as those required to be added
to the basic formula price for the pre-
ceding month.

Pursuant to the applicable provisions
of the Agricultural Marketing Agreement
Act of 1937, as amended (7 U. S. C., 601
et seq.) hereinafter referred to as the
"act," and to the order, and after havm
considered all revelant information, in-
cluding the written, data, views, and
arguments which were filed with the
Hearing Clerk pursuant to the notice
above referred to, it Is hereby found and
determined that:

(a) The word "April" appearing in the
tables set forth in § 971.5 (b) (1) and (c)
(1) of the aforesaid order does not tend
to effectuate the declared policy of the
act with respect to all milk subject to the
provisions of the order during the month
of April 1948.

(b) In accordance with the Adminis-
trative Procedure Act (Public Law 404,
79th Cong., 60 Stat. 237) the giving of
30 days prior notice of the effective date
hereof Is found to be impracticable, un-
necessary, and contrary to the public
interest In that It Is necessary to issue
immediately and to make effective not
later than April 1, 1948, this suspension
order to reflect current marketing con-
ditions, to facilitate, promote, and main-
main the orderly marketing of milk pro-
duced for the Dayton-Springfield, Ohio,
milk marketing area, and to insure the
production of an adequate supply of milk
for that market for future months. No-



RULES AND REGULATIONS

tice of consideration of this suspension
action was published in the FEDERAL
REGISTER- for March 24, 1948 (13 PF. R.
1568) The changes effected by this
suspension do not require substantial or
extensive preparation by the persons af-
fected prior to the effective date. The
time intervening between the date of is-
suance of this suspension and its effec-
tive date affords the liersons affected a
reasonable time to prepare for its effec-
tive date.

It is therefore ordered, That, the word
"April" appearing in the tables set forth
in § 971.5 (b) (1.) and (c) (1) of the
aforesaid order be and hereby is sus-
pended with respect to all milk subject
to the provisions of the order during the
month of April 1948.
(48 Stat, 31, 670, 675, 49 Stat. 750, 50
Stat. 246; 7 U. S. C. 601 et seq.)

Issued at Washington, D. C., this 29th
day of March 1948.

[SEAL] CLINTON P ANDERSON,
Secretary of Agrzculture.

IF. R. Doe. 48-2904; Filed, Mar. 30, 1948;
1, 9:55 a. m.L

PART 972-MILK IN TRI-STATE MILK
MARKETING AREA

ORDER SUSPENDING CERTAIN PROVISIONS

Pursuant to the applicable provisions
of the Agricultural Marketing Agreement
Act of 1937, as amended, (7 U. S. C. 601
et seq.) hereinafter referred to as the
"act," and of the order, as amended,
regulating the handling of milk in the
Tri-State milk marketing area, herein-
after referred to as the "order," it is
hereby found and determined that:

(a) The following provisions of the
order do not tend to effectuate the de--
clared policy of the act with respect to
all milk subject to the provisions of the
order during the month of April 1948:

(1) All the amounts or figures con-
tained in the table or schedule appearing
In § 972.5 (b) except "$1.35" and "$1.15."

(2) All the amounts or figures con-
tained in the table or schedule appearing
in § 972.5 (c) except "$1.05" and "$0.85."

(b) In accordancewiththeAdmimstra-
tive Procedure Act (Public Law 404, 79th
Cong., 60 Stat. 237) notice of proposed
rule making, public procedure thereon,
and 30 days prior notice of the effective
date hereof are found to be impracti-
cable, unnecessary, and contrary to the
public interest in'that it is necessary to
Issue immediately and make effective not
later than April 1, 1948, this suspension
order to reflect current marketing condi-
tions, to facilitate, promote, and main-
tain the orderly marketing of milk pro-
duced for the Tri-State milk marketing
area, and to Insure the produiction of an
adequate supply of milk for future
months. The level of Class I and Class
II price differentials during the months
of April through July 1948 was consid-
ered at a public hearing held March 15,
1948, notice of which was published in
the FEDERAL REGISTER (13 F. 1. 1308).
The changes effected by this suspension
order do not require substantial or ex-

tensive preparation by persons affected
prior to the effective date. The time in-
tervening between the date of Issuance of
this suspension and its effective date af-
fords persons affected a reasonable time
to prepare for its effective date.

It zs therefore ordered, That the fol-
lowing provisions of the order be and
they hereby are suspended with respect
to all milk subject to the provisions of
the order during the month of April
1948:

1. All the amounts or figures contained
in the table or schedule appearing in
§ 972.5 (b) except "$1.35" and "1.15."

2. All the amounts or figures contained
in the table or schedule appearing in
§ 972.5 (c) except "$1.05" and "$0.85."
(48, Stat. 31, 670, 675, 49 Stat. 750; 50
Stat. 246; 7 U. S. C. 601 et seq.)

Done at Washington, D. C., this 26th
day of March 1948.

TSEAL] N. E. DODD.
Acting Secretary of Agrzculture.

IF. R. Doc. 48-2857; Filed, Mar. 30, 1948;
8:51 a. M.]

PART 974--MLK IN COLUMBUS, OHIO,
M MARKETING AREA

ORDER SUSPENDING CERTAIN PROVISIONS
Pursuant to the applicable provisions

of the Agricultural Marketing Agree-
ment Act of 1937, as amended (7 U. S. C.
601 et seq.), hereinafter referred to as
the "act," and of the order, as amended,
regulating the handling of milkc in the
Columbus, Ohio, milk marketing area,
hereinafter referred to as the "order,"
it is hereby found and determined that:

(a) The following provisions set forth
in the schedule of Class I, Class II, and
Class III skim milk and butterfat values
to be added -to basic prices/appearing
in § 974.5 (b) of the order do not tend
to effectuate the declared policy of the
act with respect to all milk subject to
the provisions of the order during the
month of April 1948:

August April August April
through. through through through
March July far July

--------... $12093 ------------- $15.64
1399 10.43

.079 7.30

(b) In accordance with the-Admin-
istrative Procedure Act (Public Law 404,
79th Cong., 60 Stat. 237) notice of pro-
posed rule making, public procedure
thereon, and 30 days prior notice of the
effective date hereof are found to be im-
practicable, unnecessary, and contrary
to the public interest in that it is neces-
sary to issue immediately and make
effective not later than April 1, 1948, this
suspension order to reflect current mar-
keting conditions, to facilitate, promote,
and maintain the orderly marketing of
milk produced- for the Columbus, Ohio,
milk marketing area, and to Insure the
production of an adequate supply of milk
for future months. The establishment
of differentials for Class I, Class II, and
Class III milk at the March 1948 levels

for the months of April through July,
was considered at a public hearing held
March 8-10, 1948, notice of which was
published in the FEDERAL RGISTrER (13
F R. 809) The changes effected by this
suspension do not require substantial or
extensive preparation by persons affected
prior to the effective date. The time In-
tervening, between the date of issuance
of this suspension and its effective date
affords persons affected a reasonable
time to prepare for its effective date.

It is therefore ordered, That the fol-
lowing provisions set forth In the sched-
ule of Class I, Class II, and Claps III
skim milk and butterfat values to be
added to basic prices, appearing in
§ 974.5 (b) of the order be and they
hereby are suspended with respect to all
milk subject to the provisions of the
order during the month of April 1948:

August April August April
throuh through through throuth
Mars July 1ar1 July

--------- . $0.2003 .......... $16.01
... ... 139 ...... . 10.43

.097 . 7.30

(48 Stat. 31, 670, 675, 49 Stat. '50; 50
Stat. 246; 7 U. S. C. 601 et seq.)

Done at Washington, D. C., this 20th
day of Marcll 1948.

[SEAL] N.E. DODD,
Acting Secretary of Agriculture.

[F. R. Dce. 48-2854: Filed, Mar. 80, 1010;
8:50 a. m.]

PART 975-MILK ni CLEVELAND, OHIO,
MILE MARKEIrNG AREA

ORDER SUSPENDING CERTAIN PROVISION5

Pursuant to the applicable provisions
of the Agricultural Marketing Agreement
Act of 1937, as amended (7 U, S. C., 601
et seq.), hereinafter referred to as the
"act," and of the order, as amended,
regulating the handling of milk In the
Cleveland, Ohio, milk marketing area,
hereinafter referred to as the "order,"
it Is hereby found and determined that:

(a) The provisions of the order set
forth in § 975.6 (b) (I) except "Add to
the basic formula price * $1.15:
• * Provided, * * * That the
minimum price of sweet or sour cream,
or of any mixture of cheam and milk (or
skim milk), In Class I milk shall be the
price otherwise applicable pursuant to
this subparagraph less 15 cents" do not
tend to effectuate the declared policy of
the act with respect to all milk subject to
the provisions of the order during the
month of April 1948,

(b) In accordance vith the Adminis-
trative Procedure Act (Public Law 404,
79 Cong., 60 Stat. 237), notice of proposed
rule making, public procedure thereon,
and 30 days prior notice of the effective
date hereof are found to be Impracti-
cable, unnecessary, and contrary to the
public interest In that It is-necessary to
issue Immediately and make effective not
later than April 1, 1948, this suspension
order to reflect current marketing con-
ditions, to facilitate, promote, and main-
tain the orderly marketing of milk pro-

1662
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duced for the Cleveland, Ohio, milk
marketing area, and to insure the pro-
duction of an adequate supply of milk for
future months. Thelevel of Class I pnce
differentials was considered at' a public
hearing held March 18-19, 1948, notice of
which was published in the FEaRai REG-
IsTEv (13 F. R. 1326). The changes ef-
fected by-this suspension order do. not
require substantial or extensive prepara-
tion by persons affected prior to the ef-
fective date. The time intervening be-
tween the date of issuance of this
suspension and its effective date affords
persons affected a reasonable time to
prepare for its effective date.

It zs therefore ordered, That the pro-
visions of the order appearing in §975.6
(b) (1) except "Add to the basic-formula
price * * * $L15: * * * Pro-
vidfed, That the minimum
price of sweet or sour cream, or of any
mixture of cream and milk (or skm
milk) m Class I milk shall be the price
otherwise -applicable pursuant to this
subparagraph less 15 cents" be and
hereby are suspended with respect to all
'milk subject to the provisions of the or-
der during the month of April 1948.
(48 Stat- 31, 670, 675, 49 Stat. '50; 50
Stat. 246; 7 U. S. C. 601 et seq.)
Done at Washington, D. C., this 26th

day of March 1948.
[smLl N. E. DODD,

Acting Secretary of Agriculture.

[F. R. Doc. 48-2855; Flied Mar. 30, 1948.
8:50 a. m.1

TITLE 16-COM AERCIAL
PRACTICES

Chapter I-Federal Trade Commission
[Docet No. 4571

PART 3--DIGEST OF CEASE AND DESIST
ORDERS

PLAZA LUGGAGE & SUPPLY CO., INC., ET AL.
§ 3.6 (a) Advertising falsely or mislead-

zngly-Busmess status, -advantages or
connections of advertiser-- Producer
status of dealer or seller-Manufacturer"
§ 3.6- (r) Advertising falsely or mIslead-
rnglgy-Prces-Discount savings: § 3.6
(r) Advertiszng falsely or mzsleadingly-
Prices-Exaggerated as regular and
customary: § 3.6 (r) Advertising falsely
.or mzseadingy--Przces-List or catalog
as regular selling: § 3.6 (r) Advertising
falsely or mzsleading-Prtces--Retal1 or
selling as wholesale, 2obbzng, factory dis-
tributor's, etc., or discounted. In con-
nection with the offering for sale, sale,
and distribltion of luggage, billfolds, and
other items of merchandise m commerce,
(1) representing, directly or by implica-
tion, that respondents manufacture the
merchandise sold or distributed by them
through the use of the term "manufac-
turer" or 'MTfrs." or any other term or
abbreviation of similar irnport or mean-
ing on billheads, stationery, in advertis-
ing, or in any other manner; (2) using
pictorial representations of manufactur-
ing processes in such a manner as to rep-
resent or imply that respondents manu-
facture the merchandise described by
such pictorial representations; (3) using
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the term 'ls price," "catalog price," or
any other term of similar Import or
meaning to designate, describe, or refer
to prices which are not in fact the bona
fide regular established selling pricez of
the merchandise offered for sale as estab-
lished by the usual and customary sales
In the normal course of business; (4)
representing as a catalog, list, or retail
price any fictitious price which is In ex-
cess of the price at which the article of
merchandise is sold or is expected to be
sold at retail; (5) representing that re-
spondents are selling their merchandise
at wholesale prices by allowing discounts
from list, catalog, or retail prices when
such prices, after application of such dis-
counts, are in excess of the usual or cus-
tomary prices at which manufacturers,
wholesalers, or distributors offer for sale
or sell the same or comparable articles of
merchandise in the normal course of bus-
iness; or (6) representing that any spscl-
fled saving or discount from the retail
price Is offered purchaser upon purchase
'of any article of merchandise when such
saving or discount is based upon a fic-
titious retail price; prohibited. (Sec. 5,
38 Stat. 719, as amended bysec. 3,52 Stat.
112; 15 U. S. C., see. 45b) [Cease and de-
sist order, Plaza Luggage F Supply Com-
pany, Inc. et aL, Docket 4G57, January
30, 19481

At a regular session of the Federal
Trade Commission, held at Its office in
the city of Washington, D. C., on the
30th day of January A. D. 1948.
In the Matter of Plaza Luggage & Sup-

ply Company, Inc., a Corporation, and
Benjamin Goldstein and Abraham
Goldstein, Copartners, Trading and
Doing Business as U. S., Luggage &-
Leather Products Company
This proceeding having been heard by

the Federal Trade Commission upon the
complaint of the Commission, the an-
swer of the respondents, and a stipula-
tion as to the facts, In which stipulation
the respondents waived all Intervening
procedure and further hearing as to the
said facts, and the Commission having
made Its findings as to the facts and con-
elusion that the respondents Benjamin
Goldstein and Abraham Goldstein, co-
partners, trading and doing businezs as
U. S. Luggage & Leather Products Com-
pany, have violated the provisions of the
Federal Trade Commission Act:

It is ordered, That the respondents
Benjamin Goldstein and Abraham Gold-
stein, individually and trading as U. S.
Luggage & Leather Products Company
or trading under any other trade name,
and their respective representatives,
agents, and employees, directly or
through any corporate or other device In
connection with the offering for sale,
sale, and distribution of luggage, bill-.
folds, and other Items of merchandise
in commerce as "commerce" Is defined
in the Federal Trade Commission Act,
do forthwith cease and desist from:

1. Representing, directly or by implf-
cation, tlhat respondents manufacture
the merchandise sold or distributed by
them through the use of the term "man-
ufacturer" or "Mfrs." or any other term
or abbreviation of. similar import or
meaning on billheads, stationery, In ad-
vertising, or in any other manner.

2. Usng plctorial representations of
manufacturing processes in such a man-
ner as to represent or imply that" re-
spondents manufacture the merchandise
described by such pictorial reprLsenta-
tions.

3. Usin the term "lisT price," "cata-
log price," or any other term of similar
import or meaning to designate, describe,
or refer to prices which are not in fact
the bona fide regular established selling
prices of the merchandize offered for sale
as es-tablished by the usual and custom-
ary sales in the normal course of bu s-
ness.

4. Rzpresenting as a catalog, list, or
retail price any fictitious price which is
In excess of the price at which the article
of merchandise Is sold or is expected to.
be sold at retail.

5. Representing that respondents are
selling their merchandise at wholesale
prices by allowing discounts from list,
catalog, or retail prices when such prices,
after application of such discounts, are
in exccss of the mual or customary prices
at- which manufacturers, wholesalers, or
distributors offer for sale or sell the same
or comparable articles of merchandise In
the normal course of busines.

6. Reprecenting that any specified sav-
ing or discount from the retail price is
offered purchaser upon purchase of any
article of merchandise when such savmn
or discount Is based upon a fictitious re-
tall price.

It is further ordered, That the com-
plaint ba, and the same hereby Is, dis-
mi..ed as to the respondent Plaz-
Luggage & Supply Company, Inc., a
corporation.

It is further ordered, That the re-
spondents shall, within sixty (69) days
after service upon them of this order,
file with the Commission a report in
writing, setting forth In detail the man-
ner and form in which they have com-
plied with this order.

By the Commission.
[SEAL] Ois B. J6inzsou,

Secretary.
IF. n. D2;. 48-27ES; Filed, Mar. 20, 1M4E;

8:52 a. m.LI

TITLE 19--CUSTOAS DUTIES
Chapter --Bureau of Customs, De-

partment of the Treasury
IT. D. 51E I3

PA=T C--imm Fea DumIS, L-my oz
IziPonTED rmssmumm

Section 8.30, Customs ,egubtions of
1943 (19 C/R, Cum. Supp., 330). is
amended by deleting the word "not" from
the heading; redesignating paragraph
(e) as (f) and inserting a new para-
graph (e) as follows:

§ 8.30 Form and contents; artdesna
entitled to entry. * 0 0
(e) A warehouse entry may be sub-

stituted for a consumption entry cover-
Ing merchandise which has remained in
continuous cus toms custody. In such a
case, the superseded consumption entry
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shall be liquidated for refund of any es-
timated, duties deposited without await-
ing liquidation of the warehouse entry.

(See. 557, 46'Stat. 744, sees. 2, 22, 23, 52
Stat. 1077, 1087, 1088, sec. 624, 46 Stat.
759; 19 U. S. C. 1557, 1624)..

[sEAL] FRANx Dow,
Acting Commissioner of Customs.

Approved: March 24, 1948.

E. H. FOLEY, Jr.,
Acting Secretary of the Treasury.

[F. R. Doec. 48-2816; Filed, Mar. 30, 1948;
8:49 a. in.]

IT. D. 51868]

PART 10-ARTICLES CONDITIONALLY FREE,
SUBJECT TO A REDUCED RATE, ETC.

PART 25-CUSTOMS BONDS
TEIPORARY ILIPORTATIONS

1. Section 10.31 (c) Customs Regu-
lations of 1943 (19 CFR, Cum. Supp.,
10.31 (c)) is hereby.amended to read as
follows:

§ 10.31 Entry; bond. * 4 *
(c) A bond shall be given in an,

amount equal to one and one-quarter
times the duties which it is estimated
would accrue had all the articles covered
by the entry been entered under an ordi-
nary consumption entry. When the
articles are entered under paragraph
1607 or section 308 of the tariff act, as
amended, the bond shall be on customs
Form 7563 or other appropriate form;
when under paragraph 1747 or 1808 of
the tariff act, on customs form 7565.
Cash deposits in the amount of the bond
may be accepted in lieu of sureties. Such
deposits shall be placed in the collector's
special deposit account and customs form
5117-B shall be used as a collection
voucher and receipt.
(Pars. 1607, 1747, 1808, 1809; sec. 201,
46 Stat. 673, 680, 684, see. 308, 46 Stat.
690, sec. 4, 52 Stat. 1079; sec. 624, 46 Stat.
759; 19 U. S. C. 1201, 1308, 1624)

2. Section 10.31 (e) Customs Regu-
lations of 1943 (19 CPR, Cum. Supp.,
10.31 (e)) is hereby amended by chang-
ing the last sentence to read as follows:
"If the articles were entered under para-
graph 1607 or section 308 of thetariff act,
as amended, the entry shall be liquidated
free of duty, but at the time of such
liquidation the amount of duties which
would have accrued if the bond had not
been given shall be ascertained for use in
connection wth the consideration of any
petition for relief from the payment of
liquidated damages."
(Pars. 1607, 1747, 1808, 1809; sec. 201,
46 Stat. 673, 680, 684, sec. 308, 46 Stat.
690, sec. 4, 52 Stat. 1079, sec. 624, 46 Stat.
759; 19 U. S. C. 1201, 1308, 1624)

3. Section 10.37, Customs Regulations
of 1943 (19 CFR, Cum. Supp., 10.37) is
hereby amended to read as follows:

§ 10.37 Extension of bonds. Bonds
given under paragraph 1607, Tariff Act
of 1930, cannot be extended. All other
6-months' bonds to secure the exporta-

tion of temporary importations may be
extended-for a further period of 6 months
by the collector of customs at the port
where the entry was filed upon written
application to such collector on customs
Form 3173, provided the articles have
not been exported (or duly.destroyed)
prior to the date of the receipt by the col-
lector of the application, or liquidated
damages have not been assessed under
the bond prior to such receipt. (Pars.
1607, 1747, 1808: sec. 201, 46 Stat. 673,
680, 684, sec. 308, 46 Stat. 690, sec. 4,
52 Stat. 1079, sec. 624, 46 Stat. 759; 19
U. S. C. 1201, 1308, 1624)
A. Section 10.38 (c) Customs Regula-

tions of 1943 (19 CFR, Cuin. Supp., 10.38
(c)) is hereby amended to read as
follows:

§ 10.38 Exportation. * * *
(c) If exportation is to be made at a

port other than the one at which the
merchandise was entered, the applica-
tion on customs Form 3495 shall be filed
in duplicate. There shall also be filed
with the application a certified copy of
the import entry or a certified copy of the
invoice used on entry.

(Sec. 624,46 Stat. 759; 19 U. S. C. 1624)

5. Section 10.39 (d) Customs Regu-
lations of 1943 (19 CFR, Cum. Supp.,
10.39 (d)) is hereby amended to read
as follows:

§ 10.39 Cancelation of bonds.
(d) If any article has not been ex-

ported or destroyed in accordance with
the regulations in this part within the
bond period (including any lawful exten-
sion) the collector shall (1) collect the
duties found due on such article, if en-
tered under paragraph 1747 or 1808; or
(2) if the article was entered under para-
graph 1607 or, section 308 of, the tariff
act, as amended, make a demand in writ-
ing under the bond for the payment of
liquidated damages equal to the entire
amount of the bond, except that if the
entry covering the articles is charged
against a term bond the demand shall
be limited to an amount equal to one and
one-quarter times the estimated duties
applicable to such entry. The written
demand shall include a statement that
a written application for relief from the
payment of the full liquidated damages
may. be filed with the collector within 60
days after the date of the demand. If a
written application for relief is timely
filed, such, application, together with a
full report of the facts, shall be trans-
mitted to the Bureau for decision, ex-
cept that if the full amount of liquidated
damages does not exceed $1,000, collec-
tors of customs may cancel the liability
incurred under the bond upon the pay-
ment of one and one-quarter times the
duties which would have accrued on the
merchandise not disposed of in accord-
ance with the terms of the bond had such
merchandise been entered under an or-
dinary consumption entry, provided the
collector is satisfied that the law and
regulations have been complied with and
there was no intent to defraud the reve-
nue. (Pars. 1607, 1747, 1808: sec. 201,
46 Stat. 673,7680, 684, see. 308, 46 Stat.
690, see. 4, 52 Stat. 1079, sec. 624, 46 Stat.
759; 19 U. S. C. 1201; 1308, 1624)

6. Paragraph (b) of § 10.40 Refund of
special deposits, Customs Regulations of
1943 (19 CFR, Cum. Supp., 10.40 (b)), is
hVereby amended by inserting the words
"or, in appropriate cases, the collector
of customs," in the last sentence after
the word "Customs."

(See. 624, 46 Stat. 759; 19 U. S. C. 1624)

7. Paragraph (c) of § 10.41 Horses, ve-
hicles, and craft brought in for a tem-
porary stay, Customs Regulations of 1043
(19 CFR, Cum. Supp., 10.41 (c)), is
hereby amended by deleting the second
and third sentences thereof.

(R. S. 251, sec. 624, 46 Stat. 759; 19
U. S. C. 66, 1624)

8. Section 10.41 (h) Customs Regu-
lations of 1943 (19 CFR, Cum. Supp.,
10.41 (h)) Is hereby amended by chang-
ing the last sentence to read as follows:
"Each horse, vehicle, or craft shall be
subject to forefelture if it (1) has entered
the United States under a touring certif-
icate under the provisions of this section
and is not duly exported, destroyed, or
entered under bond, within the period of
such certificate, or (2) is determined to
have been imported (except as provided
for in paragraph (f)) for the trans-
portation of persons or articles for hire,
or (3) is determined to have been im-
ported primarily for the carriage of
articles."
(R. S. 251, sec. 624, 46 Stat. 759; 19
U. S. C. 66. 1624)

9. Paragraph (a) of § 25.15 Export
bonds; cancelation, Customs Regula-
tions of 1943 (19 CFR, Cum. Supp., 25.15
(a)) is hereby amended by eliminating
the word "penal" in the first sentence,
by eliminating the period after the word
"Customs", and by inserting immediately
after the word "Customs" the words "or
by the collector of customs in accokdanco
with the provisions of § 10,39 (d) "

(See. 30, 52 Stat. 1089, sec. 624, 46 Stat.
759" 19 U. S. C. 1623, 1624)

[SEAL] FRANK DOW,
Acting Commissioner of Customs,

Approved: February 18, 1948,
A. L. M. Wiggins,

Acting Secretary of the Treasury.
IF. R.. Doe. 48-2815; Flied, Liar. 80, 19405

8:49 a. in.]

TITLE 50-WILDLIFE
Chapter III-Infernalional Fisheries

Commission
PART 301-PAcIC HALIBUT F1SI1fIES

Regulations of the International Fish-
eries Commission adopted pursuant to
the Pacific halibut fishery convention
between the United States of America
and the Dominion of Canada, signed
January 29, 1937.
see. 7
301.1 Regulatory areas,
301.2 Limit of catch in each area.
301.3 Length of closed season.
301.4 Issuance of licenses and conditlon

limiting their validity.
801.5 Retention of halibut taken with other

fish under permit.
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sec. to approximately 25,500,000 pounds of
301.6 Issuance of permits and conditions salable halibut, and from Area 3 to ap-

limiting their valdity. proximately 28,000,000 pounds of ralable
.301.7 Statistical return by vessels.
301.8 Statistical return by dealers. halibut, and from Area 4 to approxi-
301.9 Closed small halibut grounds. mately 500,00) pounds of salable halibut,
301.10 Dory gear prohibited, the weights in each or any such limit
301.11 Nets prohibited. to be computed as with heads off and
30L12 Retention of tagged halibut, entrails removed.
301.13 Responsibility of master. - (b) The catch of halibut to be taken
301.14 Supervision of-unloading and weigh- from each area during the halibut fish-

Ing. Ing season of the year 1948 shall also be
A=moar: §§ 301.1 to 301.14, inclusive,.15- limited to halibut which with the head

sued under 50 Stat. 1351. on are 26 inches or more In length as

§ 301.1 Regulatory areas. (a) Con- measured from the tip of the lower Jaw
vention waters which Include the terr- to the extreme end of the middle of the
tonal waters and the high seas off the tall or to halibut which with the head
western coasts of Canada and the United off and entrails removed are 5 pounds
States of America including the south- or more In woight, and the poszesslon
em as well as the western coasts of of any halibut of less than the above
Alaska, shall be divided into the fol- length or the above weight, according
lowing areas, all directions given being to whether the head Is on or off, by
magnetic unless otherwise stated. any vessel or by any master or operator

(b) Area 1A shall include all conven- ofany vessel or by any person, firm, or
tion waters southeast of a line runng corporation, Is prohibited.

northeast and southwest through Cape (c) The International Fisheries Com-
Blanco Iaght, as shown on Chart 5952, mission shall as early in the said year as
published in February 1935, by the Is practicable determine the date on
United States Coast and Geodetic Sur- which It deems each limit of catch de-
vey, tatlch light is appro dmately atr- fined in paragraph (a) of this section
vude 4250h14hi N., loagitue 12433'45 will be attained, and the limit of each
tue Nsuch catch shall then be that whichW.
(c) Area 1B shall include all con- shall be taken prior to said date, and

vention waters between Area 1A and fishing for or catching of halibut in the

a line running northeast and southwest area or areas to which such limit ap-
through Wllapa Bay Light on Cape plies shall at that date be prohibited
Shoalwater, as shown on Chart 6185, until after the end of the closed season
published in July 1939, by the United as defined and modified in § 301.3. except
States Coast and Geodetic Survey. as provided in § 301.5 and In Article I of
which light is appro deaty m latitude the Convention, and provided that If It
46h43"17'g N., longitude 124iC4'15t W shall at any time become evident to the

(d) Area 2 shall include all conven- International Fisheries Commission that
tion waters off the coasts of the United the limit will not be reached by such date,
States of America and of Alaska and oL.- It may substitute another date.

the Dominion of Canada between Area § 301.3 Length of closed season. (a)
113 and'a line running through the most Under the authority of Article I of the
westerly point of Glacier Bay, Alaska, to aforesaid Convention the closed season
Cape Spencer Light as shown on Chart as therein defined shall be modified so
8304, published in June 1940, by the as to end at 12 midnight of the 30th day
United States Coast and Geodetic Survey, of April of the year 1943 and of each
which light is approximately latitude year thereafter and shall begin at 12
58°11'57" N., longitude 136°38'18" W., midnight of the 30th day of November of
thence south one-quarter east and Is ex- each year unless an earlier date is de-
clusive of the areas closed to all halibut termlned upon for any area under the
fishing in § 301.9. provisions of paragraph (b) of this
(e) Area 3 shall include all the con- section.

vention waters off the coast of Alaska (b) Under authority of Article I of
that are between Area 2 and a straight the Convention, the closed season as
line runing from the light on Cape therein defined shall begin in each area
Kabuch at the head of Ikatan Bay as on the date on which the limit is reached
shown on Chart 8701 published in Feb- as provided in paragraph (c) of § 301.2
ruary 1943, by the United States Coast and the closing of such area or areas
and Geodetic Survey which light is ap- shall be taken to have been duly-approved
proximately latitude 53°49'03 " N., longi- unless before the said date qlther the
ture 163°21'42'" W., thence to Cape President of the United States of Amer-
Sarichef Light at the western end of lca or the Governor General of Canada
Unmmak Island as shown on Chart 8860 shall have signified his disapproval, (the
published in December 1942 (12th burden of proving any such sgnification
Edition) by the United States Coast and being upon the person alleging It) And
Geodetic Survey which light is approxi- provided, That the closing date of Area
mately latitude 54*36'001" N., longitude 2 or of Area 3, whichever shall be later,
164°55'45" W., thence true west. shall apply to Areas 1A and 4, unless

(f) Area 4 shall include all convention Area 4 shall have been previously closed
waters in Bering Sea which are not in- under this section. and that the closing
cluded in Area 3. date of Area 2 shall apply to Area 1B.

(c) Nothing contained In the regula-

§ 301.2 Limit of catch in each area. tions in this part shall prohibit the fish-
(a) The catch of halibut to be taken ing for species of fish other than halibut
during the halibut fishing season of the or prohibit the International Fisheries
year 1948 from Area 2 shall be limited Commission from conducting fishing op-

erations as provided for in Article I of
the Convention.

§ 301.4 Inuance of licenses ancr con-
ditions limiting their raidity. (a) All
vessels of any tonnage which shall fish
for halibut In any manner or hold hali-
but In possezsion In any area, or which
shall transport halibut otherwise than
as a common carrier documented by the
Government of the United States or of
Canada for the carriage nf freight, must
be licensed by the International Fishenes
Commission, Provided, That vessels of
less than five net tons or vessels which
do not use set lines need not be licensed
unless they shall require a permit as pro-
vided In § 301.5.

(b) Each vessel licensed by the Inter-
national Fisheries Commission shall
carry on board at all times while at sea
the halibut license thus secured whether
it is validated fOr halibut fishing or en-
dorsed with a permit as provided In
§ 30L6 and this license shall at all times
be subject to inspection by authorized
officers of either of said Governments
or by representatives of the International
Fisheries Commison.
(c) The halibut license shall be issued

without fee by the customs officers of
either of said Governments or by repre-
sentatives of the International Fisheries
Commission or by fishery officers of
either of said Governments at places
where there are neither customs officers
nor representatives of the International
Fisheries. Commission. A new license
may be issued by the officer accepting
statistical return at any time to vessels
which have furnished proof of loss of
the license form previously Issued, or
when there shall be no further space for
record thereon, providing the receipt of
statistical return shall be shown on the
new form for any halibut or other species
taken during or after the voyage upon
which loss occurred. The old license
form shall be forwarded in each case to
the International Fisheries Commisson.
(d) The halibut license of any vessel

shall be validated before departure from
port for each halibut fishing operation
for which statistical returns are required.
This validation of a license shall be by
customs officers or by fishery officers of
either of shld Governments when avail-
able at places where there are no customs
oMcqrs and shall not be made unless the
area In which the vesel will fish is en-
tered on the license form and unless the
provisions of § 301.7 have been complied
with for all landings and all fishing
operations since issue of the license, Pro-
tided, That if the master or operator of
any vessel shall fall to comply with the
provisions of § 301.7, the halibut license
of such vessel may be validated by
customs officers upon evidence either
that there has been a Judicial determia-
tion of the offense or that the laws pre-
scribing penalties thexefor have been
complied with, or that the said master or
operator s no longer responsible for, nor
sharing in, the operations of said vessel.
(e) The halibut license of any vessel

fishing for halibut In Area IA as defined
in § 301.1 after the closure of Areas 1B
and 2 must be validated at a port or place
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within Area 1A prior to each-such fishing
operation.

(f) No halibut license shall be vali-
dated for departure for halibut fishing
in Areas 1A or 1B or 2 more.than three
days, and in Areas 3 or 4 more than five
days before the end of the closed season
as defined in § 301.3 (a)

(g) No halibut license shall be valid
for halibut fishing in more than one
area, as defined in § 301.1, during any one
trip nor shall it be revalidated for halibut
fishing in another such area while the
vessel has any halibut on board.

(h) The halibut license shall not be
valid for halibut fishing in any area
closed to halibut fishing or for the pos-
session of halibut in any area closed to
halibut fishing except while in actual
transit to or within a port of sale.

(I) The halibut license shall not be
valid for halibut fishing in any area while
a permit endorsed thereon is in effect,
nor shall it be validated while halibut
taken under such permit is on board.

(j) The halibut license of any vessel
shall not be valid for the possession of
any halibut in any area other than that
for which validated, if such vessel is in
possession of baited gear, except in those
waters included within a twenty-five
mile radius of Cape Spencer Light,
Alaska.

§ 301.5 Retention o1 halibut taken
with other fish under permiL (a) There
may be retained for sale on any vessel
which shall have a permit as provided
in § 301.6 such halibut as is caught inci-
dentally to fishing by that vessel in any
area that is closed to halibut fishing
under §301.2 with set lines (of the type
commonly used in the Pacific coast hali-
but fishery) for other species, not to ex-
ceed at any time one pound of halibut
for each seven pounds of salable fish,
actually utilized, of other species not in-
cluding salmon or tuna, and such hali-
but may be sold as the catch of said
vessel, the weight of all fish to be com-
puted as with heads off and entrails re-
moved; Provided, That it shall not be a
violation of this section for any such ves-
sel to have in possession halibut in addi-
tion to the amount herein allowed to be
sold if such additional halibut shall not
exceed thirty per cent of such amount
and shall be forfeited and surrended at
the time of landing as provided in para-
graph (d) of this section.

(b) The catch of halibut taken and
retained under such permit shall be lim-
ited to halibut which with the head on
are 26 Inches or more in length as meas-
ured from the tip of the lower jaw to the
extreme end of the middle of the tail or
to halibut Which with the head off and
entrails removed are 5 pounds or more
in weight, and the possession of any hali-
but of.less than tjhe above length or the
above weight, according to whether the
head Is on or off, by any vessel or by any
master or operator of any vessel or by
any person, firm or corporation, is
prohibited.

(c) Halibut retained under such per-
mit shall not be landed or othervise re-
moved or be received by any person, firm
or corporation from the catching vessel
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until all halibut on board shall have been
reported to a customs, fishery or other
authorized enforcement officer of either
of said Governments by the captain or
operator of said vessel and also by the
person, firm or corporation receiving the
halibut, and no halibut or other fish shall
be landed or removed or be received from
the catching vessel except with the per-
mission of said officer and under such
supervision as the said officer may deem
advisable.

(d) Halibut retaihed under such per-
mit shall not be purchased or held in
possession by any person other than the
master, operator or crew of the catching
vessel in excess of the proportion allowed
in paragraph (a) of this section until
such excess whatever its origin shall have
been forfeited and surrendered to the
customs, fishery or other authorized of-
ficers of either of said Governments. In
forfeiting such excess, the vessel shall
be permitted to surrender any part of ifs
catch of halibut, Promded, That the
amount retained shall not exceed the
proportion herein allowed.

(e) Permits for the retention and land-
ing of halibut in the year 1948 shall
become invalid at 12 midnight of the
15th day of November of said year or
at such earlier date as the International
Fisheries Commission shall determine.

§ 301.6 Issuance of permits and con-
ditions limiting their validity. (a) Any
vessel which shall be used in fishing for
other species than halibut in any area
closed to halibut fishing under § 301.2
3nust have a halibut license and a per-
mit if it shall retain, land, or sell any
halibut caught incidentally to such fish-
ing or possess any halibut of any origin
during such fishing, as provided in
§ 301.5.,

(b) The permit shall be shown by en-
dorsement of the issuing officer on the
face of the halibut license form held by
said vessel and shall show the area for
which the permit is issued.

(c) The permit shall terminate at the
time of first landing thereafter of fish
of any species and a new permit shall
be secured before any subsequent fish-
ing operation for which a permit is
required.

(d) A permit shall not be issued to any
vessel which shall have halibut on board
taken while said vessel was licensed to
fish in an open area unless such halibut
shall be considered as taken under the
issued permit and is thereby subject to
forfeiture when landed if in excess of
the proportion permitted in paragraph
(a) of § 301.5.

(e) A permit shall not be issued to, or
be valid if held by, any vessel which
shall fish with other than set lines of
the type commonly used in the Pacific
coast halibut fishery.

(f) The permit of any vessel shall not
be valid unless the permit is, granted
before departure from port for each fish-
ing operation for which statistical re-
turns are required. This granting of a
permit shall be by customs officers or by
fishery officers of either of said Goyern-
ments -when available pt places where
there are no customs officers and shall

not be made unless the area in which
the vessel will fish Is entered on the halt-
but license form and unless the provi-
sions of § 301.7 have been complied with
for all landidgs and all fishing opera-
tions since Issue of the license or permit,
provided that If the master or operator
of any vessel shall fail to comply with
the provisions of § 301.7, the permit of
such vessel may be granted by customs
officers upon evidence either that there
has been a judicial determination of the
offense or that the laws prescribing pen-
alties therefor have been complied with,
or that the said master or operator is
no longer responsible for, nor sharing In,
the operations of said vessel.

(g) The permit of any vessel shall not
be valid If said vessel shall have In its
possession at any time halibut in ex-
cess of the amount allowed under para-
graph (a) of § 301.5.

§ 301.7 Statistical return by vessels,
(a) Statistical return as to the amount
of halibut taken during fishing opera-
tions must be made by the master or
operator of any vessel licensed under
the regulations In this part, and as to
the amount of halibut and other species
by the master or operator of any ves-
sel operating under permit as provided
for In §§ 301.5 and 301.6 within 48 hours
of landing, sale or transfer of halibut or
of first entry thereafter into a port
where there is an officer authorized to
receive such return.

(b) The statistical return must state
the port of landing and the amount of
each species taken within the area de-
fined in the regulations in this part, for
which the vessel's license is validated.

c) The statistical return must include
all halibut landed or transferred to other
vessels and all halibut held in possession
on board and must be full, true and cor-
rect In all respects herein required, A
copy of such return must be forwarded
to the International Fisheries Commis-
sion at such times as the latter shall re-
quire.

(d) The master or operator and/or any
person engaged on shares In the opera-
tion of any vessel licensed or holding a
permit under the regulations in this part
may be required by the International
Fisheries Commission or by any officer of
either of said Governments authorized to
receive such return to certify to its cor-
rectness to the best of his information
and belief and to support the certificate
by a sworn statement. Validation of a
halibut license or issuance of a permit
after such sworn return is made shall be
provisional and shall not render the
license or permit vhlid in case the return
shall later be shown to be false or fraudtt-
lently made.

(e) The master or operator of any ves-
sel holding a license or permit under the
regulations In this part shall keep an ac-
curate log of all fishing operations in-
cluding therein date, locality, amount of
gear used, and the amount of halibut
taken daily in each such locality. This
log record shall be open to Inspection of
representatives of the International
Fisheries Comnlssion authorized for this
purpose.
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(f) The master, operator and/or any
other person engaged on-shares in the
operation of any vessel licensed under
these regulations may be required by the

-International Fisheries Commsion or
by any officer of either of said Govern-
ments to certify to the correctness of
such log record to the best -of Iis in-
formation and belief and to support the
certificate by a sworn statement.

§ 301.8 Statistical return 16y dealers.
(a) All persons, firms or corporations
that shall buy halibut or receive halibut
for any purpose Irom fishing or trans-
porting vessels or other carrier shall keep
and on request furnish to bustoms officers
or to any enforcing officer of either of
said Governments or to representatives
of the International Fisheries Commis-
sion, records of each purchase or receipt
of halibut, showing date, locality, name
of vessel, person, firm or corporation
purchased or received from and the
amount in pounds according to trade
categories of the halibut and other spe-
cies landed with the halibut.

(b) All persons, firms or corporations
receiving fish from a vessel fishing under
permit as provided in § 301.5 shall within
48 hours make to an authorized enforc-
ing officer of either of said Governments
a signed statistical return showing the
date, locality, name of vessel received
from and the amount of halibut and of
other species landed with the halibut and
certifying that permission to receive such
fish was secured in accordance with
paragraph (a) of § 301.5. Such persons,
-firms or-corporations may be required by
any officer of either of said Governments
to support the accuracy of the above
signed statistical return with 4 sworn
statement.

(c) All records of all persons, firms or
corporations concerning the landing,
purchase, receipt and sale of halibut and
other species landed therewith shall be
open at all times to inspection of any en-
forcement officer of either of said Gov-
ernments or of any authorized repre-
sentative of the International Fisheries
Commission. Such persons, firms or
corporations may be required to certify
to the correctness of such records and to
support the certificate by a sworn state-
ment.

(d) The possession by any person, firm,
or corporation of halibut which such per-
son, firm or corporation knows to have
been taken by a vessel without a valid
halibut license or a vEssel without a per-
mit when such license or permit is re-
quired, is prohibited.

§ 301.9 Closed small halibut grounds.
(a) The following areas have been found
to be populated by small, immature hali-
but and are hereby closed to all hiibut
fishing and the possession of halibut of
any origin is prohibited therein during
fishing-for other spec~es:

(b) First, that area in-the waters off
the coast of Alaska within the following
boundary as stated in terms of the mag-
netic compass unless otherwise indicated:
from the north extremity of Cape Ulitka,
Noyes Island, -approximately latitude
55°33"48 't N., longitude 1330433511 W., to
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the south extremity of Wood Island, ap-
proximately latitude 55039'44D N., longi-
tude 133042'29" W., thence to the east
extremity of Timbered Islet, approxi-
mately latitude 55041'47" N., longitude
133047'4211 W., thence to the true west
extremity of Timbered Islet, approxl-
mately latitude 55041'4611 N., longitude
133°48'01 'P W., thence southwest three-
quarters south sixteen and five-eighths
miles to a point approximately latitude
55034'46" N., longitude 134014'40" W.,
thence southeast by south twelve and
one-half miles to a point approximately
latitude 55022'23" N., longitude 1340
12'48" W., thence northeast thirteen
and seven-eighths miles to the southern
extremity of Cape Addington, Noyes
Island, latitude 55026'111" N., longitude
133049'12" W., and to the point of origin
on Cape lltka. The boundary lines
herein indicated shall be determined
from Chart 8157, as published by the
United ,States Coast and Geodetic Sur-
vey at Washington, D. C., in June, 1929,
and Chart 8152, as published by the
United States Coast and Gebdetic Sur-
vey at Washington, D. C., in March, 1933,
and reissued March, 1939. except for the
point of Cape Addington which shall be
determined from Chart 8158, as published
by the United States Coast and Geodetic
Survey in December, 1923, Prodlded, That
the duly authorized officers of the
United States of America may at any
time place a plainly visible markN or
marks at any point or points as nearly
as practicable ou the boundary line de-
fined herein, and such mark or marks
shall thereafter be considered as cor-
rectly defining said boundary.

(c) Second, that area lying in the
waters off the northern coast of Graham
Island, British Columbia, within the fol-
lowing boundary, and including the
waters of Sturgess Bay, Masset Sound,
Mlasset Inlet, and bays and inlets thereof:
from the northwest extremity of Wlah
Point, latitude 54006'50" N., longitude
132019'18" W., true north five and one-
half miles to a point approximately lati-
tude 54012'20" N., longitude 132°19'18"
W., thence true east approximately six-
teen and three-tenths miles to a point
which shal lie northwest (according to
magnetic compass at any time) of the
highest point of Tow Hill, Graham Is-
land, latitude 54"04'24" N., longitude
131048'00" W., thence southeast to the
said highest point of Tow Hill. The
points on the shoreline of the above men-
tioned Island shall be determined from
Chart 3754, published at the Admiralty,
London, April 11, 1911, provided that
the duly authorized officers of the Do-
minion of Canada may at any time place
a plainly visible mark or marks at any
point or points as nearly as practicable
on the boundary line defined herein, and
such marks shall thereafter be considered
as correctly defining said boundary.

§ 301.10 Dory gear prohibited. The
use of any hand gurdy or other appliance
in hauling halibut gear by hand power in
any dory or small boat operated from a
vessel licensed under the provisions of
these regulations Is prohibited In all con-
vention waters.

§301.11 Nets prohibited. It Is pro-
hibited to retain halibut taken with a
net of any kind or to have in possession
any halibut while using any net or nets
other than bait nets for the capture of
other species of fish, nor shall any license
or permit held by any vessel under the
regulations In this part by valid during
the use or possession on board of any
net or nets other than bait nets which
are utilized for no other purpose than the
capture of bait for said vessel.

§ 301.12 Retention of tagged halibut.
Nothing contained in the regulations in
this part shall prohibit any vessel at any
time from retaining and landing any
halibut which bears an International
Fisheries Commission tag at the time of
capture: Provided, That 'such halibut
with the tag still attached is reported at
the time of landing to representatives of
the International Fisheries Commission
or to enforcement officers of either of
said Governments and Is made available
to them for examination.

§ 301.13 Responszbility of master.
Wherever in the regulations In this prt
any duty Is laid upon any vessel, it shall
be the personal responsibility of the mas-
ter or operator of said vessel to see that
said duty is performed and he shall per-
sonally be responsible for the perform-
ance of said duty. This provision shall
not be construed to relieve any member
of the crew of any responsibility with
which he would otherwise be chargeable.

§ 301.14 Supervision of unloading and
weighing. Thelinloading and weighing
of the halibut of any vessel licensed or
holding a permit under the regulations
In this part shall be under such super-
vision as the customs or other authorized
officer may deem advisable in order to
assure the fulfillment of the provisions
of the regulations In this part.

Previous regulations superseded. These
regulations shall supersede all previous
regulations adopted pursuant to the
Convention between the United States of
America and the Dominion of Canada
for preservation of the halibut fishery of
the northern Pacific Ocean and Bering
Sea, signed January 29, 1937, except as
to offenses occurring prior to the ap-
proval of these regulations. These reg-
ulations sall be effective as to each suc-
ceeding year, with the datgs herein specl-
fied changed accordingly,, until super-
seded by subsequently approved regu-
latlons. Any determination made by the
International Fisheries Commission pur-
suant to these regulations shall become
effective Immediately.

A. J. Wirsxioax,
Chairman.

EnWArD W. ALz,
G. W. Ni Er rSO,
M.LTON C. JAZIES,

Secretary.
Approved: February 27, 1948.

HAnny S. Tnuzmr;,
The White House.

[P. R. D cc. 48-2833; nled, Mazr. ao, 1948;
9:01 a. m.]
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TITLE 46-SHPPING
Chapter I-Coast Guard: Inspection

and Navigation
[CGFR 48-51

MARINE ENGINEERING AND MATERIAL SPECI-
FICATIONS FOR MERCHANT VESSELS

Notices regarding proposed changes in
the marine engineering regulations and
material specifications were published in
the FEDERAL REGISTER dated February 18
and August 22, 1947 (12 F. R. 1109, 5670)
and public hearings were held by the
Merchant Marine Council on March 26
and September 23, 1947, at Coast Guard
Headquarters, Washington, D. C. All
the comments and suggestions made at
or submitted for these public hearings
were considered and incotporated into
the revised regulations where possible.

The regulations for marine engineer-
ing and material specifications for mer-
chant vessels in 46 CFR, Parts 50 to 57,
inclusive (Subehapter F-Marine En-
gineering) have been revised and
brought up to date so that the regula-
tions and specifications will reflect the
experiences gained through wartime op-
erations. In general, the changes are
intended to clarify existing regulations;
effect editorial changes; bring regula-
tions into closer agreement with the re-
quirements of the American Bureau of
Shipping, the boiler and unfired pressure
vessel codes of the American Society of
Mechanical Engineers, and the stand-
ards of the American Society for Testing
Materials; and incorporate numerous
recommendations proposed by .boiler
manufacturers, marine engineers, and
others. The Administrative .Procedure
Act (Pub. Law 404, 79th Cong., 60 Stat.
238, 5 U. S. C. 1001, et seq.) also intended
that procedural rules should be separated
from substantive regulations. Because
of this and since it has become necessary
to revise the marine engineering regula-
tions and material specifications for
merchant vessels to meet peacetime op-
erating requirements, all the existing
rules and regulations in 46 CFR, Parts
50 to 57, Inclusive (Subchapter F-Ma-
rine Engineering) have been studied
and where necessary they have been al-
tered, reworded, or changed editorially
so that they could be republished herein.
The changes made in the substantive
regulations previously published, as well
as the new regulations wnch have been
added, are in accordance with the rec-
ormmendations of the Merchant Marine
Council made after considering the com-
ments and suggestions offered at the pub-
lic hearings held March 26 and Sep-
tember 23, 1947. As the section num-
bers have been changed to conform with
the style used when revising complete
parts of reglilations, two tables at the
beginning of Subchapter F-Marine En-
gineering have been prepared showing
the old section numbers with the new
section numbers and also the new section
numbers with the old- section numbers.

By virtue of the authority vested in
me by R. S. 4405, as amended, 46 U. S. C.
375, and section 101, Reorganization Plan
No. 3 of 1946, 11 F R. 7875, as well as
the statutes cited with the regulations
below, the following regulationS are pre-

scribed, which shall become effective on
and after July 1, 1948:

Subchapler D-Tank Vessels

PART 34-FIRE-FIGHTING EQUIPMENT

INSPECTIQN OF FIRE-FIGHTING EQUIPMIENT

Section 34.1-1 is amended by designat-
ing the first sentence paragraph (a) and
by adding paragraphs (b) (c) and (d),
which were formerly published in
§ 54.18-6 (b), (c) and (d) so that the
section will read as follows:

§ 34.1-1 Inspection of fire-fighting
equipment; general-TB/ALL. (a). At
each annual inspection, and at any other
time as required in the judgment of the
Officer in Charge, Marine Inspection, all
fire-fighting equipment on tank vessels
shall be inspected.

(b) The examination of the fire-fight-
ing equipment shall be made by inspec-
tors. This applies to fire pumps, hose,
chemical fire extinguishers, axes, and
steam or gas smothering lines to cargo
holds and compartments.

(c) The inspectors shall examine the
fire-fighting equipment provided for the
fireroom and engine room to ascertain
if it conforms to the regulations in this
,subchapter and that it is in good condi-
tion for immediate use.

(d) At the annual inspection or pe-
riodical reinspections, - the inspectors
shall examnne the water-sprinkling sys-
tem, °when fitted, to ascertain if it is in
good condition and ready for immediate
use. (R. S. 4405, 4417a, and sec. 5 (e)
55 Stat. 244, as amended; 46 U. S. C. 375,
391a, 50 U. S. C. 1275; an'd section 101,
Reorg. Plan No. 3 of 1946; 11 F R. 7875.)

Subchapter F-Marine Engineering

Parts 50 to 57, inclusive, are amenfled
as set forth below. The following tables
indicate the relationship between the old
and new numbering systems.
COiPARISON OP OLD SECTION NUMBERS WITU

NEw SECTION NUMBERS

[The-asterisk (* after number indicates change In text]

Old
numbers

50.1
50.2

-51.1-1
51.1-2
51.1-3
51.1-4

,61.1-5
51.1-6
61.1-7'
51.1-9

51.1-10
51.1-11
51: 1-12
51.1-13'
51.1-14
51.1-15
61.1-16
51 1-17
51.1-18
51 2-1
51.2-1i
51 2-1'
S1.2-2"
51.2-3*
51.2-4*
51. 2-5*
51.2-6'
51.2-7'
61.2-8*
51. 2-9*
61.2-10'
51.4-1
51 4-2
51.4-3
51.4-4

New
numbers

50.05
50.10
51.01-1
51-01-5
51. 01-10
51. 01-15
51.01-20
51.01-25
51.01-30
51. 01-35
51. 01-40
51.01-45
51.01-50
51.01-55
51.01-60
51.01-65
51.01-70
51. 01-75
51.01-80
51.01-85
51. 0-1
51:04-5
51.04-10
51.04-15
51.04-20
51.01-20
51.01-30
51.04-35
51.04-40
51. 0-45
51.04-50
51.04-55
51.07-1
51.07-5
51.07-10
51.07-15

,Old
numbers

51.4-5
51.4-6
61.4-7
51.4-0
51.4-9
51.4-10
51.5-1*
51.5-2*
51.5-3'
51.5-4'
51.5-5'
51.5-6*
51. 5-7*
61.5-8'
51,5-9'
51.5-10'
51.6-1
51.6-2
51.0-4
61.6-4
51.6-5
51. 6"
51.6-7
51. 6
51.6-9
51.6-10
51.7-1
51.7-2
51.7-3
51.7-4
51.7-5
51.7-6
51.7-7
61.7-8
51.7-9
51.8-1

NOw
numbers

51.07-20
51.07-25
51.07-30
51.07-35
51.07-40
51.07-45
51.10-1
51.10-5
51.10-10
51.10-15
51.10-20
51.10-25
51.10-30
51.10-35
51.10-40
51.10-45
51.13-1
51.13-S
51.13-10
51.13-15
51.13-20
51.13-25
51.13-30
51.13-35
61.1340
51.13-45
51.16-1
51. 16-5
51. 14-10
51.16-15
51.16-20
51.16-25
51.10-20
51.10-35
51.16-40
51.19-1

COMPARISON O OLD SCCTION Nuisncnu WITH
Now SRCZION NUhl 1iLs-Cointtlicd

[The asterisk (*) after number indicites chango In textl

Old I old d Now
numbers I numbers numbus number4

51.8-2
61.8-3
51.8-461.8-5
51.8-6
61.8-7

51.8-8
61.8-9
51.8-10
61.8-11
61.9-1
61.9-2*
51.0-3'
51.9-4*
51.9-5
51.9-6*
61.-7'
51. -8'
51.9-9'
51. 9-10'
51.9-11"
61.--12*
51. 9--13'
51.0-14'
51.9-15"51.-16'
51. 9-I*

51. 9a-2*
51. 9a-3"
51. 9a-4'
51. 9a-681. Oa-6"
51. Pa-7'
51. a-8'

61. 93-11*

51. a-12'
51. 9a-13'
61. a-14"
61.93-151
61. o-16
51. 9a-17*
51. 9a-18*
51.10-1
61.10-2'
51.10-3'
51.10-4.
61.10-5'
51.10-6'
61.1-7'
51.10-8'
61.10-9'
51.10-10'
51.10-11
61.10-12'
51. 10-13'
51. 10-14'
51.10-15*
51.10-16'
61.10-17'
51.10-18'
51. 11-*
51.11-2'
51.11-3'
51.11-4'
51. 11-6'51. 11-6'
61.11-7'
51.11-8',

51.11-9'
61. Ila-i*
51. ila-2*
51. Ila-3*
61. lla-4*
51. lla-5*
51.11a-6'
51. Ia-7'
51. ila-8'
51.11a-"
51. hla-lb'
61. la-il'
51. 1a-12'
51. 1a-13'
51. Ila-14'
51. Ila-15'
51. lla-16
51. lla-i7'
51. lia-18'
51.11a-19
51. lib-i*
51. lb-24
51. iib-3'
51. iib-4*
51.11b-5"
51. lib-6*
'61. lib-70
51.1ib-8'
51. ilb-9*
51. ilb-10'
51. llb-1ll

51. 19r.5
51.19-10
51.19-15
51. 19-20
51. 19-25
51.10-30
61.19-35
51.1%-40
61.19-45
51.19-5M
51.25-1
51.25-5
51.25-10
61.25-I5
51.25-20
51,25-25
51.25-30
51.25-35
51 25-40
51.25-45
51.25-50
51.25-55
61.25-60
51.25-65
51.25--0
61.25-75
51.23-1
51.28-5
51.28-10
1. 29-15

51.23-20
51.23-25
51.28-30
61.23-35
51. 23-40
51,2S-4561. 23-5
51.23-55
61,28-65
51.23-f6
51.23-70
51.23-75
51.23-10
61.28-85
51.1-1
51.31-5
51.31-10
61.31-15
51.o1-20
61.31-25
61.31-30
51.31-35
61.31-40
5131-45
51.31-50
51.31-55
61.31-60
51. 31-66
51.31-70
51.31-75
51,31-80
51.31-85
61.34-1
51.314-5
51.3i-10
51.31-15
51. 1-20
51.34-25
S. 34-30
51.34--35,

51.31-40,
61.31-45

51.34-60,
51.37-1
51.37-5
51.37-10
61.37-1
51.37-20
51. 37-25
51.37-30'
51.37-35
61.37-40
61.37-45
51.37-60
61. 37-55
51.37-60
S1. 37-65
51.37-70
51.37-75
51. 37-80
61.37-85
S1.37-90,
51.40-1
51.40-5
51.40-10
51.40-15
51.40-20
61.40-25
51.40-30
51.40-35
51. 40-40
51.40-45
51.40-60

S1. lb-12*
61. 1lb-13
51, 1b-14*
51.1lb-15'
51. lib-16*
51,1II-17*
51. lb-18'
61 lb-l'*61.12-I'
51,12-10*
61. 12-la'
61.12-2'
51. 12-3'
61.12-41
A.1.12-5'
51. 12-6'
61. 12-7'
51. 12-8'
61, 12-9'
51: 13-1*
61.1.3-2
51.13-3'
51.13-'
51.13-5'
51.13-6'
51.13-7'
51.13-80
51.13-9'
51.1340'
51.13-11'
51. 13-12'
51.13-13'
51.13-14'
61. 14-1'
51.14-2'
51.14-3'
St,1,1"4"1. 14-5'
61.14-6'

61 14-7'
1.,1-8

01. 14-9*
61. 1,1-10*
61.15-1
61.15-2'
61. 15-3*
61.15-4'
61. 15-6'

61.15-7'
51,159'
S1.15-9'
61,15-10'
61.15-li'
1. 15-12:

61. 15-13'
51.15-14'
51.1-1'
61.1-2'
51.10-3'
51.16-4

51.,1-5

51.1ic-60

51.16-7'
51,16-8'

I)t

I1|

I)I

Il)

&1. l10-9'
61. 17-i'
61. 17-'

61.16-1'
51.16-'
51. 16-6'
S1. 171-7'
61,163-8'
51. 17-9'
61.17-1
51, 17-2'
61. 17-3'
61.17-4'
61.17-5'61. 17-6'
51.17-3'61.17-8'
61.17-0'
61.17-10'
6 1.17-li'
61. 17-12'
61. 17-13'
61. 18-i
61.18-2
61. 18-3

51.41-55
61, 40-CO
51.40-6
St. 40-70
S1. 4D-75
51.4140-
51, 40-861.40-.q0
51,43-1,

51.43-
61.43-10
51.43-15
51.43-20
61.43-25
51.43-3)
61.43-35
S1. 43-4a
51.43-15
61,4355
51,70-1
S1. 70-5
51.70-10
01.70-16
51.70-2i
51.70-25
51,70-30

51.70-31
51.70-40
61.70-45
61,70-0
51.7065551.70-6061.73-i
"ll 73-4
61.73-
61.73-10
1. 73-2051, 73-20

51.73-230
51, 73-35
51, 73-19
S1. 73-10
51.73-1
61.411i
Al.40.5
51.40-10
1. 48-15

51.46-20
51,40-25
S1. 40-30
61.46-,251, 0¢-03
61.4-40
51.40-r5
51.46-60
1 46f,5

51.40-40
61.4"5-O
51.49-1
S1. 49-5
61. 49-16
1.4-20

5149-23
61. 49-Ni
61,49-1551.4940,

1, &2-1
b1, 62-5
1.2-10

61,,2-15
61.62-20
S1. 62-25
1, 62-39

A1, b2-35
51.62-40
51, 2-13
61, 62-0
St.,152-55
61.6 2-69

S1. r.551.65'-10

61, 5.'-13
61,5,-20
61, S525
61. 6-3f)
61.6-4
61.31St. 8_1

oi, 64-10
51. (-15
51,5 -20
51, 64-23
511 r'%3.9
61. M-435
61.6 3-10
61. 64-15
61.6 -60

61, t4-1

61. 61-5
511 61-10

I Now specifleation added which m.as not prOviously
Included In the Codo of Federal llegulatlons.
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Wednesday, March 31, 1948

COWIARISO Op OLD SECTIMOn NUMBMES WITH
N2w S ac-xns Numum--Continued

IThe asterisk ( after numhsr Indicates change In tcx]

Old
numbers

51. 18-4
51. 18-5
51. 18-
51.17

51.1S-0
51.18-10
51. 18-1151.10-1'5L 19-1*
51.19-2'
51. 19-3'
5L 19-4"
51 19-5'
51.19-6'

15L 10-7"
51 19-8'
51. 19-'
51 19-10'
51 19-11'
51.1-12'
51 19-13'
51. 19-14'
51.19-15'
51.10-16'
51.1-17'

(1)

Cl)
(3)

51. 0-2'
5L 20-3'
51. 20-4*
5L 20-8*
51.20-6'
51. 2D-7'
5120-8
51.2 0-9'
51- 20-10
51. 21-1'
51. 21-2'
51. 21-31
5L 21-4'
51.21-5'

51. 21-7'*
M1 21-8'
51. 21-0"
51. 21-10*
51. 21-10"
51 21-12'
51. 21-13'
51. 22-1'
51. 22-2'
51.22-3"
51. 22-5*
51. 22-5*
51.22-!*
51.-2-7'
51.22-851.21-9'

51. 2-10'
51. 22-11'
52. 1-1"
52.1-2'
52.1-3
52.1-4-
52.1-5
52.1-'
52.1-752.1-8

52.1-9
52.1-10
52.1-11
52.1-12

5Z.1-13
52.1-14
52.1-15
52-1-16
2. 1-17
5Z 1-18
52.2-1
52.2-2
52.2-3
52-4
2. 2-5

5Z.2-6
52.2-7
52.3-1
52.3-2
52.3-3
52.3-5
52.3-5

52.4-1

New [Old
nrrmers number

51.4 15
51- U-20
5L C4-25

5L. 64-35
51 64-40
51. 61-45
51. 61-5
51.01-1
51.61-5
51. 61-10
5L 6115
5L 61-20
5L 61-25
51. 61-30
51. 61-35
51.61-40
5. 61-45
51. 61-1
51.61-1
51. 61-10
51b1715

51. '1-35
51. 61-40
51. 67-1
51.67-5
51. 7-10
51.67-15
51. 67-20
51. 67-25
51.67-30
51-67-35
8 1.67-40
51. 76-1

-51. 6-5
51-76-10
5 176-15
51. 76-20
51. 76-25
51. 76-30
5L76-35
51. 76-, 0
51. 76-45
5L 22-1
51. 22-5

51.22-10
51. 22-15

-51. 22-15
5L 22-20
51.22-30
51. 22-35
51. 2-40
51. 2-45
51. 22-50

51.22-1
51. 22-5
51. 22-10
5L 22-15
51.22-20
51. 22-30
5L 2-35
51- 2140
51.22-45
51. 22-50

52.01-1
52.01-5
52. 01-10
51-01-15

2. 01-20
52.01-25
5M.01-30
V2.01-35,

S&.01-1
52.01-40
52.01-45
5201-50
52.01-55,

51.01-10
,a 01-0

52. 01-65
52.01-70
52.01-75
52. 01-0
2. 01-45

52.05-1
52.05-5
2. 05-10

.52.05-15
52.05-20
52. 5-25
52.05-Z0
5.10-1
52.10-5
52.10-10
52.10-15
52.10-20
52. 10-25
52.15-1

M24-2
52.4-3
52.4-4
52.5-1'
K2.5-2
52.5-3*
.52.6-1
52.6-2
52.6-3
52.6-4'
52.7-1
82.7-2
52.7-3
52.8-1
52.8-2
52.8-3
Z2.84
52. 8-5
52.9-1
52.-2
52.0-3

52.10-1
52.10-2
S1-10-3
52. 10-4
52.11-1
52. 11-2
52.11-3
52.I-4
52.12-1
52.12-2
E,1.2-3
r52.124
5213-1
Z2.13-2
52.13-3
512.13-4
52.13-5'
52. 1 -1"

52.14-2'
52.14-3'
52.14-4*
52.14-5 i

52.14-6

52.15-1
52.15-?*a 15-3"

2.15-4
52.15-5
52.1,5-6"
52.15-7
52.15-0*
52.15-0
512.15-10
52.15-11'
52.15-12
52.16-1
52.16-2'
52.16-3'
52.16-4'
52.16-5'

52.16-6'

a2.16-7'
51.17-1
5117-2
S&.17-3'
5&17-4
51. 18-1
5L18-2'
5L.18-3
54.18-4
5L.18-5'
54.18-6

5L 18-7

54.1-
a4 18-9
M. 18-10

5L. 18-U
5L 18-12'
M. 18-13
M519-1
5.19-2'

M1-3

M5 19-5'

aL 19-S*

New
hum hsxs

52.15-5
2.15-10

52.15-1552. 20-i1.52.20-5

52.23-10
52.25-1
52.25-5
52.52-10
52. 25-15
52. Z0-1
52.510-5
52. 30-10
52.35-1
Z2.35-5
8230-10
5 .35-15
52.35-23
52. 40-1
52540-6
52.40-10
512.45-1
Z245-5
512. 45-10
L2.45-15

W52.5-1
W25-5

5250-10
52.50-1552.55-1
52. 55-5
52.Z5-10
2..5-15

52.60-1
51. 60-5
Z2. 0-10
52. 015
52.60-20,

52.65-55,2.6 5-1
52.65-5
52. 65-10
52.65-15

.515-10,
5. 01-5,
57.10-20

a2.65-10,
5.01-35

52.70-1
52.70-5
52.70-10
52.7G-15
5,.2. 70.20
52.70-25

52.70-35
52. 70-40
52.70-45
52.70-50
52.70-55
54.01-5
M4.01-10
514.01-15
5.01-20
54. 01-25,

54.01-55
401-27,
5L01-40

64.01-25
57.05-5
57. 05-10
57. 05-15
W.03-1
57.10-1
57.10-5
57.10-15
57.10-15
57.10-20
3L1-1, 64.21,

813.21,10L.21,
120.21

63-112)4

97 14(g)110.10 (sS
57. 10-21
57.10-55
C4. 22, 3.22,
10L 22,120.22

57.10-0
5L 01-45
57.10-05

5501-15501-5,

5.01-10
5. 01-1%
55. 07-1,
m. 07-10

M507-25

U"07-5
M507-15

,.I New speciflctlon added which was not previously
eludedm isae Code of Federal Regulations.

FEDERAL REGISTER

COMM1AfION 01 OLD SLCT NO lNuMI3r.13 rITH
NEW SECTIONI NMurn-"-Contlnucd

(The asterIsk (') nlttr numlhr Irdlcatcs chs-, In tcxt]

Old I N C OI I NcW
numbers numhbr umt numt

5.19-V m 07-20 t7.21-3" t7. 5-1,
si19--lo' 5 70-10, ,7.Z-,.n

55.19-11 m .04-5 M7.2-15,
M .19-12 M5 10-1 57.23-2o
M .19-13 55.10-5 7. Z-:3
m. 19-14 W 10-15, M.21-41 C7.15-1

a.10-D, 7.21-5 E7.15-15
m5.10-35 67.21-60 715--20

US.10-15 5 m10-15, U7.21-7 57.1,5-25
.10-) 57.21-3 M7.15-.)

55.1-10 55. 10-15 67.21-9 57.10-22.
55.19-17 57.10-23
U0. 20-1' 5. 01-1 C-7.21-10 57.10-37
U2--2 - M 01-, 57.21-11 -,7.10-;,)

m 01-15 57.21-12 5. 10-35
Z8.20-31 a 01-10 57.21-13 C7.10-1
Z0. 2 0-la* &101-23 57. 21-14 M.0-45
66. 20-4 ZA.01-25 C7.21-15 7.10--3
0. -10-51 W. 05-5 7. 21-16 L.C1-25

W.20- ' C01-'0 57.21-17 ,7. 15-5,3
.20 *-7 51 01-35 57.21-IS l4.01-15

M 20-? 5% 01-40 1'7.21-10' 1510-10
3.z2,3-0- 501-3 U.21-23 V110-15

a 2-10' M .01-5 Z-7.21-21' C- 10-6,
20-11 5-. 10-02

50.20-12' 10%. , 7.21-." 50,10-20
50. OI- 57.21-23' Z4.01-10
5 0-1 Z7.21-24 E, -1

10.20-13' m1 01-70 57.21-25 V. (:,-S
a. 20-15 ta 05-15 57.21-2 1 05-10
5. 20-1G'- 55.01-75 7. 21-:3 M 51-15
5.20-10 a0.01-E) Z7.21-:3 3. 3-25

57.21-1' M7.510-1 57. 21- M 53.-9
5.21-2 7. -5, 57.21-31 M3 0,-35

57.r0-, 57.21-32 a 0:,-3
7.2-15 57.21-.3 03 -5

COMPAnIso. OP NEw SrCtIoSI NI umiflno WITH
OLD SECION NULLEiMS

[Tho astcri (') alter numbcr Indcates cisno In textj

New nnm- Old nnimlCr-. Ol3 u nn. -tcm IL E

5i0.01

o.10
51.01-1
51.01-5
1.01-10

51. 01-15
51.91-20
51.01r25
451.01-03'
51.01-35
51.01-49
.01-45

51.01-0
51.01-55
51.01-C''
51. 01-55
51.01-70
L 01-75

51.01-3
51.01-4.51.04B-1'
51.04-5"
51. 04-10'
51.01-15,
51.04-20'
51.04-2:5

51. 04-4551.04-40'10.O4-45"
LL 04-50*

5 107-1
.L 07-5

CL 07-10
EL07-15
53 07-20
5L 07-25

51.07--35
51. 07-0
.07-45
5L 10-1'
5M 10-5'

5L 1-10"
51. 10-10'

ZL. 10-3o
5L 10-4V'

51. 10-45
EL 13-1

LOI

M0.2
51. 1-1
5L 1-2
M 1-3
51.1-4
V'L 1-,4
14.1-0

1. 1-7
61. 1-851.1-9
1.1-10

51.1-11
5L1-12
M1.1-13
51.1-14
5L 1-15
EL 1-10
5L 1-17
Lt. 1-18
512-1
.L 2-1

5L 2-1
M.,2-"
CL.2-ZM.24

51.2-5
51.2-0
5L 2-7
5L 2-S51.2-0
.2-10

51 4-1
CL4-2
1.4-3ML4

M1.4-5
5.L4-0
M 4-7
5M4-8

5L 4-10
51.6-1
5. 5-2

Z54 -
5L5-5
51.5-0

5-7
M 5-8

EL -10
M1.-1

M 13-5
M 13-10
513-15
.M13-0

51.13-Z
5L 13-:0

51. 13-45
51.16-1
MS IC -I
51.15-5
51.15-10

5.L 16-15
CL IC-2051. 15-23

51.1e-49
5.1-1
51.19-551-10
51 10'-15
51. 10-20

51. 10-3
51.10-ti51.19-4Z
Lt. 10-Z5

51. 22-' 1

ML---] V

Z L '-' 5

5.22-1'

51.22-25'151.22-51•

5L .2-2.O •

51L51-2, L C-3
51.6-3

51. C-5

51.6-7

51.1-9
52.C-10

.1 7-1
L. 7-2
Z1.7-3
51. 7-4
CL 7-5
5M7-G
51. 7-7
57-S
51. 7-9
1L8-1
51.-2
M.8-3
51.8-
5L.8-5

'.8-7
51.8-S

Z1.8-9ZL8-0l51.L6-10

M1 21-1.

CL 21-ZS1. --- 2
V. 21-4.

5M=-3
Lt.21-,L

L. 21-,.
M22 4

5.21-7.

fl. 22-p,
51. 21-0,

z1.21-10,
C1.22-0

51L21-11L
01.22-0

51. 21-2

Z1.0-1
51.0-2
L. 0-3

1669

Co=MUC515ON 01? X=7 SREcT~n Xnr'.izz WIT
OLD SZscTnor Nu1nms---Continued

|Thoaz5 (') atcrnmutcr d:a *c ch=,a In tril

x ,r n in - Ne rnm-S Old nmt t= Oll na zm

51.23-1* 51.-4 I14?-2' 5M12-451.23-,25' 51.0-5 51.4 C33 51.12-5
1.23-Z3' 50- 514,3-3? 51. 12-G

51.25-25' C.9-7 M.4Z3-45' .12-7
51.25-51,? 1.M-8 -4 - M1 112-8
Z1.0-6 51.0-1 51 14-
51.23? ,C1.0-10 M 43-15' m1.1-I
51.23-15' 51.0-12 n1.C-1' CL.15-2
51.Z1-.'l C1.9-13 M 5L.-3I' 51.15-3
52. .- lC 51.0-4. 51.4-1 51. 1:-4
M1.23-7,.' C1.1-15 s1.45,-:-' 5 1-5
51.23-1.' 51. 0L-1G . .- 3' M 1,12-51.23- 51.52-1 511.4X5-55 C 51.1.1-7
51. - 51.512-2 M0-27- M 5M-1 1-
5!. -1' 51.Ss-32 .47,4 4 5 1 .1 -
5!.53-1,.' fL4-4 5l I114
51.21-25

f
' 51. M..41- 0 51. 15-5i51. 23-2? 5151- 51.43-2' 51-12

51. 1-2' 1. Ca-S SL 45' M I-14

51.51-4' 51.51'-1 '. 4-?5 1
-
1

1.2°3-75' 51. 2-11 5 M43-1?
1.2,-.5' 51. Ca-12 5.43-25' Z1. 1-3r12. 23-7* 514)-Z' C1.1-4

51.43-C6' 51.Ca-13 5L.43-2.' 51 .1-5
52.51-I"? .12-14 19-3-G5'

5l.3-2,* I. 10-IS 5.43-25'
51.2-7? IL I-l3 1L.-I"'
52.2AC-55' af C-17 C51.43-4.7 M1.1-7
51.23-E7 5I.V-IS1 51.43-C?* 51-9
2.31-1' 051.1-1 11.43-5

2.31-? 51.10-j M,2-10'
5L31-5,' 51. 10- 1112-i)'
51.31-1z 51.10I- 5L. 2-Z'51•.31-2,? 51.10-., 51, 2-15?

51.31-3' 61.10-9 M 1.2-15'
51.31-3' 1.1-10 51.2-1?52.31-3?' 52.10-S1 51.52-25'

1. 31-n' 51.10-12 L 52-451
M1.31- 'I IN1013 M1.5-25'51.31-1" 1.D10-14 112-25'
51. 31-7' 5L1. 10-15 5L.2-Cr?
51,31-75' 5LID-IG 1.25-1' 11.1512-I52.14' l 51 .10-17 11.55-5' 1. 1522

.31- 51 .10 -18 51.55-I?' ,1.13z-3~
5.21-1 1.11-1 I1 r-151 5.1512--4
1.0--' L 5 1. 11-2 1. 5-2' 51,.a-51..U1-1lI' 1.11-3 51513-2.' 51. C-6
51.24-1? .11-4 5.32' 5.C-.U-3* -1.1-5 - 1. nC,--

52.24-CS' l. 11-7 51.53--51' 51.1512-9
"2.xz-5 U. 11-8 (a) 1.2-P 51. 17-1
52.24-li' -81.11- I'll. t1-L* q- .17-2
ttl. 3-15' 51.11-8 (C) M.-I' 51.17-3
51.24t-" 51.11-9 51L. . 17-4I.7-1 MAMA 51.2l--5' 11.17-.
t1.' 7-- n1. lla-2 51 " ' 5.17-GC1.37-16' M. I Ia-3 .51.25-25' 5.17-7
51.37-25 1A . - 51M. -'51. 17-9
2.3l-25' 51.Mia-6 1 "'-15 1.17-10

51.5'7-CG* M11a-7 z1. 1-_, 6, 52. 17-11
f1.57- 1' 1 .1aS I55-5' 5.7
f".37-IS' 51.11a-9 51..5-CrP 1. 17-13
L1. -451' fl 1l1 I 5151-1' 51.10-u.51.67-15' C1.Iln-11 V. 1-12,
51.37-5', 51. I1z-12 1.10-1
U.37-4- ' 51.IIA-13 f1. 5-5' 51.10-2
5.7-151' 511a-14 1. 1-17* M. .1,
!. 37-76' 51.11-15 51.1-13

51.5173. 51.11a-17 51-14
515.43' ; 51.113-18 51.511-25' 51.13--5

0.451 511IG U.10-,
51.43-2'" . 116-6 51.51-45"

' 51.13-1

0I.4-10' 51.lb.-1 51. - C 5.1.0--Tmo. ,-*" armlb.2 mL a.-Q.5*  
El. I0t-,.

51.43-1 L t. 11b-5 51. L- 1In1

51.4-4' Lt.116-9 15 E1.10-30

q'.) I Cb- 1. l-lT

C1.46-2, 51.11 15-C4-1 M. 13-1
1. 4--0' a1. 11b-1 ML .4-10 M.13-3t1.493-4L, MI.llb-10 ML 4-15 Ml. BAq-

51.4: 5 r 5l. 116-12 1. C4-25 1.13-6
51. - nb" 51.116-13 51.514-- 51.15-7
5.43 - 51.11-14 51. C1-35 51. 13-
51.4-70' 51.11b-15 5.514-43 5. L-9
51. 40-7' 51.1lb-1G L. C4-45 51.1.-10
51.40i-3!; 5.116j-17 51.514-'0 51.13-fl51.4-t'-, 51.116-31 51.5 7-1'

1.43-5'" 5a. 116-10 51.1-?
51.43-1' C1.12-1 51.7-10"'
1. 43-5' 11.12-1 51.5 1-15'

5L.43-116' 5l.12-12 5M. 7- 5
M143-1.' 1.12-2 51. C7-2L'
al. r1-:0, 512-3 51.G1-25'



RULES AND- REGULATIONS

COMPARISON OF NEW SECTION NUMBERS WITH
OLD SECTION.NueBEnas-Continued-

The asterisk () after number Indicates change In text]

New num Old num New num-
bers s bers Old numbers

51. 07-315'
51.07-40'•
51.70-1'

Si. 70-5'
51, 70-10'
51.70-15'
51.70-20*
51.70-25*
51.70-200
51.70-35*
51.70-40'
51.70-45'
61.70-W0'
51.70-5'*51.70-430'

51.73-1'
51.73-5*
51.73-10'
51.13-15'
51.73-20'
51.73-25*
61.73-30'
51.73-35
51.73-40'
51.73-45'
51.73-50'
51.76-1
51.76-5"
51.76-10'
51.7-15'
51.76-20'
51.76-25
51.7 -30"
51.7-35*
51.76-40"
51.76-45*
52.01-I'
52.01-5'
52.01-10
52.01-15
52.01-20
52.01-25'
52.01-30
52.01-35
52.01-40
52.01-45
F. 01-5001-55
52. 01-GO
52.01-65
52. 01-70
52. 01-75
52. 01-80
52.01-85
52. 05-1
52.05-5
52.05-10
52.05-15
52. 05-20
52. 05-25
52. 05-30
52. 10-1
52.10-5
52.10-10
52.10-15
62.10-20
52. 10-25
52. 15-1
12.15-5
52.15-10
52.16-15
52.20-1'
52.20-5
52.20-10*
52.20-15
52.25-1
52.25-5
62. 2t-O*
52.2t-15
52.21-20

-52.30-1
52. -5
52.30-10
52.35-1
52.35-5
52. 3,-10
52.3,-15
52.3520
52.40-1
52.40-5
52.4&-10
52.4r-1
52.45-5
52.46-10
52. 4&-15
52. 5-1
52. 5(-5
52. W-10
52. 50-15
52.55-1
52. 55-5
52.55-10
52. 55-15
52.0-1
52.60-5
52. 60-10

51.13-1
51.13-2
5 13-3
51.13-4
51.13-5
51.,13-6
51.13-7
51.13-9
51.13-10
51.13-11
51. I 2
51.13-3
51.13-14
51.14-1
51.14-2
51.14-3
51.14-4
51.14-5
51.14-6
51.14-7
51.14-8
51.14-0
51.14-10

51.20-1
51.20-2
51.20-3
51.20-4
51.20-5
51.20-6
51.20-7
51.20-8
51.20-0
51.20-10
52.1-1
52.1-2
52.1-3
52.1-4
12.1-5
52.1-G
52.1-7
52.1-8
52.1-9
52.1-10
52. 1-11
52-1-12
52.1-13
52.1-14
52.1-15
52.1-16
52.1-17
52.1-18
62.2-1
52.2-2
52.2-3
52.2-4
52.2-5
52.2-6
52.2-7
52.3-1
52.3-2
52.3-3
52.3-4
52.3-5
52.3-6
52.4-1
52.4-2
52.4-3
52. 4-4
52. 5-1
52.5-2
52. 5-3,

52.6-1
52.0-2
52. 6-3
52.6-4

52. 7-1
52.7-2
52.7-3
52.8-1
52.8-2
52.8-3
52.8-4
52.8-5
52. 9-1
52. 9-2
52.9-3
52.10-1
12.10-2
52.10-3
52.10-4
52.11-1
52.11-2
52.11-3
52.11-4
52.12-1
52.12-2
52.12-3
52.12-4
52.13-1
52.13-2
52.13-3

52. 60-15
52.60-20'
52.65-1*
62.65-5'

52.65-10'

52.65-15'
52.70-1
52.70-5'
52.70-10'

52.70-15
52.70-20
52.70-25*
52.70-30
52.70-35"
52,70-40
52. 70-45
52.70-50*
52.70-55
53. 01-1'
53. 05-1
53.05-5
53.05-10
53.05-15
53.05-20
53. 05-25
53. 05-30
53. 05-35
53.05-40
53.05-45
54.01-1
54.01-51
54. 01-10'

54.0f-1'

54.01-20"
54. 01-25'
54.01-27*
54. 01-3
54.01-35
54.01-40*

54. 01-5'

54. 01-55'
55.01-1
55.01-50
55.01-10'
55.01-15'
55.04-1"
55.04-5
55.07-10

55.07-5*
55. 07-I0*

55.07-15'
55.07-20*
55.07-25'
55.07-30*
55.10-1
55.10-5
55.10-10
55.10-15

55.10-20
55.10-25
55.10-30
55.10-35
56.01-1
56.01-5"
56. 01-10'
56.01-15'
56.01-20'
56.01-25'
56,01-30'
56.01-35'
56.01-40*

56.01-45
56.01-50'
56.01-55"'
56. 01-60
56. 01-65'
56.01-70'
56.01-75"
56.01-80'
56.05-1'

-56.05-5'
56.05-10'
56.05-15'
5.10-1
56.10-5'
56. 10-10'
56.10-15'
5. 10-20'
95.10-25
95.10-10
57. 01-1
57.05-1

62.13-4
52.13-5
52.14-1
52.13-5 (b,

52.14-2
52.14-3,

52.14-5,
52.14-6

52.14-4
52.15-1
52. 15-2
52.15-3,

55.19-10
52.15-4
52.15-5
52.15-6-
52.15-7
52.15-8.
52.15-9
52.15-10
52.15-11
52.15-12
52.1-8 (b)
57. 21-24
57.21-25
57.21-26
57.21-27
57.21-28
57.21-29
57. 21-30
57.21-31
57.21-32
57.21-33

52.16.1
52.16-2,

57.21-18
52.16-3,

57.21-18
52.1&-4
52.16-7
52.16-6

52.16-6,
57.21-23

54.1-12
52.1-12
52.16-5
55.19-1
55.19-2 (b) (c)
55.19-2 (a)
55.10-3 (a)
55. t-6 (a)
55.19-11 (a)
55.19-3 (b)-

(in)
55.19-6 (I>
55.1-3 (n)-
(s)

50.1-8
55.19-
55.19-5
55.19-10 (I)
55.19-12
55.19-13
55.19-15
55.1-15,

55.19-16
55. 19-15
55.19-14
55.19-14
55.19-14
56.20-12
56.20-2
56.20-3
56.20-2 (b)
56.20-3a
56.20-4
56.20-6
56.20-7
56.2D0-8,

57.21-23

56.20-9
56.20-10
56.20-12-
56.20-12 (s)
56.20-13
56.20-16
56.20-19

56.20-5

56.20-14
56.20-16

57.21-21
57. 21-10
57.21-20
57.21-21,

57.21-22

53.17-4

COMPARISON OF NEW SECTION NUMBERS WITH
OLD SECTION NUMBERs-Continued

[The asterisk (*) after number Indicates change In text]

New nam- Old numbers New num O
b Oumbebers Old number

57.05-5 53.17-1 57.10-60 54.15-11
57.05-10 53.17-2 57.10-65 54.18-13
57.05-15" 53.17-3 57.16-1* 57.21-4
57.05-20 57.21-17 57.15-5
57.10-1 54.18-1 57.15-10
57.10-5" 54.18-2 57.15-15 57.21-5
57.10-15 54.18-3, 57.18-20 57.21-6

54.18-4 57.1-25 57.21-,7
57.10-20" 52.14-5, 57.15-30 57.21-8

54.18-5 57.20-1' 57. 21-1k
57.10-21 54.18-8 57.20-5* 57.21-2
57.10-22 57.21-9 (a) 57.20-10' 57.21-2
57.10-23 57.21-9 (b) 57.20-15' 57.21-2

,57.10-25 57.21-16 57.20-20 *  
62.61, 78. 54

57.10-30 57.21-11 96.53,115.46
57.10-35 57.21-12 57.R2-1' 57.21-3 (a)
57.10-37 57.21-10 57.25-5 57. 21-3 (b)
57. 10-40 57.21-13 57.25-10. 57.21-3 (c)
57.10-45 57.21-14 57.25-15' 57.21-3 (d)
57.10-50 57.21-15 57.25-201 57.21-3 (e)
57.10-55 54.18-9 57.25-25' 57.21-3 ()

PAR± 50---GENERAL PRoVISIoNS
Sec.
50.01 Basis and pu1pose of regulations.
50.05 Application of regulations.
50.10 Definition of terms.

AUTHOR=: §§ 50.01 to 50.10, inclusive, is-
sued under R. S. 4405, 4417a, 4418, 4426, 4427,
4429, 4430, 4431, 4432, 4433, 4434, 4453, and
4491, as amended, sec. 14, 29 Stat. 690, 41 Stat.
305, 49 Stat. 1544, 54 Stat. 346, and sec. 5 (e),
55 Stat. 244, as amended; 46 U. S. C. 363, 366,
367, 375, 391a, 392, 404, 405, 407, 408, 409, 410,
411, 412; 435, 1333, 50 U. S. C. 1275; and sec.
101, Reorg. Plan No. 3 of 1946; 11 F. R. 7875.

§ 50.01 Baszs and purpose of regula-
tions. By virtue of the authority vested
in the Commandant of the Coast Guard
under section 101 of the Reorganization
Plan No. 3 of 1946 (11 F. R. 7875) R, S.
4405, 4417a, 4418, 4426, 4427, 4429, 4430,
4431, 4432, 4433, 4434, 4453. and 4491, as
amended, section 14, act of March 3, 1897,
act of October 25, 1919, act of June 20,
1936, act of June 12, 1940 and section 5
(e) act of June 6, 1941, as amended (46
U. S. C. 363, 366, 367, 375, 391a, 392, 404,
405, 407, 408, 409, 410, 411, 412, 435, 1333,
50 U. S. C. 1275) the regulations in this
subchapter are prescribed for merchant
vessels in accordance with the Intent of
the various statutes and to obtain their
correct and uniform administration.

§ 50.05 Application of regulations.
(a) The regulations in this subchapter
contain specifications and, requirements
for materials, design, construction, In-
stallation and inspection of boilers, un-
fired pressure vessels,, safety valves and
appurtenances, including piping systems,
upon the strength and efficiency of which
safety of life is dependent.

(b) The regulations in Parts 50 to 57,
Inclusive, apply to installations con-
tracted for or built on or after July 1,
1935. The regulations in Part 58 apply
only to installations contracted for or
built prior to July 1, 1935. -

(c) The regulations in this subchapter
are not retroactive in effect, except as
provided in paragraph (d) of this section
or if specifically provided for in the regu-
lation at the time it is amended or added.
The regulations amended or added sub-
sequent to July 1, 1935, are applicable

.to installations contracted for or built on
or after the effective date of such regu-
lations, as amended or added.

(d) Where existing vessels are reboll-
ered, the mountings and attachments,
including feed and blow-off valves and
fittings, shall be renewed In accordance
with the regulations In Parts 50 to 57,
Inclusive, of this subchapter, In effect at
the time such work is contracted for or
built. The steam piping shall be gauged
and examinedrby the Officer In Charge,
Marine Inspection, and if found to be of
the thickness required at the time the
piping was installed it may be continued
In use so long as the Officer in Charge,
Marine Inspection, is of the opinion that
the piping may be safely continued in
use. Changes in specifications of articles
of equipment shall not apply to such ar-
ticles which have been passed as sati-
factory until replacement shall become
necessary.

§ 50.10 Definition of terms. Certain
terms used in the regulations In this
subchapter are defined as follows:

(a) Commandant. The term "Com-
mandant" means the Commandant of
the Coast Guard.

(b) Coast Guard District Commander,
The term "Coast Guard District Com-
mander" nfeans an officer of the Coast
Guard designated as such by the Com-
mandant to command all Coast Guard
activities within his district, which In-
clude the inspections, enforcement and
adninistration of 'title 52, R . S., and
acts amendatory thereof or supplemen-
tal thereto, and rules and regulations
thereunder.

(c) Offcer zn Charge, Marine Inspec-
tion. The terms "Officer in Charge,
Marine Inspection," means any person
from the civilian or ;nilitary branch of
the Coast Gugrd designated as such by
the Commandant and who under the su-
perintendence and direction of the Coast
Guard District Commander is in charge
of an Inspection district for the per-
formance of duties with respect to the
Inspections, enforcement, and adminis-
tration of Title 52, R, S., and acts
amendatory thereof or supplemental
thereto, and rules and regulations
thereunder.

(d) Marine inspector or inspector
The terms "marine inspector" or "In-
spector" mean any person from the ci-
vilian or military branch of the Coast
Guard assigned under the superintend-
ence- and direction of an Officer in
Charge, Marine Inspecion, or any other
'person as may be designated for the per-
formance of duties with respect to the
inspections, enforcement, and the ad-
ministration of Title 52, R. S., and acts
amendatory thereof or supplemental
thereto, and rules and regulations there-
under.

(e) Requirements. The term "re-
quirements" refers to process of manu-
facture, characteristic, physical and
chemical properties, tests, workmanship,
and finish of materials.

(f) Headquarters. The term "head-
quarters" means the Office of the Com-
mandant, United States Coast Ouard,
Washington 25, D. C.

PART 51-VIATERIALS
SUBPART 0 1.oi--ENAL

See.

51.01-1 Statutory requirements.
51.01-8 Basic Information requirements,
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Sec.
51.01-10 General classification of materials.
51.01-15 Inspection and testing of class A

material.
51.01-20 Chemical analyses.
51.01-25 Certification of class B material.
51.01-30 Tension tests.
51.01-35 Test reports.
51.01-40 Retests.
51.01-45 Rejections.
51.01-50 Appeals.
51.01-55 Process of steel manufacture.
51.01-60 Stamping plates and specimens.
51.01-65 Stock plates.
51.01-70 Workmanship and finish.
51.01-75 Heat treatment.
51.01-80 Reclassification of materials.
51.01-85 Alternative materials.

SUBPART 51.04--11AINE BOILER STEEL PLATE

51.04-1 Scope.
51.04-5 Process.
51.04-10 Heat treatment.
51.04-15 Chemical composition.
51-01-20 Tenslbe properties.
51.04 -25 Homogeneity test.
51.91-30 Bending properties.
51.01-B5 Test specimens.
51.041-40 Number of tests.
510-45 Permissible variations in thickness

and weight.
51.04-50 Finish.
51.04-55 Marking.

SUSPART _51.07--STATEOLT S7=

51.07-1 Scope-
51.07-5 Process.
51.07-10 Chemical compositlo
51.07-15 Tensile properties.
51.07-20 Bending properties.
51.07-25 Test specimens.
51.07-30 Number of tests.
51.07-35 Permissible variations in diameter.
51.07-40 Finish.
51.07-45 Marking.

SUBPART 51.10-STEEL BARS AM SHAPES

51.10-1 Process.
51.10-5 Chemical composition.
51.10-10 Tension tests.
51.10-15 Modifleation In elongation.
51.10-20 Bending properties.
51.10-25 Test specimens.
51.10-30 Number of tests.
51.10-35 Permissible variation in gauge.
51.10-40 Finish-
51.10-45 Marking.

SUBPART 51.13-ROUGHT-IRON BARS FOR
STA7S A27D STAY BOLTS

51.13-1
51.13-5
51.13-10
51.13-15
51.13-20
51.13-25
51.13-0
51.13-35
51.13-40
51.13-45

Material.
Definitions of terms.
Tensile properties.
Chemical composition and tests.
Modifications In tensile properties.
Bend tests.
Etch tests.
Number of tests.
Finish.
Marking.

SUPART 51i.i 6--RIVET SEEL

51.16-1 Scope.
51.16-5 Process.
51.16-10 Chemical composition.
51.16-15 Tensile properties.
51.16-20 Sending properties.
51.16-25 Test specimens.
51.16-30 Tests of finished rivets.
51.16-35 Permissible variations In diameter.
51.16-40-Workmanip and finish,

SUBPART 51.19--RIEr 3EO

51.19-1 Material.
51.19-5 Chemical compositign.
51.19-10 Tensile properties.
51.19-15 Bend tests.
5119-20 Test specimens.
51.19-25 Number of tests.
51.19-30 Micrographic tests.
51.19-35 Physical properties and tests.

See.
51.19-40 ..Workmanship and finich.
51.19-45 Inspection.
51.19-50 Rejection.

SUBPART 5r.22-FLAXfl AXID PUZOX
VZMPLT

51.22-1
51.22-5
51.22-10
51.22-15
51.22-20
51.22-25
51.22-30
51.22-35
51.22-40
51.22-45
51.7-50

Scope.
Process.
Chemical compeatiton.
Tensile properties.
Bending propertle.
Homogeneity test.
Test specimens.
Number of teats.
Permirible variation In thickness.
Finish.
Marldng.

SUBPART 51.25-LP-PV/LDED AM 5T.T[X
STrEEL AND LAP-w1ZD 1EoEr rOz= TU=

51.25-1 Scope.
51.25-5 Proces.
51.25-10 Chemical composltlon.
51.25-15 Check analysis.
51.25-20 Flange tests.
51.25-25 Flattening tests.
51.25-30 Crush test.
51.25-35 Hydrostatie test.
51.25-40 Etch test for charcoal-iron tube.
51.25-45 Test specimens.
51.25-50 Number of testa.
51.25-55 Retcsts.
51.25-60 Forming operations.
5125-65 PermissIble voriatlons In dimen-

alons and welght.
51.25-70 Flnish.
51.25-75 Marking.

SUBPART a 1.2a - HEmrarc-nmrsArcEO-wxm
S=EL AM oPEZZ-HIflTH 31:. LOTIM~ AND

51.28-1
51.28-5
51.28-10
5128-15
51.28-20
5128-25
5128-30
51.28-35
51.28-40
51.28-45
51.28-50
5128-55
5128-57

51.28-60
5128-65
5128-70
51.28-75
51.28-80
5128-85

Scope.
Process.
Manufacture.
Chemical compsItIon.
Check analysis.
Flattening test.
Flange test.
Crush test for grade A or B tubes.
Tensile propertic.
Reverse bend teat for trade D tube.
Hardnes test for grade D tubes.
Hydrostatic teat.
11ondestructlvro electric test for

grade D tubes.
Test Specimens.
Number of teats.
Retests.
Forming operations.
Finish.
Marking.

SUBPART 51.31--.SEAI-E2 STEEL rT.-rIt TI
3oa HIGH-PnESSUnE SEEvicr. I. 1-C.rBo:;
5Afm STEEL E0U ANlD SUP AT-L
TOSE SAILUS S CAaZ0oz-ZOLTSUU
ALLOY-TE XOTEX- AM SUTZ2nnEA1=TEZ

51.31-1
51.31-5
5131-10
51.31-15
51.31-20
51.31-25
5131-30
5121-35
51.31-40
51.31-45
5121-50
51.31-55
5121-60
51.31-65
51.31-70
51.31-75

51 I-SM
5121-85

Scope.
Procez
Manufacture.
Chemical composziton.
Check analyss..
Tensile propertles.
Flattening test.
Flaring test.
Hardne:s test.
Hydrostatic test.
Test Specimens.
Number of tests.
Retests.
Retreatment.
Forming operations.
Permissible vorlatlons In dimen-

sions and wright.
Finih.
Marking.

SUSPART B1.34- 5 Z 8 P

5124-1 Scope.
5124-5 Precess.

Ssc.
5124-10
512415
512 --2o
512 -25
51.3-30
5124-35
5124-40
5124-45
5124-50

Chemical comp"ition.
Tena l a requlrmen nt-.
BendLng properties.
Flattening tests.
Hydrostatic tezt.
Test specimens.
Number of tes-.
Reteats.
'Finish and marking.

SU0TPA= 51,.37-W5EIMM AM 97AI-1rr sr
PUM,

51.7-1
51.7-5
51.37-10
51.,7-15
51.7-20
51.37-25
51.37-30
51.7-35
51.7-40
51.37-45
51.7-80
51.7-55
51.37-CO

61.37-C5
51.7-70
51.7-75
51.7-CO
51237-za
51.37-SO

Scope.
Process.
Chemical compositfon.
Chec: analys.
Tenwile properties.
Banding propertes.
Flattening test.
HydrotatIc t-t.
Test specimens.
Number of tests.
Rtestz.
Standard weights.
Permi.-ssble variations in weight

and dimensions.
Lenatho.
Workmanship.
Fnisnh.
Marlking.
Inspection.
Rejection.

S gm'M 51.4O-=rIC=-nns iri-V7EL7sD
S7= PEM

51.40-1
51.40-5
51.40-10
51.40-15
51.40-20
51.40-23
81.40-20
51.0-35
51.40.-40
51.40-45
51.40-0
51.40-0

51.40-CO
51.40-63
51.40-70
51.40-75
51.40-8
51.40-85
51.40-90

Scope.
Process.
Chemical composition.
Ldlo analysis.
Chedk analysis.
Tenle~l properties.
Flattening test.
Hydrctatlc test,
Teat opccimens.
Number of tests.
Retcests.
PermaissIble variations In weights

and dimension.
Lengths.
Workmanshp.
Fintsh.
Uarlzinr,
Protective coating.
Inpection.
Rejection.

SUUPAST 52.3-,W~ZD rMOZGZT-IrN Pn

51.43-1 Scope.
51&,3-5 Prccess
51A3-10 Chemical compcitimL
51A3-15 Tenzile pr pc -tes.
5A43-20 Fractiuo te ts.
51.43-23 ]Bend teats.
51.43-20 Test spcimens.
51.43-35 Number of tests.
51.43-40 Hydrezstatlc tests.
51.43-45 PermLsble va iatIons and dimen-

51.3-S0 GalvaPiizd pipe.
51.43-55 FlLbh.

SUBTA=S 01.4 C-5T2ZL Fr-1O

51.40-1 Scope.
51.46-5 Proc=.
51AG-10 Dizcard.
51.4G-15 Manufacturing practice.
51.4&-20 Heat treatment.
51.46-25 Chemicsl, compcstion.
51.48-30 Tensile properties.
51AG-35 Hydro-tatIc tez.
51.46-0 Teat specimens.
51.40-45 Number of tests.
51.4G-50 Rete3t .
51.43-55 Macro-etch te-a.
514G-CO Workmanship and finish.
51.48-65 Marking.

11.49-1 Scope.
51.49-5 Procc=.
51.49-10 Dlzcard.

T
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Sec.
51.49-15
51.49-20
51.49-25
51.49-30
51.49-35
51.49-40
51.49-45
51.49-50
51.49-55
51.49-60

Heat treatment.
Chemical composition.
Tensile properties.
Test specimens.
Number of tests.
Retests.
Finish.
Nuts and washers.
Threads.
Marking.

SUBPART S1.52--CARBON-STEEL BOLTING
MATERIAL

51.52-1
51.52-5
51.52-10
51.52-I5
51.52-20
51.52-25
51.52-30
51.52-35
51.52-40
51.52-45
51.52-50
51.52-55
51.52-60

Scope.
Process.
Manufacture.
Stress relieving.
Chemical composition.
Tensile properties.
Bend test.
Stripping test.
Brinell hardness test.
Test specimens.
Number of tests.
Retests.
Workmanship and finish.

SUBPART 51.55--CARBON AND ALLOY-STEEL NUTS

FOR HIGH-TELPERATURE SERVICE

51.55-1 Scope.
51.55-5 Process.
51.55-10 Fabrication.
51.55-15 Stress relieving.
51.55-20 Chemical composition.
51.55-25 Hardness test.
51.55-30 Drift test.
61.55-35 Stripping test.
51.55-40 Retests.
51.55-45 Finish.

SUBPART 51.5 -STEEL CASTINGS

61.58-1
51.68-5
51.58-10
51.58-15
51.56-20
51-58-25
51.58-30
51.58-35
51.58-40
51.58-45
61.58-50
51.58-55
51.58-60

Scope.
Process.
Heat treatment.
Chemical composition.
Tensile properties.
Bending properties.
Hydrostatic tests.
Test specimens.
Number of. tests.
Retests.
Workmanship.
Finish.
Marking.

SUBPART Sl.61-ALLEABLE MON CASTINGS

51.61-1 Scope.
51.61-5 Process.
51.61-10 Tensile properties.
51.61-15 Test specimens.
51.61-20 Number of tests.
51.61-25 Special tests--Grade A.
51.61-30 Reannealing.
51.61-35" Workmanship and finish.
51.61-40 Marking.
51.61-45 Inspection and rejection.

SUBPART 51.64-GRAY IRON CASTINGS FOR VALVES,
FLANGES, AND PIPn FITTINGS

51.64-1
51.64-5
51.64-10
61.64-15
51.65-20
51.64-25
51.64-30
61.64-35
51.64-40
51.64-45
51.64-50

Scope.
Process.
Chemical composition.
Tensile properties.
Transverse test.
Mold.
Test specimens.
Tension test apparatus.
Records.
Workmanship and finish.
Marking.

SUBPART Si.7-COPPER-ALLby PLATE

51.67-1 Scope.
51.67-5 Manufacture.
51.67-10 Chemical composition.
51.67-15 Chemical analysis.
51.67-20 Tensile properties.
51.67-25 Bending properties.
51.67-30 Test specimens.
51.67-35 Workmanship and finish.
51.67-4 Marking.

RULES AND REGULATIONS

SUBPART 51.70---ALILESS BRASS ME
Sec.
51.70-1
51.70-5
5170-10
51.70-15
51.70-20
51.70-25
51.70-30
51.70-35
51.70-40
51.70-45
51.70-50
51.70-55
51.70-60

Scope.
Manufacture.
Temper.
Chemical composition.
Sampling for chemical analysis.
Expansion test.
Mercurous Nitrate test.
Bending properties.
Hydrostatic test.
Number of tests.
Workmanship.
Finish.
Retests.

SUBPART 51.73 --- EALILES COPPER pIPE

51.73-1
51.73-5
51.73-10
51.73-15
51.73-20
51.73-25
51.73-30
51.73-35
51.73-40
51.73-45
51.73-50

Scope.
Manufacture.
Condition or temper.
Chemical composition.
Sampling for chemical analysis.
Expansion test.
Bending properties.
Microscopic examination.
Hydrostatic test.
Number of tests.
Workmanship.

SUBPART 51.76---BRONZE CASTINGS

51.76-1 Scope.
51.76-5 Manufacture.
51.76-10 Chemical composition.
51.76-15 Chemical analysis.
51.76-20 Tensile properties.
51.76-25 Test specimens.
51.76-30 Number of tests.
51.76-35 Workmanship and finish.

.51.76-40 Marking.
51.76-45 Certification.

AouTHOrnr: §§ 51.01-1 to 51.76-45, b.nclu-
sive, issued under R. S. ,105, 4417a, 4418, 4426,
4427, 4429, 4430, 4431, 4432, 4433, 4434, 4453,
and 4491, as amended, sec. 14, 29 Stat. 690, 41
Stat. 305, 49 Stat. 1544, 54 Stat. 346, and sec. 5
(e), 55 Stat. 244, as amended; 46 U. S. C. 363,
366, 367, 375, 391a, 392, 404, 405, 407, 408 409,
410, 411, 412, 435, 1333, 50 U. S. C. 1275; and
sec. 101, Reorg. Plan No. 3 of 1946; 11 F. R.
7875.

SUBPART 51.0 1--GENERAL

§ 51.01-1 Statutory requirements. (a)
Plates, bars, and shapes used as pressure
parts of boilers intended for marine serv-
ice shall be testedjnspected, and stamped
by an inspector in accordance with the
requirements of Title 52 of the Revised
Statutes of the United States.

(b) Material used for pressure parts
in the construction of pressure vessels
other than boilers shall conform to the
requirements of this part. Unfired pres-
sure vessels designed for maximum al-
lowable pressures not exceeding 700
pounds per square inch and temperatures
not exceeding 5000 F may be constructed
of steel plate meeting the specifications
of subpart 51.22: Provided, That such
material is tested and stamped by the
manufacturer. Plates for this purpose
are not required to be tested and in-
spected, but may be accepted on the cer-
tification of the manufacturer as to their
chemical and physical properties.

§ 51.01-5 Basic information require-
ments. When ordering material for the
construction of boilers or unfired pres-
sure vessels to be Installed on vessels sub-
ject to the inspection of the Coast Guard,
boiler manufacturers shall, as far as
practicable, furnish the following Infor-
Ination to the manufacturer of the ma.
terial and to the Officer in Charge, Ma-
rine Inspection, in the district where the
boiler or unfired pressure vessel Is to be
fabricated:

(a) Name and location of manufao-
turer's works.

(b) Type and size of boiler or unfired
pressure vessel.

(c) Manufacturer's serial or shop
number.

(d) Design pressure.
(e) Name of shipyard and hull num-

ber.
(f) Vessel's name.
§ 51.01-10 General classification of

materials. (a) The materials to be used
In the construction of boilers and unfired
pressure vessels, piping, valves, fittings,
and appurtenances below listed shall be
of three general classes of which classes
A and B shall be used for pressure parts
and class C may be used for other parts
as specified.

Class A. Tested materials manufactured
under the supervision of the Coast Guard,
tests of which shall be witnessed by an in-
spector.

Class B: Certified materials tested by the
manufacturers, and certified by them as con-
forming to the requirements,

Class C: Materials for nonpressuro parts of
boilers or unfired pressure vessels such as
casings for water-tube boilers, uptakes, fur-
nace fronts, and operating equipment shall
be of good commercial quality. No detail re-
quirements are herein specified for materials
in this class. Class C materials shall be ac-
cepted by inspectors without requiring tests
or certification by manufacturers.

(b) Except as may be otherwise re-
quired, the classification of materials
under A and B and the sections of this
part in which they ore specified, are as
follows:

CLASS A
Subpart
51.04 Marine boiler steel plate.
51.07 Staybolt steel.
51.10 Steel bars and shapes.
51.13 Wrought-iron bars for stays and stay-

bolts.
51.16 Rivet steel.
51.19 Rivet iron.

CLASS -
51.22 Flange and firebox steel plates.
51.25 Lap-welded and seamless steel and

lap-welded iron boiler tubes.
51.28 Electric-resistance-welded steel and

open-hearth iron boiler and super-
heater tubes.

51.31 Seamless steel boiler tubes for higlt-
pressure service.

Medium-carbon seamless steel boiler
and superheater tubes.

Carbon-molybdenum alloy-steel boiler
and superheater tubs.

51.34 Seamless steel pipe,
51.37 Welded and seamless steel pipe.
51.40 Electric-resistance-welded steel pipe.
51.43 Welded wrought-iron pipe.
51A6 Steel forgings.
51.49 Alloy-steel bolting material.
51.52 Carbon-steel bolting material.
51.55 Carbon and alloy-steel nuts for high-

temperature service.
51.58 Steel castings.
51.61 Malleable Iron castings.
51.64 Gray iron castings for valves, flange3

and pipe fittings.
51.67 Copper-alloy plate.
51.70 Seamless brass pipe.
51.73 Seamless, copper pipe.
51.76 Bronze castings,

§ 51.01-15 InsPection and tesilng of
Class A Aaterial. Inspectors shall have
free entry at all times to those part. of
the works where material subject to the
regulations In this part is being manu-
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factured. The manufacfurer shall afford
inspectors all reasonable facilities to
satisfy them that the material is being
manufactured in accordance with the
requirements of the Commandant. Un-
less otherwise authorized, tests and in-
spection shall be made at the place of
manufacture prior to shipment and shall
be so conducted as not to interfere un-
necessarily with the operation of the
works. Inspectors shall assure them-
selves that test specimens are marked
for positive identification with the ma-
terials which they represent. Unless
otherwise specified, tests shall be made
at ordinary temperature.

§ 51.01-20 Chemical analyses. (a)
A ladle analysis of each melt of class A
materials shall be made by the manu-
facturer and a certified report thereof
shall be furnished by him to the inspector
upon request. This-analysis shall be
made from a test ingot taken during
the pouring of-the melt. The chemical

- composition thus determined shall con-
form to the specified requirements. This
requirement shall apply also to the fol-
lowing class B materials:

(1) Flange and firebox quality steel
plates specified in subpart 51.22.

(2) Steel forgings specified in sub-
part 51.46.

(3) Alloy-steel bolting material speci-
fied in subpart 51.49,

(4) Steel castings specified in subpart
51.58.

(5) Copper-alloy plate specified In
subpart 51.67.

(6) Bronze castings specified in sub-
part 51.76.

(b) A check analysis may be made
-at the discretion of the Commandant
from test specimens representing ma-
terial for which chemcal composition
is specified in any section of this part,
in either class A or B. The chemical
composition thus determined shall con-
form to the requirements.

§ 51.01-25 Certiftcation of class B ma-
terzal. (a) Certification of chemical
analyses and physical tests of materials
of class B shall be an affidavit by the
manufacturer certifying that all mate-
rials of this class supplied by him for
marine service do, or will conform to all
the requirements of the regulations in
this part applicable thereto.

(b) Materials in this class are not re-
quired to be tested in the presence of an
inspector, but whenever deemed neces-
sary by the Commandant, he may detail
an inspector to witness such tests and
satisfy himself that the requirements
of the specification for class B materials
are met.

§ 51.01-30 Tension tests. All tension
tests shall be made on standard call--
brated machines. The yield point in
tension tests shall be determined by the
drop of the beam or the halt in the gauge
of the testing machine. Except where
otherwise specified in part 51 of this
chapter, the speed of the crosshead of-
the machine shall not exceed inch
per minute per inch of gauge length up
to the yield point, nor shall it exceed '
inch per minute per inch of gauge length
beyond the yield point. Any convenient
speed of the crosshead may be used from
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the start of loading the test specimen
until a value estimated as one-half of the
yield point is reached. In determining
the yield strength by use of an extenso-
meter, the crosshead speed shall not ex-
ceed 0.025 inch per minute per inch of
gauge length. In the event the machine
is stopped In taking readings, the speed
may be exceeded in the take up only.
The ends of all test specimens shall be
pf form to fit the holders of the testing
machine in such a way that the load will
be axial.

§51.01-35 Test reports. Inspectors
sball report the results of officlal tests
on form CG 934. Duplicate copies
thereof shall be forwarded by the Coast
Guard District Commander In the dis-
trict where the material was manufac-
tured to the Coast Guard District Com-
mander In the district where the mate-
rial is to be fabricated.

§ 51.01-40 Retests. When the result
-of any of the physical tests specified for
any of the materials does not conform
to the requirements, two additional speci-
mens may, at the request of the manu-
facturer, be taken from the same lot and
tested in the manner specifled, but in
such case, both of the specimens shall
conform to the requirements. In the
case of tension tests, this retest shall be
allowed if the percentage of elongation
obtained Is less than required, or if any
part of the fracture is outside of the mid-
dle third of the gauge length. If any
test specimen develops flaws, It shall be
discarded and another specimen from
the same lot substituted.

§ 51.01-45- Refctions. Failure of the
tests (or retests) specified in the regula-
tions in this subchapter for each particu-
lar material shall be cause for rejection.
Unless otherwise required, any rejection
shall be reported by the inspector within
5 working days from the receipt of the
test specimen. Acceptance of material
on results of tests at the place of manu-
facture shall not prejudice the right to
reject any of such material In which in-
jurious defects are subsequently dlscov-
ere-d. The manufacturer shall be
promptly notified of such subsequent re-
jections, and the records shall be cor-
rected.

§ 51.01-0 Appeals. In case of dis-
satisfaction with the results of any test.
the manufacturer may appeal to the
Coast Guard District Commander from
the decision of the Offcer in Charge, Ma-
rine Inspection. Should the Coast Guard
District Commander sustain the Officer
in Charge, Marine Inspection, the manu-
facturer may appeal to the Comman-
dant. Tested specimens which repre-
sent rejected material shall be retained
for at least 30 days.

§ 51.01-55 Process of steel manufac-
ture. Unless otherwise officially author-
ized by the Commandant, all wrought
steel to be used in the construction of
boilers or unfired pressure vesseis to be
installed on vessels shall be manu-
factured by the open-hearth, electric
furnace, or crucible process.

§ 51.01-60 Stamping plates and spe t-
mens. (a) Class A plates shall be.
stamped by the manufacturer, before
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they are tested, with his name or trade-
mar, the word 'Marine " the letter indi-
cating the grade of the steel, and the
minimum tensile strensth of the platepar
square inch of cross-sectional area ex-
pressed in thousands. Inspectors shall
permit cutting a plate into two or more
partsbefore testing, but each put shall
be stamped or match-marked for identi-
fication before cutting. All plates ac-
cepted by the inspector as conforming to
the requirements shall be stamped by him
near the manufacturer's stamp with the
official stamp of the Coast Guard, the
initials of his name, and the serial num-
ber. All test specimens shall be rng-
stamre d or match-marked for Identifi-
cation before being detached. Plates
shall be stamped lengthwise in two places
on one long side about 18 inches from the -
edges at the corners. Each butt strap
shall be stamped lengthwise of the plate
about the middle of the strap.

(b) The impression of the official
stamip of the Coast Guard for stamping
plates and specimens shall be as shown
below-

Fw- 51.01-CO (b)--OlIdl stamp.
§ 51.01-65 Stock plates. Plates may

be ordered to be carried in stoc ashore
or on shipboard for repairs to boilers and
unfired, pressure vessels. Such plates
shall be Inspected and tested at the place
9f manufacture and stamped for identi-
fication as stock plates. A test report
for such plates shall be furnished to the
Coast Guard District Commander of the
district where the purchaser is located,
with a copy to the purchaser. The Coast
Guard District Commander shall furnish
a copy thereof to the Officer in Charge,
Marine Inspection, In the district where
the material is kept in stock, and if the
material I- to be used by persons other
than the original purchaser, they shall
also be furnished with a copy of such
report, for submittal by them to the 021-
cer in Charge, Marine Inspection, in the
district where the repairs are actually to
be made before the material may be
used. Vessels carrying such stoT plates
shall obtain and crry identification and
test records of each plate. Where such
plates are cut into pieces for repairs, the
Offlcer in Charge, Marine Inspection,
shall, upon request, stamp each piece so
detached for identification with the orig-
Jial platea.nd a record of such stampm
shall be made.

L51.01-70 Worlmanship and finish.
All materials within the scope of the reg-
ulations in this subchapter shall be free
from Injurious defects and shall -have a
worknanlike finish.

§ 51.01-75 Heat treatment. Some of
the materials herein specified require
heat treatment. This may consist of an-
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neaing, or of normalizing, or of normal-
izing followed by annealing, or of nor-
malizing followed by a draw back to a
temperature below the critical range.
Annealing shall consist of allowing ma-
terial to cool after forging or rolling to a
temperature below the critical range,
then reheating it to proper temperature
to refine the grain and allowing it to cool
in the furnace. Normalizing shall con-
sist of allowing material to cool after
forging or rolling to a temperature below
the critical range, then reheating it to
proper temperature to refinethe grain
and allowing it to cool in still air.

§ 51.01-80 Reclassifcation of mate-
nals. When more than one grade is
specified for any material or purpose
and tests of a material of a superior
grade fail to meet the requirements, such
material may be reclassified and ac-
cepted as a specified lower grade if it
fulfills the specified requirements for the
latter. In such cases, the material shall
be restamped or re-marked as required
for proper 'identification, and revised
records shall be made to cover it.

§ 51.01-85 Alternative materials. If,
in the development of industrial arts,
other suitable or improved materials dif-
fering from those specified in this part
are developed, their use will be given
consideration, upon formal application
to the-Commandant with full informa-
tion as to the characteristics of the ma-
terial, and such scientific data and facts
as may be necessary to establish the
suitability and safety of the material for
the use proposed. The material require-
ments in this subehapter are minimum
requirements. and are not intended to
bar better materials.

SUBPART 51.04-LIAIUNE BOILER STEEL
-PLATE

NOTE: In substantial agreement with
A. S. T. M. Designation: A 201-46, A 212-46,
and A 204-46.' Tested material-Class A.

§ 51.04-1 Scope. (a) There shall be
seven grades of marine boiler steel plates,
subject to class A inspection. These
grades are designated A, B; C, D, E, F
and G. Grades A and B cover two ordi-
nary tensile strength ranges in carbon-
silicon steel plates; grades C and D cover
two high tensile strength ranges in car-
bon-silicon steel plates; grades E, F and
G cover three high tensile strength
ranges In carbon-molybdenum steel
plates. All grades may be furnished in
flange or firebox qualities. Plates-of
flange quality are limited in thickness to
2 inches. Plates of -ordinary firebox
quality are limited in thickness as fol-

I Copies of these A. S. T. M. specifications
have been filed with this document in the
Division of the Federal Register. Copies are
also on file with the various /Coast Guard
District Commanders for reference purposes.

lows: grade A to 12 inches; grade B to
6 inches; grades C and D, to 6 inches;
grades E and F to 6 inches; and grade
G to 4 inches.

(b) Steel plates for any part of a
boiler subject to pressure and exposed
to the fire or products of combustion
shall be of firebox quality* steel plates
for any part of a boiler subject to pres-
sure and not exposed to the fire or prod-
ucts of combustion shall be of-flange or
firebox quality.

(c) All of these grades may be arc or
gas welded, but welding technique is of
fundamental importance. Welding pro-
cedure shall be in accordance with Part
56 of this subchapter.

(d) Sufficient discard from the top of
each ingot shall be-made, at any stage
of the manufacture, to secure freedom
from piping and undue segregation in
'the fimshed product, but in no- case shall
the amount of top discard be less than
30 percent.

§ 51.04-:5 Process. The steel shall be
made by either or both of the following
processes: open-hearth or electric fur-
nace.

§ 51.04-10 Heat treatment. (a) Plates
over 2 inches in thickness, before being
fabricated, shall Pe uniformly heat-
treated to produce grain refinement.
Heat treatment involving quenching in
a liquid medium is not permitted. If
,this treatment is not done at the rolling
mill the testing shall be carried out in
accordance with paragraph (d)

(b) When plates are heat-treated to
produce grain refinement the test speci-
mens and the plates shall be stamped
"G. R." The tensile strength of the
plates in the grain refined state shall be
not less than the minimum of the speci-
fied range.

(c) (1) The purchaser shall indicate
in his orders to the mill whether the roll-
ing mill or the fabricator shall-perforfn
the required heat treatment of the plates.

(2) Orders to the plate manufacturer
or the fabricator shall specify when

plates subject to the requirements of this
section are to be stress-relieved and when
they are to be heat-treated for grain re-
finement so that proper provision may be
made for the treatment of test specl-
mens.

(d) When a fabricator is equipped to
perform the work properly, and elects to
do the required heat treatment of plates
for grain refinement he shall accept the
plates on the basis of the mill tests. The
plate manufacturer shall make the tests
prescribed in this specification, the ten-
sion and bend test specimens to be pre-
pared from full thickness pieces heat-
treated under conditions he considers ap-
propriate for grain refinement and to
meet the test requirements. The manu-
facturer shall inform the fabricator of
the procedure followed in treating the
pieces at the mill for guidance in treating
the plates. The. required physical prop-
erties shall be determined after heat
treatment of the plates on specimens
prepared from pieces similarly and
simultaneously treated with the plates.
Pieces for two tension tests, one top and
one bottom, shall be provided from each
plate as rolled. These pieces shall be
stamped by the inspector with his official
stamp for identification.

NOT: The term "plate as rolled" used hers
and in §§ 51.04-35 (c) and 61.04-40 (a) refers
to the unit plate rolled from a slab or di-
rectly from an Ingot in its relation to the
location and number of specimens; not to its
condition.

(e) In the case of plates over 2 inches
In thickness which subsequently are to be
stress-relieved, the test specimens for
such plates shall, before testing, be
stress-relieved as specified in paragraph
(a) following the heat treatment for
grain refinement.

§ 51.04-15 Chemical composition, The
steel shall conform to. the following
requirements as to chemical composi-
tion:

TABLE 51.04-15--CHEMICAL COFOSITION

Grades
Chemical elements

A B 0 D E V a

Carbon, maximum, percent:
For plates 1 inch and under in thickness --------- 0.20 0.24 0.23 0.31 0.18 0.20 0I23
For plates over 1 to 2 inches, inclusive, m thickncm. .24 .27 .31 .33 .21 .23 .24
For plates over 2 to 4 inches, mclusive, n thicknss. .27 .30 .33 .35 .23 .25 .23
For plates over 4 to 6 inches, inclusive, in thickness. .31 .35 ' 33 .35 .25 .27 ........
For plates over 6 to 12 inches, inclusive, in thickness .35 .........................................

Manganese, maximum, percent ----------------------- o *... .80 , .90 so , 0 o
Phosphorus, maximum, percent: I

Flange -------------------------------------------- . 04 .04 .01 .04 .01 .01 .01
Firebox ----------------------------------- 035 035 .035 .035 .035 ,035 .035

Sulfur, maxinum, percent:
Flange -------------------------- -------------- . 05 .05 .05 .05 .05 .05 .05
Firebox ----------------------------------- 04 .04 . 4G .04 0A .01 .01

.15 .15 .15 .15 .15 .15 .15
Silicon, percent --------------------------------------. to to to to to to to30 .30 .30 .30 .30 .30 .30

.. .. t4l 40 .4D
Molybdenum, percent ----------------------------- -- -------. 0 to to

I.0 .0 .60
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§ 51.04-20 Tensile properties-(a)
Grade A or B. (1) The material shall
conform to the following requirements as
to tensile properties:
TABLE 51.04-2D (a) (1)-PnscAL PROPERnrs Or

GRADE A OR B

Physical requirements Grade A Grade B

1 55,000 00,000
Tensile strength, p.s. L. to to• 65, 000 70, 000
Yield point, minimum,

.s. ------------ 0. tens. sir. 0.5 tens. str.
Elongation in 8 Inches,

nummum, percent:
-lng 11,00,000 51,-, -00

tens. str. tens. str,

Firebox ------------ 12,550,000 1, .,000
tens. st. tens. str.

Elongation n 2 inches, 41, 750, 00 41,7W,000
munmum percent; fire-
box -------------- tens. str. tens. sir.

1 Sea 651.0-20 (a) (4) and (6).
'See § 51.04-20 (a) (3).
'When speumen shown In figure 51.04-35 () Is used.
'See § 51.04-20 (a) (5).

(2) Tensile strength only need be de-
termined on the tension test specimen
taken from the top of firebox plates, and
it shall not exceed 67,000 p. s. I. for grade
A, nor 72,000 p. s. 1. for grade B.

3) Should the formula in paragraph
(a) (1) for minimum elongation in 8
inches for firebox steel give a value of
less than 25 percent for grade A mate-
ral or 23 percent for grade B material,
the minimum allowable elongation shall
be 25 and 23 percent for grades A and
B, respectively, subject to the modifica-
tions of paragraph (a) (4)

(4) For material over % inch in thick-
ness, a deduction from the percentage of
elongation in 8 inches specified in para-
graphs (a) (1) and (a) (3) of 0.125 per-
cent shall be made for each increase of 1,62
inch of the specified thickness above %
inch, to a minimum of 21 percent for
flange steel and 22 percent for firebox
steel of grade A, and 20 percent for
flange steel and 21 percent for firebox
steel of grade B.

(5) For material over 21 inches in
thickness, a deduction from the per-
centage of elongation in 2 inches speci-
fied in paragraph (a) (1) of 0.5 per-
cent shall be made for each increase of
1/2 inch of the specified thickness above
2Y inches. The minimum elongation for
grade A shall be 15 percent.

(6) For material 1 inch and under
in thickness, the. elongation shall be

measured on a gauge length of 24 times
the thickness of the specimen and the
dlongation shall conform to the mini-
mum requirement specified for the 8-Inch
gauge length.

(b) Grades C and 1). (1) The mate-
rial shall conform to the following re-
quirements as to tensile properties:

TIABLE 1042 (b) ()-Puar.A Paorrznnns or
GnRE 0 o2 D

Physical rq*ulrcmnnts jOreo 0 Gro D

Tensile strcngth, p. s. L. to to
Yield point, minimum, p.

s. I ..... 0................ 0Z Ic.i. cr. 0.Z tag. e.
Elongation In 8 Inchu ,

minimum, pzrent: r .A
.Flang ------- tan- --- 11 t.tem3. C r. tcmf ,r.

1. GOIS V03. 11f. ai.Firebox ---......... ---I nu
,.  r. tcn-, V.r.

Elongation in 2 Inch-, iI,70l.53 17,0CC
minimum, pIrccnt, firc-
box ................... tCn& r1i. t =s. r.

I Eo § S1I--0 (b) (3) and (b) (51).

SSca § 0.0-2 (b) o).

(2) Tensile strength only need be de-
termined on the tension test specimen
taken from the top of firebox plates, and
it shall not exceed 79,000 p. s. I. for grade
C, nor 84,000 p. s. I. for grade D.

(3) For material over JA inch In thick-
ness, a deduction from the percentage of
elongation in 8 Inches specified in para-
graph (b) (1) of 0.125 percent shall be
made for each Increase of inch of the
specified thickness above 11 inch, to a
mimmum of 18 percent for flange steel
and 19 percent for firebox steel.

(4) For material over 2,' inches In
thickness, a deduction from the per-
centage of elongation in 2 inches speci-
fied in paragraph (b) (1) of 0.5 percent
shall be made for each increase of ,4
inch of the specified thickness above 22,4
inches.

(5) For material I inch and under In
thickness, the elongation shall be meas-
ured on a gauge length 24 times the
thickness of the specimen, and the elon-
gation shall conform to the minimum
requirement specified for the 8-inch
gauge length.

(c) Grades E, F, and G. (1) The ma-
terial shall conform to the following re-
quirements as to tensile properties;

TABLE 51.04-12 (c) (i)-PiMrzciL PnotrUxsn or GnADE E, r. On 0

Physical Requirements Grado E Grao O ao G

Tensile strength, p. s. L --------------........---------------- 5G to 7,0:3 0,') to 62, 7 o to 57,03
Yield point, mnmum, p. s. i - ...- - - - 0. tans. . 0.-5 -----. it. 0--5 tan. ci

But m no cae less than. .---------------------------------- C ,
Elongation in8 inches, mmimum,,ps-cent:

FLnge----------------------------------------------1C.ct as i. tn.sr

tcns. six. tns. crr. ta. tr.
Elongation m 2 inches, minimum, percent, firebox ........... 13 -1,7 ) 3 1,74.C.-A

., Sr. ta s m. er.

1See § 51.0- 23 (c) (3) and (6).
2 When specmen shown m figure 51.0W-35(0 is used,
I See section 51.04-20 (c) (5).

(2) Tensile strength only need be de-
termined on the tension test specimen
taken from the top of firebox plates, and
it shall not exceed 80,000 p. s. I. for grade

No. 63-3

E, 85,000 p. -=. for grade F, and 90,000
p. s. I. for grade G.

(3) For plates over , Inch In thick-
ness, a deduction from the percentage of

elongation In 8 Inches prescribed in para-
graph (c) (1) of 0.125 percent shall be
made for each increase of 226e inch of the
specified thicknez above 3 inch, to a
minimum of 19 percent for grades E and
P, and 18 percent for grade G.

(4) For plates % to - inch, inclusive,
In thickness, if the percentage of elonga-
tion of an 8-Inch gauge length test sisci-
men falls not more than 3 percent belos'
the amount prescribed In paragraph (c)
(1) the elongation shall be considered
satisfactory provided the percentage of
elongation In 2 inches across the break
Is not less than 30 percent. -

OTEZ: A characteristi of certain types of
alloy oteeLb i a local dlzprop ortionate In-
creasa In tMo dgreo of neciling dow or con-
traction of the specimens under tenslon test:
reaulting In, a decreae In the percenta.e of
elongation as the gauge length Is lncre-zeud.
The effect Is not no pronounced In the thlgker
platca.

(5) For plates over 2%, inches In
thickness, a deduction from the percent-
age of elongation in 2 inches prescribed
In paragraph (c) (1) of 0.5 percent shall
be made for each increase of 1, inch of
the specified thickness above 21, Inches.

(6) For material inch and under in
thickness, the elongation shall be meas-
ured on a gauge.length 24 times the
thickness of the specimen, and the elon-
gation shall conform to the minimum re-
quirement specified for the 8-inch gauge
length.

§ 51.04-25 Homogeneity test. (a)
The object of the homogeneity test,
which Is required for firebox steel only,
Is to open and render visible to the eye
any seams due to failure to weld up or to
Interposed foreign matter, or any cavi-
ties due to gas bubbles In the ingot. The
fractured surface of the test specimen
shall not show any single seam or cavity
more than F4 inch In length for plates ,I
Inch and under In thickness; nor more
than % inch In length for plates over %
to 4 inches, inclusive, In thickness; nor
more than IS Inch In length for plates
4 to 6 Inches, Inclusive, In thickness; nor
more than 3 Inch In length for plates
6 to 12 inches, Inclusive, In thickness, in
any of the fractures obtained in accord-
ance with paragraph (b) Ech fracture
shall be examined and the lengths of the
seams and cavities determined, a pocket
lens beIng used if necessary.

(b) The test may be made on a broken
tenaion test specimen when an 8-inch
gauge length specimen Is used. For
plates over 2 Inches in thickness, the
specimen shall be taken adjacent, side-
wise, or lengthwise, to the top tension
test specimen. For plates * inch and
under In thickmess the specimen shall be
nicked or grooved transversely, In three
places, about 'V( inch deep. The first
groove shall be 2 Inches from the square
end, and each succeeding groove on the
opposite side about 2 inches from the pre-
ceding one. For plates over 14 to 2TS
inches, inclusive, In thickness, the speci-
men may be groved about IS inch deep,
at one place on one side. For plates over
21S inches In thickness the specimen may
be grooved at one place on both sides
to leave a fracture whJch will include
the horizontal axis of the plate and have
a face at least 2 Inches In depth. The
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specimen shall be broken at each groove
with a hammer or press. Where the press
will not break the large specimen, the
specimen may be split with a gas flame
or by machining, and each section
broken and examined.

§ 51.04-30 Bending properties. The
bend test specimen shall stand being bent
cold through 1800 without cracking on
the outside of the bent portion to an
Inside diameter which shall have the fol-
lowing relation to the thickness of the
specimen. When the test is made on a
specimen reduced in thickness, the rolled
surface shall be on the outer curve of the
bend.

TABIn 51.01-30-=nno PnoPERi s

Ratio of Inside diameter
of bend th thickness ofT~bclmc-3ofn~ael'al specimen

Tbkeof materi pe
Grade Grade Grade Grade

A B 0 D

l Inch and unger ------------ M 1 IM 2
Over 1 to 1y Inches, inlu-
sivo ---------------- -1 1% 2 2

Over 1 to 3 Inches, nclu-
sive ----------------------- I 2 2 2A

Over 3 to 4 inches, inclimlve_ 2 2 2
Over 3 to 4M.4 Inches
Over 4 to O Inches, Inclusive.. 2M4 8 "------
Over 4l to 6 inches --------.------------ 3 a3m
Over 6 to 0 Inches, Inclusive.. 3 ------- ------ -----
Over' to 12inches, inclusive. 54 -.............

Grade Grade Grado
E F G

I Inch and under ------------ 1 I 1i 2
Over I to 2 Inches, Inclusive.. 134 2 234
Over 2 to 4 Inches, incluslye... 13 2 3
Over 4 to Inches, inclusive._ 2 24 --------

§ 51.04-35 Test specimens. (a) For
plates 2 Inches and under in thickness
the test specimens shall be prepared for
testing from the material in its rolled
condition.

(b) For plates over 2 Inches in thick-
ness the test specimens shall be pre-
pared from the material in Its heat-
treated condition or from full thickness
samples similarly and simultaneously
treated. (See § 51.04-10 (a).)

(c) Tension test specimens for-firebox
steel shall be taken fron the top and
bottom corners of the plate as rolled (see
note under § 51.04-10), parallel to Its
longitudinal axis, and for flange steel
from the bottom corner of the plate only.
Bend test specimens shall be taken from
the middle of the top of the plate as
rolled, at right angles to its longitudinal
axis.

(d) For plates 2 inches-and -under In
thickness, tensitn and bend test speci-
mens shall be the ful) thickness of the
material and shall be machined to the
form and dimensions shown in figure
51.04-35 (d), or the bend test specimen
may be machined with both edges
parallel.

/...........,

niGunE 51.04-35 (d)-Standard re
tension-test specimen with 8-is
length,

(e) For grade A or B plates up to 4
Inches, inclusive, in thickness, tension-
test specimens may be the full thickness
of the material and of the form shown in-
figure 51.04-35 (d) wlhen adequate test-
ing machine capacity is available.

(f) For plates over 2 inches in thick-
ness, except as permitted in paragraph
(e) tension-test specimens shall be ma-
chined to the form and dimensions.
shown in figure 51.04-35 f) andthe axis
of each' such.specimen shall be located
midway between the center and the top
or bottom surface of the plate. The bend
test specimens shall be at least 11z inches
In wdtJi, with both edges parallel, and
may be reduced to 2 inches in thickness;
but shall have one surface as rolled.

fRlUm 51.01-35 (f)-Standard round ten-
slon-test specimen with 2-inch gauge
length(

NoTE: For simplicity of computation. It is
recommended that the finished diameter of
this test be made 0.505 Inch, which is equiv-
alent to-0.2 square Inch n area.

(g). The sides of the bend test speci-
mens may have the corners rounded to
a radius not over :Y6 inch for plates 2
Inches and under In thickness, and not
over Ya-inch for plates over 2 Inches in
thickness.

§ 51.04-40 Number of tests. (a) Two
tension tests and one bend test shall be
made from each firebox steel plate as
rolled. One tension test and one bend
test shall be made from each flange steel
plater as rolled. (See note under
§ 51.04-10.)

(b) If any test-specimen shows defec-
tive machining or develops flaws, it may
be discarded and another specimen sub-
stituted.

(c) If the percentage of elongation of
any tension test specimen is less than
that specified'in § 51.04-20 and any part
of the fracture Is more than / Inch from
the center of the gauge length of a 2-
inch specimen or Is outside the middle
third of the gauge length of an 8-inch
specimen, as indicated by scribe scratches
marked on the specimen before testing,
a retest shall be allowed. -

§ 51.04-45 Permissible variations in
thickness and weight. No plate shall
vary more than 0.01 Inch under the tlick-
ness specified.

§51.04-50 Finish. The finished
plates shall be free from injurious defects
and shall have a workmanlike finish.

§ 51.04-55 Marking. The q u a l I t y
0erj0. " classification to be marked on all class A
ectangular plates in accordance with § 51.01-60 shall
ich gauge be the word, "'Marine" followed by the

letter designating the grade of the steel.

SUBPART 51.O-STAYBOLT STEEL

No=: In substantial ngrcemont vilth
A. S. T. M. Designattons A 81-40. Tested
material--class A.

§ 51.07-1 Scope, This specification
covers two grades of staybolt steel to be
used in boilers and other pressure vessels.

§ 51.07-5 Process. The steel shall be
made by either or both of the following
processes: open-hearth or electric-fur-
nace.

§ 51.07-10 CA e m i c a Z composition.
,The steel shall conform to the following
requirements as to chemical compo-
sition:

TABLcu 51.-i---CnEICAL COMrOSTION

Chemical elements Grade A qifado B

Percent Percent
Carbon, maximum ........... --- -.. 0,27
M'.anganese ................ 0 toOfj. W0 .40 to. tM
Phosphorus maxmum. .- .01 .01
Sulfur, maximum ............ .05 .03
Silicon, maximum. . ------------ I ............. .30

§ 51.07-15 Tensile properties. Tho
material shall conform to the following
requirements as to tensile properties:

TAu E. 51.07-15--PnysicAL Pnor=Tis

Physical requirements Grade A Grade 11

141000 US 000
Tensile strength, p. a. L... .0 i o1

Yield point, minimumI
p.s.l --------------- 0. ten.str. 0, tens str.

Butinno]asolaothah----------. 32,000
I 1,f00 ,0 1,00,000

Elongatlen In 8 Inches, J tensr, tens. etr.
minimum, percent ...... t no;to but In no cam

xcced 30. less than 23.

§ 51.07-20 Bending properties- (a)
Cold-bend tests. (1) The test specimen
for Grade A steel shall stand being bent
cold through 1800 flat on Itself without
cracking on the outside of the bent por-
tion.

(2) The test specimen for grade B
steel shall stand being bent cold through
1800 without cracking on the outside of
the bent portion, as follows: For material
% inch and under in diameter, around a
pin the diameter of which is equal to one-
half the diameter of the specimen, for
material over 3/ inch in diameter,
around a pin the diameter of which is
equal to the diameter of the specimen.

(b) Quench-bend tests. (1) The test
specimen for Grade A steel when heated
to a light cherry red as seen In the dark
(not less than 1,2000 F.) and quenched
at once In water the temperature of
which is between 800 and 900 F., shall
stand'being bent through 1800 flat on
itself without cracking on the outside of
the bent portion.

(2) The test specimen for Grade B
steel; when similarly heated and
quenched, shall stand being bent cold
through 1800 without cracking on the
outside of the bent portion, as follows:
For material 34 inch and under In diam-

'A copy of this A. S. T. M. specfilcation has
been filed with this document In the Division
of the Federal Register. Copies are also on
file with the Various Coast Guard District
Commanders for reference purpozes.
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eter, around a pm the diameter of which
is equal to the diameter of the specimen;
for material over / inch in diameter,
around a pm the diameter of which is
equal to one and one-half times the
diameter of the specimen.

-§ 51.07-25 T est spectmens. T e s t
specimens shall be the full diameter of
the bars as rolled.

§ 51.07-30 Number of tests. (a) Two
tension, two cold-bend, and two quench-
bend tests shall be made from each melt.
Each test shall conform to the re-
qirements specified in §§ 51.07-15 and
51.07-20.

(b) If any test specimen develops
flaws, it may be discarded and another
specimen substituted.

(c) If the percentage of elongation of
any tension test specimen is less than
that specified in § 51.07-15 and any part
of the fracture is outside the middle third
of the gauge length, as Indicated by
scribe scratches marked on the specimen
before testing, a retest shall be allowed.

§ 51.07-35 Permissible varzations n
diameter. The diameter of hot-finished
staybolt bars shall not vary from the
size specified by more than the amounts
prescribed in table 51.07-35.
TABLt 51.07-35-PERMiSMIBLE VARUTIONS In THE SIZ

OF Hor-RoLED ROUNDS A,,D SQvsAE

Variatlons out of
from size, round

Specied sin I s or

Over Under Iches

Jr inch and under ---------- 0.005 0.005 0.0W3
Over "Mo inch to N inch, in-

c l u s i v e - -. . . . .. . ..- - .0 0 .0 0 3
Over N ic tol i, main-

sive ----------------.-.-... .007 .007 .010
Over % inch to % mcih, mclu-

sive ----- ...--- - - -----... . 003 .003 .012
Over linchiitoIinch inclusive. .009 .003 .013
Over! inch to 1i nces, mclu-
sive---------------..-010 .010 .015

Over 11 mnhe to i4 Inches,
inclusive -------------------- .011 .010

Over IN niches to IW6 inches,
incluive ----------- -. 012 .012 .013

Over IM inches to i1 inches,
inclusive -------------------- 014 .014 .021

Over 13 inches to 2 Inches, In-
clusive-------------------3f Mi M .023

§ 51.07-40 Finish. The material shall
be free from injurious defects and shall
have a workmanlike finish.

§ 51.07-45 Markang. The staybolt
bars shall, when loaded for shipment, be
properly separated and marked with the
name or brand of the manufacturer and
the melt number for identification. The
melt number shall be legibly marked on
each test specimen.

SUBPART 51.10-.STEEL BARS AND SHAPES

NoTE: In substantial- agreement with A. S.
ML E. Specificatlon No. SA-7, 1946.1 Tested
material--clas A.

§ 51.10-1 Process. The steel shall be
made by either or-both of the following
processes: open-hearth or electric-fur-
nace.

"A copy of thls A. S. L. E. specification has
been filed with this document in the Division
of the Federal Register. Copies are also on
file with the various Coast Guard District
Commanders for reference purposes.

§ 51.10-5 Clemical composition. The
steel shall conform to the following re-
quirements as to chemical composition:
Phosphorus, maximum. percent:

Acid ---- - --- -- - - - 0.05
Basic -............- .04

Sulphur. maximum, percent. _...... 05
§ 51.10-10 Tension tests. The mate-

rial shall conform to the following re-
quirements as to tensile properties:
Tensile strength, p. s. L. 55,000 to 65,000.
Yield point, minimum, p. n. L. 0.3 tenallo

strength.
Elongation in 8 nches, minimum. percent:

1.00.000
tensile atrength

Elongation in 2 nches, minimum.
percent: 20.

§ 51.10-15 Modification in elongation.
For material over 3' Inch In thickness, a
deduction from the percentages of elon-
gation specified of 0.125 percent shall be
made for each increase of I/- Inch of the
specified ±hickness above ,& inch.

§ 51.10-20 Bending properties. The
bend test specimen shall stand being bent
cold through 1800 without cracking on
the outside of the bent portion to an In-
side diameter which shall have the fol-
lowing relation to the thickness of the
specimen:

TAnLr 6L.10-:5-=.D2o TesT

dLtanIcr ol
Th ri.n of nat 9l tcn to

tbl:Mrr3 ci

N ich and under. ..........
Over -l to I Inch. Iuvo........
Over to 13 Inhac, iclusve -... .
Ovreim to 2 Inchs, IvE...... 2J8
Over q La ............-..... -3

§ 51.10-25 Test specimens. (a) Test
specimens shall be of the full thickness
or diameter of material as rolled, except
as specified in paragraphs (b) and (c).

(b) Test specimens for shapes and flats
may be machined to the form and dimen-
sions shown in figlre 51.04-5 d), or
with both edges parallel.

(c) Test specimens for bars over 11
inches In thickness or diameter may be
machined to a thickness pr diameter of
at least Inch for a length or at least
9 Inches; or tension test specimens may
conform to the dimensions shown In fig-
ure 51.04-35 Wf) Bend test specimens
may be 1 by F inch In section.

§ 51.10-30 Number of tests. (a) One
tension and one bend test shall be made
from each melt; except that If material
from one melt differs % inch or more In
thickness, one tension and ond bend test
shall be made from both the thickest and
the thinnest material rolled.

(b) If any test specimen shows defec-
tive machining or develops flaws, It may
be discarded and another specimen sub-
stituted.

c) If the percentage of elongation of
any tension test specimen is less than
that specified In. § 51.10-10 and any part
of the fracture Is more than - Inch from
the center of the gauge length of a 2-inch
specimen, or Is outside the middle third
of the gauge length of an 8-nch spec-

men, as Indicated by scribe scratches
marked on the specimen before testing,
a retest shall be allowed.

§ 51L10-35 Permissible rarzation in
gauge. The diameter of each bar shall
not vary from that specified more than
the amount given in the following table:

TA=xl~i-5- VI~rzx Yusnnz

Dbincicr (Inch-') JVarstfon. ln dlzmtcr CLinhfrz)
To and

Over Incar Undr- Over Iu-f
La rcunl

O 0.007 I. J7 MOD
..... CO .017 .011

I. ......... C3 .0.3 .C .012
69- . ID .o3 .014

...... 1 .019 .01) .015
M' .012 .012 .013

!1 ...... 3 .015 .01G .622

I ... 13 .0.0 X10 ~i

§ 51.10-40 Finish. The finished ma-
terial shall be free from Injurious defects
and shall have a workmanlie finish.

§ 51.10-45 Marl ing. Bars shall, when
loaded for shipment, be properly sep-
arated, and marked with the name or
brand of the manufacturer and melt
number for identification. The melt
number shall be lezibly marked on each
test specimen.
SDPAfT 51.I:---rOU(G=-miOn EmFlS Frn

STAYS AND STAY EOLTS
No=: In cubotantini agrenment rith

A. S. T. Lf. Ialgnatlon: A 8 9.• Tested
materill--clam A.

§ 51.13-1 Material. The bars shall be
rolled from a slab pile, or box pile made
from reworked wrought iron or re-
worked kmobbled charcoal Iron. The
original muck or Imobbled bars shall be
twice piled and rerolled. All bar shell
be the full length of the piles. The
wrought iron and the component parts
of the slab pile, or box pile shall be free
from any admixture of iron scrap or
steel.

§ 51.13-5 Defitlons of terms--(a)
Wrought iron. Wrought Iron, within the
meaning of this specification, is a fer-
rous material aggreGated from a solidi-
fying mass of pasty particles of highly
refined metallic ron, with which, with-
out subsequent fusion, is incorporated a
minutely and uniformly distributed
quantity ofslag.

(b) Slab pile. A slab pile is built up
wholly of flat bars of iron all running the
full length of the pile.

(c) Box pile. A box pile is a pile, the
sides, top, and bottom of which are
formed of flat bars, and the interior of a
number of small bars, all bars running
the full length of the pile.

d) Scrap iron. The term applies to
foreign or bought scrap and does not in-
clude local mill products free from for-
el n or bought scrap.

§ 51.13-10- Tensile properties. The ma-
terials shall have the following tensile
properties:
Tenoile utrength, p. s. I.. 47,000 to 52,000.
Yield point, minimum: 0.6 tensile ztrength.
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Elongation in 8 inches, minimum, per-
cent: 30.

Reduction of area, minimum, percent: 48.

§ 51.13-15 Chemical composition and
tests. (a) The iron shall conform to the
following requirement as to chemical
composition: Mhnganese, not over 0.06
percent.

(b) If, In the judgment of the inspec-
tor It is necessary, an analysis may be
made from a broken test specimen rep-
resenting each lot of bars to determine
whether the chemical composition is in
compliance with the above requirement.

(c) Drillings for analysis shall be so
taken as to represent the entire cross sec-
tion of the specimen.

§ 51.13-20 Modifications in tensile
properties. -For bars 7/8 inch down to and
Including 1,10 inch in diameter, the
elongation shall be not less than 28 per-
cent. For bars % inch and under in
diameter, the elongation shall be not less
than 25 percent. For bars over 1Y4 square
Inches in sectional area, the following de-
ductions from the minimum require-
ments specified in § 51.13-10 shall be
made for each square inch of nominal
section above 1% square inches:
Tensile strength: 250 p. s. 1., but not under

40,000 p. s. 1.
Reduction of area: 3 percent, but not under

40 percent.

§ 51.13-25 Bend tests. (a) Bend tests.
may be made by pressure or blows; the
test specimen shall stand being bent cold
through 1800 flat on Itself in both direc-
tions, without fracture on the -outside of-
the bent portions.

(b) The test specimen, when nicked 25
percent around with a tool having a 600
cutting edge, to a depth of not less than
8 nor more than 16 percent of the diam-
eter of the specimen and, broken, shall
show a wholly fibrous fracthre.

§ 51.13-30 Etch tests. (a) The cross
section of the test specimen shall be
ground or polished, and etched for a suffi-
cient period to develop the structure.
This test shall show the material as fol-
lows: The material to have been rolled
from a slab pile, or box pile and to be
uniform and free from steel.
- Nor: A solution of 10 percent hydrochloric
acid (sp. gr. 1.19), 30 percent sulfuric acid
(sp. gr. 1.84), and 60 percent water; or 25
percent nitric acid (sp. gr. 1.42), and 75 per-
cent water, Is recommended for the etch test.

(b) Tension-test specimens-and bend-
test specimens shall be of the full section
of the material as rolled, if possible;
otherwise the specimen shall be machined
from the material as rolled.

(c) Etch-test specimens shall be of the
full section of-material as rolled.

§ 51.13-35 Number of tests. (a) An
bars of a given grade and size shall be
piled separately, sorted in lots of 100
each. TWo bars shall be selected at ran-
dom from each lot or fraction thereof
and tested as specified, but only one of
these bars shall be tested as specified in
§ 51.13-30.

(b) If any test specimen from the bars
originally selected to represent a lot of
material contains surface defects not
visible before testing but visble after
testing, or if a tension-test specimen

breaks outside the middle third of the
gauge length, the individual bar shall
be rejected and one retest from a differ-
ent bar will be allowed.

§ 51.13-40 Finish. The bars shall be
smoothly rolled and free from slivers,
depressions, crop ends, seams, and evi-
dences of being burnt.

e51.13-45 Mdrking. The bars shall
be stamped or otherwise marked as des-
ignated by the inspector.

SUBPART 51.16--RIVET STEEL
NoTE: In substantial agreement with

A. S. T. M. Designations: Nos. A 31-40 and A
202-46.1 Tested material-class A.

§ 51.16-1 Scope. This specification
covers two grades, of low carbon steel
rivets and one grade 6f chrome-manga-
nese-silicon alloy-steel rivets to be used
in boilers and other pressure vessels.
These grades are designated A, B, and C,
respectively.

§ 51.16-5 Process. The steel shall be
made by either or both of the following
processes: Open-hearth or electric-fur-
nace. -

§ 51.16-10 Chemical compositon. The
steel shall conform to the following re-
quirements as to chemical composition:

TABaa 51.16-10-CnEmiCA Composiiion

Chemical Grade A Grade B Grado 0
elements

Carbon, maxi- Percent Percent Percent
mum ...................... 0.27 0,17

Manganese ---- 0.30to0.0 0.40to .90 1.05 to1.40
Phosphorus,maximutm -----. .04 .04 .05
Sulfur, maxi-

mum --- .05 .05 .O0
Silicon, maxi

mum ..................... . 0 .O to .0
Chromlun .................. .......... 30 to .60

§ 51.16-15 Tensile properties. The
material shall conform to the following
requirements as to tensile properties:

TABLZ 51:16-5-PYSICAL PROPERTIES

Physical requirements Grade A Grade B Grade 0

Tensile strength, p. s. I ----------------------- - 45,000 to 85,000 5,000 to 0,000 76,000 to 80,000Yield iont, mImmum;p. s. L --- --------------------- 0.6 tens. str. 0.6 tens. sir. 0.00 tens, ir.
But in no case less than ----------------------------------- ------------------ 32,000 ..................

1l,800,000 1,0,000 31,600,000
1 but need not but In no case

I exceed 30. less than 23.

I For grade C material over 4 inch In thickness, a deduction from the percentage of elongation specified above of
0.125 percent shall be made for each increase of !42 Inch of the specified thickness above 94 inch to a minimum of 19
percent.

For grade C material g inch and under in thickness, the elongation shall bo measured on a gauge length of 21 tinel
the thickness of the specimen.

§ 51.16-20 Bending properties-(a)
Cold-bend tests. (1) The test specimen
for grade A steel shall stand being bent
cold through 1800 flat on itself without
cracking on the outside of the bent por-
tion.

(2) The test specimen for grade B steel
shall stand being bent cold through 180 °

without cracking on the outside of the
bent portion, as follows: For material %
inch and under in diameter, around a
pin the diameter of which is equal to one-
half the diameter of the specimen; for
material over P4 inch m diameter,
around a pin the diameter of-ivhich Is
equal to the diameter of the specimen.

(3) The test specimen for grade C
steel shall -stand being bent cold
through 1800 without cracking on the
oijtside of the bent portion around a pin
the diameter of which shall -have the
following relation to the thickness of
the specimen:

- Ratio opfn
diameter to thick-

ness of specimen
Thickness,jof material:

1 Inch and under ------------------ 2
Over 1 to 11 Inches, inclusive ----- 2y
Over 11/2 to 2 inches, Inclugive - S--- a

(b) Quench-bend tests. (1) The test
specimen for grade A steel when heated
to a light cherry red as seen in the dark-
(not less than 1,200' F.) and quenched
at once in water the temperature of

ICopies of these A. S. T. M. specifications
have been filed with this document in the
Division of the Federal Register. Copies are
also on file with the various Coast Guard
District Commanders for reference purposes.

which is between 800 and 90' F., shall
stand being bent through 180' fiat on
itself without cracking on the outside of
the bent portion.

(2) The test specimen for grade B
steel, when similarly heated and
quenched, shall stand being bent cold
through 180' without cracking on the
outside of the bent portion as follows:
For material % inch and under in diam-
eter, around a pin the diameter of which
t9 equal to the diameter of the specimen;
for material over 3/ inch In diameter,
around a pin the diameter of which is
equal to one and one-half times the
diameter of the specimen,

§ 51.16-25 Test specimens. (a) Test
specimens shall be the full diameter of
the bar as rolled and, In the case of rivet
bars which have been cold-drawn, shall
be normalized before testing.

(b) Two tension, two cold-bend, and
two quench-bend tests where called for,
shall be made from each melt. Etch
test shall conform to the requirements
specified In §§ 51.16-15 and 51.16-20.

(c) If any test specimen develops
flaws, It may be discarded and another
specimen substituted.

(d) If the percentage of elongation of
any tension test specimen Is less than
that specified In § 51.16-15 and any part
of the fracture Is outside the middle third
of the gauge length, as indicated by scribe
scratches marked on the specimen be-
fore testing, a retest shall be allowed,

§ 51.16-30 Tests of finished rivets-
(a) Bending properties. (1) The rivet
shank of grade A steel shall stand being
bent cold through 1800 fiat on itself as
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shown in figure 51.16-30 (a) without
cracking on the outside of the bent por-
tion.

(2) The rivet shank of grade B steel
shall stand being bent cold through 1800
without cracking on the outside of the
bent portion, as follows: For material %
Inch and under in diameter, around a
pin the diameter of which is equal to the
diameter of the shank; for material over
/ inch in diameter, around a pin the
diameter of which is equal to one and
one-half times the diameter of the
shank.

(3) The rivet shank of grade C steel
shall stand being bent cold through 1800
without cracking on the outside of the
bent portion, as follows: For material 1
inch and under in diameter, around a
-pin the diameter of which is equal to two
and one-half times the diameter of the
shank; for material over 1 inch In diam-
eter, around a pin the diameter of which
Is equal to three times the diameter of
the shank.

FIGU E 51.16-30 (a)- Fmo= 51.16-30 (b)-
Bending test for Fattening test for
rivets, rivets.

(b) Flattening tests. The rivet head
hall stand being flattened, while hot, to

a diameter two and one-half times the
diameter of the shank, as shown m figure
51.16-30 (b), without cracking at the
edges.

(c) Number of tests. Three bend and
three flattening tests shall be made from
each-size in each lot of rivets offered for
inspection. Each test shall conform to
the requirements specified in paragraphs
(a) and (b)

§ 51.16-35 Permissible varitions in
diameter-(a) Finished rivets. (1) The
diameter of finished rivets, measured
cold, shall not vary from the size specified
by more than the amounts prescribed in
the following table:

TABLE 51.16-35 (a-PimmissBimE V ATioiNs

Permissible varlatlons
in diameter, in inches

Diameter specified.
Snap gauge Riaggauga
masure- measure-

ment mcnt

Under Orer
M inch and under ------------- 0.022 0.020
Over Y inch to I inch, mclIi-

sirwe ------------------------. 025 .031
Over 1 inch to 13/ inches, in-

elusive ----- ---------------- .027 M05
over IM4 inches to 134 icheo,

Inclusive ------------------- .030 .040
Over 13 inches to 2 inches,

inclusive ------------------- .037 .040

(2) Snap gauge measurement shall be
made at the point of minimum diameter,
but it is not required that the rivet shall
turn completely in the gauge. Measure-
ments of the maximum tolerance shall be
.m-ac.e with a ring gauge, all rivets to slip
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full to the head In the gauge of the re-
quired size for the various diameters.

(b) Rivet heads. The dimensions of
the rivet heads shall not vary from the
size specified by more than the amounts
prescribed In the following table:
TABLr 1.10-35 (b)-PznrmL VAaneA.s;3 r Elvz

Pcxmislb- ablsus~t in diameer

Speced Flee of C
Pluss (incct)

WIis .... 1Ch U
-............. o Inch_.....

Io ------------- M Inch._. in:h -al ----...-----..N Inch ....... . inch *-

L .......... Inch ya

§ 51.16-40 Worlamanship and finish.
The finished rivets shall be true to form
and concentric, shall be made in a work-
manlike manner, and shall be free from
injurious defects.

SUBPART si.19-VET 11017

NoTE: In substantial agreement with
A. S. T. L. Designation: No. A 12-39.
Tested materlal--CIsc3 A.

§51.19-1 Material. The rivet bars
shall be made of wrought Iron which
shall be free from any admixture of iron
scrap or steel.

Norz: Wrought Iron La a ferrous material.
aggregated from a solldifytng To3 of pasty
particles of highly refined metallic Iron, with
which without subzequent fuslon, Is Incor-
porated a minutely-and uniformly dlstrlbuted
quantity of slag.

§ 51.19-5 Chemical composition. The
iron shall conform to the following re-
quirement as to -chemical composition:
Manganese, not over 0.06 percent.

§ 51.19-10 Tensile properties. The
material shall conform to the following
requirements as to tensile properties:
Tensile strength, minimum, p. &. L_ 47.000
Yield point, minimum. p. s. L.. 0. 0 ten. rstr.
Elongation In 8 Inches, minimum,

percent:
Rounds % to & Inch, inclusive.

in diameter ---.... ... 22
Rounds over f, to ,1 inch. Inclu-

sive. in diameter..---------- 21
Rounds over a to 2 Inches, inclu-

slve, In diameter ...----------- 2

§ 51.19-15 Bend tests-(a) Quenched
cold-bend tests. A test specimen shall
be heated between 1.6000 and 1,000 F.,
and quenched in cold water, after which
it shall stand being bent cold through
900 around a pin, the diameter of which
is equal to the diameter of the specimen
without fracture on the outside of the
bent portion.

(b) Nick-bend tests. A test specimen,
when nicked 25 percent around the cir-
cumference with a tool having a 600 cut-
ting edge, to a depth of not lezs than 8
nor more than 16 percent of the diameter,
or thickness of the specimen, and broken
slowly, shall show a wholly fibrous frac-
ture.

IA copy of this A. S. T. LL opeclficatlon has
been filed with thin document In the DIvislon
of the Federal Re-ister. Coplc are elco on
file with the various Coast Guard District
Commanders for reference purpoze3:
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(c) Hot-bend tests. A test specimen,
when heated to a temperature between
1,7000 and 1,8000 F., shall stand bam
bent through 1800 flat on itself without
fracture on thp outside of the bent por-
tion.

d) Methods. Bend tests may be
made by pressure or blows.

§ 51.19-20 Test specimens. All test
specimens shall be of the full section of
the material as rolled.

§ 51.19-25 Number of tests. (a) All
bars of a given size shall be piled sepa-
rately, sorted in lots of 100 each. Two
bars shall be selected at random from
each lot or fraction thereof and tested
as specified in §§ 51.19-10 to 51.19-20.

(b) If any of the specimens originally
selected to represent a lot of material
contains surface defects not visible be-
fore testing, but visible after testing, or
if a tenslon-test specimen breaks outside
the middle third of the gauge length, as
Indicated by scribe scratches marked on
the specimen before testing, the Individ-
ual specimen shall be rejected and one
retest from a different bar shall be al-
lowed. o

§ 51.19-30 Mlcrographza tests. If
doubt exists as to the presence of steel,
the Inspector may make micrographic
examination to assist in determining
whether the material conforms to the
requirements of § 5L19-1.

§ 51.19-35 Physical properties and
tests-a) Flattening tests. The rivet
head shall stand being flattened, while
hot, to a diameter two times the diame-
ter of the shank, as shown in figure
51.16-30 (b), without oracking at the
edges.

(b) Etch test. The rivet shall be split
longitudinally through head and shank,
After grinding or polishing and etchng
In acid, the section shall show freedom
of folds at base of head, and the fiber
lines shall show symmetrical displace-
ment.

ior: A solution of 10 percent hydrochloric
acid (_p. gr. 1.19), 30 percent sulfuric acid
(rp. gr. 1. 4), and C9 percent =uter; or 25
percent nitric acId (sp. gr. 1.42) and 75
percent water, Is recommended for the etch
test.

(c) Number of tests. Three flattening
and three etch tests shall be made from
each lot of 2,000 pounds or less of any
one diameter of rivets offered for in-
spection. Each test shall conform to
the requirements specified in paragraphs
(a) and (b).

§ 51.19-40 WorkTmanship and ftnzsh.
The rivets shall be true to form and con-
centric, shall be made in a worLmanliTe
manner, and shall be free from Injurious
defects. The heads shall not show,
cracks or splits on the edge but may con-
tain a slight flash.

§ 51.19-45 Inspection. All inspections
shall be made at the place of manufac-
ture prior to shipment, unless othermse
specified, and the Insptctor shall have
the right to reject all rivets found to be
not in compliance with the requirements
of this subpart.

§ 51.19-50 Rejection. Rivets which
show defects subsequent to their accept-
ance at the place of manufacture will be
rejected and the manufacturer shall be
notified.
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SUBPART 51.22-LANGE AD FIREBOX
STEEL PLATE

NoTE: In substantial agreement with
A. S. T. It. Designation: A 285-46V Certified
material-class B.

§ 51.22-1 Scope. -(a) This specification
covers three grades of carbon-steel plate
of flange and firebox qualities of low and
Intermediate tensile strengths.

(b) The maximum thickness of plates
to be ordered under this specification
shall be 2 inches.

(c) This material is intended for are
or gas welding, excepting that firebox
quality In grade A or B is intended for
forge welding when the requirements

I See j 51.22-10 (b).

(b) When the firebox quality in Grade
A or B is intended for material that is
to be forge welded, the nickel, chromium,
and silicon contents shall not exceed 0.08
percent each,(and the copper content
shall not exceed 0.15 percent.

§ 51.22-15 Tensile properties. (a) The
material shall conform to the following
requirements as to tensile properties:

TABLE 51.22-15 (a)-PtH'scAL PRO5ERm

Physical require- ange

ments
Grade A Grade B GradeC

Tensile strength, f 45,000 50,000 5o00
p.S. I to to

55,000 60,000 65,000
Yield point, mini- 10.5 tens. 0.5 tens. 0.5 tens.

mum, p. a. I-1. str. str. str.
But In no ease less

than..------------24,000 27,000 10,000
Elongation In 8 -- 800.000 1,500,000 1, 50,00

Inches,' minimum,
percent ---------- . tr. tens. str. tens. atr,

Firebox
Physical require-

ments
Grade A Grade B Grade a

Tensile strength, 1 '45,000 180,000 155,000
p to to to

p55,000 60,000 65,000
Yield point, mini- 1.05 tins. 0.5 tens. 0.5 tens.

mum, p. t. . str. str. str.
But in no ease less

than ------------ 24,000 27, 000 30,000
Elongation In 8 &W,oCM 1,550,000 1,50,000

inches', minmum,
perent-- ------ten. str ns._st. tens. str.

I See §51.22-15(b).

'See I 51.22-16(d), (e) add (f.

(b) On the tension-test specimen
taken from the top of the firebox plates,
tensile strength only is to be determined,

A copy of this A. S. T. M. specification
has been filed with this document in the
Division of the Federal Register. Copies are
also on file with the various Coast Guard Dis-
trict Commanders f6r reference purposes.

specified in § 51.22-10 (b) are applied.
The purchaser shall specify when the
material is to be used for forge welding.

1'oTE: The term "forge welding" as used
in this specification refers to the process of
heating with gas, and hammering mechani-
cally, with or without the use of fluxes,

§ 51.22-5 Process. The steel shall be
made by either or both 6f the following
processes: open-hearth or electric-
furnace.

§ 51.22-10 Chemzcal composition. (a)
The steel shall conform to the following
requirements as to chemical com-
position:

and it shall not exceed 60,000 p. s. 1. for
Grade A, 65,000 p. s. 1. for grade B, nor
70,000 p. s. i. for Grade C.

(c) The yield point shall be deter-
mined by the drop of the beam or halt
in the gauge of the testihg machine.

(d) For material over % to 2 inches,
Inclusive, in thickness, a deduction from
the percentage of elongation in 8 inches
specified in paragraph (a) of 0.125 per-
cent shall be made for each increase of
32 inch of the specified thickness above
% Inch tq a mimmum of 22 percent for
flange steel and 23 percent for firebox
steel, grade A or B; and 21 percent for
flange steel and 22 percent for firebox
steel, grade C.

(e) For material Y inch and under
In thickness the elongation shall be meas-
ured on a gauge length of 24 times the
nominal thickness of the specimen, and
the elongation shall conform to the mini-
mum requirement specified for the 8-
inch gauge length.

(f) The elongation In 8 inches need
not exceed 30 percent.

§ 51.22-20 Bending properties. (a)
The bend-test specimens shall stand be-
ing bent cold through 180, without
cracking on the outside of the bent por-
tion to a diameter which shall have the
following relation to the thickness .of
the specimen.

TABLE 51.22-20-Brmno PnoPERTIxa

Ratio of inside diameter
of bend to thcknesm
bf specimen

Thickness of material

Sheared Universal
and gasmmpte

cut platesmilpae

I Inch and under .......... 1..... 1"..Over I to 13 nche7s, inclusive. 1?4 2
8 ver 134 to 2 Inches, Inclusive. 2 3

(b) The requirements for universal
edge rolled-plates apply only when such

T1'ABLE 51.22-10 (a)-CmumcAL ComposirioN

Flange Firebox I
Chemical elements

Grade A Grade B Grade C Grade A Grade B Grade 0

Carbon, maximum: Percent Percent Percent Percent Percent Percent
Fcr plates 34 Inch. and under In thickness - .-. .... ------- 0.15 0.20 0.25
Fr plates over 3% Inch to 2 inches, mclusive, Inth claness .... ... ... .... ... ... .... ... ... .... ...... .... ... ... ... 17 .22 .30

Manganese, maximum ----------------------------- 0.80 0.80 0. 0 .80 .0 .8o
Phosphorus, maximum:

Acid ------------------------------------------- .06 .06 .06 .04 .04 .04
Bc ------------------------------------------ .04 .04 .04 .035 .035 .035

Sulfur, maximum ------------------------------ .05 .05 .05 .04 .04 - .04

plates are permitted for double-butt-
strap construction.

§ 51.22-25 Homogeneity test. (a) The
object of the homogeneity test, which is
required for firebox steel only, is to open
and render visible to the eye any seams
due to failure to weld up or to interposed
foreign matter, or any cavities due to gas
bubbles In the ingot. The fractured sur-
lace of the test specien shall not show
any single seam or cavity more than 3/4
Inch In length for plates 3/ inch and
under in thickness nor more than % Inch
In length for plates over 3/ to 2 inches,
inclusive, In thickness, In any of the
fractures obtained in accordance with
paragraph (b), Each fracture shall be
examined and the lengths of the seams
and cavities determined, a pocket lens
being used if necessary.

(b) The test may be made on a broken
tension-test specimen. For plates V
inch and under in thickness the speci-
men shall be nicked or grooved trans-
versely, in three places, about 1io Inch
deep. The first groove shall be 2 Inches
from the square end, and each succeed-
ing groove on the opposite side about 2
inches from the preceding one. For
plates over / to 2 inches, inclusive, in
thickness the specimen may be grooved
about % inch deep, at one place on one
side. The specimen shall be broken at
each groove with a hammer or press.

§ 51.22-30 Test specimens. (a) Test
specimens shall be prepared for testing
from material in its rolled condition.

(b) Tension-test specimens for fire-
box steel shall be taken from the top and
bottom comers of the plate as rolled,
parallel to Its longitudinal axis, and for
flange steel from the bottom corner of
the plate only. Bend-test specimens
shall be taken from the middle of the top
of the plate as rolled, at right angles to
its longitudinal axis.

(c) Tension- and bend-test specimens
shall be the full thickness of the material
as rolled and shall be machined to the
form and dimensions shown In figure
51.04-35 (d), or the bend-test specimen
may be machined with both edges
parallel.

(d) The sides of the bend-test speci-
mens may have the corners rounded to a
radius not over ,/io inch.

§ 51.22-35 Number of tests. (a) Two
tension tests and one bend test shall be
made from eacA firebox steel plate as
rolled. One tension test and one bend
test shall be made from each flange steel
plate as rolled.

(b) If any test specimen shows de-
fective machining or develops flaws, it
may- be discarded and another specimen
substituted.

(c) If the percentage of elongation of
any tension-test specimen Is less than
that specified In § 51.22-15 (a) and any
part of the fracture Is outside the mid-
de third of the gauge length as indi-
cated by scribe scratches marked on the

-specimen before testing, a retest shall be
allowed.

§ 51.22-40 Permissible variation in
thzckness. No plate shall vary more than
0.01 inch under the thickness specified.

§ 51;22-45 Finish. The material slall
be free from injurious defects ahd shall
have a workmanlike finish,
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§ 51.22-50 Marking. (a) Except as
specified in paragraph (b) the name or
brand of- the manufacturer, the tnanu-
facturer's test identification number,
class and lowest tensile strength speci-
fied in § 51.22-15 (a) shall be legibly
stamped on each finished plate, in two
places not less than 12 inches from the
edges and on each butt-strap near the
center line not less than 12 inches from
each end. Plates the maximum length-
wise and crosswise dimensions of whiclf
do not exceed 48 inches, shall have the
marking stamped in one place approxi-
mately midway between the center and
the edge. The manufacturers test
identification number shall be legibly
stamped on each test specimen.

(b) For plates.under '/ inch in thick-
ness, the marking specified n paragraph
(a) shall be legibly stenciled instead of
stamped..
SUBPART 51.25---LAP-WELDED AND SEArILESS

STEEL AND LAP-WELDED IRON BOILER
TUBES

NO=x: In substantial agreement with
A. S. T.-M. Designation: A 83-462 Certified
material-class B.

§ 51.25-1 Scope. This specification
covers -lap-welded and seamless steel,
and lap-welded iron boiler tubes and
boiler flues, including safe ends, stay
tubes, and seamless superheater and
small boiler tubes.

§ 51.25-5 Process. (a) The material
for lap-welded or seamless steel tubes
shall be made by either or both of the
following processes: open-hearth or elec-
tric furnace. The material for open-
hearth iron tubes thall be made by the
open-hearth process.

(b) The material for wrought-iron
tubes shall be made by the knobbled,
hammered charcoal-iron process.

§ 51.25-10 Chemical composition. (a)
Chemical analysis will not be required
for charcoal-iron tubes.

(b) Material made by the open-hearth
or electric-furnace processes shall con-
form to the following requirements as
to chemical composition:

TABLE 51.25-10 (b)-CaEsncAL Coosortox I

Alter-
Grade note

Grade A B Grade
Chemical elements loe-carbon open- R

steel 2 hearth open-
iron hearth

iron

Perct PerCCet PerZrC
Carbon ----------------- 0.OSto0.18 30.03 30.05
Manganese ------------- Mto .W 3.0L3 3.35
Phosphorus, maximum-. .04 .02 .02
Sulfur, maximum ------- .045 .045 .045

.05
Molybdenum ----------.... .------ ----. . to

Copper, imnmum -----.--------------------- 40

I Alternat grade B-may be specified conforming to
the chemical requirements given above. This altrna6
grade B shall meet all the tests and other requrements
now spified for grade B.

'When grade A tubes are specified with oppr cn-
tent, the copper range shall be 0.20 to 0.35 prcent.3 

Maximum.

1 A copy of this A. S. T. I. specification has
been filed with this document in the Division
of the Federal Register. Copies are also on
file with the various Coast Guard District
Commanders for reference purposes.

51.25-15 Clecks analysis. (a) An
analysis of two tubes from each lot of
250 tubes or fraction thereof, and from
each lot of 2,000 feet or fraction thereof,
of safe-end material may be made by the
inspector. Drillings for analysis shall bo
taken from several poitts around each
tube selected for analysis. The chemical
composition thus determined shall con-
form to the cequirements specified In
§ 51.25-10 (b)

(b) If the analysis of either tube does
not conform to the requirements sp2ed-
fled, an analysis of two additional tubes
from the same lot shall be made, each of
which shall conform to the requirements
specified in § 51.25-10 (b)

§ 51.25-20 Flange tests. (a) For
tubes having wall thicknesses I less than
10 percent of their outside diameters.
and providing the thickness does not ex-
ceed 0.200 inch, a section not less than
4 inches in length shall be capable of
having a flange turned over at a right
angle to the body of the tube without
cracking or showing flaws. This flange
as measured from the outside of the tube
shall be not less than % inch nor more
than 'A inch. Within these limits, the
width of the flange shall be not less than
the following:

TABLE 51.-23 (o)-FTT3Z Ts

Wilth of flan

Outile dam.
cter of tuba opn.h.Tmth er

(Inches) cl.wtrhItumar Ctccv al.rea
grado A er D Sutc

tubea

2%5 and under.. ip r tofout- 12.5 "mc;a a ofcut-

Ovr 275 to 3N4. , inch. . inz.
Ovr351too .... 1fiercnteteut- r mnt of cut-

rtlodiuaetr. r!hledimete

(b) For tubes other than those specl-
fled in paragraph (a) the flange test
shall not be required.

(c) In making the flange test, It Is
recommended that the flaring tool and
die block shown in figure 51.25-20 (c) be
used.

FLARIIIG TOOL

§ 51.25-25 Flattenfig tests. (a) For
lap-welded tubes havm wall thick-
nesse3 not exceeding- 10 percent of their
outside diameters, and providing th
thickness does not exceed 0.200 inch, a
section not less than 22, inches in length
shall stand being flattened between par-
allel plates, without cracking or showing
flaws, until the distance between the -
plates Is five times the wall thickness.
For other lap-welded tubes the distance
between the plates shall be six times the
wall thickness.

(b) (1) A section of a seamless tube.
flot less than 23 inches in length, shall
be flattened cold between paralel plates
until the opposite walls of the tube meet.
No cracks or breaks in the metal shall
occur until the distance between the
plates Is less than the calculated value of
H by the following formula:

H (1+e)t (1)

C+tD
where:

H=distance between flattening plates In
nches.

e=defformation par unit length (constant
for a given grade of steel, 0.03 for
the low-carbon grade),

t-nominal wall thIcIme-. of tube in
Inches, and

D=actual outside diameter of tube in
Inches.

(2) Evidence of laminations or burnt
material shall not develop during the en-
tire flattening process.

(c) Superficial ruptures as a result of
minor surface imperfections shall no, be
cause for rejection.

No=n: Ia the cace of lap-welded charcoal-
iron tuba3 over 0.209 inch in thicianla the
test shall be made with the weld 451 away
from the point of maximum bend. For other
lap-welded charcoal-iron tubes and for nll
tcel lap-weldcd tubcs covered by paragrphs

(a) and (b). the weld hall be placed in the
line of maximum band.

§ 51.25-30 Crush test. (a) When re-
quired by the inspector, crushing tests
shall be made on sections of tube 2Tz
inches in length which shall stand crush-
ing longitudinally, without crac=ng,

DIE BLOCI=

A=Outslde diameter of tuba lW-s 3 Inch. D=Outolde diameter of tube p
B=OutLtde diameter of tube le:s V Inch.
C'Outslde diameter of tuba plus -/r Inch.

FIGn 51.-5-20 (c)-Flaring tool and die blct: for flange test.

luz '-se inch.

I Thd term "vll thlclmc:-' chall be defined as the cctual m an wall of the material ied.

FEDERAL MI ISTE R 163)
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splitting, or opening at the weld, as fol-
lows:

TB E 51.25-30 (a)-Cn s TEsT

Height of crushed section, inches

Wall thlckpess of Char-
tubes, Inches colGrades 4 and B tubes iron

tubes

0.135 and under... , or until outside folds 151
are in contact.

Over 0.135 --------- 13 .... .........-------------

(b) Slight surface checks shall not be
cause for rejection.

§ 51.25-35 Hydrostatic test. (a) Prior
to upsetting, swaging, expanding, bend-
ing, orother forming operations, each
tube shall be tested at the mill to the
hydrostatic pressures as follows: Tubes
under 5 Inches in diameter shall with-
stand an internal hydrostatic pressure of
1,000 p. s. 1. and tubes 5 inches and over
in diameter shall withstand an Internal
hydrbstktic pressure-of 800 p. s. I. pro-
vided the fiber stress corresponding to
these pressures does not exceed 16,000
p. s. i. as determined by formula (1) be-
low: Should the fiber stress correspond-
ing to these pressures exceed the above
figures, the hydrostatic test pressure shall
be determined by the following formula.

p= 2St
7(1)

where:
P=hydrostatic test pressure In pounds per

square inch,
2=allowable fiber stress of X6,O00 p. s. i.,
t=thickness of the tube wall. in inches,

and
D=outside diameter of the tube in Inches.

'NoTE: When requested by the purchaser
and so stated In the order, tubes shall be
tested to one and one-half times the specified
working pressure (when one and one-half
times the specified working pressure exceeds
the test pressures specified In paragraph (a)),
Provided, The fiber stress corresponding to
those test pressures does not exceed 16,000
p. a. 1. as determined by t4e above formula.

(b) Lap-welded tubes shall be struck
near both ends, while under the.test pres-
sure, with a 2-pognd steel hand hammer
or its equivalent.

§ 51.25-40 Etch test for charcoal-iron
tubes. To determine that a tube is char-
coal-iron, a cross section of the tube may
be turned or ground to a true surface,
polishe free from dirt or cracks, and
etched until the soft parts are suffi-
ciently dissolved to show a decided ridged
surface, with the weld very distinct. A
steel tube so etched would show an even
or homogeneous surface.

§ 51.25-45 Test spectmens. (a) Test
specimens required for the flange and
flattening tests specified in §§ 51.25-20
and 51.25-25 shall be taken from the ends

I A solution of 10 percent hydrochloric acid
(sp. gr. 1.19), 30 percent sulphurlp acid (sp.
gr. 1.84), and 60 percent-water; or 25 percent
nitric acid (sp. gr. 1.42) and 75 percent water,
is recommended for the etch test.

of finished tubes prior to upsetting, swag-
Ing, expanding, or other forming opera-
tions, or being cut to length. They shall
be smooth on the ends and free from
burrs and flaws.

(b) All specimens shall be tested at
.room temperatufe.

§ 51.25-50 Number of tests. (a) One
of each of the tests specified in §§ 51.25-
20, 51.25-25,.and 51.25-30 shall be made
on each of two tubes from each lot of
250 tubes or fraction thereof, and from
each 2,000 feet or fraction thereof, of
safe-end material.

(b) Each tube shall be subjected to the
hydrostatic test specified in § 51.25-35.

§ 51.25-55 Retests. If the results of
the physical tests of either of the tubes
selected for test do not conform to the.

requirements specified In §§ 51.25-20,
51.25-25, and 51.25-30, retests shall be
made on two additional tubes from the
same lot, each of which shall conform to
the requirements specified.

§ 51.25-60 Forming operations. Tubes
when inserted in the boiler shall stand
expanding and beading without Showing
cracks or flaws, or opening at the weld,
Superheater tubes when properly manip-
ulated shall stand all forging, welding,
and bending operations necessary for ap-
plication without developing defects.

§ 51.25-65 Permissible variations in
dimenswns and weight. Variations In
outside diameter, wall thickness, weight
and length, from those specified, shall
not exceed the amounts prescribed In
the following table:

TABLE -51.25-G5-PRssmLr VARIATIONS n DIMENSIONS AND WE101TS

SnOT-IN1SiHED TUBES

Outside Wall thickness, percent 13
diameter Weight i

(Including Over 0.095 Over 0.150 per foot, Cut length
out of 0.095 inch to 0.150 to 0.160 Over 0,180 percent inehC3&

Size outside diameter, inches 12 and under inch, inclu- inch, nelu- inch"
inches els Siva

>J >

o a 0 0o '* 0
4 and under ----------- 94 e 40 0 as 0 33 0 28 0 e. 0 e

Over 4 --------------- H 6 ----------- 35 0 33 0 28 0 10 0 I 0

COLD-DRAWN TUBES

_Over Under

Under 1 -------------- 0 .004 0.004 20 0 12 0 3, 0
1 to 13,, inclusive --- .006 .008 20 0 12 0 0
Overl3,to2,exchve .008 .008 22 0 13 0 0
2 to2, eclusive.... 010 .010 22 0 13 0 0
23 to3,ezclusive....... 012 .012 22 0 13 0
3 to 4, inclusive ......... 015 .015 22 0 13 0 0
0ver 4- ............... 015 .025 22 0 13 0 0 0

SThese permissible variations In outside diameter and wall thickness apply only to the tubes as rolled or -drwnend before swaging, expanding, bending, polishing, or other fabrication operations. . .. .s..
SCold-drawn tubing, having a speciied wall thirness whnh is 5 percent, or less than 3~percent, of the outsid olai.

eter cannot be straightened properly without a certain amount ofovality re.sulting In the diameter, consequently Such
tubes, whilehaviag en average outside diameter within the permissle variations prescried In the table, will requireen additional ovality permisible variation of plus or mInus 0.5 percent of the outside diamneter.. ...

'. On tubes 2 inches andover in outside diameter and 0.220 inch end over In tickaes the variation In wail thickne
inanyon cross section of any one tube shall not exceed plus or minus 10 percent of the actual averago wall of that
section. The actual average wall as defined as the average of the-hest .nd t hinnet wall in tn hat scectlon.

SThe permislble variations in weight apply to lots of 50 tubes or more insizes4nchcs end under IA outsldoilameter,
and to lots of 20 tubes or more m sizes over 4 inches in outside diameter.

&Permissible variations in length apply to tubes before bending.

§ 51.25-70 Fi~sh. Finish tubes shall
be reasonably straight and have smooth
ends, free from burrs. They Shall be
free from injurious defects and shall
have a workmanlike finish.

§ 51.25-75 Marking. (a) The name
or brand of the manufacturer, the type
of material from which it is made,
whether seamless or lap-welded, and
whether steel or iron, A. S. T., M. A 83,
shall be legibly stenciled on each tube
1% Inches in outside diameter and over,
provided the length is not under 3 feet.

(b) On tubes less than 134 Inches In
diameter and on all tubes under 3 feet
in length, the-information specified in
paragraph (a) shall be marked on a tag
securely attached to the bundle or box
in which the tubes are shipped,

SUB PA RT 51.28-ELECTRIC-RESISTANCE,-
WELDED STEEL AND OPEN-11EARTH IRON
BOILER AND SUPERHEATER TUBES
NOx: In substantial agreement with

A. 8, T. M. Designations: A 178-40 and
A 226-471 Certified material-class 3.

§ 51.28-1 Scope. (a) This specifca-
tion covers three grades of electric-
resistance-welded tubes made of steel
and open-hearth iron and Intended for
boiler tubes, boiler flues, superheater
tubes, and safe ends ' and one grade of
electric-resistance-welded steel boiler
and superheater tubes % Inch and

2 Copies of these A. S. T. M. epeciflcatons
have been filed with this document In the
Division of the Federal Register. Codlpi are
also on file with the various Coast auard
District Commanders for reference purposes.

sGrade C tubes are not sultablo for safe-
ending by forge welding.
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larger in outside diameter intended for § 51.28-5 Process. The material
high pressure service. These grades shall be made by either or both of the
shall be designated grade A, a low-carbon following proceses: open-hearth or
steel tube; grade B, an open-hearth Iron electric-furnace. Grade D shall be a
tube; grade C, a medium carbon-steel killed steel.
tube; and grade D, a killed steel tube. § 51.28-10 Manufacture. Tubes shall

(b) Grade D tubes less than 2 inches be made by electric-resistance-welding
in outside diameter shall have wall and shall be normallzed at a temperature
thicknesses of not less than 8 percent above the upper critical temperature.
of the outside diameter and in no case
less than 0.085 inch. Grade D tubes 2 §51.28-15 Chem i cal composition.
inches and over in outside diameter The material shall conform to the fol-
shall have wall thicknesses of not less lowing requirements as to chemical
than 0.200 inch. composition:

TABLE 51234i---CHUMIiAL COarOSZON

Grade A Grade B Grdoe C Grmo D
ChenucaI elements low-erbon opn.h-crth mcdfum cr- Istu l I ron U nstcl I l~

Parent parent Pat"~s FeantCarbon ------------------ ------------------------------ 0.ito.15 0.03 10.S3 0f30to_3
a~n gng~ ese ............. . ............................... . D )to .0) S.03 s.&9 . '3 to .G

Phosphorus, maximum -------------------------------- .N .02 .0A .01
Sulfur, maum ----.......--- -------- -. 0-5 .015 .015 .0
Silc ,mxmm ..--------- ---------------------- --..... . ------..............

1Maxunum.
§ 51.28-20 Check analysis-(a) Grade

A, B, or C. An analysis of 2 tubes from
each lot of 250 tubes or fraction thereof,
and from each lot of 2,000 feet or frac-
tion thereof of safe-end material, may
be made by the inspector. Drillings for
analysis shall be taken from several
points around each tube selected for
analysis. The chemical composition
thus determined shall conform to the re-
quirements prescribed in § 51.28-15.

(b) Grade D. An analysis of 2 tubes
from each lot of 100 tubes jor fraction
thereof may be made by the iespector.
Drillings for analysis shall be taken from
several points around each tube selected
for analysis. The chemical composition
thus determined shall conform to the re-
quirements prescribed in § 51.28-15.

(c) All grades. If the analysis of
either tube does not conform to the re-
quirements specified, an analysis of two
additional tubes from the same lot shall
be made, each of which shall conform to
the requirements specified in § 51.28-15.

§ 51.28-25 Flattening test. (a) (1)
For grade A or B tubes having wall thick-
"nesses not exceeding 10 percent of their
outside diameters, and providing the
thickness does not exceed 0.200 inch, a
section not less than 2Y inches in length
shall stand being flattened between
parallel plates uftlil the distance between
the plates is three times the wall thick-
ness without cracking or showing flaws.

(2) For grade A or B tubes other than
-specified in paragraph (a) (1) a section
not less than 2 inches m length shall
stand being flattened between parallel
plates, without cracking or showing
flaws, until the distance between the
plates is four times the wall thickness.

(b) For grade C tubes, a section not
less than 2% inches in length shall stand
being flattened between parallel plates
until opposite walls of the tube meet. No
opening in the weld shall take place until
the distance between the plates is less
than two-thirds of the original outside
diameter of the tube. No cracks or
breaks in the metal elsewhere than in
the weld shall occur until the distance
between the plates is less than one-third

No. 63----4

of the original diameter of the tube.
Evidence of laminations or burnt mate-
rial shall not develop during the entire
flattening process.
(c) The weld shall be placed In the

line of maximum bend for Grade A, B,
or C tubes.

(d) (1) For grade D tubes a section of
the tube not less than 2 I, inches In length
shall be flattened cold between parallel
plates until the opposite walls of the tube
meet. No cracks or breaks In the metal
shall occur until the distance between the
plates is less than the calculated value of
H by the following formula:

H (l+c)t (1)

where:

H=dlstance between fattening plate3 In
inches,

t=nominal wall thiclmes of tuba in
inche,

e=deformatlon per unit length (constant
for a given grade of steel, 0.03 for
low carbon grade steels), and

D=actual outside diameter of tuba W
inches.

(2) EvIderice of laminations or burnt
material or incomplete penetration of the
weld shall not develop during the entire
flattening process.

(3) The weld shall be place 90 from
the line of direction of the applied force.
(e) Saperflcial ruptures as a result of

minor surface imperfections shall not be
cause for rejection.

§ 51.28-30 Flange test. (a) For grade
A, B 'or C tubes not more than 5 inches
in diameter and having wall thicknesses
not exceedlng 10 percent of their outside
diameters, and providing the thickness
does not exceed 0.200 Inch, a section not
less than 4 inches in length shall be
capable of having a flange turned over at
a right angle to the body of the tube
without cracking or showing flaws. This
flange as measured from the outside of
the tube shall not be less than Inch nor
more than 1 , nch. Within these limits
the width of the flange shall be not less
than the amounts prescribed In Table
51.28-30 (a).

TADLSr 51.23-1.0 (a)-FLAi~a= Trzi'

0 a L%13 dL=ni 11ith of fur"3
Clcz ci t uk ,

Qrra1A,BcrD G=3C

2Y xI u Ir.. lrcent cf out- 75r-rcratcfctL
idm. rcquired for

ga.ls A =1

Ovcr2'jto";n.. I'sinab.

(b) For grade D tubes a section of the
tube not less than 4 inches in length
shall be capable of having a flange
turned over at a right angle to the body
of the tube without cracking or shoTing
flaws. This flange, as measured from the
outside of the tube, shall not be less than

Inch nor more than 3 inch. Within
these limits the width of the flange shall
be not less than the amounts prescribed
In Table 51.28-30 (a).
(c) In making the flange test, it Is

recommended that the flaring tool and
die block shown In figure 51.25-20 (c) be
used.

§ 51.20-35 Crush test for grade A or B
tubes. (a) When required by the in
spector, crushing tests shall be made on
sections of tubes 2% Inches in length
which shal-stand crushing longitudi-
nally without cracking, splitting, or
opening at the weld, as follows:

TA=a 51I23-35 (a) -Cnus-H TES=
Wall thlc ne= of tubez, Inchaz:

0.135 and under.
Over 0.133.

He3ht of crued c-ation. lnche7z:
, or until outside fold3 are in contact.

(b) Slight surface checks shall not be
cause for rejection.

§ 51.28-40 Tens-He properties. (a)
Grade C tubes shall conform to the fol-
lowing requirements as to tensile
properties:

T~m-s 51.23-40 (a)-Px~e'cx Poxn
Physcal requiremento: Ferrfc stee

Tensile strength, minimum. p. s. 1- 60, coo
Yield point, minimum. p. s. L.-- 37,000
Elongation in 2 Inches. minimum.

parcent 1.CO
For longitudinal strip tests a de-

duction for each 1ij Inch de-
creaoa in wall thicknees below
V inch from the bs-lc mini-

mum elongation of the follow-
Ing p ecntage .. .. 11.50

'Tho following table gives the computed
minimum valuc3:

Eloigatfon in 2 inczea,
Wall t luclneos =fnimum p'rcent

inChiC3 (ferirtiC Steel)
r11 (0.312)~----------- __ s. 03
r, ( .231).------ - - ---- - 23.15
2', = .2Z) ...-------- 27.0)j
Ji (.219)..------------ - 25.53
ijo( .113) 24.03
r4' (a . - 2L.50

i ( .)_- - - - 19.5a
1As (.o0 ) 18.03

NOr: The above table gives the com-
puted minimum elongation values for each
7,2 inch derea-.o In wall thlckness. Mhere
the wall thie..:--3 lts bate7a two values
ahown ab3vo, the minimum elongation

FEDERAL rZEGISTER 1693



RULES AND REGULATIONS

value shall be determined by the following
formula: Eo40t +'12.50
where:

E=elongation in 2 inches in percent, and
t- actual thickness of specimen in inches.

(b) No tensile properties are specified
for Grade D tubes, but for purposes of
design, the following tensile properties
may'be assumed:
Tensile strength, minimum, p. s. I.. 47, 000
Yield point, minimum, p. s. I...- 26,000
Elongation in 2-nches, minimum,

percent ------------------------ 85
§ 51.28-45 Reverse bend test for Grade

D tubes. A section 4 inches in length
shall be taken every 1,500 feet of finished
welded tubing to be split longitudinally
180 ° from the weld and the sample
opened and flattened with the weld at
the point of maximum bend. There shall
be no evidence of cracks or lack of pene-
tration or overlaps resulting from flash
removal in the weld.

§ 51.28-50 Hardness test for Grade D
tubes. (a) For tubes 0.200 inch and over
In waIl thickness the Brinell hardness
test shall be used and on tubes having
wall thicknesses from 0.200 to 0.375 inch,
exclusive, a 10-mm. ball with a 1,500-kg.
load, or a 5-mm. ball with a 750-kg. load
may be used at the'option of the inspec-
tor. For tubes less than 0.200 Inch in
wall thickness, the Rockwell hardness
test shall be used.

(b) The Brinell hardness test may be
made on the outside of tIhe tube near the
end or on the outside of a specimen cut
from the tube, at the option of the In-
spector. The Rockwell hardness test
shall he made on the inside of g~specimen
cut from the tube.

(c) The tubes shall have a Brinell
liirness number not to exceed 125 and a
Rockwell hardness number not to exceed
B72.

(d) In making the Brinell hardness
test, reference should be made to, the
Standard Method of Test for Brinel
Hardness of Metallic Materials (A. S.
T. M. Designation* E 10) of the American
Society for Testing Materials.

(e) In making the Rockwell hardness
test, reference should be made to the
Standard Method of Test for Rockwell
Hardness of Metallic Materials CA. $.
T. M. Designation'. E18) of the American
Society for Testing Materials.

§ 51.28-55 Hydrostatzc test-(a)
Grade A, B, or C tubes. Tubes under 5
inches in diameter shall withstand an in-
ternal hydrostatic pressure of 1,000 p. s. i.
and tubes 5 inches and over in diameter
shall zithstand an internal hydrostatic
pressure of 800 p. s. I. provided the fiber
stress corresponding to these pressures
does not exceed 16,000 p. s.a. for Grades
A and B, and 18,000 p. s. I. for GradeC,
as determined by formula (1) below.
Should the fiber stress corresponding to
these pressures exceed the above figures,
the hydrostatic test pressure shall be de-
termined by the following formula:

P=2St

whero:
P=hydrostatic test pressure in pounds per

square inch,
'=allowable fiber stress of 16,000 p. s. L

for grades A and B tubes, 18,000 p. s. 1.
for grade C tubes.

t=thickness of the tube wall In Inches,
and

D=outside diameter of the tube In inches.

(b) Grade D tubes. Each tube shall be
tested at the mill and shall withstand for
a mnimum of 10 seconds a hydrostatic
test pressure which shall impose a mini-
mum fiber stress of 16,000 p. s. L and not
exceeding 24,000 p. s. i. as determined
by formula (1) of this section.

(c) All grade tubes. Tubes shall be
struck near both ends, while Under test
pressure, with a 2-pound steel handham-
mer or its equivalent.

§ 51.28-57 Nondestructive electric test
for grade D tubes. In lieu of the hydro-
static test, when mutually agreed upon
by the purchaser and the manufacturer,
each tube shall be tested at the-mill by
passing through a nondestructive tester
which is capable of detecting defects JA
inch in length and one half the waf
thickness, or defects of any length com-
pletely penetrating the wall. Such tests
shall be made on the welded seam and
the adjacent metal affected thereby.

§ 5128-60 Test specimens. (a) Test
specimens required for the flattening,
flange, and flaring tests specified in
§§ 5128-25, 51.28-30, and 51.28-45 shall
be taken from the ends of finished tubes
prior to upsetting, swaging, expanding,
or other forming operations, or being
cut to length. They shall be smooth on-
the ends and free from burrs and flaws.

(b) If desirable and practicable, ten-
sion tests may be made on full sections
of the tubes up to the capacity of the

Testing machine. For larger size tubes,
the tension-test specimen shall consist
of a strip cut longitudinally from the
tube and not flattened between gauge
marks. The sides of the specimen shall
be parallel between gauge marks; the
width, irrespective of the thickness,
shall be 1 inch; the gauge length shall
be-2 inches.

(c) All -peclmens shall be tested at0
room temperature.

§ 51.28-65 Number of tests. (a) For
Grade A or B, one of -each of the tests
specified in §§ 51.28-25 (a) (b), (d),
51.28-30, and 51.28-35 shall be made on
each of 2 tubes from each lot of 250 tubes
or fraction thereof, and from each 2,000
feet or fraction thereof of safe-end ma-
terial. For grade C, one of each of the
tests specified In § 51.28-25 (c) and (d)
51.28-30,and 51.28-40 shall be made on
each of 2 tubes from each lot of 250
tubes or fraction thereof.

(b) If any of the test specimens shows
defective machining or develops flaws, It
may be discarded and another specimen
substituted.

(c) If the percentage of elongation of
any tension test specimen is less than
that specified in § 51.28-40 (a) and any
part of the fracture is more than % inch
from the center of the gauge length, as
indicated by scribe scratches marked on
the specimen before testing, a retest
shall be allowed.

(d) Grade A, B, or C tubes shall be
subjected to the hydrostatic test specified
In § 51.28-55.

(e) (1) For grade D tubes one flatten-
ing test and one flange test, specified in
sections 51.28-25 (d) and 51.28-30 (b),
shall be made on each of two tubes from

each lot of 250 tubes or fraction thereof.
A reverse bend test, specified in § 51.28-
45, shall be made on each 1,500 feet of
finished tubing.

(2) When properly controlled continu-
ous furnaces are used for heat treatment,
1 percent of all Grade D tubes, but In no
case less than 5 tubes, shall be selected
and a hardness test shall be made on
each of these tubes as specified in § 51.28-
50. When heat treatment Is performed
In a batch type furnace, 5 percent of all
tubes shall be so tested as specified in
§ 51.28-50.

(3) Each Grade D tube shall be sub-
Jected to either the hydrostatic or non-
destructive electric test required by
§ 51.28-55 (b) or 51.28-57, as specified.

§ 51.28-70 Retests. If the results of
the physical tests of any lot do not con-
form to the requirements specified In
§ 51.28-25, 51.28-30, 51.28-35, 51.28-40,
51.28-45, and 51.28-50, retests may be
made on additional tubes of double the
original number from the same lot, each
of which shall conform to the require-
ments specified.

§ 51.28-75 Forming operations. Tubes
when inserted In the boiler shall stand
expanding and beading without showing
cracks or flaws, or opening at the wold,
Superheater tubes when properly nianip-
ulated shall stand all forging, welding,
and bending operations necessary for ap-
plication without developing defects,

§ 5128-80 Finish. TMulshed tubes
shall be reasonably straight and have
smooth ends free from burrs. They shall
be free from injurious defects and shall
have a workmanlike fini.

§ 51.28-85 farlcng-(a) Grade A, B,
or C tubes. The name or brand of the
manufacturer, the type of material from
which i Is made, the words Electric Re-
sistance Welded and whether steel or
open-hearth iron, and A. S. T. it. A 178,
shall be legibly stenciled on each tube
IM inches In outside diameter and over,
provided the length is not under 3 feet.

(b) Grade D tubes. The name or
brand of the manufacturer, the words
Electhic Resistance Welded Steel, A. S.
T. L. A 226, shall be legibly stenciled on
each tube 1% inches and over In outside
diameter, provided the length Is not
under 3 feet.

(c) All grades of tubes. On tubes less
than 1/ inches In diameter and on all
tubes under 3 feet in length, the informa.
tion specified In paragraph (a) or (b),
shall be marked on a tag securely at-
tached to the bundle or box In which the
tubes are shipped.
SUBPART sr.ez--s=rsrrss STEMr. OIL=

TuBFn OR mHr-PmRSsurn Sf11 VIC.,
Mr=DIUi-cARBOIr SEMAI .ES STML BOX=

AID SUPEHEATES TUBEs, SEAL9L.SS CAR-
roIr-SIOLYEDENUIU AZLOY-STEE, nUnra
AND SPVr7aii rn TUES

Ndoi: In substantial agreement vith
A. S, T. k?. Designations: A 102-44. A 210-46,
and A 209-4. Certified material-clara D.I

§ 51.31-1 Scope. (a) This specifica-
tion covers seamless steel boiler tubes and
superheater tubes for high-pressure

I A copy of these A. S. T. 11. specllcations
has been filed With this document In the
Divislon of the Federal Register. Copies are
also on file with the various Coast Guard
District Commanders for reference purpozeq,
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service, medium-carbon seamless steel
tubes intended for boiler and super-
heater tubes, boiler flues, safe ends, and
staytubes, and seamless carbon-mqlyb-
denum alloy-steel boiler and superheater
tubes.

(b) Seamless steel tubes for high-
pressure service less than 2 inches in
outside diameter shall have wall thick-
nesses of not less than 8 percent of the
outside diameter and ih no case less than
0.085 inch. Tubes 2 inches and'over in
outside diameter shall have wall thick-
nesses of not less than 0.200 inch.

§ 51.31-5 Process. The steel shall be
aikilled steel and shall be made by either
or both of the following processes: open-
hearth or electric-furnace.

FEDERAL REGISTER

§ 51.31-10. Manufacture. (a) Tubes
shall be made by the seamless process
and shall be either hot-finished or cold-
drawn.

(b) Cold-drawn tubes shall be an-
nealed after the final cold-draw pass.

(c) Hot-finished tubes for high pres-
sure service need not be annealed un-
less specified by the purchaser.

(d) Hot-finished medium-carbon
tubes shall be annealed by heating to at
least 1.3000 F.

(e) Hot-finished carbon-molybdenum
tubes shall be annealed or normalized
and drawn.

§ 51.31-15 Chemical composition.
The steel shall conform to the following
requirements as to chemical composition:

TABLE 51.31-15-Cnca-rAL COMPOSTON

carbLzn-molybi-um

Chemical elements ligh-presurmed -

loGrade TI Gr Tin Grce Tlb

Carbon, percent
Manganese, percent ........................
Phosphorusmaximum, percent .........
Sulfur, maximum, percent-.---.------.
Silicon, maximum, percent............
Silicon, minihum, percent............MTnlvhlnnrm flrront

0.03 to 0.18
.MOto .0

.04

.25

I axnum.

§ 51.31-20 Check analysis. (a) At the
request of the inspector an analysis as
specified in the following table shall be
made by the manufacturer on samples
of finished tubing selected at random and
shall conform to the requirements speci-
fied m section 51.31-15. Drillings for
analysis shall be taken from several
points around each tube selected for
analysis.

TABLE 51.31-20--CE=c ANAeLYSIS
Size of Tube anid Number of Samples Selected

2 inches and over in diameter and 0.200
inch and over in wall thickness: 2 from each
lot of 100 tubes or fraction thereof.

Less than 2 inches in diameter or any
size less than 0.200 inch in wall thickness:
2 from each lot of .250 tubes or fraction
thereof.

(b) If the analysis of either tube does
not conform to the requirements speci-
fied, an analysis of two additional tubes
from the same lot shall be made, each of
winch shall conform to the requirements
specified in § 51.31-15.

§ 51.31-25 Tensile properties. (a)
The material shall conform to the fol-
lowing requirements as to tensile prop-
erties:

TABLE 51.31-25 (a)-PHsicAL PnoriTres

Carbon-molybdenumM~edi-
Physical requirements urn

carbon Grade Grade Grade
Ti Tla Tib

Tensile strength, mint-
mum, p.s.i --------- 60,000 55,000 60,00 53,000

Yield point, minimum,
p.s.! --------------- 37,000 30,000 32,000 25,00

Elongation In 2 inches,
minmmum, percent -- 25 -.- 250 W0

For longitudinal strip
tests a deduction for
each %2 inch decrease
mwall thielmess below
Is inch from the basic

minimum elongation
of the following per-
centage -------------- IL25 I150 IL M IL

I The following table gives the computed minimum
values

SO.M
2. &)
.04
.045

.. 0

0.10 to 0.M
.D to .9

.01

.05.03

.10
.45to .Z

0.15 to 0.2Z) to .9
.01
.05
.53
.10

.45 to rZ.

0.,3 to 0.14
.0 to S0

,0

.43 to .5

Elengatnn In 2 iacbz s
minmum (rucen)

Wall thtclkaca (ndcis)
Mcdlam. Carbnm-mo-

carban lybd'anum

it (19) .... 232 23. W-,f2 .219------------ 21.25 21.53S(.I1 .............. . .... I21.W 21.03

i17.739 21.0035 (.03) ........... ........ 17.-0 2.5)0

Xe .072). ---- -& -----------

NOTE: The above talervc3 the cemrutcmlairum
elongation values for each Mn inch dz 3 In all
thicknes. Where the wall thckne.s IB Lsrict a two
values ehown above, the minimum 02n,-sat~ valu3
shalLbo determined by thofalag Formu:

For carbon-molybdcnum: V=.+l5.CFor medium-crbon: E4211-L±9
where:

B-elongatton In 2 Inchc3 In pacnt, naa
I =actunl ttIiess ofrpicbam In Indhe.

(b) No tensile properties are specified
for tubes for high-pressure service, but
for purposes of design, the following ten-
sile properties may be assumed:
Tensile strength, minimum, p. a. L_ 47, 000
Yield pont, minimum, p. a. L..... 20. 000
Elongation In 2 inch, minimum,

percent .35

(c) The yield point shall be determined
by the drop of the beam or halt in the
gauge of the testing machine, or by the
use of dividers or other approved method,
at a cross head speed not to exceed 'a
inch per minute. When a definite yield
point is not exhibited, the yield strength
corresponding to a limited permanent
offset of 0.2 percent of the gauge length
of the specimen shall be reported Instead.
The tensile strength shall be determined
at a crosshead speed not to exceed 1,2
inches per minute.

§ 51.31-30 Flatteningtest. (a) Asec-
tion of tube, not less than 2M Inches In
length, shall be flattened cold between

parallel plates until the opposite walls of
the tube meet. No cracks or breaks in
the metal shall occur until the distance
between the plates Is less than the calcu-
lated value of H by the following formula:

where:=(+e) ()

H-distanco between flattening plates in
inches.

e=deformation per unit length (constant
for a given grade of steel, 0.09 for the
low-carbon grade, 0.07 for medlum-
carbon steeb, and 0.03 for carbon-
molybdenum steels),

t=nomninal wll thickness of -tube in
inchle, and

D=nctual outslde diameter of the tuba in
inchec.

(b) Evddence of laminations or burnt
material shall not develop during the en-
tire flattening process.

§ 51.31-35 Flaring test. A section of
tube approximately 4 inches in length
shall stand being flared with a tool hav-
ing 600 included angle until the tube at
the mouth of the flare has been expanded
to the following percentages, without
cracking or showing flaws:.

TA=-- 5i.31-35--FiAhn;o T=
Z fzumuon

of =nsde
Ratio of Inside diameter to diametm,

outslde dlameter: I 7erccrt
eo outsid dmtr the 23
O.8___ 22
0.7- .... 25
o.0 .__ _ 83
0.5 --- ---. 37/
0.4__ _ .. . . . .
0.3-- 67

2In determining the ratio of Ins.ide diam-
eter to ouU- doedineter, the Inside diameter
rhll b defined as the actual Inside diameter
of the material tested.

§ 51.31-40 Harness lest. (a) For
tubes 0.200 inch and over in wall thick-
ness the Brinell hardness test shall be
used and on tubes having wall thick-
nesses from 0.200 to 0.375 inch, exclusive,
a 10-mm. ball with 1,500-kg. load, or a
5-mm. ball with 750-hg. load may be used,
at the option of the manufacturer. For
tubes less than 0.200 inch in wall thick-
ness, the Rockwell hardness test shall be
used, except that for medium-carbon
and carbon-molybdenum tubes with wall
thicknesses of less than 0.065 inch, no
hardness tests are required.

(b) The Brinell hardness test may be
made on the outside of the tube near the
end or on the outside of a specimen cut
from the tube, at the option of the man-
ufacturer. The Rockwell hardness test
shall be made on the inside of a specimen
cut from the tube except in the case of
tubes furnished with upset, swaged, or
otherwise formed ends In which case it
shall be made on the outside of the
tubes near the end after forming
operations.

Afol-hAennm - et- - - ----------------- I --------- - --- I -----------
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(c) The tubes shall have a hardness
number not to exceed the following:

TARL: 51.31-40 (c)-H 5RDXI5 TS

Brinel Reckwel
hardness hardness
number number

Grades (tubes 0.200 (tubes less
Inch and than 0.200

overinwall inchinwall
thiciess) thickness)

M1h-prczure service:
ilot-finlsbed tubes ----- 137 B77
Cold-drawn tubed ----------- 125 B72
Hot-finished tubes (an-

nealed) -... .. .. 125 B72
bfcdium-carben tubes ....... 143 B79
Carbon-molybdenum tubes:

Grade TI .............. 137 B77
Grade Tia ------------------ 143 B79
Grade Tlb ----------------- 137 B77

(d) In making the Brinell hardness
test, reference should be made to the
Standard Method of Test for Brinell
Hardness of Metallic Materials (A. S.
T. M. Designation: E-.0) of the American
Society for Testing Materials.

(e) In making the Rockwell hardness
test, reference -should be made to the
Standard Method of Test for Rockwell
Hardness of Metallic Materials (A. S.
T. M. Designation: E 18) of the American
Society for Testing Materials.

§ 51.31-45 Hydrostatic test. Prior to
upsetting, swaging, expanding, bending,
or other forming operations, each tube
shall be tested at the mill to the hydro-
static pressures prescribed in table 51.31:-
45 *-Provided, That the fiber stress cal-
culated in accordance with the follow-
ing formula does not exceed 16,000 p. s. 1.
in the case of tubes for high-pressure and
24,000 p. s. I. for medium-carbon and
carbon-molybdenum tubes:

-- S 1 (1)D
where:

P=hydrostatic test pres=re kn pounds per
square inch,

S=allowable fiber stress of 16,000 p. a. L
for high-pressure tubes and 24,000
p. s. 1. for medium-carbon and car-
bon-molybdenum tubes, "

t=thckness of the tube wall in inches,
and.

D =outside diameter of the tube in inches.

TABLE 51.31-45-HymeosrATrC TEST Pssss

Hydrostatic
test pres-

Size, outside diameter (inches). sur (p.s.i)
Under 1.1,000
I to I V2 exelu~fve --.............-- 1, 500
1t to 2, exclusive ---------------- 2,000
2 and over!- -- --- 2,500
No=n: When requested by the purchaser

and no stated in the order, tubes shall be
tested to one and one-half times the speci-
fied working pressure (when one and one-
half times the specified working pressure
exceeds the test pressures prescribed in above
table), provided the fiber stress correspond-
ing to those test pressures does not exceed
24,000 p. s. i. for medium-carbon and carbon-
molybdenum tubes and 16,000 p. a. 1. for
high-pressure tubes, as determined by the
above formula.

§51.31-50 Test specimens--a)
Tubes for high-pressure service. (1)
Test specimens required for the flatten-
ing and flaring tests specified in §§ 51.31-
30 and 51.31-35 shall be taken from the

ends of finished tubes prior to upsetting,
swaging, expanding, or other forming
operations, or being cut to length. They
shall b smooth on the ends and free
from burrs and flaws.

(2) All specimens shall be tested at
room temperature.

(b) Medium-carbon and' carbon-
molybdenurtubes. (1) Test specimens
required for the flattening and flaring
tests specified in-§§ 51.31-30 and 5131-35
shall be taken from the ends of finished
tubes prior to upsetting, swaging, ex-
panding, or other forming operations, or
being cut to length. They shall be smooth
on the ends and free from burrs and
flaws.

(2) If desirable and practicable, ten-
sion tests may be made on full sections
of the tubes up to the capacity of the
testing machine. For larger size tubes,
the tension test specimen shall consist of
a strip cut. longitudinally from the-tube
and not flattened between gauge marks.
The sides of the specimen shall be par-
allel between gauge marks; the width
Irrespective of the thickness shall be 1
inch; the gauge length shall be 2 inches.

(3) On tubes furnished with upset,
swaged, or otherwise formed ends, the
hardness test specified in § 51.31-40
shall be made on the outside of the tubes
near the end after the forming opera-
tions.

(4) All specimens shall be tested at
room temperature.

§ 51.31-55 Number of tests-(a)
Hardness test. Five percent of all tubes
shall be selected and a hardness test
shall be made on each of these tubes as
specified in § 51.31-40.

(b) Hydrostatic test. Each tube
shall be subjected to the hydrostatic test
specified in § 51.31-45.

(c) Flattening and flarihg tests- )
Tubes for high-pressure service. From
each lot of 100 tubes or fraction thereof,
4 tubes shall be selected for testr From
each end of two of these test tubes, the
flattening test specified in section 51.31-
30 shall be made and from each end of
the other two test tubes the flaring test
specified In section 51.31-35 shall be
made.

(2) Medium-carbon and carbon-mo-
lybdenum tubes. From each heat-treated
lot of finished tubes, two tubes shall be
selected at random for the flattening and
flaring tests specified in sections 51.31-30
and 51.31-35. The flattening test shall
be made on each end of one of these
tubes and the flaring test shall be made
on each end of the remaining tube. For
the purpose of calculating the number of
tests on tubes heat-treated by the con-
tinuous process, the number of tubes in a
heat-treated lot shall be determined from
the size of the tubes as follows:
TAirz 51.31-55 (c) (2)-Nuzm= or TUBS

in &. La's
Size of Tube and Size of Lot

2 inches and over In outside diameter and
0.200 inch and over In wall thickness--Not
more than 50 tubes.

Less than 2 inches but over 1 inch In outside
diameter or over 1 In inch In, outside di-
ameter and under 0.200 inch in wall thick-
ness--Not more than 75 tubes.

1 Inch or less in outside diameter-Not more
than 125 tubes.

d) Tension tests (where required),
(I) From each group of 100 finished tubes
or fraction thereof, two tubes shall be
selected at random for the tension test
specified in § 51.31-25.

(2) If any test specimen shows defec-
tive machining or develops flaws, it may
be discarded find another specimen sub-
stituted..

(3) If the percentage of elongation of
any.test specimen lsJess than that speci-
fled in § 51.31-25 (a) and any part of
the fracture Is more than 2 Inch from
the center of the gauge length, as Indi-
cated by scribe scratches marked on the
specimen before testing, a retest shql be
allowed.

§ 51.31-60 Retests. If th-6 results of
the physical tests of any lot do not con-
form to the requirements specified
in §§ 51.31-25, 51.31-30, 51.31-35, and
51.31-40. retests may be made on addi-
tional tubes of double the original num-
ber from the same lot, each of which
shall conform to the requirements
specified.

§ 51.31-65 .Retreatment. If individ-
ual tubes or tubes selected to repreent
any group or lot of medium-carbon or
carbon-molybdenum tubes fall to con-
form to the test requirements specified
In §§ 51.31-25, 51.31-3D, 51.31-35, and

,51.31-40, the individual tubes or group
or lot represented may be retreated and
resubmitted for test. Only two reheat
treatments will be permitted.

§ 51.31-70 Forming operations. Tubem
when inserted in the boiler shall stand
expanding and beading without show-
ing cracks or flaws. Superheater tubes
when properly manipulated shall stand
all forging, welding, and bending opera-
tions necessary for application without
developing defects.

§ 51.31-75 Permissible variations in
dimensions and weight. Variations in
outside diameter, wall thickness, weght
and length, from those specified, shall
not exceed the amounts prescribed In
table 51.25-65.

§ 5L31-80 Finish: Finished tub es
shall be reasonably straight and have
smooth ends free from burrs. They shall
be free from Injurious defects and shall
have a workmanlike finish. Mino de-
fects may be removed by grinding, Pro-
vided, The wall thicknesses and "the out-
side diameters are not decreased to les
than that permitted In § 51.31-75,

§ 51.31-85 Marking. (a) The name
or brand of the manufacturer, the type
of material from which It Is made (seam-
less steel, A. S. T. l. A 192, medIum-car-
bon steel, A. S. T. M. A 210, or carbon-
molybdenum steel, A. S. T, M. A 209,
as the case may be), and whether hot-
finished orcold-drawn, shall be legibly
stenciled on each tube 11 Inches In out-
side diameter and over, provide, the
length is not under 3 feet.

(b On tubes less than 1% Inches in
diameter and on all tubes under 3 feet
in length, the information specified in
paragraph (a) shall be marked on a tag
securely attached to thd bundle or box In
which the tubes are shipped.
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The tensile strength shall be determined
at a crosshead speed not to exceed 1Y2
inches per minute.

§ 51,34-20 Bending -properties. For
pipe 2 inches and under in noinal di-
ameter, a sufficient length of pipe shall
stand being bent cold through 900 around
a cylindrical mandrel, the diameter of
which fs 12 times the, nominal diameter
of the pipe without developing cracks.
When ordered for close coiling, the pipe
shall stand being bent cold through 1800
around a cylindrical mandrel, the diam-
eter of which is eight times the nominal
diameter of the pipe, without failure,

§ 51.34-25 Flattening tests. (a) For
pipe over 2 inches in nominal diameter
a section of pipe not less than 2Y2 inches
in length shall be flattened cold between
parallel plates until the opposite walls of
the pipe meet. No cracks or breaks in
the metal shall occur until the distance
between the plates is less than that cal-
culated for the value of H by the follow-
ing formula:

,=(1+e)t
e+tlD

where:
H= distance between flattening plates in

inches,
t-= nominal wall thickness of pipe In

inches,
D= actual outside diameter of pipe In

inches, and
e= deformation per unit length (con-

stant for a given grade of steel, 0.08
for grade A, 0.07 for grade B, and 0.08
for carbon-molybdenum PI and
chromium-molybdenum).

(b) Evidence of laminations or burnt
material shall not develop during the en-
tire flattening process.
- § 51.34-30 Hydrostatic test. (a) Each
length of pipe shall be tested by the man-
ufacturer to a hydrostatic pressure which
will produce in the pipe wall a stress of
50 percent of the minimum specified
yield point at room temperature, deter-
mined by the following formula.

p_ 2st

where:
Piminimum hydrostatic test pressure in

pounds per square inch,
S=0.50 times the minimmn specified yield

point at roottemperature In pounds
per square inch,

t=nominal wall thickness in inches, and
D-=outside diameter in inches.

(b) The maximum hydrostatic test
pressure shall not exceed 2,500 p. s. I. for
nominal sizes 3 inches and under, or 2,800
p. s. 1. for all nominal sizes over 3 inches.
The test pressure shall be maintained for
not less than 5 seconds.

NoTE: When requested by the purchaser
and so stated In the order, pipe in sizes 14
inches In nominal diameter and smaller shall
be tested to one and one-half times the
specified working pressure, provided'the fiber
stress corresponding to those test pressures
does not exceed one half the minimum spec''-
fled yield point of the material, as determined,
by the above formula. Whep one and one-
half times the working pressure- exceeds
2,800 p. s. I., the hydrostatic test pressure
shall be a matter of agreement between the
purchaser and the manufacturer.

§ 51.34-35 Test speclmens. (a) Speci-
mens cut either longitudinally or trans-

versely, shall be acceptable for the ten-
sion test.

(b) The longitudinal tension test may
be made in full section of the pipe up to
the capacity of the testing machine. For
larger sizes, the tension test specimens-
shall consist of strips cut from the pipe.
The width of these specimens shall be
112 inches and they shall have a gauge
length of 2 inches. When the pipe wall
thickness exceeds / inch, the tension
test specimen shown in figure 51.04-35
(f) shall be used. -Longitudinal tension
test specimens sjhall not be flattened be-
tween gauge marks. The sides of speci-
mens shall be parallel between gauge
marks.

(c) The transverse tension test may
be made on pipe 8 inches and over in
nominal diameter. Specimens may be
taken from a ring cut from the pipe or
from sections resulting from the flatten-
ing tests. The specimens shall consist of
a strip cut transversely from the pipe;
the width of the specimen 'hall be 11/
inches and its gauge length 2 inches.
When the pipe wall thickness exceeds /
inch, the tension test specimen shown in
figure 51.04-35 (f) shall be used. Speci-
mens cut from the ring section shall be
flittened cold-and heat treated in he
same manner as the pipe and shall be
parallel between gauge marks. The
transverse tension test specimens may be
machined off on either surface provided
not over 15 percent of the nominal thick-
ness is removed from either side.

(d) Test specimens for the bend and
flattening tests shall consist of sections
cut from a pipe. Specimens for flatten-
ing tests shall-be smooth on-the ends and
free from burrs, except when made on
crop ends.

(e) All routine check tests shall be
made at room temperature.

§ 51.34-40 Number of tests- (a)
Grade A or B pipe. (1) One of either
of the tests specified in section 51.34-15
shall be made on one length of pipe from
each lot of 400 lengths or fraction thereof
of 6ach size under 6 inches, and from
each lot of 200 lengths or fraction thereof
of each size 6 inches and over.

(2) The flattemng teSt specified in
§ 51.34-25 shall-.be made on one length
of pipe from each lot of 400-lengths or
fraction thereof of each size over 2
inches up to but not including 6 inches
and from each lot of 200 lengths-or frac-
tion thereof of each size 6 inches and
over.

(3) For pipe 2 inches and under in
nominal diameter, the bend test speci-
fied in § 51.34-20 shall be made on one
pipe from each lot of 400 lengths or frac-
tion thereof of each size.

(b) Carbon-molybdenum and chro-,
mium-molybdenum pipe. (1) -Tests
shall be made as follows on one pipe
from each heat-treated lot, but in no
case on less than 5 percent of the pipe
ordered:

(I) The transverse or longitudinal ten-
sion test specified in § 51.3-15;

(ii) The bend test specified in § 51.34-
20 for pipe 2 inches and under in nominal
diameter; and,

(ii) The flattening test specified in
§ 51.34-25 for pipe over 2 inches in nomi-
nal diameter.

(2) For material heat treated by the
continuous process, the tests specified in
subparagraph (1) shall be made on each
pipe in a lot constituting 5 percent of
the pipe ordered, but on not less than 2
pipes.
-, (c) Hydrostatic tests. Each length of
pipe shall be subjected to the hydrostatic
tests specified in § 51.34-30.

(d) Tension tests. (1) If any test
specimen shows defective machining or
develops flaws, it may be discarded and
another specimen substituted.

(2) If the percentage of elongatign of
any test specimen is less than that speci-
fled in § 51.34-15 (a) and any part of
the fracture is more than 3/ inch from
the center of the gauge length of a 2-inch
specimen, or 1 outside the middle third
of the gauge length of an 8-inch speci-
men, as indicated by scribe .scratches
marked on the specimen before testing,,a
retest shall be allowed. If a specimen
breaks in an inside or outside surface
flaw, a retest shall be allowed.

§ 51.34-45 Retests-(a) Grade A or B
pipe. (1) If the results of any chemical
or physical tests of any lot I do not con-
form to the requirements specified In
§§ 51.34-10, 51.34-15, 51.34-20, and 51,34-
25, retests shall be made on additional
pipe of double the original number from
the same lot, each of which shall conform
to the requirements specified.

(2) Should a crop end of a finished pipe
fail in the flattening test, one retest may
be made from the failed end, Pipe may
be normalized either before or after the
first test, but pipe shall be subjected to
only two normalizing treatments.

(b) Carbon-molybdenum and ehro-
mum-molybdenum pipe. (I) If, the re-
sults of any physical tests of any lot do
not conform to the requirements specd-
fled'in §§ 51.34-15,51.34-20, and 51.34-25,
retests shall be made on additional pipes
of double tie original number from the
same lot, each of vhich shall conform to
the requirements specified.

(2) If individual lengtht of pipe se-
lected to represent any lot fail to con-
form to the test requirements specified
in §§ 51.34-15, 51.34-20, and 51.34-25, the
lot may be reheat-treated and resub-
mitted for test, except that any individ-
ual lengths which meet the requirements
before retreating will be accepted.

§ 51.34-50 Finish and marking. (a)
The finished pipe shall be reasonably
straight and free from injurious defects,
and shall have a workmanlike finish,
Variations in outside diameter shall not
exceed the following:

TABLE 51.34-50 (a)-prEMISSAr.. VAIIATIOSS IlI
DIAIETEa

Pcrmiolblo variation Inoutsido diameter, nciics
Nominal pipe size, iehes

Over Under

ovY1o incluvo .... 0, 52l 0'~3'1
Over 4to 8incluive ... .02) 3ia M
Over 8 to 18, Inclusive .-- 2 , 04) a 3I)

'A lot shall consist of all the pipe of the
same size and wall thiciness from any ono
melt.
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(b) The minimum wall thickness at
any point shall not be more than 12.5
percent under the nominal wall thick-
ness specified in table 51.37-55 (a)

(c) Each length of pipe manufadtured
ln accordance with this specification
shall be legibly marked, either by sten-
ciling, stamping, or rolling, with the
manufacturer's name or brand, together
with the designation A 106-A (or A 106-
B depending on the grade of steel used)
A 206, or A 280, and the hydrostatic test
pressure.
SUBPART 51.3 7-ELDED AND SEASLESS

STEEL PIPE
NoTE: In substantial agreement with

A. S. T. Iii. Designation: A 53-46 Certified
material-class B.

§ 51.37-1 Scope-(a) General. This
specification covers black and hot-
dipped-galvanized welded and seamless
steel pipe.

(1) Pipe ordered under this specifica-
tion is nominal (average) wall and is in-
tended for coiling, bending, flanging,
and other special purposes, and is suit-
able for arc or gas welding.

(2) Butt-welded pipe is not intended
for flanging.

(3) When seamless or electric-resist-
ance-welded pipe is ordered for close
coiling, cold bending, or for forge weld-
ing, grade A shall be specified, as grade
B and deoxidized acid-bessemer pipe'
are not intended for these purposes.

(4) The purposes for which the pipe is
intended should be stated in the order.

(b) Galvanized pipe. Whert pipe or-
dered under this specification is to be gal-
vanized, the tension, flattening, and bend
tests shall be made on the base materlI
before galvanizing.

No=: If impracticable to make the physi-
cal tests on the base material before gal-
vanizing, such tests may be made on gal-
vanized samples, and any flaking or cracking
of the zinc coating shall not I e considered
cause for rejection.

-§ 51.37-5 Process. (a) The steel for
both -welded and seamless pipe shall be
made by one or more of the following
processes: open-hearth, electric-fur-
nace, or deoxidized acid-bessemer. ex-
cept that electric-resistance-welded pipe
Y and 4 inch in diameter -hall be made
from open-hearth steel. The steel for
furnace-welded pipe shall' be of soft
weldable quality.

(b) Furnace-welded pipe 4 inches and
under in nominal diameter may be butt-
welded, unless otherwise specified. Fur-
nace-welded pipe over 4 inches in non-
nal diameter shall be lap-welded.

I A copy of this A. S. T. M. specification has
been filed with this document In the Dlvi-
sion of the Federal Register. Copies are also
on file with the various Coast Guard District
Commanders for reference purposes.

zDeoxidized bessemer steel for seamless
pipe is an acid bessemer steel which has a
considerable portion of dissolved oxygen re-
moved as a gas by treatment in the vessel
and further treatment in the ladle to develop
a silicon content of 0.10 to 0.30 percent and
with sufficient aluminum or its equivalpnt to
insure practically no evolution of gases dur-
Ing solidification.
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§ 51.37-10 Chemical composition. Thu
steel shall conform to the following ladlo
analysis requirement as to chemical com-
position:

TrABLE 51.37-iO-CHEIBUL CourOzirtON

Ccaml=s or
Chcmll c EmEnL, 'Lnc p c!c: rt

Carbon, maximum, pcront. ...... )
Phosphorus, maximum. per-

cent:
Op u-hearth or elutrlc-

lurna -..--- -. 0.015

.t .Ifrebtanr-wcle plp % ainl tacbh in dVn-
cter isobLainable In grulo A quality only on! the carh an
content siall not exl 0.10 'rcat.

§ 51.37-15 Checkc analys s. An anal-
ysis of 2 pipes from each lot of 500 lengths
or fraction thereof may be made by the
inspector. Drillings for analysis shall
be taken from several points around each
pipe selected for analysis. The phos-
phorus content of open-hekrth or elec-
tric-furnace steel thus determined shall
not exceed that specified in § 51.37-10
by more than 25 percent. For deoxilized
acid-bessemer seamless or electric-re-
sistance-welded steel pipe, the phospho-
rus content shall not exceed tho maxi-
mum specified in § 51.37-10. For elec-
tric-resistance-welded pipe J/ and %
inch in diameter, the carbon content
shall not exceed 0.12 percent.

§ 51.37-20 Tensile properties. (a)
The material shall conform to the re-
quirements as to tensile properties pre-
scribed in the following table:

TABLE 51.3-10 (a)-PLNErurnoiuruews

Physical requirements

Tensile strength, minimum,
Yield pdnt, mllmum, p..L
Elongation In inchcmtnl-

mum, percnt ......
Elongation 1n2 inrhc, mini.

mum, pu cnt:
Basicminimumelongtv

for walls 
0

1e inch and
over In thlclmc,3, long[-
tudinal strip test,, nd
for all sa1 slrc3 tescd
in fullsnla -........

When standard round 2-
inch gauge length test

For longitudinal drip tc:ts
a deduction for each )52
Inch decreasa In wall
thCIMCk Mlo 07 e Inch
from tho bash minimumn
elongation of the follow.
Ing perentago......... I

I Fc~imle or
Furna. I leirlic.
T-del rctlanca-

wclcl I

H d~

P z ., ,C..)

V. 2 0 ...SIB 7

'Tenson tests shall Ift ts rqurel fcr dc:irfe.
ressatanoa-welded vlpa, Idand It Inch In dlazicter.
30auodinnc rnIr~nmweldcd pcI of nominal sizes N fli aand iacr st
noas fillows:

Nominal sk, Loch: hCI,

Ni .. 2

16S9

IrTI fAlaw.1n, table Sive the comiumlc mnmum

ElM tfa in 2

Well thI:ZM= InchC3 1prccal

Grml A GmaB

me2 .53 ....... 3100 1.0~, ~2z -cz 3t.11 27.03
22.751 1.0

Ci .,d) 2Z 5 1..1

No=n The abzo tab gijcs the comput c
minimum cm!,-nat vaiso fkr e.h ;is inch da-
cr12221n wcl bkc -. Whcicchnrlltff-k S3
1l.3 LCvmcn twa V113-3 SIii7M atOVC. the Mini-
mum c!::n:1;abavaln i 1 dctcrmiond by tI
fAln3 fLrmuli:

A ... ----------- =,2+17.70B._ E- .=2+15: 0

.'e.'7n_-atL'n nn2 intcin I Vreent, anI
t-= "i thU-B,=-3ofsp,-=inln inces.

§ 51.37-25 Bending properties. For
pipe 2 Inches and under in nominal di-
ameter, a sufficient length of pipe shall
stand being bent cold through 90* around
a cylindrical mandrel, the diameter of
which Is 12 times the nomilal diameter
of the pipe, without developing cracks
at any portion and without opening the
weld. 'When ordered for close coiin g,
the pipe shall stand being bent cold
through 1800 around a cylindrical man-
drel, the diameter of which Is eight times
the nominal diameter of the pipe with-
out failure. Double extra strong pipe
over 11i inches In diameter need not be
subjected to the bend test.

§ 51.37-30 Flattening test. (a) The
flattening test shall be made on stand-
ard weight and extra strong pipe over 2
inches In nominal diameter. It shall not
ba required for double extra strong pipe.

(b) For lap-welded and butt-weld.ed
pipe, the test section shall be 4 to 6 inches
in length and the weld shall be located
45' from the line of direction of the
applied force.

c) For e 1 e ct r i c-resitance-welded
pipe, the test section shall be 4 to 6
Inches in length and the weld shall be
located 900 from the line of direction of
the applied force.

(4i) For seamless pipe the test section
shall not be less than 211 inches m
length.

(e) The test shall consist in flatten-
ng a section of pipe between parallel
plates until the opposite walls meet.
For welded pipe, no opening in the weld
shall take place until the distance be-
tween the plates is less than three-
fourths of the original outside diameter
for butt-weld, or two-thirds the outside
diameter for lap-weld and electric-resst-
ance-weld, and no cracks or breaks n the
metal elsewhere than In the weld shall
occur until the distance between the
plates is less than shown b.Iow. For
seamlecs pipe no breaks or cracks in
the metal shall occur until the distance
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(b) Extra strong and double extra
strong pipe shall be in random lengths
of 12 to 22 feet. Five percent may be In
lengths of 6 to 12 feet.

-§ 51.37-70 Workmanship. Unless oth-
erwise specified, pipe shall conform to
thefollowing regular practice:

(a) Ends. Each end of standard
weight welded pipe shall be threaded.
Extra strong welded pipe and standard
weight and extra strong seamless pipe
and all double extra strong pipe shall be
furnished with plait ends.

(b) Threads. All threads shall be in
accordance with the American Standard
for Pipe Threads, and cut so as to make
a tight joint when the pipe is tested at
the mill to the specified internal hydro-
static pressure. The varation from the
standard, when tested with the standard
working gauge, shall not exceed one and
one-half turns either way.

(c) Couplings. Each length of
threaded pipe shall be provided with one
coupling, the thread of which shall be
in accordance with the American Stand-
ard for Pipe Threads. Threads shall be
cut to make a tight joint. Couplings may
be of wrought iron or steel.

§ 51.37-75 Finish. The finished pipe
shall be reasonably straight and free from
injurious defects. All burrs at the ends
of-±he pipeshall be removed.

§ 51.37-80 Marking. Each length of
pipe shall be legibly marked by rolling,
stamping, or stenciling-to show the name
or brand of the manufacturer; the type
of pipe (that is, lap-welded, electric-re-
sistance-welded A, electric-resistance-
welded B, seamless A, or seamless B;
where deoxidized acid-bessemer steel Is
used in seamless or'electrlc-resistance-
welded pipe, the word "bessemer" shall be
added before the letter A or B) XS for
extra strong, XXS for double extra
strong; ASTM A 53; the length; except
that for small diameter pipe which is
bundled, this information may be marked
on a tag securely attached tp each bundle.

§ 51.37-85 Inspection. The inspector
shall have free entry, at all times while
work is being performed, to all parts of
the manufacturer's works that concern
the manufacture of the material ordered.
The manufacturer shall afford the In-
spector, without charge, all reasonable
facilities to satisfy him that the material
is being furnished m accordance with this
specification. All tests (except check
analysis) and inspection shall be made fit
the place of manufacture prior to ship-
ment, unless otherwise specified, and
shall be so conducted as not to interfere
unnecessarily with the operation of the
works.

§.51.37-90 Reiection. Each length of
pipe that develops injurious defects dur-
ing shop working or application opera-
tions shall be rejected, and the manu-
facturer shall be notified.

SUMPAfT S1.40-=ELECTIC-nEsTrAICE-
VELDED STEEL PIPE

To=a: In substantlal agreement with A. S.
T. LL Designation: A 135-40. -rtifcd ma-
terlal-cla= B.

§ 51.40-1 Scope. This specification
covera two grades of electrlc-resistance-
welded steel pipe 30 inches and under In
diameter, designated grade A or B. The
pipe is Intended for conveying liquid,
gas, or vapor; and only grade A Is
adapted for flanging and bending. The
suitability of pipe for various purposes
is somewhat dependent upon its dimen-
sions, properties, and conditions of serv-
ice, so that the purpose for which the
pipe is intended should be stated in the
order.

§ 51.40-5 Process. Unless otherwise
specified, the steel shall be made by
either or both of the following processes:
open-hearth or electric-furnace.

§ 51.40-10 Chemical comyositon.
The steel shall conform to the following
requirements as to chemical compos-
tion:

Percent
Phosphorous, maximum _- 0.045
Sulfur, maximum.-- .0CO

§ 51.40-15 Ladle analysis. An analy-
sis of each melt of steel shall be made by
the manufacturer to determine the per-
centages of the elements specified in
§ 51.40-10. This analysis shall be made
from a test Ingot taken during the pour-
ing of the melt. When requested by the
inspector, the chemical composition thus
determined shall be reported to the In-
spector and shall conform to the require-
ments specified In § 51.40-10.

§ 51.40-20 Check anallss-(a) Gen-
eral. Analysis of two pipes from each
lot of 400 lengths or fraction thereof of
each size under 6 inches, from each lot of
200 lengths or fraction thereof of each
size 6 to 20 inches, and from each lot of
100 lengths or fraction thereof of each
size over 20 to 30 inches, may be made
by the inspector from the finished pipe.
By agreement between the manufacturer
and the inspector, the analysis may be
made on the skelp and the number shall
fie determined in the same manner as
when taken from the finished pipe.
Drillings for analysis shall be taken from
several points around each pipe, or across
each piece of skelp, selected for analysis.
The chemical composition thus deter-
mined shall conform to the requirements
specified in § 51A-10.

(b) Retests. If the analysis of either
length of pipe or length of skelp does not
* conform to the requirements specifled In
§ 51.40-10, analysis of two additional
lengths from the same lot hall, be made,
each of which shall conform to the re-
quirements specified.

A copy of this A. S. T. LL vpeclilcation bas
been filed with this document In the Divlion
of the Federal Registcr. Coplc are alro on
file with the varlous Cost Guard DLtrict
Commanders for reference purpv:c.

§ 5.40--25 Tensile pro;rties. (a)
The material shall conform to the foli -_-
ing requirements as to tensile properies:
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(b) The yield pointshall be determined
by the drop of the beam or halt In the
Gauge of the testing machine, or other
approved nethed.

(a) The test specimen taken across the
w~eld shall show a tensile strength not
less than the minium tensile strength
specified for the grade of pipe ordered.
This test will not be required for pipe
under 6 inches in outside diater.

§ 51.40-30 Flattening test. Both crop
ends from each length of pipe shall be
flattened between parallel plates with
the w eld at the point of maximum, bend-
ing until opposite walls of the pipe meet.
No opening In the weld shall take place
until the distance between the plates is
less than two-thirds of the original out-
side diameter of the pipe. No cracks or
breaks in the metal elsewhere than in the
weld shall occur until the distance be-
tween the plates Is less than one-third
of the original outside diametbr of the
pipe, but In no case less than five times
the thickness of the pipe wall. Evidence
of lamination or burnt material shall not
develop during the entire flattening proc-
ess, and the weld shall not show injurious
defects.

§ 51.40-35 Hydrostatic test. (a) Each
length of pipe shall be tested at the mill
to a hydrostatic pressure calculated from
the following formula, provided that in

No. 63-----5
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no case shall the test pressure exceed
2,500 p. s. l.a

2St
_ (1)

where:
P=minimum hydrostatic test pressure in

pounds by square inch,
S=allowable fiber stress (16,000 to 18,000

p. s. 1. for grade A and 20,000 to
22,000 p. s. i. for grade B, but In no
case shall the stress produced exceed
80 percent of the specified yield

point),
t=wall thicknesses In inches, and
D=outside diameter in Inches.

(b) The hydrostatic pressure shall be
maintained for not less than 5 seconds
and while under test pressure, the pipe
shall be jarred near both ends with a
2-pbund hammer or its equivalent.

§ 51.40-40 Test specimens. (a) The
longitudinal tension-test specimen-shall
be taken from the end of the pipe, or by
agreement between the manufacturer
and the inspector, may be taken from
the skelp at a point approximately 90*
from the weld, and shall not be flattened
between gauge marks. The transverse
tension-test specimen, if required by the
inspector, shall be taken across the weld
and from the same end of the pipe as
the longitudinal test specimen. The sides
of each specimen shall be parallel be-
tween gauge marks. When practicable
to pull a test specimen in full thickness
the standard 2-inch gauge length ten-
sion-test specimen shown in figure
51.04-35 (f) may be used.

(b) All specimens shall be testqd at
room temperature.

§ 51.40-45 Number of tests. (a) One
longitudinal tension test shall be made
on one length from each lot of 400 lengths
or fraction thereof of each size under 6
inches and one longitudinal and, If re-
quired by the inspector, one transverse
tension ,test on one length from each lot
of 200 lengths or fraction thereof of each
gize 6 to 20 inches, and on one length
from each lot of 100 lengths or fraction
thereof of each size over 20 to 30 inches.
When taken from the skelp the number
of tests shall be determined in the same
manner as when taken from the finished
pipe.

(b) If any test specimen shows defec-
tive machining or develops flaws not as-
sociated with the welding, it may be dis-
carded and another specimen substituted.

(c) If the percentage of elongation of
any tension-test specimen is less than
that specified in § 51.40-25 (a) and any
'part of the fracture is more than % inch
from the center of the gauge length of a
2-inch specimen, as indicated by scribe
scratches marked on the specimen be-
fore testing, the specimen may be ds-
carded and another substituted.

(d) The flattening test specified in
§ 51.40-30 shall be made on both crop
ends cut from each length of pipe.

(e) Each length of pipe shall be sub-
Jected to the hydrostatic test specified in
§ 51.40-35.

§ 51.40-50 Retests. (a) If the results
of the tension tests of any lot do not,
conform to the requirements specified in
§ 51.40-25, retests of two additional
lengths from the same lot shall be made,

each of which shall conform to the're-
quirements specified.

(b) If any section fails when flattening
tests are made on the crop ends of each
length of pipe, other pieces from the
length may be cut until satisfactory tests
are obtained, otherwise the length shall
be rejected. Precautions shall be taken
so that crop ends may be identified with
respect to the length from which they
were cut.

§ 51.4Q-55 Permissible variations in
weights and dimensions-(a) Weight.
The weight of any length of pipe shall
not vary, more than 3.5 percent under
or 10 percent ovbr that specified, but the.
carload weight shall pe not more than
1.75 percent under th6 nominal weight.

(b) Diameter The outside diameter
shall not vary more than plus or minus
1 percent from the nominal size specified.

(c) Thickness. The minimum wall
thickness at any point shall be not more
than 12.5 percent under the nominal wall
thickness specified in table 51,37-55 (a)

§ 51,40-60 Lengths. Unless otherwise
specified, pipe shall be furnished in
lengths averaging 38 feet or over, with
a minimum length of 20 feet, but not
more than 5 percent may be under 32
feet. Jointers made by welding are per-
missible. When threaded pipe is ordered,
jointers shall be made by threading and
shall not exceed 5 percent of the order.

§ 51.40-65 Workmanship-(a) Ends,
plain end pipe. Unless otherwise speci-
fied, plain end pipe for use with the
Dresser or Dayton type coupling shall be
reamed both outside and inside suffi-
ciently to remove all burrs. Plain end
pipe for welding shall be beveled on the
outside to an angle of 35.0 ° with a toler-
ance of plus or minus 2.5* and with a
width of flat at the -end of the pipe of
'/A6 plus or minus 1h2 inch. When ma-
terial is ordered beveled to any other
than a 35.0 ° angle it should be under-
stood that the angle is to be measured
from a line drawn perpendicular to the
axis of the pipe. This, means that a
greater amount of material is removed
with a 60 ° angle than with a 35 ° angle.
Pipe shall be sufficiently free from inden-
tations, projections, or roll marks for a
distance of 8 inches from the end of the
pipe to make a tight joint with the rubber
gasket type of coupling. All plain, end
pipe intended for Dresser or Dayton type
joints or for welding, sizes 1034 inches
and smaller in outside diameter, shall be
not more than %2 inch smaller than the
nominal outside diameter for a distance
of 8 inches from the end of- the pipe and
shall permit the passing for a distance
of 8 Inches of a ring gauge which has a
bore 3A6 inch larger than the nominal
outside diameter of the pipe. Sizes larger
than 10% inches in outside diameter
shall be not more than M2 inch smaller
thn the nominal outside diameter for a
distance of 8 Inches from the end of the
pipe and shall permit the passing for a
distance of 8 inches of a ring gauge which
has a bore 3162 inch larger than the nomi-
nal outside diameter of the pipe.

(b) Ends, threade pipe. Each end of
threaded pipe shall be reamed to remove
all burrs. All threads shall be in accord-
ance with the American Standard for

Pipe Threads and cut so as to make a
tight joint when the pipe is tested at the
mill to the specified internal hydrostatic
pressure. The variation from the stand-
ard, when tested with the standard
working gauge, shall not exceed one and
one-half turns either way. Pipe shall not
be rounded-out by hammering in order
to get a full thread. There shall be not
more than two black threads for / Inch
taper among the perfect threads. Black
threads should not be confused with Im-
perfect" threads, such as those torn,
shaven, or broken.

(a) Couplings. Each length of
threaded pipe shall be provided with one
coupling, the thread of which shall be in
accordance with the American Standard
for Pipe Threads. Threads shall be out
so as to make a tight joint. Couplings
may be of wrought Iron or steel.

§ 51.40-70 Finzsh-(a) General. The
finished pipe shall be reasonably straight
and free from injurious defects. Defects
in excess of. 12.6 percent of the nominal
wall thickness shall be considered injuri-
ous.

(b) Repair by welding. Injurious de-
fects in the pipe wall, provided their
depth does not exceed one-third the spec-
ified wall thickness, shall be repaired by
electric welding. Defects in the welds
such as sweats or leaks, unless otherwise
specified, shall be repaired or the piece
rejected at the option of the mnanufac-
turer. Repairs of this nature shall be
made by completely removing the defect,
cleaning the cavity, and then electric
welding.

(c) Retest. All repaired pipe shall be
retested hydrostatically in accordance
with § 51.40-35.

§ 51.40-75 Marking. Each length of
pipe shall be legibly marked with appro-
priate symbols by stenciling, stamping,
orjxolling to show by whom manufac-
tured,the grade of pipe, and that it con-
forms to this specification.

§ 51.40-80 Protective coating. After
the pipe has been subjected to the hydro-
static test, and if required by the Inspec-
tor, it shall be thoroughly cleaned of all
dirt, oil, grease, loose scale, and rust;
then dried, and given a protective coat-
ing of the kind and in the manner spec-
ified by the inspector.

§ 51.40-95 Inspection. The inspector
shall have free entry, at all times while
work is being performed, to all parts of
the manufacturer's works that concern
the manufacture of the material ordered.
The manufacturer shall afford the In-
spector, without charge, all reasonable
facilities to satisfy him that the ma-
terial is being fur~tished In accordance
with this specification. All tests (except
check analysis) and inspection shall be
made at the place of manufacture prior
to shipment, unless otherwise specified,
and shall be so conducted as not to inter-
fere unnecessarily with the operation of
the works.

§ 51.40-90 Rejection. Each length of
pipe that develops injurious defects dur-
ing shop working or application opera-
tions will be rejected, and the manufac-
turers shall be notified.
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SUBPART 51.43-VLDED NVROUGHT-IRoN
PIPE

Norx: In substantial agreement with
A. S. T. M. Designation: A 72-45. Certified
material--cass B.

§ 51.43-1 Scope-(a) General. This
specification covers '!standard weight,"
"extra strong" and "double extra strong"
welded wrought-iron pipe, both black
and galvanized. Pipe ordered under this
specification is intended for coiling,
bending, flanging, and other special pur-
poses. Butt-welded pipe is not intended
for flanging and is not recommended for
close bending or coiling -in sizes 1%
inches and over.

(b) Galvanized pipe. When pipe or-
dered under this specification is to be
galvanized, the tension, flattening, and
bend tests shall be made on the base ma-
terial before galvanizing, or the physical
tests may be made on galvanized sam-
ples in which case any flaking or crack-
ing of the zinc coating shall not be con-
sidered a cause for rejection. The zinc
coating shall be tested in accordance with
§ 51.43-50 (d).

§ 51.43-5 Process. (a) The pipe shall
be made from all pig-puddled or proc-
essed wrought iron ' and shall be free
from any admixture of iron scrap or steel.

NoTE: The term iron scrap applies only to
foreign or bought scrap and does not in-
clude local mill products which are free from
foreign or bought scrap. Any local mill prod-
ucts used shall be the equal of or a higher
grade than the matprial specified.

(b All pipe 2 inches and under in
nominal diameter may be butt-welded,
unless otherwise specified. All.pipe over
2 inches in nominal diameter shall be
lap-welded.

§ 51.43-1 Chemical Composition. The
iron shall conform to the following re-
quirement as to chemical composition:
iranganese, maximum, percent...... 0.05

§ 51.43-15 Tensile properties. (a)
The material shall have the following
tensile.jproperties:

TABLE 51.43-15 (a)-PoysicAL Popzm-xs

Tensile strength, minimum, p. . L._ 40, 000
Yield point, minimum, p. s. L _..... 24, 000
Elongation in 8 -inches, minimum:

Full section 12
Strip test ..-.-------- -- --- 9

(b) The yield point shall be deter-
mined by the drop of the beam or halt in
the gauge of the testing machine. The
speed of the crosshead of the machine
sbfall not exceed 3/ inch per minute.

§ 51.43-20 Fracture tests. A section of
pipe 6 inches in length shall be flattened
until broken by repeated light blows of
a hammer or by pressure; the fracture
developed shall have a fibrous appear-
ance.

1
a copy of this A. S. T. M specification has

been filed with this document in the Division
of the Federal Register. Copies are also on
file with the various Coast Guard District
Commanders for reference purposes.

2 Wrought iron Is defined as a ferrous ma-
terial, aggregated from solidifying mass of
pasty particles of highly refined metallic iron
with which, without subsequent fusion, Is
incorporated a minutely and uniformly dis-
tributed quantity of slag.

§ 51A3-25 Bend tests. For pipe 2
inches or under in diameter; a sufilclent
length of coiling or bending pipe shall
stand being bent cold through g0,
around a cylindrical mandrel the diam-
eter of which Is 15 times the nominal
diameter of the pipe, without developing
cracks at any portion and without open-
ing the weld. Double extra strong pipe
over 1 ' inches in nominal size need not
be subjected to the bend test.

§ 51.43-30 Test spxlcmens. (a) Ten-
sion test specimens may be of full section
or strips cut longitudinally from the pipe.
The sides of specimens shall be parallel
and not flattened between gauge marks.

(b) For pipe up to and Including 2
inches in nominal size, tension test spect-d
mens shall be of the full section of the
pipe. For pipe larger than 2 inches in
nominal size, Jenslon test specimens may
be strips not less than -.1 Inch In width,
cut longitudinally from the pipe. The
sides of such specimens shaU be parallel
and not flattened between gauge marks.

(c) Test specimens for determination

of weight of coating shall be cut approxi-
mately 4 inches In length from opposite
ends of the lengths of pipe selected for
testing.

Cd) All specimens shall be tested at
room temperature.

§ 51.43-35 Number of tests. (a) One
of each of the tests specified in 9§ 51A3-
15, 51A3-20, and 51.43-25 may be made
on a length In each lot of 500 lengths or
fraction thereof, of each size.

(b) Two test specimens for the deter-
mination of weight of coating shall be
taken, one from each end of one lngth
of galvanized pipe, selected at random
from each lot of 500 lengths or fraction
thereof, of each size.

(e) Each length shall be subjected to
the hydrostatic test specified in § 51.-
43-40.

§ 51.43-40 Hydrostatie tests. Each
length of pipe shall be tested at the mill
to a hydrostatic test pressure specified in
table 51.43-40. Pipe 2 inches and larger
In diameter shall be Jarred near one end
while under test pressure.

TAIILE 51.43-1-Br YEstAnr Tra Pniza'ronZ W £Z iniX. Wno nr0GE-.lno Pn

pl c "Dcczbk extra cfrcru

Size (nominal Inde dameter), sncb ut- _______ I I_ _ _ B_- __,

,it M6 I-j utt- fLp- utt-. -
VC!J 2 r vdez reled Ed

Ii to, lnlu ho................. SEC i , 21, l.co 1,o ',2 

10 to , Jdu C ............. 1, ,3
25t

IFor plpa orer 12 Inches In nominal VIr rLe, the ta t p-ze' !bail to caIzuatcd by M2 fmula F- 7. h:e,

P-preaur In pounds fuz rquam Incb. S-ithcr rdZ"CO pr-zrnt cl tta rpccW2si y11f I ent, t-tbuLL"~z osf wacll
in lnbchc, and .lj=cutr e d i ctr i Ine a.

2 Butt-wdded'plp Is not mind In rins L.wr &n 2 Ir:eb mml n.
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(b) For pipe 1 2 inches or under in
nominal size, the outside diameter at any
point shall not be more than :A61 inch
over nor more than Az inch under the
standard outside diameter. For pipe 2
inches or, over in nominal size, the out-
side diameter shall not be more than plus
or minus 1 percent from the standard
specified.

(c) Unless otherwise specified, pipe
shall conform to the following regular
practice:

(1) Standard weight pipe shall be in
random lengths from 16 to 22 feet, but
not more than 5 percent of the total
number of lengths may be jointers, which
are two pieces coupled together. When
orderedwith plain ends 5 percent may
be in lengths of 12 to 16 feet.

(2) Extra strong and double extra
strong pipe shall be in random lengths
of 12 to 22 feet and 5 percent may be in
lengths of 6 to 12 feet.

(3) Each end of standard weight pipe
shall be threaded. Extra strong and
doable extra strong pipe shall be fur-
nished with plain ends.

(4) All threads shall be in accordance
with the American Standard for Pipe
Threads, cut so as to make a tight joint
when the pipe is tested at the mill to the
specified internal hydrostatic pressure.

(d) Nipples shall be cut from -pipe of
the same weight and quality described in
this specification.

§ 51.43-50 Galvanized pipe. (a) Gal-
vanized 'pipe shall be coated with zinc
inside and outside by the hot-dip
process.

(b) The zinc used for the coating shall
be any grade of zinc conforming to the
Standard Specifications for Slab Zinc
(Spelter)o (A. S. T. M. Designation: B 6)

(c) The weight of zinc coating shall be
not less than 2.0 ounces per square foot
of total coated surface, as determined
In the manner prescribed in paragraph
(d) The weight of coating expressed
in ounces per square foot shall be calcu-
lated by dividing the total weight of
zinc, inside plus outside, by the total-
area, inside plus outside, of the surface
coated.

(d) The weight of zinc coating shall
be determined by a stripping test made
In accordance with the Standard
Methods of Test for Weight of Coating
on Zinc-Coated (Galvamzed) Iron or
Steel Articles (A. S. T. M. Designation:
A 90) The total zinc on each specimen
shall be determined in a single stripping
operation and'the average of the results
from the two specimens from each pipe
shall be the weight of zinc coating.

§ 51.43-55 Fintsh. The finished- pipe
shall be reasonably straight and free
from injurious defects. All burrs at the
ends of the pipe shall be-removed.

RULES AND REGULATIONS

SUBPART 51.46-STEEL FORGINGS
NoTE: In substantial agreement with

A. S. T. M. Designations: A 105-46, A 181-46,
and A 182-46. Certified material-class B.

§ 51.46-1 Scope. (a) This specifica-
tion covers forged or rolled carbon and
alloy steel pipe flanges, forged fittings,
and valves and parts intended for general
service and high-temperature service.
The term, "forgings" used in this.speci-
fication shall be understood to cover one
or all of the products mentioned above,
either forged or rolled.

(b) Four grades of carbon-steel ma-
terial are covered, designated grade A, B,
C, or D; and 10 grades of alloy steel are
covered, including 7 ferritic steels and
3 austenfitic steels, designated F1, F3, F4,
Ff, F6, F7, Fli, F8, F10 or F12. All grades
are classified in accordance with their
chemical and physical properties as spec-
ified in §§ 51.46-25 and 51.46-30 (a)

(c) Grades A, B, C, and D are suitable
for use in connection with temperatures
up to and including 8500 F Grades C
or D are intended for general service and
for pressure ratings not-exceeding 300
p. s. 1. standard .fittings. Alloy steel
grades are suitable for use in connection
with temperatures up to and including
1,000 F

§ 51.46-5 Process. The steels 'may be
made by the electric-furnace, open-
hearth, or other process accepted by the
Commandant.

§ 51.46-10 Discard. A sufficient dis-
card shall be made from each ingot to
secure freedom from injurious piping
and undue segregation. In the case of
alloy steel, it shall have a homogeneous
structure as shown by the macro-etch
test in § 51.46-55.

§ 51.46-15 Manufacturing practice.
(a) Material for forgings shall consist of
blooms, billets, slabs, or bars either
forged or rolled from an ingot, and cut
to the required length by a process that
will not produce injurious defects in the
forging.

(b) The material shall be forged by
hammering, pressing, rolling, extruding,
or upsetting, and shall be brsught as
nearly as practicable to the finished
shape and size by hot working and shall
be so processed as to cause metal flow
during the hot-working operation in the
direction most favorable for resisting the
stresses ecountered in service.

(c) Flanges shall be protected against
sudden or too rapid cooling from the roll-
ing or forging.while passing through the
critical range.

§ 51.46-20 Heat treatment. (a) All
forgings with the exception of grades C
and D shall receive a heat treatment
proper to their design and chemical
composition.

(b) Heat treatment shall be performed
before machining except in instances
where reheat-treating is necessary.

(c) Grade A or B carbon steels may
be annealed or normalized.

IA copy of this A. S. T. M. specification has
been filed with this document in the Division
of the Federal Register. Copies are also on
file with the various Coast Guard District
Commanders for reference purposes.

(d) The alloy steels may be full an-
nealed; normalized; full annealed and
normalized; or full annealed or normal-
ized, or both, followed by tempering.

(e) No forgings that have been
quenched in any liquid medium shall be
offered tinder this specification, except
that liquid quenching shall be permitted
for austenitic alloy steels only.

(f) The austenitic steels grades V8,
F10, and F12 shall receive a stabilizing
treatment as described in paragraph (J)

(g) The procedure for full annealing
shall consist in allowing the forgings, inl-
mediately after forging or rolling, to cool
to a temperafure below the critical range,
under suitable conditions to prevent in-
juries by too rapid cooling. They shall
then be uniformly reheated to the proper
temperature and for the required time
to refine the grain (a group thus reheated
being known as an "annealing charge")
and cooled slowly thereafter in the fur-
nace or in lime. The forgings shall not
be removed from the furnace or the lime
until a metal temperature of approxi-
mately 5000 F has been attained.

(h) The procedure for normalizing
shall consist in allowing the forgings, im-
mediately after forging or rolling, to cool
to a temperature below the critical range,
under suitable conditions to prevent In-
juries by too rapid cooling. They shall
then be uniformly reheated to the proper
temperature and held there a suffilcent
time to refine the gr~in (a group thus
reheated being known as a "normalizing
charge") followed by cooling in still air
at room temperature.

(i) The procedure for tempering shall
consist in reheating the forgings to a
temperature at least 100 ° F above the
temperature to be encountered In service,
but in no case shall the tempering tem-
perature be lower than 8500 F The ma-
terial shall be held at the required tem-
perature for not less than I hour per Inch
of thickness at the thickest section, fol-
lowed by cooling in the furnace or in still
air. In case of grade F6, the minimum
tempering temperature shall be 1,1500 F

(j) The procedure for stabilizing
austenitic steels shall consist in holding
the forgings for sufficient time at the
stabilizing temperature, followed by
rapid air cooling, or by quenching in a
liquid medium if required, to meet the
physical properties specified.

§ 51.46-25 Chemical composition. The
steel shall conform to the following re-
quirements as to chemical composition:

TABLE 51.40-25--CInnnCZAL CoiiroscrxoN
CARBON-STEEL ORADES

Chemlcal elements GradesA G(rade 0 Gra.o Dand D

Percent Percen 1Percnt
Carbon, maximum..... (1) 10. 35 (1)
Manganese, maximum. 0.00 .00 0.00
Phosphorus maximum. .05 2.05 .05
Sulfur, maximum ..... .05 2.05 .05
Silicon, maximum ...... () )

I When flanges will be subject to are or gas welding,
the carbon content shall not exceed 0.35 percent, When
the carbon is restricted to 0.35 percent, maximum, itmay bo neces-ory to add silicon to tho composition for
grade B or D and for the heavier thckn1ess of Prado A
or 0 flanges in order to meet tha requited tonsil0 prop-
erties. Th slilcon content shall not exceed 0.30 percett.

2 The phosphorus and sulfur content may each b
0.055 percent In determining chemical compoilion by
check analysis.



TAfLE 51.40-2. -CIIEUICAL COMPOSITIO3-ConUnucd

A.LOY-ST5 L G E.3

Identification symbol - Fl F3 F4 FS F 1 r7 Fit

Grade-_ . - Carbon- Chromium- Nickel-chromern- 41 = m. n L3 8~rernt Cbrcalua- Chrc'aaa-
molybdenum molybdenum molsdy nuzn chreadu chrmium msiYtdzn .-

Caro_......pernL. 0.35 mAxfmum.... 0.15 to 0 .... 0.35 to 0.45 ...... 0.-3 ilimum.... 0.12 r-iium ---- G). to .... 0.25 to 0.4.
Angimanese. ---......- d..o-. 0.30to 0.8)...... 0.40to0.03..... 0 to01.0....M. . 0M to00...... 0-0 .Sain -.... 43 to OL.-.-- 1M to 110.
S rs, maximu ._.do__ 0.05 ........... 0 ............ 0.04 - 0...... 0.... I074.. 1X2.

PSphus, mxlmm... do... 0.0 L .3............ 0.04-3..G5 ... r... 0.......... 0.O......i 05.. _ 01.
Silicon ----- do.- 0.20]toO0..... 0.45 to 0.75... 0.0 mimum.-... 0,1 miu am. ._ 0.15 to P.45.. 0.40 to on-

Chromium ....- do ---.---------------.--- 1.50 to 2.0- OM t4.............0 to .......00__ 1.5 to 13zu- 0.50 to 1.10 _ 010 toMolybdenum .......... do... 0.40 to 0.G0....... 0.0 to 0.6f........ 0.O to 30........ '0.45 to 0.. 015 to 0.2L... 0.25 to Q.4,.TNiche . . . d..... ....... .m _-_5_to _._._

Titanium .....---- ----- do---- : -.- -- -- - - - 4 0 --- mm- ------------- '
Columbium .. ..-...... do ----. ..--- - - - ..------- ... ----....

Type ...... Austcnitli Etcc!3

Identification symbo t.. PS Pm 8 P F8t 1 I P12

IS chromium S chnomum 18 chrorum
Grade 18 chromium 8 niUcel 8 nickd 8 nlzkti M1 n'.1,i 20 natkrel

8 nickel modlfied, wvith mej.I d. with 1. with 8 chromlzzu scro.nzm
molybdenum coiutlum Utanunm

Carbone .............. do.t 0.03 mayinm - 0.03 maxImum ...... mO mmaumm ...... . 00 to 0.0 ..... 4maxmum.
Phosphorus, maximum -----...... do. 0.035 ..........---- 0.035.............. 0.---- ... . 0-.5 ...... 0. ....... 0..
Sulfurm ..... do.... 0.030 ........mum.... 0.003 m. u- 210------ m-- Xm......... m. ....... o r 0 006 ..
Silicon. .----------------- d....do.. 0.85 maimum ...... 0.83 m.x mum....... 0.85 mnxlxaum....... 015 m mmm..... 1.,0 to l.43........... 010 to 11..
Slfur, m--mu--- -- -------- U_ 0.030------m----- 0.0------ .3------ 0to- - 013..... ?.Co 3 .W
N ickeL] . . .d 8.00 mi

n
nim . 10.00 mnlmum. 013 minimum-... 0.W0 nnlmm..... 1.0 to .9 10.0 to 2W.

Chronm 1do 8.0 minimum .. 17.00 mnlmum ...... 17.00 m[nlmum_.. 17. mlnlmum.. 710 to 0.00-.- 71O to 0.Ce.
M%2olybdenum_--1.... .. do .. 00 minimum.......... -

Tungsten- -....-----------... do ------ - .. . ..--- - - .------- ---...
Titamum .....-----------........... do ..-_ --- --- - - -(9 -- ::::
Columbium - do ---- I --- I- ........

a Either molybdenum or tungsten shall be used
:SMay be added.
'Grade F c shall have a columbium content of not les than ten times the carbon cent nd nct m o than I cr-ent.
'Grade FSt shall have a titanium content of not Iss than five times the carsn contcnt and mt mesa than 010 r-rccnL

§ 51.46 -0 Tensile properties. (a)
The material shall conform to the follow-
ing requirenents-as to tensile properties:

TABLE 5M-440 (8)-PSICAL PROERTIES

Tensile Yield Elonga- Reduc-Uoi=2 ion of
strength, point, ,inn2 tn

Grade mim- mud- - m-
mum mum mum mum

(P.aaT 1) (P'-~ (percet) (percent)

A_ .......... 6 r0,000 30,000 25 as
B --------. 70,000 36,00 22 C
C ----------. 60,0O0 30,000 22 35
D-....... 70,000 36,000 i8 24
FL ......... 70,000 4 ,010 25 35
F3--........ ,00 40,000 20 40
F4 ---....... -- _ 0,000 70,000 is f80
F5........ 60,000 6%000 22 50
F6...-- - 85,000 5500 25 60
F7 ------ 100,000 7%,000 18 rO
FIL --------- 100,000 70, 0O 17 0
F& ---------- 7,000 30,00 45 r50
110 --------- 80,000 35,00 40 60

M --- - 1 00O,000 4,00 50 Go

(b) The yield point shall be deter-
mined by the drop of the beam or halt in
the gauge of the testing machine, or by
the use of dividers at a crosshead speed
not to exceed ' inch per minute. Where
a definite yield point is not exhibited, the
yield strength corresponding to a limit-
ing permanent offset of 0.2 percent of
the gauge length of the specimen shall
be used instead. The tensile strength
shall be determined at a speed of not
to exceed 11A inches per minute.

(c) The yield strength, where given
shall be determined by an extensometer
readind to 0.0002 inch. The extensom-
eter shall be attached to the specimen
at the gauge marks and not to the shoul-

ders of the specimen nor to any part of
the testing machine.

§ 51.46-35 Hydrostatic tests. Valve
bodies or fittings and other pressure con-
taining parts shall be tested after ma-
chining to the hydrostatic test pressures
spedifled in tables 55.07-15 (elO) and
55.07-15 (ell)

§ 51.46-40 Test specimens. (a) The
tension-test specimens taken from the
forgings. billets, or bars shall be ma-
chined to the form and dimensions
shown In figure 51.04-35 () except as
specified in paragraph (b).

(b) In the case of small sections which
will not pcmit of taking the standard
test specimen specified In paragraph (a),
the tension test specimen shall be as large
as feasible and its dimensions shall be
proportional to those shown in figure
51.04-35 () The gauge length for meas-
urmg elongation Shall be four times the
diameter of the specimen.

(c) For purposes of tests, the neces-
sary extra forgings or test bars shall be
provided. The test specimen if cut from
a flange shall be cut tangentially from
the flange portion approximately mid-
way between the inner and outer sur-
faces and' approximately midway be-
tween the front and back faces. When It
is impracticable to provide extra forg-
togs for test purposes, test bars may be
made from the billet or bar, provided
they are given approximately the Same
reduction and heat treatment as the
forgings.

§ 51.46-45 Number of tests. (a) One
tension test at room temperature shall
be made from each melt In each heat-
treatment charge.

(b) If any test specimen -shows de-
fective machining, it may be discarded
and another specimen substituted from
the same melt and heat-treatment
charge.

(c) If the percentage of elongation of
any tension test specimen is less than
that prescribed in § 51.46-30 (a) and any
p t of the fracture is more than 3,1
Inch from the center of the gauge length,
as Indicated by scribe scratches marked
on the specimen before testing, a retest
shall be allowed.

§ 51.6-50 Retests. If any of the re-
sults of the physical tests of any test le.
do not conform to the requirements
specified, the manufacturer may re-treat
such lots but not more than twice and
retests shall be made as in § 5146-45 (a).

§ 51.46-55 Macro-etch tests. In case
of question as to the soundness of mate-
rial in any lot of forgings and its suit-
ability for the intended service, a macro-
etching test shall be made for each melt
present in the lot. Etching tests shall
;how sound and reasonably uniform ma-
terial, free from injurious laminations,
cracks, segregations, and Similar objec-
tionable defects. If on successive tests'
10 percent of any melt fail to pass the
requirements of the macro-etch test, all
forgings from that melt shall be rejected.

§ 51.46-60 Workomanshzp and ft.zsl.
(a) The forgings shall conform to the
slzes and shapes specified.
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RULES AND REGULATIONS

(b) They shall be free from Injurious
defects and shall have a workmanlike
finish.

§ 51.46-65 Marking. Identification
marks consisting of the manufacturer's
name or trade mark, primary service
pressure rating, grade of material" and
size shall be legibly stamped on each
forging, and in such position as not to
injure the usefulness of the forging.

SUBPART 51.49-ALLOY-STEEL BOLTING
MATERIAL

NoTz: In substantial agreement with A. S.
T. M. Designation: A 193-46T.2 

Certified ma-
terial-class B.

§ 51.49-1 Scope. (a) This specifica-
tion covers alloy-steel bolting material
for pressure vessels, valves, flanges, and
fittings for high-temperature service to
1,0000 P. The term, "boltfnig material"
as used in this specification covers rolled,
forged, or cold-drawn bars, and bolts,
screws, studs, and stud bolts.

(b) Fifteen grades are covered, includ-
ing 13 ferritic steels designated grades
BA, BB, BC, B4, B5, B6, B7, B7a, B1l,
B12, B13, B14, and B15, and two austen-
itic steels designated grades B8 and B8F.
Selection shall depend upon design, serv-
ice conditions, physical properties, and
high-temperature characteristics. Other
grades of material may be employed
provided they conform to the require-
ments of this specification.

(c) To meet the requirements 'of
grades BA, BB and BC, the following
types of alloy-steel may be sub-
mitted: nfckel, chronum-nickel, chro-
mium-vanadium, chromium-manganese,
nickel-chromium-molybdenum, or any
other types approved by the Comman-
dant.

(d) Nuts and washers for use with
this bolting- material are covered in
§ 51.49-50.

§ 51.49-5 Process. The steel shall be
made by one or more of the following
processes: open-hearth, electric-furnace,
or crucible.

§ 51.49-10 Discard. A sufficient dis-
card shall be made from each ingot to 0
secure freedom from Injurious piping and
undue segregation.

§ 51.49-15 Heat treatment. (a) Fer-
ritic steels shall be properly heat-treated
as best suits the characteristics of each
grade. Immediately after rollihg or
forging, the bolting material shall be
allowed to cool to a temperature below
the cooling critical range. The mate-
rials which are to be furnished in the
liquid-quenched condition shall then be
uniformly reheated to the proper tem-

IA. S. T. AT. grade designations I and II of
A 105 and A 181 may be used as alternate
markings for grades A, B, C, and D.

A copy of this A. S. T. M. specification has
been filed with this document in the Division
of the Federal Register. Copies are also on
file with the various Coast Guard District
Commanders for reference purposes.

perature to refine the grain (a group
thus reheated being known as a "quench-
ing charge") and quenched in some liq-
uid medium under substantially uniform
conditions for each quenching charge.
The materials which are to be furnished
in the normalized or air-quenched con-
dition shall be reheated to the proper
temperature to refine the grain land
cooled uniformly in air to a temperature
below the cooling critical range. The
material, whether liquid quenched or
normalized, shall then be uniformly re-
heated or "drawn" at a temperature at
least 1000 F higher than the proposed

operating temperature to which the rila-
terial will be subjected in service.

(b) For austenitic steels, heat treat-
ment shall consist of allowing the mate-
rial immediately after rolling or forging
to cool at a rate sufficiently rapid to pre-
vent injury to the material; reheating to
the proper temperature and holding at
that temperature for a sufficient time,
followed by rapid air cooling or by
quenching in a liquid medium.

§ 51.49-20 C hemt c al composition.
Each alloy shall conform to the require-
ments as to chemical composition pre-
scribed In the following table:

TABLE 51.49-20-CIEMICAL COMaPOSITION

Type................... Ferritic steels

Identification symbol ....... DA BB B0

Chemical elements Range Check earls- Check varia- Range Cheek varia.ton, over g Range tion, over I tion, over I

Percent Percet f Percent Pete Per ent Percent
Phosphorus maximum ... 0.04 0.005 0.04 0.005 0.04 0.005
Sulfur, maximbum ........... .04 .005 .04 .005 .01 .005

Type ....................... Ferrtule steels

Identification symbol- . B4 135 130

Grade ......... Nickel-chronium-molybde- 5 percent chromium 12 percent chromium
num (A. 1. .I. typo 501 modified) (A. I. S. I. type 410)

Check vara- Check vara- Cheek varna.
Chemical elements Range tlion, over or lRange tlion, over or Rango tlion, over or

under' under' under'

Carbon -------------------- 0. 38 to 0. 45 0.02 0.10 to 0. 30 0.02 0.15 max. 0. 01 over
Manganese ---------------- . 55to .76 .03 .3oto .60 .03 1.25mar. .G0over
Phosphorus, maximum ..... .04 .005 ove' .04 .005 over " '. 14
Sulfur, maximum ........... .04 .005 over .03 .005 over ''.0o
Silicon ... ---------------. 20to .35 .02 .oto .60 .03 .30 to.60 .05
Nickel -------------------- 1.60 to 1.95 .05 -------------- 05 .............
Chronium -----------------. 55to .75 .03 4.00to.00 .10 12.00toi4.00 .15
Molybdenum --------------- . 30 to.. 40 .02 .45to .65 .05 (a) .03 over
Tungsten ....................-------------------. --....... .. 
Vanadium ------------------- ............. :. . . . .
Selenium --------- -------------- -----------..-------------------------- 0.0 max. .0 ove
Zircomum ---- ------------- -------------- -------------- ------------- () ..............

Type ----------------------- Ferrltie steels

Identification symbol ------- B7 37a El

Grade --------------------- Chromium-molybdenum Chromium-hgh molyb- Tungsten-chromium van-
(A. I. S. 1. 4140 or 4142) denum adlum

Check Check Check
Chemical elements Range variation, Rangd variation Range variation,

over or over or over or
under I under I under'

Carbon -------------------- 0.38'to 0. 45 0.02 0.38o0.45 0.02 0.41to048 0.02
Manganese ---------------- . 75 to 1.00 .04 .76to1.00 .04 .25to .40 .03
Phosphorus maximum .... .04 .005 over .04 .005 over .04 .005 over
Sulfur, maximum .......... .04 .005 over .04 .005 over .04 o005 over
Silicon -------------------- . 20to .35 .02 .20to .35 .02 .20to .35 .02
N ickel ................... ., --
Chrom-um ........... . 0.05.8 to .----- 1 10 .05 1.O00t01.50 0Molybdenum --------------.. 15to .25 .02 .50 to :70 -- .05.......................
Tungsten-------------- -------------- -------------- ------------ . o.3 1
Va-umn ------------------.--.-----------.--.-------...------ ............-.- 201 to .30 .03selenium- -------------------- ------------- -------------- ------------ -------------Zironaum --------- - -------------- -------------- -------------- ------------- . .. ...

hUnless otherwise specified, separate determinations may vary from tihe specified ranges, except
that eIements" in any melt must not vary both above and below the specified range.

2 If sulfur Is added for machinabillty, phosphorus shall not exceed 0.04 percent.
'Phosphorus and/or sulfur and/or selenium shall total not less than 0.07 percent.
4 Sulfurized or phosphorized stebls are not subject to check analysis, unless misapplication i0

clearly indicated.5
Either element shall be used as specified.
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RULES AND REGULATIONS

TABLE 51.49-25 (a)-PHysIcAL PnoPEnrTiEs-Continued
AUSTENITC STEELS

Minimum Tensile Yield
tempering strength, point, E o ea,

lde Diameter, inhs temperin mini- mini- in 2 inches, of area,
mum, mum minimum, minimum,ture, *F. mum, mum,
P.l. E p... percent percent

18-and 118F-18 chre- All diameters ------------ 2 2000 76,000 30,000 * 35 to
mium-8 nickel regular
cnd free machining.

'Water quench.

(b) The yield point shall be deter-
mined by the drop of the beam or halt in
the gauge of the testing machine, or by
the use of dividers or other approved
method, at a crosshead speed not to ex-
ceed /8 inch per minute. Where a defi-
nite yield point is not exhibited, the yield
strength corresponding to a limiting per-
manent offset of 0.2 percent of the gauge
length of the specimen, shall be used in-
stead. The - 'offset method" .of deter-
mining yield strength as described in the
Standard Methods of Tension Testing of
Metallic Materials (A. S. T. M. Desig-
nation: E 8) of the American Society for
Testing Materials shall be followed. The
tensile strength shall be determined at a
speed of head not to exceed 1/2 inches
per minute.

§ 51.49-30 Test specimens. (a) The
tension-test specimens taken from the
bolting material shall be machined to
the form and dimensions as shown in
figure 51.04-35 (f) except as specified in
paragraph (b)

(b) In the case of small sections which
will not permit taking of the standard
tension-test specimen required in para-
graph (a) the tension-test specimen
shall \be as large as possible and its
dimensions shall be proportional to those
shown in figure 51.04-35 (f) The gauge
length for measuring the elongation shall
be four times the diameter of the speci-
men.

(c) Specimens for tension tests shall
be taken longitudinally. For sizes under
12 inches in diameter the full section
shall be turned to conform to the re-
quirements specified in paragraph (a)
For sizes 112 inches in diameter and
larger the specimen shall be taken half-
way between the center and the surface.

§ 51.49-35 Number of tests. (a) For
bars, one tension test shall be made fsm
each tempering charge. If more than
one heat-treatment charge is represented
in a tempering charge, one tension test
shall be made from each heat-treatment
charge. If more than one melt is repre-
senteAd in a heat-treatment charge, one
tension test shall be made from each
melt.

(b) One tension test shall be made for
each lot of 300 pieces or fraction thereof
of bolts, screws, studs, and stud bolts for
sizes 2y2 inches and under in diameter;
or for each lot of 100 pieces or fraction
thereof for sizes over 21/ inches.

(c) If any test specrmen shows de-
fective machining-or develops flaws,, it
may be discarded and another specimen
substituted.

(d) If the percentage of elongation
of any tension-test specimen is less than
that prescribed In § 51.49-25 and any
part of the fracture is more than % inch

from the center of the gauge length, as-
indicated by scribe scratches marked on
the specimen before testing, a_retest shall
be allowed.

§ 51.49-40 Retests. If the results of
the physical tests of any test lot do not
conform to the requirements specified,
the manufacturer may re-treat such lot
not more than twice, in which case two
additional tension tests shall ba made
from such lot, all of which shall conform
to the requirements specified.

§ 51.49-45 Finzsh. (a) Bolts, screws,
studs, and stud bolts shall be pointed and
shgll have A workmanlike finish.

(b) Headed bolts shall be semiflnishe',
hexagonal in shape, and in accordance
with the dimensions fqr the regular or
heavy series, as required, of the Ameri-
can Standard for Wrench-Head Bolts
and Nuts and Wrench Openings (ASA
No.. B 18.2-1941) Unless otherwise
specified, the American Standard heavy
hexagon series shall be used.

§ 51.49-50 Nuts and washers. Bolts,
studs, and stud bolts shall be equipped
with nuts conforming to subpart 51.55.
If washers are used under nuts they shall
'be of forged or rolled steel. All washers
shall be free from injurious defects and
shall have a workmanlike finish.

§ 51.49-55 Threads. Alloy-steel bolts,
stud bolts, and nuts, unless otherwise
specified, shall be threaded in accordance
with the American Standard for Screw
Threads for High Strength Bolting (ASA
No.. B 1.4-1945), sizes 1 inch and smaller
in diameter with the coarse thread series,
and 1 / inches and larger in diameter
with the 8-pitch thread series.

§ 51.49-60 Marking. The serial mark-
ing for identification of material and the
manufacturer's identification mark shall
be stamped on the top of the head of bolts
and screws, and on one end of studs, and
stud bolts.

SUBPART 5i.52-CARBON-STEEL BOLTING
IATERIAL

NOTE: In substantial agreement with A. S.
T. M. Designation: A 107-46,, and MSS Speci-
fication No. SP-39-1945.1  Certified mate-
rial-class B.

§ 51.52-1 Scope. This specification
covers carbon-steel bolting and nut
material for pressure vessels, valves,
flanges, and fittings for low temperature,
not exceeding 450' F. The bolting mate-

' Copies of these A. S. T. M. and MSS specl-
ficatlons have been filed with this document
in the Division of the Federal Register.
Copies are also.on file with'the various Coast
Guard District Commanders for reference
purposes,

rial shall be an open-hearth free-cutting
.teel. The nut material shall be of sul-
furized nut stock, either bessemer or
open-hearth steel.

§ 51.52-5 Process. (a) The steel-for
bolting material shall be made by the
open-hearth or electric-furnace process,

(b) The steel for the nut material
shall be made by the open-hearth,
electric-furnace or bessemer process.

§ 51.52-10 Manufacture. (a) Bolt
heads shall be formed by hot-working or
cold-working.

(b) Nuts shall be made by the hot-
process or cold-process, except that sizes

i/2 Inch and smaller machined from bar
stock may be furnished.

(c) Bolt threads shall be cut or rolled.
In no case shall the diameter of the un-
theaded' portion of the shank be lcm
than the minimum pitch diameter of the
thread.

§ 51.52-15 Stress relieving. When
heads and nuts are cold-formed, the
*material shall be heat-treated after the
last cold-forming operation to at least
9000 F and allowed to cool uniformly in
still air.

§ 51'52-20 Chemical composition. The
steel for the bolts and nuts shall conform
to the following requirements as to chem-
ical composition:

TABLE 51.52-20-CIENIICAL COIrOSITION

Ohamical elements Belts Nuts

Percent Percent
Carbon ------------ _--- 0.18 to 0,23 10,25
Manganese ----------------- .70to l.00 0.40 to 1.0
Phosphorus, maximum ---- I 5 12
Sulfur -------------------- to .13 .075to: iS

'Maximum.

§ 51.52-25 Tensile properties. The
material for b5olts shall conform to the
following requirements as to tensile prop-
erties:
Tensile strength, p. s. I ---- 60,000 to 00,000
Minimum yield point, p. s. I -------- 30,000

§ 51.52-30 Bend test. The un-
threaded portion of the bolt shall not
crack on the outside of the bent portion,
when bent cold through 1800 about a
radius equal to the diameter of the bolt.

§ 51.52-35 Stripping test. Nuts shall
have sufficient strength to stress a bolt
to the maximum tensile strength specified
in § 51.52-25 without nut threads strip-
ping.

§ 51.52-40 Brinell hardness test. Fin-
ished nuts shall have a minimum Brinell
hardness of 120.

§ 51.52-45 Test specimens. (a) The
tension test shall be made on a finished
bolt, with the load applied between the
head and a nut screwed on to full thread .
engagement.

(b) If the diameter and length of the
bolt will not permit the test specified in
paragraph (a), the shank of the bolt shall
be turned to a suitable gauge size, and
the specimen thus tested shall have a ten-
sile strength of not less than 55,000 p. s. 1.

§ 51.52-50 Number of tests, (a) One
tension and one bend test shall be made
for .each lot of 2,000"pieces or fraction
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thereof for sizes 1 inch and under in di-
ameter; and for each lot of 1,000 pieces
or fraction thereof for sizes over 1 inch
in diameter.

(b) If any test specimen shows defec-
tive machining or devolps flaws it may be
discarded and another specimen substi-
tuted.

(c) .The stripping and hardness tests
may be made on nuts selected as follows:
two nuts per keg for sizes % inch and
smaller; one nut per keg for sizes over
% inch, up to and including 11 inches;
and one nut per two kegs for sizes larger
than 1A inches.

§ 5152-55 Retests. If the results of
tests of any test lot do not conform to the
requirements specified, two additional
tests from the same lot shall be made,
each of which shall conform to the Te-
quirementsspecified.

§ 51.52-60 Workmanship and finish.
(a) The bolts and nuts shall be free from
milurious defects and shall have a work-
manlike finish. The screw end of the bolt
shall be convex or beveled.

(b) Nuts shall be unfinished or semi-
finished as required, hexagonal in shape,
and in accordance with dimensions for
the heavy series of the American Stand-
ard for Wrench-Head Bolts and Nuts and
Wrench Openings (ASA No.. B. 18.2-
1941) Unless otherwise specified, semi-
finished nuts shall be furnished.

(c) Bolts shall have regular unfinished
square head or heavy unfinished hexagon-
heads as required and the dimensions of
heads shall conform ta the American
Standard for Wrench-Head Bolts and
Nuts and Wrench Opemngs (ASA No.. B
18.2-1941) Unless otherwise specified,-
bolts having Amencan Standard regular
unfinished square hekds shall be fur-
nished.

(d) All bolts and nuts, unless other-
wise specified, shall be threaded in ac-
cordance with the American Standard for
Screw Threads for High Strength Bolt-
ing (ASA No.. B 1.4-1945) sizes 1 inch
and smaller in diameter with-the coarse-
thread series, and 1% inches and larger
in diameter with the 8-pitch thread
series.

(e) The bolt length shall be measured
from under-the head to the end of the
bolt.
SUBPART 51.55--CARON AND ALLOY-STEEL

NUTS FOR HIGH-TELIPERAfRE SERVICE

NoTE: Ifflsubstantial agreement with A. S..
T. 2L Designation: A 194-46.' Certified ma-
teril---class B.

§ 51.55-1 Scope. (a) This specifica-
tion covers steel nuts for bolts used in
high temperature servieeup to 1,000 ° F.

(b) Four classes of material are cov-
ered:

Class 1--for service temperatures not ex-
ceeding 750o F.

Classes 2 and 2H for service temperatures
not exceeding 850' F.

Class 4 for service temperatures up to and
including 1,0000 F.

'A copy of this A. S. T. L. specification
has been -filed with this ddcument in the
Division of the Federal Register. Copies are
also on file with the various Coast Guard
District Commanders for reference purposes.

No. 63---6

§ 51.55-5 Process. The steel shall be
made by one or more of the following
processes: open-hearth, electric-furnace,
or acid-bessemer.

§ 51.55-10 Fabrication. (a) Class 1
or 2 nuts shall be made by the hot-forged
or cold process, or machined from hot-
forged or hot-rolled bars.

(b) Class 2H or 4 nuts shall be made
by the hot-forged or cold-process, or ma-
chined from hot-forged or hot-rolled
bars and shall be heat-treated to meet
the required physical properties. These
classes of nuts shall be quenched and
tempered at a temperature not less than
850 ° F. for class 2H and not less than
1,1000 F. for class 4 nuts.

§ 51.55-15 Stress relieving. (a) Be-
fore tapping, all nuts made by the cold-
process shall be heated in the process of
manufacturing to a temperature of at
least 1,0000 F.

(b) Nuts made by the hot process or
from hot-forged or hot-rolled bars need
not be subjected to this stress relieving.

§ 51.55-20 C h e m t a a l composition.
Nuts shall conform to the following re-
quirements as to chemical composition:

TAnLE 5i.5-1_-CE~irAL Coixrosin

Cheical 0cments C12__1 CI Cz =4cr 211 '

Petct! Pa dt Fae
Carbon._..........5 .9 . 4 to MW

Phoophon, maxlmunm. .05 .0 .CI
SulIur, mamum. . .00 .Siliea........... .. s15

Molybdcnm............. .50

'Minimum.

§ 51.55-25 Hardness test. (a) Sam-
ples of each class of nuts shall show the
Brinell hardness specified below:

Timsr M125-23 (a)-Bar=nzL TUAL -.T-3

nut nut iirrC~l ln J trca!mcnt

(minimum) minimum)

--- -. -- ---......... . . . ... ' 2
2 -- ------ s-..... -... iai isO
2....... 24It 3f2 i 0

(1) In the finished condition.
(2) After the sample has been sub-

jected for 24 hours to a temperature of
8500 F. for class 1, 1,0000 P. for class 2 or
2H, and 1,100' F. for class 4, and then
cooled slowly.

(b) Hardness tests shall be made on
the side of the nut.

§ 51.55-30 Drift test. Class 2H or 4
nuts when machined from bar stock and
all other classes of nuts shall be capable
of meeting the following drift test: A
conical *mandrel, part of which has a
diameter equal to the nominal nut size,
shall be forced through the tapped hole
to the nominal nut size, cold, without
cracking the body of the nut. The test
may be cohtinued until the nut is broken
for the examination of the structure.

§ 51.55-35 Stripping test. Nuts of all
classes shall be capable of meeting the
following stripping test: A nut shall be

assembled on a piece of bolting matenal
held In a tension testing machine so that
a load Is applied to the nut. The threads
In the nut shall not strip when subjected
to a strem equal to 130,000 p. s. i. for class
1, and 150,000 p. s.1. for class 2, MH or 4,
figured from the mean diameter of the
bolt.

§ 51.55-40 Retests. If the results of
any physical test do not conform to th3
requirements specified, two additional
tests from the same lot shall be made,
each of vWhlch shall conform to the re-
quirements specified.

§ 51.55-45 Finish. (a) Nuts shall be
free from Injurious defects and shall
have a workmanlike finish.

(b) Nuts shall be semifinished, hex-
agonal In shape and In accordance with
the dimensions for the regular or heavy
series of the American Standard for
Wrench-Head Bolts and Nuts and
Wrench Openings (ASA No.. B 18.2-
1941). Unless otherwise specified, the
American Standard heavy series shall be
used.

(c) Nuts for use with alloy-steel bolts
or bolt studs shall be threaded, unless
otherwise specified, In accordance with
the American Standard for Screw
Threads for High Strength Bolting
(ASA No.. B 1.4-1945); size I inch and
smaller In diameter with the coarse-
thread series, and 1i inch and larger
In diameter with the 8-pitch thread
series.

SUBPART 51.S--STEEL CASTInGS

Nor=: In zubztantal agreement with A. S.
T. L. Dnlegnatlona: A 95-44, A 157-44, A 215-
44T, and A 217-4T.' Certified material-
clzi B.

§ 51.58-1 Scope. (a) This specifica-
tion covers steel castings for valves,
flange3, fittings, or other pressure con-
taining parts, of carbon-steel for service
at metal temperatures up to and includ-
ing 8501 P. and alloy-steel for service at
metal temperatures up to 1,000' F., and of
a quality suitable for arc or gas welding.

(b) Three grades of carbon-steel cast-
ings are covered, designated grades A,
WCA, and WCB, and 16 grades of alloy-
steel castings, including 14 ferrilic steels
designated grades CI, C3A, C3B, C4, C5A,
C5B, C6, Cll, C12, WC1, WCIA, WC2,
WC3, and WC4, and two austenitic steels,
designated grades C9 and CI0.

(c) Grades WCA, WCB, WC!, WCA,
WC2, WC3 and WC4, are suitable for
arc or gas welding.

d) Other grades may be considered
weldable when employing proper weld-
ing technique approved by the Com-
mandant.

§ 51.58-5 Process. The steels shall
be made by the open-hearth, electric-
furnace, or the crucible process.

§ 51.58-10 Heat treatment. (a) All
castings shall receive a heat treatment
proper to their deign and chemical com-
position.

2Cople3 of thess A. S. T. LL speofficationa
havo been filed with this document In the
Diviaio of the Federal Register. Coples are
alo on file with the various Cost Guard
DLict Commanders for referenco p=pu:pe.
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'In the eas ofgrades WO1, WC 2, WOO, and WC4 for each reductfcn cf 0.01 percenut kim ftto r:ze!£ i maxiaurarbn content, an merease cf 0.04 percent manganese above the ppclld maximum nul kao pe.niulci up ton a x-
mum ofil.1percent.

SThee unspeaified ailoying elementamay be peritted in grades WOI, WC2, wC3. nd wed analita l!d~
to the percent concentrations as indfcated in the table. The dtmlnatlon ci thce chunml ceiectba eta)! ta
matter of agrcement betp-een themnnlacturer and parebasr.

§ 51.58-20 Tensile properties. (a)
Steels used f6r the castings shall conform
to the following requirements as to tensile
properties:

TABLE S1.-20-PayscaL POPrETIEs

CA RON STEELS

Phyical requirements Grade Grade Grade
A WCA WeB

Tensile strength, minimum,
p.s.l- - 70,000 60,000 70,000

Yield point, mimmum, ps.L. 30,000 30,00 3CO
Elongation m 2 inches, mini-
mum, percent -------------- 22 24 22

Reduction of area, minimum,
percent ........--------- 20 35 .5

ALOY STEELS

Tensile Yid Elonga. Reduc-s l tion in tion ofsrnt2 inches, e,
Grade min- mn- minm- mini-

mum, mum, mum, mum,
P. s. L P.L. percent percent

CL -- 70,000 4,0 o 22
C3A --------- 0000 C0,000 18 to
C3B --------- 0,000 60,00 18 0o
C4 --- - 10,000 60,000 18
A . .-- go,0D 6(0,000 18

C5B---- ---- 0,000 60,000 18 0
C6 ---- - 8, o0 A0, 0 20 - 40
C ...... 70,000 3%000 35 40
CO_ ....... 60,00 0, 000 30 8.3
CU -- 100,000 65,000 18 20
C12- 0%000 00,000 18 .0
WCi..... 70,000 4,000 22 35
WC A. 70,0C 40,0 20 as
WC2... 60,000 3,%00 24 351
W3...... 70,0OO 40,000 22 35
WCL...... S0, 000 000 20 35

1 Grade WO1 when specified in the full-annealed con-

dition is designated grade WCIA.

(b) The yield point shall be deter-
mined by the drop of the beam or halt
in'the gauge of the testing machine, or
by the use of dividers, at a crosshead

-speed not to exceed Ya inch per minute.
Where a definite yield point is not ex-
hibited, the yield strength corresponding
to a limiting permanent offset of 0.2
percent of the gauge length of the speci-
men shall be used instead. The "offset
method"'of determining yield strength as
described in the Tentative Methods of
Tension Testing of Metallic Materials
(A. S. T. ML Designation: E-8) of the
American Society for Testing Materials
shall be followed. The tensile strength
shall be determined at a speed of head
not to exceed IYi inches per minute.

§ 5158-25 Bending properties. The
test specimens for all grades, excepting
grade C 9 in which case the bending shall
be through an angle of 1200 shall stand
being bent cold through an angle of 90*
to an imde diameter of one inch without
cracking on the outside of the bent
portion.

§ 51.58-30 Hydrostatic tests. (a)
Castings intended for use as pipe flanges
and flanged fittings shall be tested after
machining to the hydrostatic test pres-
sures specified in tables 55.07-15 (MO)
and 55.07-15 (ell) and show no leaks.

(b) Pressure containing castings other
than those specified in paragraph (a)
shall be tested to the hydrostatic pres--

sure required by section 54.01-40 of this
subchapter, and show no leaks.

§ 51.58-35 Test specimens. (a) For
castings having a net weight of not over
500 pounds, tension test specimens and,
when specified, bend test spechmens shall
be taken from test bars attached to spe-
cial blocks. For castings having a net
weight over 500 pounds, the test speci-
mens shall be taken from test bars at-
tached to the castings where practicable.
If the design of the casting is such that
test bars should not be attached to the
castings, the test bars shall be cast at-
tached to special blocks. Test bars from
which tension and bend test specimens
are to be taken shall remain attached to
the castings or blocks they represent un-
til presented for inspection, and shall be
heat-treated with the castings. Test bars
shall be provided in sufficient numbers
to furnish specimens for the tests re-
quired in § 51.58-40.

(b) Tension test specimens may be cut
from heat-treated castings Instead of
from test bars.

(c) Tension test specimens shall be
machined to the form and dimensions
shown in figure 51.04-35 )

(d) Bend test specimens shall be ma-
chined to 1 by V inch in section with
the corners rounded to a radius not over1Ao inch.

§ 51.58-40 Number of tests. (a) One
tension test and when specified, one bend
test shall be made from each melt in
each heat-treatment charge and from
each casting weighing 500 pounds net or
over.

(b) If any test specimen shows de-
fective machining or develops flaws, It
may be discarded, and another specimen
substituted from the same lot.

(c) If the percentage of elongation of
any tension test specimen is less than
that specified In § 51.58-20 (a) and any
part of the fracture Is more than , inch
from the center of the gauge length, as
indicated by scribe scratches marked on
the specimen before testing, a retest shall
be allowed.

§ 51.58-45 Retests. If the results of
the physical tests for any lot do not con-
form to the requirements specified such
lot may be re-heat-treated, but not more
than twice. Retests shall be made as
specified in §§ 51.58-20 and 51.53-25.

§ 51.58-50 Workmanship. (a) The
castings shall conform substantially to
the shapes and qIzes Indicated by the pat-
terns and drawings submitted by the
purchaser.

(b) Flanged castings from which the
flanges have been machined away to
make weld end castings shall not be fur-
nished under this specification.

(c) Welding ends shall be suitably pro-
tected against damage during shipment.

§ 51.58-55 Finish. (a) The castings
shall be clean and free from injurious
defects.

(b) The castings shall not be peened
or plugged to stop leaks.

(c) Welding repairs. For detail re-
quirements of repairs to defective stee
castings, see §§ 57.15-5 and 57.15-10 of
this subchapter.

A 51.58-60 Marking. Identification
marks consisting of the manufacturer's
name or trade mark, primary service
pressure rating, grade of material, the
melt number or-melt identification on
all pressure containing castings, and the
size shall be legibly cast or stamped on
each casting and in such position as not
to injure the usefulness of the castings.
suBM11T 5l.61-ALLEM Z N mnc!=sin

Nor=: In ub3tantinl agreement with A. S.
T. IS. Deolgnations: A 47-33 and A 197-33V•

Certifid materdl--cl-a B.

§ 51.61-1 Scope. This spe2fflcation
covers two grades of malleable iron cast-
Ings, designated grade A or grade B,
which may be used for pipe fittings,
valves, manifolds, connections, and nns-
cellaneous appliances, including pipe fit-
tings and valve parts to be manufactured
in advance and supplied from stock by
the manufacturer.

§ 51.61-5 Process. (a) Grade A cast-
ings shall be made by the air-furnace,
open-hearth, or electric-furnace process.

(b) Grade B castings shall be made by
the cupola process, and shall be produced
under regular chemical and physical
control.
(c) Irrespective of the process by

which the castings are made they shall
be free from primary graphite, or what
is lmown In the trade as a "frame," and
the manufacturer shall certify that no
primary graphite is present in any part
of the casting sections.
(d) Castings having a "frame," I. e., a

hard surface shell, shall be rejected.
Norz: The normal ctructure of malleable

Iron consists of crysalline grains of ferrite
throughout which are distributed emal
nodules of temper carbon. At times, due to
an Incorrect anneallng cycle, the cast n s will
be currounded by more or le- thics shell of
metal in which the carbon will be combined
to form the constituent knawn as pearl te.
As this constituent is much harder than fer-
rite, the shell of metal, or "frame, wi be
harder and more brittle than the core of
metal It rroundz, and coneuently 1=3s
able to rafely stand dynamic atrees.

§ 51.61-10 Tensile properties. (a)
The tenie test specimens shall conform
to the following minimum requirements:

M) The yield point Oall be deter-

mined by the drop of the beam or the
halt In the gauge of the testing machine.

§ 51.61-15 Test specamens. (a) Ten-
slon test specimens shall be of the form
shown In figure 51.61-15. Specimens

2 Copies f thee A. S. T. LLocifications
have been filed with this document in the
Division of the Federal Register. Copies are
ala on file with the various Coast Guard
District Commanders for reference purpeses.
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whose minimum diameter at the smallest
section is less than 1% inch shall not be
accepted.

(b) Manufacturers shall keep records
of the chemical composition and physical
properties of the test specimens for gradd
B castings which shall be available to the
inspectors.

Fxrun 51.61-15-Standard form of test speci-
men required for tension tests of-malle-
able iron castings.

§ 51.61-20 Number of tests - (a)
Grade A. (1) A set of three tension-test
specimens shall be cast from each melt,
without chills, usingheavy risers of suffi-
cient height to secure sound bars. Each
set of specimens so cast shall be an-
nealed with the castings they represent.

(2) If the first specimen conforms to
the specified requirements, or if, in the
event of the failure of the first specimen,
the second and third specimens conform
to the requirements, the castings of the
lot they represent shall be accepted, ex-
cept that any casting may be rejected if
its test lug shows that it has not been
properly annealed. If either the second
or third specimen fails to conform to the
requirements, the entire lot of castings
they represent shall be rejected unless
failure of one of the retest specimens
shall be due to a flaw, m which case test
specimens may, at the discretion of the
inspector, be cut from castings- in the
lot for an additional test.

(b) Grade B. Two tension-test speci-
mens shall be cast from-each 4 hours of
the run or fraction thereof. Patterns
for tension test specimens shall have
adequate risers to secure sound bars.
Specimens shall be suitably marked for
Identification as to date, cupola, and
approximate hour of pouring. Test speci-
mens shall be annealed with castings.

§ 51.61-25 Special tests; Grade A. (a)
Castings, if of sufficient size, shall have
cast thereon test lugs of a size propor-
tional to the thickness of the casting,
but not exceeding % inch by % inch in
cross section. On castings which are 24
inches or over In length a test lug shall
be cast near each end. These lugs shall
be attached to the casting at such a
point that they will not interfere with
the assembling of the casting and shall
be broken off by the Inspector.

(b) If required by the inspector, a
grade A casting shall be tested to destruc-
tion. Such a casting shall show good
tough malleable iron.

§ 51.61-30 Reannealing. Any grade
A castings rejected for insufficient an-
nealing may be reannealed once. The
reannealed castings shall be inspected,
and if the remaining test lugs, or cast-'
ings broken as specimens, show the cast-
ings to be thoroughly annealed, they
shall be accepted; if not, they shall be
finally rejected.

§ 51.61-35 Workmanship and fintsh.
(a) All castings shall conform substan-

RULES AND REGULATIONS

tially to the approved patterns or draw-
Ings, and also to gauges which may be
specified in Individual cases. The cast-
ngs shall be made In a workmanlike
manner. A variation of Ye inch per foot
will be permitted.

(b) Castings shall be free from in-
Jurious defects at surface or in any cross
section. /

§ 51.61-40 Marking. Valves, flanges,
and fittings shall be marked as required
by § 55.07-10 (f) of this subchapter.

§ 51.61-45' Inspection and rejection.
(a) The manufacturer shall be required
to keep a record of each melt from which
castings are produced, showing tensile
strength and elongation of test speci-
mens cast from such melts. These rec-
ords shall be available and shown to the
inspector whenever required.

(b) Castings which show injurious de-
fects subsequent to their acceptance at
the manufacturer's works may be rq-
jected and, if rejected, the manufacturer
shall be notified.

SUBPART 51.64-GRAY IRON CASTINGS FOR
VALVES, FLANGES, AND PIPE FITTINGS

NoTE: In substantial agreement with
A. S. T. 1d. Designation: A 126-40 Certified
material-Class B.

-§ 51.64-1 Scope. This specification
covers the following three grades of gray
iron for castings such as valve bodies,
fittings, flanges, including parts to be
assembled into valves, manufactured in
advance and supplied for- sale from
stock by the manufacturer, jobber, or
other dealer:

Grade A-Regular gray Iron.
Grade B-Higher-strength gray Iron In-

cluding the so-called sesnisteels used In
valves and fittings.

Grade C--High-test cast iron, whether reg-
ular or alloy composition.

§, 51.64-5 Process. The iron shall be
made by the cupola, air-furnace, elec-
tric-furnace, or other ,approved process.
The iron shall be produced under regu-
lar chemical and physical control and
shall be gray iron of high quality.

§ 51.64-10 _Chemeal composition.
Drillings taken from test ingots, broken
test specimens, or from castings shall
conform to the following requirements
as to chemical composition:
Phosphorus, maximum, percent ----- 0.75
Sulfur, maximum, percent ----------. 12

§ 51.64-15 Tensile properties. (a) The
tension-test specimen shallconform to
the following requirements as to tensile
strength:

TABLE 51.4--15 (a)-PHYSICAL PROPERTIES

Grade Grade Grade
A B 0

Tensile strength, miai'um,
p.s.1 ........--------------- 21,000 31,000 41,00

(b) After reaching a stress of 15,000
pounds per square Inch, the speed of the

I A copy of this A. S. T. M. specification has
been filed with this document in the Division
of the Federal Register. Copies are also on
file with the various Coast Guard District
Commanders for reference purposes.

crosshead of the testing machine shall
not exceed 1/s inch per minute.

§ 51.64-20 Transverse test. (a) The
transverse test shall be optional. When
transverse tests are made, the transverse
test specimen when placed horizontally
upon supports 12 inches apart and tested
under a centrally applied load shall con-
form to the following requirements:

TABLE 61.64--20 (a)-TnAusvrns. TEST

arade Grade Grado
A Ii a

Load at center, minimum,
pounds ---------- _------ 2,200 1, 300 4,000

Deflection at center, mini-
mum, insche ................ 0.10 0.12 0.12

(b) The rate of application of the
load shall be such that a central deflec-
tion of 0.10 Inch Is produced in from 20
to 40 seconds.

(c) In case the transverse test speci-
men varies from the specified diameter
of 1.20 Inches, a correction factor con-
forming to the following shall be ap-
plied:

TABLE 51.64-20 (c) CoPnEC'oN FAwoRS

Diameter of trans- Diameter of trals-
verse test specimen verse test specolmon
(inches) (Inches) -Con.

Correction Corrctiotn
factor factor

1.10 ------ 0. 770 1.21 ------ 1.025
1.11 ------- 791 1.22 ------ 1.051
1.12 ------. 813 1.23 ------. 1077
1.13 ------. 835 1.24 ------ 1,103
1.14 ------. 857 1.25 ------ 1,130
1.15 ------. 880 1.26 ------ 14 16B
1.16 .0-- 903 1.27 ------ 1,185
1.17 ------. 927 1.28 ....... 1.214
1.18 ------. 951 1.29 ....... 1. 24:1
1.19 ------. 975 1.30 ....... 1,271
1.20 ------ 1.000

§ 51.64-25 Mold. One mold contain-
ing one or more tension test specimens
and, when desired, one transverse test
specimen shall be poured at least twice
a day from each melt from which cast-
Ings are made under this specification.
The molds for these test specimens shall
be made from plate pattern, on a stand-
ard molding machine If possible, from
the same lot of sand and In the same
general way as that in which molds for
the castings are made. Each specimen,
shall be marked to show cupola orXur-
nace number, date, and hour when the
mold Is poured by either casting in the
mold or stamping the specimens as soon
as possible after shaking out.

§ 51.64-30 Test specimens. Tension-
test specimens shall'conform to the di-
mensions shown In figure 51.64-30, shall
be reasonably smooth and round at
breaking section, and, shall be tested
without machining except that the, en-
larged ends shall be threaded (134 inches
U. S. standard threads are recom-
mended) The cross-sectional area at
the breaking section shall be within plus
or minus 5 percent of 1 square inch and
the ultimate stress shall be calculated on
the minimum cross section.

§ 51.64-35 Tenszon-test apparatus,
Ball and socket specimen holders or
spherical-seated bearings or other device
which will Insure that the specimen,

-when under load, will be as nearly as



Wednesday, March 31,1948

possible m pure axial tension without
transverse stress shall be used in making
the tension test.

§ 51.64-40 Records. Records of the
chemical composition of the iron and
physical properties of the test specimens
shall be systematically made and main-
tamed.

§ 51.64-45 Workmanship and Anhsh.
The castings shall be sound, clean, free
from sand, of workmanlike finish, and
soft enough to machine well.

§ 51.64-50 Marktng. Valves, flanges,
and fittings shall be marked as required
by § 55.07-10 (f) of this subchapter.

SUBPART 51.67---COPPER-ALLOY PLATE

NoTE: In substantial agreement with
A. S. T. AfL Designation: B 171-4W' Certified
material--class B.

§ 51.67-1 Scope. This specification
covers three grades of copper-alloy rolled

TABLE 51.67-10-OnHzincL COUiPOS iloIN

Orade A Grade B Gra'd 0
Cheminal elements n I cprcr-alk a luoyinum

aly Lrcnza

Pecenl Pacerl pactr-!
Copper ...--..............-------------------------------- a. 00 to 61. W0 Rlcmlndcr flcmnindc
Tin_ -.....................-------------------------------------- --. Wto L00 I Wmxim

'
um ...........

Nickel ----- ...-.---------................----------- - ----- -- 29.0 to n3o 4.W to 7.CO
Manganese -------------------------- -------------------- 1.00 maximum .rotozoo
Lead ------------------------------------------------------.. a maximum . -

iron - ----------. . . ..-- - - - - - - - - - - - - ------- -. . . ... .... ... ... ... .10 mn x Im um . 3 m um 1.03 to 3.
Other impurities - ------ ......-------------------------------. 10 maximum---------- . maxnmUM
Zinc ---------------------------------------------------- Remalnder 1.00 m n ',m __
Aluminum ___ . - --- - ---- ------- to IL C

I In naval brass It shall be permissible to add arsenic or antimony or pbespborus up to 0.10 perraL

§ 51.67-15 Chemical analysis. (a)
Analysis shall be made on each lot of
5,000 pounds or fraction thereof.

(b) The sample for chemical analysis
shall be'taken by drilling or milling rep-
resentative plates in such a way that a
sample of the entire thickness of the
plates shall be obtained.

§ 51.67-20 Tensile properties. The
plates shall conform to the following
requirements as to tensile properties:

TABX 51.9-20-PHYEICAL paoPERaT=i

A I Naval brass ..............
B Copper-mckelalloy ......
0 Aluminum bronze.......

' Yield strength shall be determined as the stress pro-
ducing an elongation under load of 0.5 percent, that Is,
0.01 inches in a gauge length of 2 inches.

§ 51.67-25 Bending properties. The
bend-test specimen shall stand being
bent cold through 120* around a pin, the
diameter of which is equal to twice the
thickness of the specimen, without
cracking on the outside of the bent por-

'A copy of this A. S. T. M. specification
has been filed'with this document in the
Division of the Federal Register. Copies are
also on file with the various Coast Guard Dis-
trict Commanders for reference purposes.

tion. Aluminum bronze plates will not
be required to meet the bend test.

§ 51.67-30 Test specimens. (a) The
tension test specimens shall be machined
to the form and dimensions shown in
figures 51.04-35 (d) or 51.04-35 ()

(b) Bend test specimens from- plates
Y2 inch or over in thickness shall be 0.5
inch by 1 inch in section with corners
rounded to a radius of not Qver 'ac Inch.
In the case of thinner plates, the speci-
mens shall have the same- thickness as
the plate, with comers rounded to a
radius equal to one-fourth of the thick-
ness of the plate.

§ 51.67-35 Workmanshlp and flnish.
The plates shall be free from Injurious

4

W rI 'O E I

fGuan 51.64-30--Standard form of test rpecL-
men required for tension teats of gray Iron
castings.

Norz: The numbering on the teat -pccimen
shown In figure 51.64-30 Ia intendcd mply
to Illustrate a method of designatlon. In
the particular method shown. 12/8 retcr to
December 8, BI in the cupola number, and
the numeral 1 which follows chows the hour
cast (1 p. m.).

plate suitable for use as shells and tube
sheets of heat exchangers and unfired
pressure vessels. These grades shall be
designated grade A, naval brass; grade B,
copper-nickel alloy; and grade C. alu-
minum bronze. Grade A shall not be
used for temperatures exceeding 4060 P.
and grade B or C shall not be used for
temperatures exceeding 4500 F.

§ 51.67-5 Manufacture. (a) The plates
shall be hot-rolled to size from an alloy
made from lake or electrolytic copper in
combination with one or more of the fol-
lowing materials: copper, zinc, nickel.
aluminum, and tin.

(b) Clean new scrap resulting from
manufacturing operations upon material
conforming to this specification or com-
posed of materials of equal purity may
be used.

§ 51.67-10 Chemical composition. The
plates shall conform to the following re-
quirements as to chemical composition:

defects and have a smooth, clean surface
such as results from rolling operation.
The fracture shall be uniform in color
and grain throughout.

§ 51.67-40 Mar-lng. The name or
brand of the manufacturer shall be
lightly stamped on the thickness of each
plate and on an outside surface in two
places not less than 12 Inches from the
edges.

SUBPART 51.70-5SM ES BRASS P=
Nlo=a: In utantial greement with

A. S. T. U. Dalgnatlon: B 43-4.5 Certif. d
miaterial--Clam B.

§ 51.70-1 Scope. This specification
covers seamless red brass pipe In all
standard pipe size, both regular and
extra strong, suitable for steam, water,
compressed air, sanitary, and boiler feed
lines, and for similar purposes subject to
temperqtures not exceeding 4060 F.

§51.70-5 Manufacture. The pipe
shall be cold-drawn to size.

§ 51.70-10 Temper. All pipe shall
normally be furnished in the annealed
condition. The degree of anneal shall
be suficlent to show complete recrystal-
lization and to enable the pipe to meet
the test requirements prescribed in this
specification. The pipe may be fur-
nished in the hard-drawn condition in-
stead of the annealed condition.

§ 51.70-15 Chemical composition. The
material shall conform to the following
requirements as to chemical composi-
Uon:

TAR, 51.70-15-Cunxicar. Co=c=zsos

Copper, percent- - -- 83.0 to 86.CO
Lead, maximum, percent__• .CG
Iron, madxmum, percent-.. .. 05
Tin, maximum, percent- .. .... 15
Zinc Remainder

§ 51.70-20 Sampling for chemical
analysis. Drillings, millings, or chip-
pings for analysis shall be taken from
pipe representing 0.5 percent of the ship-
ment. Equal quantities shall be taken
from each pipe and thoroughly mixed /
together.

§ 51.70-25 Expansion test. (a) An-
nealed pipe shall stand an expansion of
25 percent of the inside diameter with-
out cracding, when expanded by a
tapered pin having a 600 included angle.

(b) As an alternate to the expansion
test for pipe over 4 inches in diameter in
the annealed condition, a sectiond inches
In length shall be cut from the end of one
of the lengths for a flattening test. This
4-inch specimen shall be flattened so
that a gauge set at three times the wall
thickness will pass over the pipe freely
througrhout the flattened part. The pipe
so tdsted shall develop no cracks or flaws

-visible to the unaided eye as a result of
this test. In making the flattening test
the elements shall be sl6wly flattened by
one stroke of the press.

§ 51.70-30 Mercurous nitrate test. A
test specimen 6 Inches in length shall
withstand, without cracking, immersion
for 15 minutes in an aqueous mercurous
nitrate solution containing 100 grams of
mercurous nitrate and 13 milliliters of
nitric acid (sp. gr. 1.42) per liter of so-
lution.

Zyu, LMX14J, lite
9000o1lI. co
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§ 51.70-35 Bending properties. In
the case of pipe required for bending,
annealed full sections of the pipe shall
stand being bent cold through 1800
around a pin the diameter of which is
one and one-half times the inside diam-
eter of the .pipe,-without cracking on the
outside of the bent portion, This test
shall apply only to sizes 2 inches and
under in outside diameter.

§ 51.70-40 Hydrostatic test. Each
length of pipe shall stand, without show-
ing weakness or defects, an internal hy-
drostatic pressure sufficient to subject
the material to a fiber stress of 7,000
p. s. i., determined by the following
formula for thin hollow cylinders under
tension. No pipe shall be tested beyond
1,000 p. s. I. unless so specified.

Dt (1)

Where:
PF=test pressure in p. s. I., 0

S=allowable unit stress of the material,
7,000 p. s. 1.

t=thickness of pipe wall In inches, and
D=outside diameter of pipe in inches.

§ 51.7045 Number of tests. A suffi-
cient number of pipes for purposes of
tests shall be taken at random to consti-
tute 0.5 percent of the shipment. One
expansion test and one mercurous nitrate
test shall be made on each pipe so se-
lected.

§ 51.70-50 Workmanship. The pipe
shall be commercially round and shall be
free from cracks, slivers, scale, and other
surface defects.

§ 51.70-55 Finish. All pipes shall be
bright annealed or acid cleaned after
final annealing.

§ 51.70-60- Retests. If a specimen. of
piping fails to meet the requirements of
§§ 51.70-25 to 51.10-40, inclusive, two ad-
ditional specimens may be taken, but
both of these specimens shall conform to
these requirements, otherwise the pipe
will be rejected.

SUBPART 51.73-SEAMLESS COPPER PIPE
NoTE: In substantial agreement with A. S.

T. M. Designation: B 42-46. Certified mate-
rial-class B.

§ 51.73-1 Scope. This specification
covers seamless copper pipe in all stand-
ard pipe sizes both regular and extra
strong to be used at temperatures not
exceeding 4060 F This material is suit-
able for boiler-feed lines, blow-off lines,
compressed air lines, salt and fresh water
lines, and for saturated steam lines.

§ 51.73-5 Manufacture. The pipe
snall be cold-drawn to size.

§ 51.73-10 Condition or temper. (a)
All pipe shall be normally furnished in
the hard-drawn condition.

(b) When pipe is required for bending,
the pipe shall be furnished with a proper
bending temper.

§ 51.73-15 Chemical composition.
The copper shall conform to the follow-

A copy of this A. S. T. M. specification
has been filed with this document in the
Division of the Federal Register. Copies are
also on file with the various Coast Guard
District Commanders for reference purposes.

ing requirements as to chemical compo-
sition:
Copper,' minimum, percent --------- 99.90
Phosphorus, maximum.-percent ---- 0.040

'Siver counting as copper.

§ 51.73-20 Sampling for chemical an-
alyszs. Drillings, millings- or clippings
for analysis shall be taken from pipe rep-
resenting 0.5 percent of the shipment.
Equal quantities shall be taken from
each pipe and thoroughly mixed.

§ 51.73-25 Expansion test. (a) An-
nealed pipe selected for test shall with-
stand an expansion-of 25 percent of the
inside diameter when expanded by a ta-
pered pin having a 600 included angle.

(b) As an alternate to the expansion
test for pipe over 4 inches in diameter in
the annealed condition, a section 4 inches
in length shall be cut from the end of
one of the lengths for a flattening test.
This 4-inch specimen shall be flattened
so that a gauge set at three times the
wall thickness will pass over the pipe
freely throughout the flattened part.
The pipe so tested shall develop no cracks
or flaws visible to the unaided eye as a
result of this test. In making the flat-
tening test the elements shall be slowly
flattened by one stroke of the press.

§ 51.73-30 Bending properties. In'the
case of pipe required for bending, an-
nealed full sections of the pipe shall stand
being bent cold through 1800 around a
pin the diameter of Which is one and
onehalf times.the inside diameter of the
pipe, without cracking on the outside of
the bent portion. This test shall-apply
only to sizes 2 inches and under in out-
side diameter.

§ 51.73-35 Microscopic examination.
The pipe shall be made from copper that
is free from cuprous oxide as determined
by microscopic examination at a 75X
magnification.

§ 51.73-40 Hydrostatic test. Each
length of pipe shall stand, without show-
ing weakness or defects, and internal
hydrostatic pfessure sufficient to subject
the material to a fiber stress of 6,000
p. s. 1. determined by the following for-
mula for thin hollow cylinders under ten-
sion. No pipe shall be tested beyond a
hydrostatic pressure of 1,000 p. s. i. unless
so specified. At the option of the manu-
facturer annealed pipe with wall thick-
nesses up to 0.083 inch may be tested In
the hard-drawn condition, prior to an-
nealing.

p 2St
D

where:
P= pressure in pounds per square inch,
S= allowable unit stress of the material,

6.000 p. s. I.,
t= thickness of pipe wall in inches, and

D= outside diameter of the pipe in inches.

§ 51.73-45, Number of tests. (a) A
sufficient number of pipes for purpose of
tests shall be taken at random to consti-
tute 0.5 percent of the shipment. One
expansion test shall be made on each pipe
so selected.

(b) If any specimen fails to conform to
the requirements of §§ 51.73-25, 51.73-30,
51.73-35, and 51.73-40, two additional
specimens may be taken, each of which
shall conform to the requirements
rpecjlied -

§ 51.73-50 Workmanshp. The pipe
shall be commercially round and shall
be free from cracks, seams, slivers, scale,
and other surface defects.

SUBPART 51.17-BRONZE CASTINGS

No-E: In substantial agreement with A. S.
T. M. Designations: B 62-46, B 61-40, and
B 143-46T.1 Certified materlal-class B.

§ 51.76-1 Scope. This specification
covers four grades of alloy castings desig-
nated as follows:

(a) Grade A (ounce metal) for pres-
sure-containing parts of valves and pipe
fittings which are subjected to working
pressures up to 150 pounds per square
inch or temperatures not exceeding 3661
F.

(b) Grade B (steam bronze) for pres-
sure-containing parts of valves and pipe
fittings, also boiler mountings, expansion
joints, and similar appliances which are
subjected to steam pressures up to 300
pounds per square inch or temperatures
not exceeding 4500 F and for hydraulic
or compressed air service at higher pres-
sures where the temperature does not
exceed 150* F

(a) Grades CIA and CIB ("G" bronze)
for valves, pipe fittings, bolts, nuts, and
pressure vessels where higher tensile
strength and resistance to salt water
corrosion are required, and which are
subject to steam pressures up to 300
pounds per square inch or temperatures
not exceeding 450° F and for hydraulic
or compressed air service at higher pres-
sures where the temperature does not
exceed 150 ° F
§ 51.76-5 Manufacture. (a) The al-

loys may be made by any approved
method.

(b) The castings shall be of uniform
quality.

(c) The castings shall be made In ac-
cordance with such practice as to ob-
tain the physical properties prescribed
in this specification.

§ 51.76-10 Chemical composition. The
alloy shall conform to the following re-
qdirements as to chemical composition:

.TABLE 51.76-10-CESlUCAL Couirosi 0ioi

Grade A Grade i
85-5-5-5 ounce Steam bronzemetal

Chemical elements

Mini- Mail. Mint- Ma.
mum mum mum mumi

Percent Percent Percent Percent
Copper ------------- 81.0 80.0 80.0 0%,0
Tin ----------------- 4.0 0.0 6.5 0.5
Lead ----------- 4.0 0.0 1.0 2,0
Zino, ............ 4.0 0.0 .0 6.0
Nickel -------------- 1.00.........1.00
Iron --------------- --------------- 23
Phosphorus ---------------- ---- .05

Grade CIA Grade l
83-10-2 11O' 8-8-4 "W,"

bronze bronze
Chemical elements

Mini- Maxl- Mini. Mal-
mum mum mum mum

Percent Percent Percent Percent
Copper ----- -... 86.0 89.0 80.0 89.0
Tin--------------0.0 11.0 7.5 0.0
Lead --------------------- ---.. 30 ........ .30
Zinc -------------- 1.0 3.00 1.0 5.0
Nickel --------------- 1. 00--------1.00
Iron ----------------------- 15 .15
Phosphorus ------- ...... . 05 ........ .05

I In determining copper minimum copper may be
calculated as copper plus nickel.
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§ 51.76-15 Chemical analysis. The,
sample for chemical analysis shall be
taken by drilling or cutting thae test cou-
pon or sprue in such a manner as to be
representative of the entire cross section.

§ 51.76-20 Tensile properties. (a) The
alloys shall conform to the following re-
quirements as to tensile properties:

TABix 51.76-20-PsitcAr. PrOPESrm

Grades
PhysfaLrequireinents Grade Grade CIA

A B end
C1B

Tenwl strength, minimum,
p I............------------ Z,000 M30C 40,00W

Yied strength, mmin mm;
P. LL 1 14,000 16,000 1 , 00)

Elongation in 2 inches, mini-
inum, percent ............ 20 22 20

(b) The yield strength shall be deter-
mined as the stress producing an elon-
gation under load of 0.5 percent, that is,
0.01 inch in- a gauge length of 2 inches.

§ 51.76-25 Test specimens. (a) The
tension test specimen shall be machined
from a coupon to the form and dimen-
sions shown in figure 51.04-35 (M

(b) The coupon attached to the cast-
mg shall conform to the dimensions
shown in figure 51.76-25 (b) and it shall
not be chilled. The fin gate along the
side shall -be not less than %a inch in
thickness at any point along its length.

j- 6- - -- i I-r-jiT

F=oM 51.7e-25 (b)-Standard form of test
specimen coupon required for tension tests
of bronze castings.

(c) Alternate test specimens approved
by the Commandant may be used In lieu
of the machined test specimen as re-
quired by paragraph (b)

§ 51.76-30 Number of tests. (a) Each
casting weighing 250 pounds or more
shall have, if practicable, at least one
test coupon attached. The responsibility
of furnishing sufficient test specimens
shall rest with the manufacturer.

(b) In the case of castings weighing
less than 250 pounds each, except as
specified in paragraph (d) at least one
test coupon shall, if practicable, be at-
tached to one or more castings from each
melt or from such groups of melts as the
-inspector mayspecify, but in no case shall
a group consist of more than 1,000
pounds of castings.

(c)-In the case of castings where, in
the opinion of the inspector it is imprac-
ticable to attach a test coupon to the
casting, bars shall be cast separately In
sand. At least one test bar shall be
poured from each melt of metal, or such
groups of melts as the inspector may

FEDERAL REGISTER

specify, but In no case shall a group con-
sist of more than 1.000 pounds of cast-
ings. The bars shall be cast from the
first metal poured from the melt, and the
Inspector shall witness the pouring of
the test mold.

(d) In the case of grade CIA or ClB
castings, three test coupons shell be
poured from each melt of metal or such
groups of melts as the purchaser may
specify, but in no case shall a lot consist
of more than 1,000 pounds of castings,
except if individual castings welh more
than 1,000 pounds. The inspector shall
witness the pouring of the test melts.

(e) If any test specimen shows defec-
tive machining or reveals casting defects,
It may be discarded and replaced by an-
other specimen selected by the Inspector.
If additional test coupons are not avail-
able, the replacement specimen may be
taken from the body of a casting selected
by the Inspector to represent the lot. In
the case of grade CIA or CIB castings the
two remaining specimens shall be tested.
If the average properties of the two re-
maining specimens conform to the re-
quirements speeifled the lot shall be ac-
cepted.

§ 51.76-35 Workaanship and finish.
(a) The castings shall be free from blow-
holes, porosity, hard spots, shrinkage de-
fects, or cracks, or other injurious defects
and shall be smooth and well cleaned, be-
fore inspection, by sand blasting, turn-
bling, chipping, or other process accepta-
ble to the inspector.

(b) The castings shall not be repaired,
plugged, welded or "burned in," unless
permission from the inspector has been
previously secured. This permLsion will
be given only when the defects are such
that after the approved repair the use-
fulness and strength of the casting has
not been impaired. Each such repair
shall be encircled by a ring of white paint
at the time of shipment.

(c) All castings shall be true to pat-
tern, free from swells, etc. Wall thick-
ness shall be uniform throughout the lot
of castings and all cores shall be accu-
rately set.

(d) Where thick and thin sections join,
the manufacturer, shall be permitted to
add (where not previously provided)
fillets of proper size to avoid cracking
upon cooling, subject to the acceptance
by the inspector.

§ 51.76-40 Marking. Valves, flanges,
and fittings shall be marked as required
by § 55.07-10 (f) of this subchapter.

§ 51.76-45 Certification. Mlnufac-
turers are required to file afidavits with
the Commandant, In accordance with
§ 57.20-15 of this subchapter, certifying
that all castings intended for marine
service will comply with this specifica-
tion.
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SUBPART 52.50-URNACES AND-FLUES
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52.50-1
52.50-5
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Definitions.
Materials.
Computations.
Detail requirements.

SU13PART 52.55-BOILER AND SUPERHEATEP TUBES

52.55-1 Definitions.
52.55-5 Materials and workmanship.
52.55-10 Computations.
52.55-15 Detail requirements.

SUBPART 52.O---SUPERHETERS, HEADERS, WATER
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62.60-1 Definitions.
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52.65-1 Definitions.
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52.70-1 Definitions.
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52.70-35 Dry pipes.
52.70-40 Fusible plugs.
52.70-45 Pressure gauges.
52.70-50 Water indicators.
52.70-55 Salinometer cocks.

AUTHORITY: §§ 52.01-1 to 52.70-55, inclu-
sive, issued under R- S. 4405, 4417a, 4418, 4426,
4427, 4429, 4430, 4431, 4432, 4433, 4434, 4453,
and 4491, as amended, see. 14, 29 Stat. 690,
41 Stat. 305, 49 Stat. 1544, 54 Stat. 346, and
see. 5 (e), 55 Stat. 244, its amended; 46 U. S. C.
863, 366, 367, 375, 391a, 392, 404. 405, 407,
408, 409, 410, 411, 412, 435, 1333, 50 U. S. C.
1275; and sec. 101, Reorg. Plan No. 3 of 1946;
11 F. R. 7875.

SUBPART 52.01-PROCEDURE AND GENERAL
REQUIREMENTS

§ 52.01-1 Definitions-(a) Main
boiler A main boiler is a steam boiler
used for generating steam for propulsion
purposes on shipboard.

(b) Auxiliary boiler An auxiliary
boiler is a steam boiler used for all pur-
poses on shipboard for which steam may
be required other than propulsion.

(c) Donkey boiler A donkey boiler is
a steam boiler installed on a vessel for
occasional use for any purpose for which
steam is reqmred other than propulsion.
(d) Pressure vessel. A pressure vessel

is an unfired vessel containing gases, lha-
pors, or liquids under pressure. (See
§ 54.01-10 of this chapter.)

(e), Water-tube boiler "A water-tube
boiler Is a steam -boiler in which the
boiler tubes contain water, and is com-
posed generally of drums, headers, and
tubes.

(f) Internally fired fire-tube boiler
An internally fired fire-tube boiler is a
steam boiler containing furnaces, one or
more combustion chambers and tubes
or flues through which the products Of
combustion pass from the furnice to the
uptake. In such boilers no part of.the
shell is in contact with the fire or prod-
ucts of combustion.

(g) Externally fired fire-tube or flue
boiler An externally fired fire-tube or

flue boiler is a, steam boiler, part of the
outer shell of which is exposed to fire or
to the products of combustion, and con-
taining flues through which such prod-
ucts pass from the furnace to the uptake.

(h) Factor of safety. Factor of safety
Is the ratio of the ultimate strength of
the material to the working stress.

(i) Pressure or p. s. z. Pressure or
p. s. i. is the gauge pressure or the pres-
sure above atmospheric pressure in
pounds per square inch.

(j) Deszgn pressure. Design pressure
"is the theoretical bursting pressure of the
weakest part of a boiler, pressure vessel,
or piping divided by its factor of safety.

(k) Maximum allowable pressure. The
maximum allowable pressure of a boiler
and its superheater shall be considered
as the highest setting of the safety valves
on the drum.

(1) Temperature. A high temperature
Is a temperature above 5000 F., a low or
mfoderate temperature is a temperature
up to and including 5000 F

(m) Repair Repair is the restoration
of any damaged or impaired part to an
effective and safe condition.

(n) Alteration. Alteration is a struc-
tural modification of or departure from
an approved design or existing construc-
tion.

§ 52.01-5 Drawings. (a) Manufactur-
ers intending to construct boilers, or
other pressure vessels consisting prima-
rily.of riveted, welded, brazed, or seam-
less shells, to be installed on vessels sub-
ject to inspection by the Coast -Guard,
shall submit to the Officer in Charge,
Marine Inspection, in whose district such
boilers or pressure vessels are to be In-
stalled, drawings m triplicate whch shall
be fully descriptive of the boilers or pres-
sure vessels to be manufactured. These
requirements also apply to the steam and
water drums of water-tube boilers.

-(b) Manufacturers of water-tube boil-
ers, or other types of pressure vessels, or
of pressure fittings or appliances, to be
installed on vessels subject to inspection
by the Coast Guard, shall submit to the
Commandant drawings which shall- be
fully descriptive of the boilers, pressure
vessels, fittings, or appliances to be man-
ufactured. Such manufacturers shall
also upon request furnish to the Com-
mandant a sufficient number of copies
thereof for distribution by him to the
offices of all inspectors.

(c) The procedure specified in para-
graphs (a) and (b) shall apply also to
proposed alterations.

§ 52.01-10 Computations. It shall be
the duty of the Officer in Charge, Marine
Inspection, upon receipt of drawings of
a boiler or other pressure vessel, sub-
mitted to him for approval, to make cal-
culations of each component part of such
boiler or pressure vessel, using the for-
mulas provided In the various sections of
this part, and to make a record of such
computations to be filed with the draw-
ings. Such computations shall be headed
with a general description and identifica-
tion of the boiler or pressure vessel. In
making such computations, the minimum
tensile strength of the specified range of
the material shall be used.

§ 52.01-15 Conditions for approval.
(a) The Officer in Charge, Marine In-
spection, shall satisfy himself by exami-
nation of the drawings that the design
is satisfactory In the following particu-
lars:

(1) That It cdnforms to all of the re-
quirements of Parts 50 to 57, inclusive, of
this subchapter.

(2) That no design will produce unu-
sual stresses which are not fully provided
for by proper material or construction.

(3) That manhole or other openings
are adequate and so placed as to permit
easy access to the interior for inspection
or cleaning, and that no part of the in-
terior construction obstructs such open-
ings.

(4) That each part is of sufficient
strength for safe operation at the maxi-
mum pressure requested.

(5) That all Joints are designed in ac-
cordance with good engineering practice.

(6) That the proposed water level Is
shown ori the drawing and conforms to
the requirements of § 52.70-50.

(b) Upon determining that the design
of the boiler or pressure vessel complies
with all of the requirements herein specl-
fled,.the Officer in Charge; Marine Xn-
spection, shall approve the drawings and
record thereon the maximum allowable
pressure under which the boiler or pres-
sure vessel may be operated. He shall
thereupon return one copy to the manu-
facturer and file the other copy In his
office with the record of computations,
If the Officer in Charge, Marine Inspec,
tion, is not satisfied that the design com-
plies with the specified requirements, he
shall notify the manufacturer with a
written tatement, giving his reasons for
disapproval.

.§ 52.01-20 Appeals. In case the de-
sign Is disapproved by the Offider in
Charge, Marine Inspection, the manu-
facturer may appeal to the. Coast Guard
District Commander of the district, and
should the Coast Guard District Com-
mander sustain the Officer In Chargeo,
Marine Inspection, the manufacturer
may appeal to the Commandant. The
decision of the Commandant shall be
final,

§ 52.01-25 Certifications and affidavits
of manufacturers.' (a) In requesting In-
spection of a new boiler or pressure ves-
sel subject to inspection by the Coast
Guard, the manufacturer shall file with
the Officer in Charge, Marine Inspection,
a certification of a data report in tripil-
cate on form CG 2935 for boilers or form
CG 2936 for unfired pressure vessels.
(See § 57.20-5 or 57.20-10 of this sub-
chapter.)

(b) Manufacturers of class B mate-
rials, such as pipe, valves, ;fanges, fittings,
traps, separators, casting, forgings, etc.,
or appliances, proposed for.use on vessels
subject to InsPection-by the Coast Guard,
shall file at Headquarters affidavits duly
executed on form CG 935A certifying
that such materials or appliances will
be manufactured In accordance with the
regulations In this subchapter. (See
§ 57.20-15 of this subchapter.)

I For description of forms, see Subpart 57.20.
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§ 52.01-30 Certification required for
duplicate boilers. A manufacturer de-
sirng to construct any-boiler or pressure
vessel which is identical with a boiler or
pressure vessel previously approved by
the Officer in Charge, Marme Enspection,
shall not be required to resubmit draw-
ings, but shall submit to the Officer in
Charge, Marine Inspection, a certificate
that the proposed boiler or pressure ves-
sel conforms in every respect with draw-
ings previously approved. Such certif-
icate shall contain the boiler or pressure
vessel number, the drawing number or
numbers, and the date of approval. If,
upon examination, the Officer in Charge,
Marine Inspection, ascertains that the
said approved drawings meet the re-
quirements specified in § 52.01-15, the
manufacture of such boiler or pressure
vessel shall be authorized. In case of
disapproval of the request by the Officer
in Charge, Marine Inspection, the manu-
facturer shall have the right of appeal,
as specified in § 52.01-20.

§ 52.01-35 Auxiliary, donkey, low-
pressure, and hot-water boilers. (a) All
auxiliary and donkey boilers shall be de-
signed, constructed, installed, and in-
spected in accordance with the require-
ments specified in this subchapter for
main boilers, and shall be subject to the
same initial procedure and general re-
quirements.

(b) Low-pressure steam boilers used
exclusively for heating, and hot-water
boilers used exclusively for heating or for

-hot-water supply, the maximum allow-
able pressure of which does not exceed 30
pounds per square inch, shall conform to
the requirements of Part 53 of this sub-
chapter. Boilers of tbis type, the maxi-
mum allowable pressure of which exceeds
30 pounds per square inch, shall conform
to the requirements specified in this sub-
chapter for main boilers.

§ 52.01-40 Matenals and workman-
ship. All materials to be used in any
of the work specified in the various sec-
tions of this part shall be free from in-
junous defects and shall have a work-
manlike finish. The construction work
shall be executed in a workmanlike man-
ner with proper tools or equipment and
shall lie free from defects which would
impair strength or durability.

§ 52.01-45 Inspection of boilers under
construction. (a) When one -or more
boilers are under construction, manu-
facturers shall allow inspectors access to
such boilers at such times as the inspec7-
tors shall deem necessary* and it shall be
the duty of the-inspectors to determine
by actual observation or measurements
that the boilers are being constructed in
all respects in accordance with the ap-
proved design, and that the workman-
ship is good. The inspectors shall make
a record of the marks on the plates or
furnaces which are being assembled in
the boilers, which record shall be filed
with the corfputations referred to in
§ 52.01-10.

(b) Where boilers or pressure vessels
are constructed in one inspection dis-
trict for installation on a vessel in an-
other inspection district, the Officer in
Charge, Marne Inspection, in the former
district shall, upon request of the Officer
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in Charge, Marine Inspection, in the lat-
ter district, examine and report on such
boilers or pressure vessels and ascertain
that the proper materials are being used,
and that the workmanship Is good. The
inspectors' report shall include a record
of the markings on plates and furnaces
and shall be filed with the record of
inspection in the district where the boll-
ers or pressure vessels are to be installed.

§ 52.01-50 Boilers or pressure vcssels
of foreign vessels. (al Boilers or pres-
sure vessels of foreign vessels admitted
to American registry shall be inspected
in the same manner a- boilers on Amer-
can vessels. The hydrostatic test of such
boilers or pressure vessels shall be one
and one-half times the maximum allow-
able pressure under which they have
been operated at the first United States
inspection.

(b) This allowable pressure shall be
accepted as the basis for determining the
maximum allowable pressure where It is
not practicable or possible to secure a
record of the tests of the plates that en-
tered Into the construction of the boiler
or pressure vessel. The Officer In Charge,
Marine Inspection, may reduce the mold-
3hum allowable pressure if deemed neces-
sary after a close examination of the
general conditions or design of the boiler
or pressure vessel.

§ 52.01-55 Foreign-built pressure ves-
sels. For inspection and test of unfired
pressure vessels manufactured in for-
eign countries, see § 54.01-50 of this
subchapter.

§ 52.01-60 Alternatire materials or
methods of construction. If, in the de-
velopment of industrial arts, improved
materials or methods of construction are
developed, their use in lieu of those speci-
fied will be given consideration upon
formal application to the Commandant,
with full information as to their char-
acteristics, together with such scien-
tific data and evidence as may be neces-
sary to establish the suitability of such
materials or methods of construction for
the purpose intended.

§ 52.01-65 Repairs, replacements, or
alterations. No repairs, replacements, or
alterations, except emergency repairs,
etc., shall be made to boilers, pressure
vessels, their mountings or Internal fit-
tings, safety valves, piping systems, or
pressure appliances without prior ap-
proval by the Officer in Charge, Marine
Inspection. 'In the case of vessels built
subsequent to the adoption" of the regu-
lations in this subchapter, repairs, re-
placements, or alterations shall so far as
practicable be made with materials and
in the manner specified for new construc-
tion. Boilers built and installed prior to
the adoption of the regulations in this
subchapter may be repaired with mate-
rials and In the manner specified for new
construction in the regulations existing
at the time the boilers were constructed,
except that the use of cast iron valves,
mountings or attachments for repairs,
replacements, or alterations on existing
boilers and steam lines operating at pres-
sures exceeding 30 pounds per square

2These regulatlons aro in effect on and
after July 1, 1948.

inch Is prohibited. Emergency repairs,
replacements, or alterations shall be re-
ported as soon as practicable to the
Officer in Charge, Marine Inspection, in
the first inspection district where the ves-
sel may call after such repairs are made.

§ 52.01-70 Exxprimental dtermi nva-
tion of pressure rating. Where approval
Is requested for a boiler structure, pres-
sure vessel or any part thereof which, due
to its irregular form, process of manufac-
ture, or for any other reason, becomes a
new or difficult subject of accurate
mathematical analysis, the Commandant
may require a full-size specimen to be
furnished for the purpose of making any
tests which he may consider necessary to
determine a safe and fair pressure rating
for such pressure vessel or pressure part.

§ 52.01-75 Inspectors' deczszons. When
It bccomes necessary for inspectors to
make decisions on certain matters cov-
ered by the regulations in this subchap-
ter, they shall In making their reports
quote the section and paragraph num-
ber on which their decisions are based.
Whenever It is necessary to make deci-
slons in matters not specifically covered
by the regulations in this subchapter,
they shall in making their reports state
clearly the reasons which caused them to
arrive at such decisions.

§ 52.01-80 Boilers oan barges. Boilers
on existing barges required to be in-
spected and not constructed according
to the specifications prescribed by the
Commandant may be considered the
same as foreign-built boilers as specified
In § 52.01-50, and so treated.

§ 52.01-85 Alternative procedures to
gorern new designs or methods of con-
struction. When new procedures, de-
signs, or methods of construction are sub-
mitted for approval, the Commandant is
authorized to act regarding the approval
or disapproval of such new developments
for which no regulations have been pro-
vided.

S uPAIIT 52.05.=-CYLIMDICAL =,L

§ 52.05-1 Definitions--(a) Cylindri-
cal shell. The term "cylindrical shell" as
used In the regulations in this subchap-
ter means the cylinder forming the outer
envelope of a boiler or other pressure ves-
sel, or of a drum which is a part of a
boiler consisting of one or more plates
properly riveted, welded, or otherwise
joined or oK seamless construction as
hereinafter specified. (This does not
include curved tube sheets set forth in
rubpart 52A0.)

(b) Course. A course is a section of
a cylindrical shell which comes between
circumferential Joints. -

§ 52.05-5 Materials. (a) Steel plates
used for cylindrical shells shall be of
marine boiler steel conforming to the re-
quirements of subpart 51.04, except, that
cylindrical shells of riveted construction
not subject to the radiant heat of the
fire and designed for allowable pressures
not exceeding 150 pounds per square inch,
may be constructed of steel plates meet-
ing the specifications of subpart 51.22,
and which are tested, inspected, and
stamped in accordance with & 51.01-1 of
this subchapter.
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(b) Boiler shells may be of seamless
construction in accordance with require-
ments-of § 52.05-15, Boiler shells not
exceeding 18 inches in diameter may be
fabricated of electnc-resistance butt-
welded pipe In accordance with § 52.05-
20.

§ 52.05-10 Computations and factors
of safety. (a) Cylindrical shells shall
be In accordance with the following re-
lations of pressure and thickness, pro-
vided that shell plates for boilers shall
not be less than 1

/ inch thick Where
the thicknest of the shell* does not ex-
ceed 10 percent of the inside radius, for-
mula (1) or (2) shall be used; where the
thickness exceedt 10 percent of the in
side radius formula (3) may be used.

pSTE

•T=PR (2)
§E

~= F (RO2.-.-.j ' ) - (3)
FS (R0+R2)

where:
Pmaximum allowable pressure in pounds

per square.inch.
S-minimum of the range of tensile

strength of the shell material in
pounds per square inch.

T=minimum thickness of the shell in
inches.

R=nside radius of the shell in inches.
R.--outside radius of the shell in inches.
E=minimum efficiency of the longitudinal

joint (or relative strength of liga-
ment between tube holes or other
openings, whichever is least). (See
paragraph (b) and §§ 52.05-15 to
62.05-g5, inclusive, 52.10-10, 52.35-15
(g), and 52.40-5.)

F-Factor of safety, which shall not be
less than the following:

4.0 for shells, not exposedto fire or
products of combustion, wich are
seamless forged or have riveted
double butt strap longitudinal
Joints.

4.25 for steam or-water drums of
seamless steel pipe or electric-re-
sistance butt welded pipe not ex-

-ceeding 18 inches In diameter not
exposed to fire or products of com-
bustion, and for water drums of
water tube boilers, other than arc
or gas welded water drums.

4.5 for shells of the above-mentioned
types, except water drums of water
tube boilers, which are exposed to'
fire or the products of combustion
whether bare or covered with heat-
resisting material; also for arc or
gas welded drums for all purposes.

5.0 for shells of brqzed construction.
10.0 for cast steel for shells of'unfired

pressure vessels where the thick-
ness s not less than %r, inch and
does not exceed 2 inches.

12.0 for cast iron for shells of unfired
pressure vessels where the pressure
does not exceed 30 pounds per
square inch and the thickness is
not less than 1/4 inch,

(b) The efficiency factor E for riveted
joints and for ligaments between tube
holes or other openings shall be cal-
culated as set forth in § 52.10-10 (c).
For other than riveted joints, the appli-
cable values of E listed below shall be
used in the above formulas:
1.0 for seamless shells.
0.9 for class I arc or gas welded shells

(1 56.01-25), and for brazed unfired pres-
sure vessels (subpart 56.10).
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0.8 for class Ir arc or gas welded shells
(§ 55.01-30).

0.7 for shells of electric-resistance butt
welded pipe.

0.65 for class 3Ui arc or gas welded shells
(§ 56.01-35) not less than '/4 inch thick
where the longitudinal joint is of the dou-
ble welded butt type.

0.55 for class IIE arc or gas welded shells
where the longitudinal joint is of the single
welded butt or double velded lap type.

§ 52.05-1 Seamless shells. Shells
may be of seamless construction with or
without integral heads, provided the ma-
terial conforms to the requirements of
subpart 51.34 or 51.37 of this subchapter
for seamless pipe. In such cases, the
value of E m the formula (1) (2) or (3)
in § 52.05-10 shall be taken as 1.0:

§ 52.05-20 Electnc-reslstance butt
welded szeffs. Shells not exceeding 18
,nches in'diameter may be fabricated of
electric-resistance butt welded pipe made
of open-hearth or electric-furnace steel,
as ,specified n subpart 51,37 or 51A0 of
this subchapter. The maximum allow-
able pressure and minimum thickness of
the shells shall be computed by formulas
(1) and (2), or (3) in .§ 52.05-10, using
0.7 as the value of E. Holes for tubl,
nozzles, or other opemngs shall 'not be
drilled In the weld.

§ 52 05-25 Cylindrical shells pierced
for.tubes.' (a) Wher cylindrical shells
are pierced by a single line of tubes, or
by two or more lines well apart, the max-
imum allowable pressure and minimum
tnckness shallbe determined by formula
(1) (2) or (3) in § 52.05-10. For tube
lines other than those placed on the lon-
gitudinal joint, the shell shall, if neces-
sary, be either reinforced or thickened.

(b) The relative strength of the liga-
ments between tube holes which come in
a single line in a butt-strap Joint or re-
inforced shell, shall be computed by the
following formula:

(p-d)Tr  (1)
pT

where:
E'=relative strength of ligament. (See

§ 52.05-10.)
p=pItch of tubes, in inches. (For mini-

nium width of ligament, see subpart
52.40.)

d=diameter of tube holes, in Inches.
T=-thickness of shell, in inches.

T,= the aggregate thickness of the two butt
straps, or the shell and reinforcing
plate, in Inches.

(c) Reinforcing plates used to
strengthen the shell where pierced for
tubes shall be riveted to the shell. In-
side of the calking edge, the spacing of
the rivets shall be determined as for stays
for fiat surfaces,-as specified in subparts
52.30 and 52.35. The shearing strength
of the rivets securing the reinforcing
plate on each side of- the tube line shall
be at least equal to the required strength

,of the ligament of the reinforcing plate
between the tubes.

§ 52.05-30 Externally fired boilers.
The thickness of shell plates of externally
fired boilers shall not exceed 0.45 inch.

'Where nests of tubes are grouped to-
gether, as in drums of certain types of Water-
tube boilers, the plate shall be treated as a
curved tube sheet, as hereinafter defined in
subpart 52.40.

U

SUBPART 52.10-SHELL J.OITS

52.10-1 Approved types of Joitts.
(a) Joints of shells of boilers or other
pressure vessels are classified as follows:

(1) Riveted joints, which may be either
lapped or butt-strapped.

(2) Welded Joints, which shall be made
by the hammer-weld or other approved-
process.

§ 52.10-5 Materials and workmanship,
(a) The butt straps of riveted Joints shall
be of steel conforming with the specifi-
cations and requirements for the shell
plates.

(b) Rivets shall conform to the re-
quirements of Part 51, as follows:
Steel rivets ---------------- Subpart 51.10
Iron rivets ---------------- Subpart 51.19

(c) Rivet holes shall be drilled wholly
and fairly, preferably in position. After
drilling, plates and straps shall be dis-
assembled, burrs removed, and edges of
holes faired before the plates are riveted
together. Drifting of rivet holes is pro-
hibited.

(d) The edges of all plates and straps
of riveted joints shall be machined for
calking and shall be beveled to an anglo
of approximately 70* to the plane of the
plate and burrs removed. The material
removed In machining the edges shall not
be less than one-fourth of the thickness
of the' plate and shall in no case be less
than -y Inch.

(e) Plates and straps shall be so closely
fitted, metal to metal, as to require a min-
imum of calking to obtain tightness.
Split calking Is prohibited.

§ 52.10-10 Longitudinal riveted Joints
and computations? (a) The longitud nil
joints of drums and shelI4 of all boilers
the contract for construction of which is
signed on or after March 1, 1941, shall be
of riveted double-butt strap construction,
at least double-riveted.

(b) The longitudinal joints of exter-
nally fired fire-tube Or flue boilers shall
be located above the fire line of the set-
ting.

(c) The efficiency of riveted Joints is
the ratio which the strength of the joint
bears to the strength of the solid plate.
The efficiency of a riveted Joint lsdeter-
mined by calculating the breaking
strength of a unit section of the joint,
considering each possible mode of failure
separately, and dividing the lowest re-
sult by the breaking strength of the solid
plate of a length equal to that of tho
section considered. 'It shall be computed
in accordance with the following for-
mulas:

(1) For plate section:

P
(2) For rivet sectibn:

(3) For combined efficiency of plato In sec-
ond row and shearing strength of rivet In
outer row:

E= -+(3)

'It is assumed that the joints are of the
usual construction where the rivets are sym-
metrically spaced.
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(4) For combined efficiency of plate In sec-
ond row and crushing strength of butt strap
n front of rivet in outer row:

PDT n(4)

where:
E= efficiency of riveted joint in ratio to

solid plate.
P= pitch in inches of rivets in outer row.
p= pitch in inches of rivets in second row.
d= diameter of rivet hole, in inches.
M= total number of rivets per pitch P
n= number of rivets in outer row per pitch

P
T= thickness of shell plate, in inches.
t= thickness of butt strap, in inches.
a= sectional area of the driven rivet, in

square inches.
c= crushing strength of plate in front of

rivets. (Assumed as 95,000 pounds
per square inch.)

S= tdnsile strength of plate in pounds per
square inch.

8= shearing strength of rivets in pounds
per square inch of sectional area,
assumed as follows:

Iron rivets in single shear.. 38,000
Iron rivets in double shear- 76, 000
Steel rivets, grade A, in

single sheer ----------- 44,000
Steel rivets, grade A, in

double shear ---------- 88,000
Steel rivets, grade B, in

single shear_ -.----.------ 52,000
Steel rivets, grade B, in

double shear ----.........- 104,000
Alloy-steel rivets, grade C, in

single shear --------.. 60, 000
Alloy-steel rivets, grade C, in

double shear ......... ------- 120,000

(d) The maximum allowable pitch of
rivets an longitudinal joints shall be such
as to insure good calking.

(e) The distance between the center
lines of any two adjacent rows of rivets,
or the "back pitch," measured at right
angles to the direction of the joint, shall
in no case be less than twice the diameter
of the rivet hole. The "back pitch" of
the rivets shall be measured either on the
flat plate before rolling or on the middle
line of the plate after rolling. The diag-
onal ligaments between staggered rivets
shall have the proper strength as deter-
mined by figure 52.40-5 f2)

Cf) On longitudinal joints, the dis-
tance from the center of the rivet holes
to the calking edge of the plate before
calling, except rivet holes in the ends
of butt straps, shall be not less than one
and one-half and not more than one and
three-fourths times the diameter of the
rivet holes.

(g) Where the drums of water-tube
boilers are- pierced through the longi-
tudinal butt-strap joint for the purpose
of inserting tubes to connect the headers
to the drum, the combined thickness of
both butt straps shall be taken in com-
puting the efficiency of the ligament be-
tween tube holes. This efficiency shall in
no case be less than that required for the
riveted joint.

§ 52.10-15 Butt straps and computa-
tions. Ca) Thethckness of butt straps
shall be such as to permit efficient calk-
ing of the edges. Where the pitch of the
rivets is so great as to make effective
calking doubtful, as occurs in quadruple
riveting, the edge should be scalloped
around the outer rivets.

(b) The thickness of the outer butt
strap shall be not less than that deter-
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mined by the following formula, but It
shall in no case be less than % inch:

BT(P-d)8(-cL) (1)
where:

t- thiclmes of outer strap, in inche3.
T required thicknez= of shell plate, In

Inches.
P- pitch of rivets in outer rows, in Inches.
d= diameter of rivet holes, In inches.
K= ratio of pitch of rivets in outer row to

minimum pitch in inner rows.

(c) The thickness of the inner butt
strap shall equal t plus 0.125 inch, but is
not required to exceed the thickness of
the shell plate.

Cd) The thickness of butt straps on
drums of water-tube boilers pierced for
the purpose of inserting tubes to connect
th@ headers to the drums, shall be In-
creased If necessary to maintain the effil-
clency on which the allowable pressure Is
based.

(e) Butt straps shall be formed to the
curvature of the shell by rolling or
pressing.

§ 52.10-20 Circumferential Joints.
(a) The minimum strength of circum-
ferential joints attaching shells to heads
of boilers or other pressure vessels shall
bear the following ratios to that re-
quired for the longitudinal Joints of the
shell:

(1) Fifty percent when no part of the
load on the head Is supported by either
tubes or stays.

(2) Forty percent when one-half or
more of the load on the head Is sustained
by stay tubes, flues, or stays; except that
circumferential head joints of externally
fired fire-tube or flue boilers exposed to
fire or to the products of combustion,
shall have a minimum strength of not
less than 50 percent of that of the longi-
tudinal Joint.

Cb) The strength of the circumferen-
tial Joints connecting courses of the shell
shall be not less than 75 percent of that
required for the longitudinal Joints of
the shell except that in the case of ex-
ternally fired flue boilers the strenGth of
circumferential Joints need not exceed
60 percent of the strength of the longi-
tudinal Joint.

(c) Circumferential end Joints of shell
plates over i' inch thick and circumfer-
ential joints connecting courses of shells,
the required thickness of which Is over
J, inch, shall be at least double riveted.
Where the thickness of the shell plate
exceeds 1% inches for single-ended boil-
ers, and 1 1j inches for double-ended
boilers, the circumferential seams con-
necting shell courses shall be triple
riveted.

Cd) The distance from the centers of
rivet holes of circumferential joints to
the calking edges of the plate shall not
be less than one and one-half times the
diameter of the rivet holes.

§ 52.10-25 Welded Joints. (a) Weld-
ed joints shall be as specified In § 52.05-
20 or Part 56 of this subchapter.

(b) Arc or-gas welding shall be al-
lowed in the construction of boilers and
other pressure vessels for the purpose of
securing tightness in parts of riveted
Joints which are otherwise constructed
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fully In accordance with the regulations
In this subchapter.

SUIPA1IT 52.1S-D0MMs MID STEAM
CEMMZEYS

§ 52.15-1 Definitions-(a) Domes.
Domes are superstructures of shells, at-
tached by riveting or other approved
means. They generally consist of a cy-
lindrical shell with one end flanged for
attachment to the main shell and the
other end closed by a head which may
be integral with, riveted or welded to the
shell. The diameter of the dome shall
not exceed one-half of the diameter of
the shell.

(b) Steam cimneys. Steam chnn-
neys are superstructures ofrsteam boil-
ers which are fitted with a lining inside
of which the products of combustion
pass to the smokestack. They may be
constructed in the form of a dome inte-
gral with the boiler or as independent-
steam vessels connected by piping to the
boiler.

§ 52.15-5 Materals and wor:manshzp.
(a) Steel plates used in the construction
of domes shall conform to the specifica-
tions and requirements for the shell
plates. For steam chimneys the steel
plates used shall conform to the specifi-
cations and requirements of subpart 51.04
or 51.22, and which are tested, inspected,
and stamped n accordance with § 51.01-1
of this subchapter.

(b) Rivets shall conform to the re-
quirements of Part 51 as follows:
Steel .........- Subpart 51.16
Iron rivets- ..... Subpart 51.19

§ 52.15-10 Computations. (a) The
maximum allowable pressure on the shell
of domes and steam chimneys or the min-
imum thickness of shell required for any
given allowable pressure, also the effi-
clency of riveted joints, shall be computed
as specified for cylindrical shells and
joints in subparts 52.05 and 52.10.

Cb) Flat surfaces of heads of domes
and steam chimneys shall be stayed as
specified for surfaces to be stayed or rein-
forced In subparts 52.30 and 52.35.

(c) The maximum allowable pressure
on unstayed steam chimney linings, or
the minfimum thiclmess of such linings,
shall depend upon their type and shall be
computed in accordance withthe requirel
ments for furnaces and flues specified in
subpart 52.50.

(d) A cylindrical surface exposed to
external pressure and not entirely self-
supporting-shall be stayed in accordance
with the requirements of subparts 52.30
and 52.35, specifically § 52.30-10 (g)

(e) The strength of the rivets and of
ligaments between rivets in the flange at-
taching a dome or stream chimney to a
main shell shall be sufficient to give a
factor of safety of not less than six
against the full load acting on the head.
This factor of safety may be reduced to
not less than four when not less than 50
percent of the load on the head is car-
ried-by stays secured to the main shell

§ 5215-15 .Steam chzmney tngs.
Drain pipes shall be fitted to steam chim-
neys n which water is likely to collect.
Steam chimneys that are arranged to be
disconnected from main boilers shall be
provided with a safety valve not less than
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sure and inimum required thickness of
unstaydd flat heads, cover plates, blind
flanges, etc., shall be determined by the
following formulas:

3T2. p = --f,(1)
-CD'

T=D .- (2)

where:
D=diameter, or shortest span, measured

as ndicated In figure 52.20-10, In
nches.

P=maxlmum allowable pressure, In
pounds per square inch.

T=mmlmum required thickness of plate,
In Inches.

S=minimum tensile strength of tho heads,
m pounds per square inch.

0=0.81 for plates rigidly riveted or bolted
to shells, flanges, or side plates, as
shown In figure 52.20-10 (A); and
for Integral flat heads as shown in
figure 52.20-10 (B) where dimension
D does not exceed 24 Inches and the
ratio of thickness of the head to
dimension D is at least equal to or
greater than 0.05.

C=1.25 for heads forged integral with or
butt-welded to shells, pipes, or
headers as shown in figures 5220-10
(C) and (D), where the corner ra-
dius on the Inside is not less than
three times the thickness of the
flange immediately adjacent thereto,
and where the welding meets all the
requirements for circumferential
joints given In part 56, including
stress relieving and radiographic
examnation.

0=2.O for plates are or gas welded to the
inside of pipes or headers and other-
wise meeting the requirements for
respective type of arc or gas welded
vessel, Including stress relieving but
omitting radiographic examination.
The plate shall be welded Its entire
thickness as shown in figure 52.20-10
(E), with a fillet weld having a throat
n6t less than one aad one-fourth
times the thickness of shell or flat
head, whichever is smaller.

7.00 l~h,
C=l.50+ .0 ior plates bolted toHD

shells, flanges, or side plates, in such
a manner that the setting of the bolts
tends to dish the plate, and where
the pressure is on the same side of
the plate as the bolting flange, as
shown In figures 52.20-10 (F) and
(G).

where:
W-flange design bolt load, in

pounds.
7i=radial distance from the bolt-

circle diameter to the diam-
eter D, in inches.

H=total hydrostatic end force on
area bounded by the outside
diameter of the gasket or con-
tact surface, in pounds.

D=diameter, or shortest span,
measured as Indicated In fig-
ure 52.20-10, in Inches.

C=2.50 for plates having a dimension D
not exceeding 18 Inches inserted
into pressure vessels and welded
thereto as shown in figure 52.20-10
(H), and otherwise meeting the re-
quirements for the respective type of
class.3I welding including stress re-
lieving but omittn& radiographic
examination. The end of the pres-
sure vessels shall be crimped over to
an angle not less than 30' nor more
than 45* The throat of the weld
shall not be less than the thickness
of the pressure vessel or fiat head,
whichever is greater.

0=3.75 for plates screwed Into the end of
a pressure vc_-el having an inside
diameter D not excecdlnn 12 inches,
as shown in figure 5220-10 (1), or for
heads having an integral flano
screwed over the end of a pressuro
vezel having an nside diameter D
not exceeding 12 inches. The dcaign
of the threaded joint against failure
by shear, tension, or comprezsion re-
sulting from the end force duo to
pressure shall be based on a factor
of safety of at least 5 and the
threaded parts are at lea-t as strong
as the threads for standard piping
of the same diameter, and the head
shall be welded to the prcauro ves-
sel by means of a Eeal weld.

C=1.50 for plates inserted Into the ends of
pressure ve-els and held In place as
shown in figure 52.20-10 (J) where
nil possible means of failure, either
by shear, tension, or compression,
due to the hydrostatic end force. are
resisted with a factor of cafety of G.
Seal welding may be utcd..df de sred.

(b) Dk7ted hcads. (1) The maximum
allowable pressure and thickness of an
unstayed dished head, without manhole
or handholes, with the pressure on the
concave side shall be calculated by the
following formulas:

2S2'
-_S (3)RF

T-PRF 2s (4)
2S

where:
P=manimum allowable pressure, In

pounds per equare Inch.
T=minimum thickn= of plate, in

inches.
S=mlnmum tensile strength of the ma-

terial. in pounds per square Inch.
R=radius in Inches to which the head Is

dished, measured on the concave sido
of the head. Where two radii are
used, the longer shall b3 talen
as R.

F=8.33 for a plate head.
F=10.0 for a cast steel head.
F=12.0 for a cast Iron head.

(2) Where the radius R, to which the
head is dished Is less than 80 percent of
the inside diameter of the shell, the value
of R used in the formula shall be at least
80 percent of the diameter of the shell.

§ 52.20-15 Detail requirements-(a)
Openings in flatheads. (1) Unreinforced
openings in unstayed flat heads shall be
calculated in accordance with § 52.25-15
(a) For the calculated thickness T use
formula (2) of § 52.20-10 (a) and em-
ploy the outside diameter of the shell D
in this formula. For K use the ratio of
thickness T obtained as above to actual
thickness of the flat plate.

(2) Reinforced openings In. unstayed
flat heads, where the maximum diameter
of the opening does not exceed 50 per-
cent of the maximum allowable diameter
of unreinforced opening d, shall be de-
signed in accordance with § 52.25-20
where T is the thickness of the shell re-
quired by formula (1) of § 52.25-15 (a),
except that the required cross section
need only be 75 percent of that specified
in § 52.25-20.

(3) Where the maximum diameter of
an opening exceeds 50 percent of dimen-
sion D, the flat plate shall be designed as
a flange.

(b) Dished heads. (1) The radius to
which the head Is dished shall not be

greater than the diameter of the shell to
which the head Is attached. This will
apply to the longer radius where two
radii are used.

(2) A circular head without manhole
or handhole3 which is of a semi-elliptical
section In which half the minor axis (or
the depth of the head not including the
flange) Is at least equal to one-fourth of
the inside diameter of the head, shall be
made at least as thick as the required
thickness of a seamless shell of the same
diameter.

(3) When dished heads are of lesser
thicimess than called for by formula (4)
In § 52.20-10, and as modified by the pre-
ceding paragraphs, they shall be stayed.
The stays shall be designed to carry the
exc" pressure on the projected area of
the head over that considered in formula
(3) of § 52.20-10.

(4) If a dished head is formed with a
flattened spot or surface, the diameter of
the flat spot shall not exceed that alloed
for flat heads as given by formulas (1)
and (2) of § 52.20-10 and the minimum
thickness shall be computed by these
formulas, using C=2.0.

(5) The maximum allowable pressure
and the minimum thickness of an un-
stayed dished head without manhole or
handhole3 with the prsre on the con-
vex side shall be calculated by formulas
(3) and (4) of § 52.20-10, the maximum
allowable pressure thus determined shall
be allowed.

(6) The maximum allowable pressure
and minimum thickmes of dished cast-
steel heads, where permitted, shall be
calculated by formulas (3) and (4) of
§ 52.20-10.

(7) When a dishedheadhasaflanged-
In manhole or other access opening ex-
ceeding 6 inches In any dimension, the
thickness of the head shall be increased
by not less than 15 percent of the re-
quired thickness for a head computed
by formula (4) of § 52.20-10 but in no
case by less than inch. Such man-
holes or other access openings shall be
flanged Inwards to a minimum radius
measured on the inside of the plate of
not less than Va inch for plates up to
and including 11 inches in thickmess
and for plates exceeding 11' inches thick-
ness the radius shall be increased propor-
tionately. The minimum depth of the
flange measured from the outside of the
plate at the ends of the major axis shall
be determined by the following formula:

d=V-7 (1
where:

d-depth of flange, measured from the
outer face, In Inches.

T-thll es of the plate, In Inches.
w=minor ais of the opening, in inches.

(8) If more than one manhole or ac-
cess opening- Is Inserted In the head,
the thickness of which Is calculated by
this regulation, the minimum distance
between the opanings shall be not less
than one-fourth of the outside diameter
of the head.

(9) Where a dished head has a flanged
opening supported by an attached flue,
an increase in thickness over that com-
puted by formula (4) of § 52.20-10 is
not required.

(10) All other openings which require
reinforcement placed In an unstayed

171I
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dished head or an ellipsoidal head, in-
cluding all types of manholes, except
those of the Integral flanged-in type,
shall be reinforced In accordance with
§ 52.25-20, In the application of which
the head shall be treated as a shell of
the same diameter, thickness, allowable
pressure, and material; and, when so re-
inforced, the thickness of an unstayed
dished head may be the same as for a
blank unstayed dished head, and the
thickness of an ellipsoidal head may be
the same as for a -blank ellipsoidal head.

(c) Unreznlorced openngs zn dished
heads. Unremforced openings in dished
heads shall be governed by the following:

(1) The edge of any unreinforced
opening, excluding rivet holes, ,shall
come no closer to the line bounding the
spherical or ellipsoidal portion of the
head around a manhole than the distance
equal to.the thickness of the head, and
In no case, except for water-column con-
nections, shall It come within the part
formed by the corner radius of a dished
head.

(2) The maximum allowable diameter
of any unreinforced opening in a~head
shall not exceed that permitted by
§ 52.25-15 (a) for a shell of the same
diameter, thickness, allowable pressure
and material, nor shall it exceed 8 inches
In any case.

(3) The minimum distance between
the centers of any two unreinforced
openings, rivet holes excepted, shall eI-
determined by the following formula.

L A+B (2)

where:
L=distance between the centers of

the two openings, measured
on the surface of the head, in
Inches,

A and B=diameters of the two openings,
in inches.

K=same as defned in § 52.25-15 (a)
for the equivalent shell de-
scribed in paragraph (c) (2) of
this section.

SUBPART 52.25-OPENINGS AND
REINFORCEMENTS

§ 52.25-1 Definitions-(a) Openings.
Openings, as defined in this subpart, are
holes cut In shells or heads of boilers or
other pressure vessels, Including domes
and steam chimneys, for the purpose of
construction, Inspection, and cleaning.
They may or may not require reinforce-
ment.

Nom: Openings in the shells or heads of
boilers or other pressure vessels, including
domes and steam chimneys, for other pur-
poses than above defined (such as pipe con-
nections and mountings) are defined and
necessary reinforcement is' specified in
§ 52.25-20. For maximum diameter not re-
quiring reinforcement, see figures 52.25-15
(bl) and 52.25-15 (b2).

(b) Manholes. Manholes shall be of
elliptical form, the dimensions of which
shall be not less than 10 by 16 Inches or
11 by 15 Inches. The size 12 by 16 inches
Should be used wherever practicable.
Circular manholes having diameters'of
15 Inches may be permitted.,

RULES AND REGULATIONS

(c) Handholes. Handholes may be of
circular or elliptical form. The diameter
of a circular handhole or the minor axis
of an elliptical handhole shall be not
less than 4 Inches. This requirement
does not apply to small access openings
such as used in superheater headers.

(d) Inispection openings. Inspection
openings smaller than specified for
handholes are permissible where a hand-
hole opening is impracticable.

§ 52.25-5 Detail requirements. (a)
where elliptical openings are made in
the shell of a boiler or other pressure
vessel, the mnnor axis shall, as far as
practicable, be placed longitudinally.

(b) All manholes, handholes, and In-
spection openings shall be closed by
readily removable internal cover plates
which shall be held by one or more gird-
ers or dogs and bolts. The cover plates
shall beeformed with a projection to fit
within the opening with a radial clear-
ance not exceeding 'A6 Inch at any
point. This projection may be in form
of ,a raised face which shall protrude
straight out from the joint face within.
the opening not less than 2/2 inch on
manholes or % inch on smaller cover
plates.

(c) Externally fired boilers shall be
fitted with a manhole opening in the
lower front head beneath the flues. The
mimmum dimensions of such opening
shall be 10 inches on the minor axis and
16 Inches on the major axis. When shells
are less than 46 inches In diameter, hand-
holes 4 by 5 inches in size may be used In
place of manholes.

§ 52.25-10 Materzalg and Loorkman-
ship. (a) The material for reinforcing
plates around openings shall conform to
the requirements of the plate to be rein-
forced. When they are locally heated
for flanging or forming, they shall be
properly annealed.

(b) A forged nozzle or forged flange,
riveted or welded to the plate, may be
considered as reinforcement provided
that such fittings are properly designed
to compensate for the material removed.

(c) The cover plates for manholes
shall be of steel conforming to the spec-
ifications and requirements for the shell
plates. Handhole covers may be made
of steel conforming to the specifications
and requirements of the shell plates, or
of steel conforming to the specifications
of subpart 51.22, or of properly designed
steel forgings conforming to the require-
ments of subpart 51.46, or of properly
designed steel castings conforming to the
requirements of subpart 51.58.

(d) Manhole and handhole girders or
dogs may be steel or iron forgings,
pressed steel, or steel castings of proper
design.

(e) The material of bolts securing
girders or dogs and cover plates shall
conform to the requirements of subpart
51.07.

Cf) Rivets used in securing reinforcing-
plates to the shell or other structural part
shall conforin to the requirements of sub-
part 51.16 jor 51.19.

(g) The Inner radius of the bend of
any flanged opening In heads (except
manholes or other access openings as
specified In § 52.20-15 shall be: for fur-
nace attachments, not less than twice
the thickness of the plate flanged; for
flue~dttachments In externally fired boil-
ers, not less than one and one-half times
the thickness of the plate flanged.

(h) The riveted joint of a reinforcing
plate fitted to an opening In the shell or
other part of a boiler or other pressure
vessel, shall be properly calked along the
edge of the opening and the outer edge
of the reinforcing plate as specified In
subpart 52.10 for riveted shell joints.

(i) When handhole or other access
openings are made, a margin of not less
than 4 Inch shall be left when punching
operations are used, and not less than

a Inch shall be left when machine burn-
ing methods are employed. Such mar-
gins shall be machined or ground away
to relieve the metal of any stresses which
may be set up due to burning or punch-
ing operations.

C) The minimum width of bearing
surface for a gasket on a manhole open-
ing shall be 2/2 Inch. No gasket for use
on a manhole or handhole of any boiler
shall have a thickness greater than 1/4
Inch, when compressed.

§ 52.25-15 Computaltons. (a) An
opening In a shell or drum shall be rein-
forced If any dimension of said opening
exceeds 8 Inches, or the value given by the
following formula, whichever Is the least:

d =2.7 5 -DT(1)
PD

where:
d-maximum allowable diameter of unre-

Inforced opening, In inches.
T7minimum thickness of shell plate, in

Inches.
P-maximum allowable pressure, in

pounds per square Inch.
D-outside diameter of drum or shell, in

inches.
S=one-fifth of the minimum of the spe-

cified range of tensile strength of the
shell plate, in pounds per square
inch.

.E'=ratlo of computed stress in the solid
plate to one-fifth of the minimum
of the specified range of tensile
strength of the shell plate, Where
the value of AY equals or exceeds
unity use 0.99.

(b) (1) The maximum diameter of un-
reinforced openings may be determined
by use of diagrams, figures 52.25-15 (bl)
and 52.25-15 b2)

(2) To use the diagrams compute the
value of (DT) and also the value of AY as
shown In the preceding formula (2)
Next find on a diagram the vertical line
corresponding to the (DT) value and
follow this line vertically to the point
where the line representing the K value
Intersects. By projecting this point
horizontally to the left-hand edge of the
diagram, the maximum diameter of an
unreinforced opening may be read 'from
the scale.
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E452.25-20 Reinforced openings. (a)
An opening in a shell or drum with a
diameter greater than the maximum
unremforced opening permitted by
§ 52.25-15 shall be provided with rein-
forcement. Openings of the reinforced
type shall consist of one or more reinforc-
ing rings or flanges riveted or welded to
the shell and a nozzle or fitting welded

to the shell and/or welded to o
with the reinforcing flange.

(b) (1) The thickness of a
fitting welded to the shell, r
ring or flange shall be of a th
not less than extra heavy pipe
and standard weight pipe fo
pressure vessel and In no Instc
the nozzle wall thickness be less

determined by § 53.07-5 of this sub-
chapter.

(2) For nozzle fittings having a bolt-
Ing flange and an integral fl;nge for
riveting, the thickness of the flange at-
tached to the boiler shall also be not less
than the thickness of the neck of the
fitting.

(c) M circular or elliptical openings
of the reinforced type shall comply with
the following requirements:

(1) On a line parallel to the longi..
tudinal axis of the shell and passing
through the center of the opening, the
total cross-sectional area in the complete
reinforced opening Including the shell
and cross-sectional area of the welds
and reinforcing rings, If any, within the
limits defined by rectangle ABCD in
figure 52.25-20 Cc) shall be at least equal
to the area of the cross section EFGH
plus JKLM, obtained by multiplying the
shell thickness T required by section
52.05-10, usIng E=0.90, by twice the di-
ameter (d) of the opening less 2 inches.
The limits of rectangle ABeD are:

(1) A distance on each side of the cen-
ter line of the opening equal to the actual
inside diameter d of the opening in the
shell, defined by lines AD and Bc.

(11) A distance on each side of the
middle line of the actual thickness r, of
the shell equal to three times such actual

30 thickness, defined by lines AR and DC,
except that in no case shall the limits
extend along the tubular portion of the

h01b. n6zzle connection beyond the surface
lYP of the reinforcement more than two
and one-half times the thickness n of the
nozzle.

(2) On either side of the line parallel
to the longitudinal axis of the shell, as
determined in paragraph (c) (1) of this
section, the strength of the attachment
to the vessel of each separate part en-
tering into the construction of the rein-
forced opening shall be at least equal to
the tensile strength of the cross section

" of the reinforcing part within rectangle
ABCD, or to the tensile strength of a
cross-sectional area equal to the sum of
rectangles QFGR plus JSTZI, determinel
by multiplying the shell thickness T re-
quired by section 52.05-10, using E=Oq9M,
by diameter d of the shell opening less
2 inches, whichever tensile strength is
smaller. For riveted construction, the
strength of the attachment is the shear-
ing strength of the rivets, and for welded
construction, it is the strength of the
weld In shear or In tension, whichever is
smaller.

(3) When there are two or more adja-
cent openings, the limits for the open-
ings, defined by AD and BC, shall not be
considered to overlap, and In no case
shall any portion of a cross section be

20D considered to apply to more than one
, e0 opening.

td) Figure 52.25-20 (d) illustrates
ells. some types of arc or gas welded connec-

tions which are acceptable.
'r Integral (e) The unit qhear stress of a weld

shall not exceed 0.8 times the allowable
nozzle or stress In tension.

einforcing
ckness o (f For arc or gas welded connectios
or boilers in addition to complying with the rezu-

*r unfired lations given above in paragraph (c)
inca shall the following additional requlrements
than that shall be met:
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(1) Where the thickness t of the thin-
ner of the two parts being joined Is /
inch or less, the dimensions of the welds
shall not be less than the requirements
given In figure 52.25-20 (d)

(2) Where the thickness t Is greater
that 3/ inch, the dimensions of the welds
shall not be less than the requirements
given In figure 52.25-20 (d) using a
value of % inch for t in the formulas.

(g) When the end face§ of nozzles or
manhole necks alre to remain unwelded
In the completed vessel, these end. faces
shall not be cut by shearing unless at
least Y/ inch of the additional metal is
removed by any method-that will pro-
duce a smooth finish.

(h) The thickness of each independ-
ent riveted reinforcing flange or ring
shall not be less than given in table
52.25-20 (h)

RULES AND REGULATIONSo

TABLE 52.25-20 (h)-InISIUm TriCKNESS O INDE-
PENDENT RIVETED RENTFORcZG RINGS OR FLANGES

Thickness Thickness Thickness Thickness
ofsh refor- of shell of remfore-
plate Ing rlnger plate Iringer

In ch Inch Inches Inch
9 % "I

9-.192f Y4. 1
W'%.2 Ma

o  
1X-2

%0-1%2 36 Over 2- 1

(i) The outside diameter of a riveted
reinforcing ring or flange shall not be less
than one and one-half times the diam-
eter of the opemng in the shell.

A(j) The rivets attaching the nozzle
shall be so placed as to avoid the possibil-
ity of the shell plate failing by tearing
around the rivet holes.

(k) Manhole or other openings in a
flat, stayed surface shall be deemed to

Fzcune 52.25-20 (c)-Computation of reinforced nozzle fittings.

be sufficiently reinforced if the plate Is
flanged Inwards to a depth not less than
that determined by § 52.20-15 (b)
SUBPART 52.3o-s--URFACES nrQUIIlED TO Dl

STAYED OR REINFORCED

§ 52.30-1 Deflnitidus. Surfaces to be
stayed or reinforced Include the follow-
ing:

(a) Flat plates, heads or areas thereof,
such as segments of heads,, wrapper
sheets, furnace plates, side sheets, com-
bustion chamber tops, etc., which are not
self-supporting.

(b) Curved plates constituting the
whole or parts of a cylinder subject to
external pressure which are not entirely
self-supporting.

CRoss RnzEiicEs: For unstayed flat
heads, see subpart 82.20. For flat tube
sheets, see subpart 52.45. For curved tube
sheets, see subpart 52,40. For flat surfaces
of headers, manifolds, etc., see subpart 52.60.

§ 52.30-5 Areas to be stayed. The
area of a segment or other portion of a
head to be stayed shall be that Inclosed
by lines as follows:

(a) Where only plain tubes are used
in the bounding rows, the line of area
shall De at one-half the diameter of the
tube In Inches, plus 2 inches from the
center of the row of tubes.

(b) Where stay tubes are used In the
bounding rows, the line of area shall be
at one-half the maximum allowable pitch
of the stays required for the plate, meas-
ured from the center of the row of stay
tubes.

(c) On the side of the gegments
bounded by the shell or furnaces, the
lines of area shall be at a distance d
from the shell, as shown by figure 52.30-5
(c) the distance d to be computed by
the following formula:

where:
d-distance from shell, furnaces or flues

considered self-supporting, in Inches,
T-Thickness of plate, in sixteenths of an

inch.
P=maximum allowable pressures in

pounds per square Inch.

Zd) The valve of h, as shown in figure
52.30-5 (c) shall be equal to one-half
the diameter of the tube plus 2 inches
where only plair tubes are used JA the
bounding row, or shall be equal to one-
half the maximum allowable pitch of the
staYs required for the plate where stay
tubes are used.

(e) Where the exact area of a circular
segment cannot be readily ascertained by
other accepted methods, the following
formula may be employed, using symbols
indicated In figure 52.30-5 (c)

A- 4' R 0.0 (2)
where:

A-area of segment which requires sup-
port, In square inchgs.

H=helght of segment to self-supporting
line, in incheg.

R=radus of segment to self-supporting
line, In Inches.

§ 52.30-10 Computations. (a) The
maximum allowable pressure and mini-
mum thickness of plates supported by
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stays shall be determined by the follow-
ing formulas:

(1) Surfaces without doubling plates:

CIM

P(P?2+P?) (2)
'= C_

(2) Surfaces fitted with
plates:

-P( P,+PY)
'V C.

doubling

(3) Where doubling plates are used,
the minimum, allowable thickness shall
be not less than 0.67 of the thickness of
the plate reinforced and the maximum
thickness shall not exceed 0.75 of the
thickness of the plate reinforced.

(4) The maximum allowable pitch for
stays in either direction shall be com-
puted by the following formulas:

(i) Where stays are equally spaced in
both_,irections:

P or p,= (5)

(ii) Where the pitch in one direction
is greater than that in the other direc-
tion:

2,.=2 1C2_- (6)

(iii) With the greater pitch thus deter-
mined for one direction, the maximum

No. 63-8

pitch in the other direction shall be com-
puted by the formula:

P 2- P (7)
(5) In no case shall ps be less than

one-half p,
where:

P= mxnum allowable presure. In
pounds per square Inch.

T= thickmcss of plate, In sixteenths
of an Inch.

T,= combined thlclme of plate and
doubler or washer, In s.x-
teenths of an Inch.

p1 = pltch of stays In one direction,
in inches.

p,= pitch of stays In the other di-
rection, In inche.

0 and 0,= coefficlents bacced upon a mini-
mum tensile strength of the
plate, not les= than 5,000
pounds per square Inch. the
kind or service to which zub-
jected, and the method of
construction, as follos:

Plates exposed to products of combus-
tion:

0-2311 for plates under la Inch In
thickness, fitted with screw stays
with nuts or welded collars.

0=170 for plates j, Inch and over In
thickness, fitted with rcrew stays
with riveted heads.

0=250 for plates Tia Inch and over In
thlclmes, fitted with crcr stays
with nut- or welded collars.

0=190 for all plates fitted with stays
secured by rivets.

U=275 for plates fitted with stay tubes
screwed and expanded In nests
of tubes.

C=320 for plates fitted with stay tubes
,ccrewed, expanded, and beaded

In nests of tub--.
C=185 for plates fitted with stay

tube3 ccrewed and expanded in
bounding rows.

C=225 for plates fitted vith stay tubes
screwed, expanded, and beaded
In bounding ro.m.

Plates not expowd to products of com-
bustion:

C=274 for plate3 under ie Inch in
thickne., fitted with screw
stays with nuts or welded cal-
lars.

C=190 for plates T Inchb nd ever
In thickness, fitted with screw
stays with riveted heads.

C'=230 for plates ii Inch and over in
thicInes, fitted with screw
stays with nuts or welded col-
lars.

C-212 for all plates fitted with stays
secured by rivets.

0=50 for plates fitted with through
stays with nuts on both Inside
and outzide of plate.

C1=175 for plates fitted with through
stays w.ith nuts Inside and out-
sIde and having doubling plates
covering the entire supported
area.

C,=145 for plate3 fitted with through.
stays, with nuts inside and out-
side and reinforced by washers
effcently riveted to the outside
of the plate, the diameter of the
w ashers to be not less than t7,o-
thirds the pitch of the stays.

01=155 for plates fitted with through
stays, with Inside and outside
nuta and reinforced by doubling
strips through which the stays
are Inserted, the width of the
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doubling strip to be mot less
than two-thirds of the pitch of
the stays.

O1=136 for plates fitted with screw
stays and doubling strips be-
tween the rows of stays, the
width of the douliling strip to
be not less than two-thirds of
the pitch of the stays.

(6) When a surface is supported by
various types of stays for which differ-
ent coefficients are provided, the aver-
age of the two coefficients for adjacent
stays shall be used as the value of C or
C0 in the formulas.

(7) Riveted heads are not permissible
on stays which are screwed into plates
having a thickness of less than 7/6 Inch.
Such stays shall be fitted with nuts or
welded collars.

(8) No plate less than %16 inch in thick-
ness shall be used, in stayed surface con-
struction.

(b) Where two sheets are connected
by stays and only one of them requires
staying, the value of C or C1 is governed
by the thickness of the sheet to be stayed
and the types of stays used.

(c) In determining the maximum dis-
tance between the center of a bounding
line of tubes and the centers of adjacent
stays, the value of C or C1 given fo' the
thickness of plate and type of stay or
stay tube'shall be used.

- (d) In determining the maximum
distance between a flanged edge and the
centers of stays, the pitch which applies
to the thickness of the plate and the type
of stay may be increased up to 25 per-
cent: Provzded, That the increment shall
not exceed the distance d determined by
formula (1) in § 52.30-5.

(e) Where stayed plates are riveted to
a flange, the distance from the center of
the outermost stays to the center line of
the rivets shall nzot exceed the pitch of
the stays: Provided, That, where stay-
bolts are adjacent to reinforced 'dges,
such as around furnace doors, bottoms of
fire boxes, etc., the mnxhmum allowable
pitch may, be increased by the diameter
of the §taybolt hole.

(f) Where stays are fitted at the upper
comers of fireboxes or combustion cham-
bers, the distance d from the staybolt

nearest the comer to the point of tan-
gency of the comer curve, as shown by
figure 52.30-10 (f), shall be determined
by the following formula:

90T ()

where:
a- applicable coefficient, as provided i11

paragraph (a).
d- distance from center of staybolt near-

est the corner to the point of tan-
genoy of the curVe.

T- thickness'of plate, in sixteenths of an
inch.

P-maxImum allowable pressure, in
pounds per square inch.

D= angle of tangents, .in degrees.

FiGunE 52.30-5 (o)-etermining stayed areas of heads.

FGm= 52.30-10 (f)-Pltch of ctaybolts
adjacent to upper corners of fireboits.

(g) (1) Curved surfaces subject to ex-
ternal pressure and not entirely self-
supporting, shall be stayed In accordance
with the requirements of subparts 52.30
and 52.35.

(2) Due allowance may be made for
the strength Inherent In the cylldrical
form, except in the case of combustion
chamber sheets, by providing that the
maximum allowable pressure on a stayed
curved surface shall be the sum of the
full pressure computed from formula (1)
in this section for stayed plates, plus
one-half of the pressure d6termined by
formula (3) for curVed plates in § 52,50-
10 (b) or the full pressure allowable on
the curved plate plus one-half of that
allowed on the stayed surface, whichever
gives the lower value.

SUBPART 52.35-STAYS AND REINFORCEM=NTS

§ 52.35-1 Definitions - (a) Through
stay. Through stay is a solid bar ex-
tended through both heads of a boller
and threaded at the ends for attach-
ment by means of nuts. With this type
of stay the ends are usually upset to
compensate for the-threading. (See fig-
ure 52.35-1 (a).)

(b) Solid staybolt. Solid staybolt Is a
threaded bar screwed through the plates,
the ends being riveted over or fitted with
nuts or welded collars. (See figures
52.35-1 (b) and 52.35-1 (1).)

(c) Hollow staybolt. Hollow staybolt
is a hollow threaded bar screwed through
the plates, the ends being riveted over q
fitted with nuts or welded collars. (Seo
figure 52.35-1 (c).)
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(d) Flexible staybolt. Flexible stay-
bolt is a bar made with ball-and-socket
Joint on one end, the cup of the socket
being screwed into the outside sheet and
covered with a removable cap, the plain
end of the staybolt being threaded,
screwed through the inside sheet and
riveted over. (See figure 52.35-1 (d).)

(e) Sling stay. Sling stay is a flexible
stay consisting of a solid bar having one
or both ends forged for a pin connection
to a crowfoot or other structural fitting
secured to the stayed plate. (See figure
52.35-1 (e).)

(f) Crowfoot. Crowfoot Is a forged
fitting with palms or lugs secured to the
head to form a proper connection with a
sling stay. (See figure 52.35-1 (f).)

(g) Crowfoot stay. Crowfoot stay is a
solid bar stay terminating in a forged
fork with palms or lugs for attachment
to the plate. (See figure 52.35-1 (g).)

(h) Diagonal stay. Diagonal stay is a
bar or formed plate forged with palms or
lugs for staying the head of the boiler to
the shell diagonally. (See figure 52.35-1
(h).)

(i) Gusset stay. Gusset stay is a tri-
angular plate used for the same purpose
as a diagonal stay and attached to the
head and the shell by angles, flanges, or
other suitable means of attachment.
(See figure 52.35-1 Mi).)

() Dog stay. Dog stay is a staybolt,
one end of which extends through a
girder, dog, or bridge, and-is secured by
a nut, the other end being screwed
through the plate which it is supporting
and riveted over or fitted with a nut or
welded collar. (See figure 52.35-1 (J).)

(k) Girder. Girder is a bridge, built
up of plates or structural shapes sep-
arated by distance pieces, a forging, or a
formed plate, which spans an area re-
quiring support, abutting thereon and
supporting the girder stays or staybolts.
(See figure 52.35-1 k).)

(1) Welded collar Welded collar is a
beveled ring formed around the end of a
screw stay by means of arc or gas weld-
ing. It is used in lieu of a nut. (See
figure 52.35-1 (l).)

(m) Retnforcement. Reinforcement
is a doubling plate, washer, structural
shape, or other form for stiffening or
strengthening a plate.

(n) stay tube. Stay tube is a thick-
walled tube used in fire-tube boilers to
stay the tube sheets.

(o) Telltale hole. Telltale hole is a
small hole having a diameter not less
than %6 inch drilled in the center of a
solid stay and extending to at least %,2
inch beyond the inside surface of the
sheet.

§ 52.35-5 Materials. (a) Round bar
stays which require no welding or forg-
ing other than upsetting at the ends for
threading or to form eyes for use In con-
junction with crowfeet, or similar fas-
tenings, shall conform to the require-
ments of subpart 51.07,-51.10, or 51.13.

(b) Crowfeet, lugs, and similar con-
nections for stays shall be forglngs with-
out welds conforming to the require-
ments of subpart 51.46.

(c) Forged-welded stays or parts
parts thereof shall conform to the re-
quirements of subpart 51.13. All welds

In the body of the stay shall be made by
the hammer-weld process.

(d) Stiffeners made of structural
shapes shall conform to the requirements
specified in subpart 51.10.

(e) Gusset and diagonal stays made
of steel plate, also doubling plates and
girders shall conform to the require-
ments specified in subpart 51.04.

Cf) Stay tubes shall conform to the
requirements of subpart 51.25, 51.28, or
51.31.

(g) Rivets shall conform to the follow-
ing requirements:
Steel rivets-----......... Subpart 51.1a
Iron rivets__- Subpart SI9
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(h) Nuts for screw stays shall be made
of steel, conforming to the requirements
of subpart 51.46 or 51.55, or, refined
wrought iron, conforming to the re-
quirements of subpart 5113.

§ 52.35-10 Wor1kmanshzp. (a) The
ends of stay bars and stay tubes which
are upset for threading shall be subse-
quently annealed.

(b) Holes for screw stays shall be
drilled and tapped fair and true and shall
have a full thread.

(c) All holes for rivets shall be drilled
and shall be slighty counter-sunk in or-
der to form a fillet at point and head.
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Rivets shall be of sufficient length to 1ill
the rivet holes completely and to form a
head of proportionate strength to the
body of-the rivet.

(d) Holes for tubes or through stays
may be made by punching a pilot hole in
the center, but shall be machined to size
by a rotating cutter, or otherwise be
drilled from the solid plate.

(e) When Jointed longitudinal stays
are fitted between the back and front
tube plates and connected by.pins, such
pins may be fitted slack in the-boles, but
the total clearance on both ends shall not
exceed YV1 inch.

(f) Where stay tubes are used for sup-
porting fiat surfaces they shall be fitted
with threads at both ends, screwed Into
the tube sheets and rolled tight with ex-
panders, in addition to which'they may
be beaded. Making such tubes tight by
calking Is not permissible.

§ 52.35-15 Computations. (a) The
maximum allowable pressure and the re-
quired area of direct stays shall be corn- o
puted by the following formulas (in mak-
ing computations, the least sectional area
of the stay shall be taken)

P(1)
A

PAa--- (2)

where.
P=maximum allowable pressure, in

pounds per square inch.
A=area supported by the stay,'n square

inches.
a=required cross-sectional area of stay,

in square Inches.
C=coedlcents based on the minimum ten-

sile strength of the material used,
as follows:

0=10,000 for solid steel through
stays.

0=9,000 for solid steel screw stays
having diameters of 1 inch
and above.

0=9,000 for ointed steel stays.
0-8,000 for solid or hollow steel

screw staybolts having diam-
eters of 1 inch or ress.

C=8,000 for refined wrought-iron
stays or staybolts having di-
ameters of 1 inch and above.

0=8,000 for steel stays formed from
plates without welds.

-CL=7,500 for wrought-iroh -or steel
stay tubes.

C-7,500 for flexible screw staybolts.
C=7,500 for refined wrought-iron

screw staybolts having diam-
eters less than 1 Inch.

C= 6,000 for welded refined wrought-
Iron stays.

(b) In computing the gross area sup-
ported by a stay, the pitch of the stays
shall be used, but the least sectional area
of the stay may be deducted therefrom
to obtain the net area.

(c) Where stays are adjacent to the
outer edge of the surface to be stayed and
special allowances are made for the spac-
ing, the area A shall be determined by
deducting such parts of the surface as
may be considered self supporting in ac-
cordance with § 52.30-5.

(d) The required cross-sectional area
of a diagonal stay shall be determined by
the following formula:

a1T (3)

where:
a,- required area of diagonal stay, In

square inches.
a= required area of direct stay computed

by formula (2) in this section, in
square inches.

L= lengh of diagonal stay as shown by
figure 52.35--1 (h), in inches.

I- length of line drawn at right angles
to the surface to be supported, pnd
extending to the center of the first
rivet in the .diagonal stay -as shown
by figure 52.35-1 (h), In inches.

(e) The nnimum sectional area of
u gusset stay, constructed of triangular
plates secured to single or double rolled
shapes along the two sides, shall be 10
percent greater than that determined by
formula (3) in this section for diagonal
stays.

(f) In determining the net cross-
sectional area of drilled or hollow stay-
bolts, the cross-sectional area of the hole
shall be deducted if the diameter exceeds
%6 inch.

(g) Where a cylindrical shell is pierced
by more than three holes for stays or
other purposes on a line parallel with
the axis of the shell, the relative strength
of the ligaments between such holes
shall not be less than that of the liga-
ments in the outer row of rivets In the
logitudinal joint. If the construction
necessitates a lower relative strength,
this must be used for the value of E In
the formula (1) (2) or (3) in § 52.05-10,
for determining the maximum allowable
pressure or minimum thickness of
plate.

(h) The minmmum soctional area of a
pin. subject to double shear shall be at
least 80 percent of the required cross,
sectional area of the stay.

(i) Each branch of a crowfoot~or sim-
lar component, part of a divided stay
shall be proportioned to support at least
two-thirds of the entire load.

(j) Eyes for pin connections shall be
properly formed to the body of the stays.
The minimum outside diameter of the

-eye shall be one and one-fourth times
that of the pin. The ,minimum thick-
ness of a single eye shall be the diameter
of the pin; that of the double eye shall
be two-thirds of thedameter of the pin;
the cross-sectional area of any part of
an eye shall be such that the two sides
of a single eye shall equal at least one
and one-fourth, and the four sides of a
forked eye shall equal at least one and
one-half times the strength of the body
of a stay.

(k) The strength of the rivets con-
necting crowfoot braces, or any other
type of reinforcement, shall equal one
and one-half times the strength of the
connecting .stay.

(1) Palms, lugs, or flanges which are
to be riveted, shall have a minimum
width at the rivet hole exceeding the
diameter of the rivet head, and shall
have a cross-sectional area exclusive of
the rivet hole not less than one and one-
fourth times the required'cross-sectional
area of the body of the stay. Where

there are two or more rivets located In
the longitudinal axis of the stay, the
strength of the palm or lug at the second
or subsequent rivet hole may be reduced
to not less than one and one-fourth
times the combined strength of the rivet
at that point and those beyond.

§ 52.35-20 Detail requirements. (a)
All screw staybolts, except flexible stay-
bolts, shall have a telltale hole In the
center of each end not less than :16 Inch
diameter extending not less than ya Inch
beyond the Inside of the plate,

(b) Joining of steel stays In the body
by any process of welding Is not permis-
.sible.

(c) The length of staybolts shall not
exceed 20 diameters.

(d) Where the length of a boiler ex-
ceeds 18 feet, the through stays shall be

- supported In the middle.
(e) Where the heads of staybolts aro

riveted over, the end of the staybolt be-
fore riveting shall extend not less than
Y4 inch from the surface of the plate to
provide sufficient material for a substan-
tial head.

(f) Where welded collars are used In-
stead of nuts, the depth of the collar,
measured on the staybolt, and the width,
measured on the plate, shall not be less
than one-half the diameter of the stay-
bolt.

(g) The minimum thickness of nuts
used In connection with screw stays shall
be one-half of the diameter of the stay,
but In no case less than 3/ inch. The
stays shall be so placed in relation to
the joints that the plates can be calked
without removing the nuts.

SUBPART 52.40-TUBE SHEETS OP'VZATER-
TUBE .BOILERS

§ 52.40-1 Definitions - (a) Curved
tube sheet. Curved tube sheet Is a sec-
tion of the shell of a boiler drum formed
to an arc of a circle and perforated for
nests of tubes.

(b) Flat tube sheet. Flat tube sheet is
the tube plate of box headers of certain
types of water-tube boilers.

(c) Longitudinal ligament. Longitud-
inal ligament Is the minimum section of
metal between two tube holes on a line
parallel with the axis of the drum.

(d) Circumferential ligament. Cir-
cumferential ligament Is the minimum
section of metal between two tube holes
on a line around the circumference of
the drum.

(e) Diagonal ligament. Diagonal lig.
ament is the minimum section of metal
between two tube holes in adjacent rows,
measured diagonally from one row to the
other.

§ 52.40-5 Computations for curved
tube sheet. (a) The maximum allowable
pressure and minimum thickness of a
curved tube sheet shall be determined
by formula (1) (2), or (3) In § 52.05-10,
using the lowest value of E, derived as
follows:

(b) When a shell Is pierced for a single
row of tubes or for two or more rows
well apart, as in a double butt-strap joint,
or where reinforcing plates are fitted, the'
efficiency of'the ligament between tube
holes shall be determined by formula (1)
In § 52.05-25 (b)
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(c) When a shell is pierced for tubes
in a series of rows parallel to its axis, the
efficiency of the ligament between the
tube holes m any row shall be determined
according to the provisions of this sec-
tion.

(d) When the pitch of the tube holes
in any row is uniform. (See figure
52,40-5 (d).)

E=pl- d (1)

(e) When the pitch of the tube holes
m any row is not uniform "(see figures
52.40-5 (eD and 52.40-5 (e2)) the calcu-
lations shall be-made for a section of the
row not exceedirg, the diameter of the
shell and

-l-n (2)

(f) (1) When the holes in one row are.
placed so as to form diagonal ligaments
with the holes in an adjacent row (see
figure 52.40-5 (fl)) the efficiency of
these ligaments shall be taken from the
diagram figure 52.40-5 f2) To use this

diagram compute the Value of Ld and
also the efficiency of the longitudinal
ligament. Next find in the diagram the
vertical line corresponding to the longi-
tudinal efficiency of the ligament and
follow this line vertically to the point
where the diagonal line representing the

ratio of L intersects. By projecting
P,

this line horizontally to the left on the
edge of the diagram the diagonal effi-
ciency of the ligament may be read from
the scale. If this efficiency is less than
that of Ikhe longitudinal ligament it shall
be used in computing the allowable pres-
sure. The symbols used in the above
formulas are as follows:

p= longitudinal pitch of tube holes, In
inches.

pd= diagonal pitch of tube holes, in Inches.
pj- length of section of the row consid-

ered, in inches.
d= diameter of tube holes, in inches.
n= number of tube holes in section p,.

(2) The pitch of the tube holes shall
be measured either on the fiat plate be-
fore rolling or on the middie line of the
plate after rolling.

(g) The strength of the circumferen-
tial ligaments between tube holes shall
be at least one-half the required strength
of the longitudinal ligaments.

(h) When the tube holes are not nor-
mal to the plate, the plate thickness shall
be sufficient to provide a parallel seating
not less than % inch in depth between
planes at right angles with the axis of*
the tube for tubes 21a inches in diameter
and under; for tubes having diameters
over 2Va inches, the depth of the parallel
seating shall be not less than % inch.

§ 52.40-10 Reinforcement of liga-
ments. (a) Where reinforcing plates
are applied to the drums of water-tube
boilers to strengthen the shell at the
point where the tubes enter, they shall
be riveted to the shell, and where outside
calking is used, the rivet spacing shall be
designed to stay the plates in accordance
with the requirements of subparts 52.30
and 52.35.

Longit/d/alz--~
n'GURE 52.40-6 (d)-Eamplo of tuba cpacl g

with pitch of holes equal In every row.

LongifudinalL/ne in-

Loagiudl,alL -ne--
lou: 52.0-5 (cl)-Esample of tuba spacing

with pitch of holes unequsi In every o-ond
X",7.

FxumC 52.40-5 (e2)-E mple of tuba zpacing Fz-unz 52A0-5 (fl)-EKi.mple of tuba spscin.
with pitch of holes varying In every econd vith holes on dia.onal lines.
and third row.

FIGu 52.40-5 (f2)-Dkgummatic computation of diagonal afiolncy.
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(b) The combined drum shell and re-
inforcing plate or plates and riveted con-
nections shall have a factor of safety of
not less than 4.5 in the ligaments when
calculated in accordance with § 52.40-5:
When reinforcing plates or butt straps
are exposed to the products of combus-
tion, the joints shall be protected there-
from, when necessary.
SUBPART 52.45-COMBUSTION CHAMIBERS AND

TUBE SHEETS OF FIRE-TUBE BOILERS

§ 52.45-1 Defnition-(a) Combustion
chamber Combustion chamber, within
the meaning of this section, is that part
of an internally-fired boiler in which
combustible gases may be burned after
leaving the furnace.

(b) Separate combustion chamber.
Separate combustion chamber is a com-
bustible chamber which is connected to
one furnace only.

(c) Common combustion chamber.
Common combustion chamber is a com-
bustion chamber connected to two or
more furnaces in a boiler.

(d) Crown or top plate. Crown or top
plate is the top of a combustion chamber
and is usually supported by girder stays
or by &ling stays or braces.

(e) Wrapper sheet. Wrapper sheet is
the side plate of any type of combustion
chamber anl also the bottom plate of a
common combustion chamber.

(f) Curved bottom plate. Curved bot-
tom plate is the bottoi of' a separate
combustion chamber formed to an arc of
a circle and usually designed to be self-
supporging.

(g) Combustion chambdr tube sheet.
Combustion chamber tube sheet is the
plate forming the end of a combustion
chamber in which the tubes are secured.

(h) Combustion chamber back sheet.
Combustion chamber back sheet s the
plate opposite the tube sheet forming
the back of the combustion chamber. It
is usually stayed to the back head of
the boiler by means of screw stays, or,
in the case of-double-ended boilers, to
the back of the combustion chamber of
the other end of the.boiler.

(i) Structural stiffeners. Structural
stiffeners are rolled shapes or flanged.
plates which are used to stiffen a sur-
face which is not entirely self-support-
ing.

§ 52.45-5 Materials. (a) All plates
forming parts of combustion chambers
or fireboxes shall conform to the gen-
eral specifications for the shell plates.

(b) Structural shapes of any form
used for stays and reinforcements shall
conform to the requirements of sub-
part 51.10.

§ 52.45-10 Computations-(a) For-,
mulas. The maximum allowable pres
sure and minimum thickness of all
stayed parts of combustion chambers
shall be computed in accordance with
formulas provided In subparts 52.30 and
52.35, except as follows:

(b) Tube sheets. (1) When the crown
plate of a combustion chamber is sup-
ported by girders, transmitting the load
to the tube plate and back sheet, thus
subjecting the ligaments of the tube
sheet to a compressive stress, the maxi-
mum allowable pressure shall be deter-
mined by formulas in subparts 52.30 and

52.35, but shall not exceed that given
by the following formula:

2CT (p-a) (1)
Lp .

nor shall the thickness be less than that
given -by formula:

T= LpP (2)2C(p-a)
where:

P=maxlmum allowable pressure, In
-pounds per square inch.

p -least horizontal pitch of tubes, In
inches.

L=total length of combustion chamber
over the tube sheet and back sheet,
In inche's.

T=thickness of tube plate, in inches.
C=13,300 (the allowable crushing stress

per square inch of cross-sectional
area).

a=inside diameter of plain tubes, in
inches.

(2) Where tubes are staggered, the
vertical distance between the center
lines of tubes in adjacent rows shall not
be less than

V-V2ap+42 " (3)
(c) Curved-bottom plate uithout re-,

mforcement. (1) The maximum allow-
able pressure and minimum thickness
of curved bottoms of separate combus-
tion chambers without reinforcement
shall be computed by the following
formulas:

P= 26 (3OOT-.O3L) (4)

PR -+.03L (5)
300

(d) Curved bottom plate with rein,
forcement. (1) When the bottoms of
combustion chambers are reinforced by
structural stiffeners, such as angle or
T bars, the minimum thickness of such
bars shall be equal to 80 percent of the
thickness of the plate reinforced, and
the depth of web shall be equal to at
least one-half the pitch of the stiffeners.
The maximum allowable pressure and
minimum thickness shall be computed by
the following formulas:

p= (480T)'
2RL (6)
2oq= A (7)
480

(2) The spacing and size of the rivets
attaching the stiffeners to the plates shall
comply with the requirements of sub-
parts 52.30 and '52.35, for stayed
,surfaces.

(e) Symbols. The symbols to be used
in connection with the formulas'in para-
graphs (c) and (d) of this section are:
P=maxlmum allowable pressure, in pounds

per square inch.
T=thickness of plate, in inches.

R=external radius to which plato is formed,
in inches.

L=length of plate between supports meas-
ured on a line parallel to the axis of
the boiler, In inches.

(f) Girders or crown bars. The maxi-
mum allowable pressure and the mini-
mum thickness of crown bars or girders
supporting the tops of' combustion
chambers shall be computed by the fol-
lowing formulas:

ca~r (8)P(L-'p2 ) p1L

2T PLp, (L-p,)

where:
P-maximum allowable pressure, in pounds

per square inch.
r-length of girder between supports (from

Inside .of tube sheets to Inside of
combustion chamber back plate), In
inches.

p1=pitch between girders from center to
center, In Inches.

p,=pitch of supporting bolts, in Inches,
(Not to exceed maximum allowable
pitch for plate thickness; see sub-
part 52.30.)

d-depth of girder, in Inches.
T-thlckness of girder, in Inches (a'gre-

gate thickness where girder consists
of 2 plates).

0-6,800 where girder ia fitted vith one
supporting bolt.

0=10,300 where girder Is fitted with two
or three supporting bolts,

C-11,400 where girder Is fitted with four
or five supporting bolts.

C-12,200 where girder Is fitted with six or
more supporting bolts.

§52.45-15 Detail requirements. (a)
Where structural steel shapes or °forged
fittings are used to form connections be-
tween stays and plates that are not self-.
supporting, the eyes for rivet or pin con-
nections In such fastenings shall comply
with the requirements of § 52.35-15.

(b) Curved bottoms of common com-
bustion chambers shall be considered
a fiat surface and stayed in accordance
with the requirements of subparts 52.30
and 52.35.

(c) When plates are flanged, to form
the combustion chamber and back con-
nections including the landing for fur-
nace or flue -attachments, the minimum
inner radius shall be not less than one
and one-half times the thickmess of the
plate flanged.

SUBPART 52.50-FURNACES AND FLULS

§ 52.50-1 Definitions- (a) Furnace.
Furnace, within the meaning of this sub-
part, is a firebox or a large flue in which

*the fuel Is burned.
(b) Corrugated furnace. Corrugated

furnace is a cylindrical shell wherein
corrugations are formed circumferen-
tially for additional strength and to
provide for expansion. (See figures

PzouRE 52.50-1 (bl)- Leeds suspension bulb furnace.
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52.50-1 (bi) 52.50-1 (b2) 52.50-1 b3)
52.50-1 (b4) and 52.50-1 b5).)

(c) Purves ribbed furnace. Purves
ribbed furnace is a cylindrical shell in
which ribs or projections are formed cir-
cumferentially to provide additional
strength. (See figure 52.50-1 (c).)

(d) Adamson ring furnace. Adamson
ring furnace is a cylindrical shell made
In short sections, the ends of the sec-
tions being flanged and riveted together
through a reinforcing ring. (See figure
52.50-1 (d).)

(e) Plazn furnace. Plain furnace is
a cylindrical shell usually made in see-

FEDERAL REGISTER

tions united by means of riveted joints.
(See figure 52.50-1 (e).)

(f) Flues. Flues are cylindrical shells
made of seamless or welded tubing, or
with a riveted longitudinal joint, the
ends being attached by rivets. Their
purpose Is to provide additional heating
surface and to form a path for the prod-
ucts of combustion. (See figure 52.50-
1 (e).)

§ 52.50-5 Materials. (a) All furnaces
shall be constructed of steel plates con-
forming to the requirements for firebox
quality steel as given in subpart 51.04.

FIGURE 52.50-1 (b2)-Morlson furnace.

j7

/

FIGURE 52.50-1 (b3)-Delghton furnace.

FIGoUR 52.50-1 (b4) -Fox furnace.

FIGURE 52.50-1 (bS)-Brown furnace.

.9' m 9W

FMoua 52.50-1 (d)-Adarmnring furnae.

Fzrur 52.50-1 (e)-Clircu ar riveted flua.

(b) Riveted flues shall be made of fire-
box quality steel plates conforming to the
requirements of subpart 51.04.
(c) Welded flues may be constructed

of firebox quality steel plates conform-
Ing to the requirements of subpart 51.04
or of steel or wrought iron pipe conform-
ing to the rEquirements of subpart 51.34,
51.37. or 51.43.

d) Seamless flues may be constructed
of steel tubing conforming to the re-
quirements of subpar 51.34 or 51.37.

§ 52.50-10 Computations-(a) Cor-
rugated or ribbed furnaces. (1) The
maximum allowable pressure and min-
mum thicknme. of corrugated or ribbed
furnaces shall be computed by the fol-
lowing formulas:

D

!r-Lp-(2)
C

rherc:
P-maximum allowable prez-ure, in paundz-

par cquare Inch.
T-mlnlmun thlc m zz of plate, in inche..
D- external diameter of furnace at b3ttom

of corrugatlona, In Inche.
C=coefllclcntzo as followa:

C=25,50 for Leeds suspen-Ion bulb
furnace.

C-14,700 for Morizon or Daighton
furnace.

C-12,500 for For, -urves. or Brown
furnace.

(2) The spacing and depth of the cor-
rugations shall be In accordance with
figures 52.5-1 (bl) 52.50-1 (b2) 52.50-
1 (b3), 52.50-1 (b4) 52.50-1 (b5) and
52.50-1 (c) as shown In section 52.50-1.
lev furnaces shall be rolled to practi-
cally a true circle. The maximum dis-
tortion permissible from the true circle
shall not exceed ' inch, and all new fur-
naces shall be measured by an inspector
to ascertain that this tolerance has not
been exceeded.

(b) Adamson ring or plain furnaces.
The maximum allowable pressure and
minimum thlclmess of furnaces of the
Adamson ring or plain cylindrical types
shall bq computed by the following for-
mulas:

P=(3OOT-1.03L)
TD

-~.3
FIom 52.50-1 (c)-Purves ribbed furnace.
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where:
P= maximum allowable pressure, In pounds

per square nch.
D=external diameter of furnace shell, in

inches.
L=length of a section for Adamson ring

furnaces or riveted flues, or total
length between centers of head rivet
seams where the flues are made with-
out circumferential joints, in inches.

T=thlckness of plate, in inches.

(c) Flues. (1) The maximum allow-
able pressure and minimum thickness of
plain riveted flues shall be computed by
formulas (3) and (4) provided in para-
graph (b) 'of this section. For seamless
or welded flues not less than 6 nor more
than 18 inches in outside diameter and
subject to external pressure, the follow-
ing formulas shall be used:

86670T-1386D(
5D (5)

T= D (s P + 1386)  (6)86670
whete:

P-maximum allowable pressure, In pounds
per square inch.

T-thlckness of flue, In Inches.
P='external diarpeter of flue, in Inches.

(2) As a matter of convenience, table
52.50-10 is computed from the preceding
formulas for seamless or welded flues.
TAnLE 62.0-I0--fAxn I i ALLOWALE PREssURE

AND MINIMUMi THiCuNESS OF SEAMLESS OI WELDED
FLUES SUBJECT TO EXTERNAL PRESSURE

famBimum allowable pressure in pounds

Outside per square Inch

diameteJ
of lue, 100 120 . 140 160 IS0 200 22D
inchcs

Thickness of flue (inches)

6 -........ 0.130 0.137 0.114 0151 0.158 0.165 0.172
-i -------- -152 .161 .169 .177 .185 .193 .201-

8......- 174 .184 .193 .202 .211 .221 .229
9 .--..-----.-IN .200 .217 .228 .213 .243 .258
10 -------.. 218 .229 .241 .263 .264 .276- .287
11......-239 .252 .265 .278 .290 .303 .316
12 --------..261 .275 .289 .303 .317 .331 .344
13 -------- -283 .293 .313 .328 .343 .359 .373
14.3.-- .305 .321 .337 .354 .369 .386 .402
15. 320 .344 .361" .379 .396 .414 .430
18 .------ 348 .367 .385 .405 .422 .441 .459
17 ........ 370 .390 .409 .430 448 .469 .488
18 .-----.392 413 .433 .455 .475 497 .516

§ 52.50-15 Detail requtrements. (a)
The minimum thickness of furnaces shall
be %4fg inch, and the miximum thickness
shall be 'I6e inch.

(b) Where furnaces are constructed
with riveted joints, the minimum effi-
ciency of such joints shall not be less
than 50 percent of the solid plate. Such
joints may be of the lap-riveted type pro-
vided the furnace does not exceed 36
inches in length or height. All longitudi-
nal riveted joints shall be located at the
bottom of the furnace or flue.

(e) The thickness of corrugated and
ribbed furnaces shall be ascertained by
actual measurements taken by an in-
spector. Such furnaces shall be drilled
by the manufacturer for a %-inch pipe
tap and fitted with a screw plug which
can be removed by the inspector when
taking measurements, the plug to be
located as follows:

(1)For Leeds, Monson, Dezghton, Fox,
and Brown types of furnaces. At the
crest of the waterside corrugation, not
less than four corrugations from either
end.

(2) For Ptrves ribbed furnaces. At
the- center of the second flat from either
end.

(3) Test plug. Furnaces shall be in-
stalled so that the test plug is located
at the bottom.

(d) (1) Adamson ring furnaces
shall be made in sections not less than
18 inches and not more than 24 inches
In length. They shall be flanged with a
radius measured on the fire side of not
less than three- times the thickness of
the plate and the flat portion of the
flange outside of the radius shall be at
least three times the diameter of the
rivet holes.

(2) The distance from the edge of the
rivet holes to the edge of the flange shall
be not less than the diameter of the rivet'
holes and the diameter of-the rivets be-
fore driving shall be at least 1/ inch
larger than the thickness of the plate.

(3) The depth of the reinforcing ring
between the flanges shall be not less than
three times the diameter of the rivet
holes and the ring shall be substantially
riveted to the flanges.

(4) The fire edge of the ring shall
terminate at or outside the point of
tangency to the turve of the flange and
the thickness of the ring shall be not less
than Y2 inch.

(e) When furnaces are flanged for at-
tachment to the-front' head or rear tube
sheet, the mimmum inner radius shall
be not less than twice the thickness of
the furnace plate flanged.

(f) Where externally fired boilers are
fitted with flues exceeding 5 inches in
diameter the minimum water space be-
tween the flues and/or between the wall
of a flue and the shell of the boiler, shall
not be less than 3 inches, measured at
the middle of the flue.

(g) Corrugated furnaces may be con-
structed by any approved process ot forge
or" arc welding. Where arc welding is
employed in making the, longitudinal
joints, the following modifications in the
requirements for class I welding will be
acceptable:

(1) The customary test plates need
not be furnished, provided each furnace
has sufficient material left on one end to
obtain a satisfactory guided side bend
specimen, which shall not be detached
until all work and heat treatment on the
furnace has been completed.

(2) Radiographic examination of the
furnace seam, either before or after cor-
rugations are formed, is not required, but
"will be accepted in lieu of the guided
side bend specimen. If radiographs are
taken, they shall be examihed by and be
acceptable to an inspector.
SUBPART, 52.55-BOILER AND SUPERHEATER

tUBES

§ 52.55-1 Definitions-(a) T u b e s.
Tubes, within the meaning of this sub-
part, are cylindrical shells of compara-
tively small diameter constituting the
main part of-the heating surface of a
boiler or superheater.

(b) Safe end. Safe end is a short piece
of boiler tube -which is usually thicker
than the ordinary tube and is welded to
a tube of lighter gauge for the purpose of
lengthening it.

(c) Seamless tube. Seamless tube is.
a tube without any longitudinal joint.

- (d) Electric-resistance-wlded tube.
Electric-resistance-welded tube is a tube
the longitudinal joint of which is made
by the electric-resistance butt welding
process and the tube is required to be
normalized after welding.

(e) Lap-welded tube. Lap-welded
tube is a tube made with a longitudinal
rolled or hammered lap-welded Joint.

f) Stay tube. Stay tube is a thick-
walled tube, the end of which is usually
thickened by upsetting to compensate for
threading. Such tubes are used for stay-
ing tube sheets into which they are
screwed and expanded.

(g) Expanding. Expanding Is the
process of enlarging the end of a tube
to make it fit tightly In the tube sheet.

(h) Beading. Beading Is the process
of turning over the protruding end of a
tuba after expanding to form a support-
ing collar for the tube sheet.

(i) Bell-mouthing. Bell-mouthing is
the process of flaring the end of a tube
beyond Where it is expanded in the tube
sheet.

(J) Spirally-fluted seamless tube.
epirally-fluted seamless tube Is a tube
made with a circular wall corrugated
longitudinally and bent so that the cor-
rugations run spirally throughout the
length of the tube.

§ 52.55-5 Materials and workmanship,
(u) Seamless stebl boiler tubes shall com-
ply with the requirements of subparts
51.25 and 51.31 for such tubes.

(b) Electric-resistance-welded steel
and iron boiler tubes shall comply with
the requirements of subpart 51.28 for
such tubes.

(c) Lap-welded steel and wrought-
iron boiler tubes shall comply with the
requirements of subpart 51.25 for such
tubes.

(d) The ends of tubes used in fire-
tube boilers shall not extend more than
% inch beyond the tube sheet. All such
tubes shall be rolled tight in the sheet
and the ends shall be beaded over.

(e) (1) The ends of all tubes and
nipples shall be expanded and flared not
less than V8 Inch over the diameter of the
tube hole on all water tube boilers and
headers, or they may be flared not less
than a inch, rolled and beaded, or
flared, rolled and seal welded, or rolled
and seal welded without flaring provided
the throat of the weld is not less than
.46 inch nor more than % Inch.

(2) 'The ends of tubes or nipples of
water tube boilers when not seal welded
shall project through the tube plates or
'headers not less than 1/4 Inch nor more
than 1/2 inch before flaring. When the
tubes enter at an angle, ,the Viaximum
limit of 1/2 inch shall apply only at the
point of least projection.

(3) If the tubes or nipples are welded,
they 8hall be reexpanded to provide for
shrinkage after welding. Welding shall
be done by qualified welders using elec-
trodes of a diameter not exceeding %i
inch. Carbon content of the plate,
headers, and tubes shall not exceed 0.35
percent and stress relieving shall not be
used after welding.

Cf) Spirally-fluted or corrugated
seamless tubes may be used in connec-
tion with fire-tube or waste-heat boilers,
provided theY are attached to the tube
sheets In the same manner as other
tubes.
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RULES AND REGULATIONS

minimum thickness shall be computed
by the following formulas:

S(T-0.094)(

T=0.094+D o (2)

where:
P-maximum allowable pressure, in

pounds per square inch.
T-thickness, in inches,
S-mnimum tensile strength of material,

in pounds per square inch.
D--distance between supports of flat sur-

face, in Inches.
0-O.7 for forged steel or wrought iron.

=0.9 for cast steel.
0=1.8 for cast bronze.

(c) The maximum allowable pressure
and minimum thickness of tubes shall be
in accordance with the tables and for-
mulas provided in subpart 52.55.

§ 52.60-20 betail requirements. (a)
Where superheaters are fitted in con-
Junction with water-tube boilers, they
maybe considered as a part of the boiler.
provided the pipe between boiler and
superheater and between superheaters
Is made of seamless steel pipe having a
minimum thickness computed by the
formula specified for piping in §.55.07-5
of this subchapter. Fittings used in
making such connections shall be of
forged or cast steel. Superheaters con-
nected to the boiler drum by a number
of tubes spaced along the drum may also
be considered a part of the boiler. Under
these conditions stop valves may be lo-
cated at the combined outlet-from the
superheaters instead of on the boiler
drum. The pipe connections shall be
made as short as practicable to be con-
sistent with proper provtsiQn for
expansion.

(b) Superheater headers in which it
is possible for water to accumulate shall
be fitted with adequate means for drain-
ing the headers.

SUBPART 52.65-SAFETY VALVES

§ 52.65-1 Defnitions-ea) S ale t y
valve. Safety valve is a valve designed to 0

open automatically to relieve excess pres-
sure In the boiler or pressure vessel to
which It is attached.

(b) Spring loaded safety valve. Spring
loaded safety valve is a safety valve fitted
with a spring to hold the valve against
its seat and allows it to open at a,given
pressure. This term applies to pop
safety valves of various forms.

(c) Pressure loaded safety valve.
Pressure loaded pilot actuated safety
valve Is one which Is held in the closed
position by steam pressure and con-
trolled in operation by a pilot actuator
valve.

(d) Spring loaded, pilot actuated
safety valve. Spring loaded, pilot actu-
ated safety valve is one in which a spring
Is used in the conventional way to hold
the disk against the seat, but which has
a piston attached to the spindle and in-
closed within a cylinder, which when
subjected to a limiting or set pressure,
unbalances the spring loadthereby open-
ing the valve.

(e) Sprzng loaded pilot valve. Spring
loaded pilot valve Is a conventional
safety valve designed to-actuate another
spring loaded safety valve through a

pressure transmitting line led from the
body of the pilot valve.

(f) Lever safety valve. Lever safety
valve is a safety valve having the disk,
held on its seat by the action of a weight
hung on a lever which is pivoted on a
fulcrum.

(g) Relief valve. Relief valve Is a
valve constructed on the general, design
of safety valves to relieve excess pres-
sure. It may be used for service where
an approved safety valve Is not required
by the regulations of this subehapter.
(See § 54.01-30 of this subchapter.)

§ 52.65-5 General requirements. (a)
Each boiler shall be provided with one or
more safety valves. Boilers of more than
500 square feet of water heating surface
but without superheaters shall be fitted
with at least two safety valves, and boil-
ers with integral superheaters shall have
at least two safety valves attached to the
drum and one safety valve fitted to the
superheater outlet. On river steam ves-
sels whose boilers are connected in bat-
teries without means of shutting off one
boiler from anotther, each battery of boil-
ers shall be treated as a single boiler and
equipped with not less than two safety
valves of equal size.

(b) Drum safety valves shall be set
to relieve at a pressure hot in excess of
that allowed by the certificate of Inspec-
tion. Where for any reason this Is lower
than the pressure for which the boiler
was originally designed, an accumulation
test, as provided for in paragraph (g) of
this section, shall be conducted to Insure
that the relieving capacity of the safety
valve is sufficient for the lower pressure.

(c) Each superheater shall be fitted
-with a safety valve installed on the outlet.
The setting of the valve shgll not exceed
the design pressure of the machinery plus
the pressure drop in the piping from the
superheater outlet to the machinery. To
prevent damage to the superheater, the
drum safety valves shall be set at a pres-
sure not less than that of the superheater
safety valve setting plus 5 pounds mini-
mum plus approximately the normal load
pressure drop through the superheater.
If there are no intbrvening valves be-
tween the superheater safety valve and
the boiler, the relieving capacity of the
superheater safety valve rated in accord-
ance with the requirements of § 52.65-
10 (c) may be included in determining
the total-required relieving capacity of
the boiler provided the drum safety
valves have at- least 75 percent of the
aggregate relieving capacity required.
The foregoing requirements do not apply
when drum pilot actuated superheater
safety valves are used. Installations
employing pilot actuated safety valves
will be given special consideration by the
Commandant.

(d) In the event the maximum steam
generating capacity of the boiler is in-
creased by any means, the relieving ca-
pacity of the safety valves shall be
checked -by an inspector and if. deter-
mined to be necessary, valves of Increased
relieving capacity shall be installed.

(e) The total rated relieving capacity
of drum and superheater safety valves as
certified by the valve manufacturer shall
not be less than the maximum generat-
ing capacity of the boiler as certified by

the boiler manufacturer. The safety
valves shall be, capable of discharging all
the steam that can be generated without
allowing the pressure to rise more than
6 percent above the set pressure of the
valve.

(f) (1) The boiler manufacturer may
certify the normal as well as the maxi-
mum generating capacity of the boiler,
In the absence of such certification the
minimum safety valve relieving capacity
shall be, determined upon the basis of
the pounds of steam generated per hour
per square foot of boiler heating surface
and the water-wall heating surface, as
given In the following table:
TABLE 52.1-5 (f) (1)-IMINIIUM RELIEVINO CArACIT

Minimum pounds of steam per hour
per square foot of surface

Boiler heating Water wall suraoo

surfaco

Type of boiler

0.-

Fire-tubo ..... 5 7 8 8 10 14
Water-tube ... 6 8 10 8 12 10

(2) In many cases a greater relieving
capacity of safety valves must be pro-
vided than required by this paragraph,
and In every case the requirements of
paragraph (e) of this section shall be
met.

(3) The heating surface shall be com-
puted for that side of the boiler surface
exposed to the products of combustion
exclusive of the superheating surface, In
computing the heating surface only the
tubes, fireboxes, shells, tube sheets, and
the projectedf area of the headers need
be considered. For vertical fire-tube
boilers, only that portion of the tube
surface up to the middle gauge cock is to
be computed. The minimum number
and size of safety valves required shall be
determined on the basis of the aggregate
steaming capacity and the aggregate
rated relieving capacity of the valves
shall be In accordance with § D2.65-10
(c)

(g) An accumulation test shall be con-
ducted In the presence of an inspector
to determine the adequacy of protection
provided by the aggregate relieving ca-
pacity of the boiler safety valves except
In instances where possible damage to
superheaters makes this impractical.
During this test all steam outlet connec-
tions except the safety valves and such
others as may be necessary to operate
the boiler shall be closed and the fires
forced to their maximum capacity for a
period of 15 minutes for fire-tube boilers
and 7 minutes for water tube boilers.

§ 52.65-10 Detail requirements. (a)
On new installations the inlet diameter
of a safety'valve for power boiler drums,
superheaters or unfired steam generators
shall be not less than 1 inches nor
more than 4 inches. Safety valves of
4y-inch diameter inlet may be used for
replacement on existing boilers or unfired
steam generators. The foregoing diam-
eters apply to the valve inlet.
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(b) All safety valves shall be so con-
structed that the failure of any part
cannot obstructthe free and full dis-
charge of steam from the valve. Safety
valves shall be of the direct spring-
loaded pop type with seat inclined at any
angle between 45 ° and 90 , inclusive, to
the center line of the spindle or of such
other types as may be approved by the
Commandant. Valves having a dis-
charge capacity equivaent to the full
Inlet area of the valve may be used pro-
vided the operating characteristics of the
valve are such as not to induce lifting of
the water from the boiler.

(c) The actual capacity of -a safety
valve shall be determined by test by
steam flow through the valve in the con-
ventional manner at a pressure of 3 per-
cent in excess of that at which the valve
is set to blow and adjusted to have a
blow-down in accordance with the re-
quirements of paragraph (h) of this sec-
tion. The rated capacity, with which
the valve will be credited; will be go per-
cent of the actually developed flow
through the valve.

(d) Lever or weighted safety valves
now installed may be continued in use
and may be repaired, but, when re-
newals are necessary, lever or weighted
safety valves shall not be used.

(e) Safety valves intended for use on
power boilers shall have flanged inlets
and either flanged or screwed side outlets
except outlets exceeding 4 inches in di-
ameter shall be flanged. Safety valves
with screwed inlets and screwed outlets
may be used on heating boilers and un-
fired steam generators for pressures not
exceeding 30 pounds per square inch
without diameterlimitation. Where the
pressure exceeds 30 pounds per square
inch safety valve inlets and outlets shall
be as specified for power boilers.

(D Manufacturers desiring to secure
approval of a new design or type of safety
valve for which capacity tests have not
been conducted shall submit drawings
in quadruplicate clearly showing the de-
sign of same together with the material
specifications of the component parts.
The design shall be approved prior to any
safety valve being installed on vessels
subject to inspection by the Coast Guard.
In the event approval is granteZ by the
Commarrdant, the manufacturer shall
upon request furnish such additional
copies of drawings as may be necessary
for use of the field inspection offices. In
the event the design ischanged, amended
drawings shallbe submitted to the Com-
mandant for approval.

(g) Manufacturers shall, in order to
obtain approval, have tests conducted,
or submit evidence that such tests have
already been conducted and approved
by or at the -United States Naval Boiler
and Turbine Testing Laboratory, the
National -Board of Boiler and Pressure
Vessel Inspectors, or by properly super-
vised and inspected tests acceptable'to
the Commandant, relative to determin-
ing the lift, popping pressure, blow-
down, and capacity of three different
pressures for each of three representative
sizes of each design or type of safety
valve proposed for use on marine boilers.
Reports of conducted tests on designs
different from those already approved

sha be submitted by the manufacturer
when such designs are intended for In-
stallations on vessels subject to inspec-
tion by the Coast Guard. A table of re-
lieving capacities for each size of valve
for which approval Is requested shal
also be submitted. A coefilcient of di-
charge shall be determined for each test
as follows:

Actual steam flowKTheoretical steam (1)

The average coefficient, , of the nine
tests shall be taken as the coefilent, of
the design and shall be used for deter-
minng the relieving capacity for all sizes

and pressures of the design of zeat as
used in the following formulas:
For 450 seat:

W14L45x=.DLPx0.G7XK) 0.2D .(2)
For flat seat:

W= (5L45X=DLPX-) 0.90 (3)
For ncale:

wr = (51.45 XAPxK) o.Co (4)where:
W=We!2ht of steam, pounds p2r hour.1
D=Seat diameter. In Inche.
L=Ift, In Inches.
P= (1.03 X set prcssure) +14.7-&--oluto

prcsure, n pounds per square inch.
W-Averaze caslicient of dLicharge.
A=Nozzle throat area, In square Inche.

(h) Safety valves shall operate with-
out chattering and shall be set and ad-
justed as follows:

(1) For pressures of 100 pounds per
square inch and below to cose after blow-
ing down not more than 4 percent, but
not less than 2 pounds. The valve shr11
be adjusted to pop within 1 pound of the
set pressure stamped upon the valve.
After the valve Is set and adjusted a vari-
ation tolerance in popping and receating
pressures of plus or minus 2 pounds from
the set pressure stamped on the valve is
permissible.

(2) For pressures above 100 pounds
per square inch to close after blowing
down not more tha-n 4 percent, but not.
less than 2 percent. The valve shall be
adjusted to pop within 1 percent of the
set pressure stamped upon the valve.
After the valve is set and adjusted a
variation tolerance in popping and re-
seating pressures of plus or minus 1 per-
cent for saturated steam service and 11S
percent for superheated steam service Is
permisslble.

(3) Safety valves for use on torccd
circulation boilers of the once through
type may be set and adjusted to cose
after blowing down not more than 10
percent of the set pressure. For pres-
sures of 70 pounds per square Inch and
below after the valve Is set and adjusted
a variatidn tolerance of plus or minus 2
pounds from the set pressure stamped on
the valve is permissible. For pressures
exceeding 70 pounds per square inch but
not exceeding 300 pounds per square
inch after the valve Is set and ad-
Justed a variation tolerance of plus or
minus 3 percent from the set pressure
stamped on the valve~s permissible. For
pregsures exceeding 300 pounds per
square inch after the valve Is ret and

ZThe theoretical steam flow Is calculatcd
In accordance with Naplces formula.

adjusted, a variation tolerance of plus
or minus 10 pounds from the set pres-
sure stamped on the valve Is pernns-ible.
The superheater protection required by
§ 52.65-5 (c) shall be provided within
the permissible popping tolerance.

(1) (1) Sprin-gs used in safety valves
shall be of the best quality spring steel
consistent with the design of the valve
and the service requirement; however,
heat resisting alloy steel springs shall be
uzed on valves intended for su7_r-
heater service above 650' P. Sprmgs
shall not show a permanent set exceed-
Ing 1 percent of their free length 10
minutes after being released from a cold
comprez-,lon test cosing the spring solid.

(2) The spring 'sall be so constru-ted
that the disk can lift from its seat to -
height not less; than 25 percent greater
than the rated capacity lift of the valve
before the coils are closed or before there
Is other interference. Whenever lift
stops are used by the manufacturer for
the purpose of preventing overlift they
shall in all instances permit, the full-
rated capacity lift plus a minimum tol-
erance of ,n inch.

(3) The valve manufacturer shall se-
curely attach to the valve a data plate
on which shall be stamped the spring
number and the minimum and max-
mum pressure to which the spnng may be
adjusted. When It becpmez necessary
to permanently adjust the valves beyond
the limits indicated, a new spring suit-
able for the new pressure shall be
Installed.

(4) Springs of boiler safety valves
shall be of the exposed spring type when
the temperature of the steam exceeds
4500 F. Eposed springs shall been-
Clozed In a ventilated metal housing and
sealed to prevent tampering.

(J) Bodies of safety valves may be
made of forged streel, cast steel, or of
such other material as may be approved
by the Commandant. When the steam
prezzure and temperature do not exceed
300 pounds per square inch or 450* F.,
bodies of safety valves may-be made of
bronze. When the steam pressure does
not exceed 30 pounds per square inch,
bodies of safety valves may be made of
cast iron.

(ks) DIsks, seats, guides, adjusting
rings, stems, etc., shall be made of mate-
rials possessing corrosion and heat re-
sisting qualities suitable for the service
conditions to which they are subjected.

() Each safety valve shall be plainly
marked by the manufacturer in such a
way that the markings will not be obIit-
erated in service. The marLings may be
stamped on the body, or stamped or cast
on a plate securely fastened to the bzdy,
and shall contain the following informa-t~on:

(1) The name of manufacturer . ....
(2) In upper right-hand corner h be

placed the Coast Guard stamp. (See
f aure 51.Q-5, (b).)

(3) LManufccturers dealn or t7pe number

(4) SL __ In. Seat -dia t - in.
(The pipe size of the valve Inlet)

(5) Pre.ure - p.a.I. - p.s. .
(Body primary ceivica pressure rat-

l-ctpressure)

(Blor.-down--difference between the
opening and cloon z pre=we)
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(7) Capacity ----------------- lbs. per hour
(In accordance with paragraph (g),
and with the valve adjusted for the
blow-down given in paragraph (4) of
this section)

(8) Capacity lift ---------------------- in.
(Capacity lift-distance the valve'disk
rises under the action of the steam
when the valve Is blowing under a pres-
sure of 3 percent above the set pres-
sure)

§ 52.65-15 Installation. (a) The final
setting of boiler safety valves shall be
checked and adjusted under steam pres-
sure by an inspector who'upon acceptance
shall seal the valves. This requrement
applies to drum and also superheater
safety valves when the latter provide part
of the required relieving capacity for the
boiler.

(b) Except in the case of superheater
valves, safety valves are not to be con-
nected to any fitting with outlets for any
purpose other than the escape of steam
thrQugh the.safety valve. They shall be
connected directly to the boiler or as close
thereto as possible and installed in an
upright position with spindles vertical
except in the case of especially designed
and approved valves.

(c) No valves shall be placed between
the required safety valves and the boiler
or unfired steam generator nor In the es-
cape pipe between the safety valve and
atmosphere. "

(d) Twin valves, made by placing in-
dividual valves on Y bases, or duplex
valves having two valves in the same
body, shall be of equal size.

(e) (1) To Insure the valve being
free, each safety valve shall have a sub-
stantial lifting device by which the valve
disk may be positively lifted from its seat
when there is at least 75 percent of full
working pressure on the boiler. The lift-
ing device shall be such that it cannot-
lock or hold the valve disk in lifted posi-
tion when the exterior lifting force is re-
leased. Such mechanism shall be con-
nected by suitable relieving gear so ar-
ranged that controls may be operated
from the fire-room or engine-room floor.

(2) When, due to high pressure, it is
impracticable to fit a relieving gear to"
raise the safety valve from its seat in or-
der to relieve the boiler of pressure, suit-
able piping and a valve having a reliev-
ing capacity of not less than the safety
valves(s) may be connected from the
boiler to the escape pipe or condenser.
The valve shall be arrangedto permit
operation from the fire-room or engine-
room floor.

(f) Escape piping from the boiler
drum and superheater valves shall have
an area not less than that of the com-
bined areas of the outlets of all valves
discharging thereto and shall be led up-
ward as directly as possible without
pockets. Expansion joints or flexible
connections adequately supported and so
installed that no stress is transmitted to
the safety valve body shall be provided
with low points of escape piping ade-
quately drained.

(g) Steel, iron, or bronze valves, 1i/2-
inch size, shall be tapped for not less
than -inch pipe size drain with drain
connection located below the level of the
seat. Steel, iron, or bronze safety valves,
2-inch size and larger, shall be tapped

for not less than %-inch pipe size with
drain connection located below the level
of the seat. No shut-off valve shall be
fitted in the drain pipe.

(h) All safety valves for use on boilers
and superheaters shall be supplied with
gags or clamps for holding the disk on
its seat when blow-down adjustments are
made and when hydrostatic tests are
being applied. The gags or clamps shall
be carried on board the vessel at all
times. Gagging a safety valve by means
of a set screw through the top of the
casing or by screwing down the com-
pression or adjusting screw to hold the
valve on its seat is prohibited.
SUBPART 52.70-BOILEa MOUNTINGS AND

ATTACHMENTS

§ 52.70-1 Definitions-Ca) Mountings.
Mountings, within the meaning of the
regulations in this subchapter, are con-
nections, distance pieces, valves, or fit-
tings attached directly to the boiler.

(b)' Main stop valve. Main stop valve
is a valve usually connected directly to
the boiler for the purpose of shutting off
the steam from the main steam line.

(c) Auxiliary stop valve. Auxiliary
stop valve is a valve usually connected
directly to the boiler for the purpose of
shutting off the steam from the auxiliary
lines (including the whistle lines)

(d), Manifold. Manifold is a fitting
with two or more branches having valves
either attached by bolting or integral
with the fitting.

(e) Feed valve. Feed valve is a valve
in- the feed-water line which controls
the boiler feed.

(f) Blow-off valve. Blow-off valve is
a valve connected directly to the boiler
for the purpose of blowing out water,
scum, or sediment.

(g) Dry pipe. Dry pipe is a perfo-
rated or slotted pipe placed in the high-
est part of the steam space of a boiler
to prevent priming.

(h) Water column. Water column is
a fitting or tube equilpped with a water
glass attached to a boiler for the pur-
pose of indicating the water level.

(i) Test cocks. Test cocks are small
cocks on a boiler for indicating the water
level.

(j) Salinometer cocks. Sallnometer
cocks are cocks attached to a boiler for
the purpose- of drawing off a sample of
water for salinity tests.

(k) Fusible plugs. Fusible plugs are
plugs made with a bronze casing and a
tin filling which melts at a temperature
of 450" to 500 ° F. They are intended
to melt in the event of low water and
thus warn the engineer on watch.

§ 52.70-5 Materials and workman-
ship. (a) Boiler mountings -or attach-
ments shall be made of steel forgings
conforming to the requfrements of sub-
part 51.46; steel castings conforming to
the requirements of subpart 51.58; or,
where the temperature does not exceed
450* F., they may be made of bronze
castings conforming to the requirements
of subpart 51.76.

(b) Where the temperature, exceeds
450' F., bolting material shall conform
to the requirements of subparts 51.49
and 51.55. Where the temperature does

not exceed 450' F., carbon steel bolting
material conforming to the requirements
of subpart 51.52 may be used.

(c) The use of cast iron for mount-
ings, fittings, valves, or cocks, attached
directly to boilers operating at pressures
exceeding 30 p. s. 1. is prohibited,

§ 52.70-10 Detail requirements. (a)
Boiler mountings and attachments hav-
ing diameters of 1% inches and over,
shall be fitted with flanged ends and be
bolted directly-to the boiler.

(b) Where bolt holes extend through
the plating of a boiler or pressure vessel,
the plate shall be threaded to receive the
bolt. The bolt head, or, in the case of
stud bolts, a nut with washer and grom-
met shall be fitted.on the inside. Where
stud bolts are used, with the holes not
extending through the plate, the stud
shall be screwed into the plate a distance
at least equal to the diameter of the stud
over the threads.

(c) Where pipes are screwed Into the
plating of the boiler, the minimum num-
ber of pipe threads permitted shall be In
accordance with the following table:
TABLE 52.70-10 (c)-Mimmura Nora=e or Pir

THREADs FOR CONNECTIONS To BoILER
Size of pipe connection, Inches .... 1 and 1
Number of threads per Inch --------- 111
Minimum number of threads required

In opening ---------------------- 4
Minimum thickness of material re-

quired to give above rumber of
threads (inches) ------------------ 0,348
§ 52.70-15 Main and auxiliary stop

vajves. (a) All valves shall be marked as
specified in § 55.07-10 (f) of this sub-
chapter.

(b) All valves shall close with a right-
hand motion of the wheel when facing
the end ok the stem. Stop valves of the
globe or similar type shall be installed
to seat against the-pressure, and shall be
designed to indicate at a glance whether
they are opened or closed.

(c) Where the diameter of stop valves
exceeds 6 inches, they shall be fitted with
bypass valves for the purpose of heating
the line and equalizing the pressure be-
fore opening the valves.

(d) Inspectors are requiredlo care-
fully examine all steam lines to satisfy
themselves that adequate and depend-
able drainage is provided to prevent an
accumulation of water in the piping,

§ 52.10-20 Manifolds. Manifolds shall
comply with the requirements for other
mountings or fittings specified In
§ 52.70-1

§ 52.70-25 Feed valves. (a) Feed
stop valves shall be attached directly to
bqilers not fittedwith economizers. If
the installation will not permit direct
attachment, fittings made as short as
practicable may be employed. Boilers
fitted with economizers shall have a non.
return valve fitted between the steam
drum and the economizer.

(b) Feed lines shall be provided with
a check valve adjacent to the feed stop
valve. An approved feed water regula-
tor maybe interposed between the check
and the stop valve.

(c) Two separate means shall be pro-
vided for supplying feed water except
for small donkey boilers and installations
in which the unit feed system Is em-
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ployed. Where practicable the feed
connections shall be through separate
nozzles.

(d) (1) When the unit feed system is
employed each boiler shall have its own.
independently driven main feed pump
capable of supplying the boiler at Its
normal operating capacity. In addition
there shall be an-auxiliary independently
driven feed pump of the same capacity
which can be operated in place of and in
conjunction with the main feed pump.
In vessels with two boilers there shall be
one auxiliary pump for each boiler. In
vessels with three or more boilers, not
more than two boilers may be served 6y
any one auxiliary pump. The auxiliary
pump may be so interconnected that any
pump can-feed any boiler.

(2) A separate feed line shall be pro-
vided for each boiler from its pumps.
A separate auxiliary feed line is not re-
quired'in the unit feed system. The dis-
charge from each pump and the feed
supply to each boiler shall be automati-
rally controlled by the level of the water
in that boiler. In addition to the auto-
matic control, manual control shall be
prowded.

(e) Feed water heaters, grease extrac-
tors, and feed water regulators, where
installed, shall be fitted with bypasses.
Economizers forming an integral part
of the boilers are not required to. be so
fitted. Feed water regulator bypasses
shall be fitted with stop check valves, or
combined stop check valves, or shall be
so arranged that the regular stop check
valves are in operation while the bypass
is in use.

(f) Feed water shall not be discharged
into a boiler against surfaces exposed ta
hot gases, to the radiant heat of the fire,
or close to a riveted Joint.

(g) Feed water nozzles shall be fitted
with a sleeve or other suitable means to
reduce the effects of metal temperature
differentials in the shells or heads for
design pressures of 400 pounds per square
inch or over.

§ 52.70-30 Blow-off valves. (a) Boil-
ers shall be fitted with.a surface and a
bottom blow-off valve or cock attached
directly to the boiler or to a distance
piece. The surface blow-off valve shall
be located within the permissible range
of the water level, or fitted with a scum
pan or pipe at this level. The bottom
blow-off valve shall be attached to the
lowest part of the boiler or fitted with an
internal pipe leading to the lowest point
inside.the boiler. Water-tube boilers de-
signed for working pressures of 350
pounds per square inch or over are not
required to be fitted with a surface bloV-
off valve.

(b)' Where blow-off pipes are exposed
to direct heat from the fire, they shall be
protected by fire brick or other suitable
heat-resisting material.

(c) Where such blow-off valves are
connected to a common discharge from
two or more boilers, a nonreturn valve
shall be provided in the pipe from each
boiler to prevent accidental blowback in
case the blow-off valve is left open.

§ 52.70-35 Dry mzpes. Internal dry
pipes may be fitted to stop yalves and
safety valves, provided such dry pipes
have a wall thickness at least equal to
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standard commercial pipe thickness for
their diameter. The area of the opening
in such dry pipes shall be at least twice
the nominal area of the dry pipe. Open-
ings in dry pipes shall be as near as prac-
ticable to the valve and shall be slotted
or drilled, the width of the slots to be
not less than 1/4 inch, or the diameter of
the holes to be not less than a inch.
Where dry pipes are used, they shall be
provided with drains at each end to pre-
vent an accumulation of water.

§ 52.70-40 Fusible plugs. (a) All
boilers, except water-tube boilers, and
low-pressure heating boilers operating at
pressures not in excess of 30 pounds per
square inch, shall be fitted with fusible
plugs manufactured from acceptable
heats in accordance with subpart 57.25.

(b) Vertical boilers shall be fitted with
one fusible plug located in a tube not
more than 2 inches below the lowest
gauge cock.

(c) Externally fired, cylindrical boil-
ers, with flues, shall have one plug fitted
to the shell immediately below the fire
line not less than 4 feet from the front
end.

(b) Firebox, Scotch, and other types
of shell boilers not specifically provided
for, having a combustion chamber com-
mon to all furnaces, shall have one plug
fitted at or near the center of the crown
sheet of the combustion chamber.

(e) Double-ended boilers having indi-
vidual combustion chambers for each
end which combustion chambers are
common to all the furnaces In one end
of the boiler, shall have one plug fitted
at or near the center of the crown sheet
of each combustion chamber.

(f) Boilers constructed with a sepa-
rate combustion chamber for each in-
dividual furnace shall be fitted with
a fusible plug In the center of the crown
sheet of each combustion chamber.

(g) Boilers of types not herein pro-
vided for shall be fitted with at least
one fusible plug of such dimensions and
located in a part of the boiler as will,
in the judgment of the Inspector, best
meet the purposes for which It Is In-
tended.

(h) Fusible plugs shall be so fitted
that the smaller end of the filling Is in
direct contact with the radiant heat of
the fire, and shall be at least 1 Inch
higher on the water side than the plate
or flue in which they are fitted, and in
no case more than 1 inch below the low-
est permissible water level as defined in
paragraph (1).

(i) The lowest permissible water level
shall be'determined as follows:

(1) Vertical fire-tube boilers, one-
half of the length of the tubes above
the lower tube sheets.

(2) Vertical submerged tube boiler, 1
inch above the upper tube sheet.

(3) Internally-fired fire-tube boilers
with combustion chambers Integral with
the boiler, 2 inches above the highes(t
part of the combustion chamber.

(4) Horizontal-return tubular and
dry back Scotch boilers, 2 inches above
the top row of tubes.

(5) The lowest permissible water level
for all water-tube boilers shall be de-
termined at the time drawings of the
boilers are submitted for approval
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(J) Fusible plugs shall be cleaned and
will be examined by the Inspector at
each annual Inspection, and oftener if
necessary, and If, in the inspector's opin-
Jon, the condition of the plugs is satis-
factory, they may be continued in use.

(h) Fusible plugs shall not be per-
mitted where the maximum steam tem-
perature to which they are exposed ex-
ceeds 425? F.

§ 59.70-45 Pressure gauges. (a)
Each single-ended boiler shall be fitted
with a reliable steam gauge, the dial of
which shall be graduated to approx-
mately double the pressure at which the
safety valve Is set, but in no case less
than one and one-half times this pres-
sure. Each double-ended boiler shall be
fitted with two such pressure gauges, one
on either end of the boiler Gauges
shall be located where they can be easily
seen.

(b) The error In reading at any point
to the maximum reading to which the
scale Is graduated, shall not exceed 1%
percent of the maximum reading to
which the scale Is graduated; except that
the error in reading at the graduation
indicating the working pressure shall not
exceed one-half of 1 percent of the max-
Imum reading to which the scale is
graduated.

§ 52.70-50 Water indicators. (a)
Each boiler shall have twoIndependent
means of Indicating the water level in
the boiler, one of which shall be a gauge
glass. The secondary indicator may con-
sist of a gauge glass, or other device ap-
proved by the Commandant, or where
the allowable steam pressure does not ex-
ceed 250 pounds per square inch, three
test cocks attached directly to the head
or shell of the boiler. Where the allow-
able pressure exceeds 250 pounds per
square inch, the gauge glasses shall be
of the fiat type Instead of the common
tubular type.

(b) Glass water gauges shall be so lo-
cated that the lowest visibla part of the
glass Is not lower than the lowest permis-
sible water level, as determined by
§ 52-70-40 UI) The lowest gauge cock
shall be located 2 inches higher than the
lowest visible part of the gauge glass, ex-
cept that for horizontal boilers 48 inches
or les In diameter they may be located
at the lowest permissible water level.

(c) Double-ended fire-tube boilers
shall be equipped as specified in para-
graphs (a) and (b) except that a water-
gauge glass, and three water-gauge cocks
shall be installed on each end of the
boiler.

(d) Externally fired flue boilers, such
as are used on central western river ves-
sels, shall be equipped as specified in par-
graphs (a) and .(b) except that float
gauges may be substituted for gauge
glasses.

(e) Gauge glasses shall be fitted with
shut-off valves or cocks at the top and
bottom and shall have valved drains.

(1) When water columns are provided,
they shall be fitted to the heads or shells
of boilers or drums with shut-off valves
attached directly to the boilers or drums,
or If necessary, connected thereto by a
distance piece both at the top and bottom
of the water columns. Water column
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piping shall not be fitted inside the up-
take, the smoke box, or the casing.

§ 52.70-55 Salinometer cocks. -In ves-
sels operating In salt water, each boiler
shall be equipped with a salinometer cock
or valve which shall be fitted directly to
the boiler In a convenient position. They
shall not be attached to the water gauge
or water column.

PART 53-Low-PRESSURE HEATING
BOILERS

SUBPART 53.01--1-STEEL-PLATE BOILERS

See.
53.01-1 Scope.

SUBPART 53.05--CAST-IRO BOIES

53.05-1 Scope.
53.05-5 Manufacturer's certification.
53.05-10 Material.
53.05-15 Washout openings.
53.05-20 Flanged connections.
53.05-25 Threaded openings.
53.05-30 Hydrostatic tests.
53.05-35 Marking.
53.05-40 Installation.
53.05-45 Fittings and appliances.

Au'rHOnrr: H§ 53.01-1 to 53.05-45, inclu-
sive, issued under R. S. 4405, 4417a, 4418.
4426, 4427, 4429, 4430, 4431, 4432, 4433, 4434,
4453, and 4491, as amended, sec. 14, 29 Stat.
690. 41 Stat. 305, 49 Stat. 1544, 54 Stat. 346,
and see. 5 (e). 55 Stat. 244, as amended; 46
U. S. C. 363, 366. 367, S75, 391a, 392, 404, 405,
407. 408, 409; 410, 411, 412, 435, 1333, 50
U. S. C. 1275, and sec. 101, Reorg. Plan No. 3
of 1046; 11 F. R. 7875.

SUBPART 53.01-STEEL-PLATE BOILERS

§ 53.01-1 Scope: Low-pressure steel-
plate boilers used exclusively for steam
heating and hot-water supply, the max-
imum allowable pressure of which shall
not exceed 30 pounds per square inch,
shall be designed and constructed in ac-
cordance with the applicable require-
ments specified in- this part for cast-
iron boilers, and as may be authorized
by the Commandant.

SUBPART 53.05-CAST-IRON BOILERS

§ 53.05-1 'Scope. (a) Cast-iron heat-
ing boilers may be used on vessels sub-
Ject to inspection by the Coast Guard
if constructed in accordance with the
regulations in this part.

(b) Such boilers shall in no case be
used for a maximum allowable pressure
exceeding 15 pounds per square inch and
shall be used exclusively for heating pur-
poses.

§ 53.05-5 Manufacturers certijlca-
tion. Each manufacturer desiring to
construct cast-iron boilers for use on ves-
sels subject to inspection by the Coast'
Guard shall submit an affidavit on form
CG 935A, certifying that such boilers will
comply with all of the requirements of
the regulations in this subchapter.

§ 53.05-10 Material.. The material
used in the construction of cast-iron
heating boilers shall conform to the re-
quirements of subpart 51.64 for grade B
or grade C material.

§ 53.05-15 Washout openings. All
cast-iron heating boilers shall be pro-
vided with washout openings to.permit
the removal of any sediment that may
accumulate therein. Washout opemngs

may be used for return pipe connections
and the washout plug placed in a tee
so that the plug is directly opposite and
as close as possible to the opening in the
boiler.

§ 53.05-20 F lang ed connections.
Flanged pipe connection openings in
boilers shall conform to the American
Standard given in table 55.07-15 (j1) for
the corresponding pipe size, and shall
have the corresponding drilling for bolts
or studs.

§ 53.05-25 Threaded openings. Pipe
connections if threaded shall be tapped
into material having a minimum thick-
ness as specified in table 53.05-25.
TABLE 53.05-25-MINIM M1 THICKNESS O

MATERIAL FOR THREAIJED CONNECTIONS TO
BOILERS

Minimum
thickness

Size of pipe connections, of material
inches: required, inches

% and under ........--------....... r
1 to 21/, inclusive ------------
3 to 3 , inclusive ------------------ q
4 to 5, inclusive --------------
6 to 8, inclusive -------------------- 1
9 to 12, inclusive ------------------- 11

§ 53.05-30 Hydrostatic tests. (a) The
completed boiler shall be subject to a
hydrostatic test pressure of not less than
60 pounds per square inch. In the event
of any defects developing, the defective
portion may be replaced and the boiler
retested, but defective sections shall not
be repaired unless the same are first ex-
amined by an inspector and the method
of repair is sanctioned by him.

(b) It is not required that Inspectors
make a shop inspection of each individ-
ual boiler. Such inspection shall be
made by the manufacturers and certified
to by them.

§ 53.05-35 -arking. Manufacturers
shall stamp the completed boiler in an
accessible location where the stamp
marks will not be obliterated. In addi-
tion, a name plate shall be placed outside
of the covering, giving the name of the
manufacturer, the serial number of the
boiler, and the letters, U. S. C. G.

§ 53.05-40 Installation. (a) Pro-
visions shall be made for the expansion
and contraction of steam mains to boil-
ers by providing substantial anchorage
at suitable points, so that there shall be
no undue strain transmitted to the boiler.

(b) *hen feed or make-up water Is
introduced from a pressure line, it shall
be connected to the piping system and
not directly to the boiler.

(c) When a stop valve is used In the
supply-pipe connection of a single boiler,
there shall be one used in the return-pipe
connection. It is recommended that no
stop valves be placed-in the supply and
return pipe connections of a single boiler
installation.

(d) A stop valve shall be used In each
supply and return pipe connections of
two or more boilers connected to a com-
mon system.

(e) Provision shall be made for clean-
ing the interior of ,the return piping at
or close to the boiler,

(f) When stop valves are used they
shall be properly designated substan-
tially as Indicated below by tags of metal
or other durable material fastened to
them.

Supply Valve-Number
Do Not Close Without Also Closing

Return Valve-Number

Return Valve--Number
Do Not Close Without Also Closing

Supply Valve--Number ( )

(g) When a valve is placed In the top
connection from a hot-water supply
boiler to a storage tank, an additional
connection without valve shall be made
between the boiler and top of storage
tank.

(h). Every boiler shall have proper
outlet connections for the required safety
valves, Independent of any other connec-
tion outside the boiler. A steam-
equalizing pipe betweenk boilers is not to,
be consideredas a connection outside of
the boiler in applying the requirements
of this paragraph, The area of the open-
ing is to be at least equal to the aggre-
gate area based on the nominal diameters
of all of the safety valves with which it
coninects. A screwed connection may b0
used for attaching a safety valve,

§ 53.05-45 Fittings and appliances-
(a) Safety valves. (1) Each steam boiler
shall be provided with one or more safety
valves of the spring pop type adjusted
and sealed to discharge at a pressure not
to exceed 15 potnds per square inch.
The minimum diameter of a safety valve
shall not be less than inch, nor the
maximum greater than 4/2 inches,

(2) When two or more safety valves
are used on a boiler, they may be single,
twin, or duplex valves.

(3) Safety valves shall be connected to
the boilers Independent of other connec-
tions and be attached directly or as close
as possible to the boiler without any un-
necessary intervening pipe or fitting ex-
cept the Y base.forming a part of the
twin valve or a steam-equalizing pipe
between boilers. A safety valve shall
not be connected to an internal pipe in
the boiler: Safety valves shall be con-
nected so as to stand upriglit with the
spindle vertical.

(4) No shut-off of any description shall
be placed between the safety valve and
the boiler, nor on discharge pipes be-
tween such valves and the atmosphere,

(5) When a discharge pipe is used its
area shall be not less than the area of
the valve or aggregate area based on the
nominal diameters of the valves with
which it connects, and the discharge pipe
shall be fitted with an open drain to
prevent water from lodging in the upper
part of the valve or In the pipe. When
an elbow is located in a safety valve dis-
charge pipe, it shall be located close to
the valve outlet or the pipe shall be se-
curely anchored and supported, The
safety valves shall be so located and piped
that there will be no danger of scalding
operating personnel.

(6) Each safety valve, /4 inch or over,
used on W steam-heating boiler, shall
have a substantial lifting device by which
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the valve may be raised from its seat at
least 'A6 inch when there is no pressure
on the boiler.

(7) Each safety valve shall be plainly
marked by the manufacturer in such a
way that the markings will not be ob-
literated in service, by stamping or cast-
ing on the casing or body of the valve, or
by stamping or casting on a plate se-
curely fastened to the casing, the letters
U. S. C. G., the manufacturer's name or
trade-mark, and the pressure at which it
is set to blow. All safety valves shall be
arranged so that they cannot be reset to
relieve at a higher pressure than the
mammum allowable pressure of the
boiler. The seats and disks of safety
valves shall be made of nonferrous ma-
terial.

(8) The diameter of seat shall deter-
mine the nominal diameter of safety
valve as given n table 53.05-45 (a). The
pipe thread at the inlet shall not be less
than the nominal valve size.

FEDERAL RlEGISTER

TAO31m t3.05-45 0o-11==xr ALovmrr E_=3 o
SAFETY V~xrs ron STEAu U5&ns; DOi rr

Eafcty valvo

Dlamctcr (Incb) Ara DLitham3 EIG
Icoradty I

SiLart PC,.i r cia
f0. 11 15 1fyl

. .. 14 Z3 .

2............ 3.141 C07 14
2M ---------- 4. V 7 1,421 II)
3 . . . . . . ... . . . . . . . . . C. F 0, 0w 2 1

44 ---------- 13.0INA 4,75 0

iCapaity of Makcty vaIve baJ on 3 t pU= V ovr

Efr r c v ol vo rzt to r ore at 15 t uads F~r 5

No=s: The foregolng tablo Is baced upon
the following formulas:

Where grate area does not exceed 4 square feet:

Diameter of safety valve, inches= grate area, square feet
4

Where grate area exceeds 4 square feet

Diameter of safety valve, inches= g r t e 
area, square feet+ 0 .6

10

It liquid or gaseous fuel Is used a grate
area should be assumed equal to that vhich
would be required if coal were used for fuel

(9) (i) The minimum size of safety
valve or valves for each boiler shall be
governed by the amount oZ the grate area
as given in table 53.05-45 (a) In deter-
mining the minimum size of safety valves
for 'double-grate down-draft boilers, the
effective grate area shall be taken as the
area of the upper grate plus one-eighth
of the area of the lower grate.

(ii) The safety valve capacity for each
steam boiler shall be such that the safety
valve or valves will discharge all the
steam that can be generated by the boiler
without allowing the pressure to rise
more than 5 pounds above the maximum
allowable pressure of the boiler.

(10) When the size of boiler exceeds
the values given in table 53.05-45 (a),
safety valves whose combined capacities
equal the rated capacity of the boiler
shall be selected.

(11) When a hot-water supply is
heated indirectly by steam in a coil or
pipe, the pressure of the steam used shall
not exceed the maximum allowable pres-
sure of the hotwater tank, and'a water-
relief valve of at least 1 inch in diameter,
set to relieve at or below the maximum
allowable pressure of the tank, shall be
used.

(b) Steam gauges. (1) Each steam
boiler shall have a steam gauge connected
to its steam space or to its water column,
or its steam connection, by means of a
siphon or eqmvtalent device exterior to
the boiler and of sufficient capacity to
keep the gauge tube filled with water, and
so arranged that the gauge cannot be
shut off from the boiler except by a cock

- with Tor lever handle, placed in the pipe
near the gauge. The handle of the cock
shall be parallel to the pipe in which it is
located when the cock is open.

(2) The scale on the dial of a sten
boiler gauge shall be graduated to not

less than 30 p. s. L The gauge shall be
provided with effective stops for indicat-
ing pointer at the zero point and at the
maximum pressure point. The travel of
the pointer from zero to 30 p. s. 1. shall
be at least 3 inches.

(3) Steam-gauge connections shall be
of nonferrous composition when smaller
than 1-inch pipe and longer than 5 feet
between the gauge and point of connec-
tion of pipe to boiler, and also when
smaller than J-inch pipe and shorter
than 5 feet between the gauge and point
of connection of pipe to boiler.

(4) On a compound gauge, effective
stops shall be set at the limits of the
gauge readings on both the pressure and
vacuum sides.

(c) Bottom blow-off. Each boiler
shall have a blow-off pipe connection
fitted with a valve or cock not less than
%-inch pipe size connected with the low-
est water space practicable.

(d) ]Vater-gauge glasses. Each steam
boiler shall have one or more water-
gauge glasses, with the lower fitting pro-
vided with a valve or pet cock to facilitate
cleaning.

(e) Gauge cocks. Each steam boiler
shall have two or more gauge cocks lo-
cated within the range of the visible
length of the water glass.

f) Water-column pipes. The mini-
mum size pipes connecting the water
column of a steam boiler shall be 1 Inch.
Water glasses, fittings, or gauge cocks
may be connected directly to the boiler.
No corlnectlons, except for combustion
regulator, drain or steam gauge, shall be
attached to the water column or the
piping connecting a water column to a
boiler. If the water column or gauge
glass is connected to the boiler by pipe
and .ittings, a crosstee, or equivalent, in
which a drain valve and piping may be
attached, shall be placed in the water
piping connection at every right-angle
turn to facilitate cleaning.
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(g) Low-water fuel supply cut-off. It
is recommended that on all automati-
cally fired steam or vapor-steam boilers,
a low-water fuel-supply cut-off be in-
stalled in such location that It automati-
cally shuts off the fuel supply when the
surface of the water falls to the lowest
safe water line.

(h) Fusible plugs. None reqjuired.
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4427, 442. 4430, 4431, 4432, 4433; 4434, 4453,
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P. P. 7875.

§ 54.01-1 Scope. (a) The regulations
In this part contain detail requirements
for the design and fabrication of un-
fired pressure vessels subject to .inspec-
tion by the Coast Guard.

(b) Unfired pressure vessels shall
comply with the applicable requirements
of part 52 of this subchapter except as
provided otherwise in this part.

§ 54.01-5 Approval. Pressure vessels
subject to Inspection by the Coast Guard
as required by § 54.01-25, heat exchang-
ers, evaporators, and similar appliances
shall be approved by the Commandant.
Before approval will be granted, the
manufacturer shall submit detailed
drawings listing material specifications
to the Commandant.

§ 54.01-10 Definitfons--(a) Unfired
pressure vessel. An unfired prezsure ves-
sel Is a tank containing gas, vapor, or
liquid, or a combination thereof, under-
pressure, and not exposed to the prod-
ucts of combustion.

(b) Heat exchanger. A heat ex-
changer Is a device usually consisting of
a shell and tubes or coils by which heat is
transferred from one substance to
another.

§ 54.01-15 Materials and woriman-
ship. (a) Equipment covered by this part
constructed of plates with riveted joints,
welded Joints, or brazed joints shall con-
form to all the requirements of'Part 52
of this subchapter for such construction.

(b) Unfired pressure vessels and ap-
purtenances covered by this part may be
fabricated of steel plate, cast steel,
bronze, malleable iron, or cast ron. (For
limitations as to pressure and tempera-
ture for bronze, malleable iron, and cast
Iron see §§ 55.07-1 (k) and 55.07-1 (1)
of this subchapter.
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(c) Cast iron shall not be used in the
construction of shells and heads of pres-
sure vessels where subject to steam pres-
sures exceeding 30 pounds per square
inch or where subject to gas or liquid
pressures exceeding 125 pounds per
square inch. Cast iron is permitted for
pressures not exceeding_125 pounds per
square inch and temperatures not ex-
ceeding 450 ° F for ordinary valves,
flanges, and pipe fittings. Cast iron is
not permitted for use in the construc-
tion of bodies and pressure parts of
safety valves where subject to pressures
exceeding 30 pounds per square inch.

(d) Flanges cast integral with shells
or heads shall have a fillet with a radius
not less than the thickness of the necks
to which they are attached.

(e) The corner radius oT a cast un-
stayed dished head measured on the con-
cave side of the head.shall be not less
than three times the thickness of the
head, but in no case less than 6 percent
of the outside diameter of the shell.

(f) Where manholes or other large
openings are provided in castings, the
structure adjacent to the openings shall
be reinforced by increasing the thickness
of the material around the opening, or by
ribs or webs to compensate for the mate-
rial omitted in the opening. The corners
of rectangular openings shall have fillets
with radii not less than the thickness of
the body of the material.

§ 54.01-20 Computations. (a), The
maximum allowable pressure of rylin-
drical shells of'steel plate, cast steel, or
cast iron shall be determined by formulas
given In § 52.05-10 and the. maximum
allowable pressure of heads shall be de-
termined by formulas given in §52.20-10
of this subchapter.

(b) The maximum allowable pressure
for flat surfaces, such as ends, doors, or
covers, shall be computed by the follow-
ing formula:

p=_ C22
-- -- (1)

where:
P-maxlmum allowable pressure, in

pounds per square inch.
T-thickness of casting, in inches.
D=diameter of' bolt circle of cover, in

inches, for circular surfaces; or,
maximum diagonal length to tile
bolt line for square or rectangular
surfaces.

. =20,000.

§ 54.01-25 Evap'orator safety valves.
(a) An approved safety valve set to re-
lieve at a pressure not exceeding that for
which the shell is designed shall be fitted
to all evaporators except the following:

(1) Evaporators of the coil or tube
type designed to operate with a steam
inlet pressure not exceeding 15 pounds
per square inch gauge.

(2) Evaporators of the atmospheric
type designed for vapor discharge direct
to a distiller with no shut-off valve in the
discharge line. The distiller connected
to atmospheric evaporators shall be fitted
with a vent to obviate a build-up in pres-
sure. In no case shall the vexit be less
than 1/2 inches in diameter.

(b) Safety valves for use on unfired
pressure vessels in which pressure is gen-
erated shall comply with the require-
ments specified in Part 52 of this sub-

chapter exceSt the valves are not re-
quired to be fitted with gags or clamps.

(c) The relieving capacity of safety
valves for evaporators not vented to at-
mosphere In which steal is generated
shall be not less than that determined
by the following:

(1) The -evaporator shell safety valve
shall have a rated relieving capacity at
a pressure of 3 percent in excess of that
at which the valve is set to blow at least
equal to the capacity of the orifice fitted
in the steam supply to the evaporator.

(2) Where the set pressure .of the
evaporator shell safety valve is 58 per-
cent or less than the setting of the safety
valve on the steam supply, the orifice
capacity shall be determined as follows:

W=51.45AP (1)
(3) Where the set pressure of the

evaporator shell safety exceeds 58 per-
cent of the setting of the safety valve on
the steam supply, the orific capacity
shall be determined as follows:

W=105.3A 4 p (2)
where:

W= orifice capacity, In pounds per hour.
A= cross-sectional area of rounded en-

trance orifice, in square inches.
P= set pressure of steam supply safety

valve, In pounds per square inch,
absolute.

P,= set pressure of evaporator shell safety
valve, In pounds per square Inch,
absolute.

(d) In no case shall the inlet diameter
of a safety valve be lesS than li 2 inches
nominal pipe size.

(e) On new installations and where
the orifice size of an existing eyaporator
is increased, an accumulation test shall
be made by closing all steam outlet con-
nections except the safety valves for a
period of five minutes. When conduct-
ing the accumulation test, the water
shall be at the .normal operating level
and the steam pressure shall be at the
normal operating pressure, and while
under this test the pressure shall not
rise more than 6 percent above the safety
valve setting.

§ 54.01-27 Water level ndicator pres-
sure gauge, and blow-down valve. In
addition to the safety valve required by
§ 54.01-25, an evaporator in which steam
is generated shall be fitted with an effi-
cient water lever indicator, a pressure
gauge, and a blow-down valve.

§ 54.01-30 Relief valves. (a) Unfired
pressure vessels, such as tanks contain-
ing liquids, gases, or vapors, and in which
steam is not generated, shall be protected.
by a relief valve set to relieve at a 'pres-
sure not exceeding that for which the
vessel is designed and of sufficient re-
lieving capacity to prevent a pressuie in-
crease- exceeding 10 percent above the
maximum allowable pressure. In no
case shall the diameter of the relief valve
be less than 1 inch.

(b) A heat exchanger with steam in
the shell and liquid in the tubes at a
pressure exceeding that in the shell shall

I The orifice shall be installed near the
steam inlet of the coils or tubes and where
no orifice is employed the area used in the
formula shall be that of the inlet connection
or manifold.

have a relief valve fitted with capacity
equivalent to that of two tubes in order
to protect the shell against excess pres-
sure in the event of the tubes splitting.
The discharge of the tubes may be cal-
culated by using the pressure difference
between that In the shell and tubes to
determine the required capacity of the
relief valve.

(c) A heat exchanger, with liquid in
the shell and the heating medium in the
coils, shall be fitted with a relief valve of
sufficient relieving capacity to prevent a
pressure increase exceeding 10 percent
above the maximum allowable pressure.
In no case shall the diameter of the relief
valve be less than 2 inch,

NoTE: For certain pressure vessels con-
-taining liquids or vapors yihoso temperature
does not exceed 212' F., the Commandant
may authorize the substitution of a burst-
ing or rupture disk where the installation
of a relief valve Is impracticable. This vill
not apply to vessels containing lethal or
noxious substances.

(d) All relief valves for use on un-
fired pressure vesselsor on piping sys-
tems where approved safety valves are
not required shall in general comply wilth
the requirements for safety valve con-
struction in Part 52 of this subchapter
and shall lae designed to suitably meet
the protection and service requirements
for which they are intended, except that
relief valves are not required to have
huddling chambers for service other than
steam. Cast iton may be employed in
the construction of relief 'valves for pres-
sures not exdeeding 125 pounds per
square inch and temperatures not ex-
ceeding 4500 F

(e) The capacities of relief valves shall
be rated at pressures of 3 percent for
vapors, 5 percent for gases, and at 10 or.
25 percent for liquids above the pressure
at which the valve is set.

(f) Relief valves intended for use In
liquefied inflammable gas service shall
conform to the requirements in Part 38,
Subchapter D (Tank Vessel Regulations),
of this chapter.

§ 54.01-35 Inspection. (a) An unired
pressure vessel is subject to shop inspec-
tion when such a vessel may contain any.
of the following: I

(1) Steam, gas, or vapors at pregsures
exceeding 15 pounds per square inch or
temperatures exceeding 3000 F. The
shell, tubes, or coils of a heat exchanger
shall be considered a pressure vessel if
such parts may be subjected to steam,
gas, or vapor pressures exceeding 15
pounds per square inch or temperatures
exceeding 3000 F

(2) Fuel oil at pressures exceeding
100 pounds per square inch or tempera-
tures exceeding 150 ° F

(3) Lubricating oil at pressures ex-
ceeding 100 pounds per square inch or
temperatures exceeding 2000 F

(4) Liquids, except fuel oil arid lubri-
cating oil, at pressures exceeding 100
pounds per square inch or temperatures
exceeding 2000 F

(5) Liquids in compression tanks with
air cushions of pressures exceeding 100
pounds per square Inch.

(6) Stored or~stowed dangerous arti-
Mles, sulistances, or combustible liquids
which are required by law or regulation
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to be carried in containers fabricated as
a pressure vessel, Irrespective of pres-
sures, temperatures, or capacities; ex-
cept such stored or stowed dangerous
.articles, substances, or combustible
liquids which are permitted by subchap--
ter N of this chapter (Explosives or
Other Dangerous Articles or Substances)
to be carried in containers constructed
in accordance with the requirements of
the Interstate Commerce Commission.
(b) Shop inspection is not required

-for single unfired pressure vessels having
an mternalvolume not exceeding 5 cubic
feet capacity and designed for pressures
not exceeding 100 pounds per square
inch; however, requirements for mate-
nals, construction and welding shall be
met, and other markings required to be
stamped on unfired pressure vessels by
§ 54.01-45 shall be stamped thereon by
the manufacturer.

(c) Pressure vessels which are fitted
with manholes or other inspection open-
ings so they can be satisfactorily exam-
ined internally, shall be opened bienm-
ally at the regular annual inspection
and thoroughly e:ammed internally and
externally.

§_54.01-40 Hydrostatic tests-(a) Test
for new pressure vessels. Upon comple-
tion of a new pressure vessel, one of the
following applicable hydrostatic tests
shall be made in the presence of an
inspector:

(1) Riveted construction: 11A times
the maximum allowable pressure.

(2) Brazed construction: 2 times the
m ax i m u m allowable pressure. (See
§ 56.05-10 of this subchapter.)

(3) Welded construction: 2 times the
m ax i m u m allowable pressure. (See
§ 56.05-10 of this subchapter.)

(4) Cast construction: 2 times the
maximufi allowable pressure.

(b) Tests at annual inspections.
Pressure vessels which have neither man-
holes nor inspection openings, and can-
not be satisfactorily examined, shall be
tested biennially at the regular annual
inspection, to a hydrostatic test of 1%
times the maximum allowable pressure.
Pressure vessels contamin refrigerants
shall be hydrostatically tested to 1%
times the maximum allowable pressure at
4-year intervals.

§ 54.01-45 Markings. (a) After an in-
spector has examined a new pressure
vessel subject to inspection and has de-
termined that the vessel has been con-
structed in accordance with the appli-
cable parts of this subchapter, and the
vessel has satisfactorily withstood the re-
quired tests, the following data shall be
stamped thereon:

(Name and address of fabricator)
------- p.sA. - ---------- p.s.

(Design pressure) (Shop test pressure)

(Inspector's No., initials, (Mfr. serial No.)
and C. G. symbQl)

(Month and year) (Riveted, brz, welded-(Class) )

§ 54.01-50 Foreign-built pressure ves-
sels. Where unfired pressure vessels or
parts of such pressure vessels are manu-
factured in foreign countries for installa-
tion on American vessels, they shbli be
subject to the same inspection and tests

No. 63- 10

as American-built pressure vessels. Test
specimens of the material marked In such
manner as may be prescribed by the
Commandant to insure positive Identifi-
cation of. the test specimen, with the
shell or plate from which it was detached,
shall be submitted by the manufacturer,
and such material shall comply with all
the requirements of Part 51 of this sub-
chapter.

§ 54.01-55 Bolting. See § 55.07-20 of
this subchapter for bolting requirements.
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and 4491, as amended, scc. 14, 29 Stat. 690, 41
Stat. 305, 49 Stat. 1544, 54 Stat. 340. and ccc.
5 (e), 55 Stat. 244, as amended; 40 U. S. C.
363, 366, 367, 375, 391a, 392, 404, 405, 407, 403,
409, 410, 411, 412, 435, 1333, E0 U. S. 0. 1275;
and sec. 101, Reorg. Plan No. 3 of 1946; 11
F. R. 7875.

SUBPAIIT 55.01-G IRAL

§ 55.01-1 Scope. (a) All vessels shall
be provided With the necessary piping
systems and puraping arrangeients for
safe operation n the service for which
they are intended.

(b) Piping, within the meaning of this
part, Is divided into two classes: class I
piping and class 31 piping.

§ 55.01-5 Definitions-(a) Piping.
Piping, within the meaning of the regu-
lations in this subchapter, refers to fab-
ricated pipe or tubes with flanges and
fittings attached; for the conveyance of
gases or liquids, regardless of whether
the diameter is measured on the inside
or the outside.

(b) Nominal diameter Nominal di-
ameter, as used In this part except in
§ 55.07-5 (a) means the commercial di-
ameter of the piping.

§ 55.01-10 Drawings. Drawings
showing the piping systems shall be sub-
mitted to the Officer In Charge, Marine
Inspection, n the district where they
are being installed. The maximum

prcures of the various systems shall be
clearly Indicated on the drawings, also
the sizes, thickness, and material of the
pipe and the type, size, and material of
valves and fittings, Indicating the maxi-
mum pressures for which they have
been designed.

§ 55.01-15 -Aflidazit. Each manufac-
turer of pipe, valves, fittings, and flanges
shall file with the Commandant an affi-
davit, duly executed on form CG 935A,
certifying that the product furnished by
them for use on vessels subject to inspec-
tion by the Coast Guard conforms to all
requirements of the regulations in this
subchapter.

SUDPAIIT 55.04--PIP=IG C55I7ICA110!l
§ 55.04-1 Class I 271png. Class I pip-.

Ing shall Include all piping as follows:
fa) Operating at pressures exceeding

150 pounds par square inch, gauge.
(b) Operating at temperatures of

vapors, gases,'.and liquids exceeding the
following:

(1) Gases or vapors--370' P.
(2) 011-150° F.
(3) Water-200* F.
(c) Conveying lethal gases or lethal

liquids regardless of pressure or tem-
perature.

§ 55.04-5 Class II pizpg. Class ]I
piping shall include all piping for pres-
sures and temperatures not requiring
clas I piping.

SUBPA=l 55.0't-13==r F.EQiM= -,S

§ 55.07-1 Materfal. (a) Materials
such as pipe, traps- fittings, flanges,
valves, etc., except safety valves, are not
required to be specifically approved by
the Commandant, but shall comply with
the, applicable requirements for mate-
rials, construction, markings, and testing.
Datail drawings listing material specifi-
cations for pressure-containing appur-
tenances when of welded construction,
shall be submitted to the Officer in
Charge, Marine Inspection, before con-
struction is started, in order fo determine
that the design meets the minimum re-
quirements of this subchapter.

(b) Seamless drawn steel pine may be
used foF all purposes and is required for
services defined In §§ 52.60-20 and 55.07-
5 (b)

(c) Lap-welded steel or iron pipe with-
out diameter limitation may be used
where the pressure does not exceed 350
pounds per square inch or the tempera-
ture does not exceed 4500 F. Furnace
butt-welded iron or steel pipe without
diameter limitation shall be used only
for class II piping. Electric resistance-
welded steel pipe may be used where the
pressure does not exceed 350 pounds per
square Inch and the temperature does not
exceed 6500 F.

(d) Where steel or wrought-iron pipe
Is used for salt water service, it is recom-
mended that it be galvanized or other-
wise protected alainst corrosive action,

(e) Seamless drawn copper pipe may
be used for all purposes where the tem-
perature does not exceed 406' F. but shall
not be permitted in any system where
It comes In contact with fuel oil, either
internally or externally, except that short
flexible copper connections of approved
construction may be used for oil burners.
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Where copper pipe is used it shall be
properly annealed before instIllation.

(f) Copper pipe fabricated with brazed
longitudinal joints is permitted for water
and saturated steam service for pres-
sures not to exceed 75 pounds per square
inch.

- (g) Seamless drawn brass pipe may be
used where the temperature does not ex-
ceed 4060 F

(h) Lead pipe may be used for salt-
water supply piping to plumbing fixtures
and plumbing drains, also for bilge piping
outside of the machinery spaces, but in
all cases such pipe shall be properly pro-
tected against mechanical injury.

(i) If it is desired to use special alloys
and other materials not mentioned in
preceding paragraphs, a request to use
such material shall be submitted to the
Commandant for special consideration.

(J) Forged steel or cast steel, conform-
ing to the requirements of subparts 51.46
and 51.58, may be used in the construc-
tion of valves and fittings fol, any system
and for all pressures and temperatures
covered by the regulations in this sub-
chapter.

(k) Bronze castings conforming to the
requirements of subpart 51.76, grade B,
may be used in the construction of valves
and fittings for temperatures not exceed-
Ing 450' F

(1) Malleable iron conforming to the
requirements of subpart 51.61, for grade
A material, may be used in the construc-
tion of valves and fittings for pressures
not to exceed 250 pounds per square inch
and temperatures not to exceed 450' F
Grade B malleable iron may be used for
pressures not to exceed 125 pounds per
square inch, temperatures not to exceed
450' F and diameters not- to exceed 4
iaches. Cast Iron conforming to the e-
quirements of subpart 51.64 may be used
In th6 construction of valves and fittings
for pressures not to exceed 125 pounds
per square inch and temperatures not
to exceed 4500 F All these materials
shall meet the requirements for the in-
dividual piping systems provided for in
this part.

(m) Disks, or disk faces, seats, stems
and other wearing parts of valves shall
be made of material which is iloncor-
rosive under service conditions and
which possesses heat-resisting qualities
suitable for the temperature to which
they are exposed.

Cn) Carbon-steel bolting material con-
forming to the requirements of subpart
51.52 may be employed for temperatures
not exceeding 4511' F For temperatures
exceeding 4500 F alloy-steel bolting ma-
terial as specified in subparts 51.49 and
51.55 shall be employed. Pipe fittings
for the various services permitted for
class II piping fabricated of forged or
cast steel, bronze, malleable, or cast iron,
or such other equivalent material as may
be approved by the Commandant, shall
in all cases conform to the reqturements
of Part 51 of this subchapter.

§ 55.07-5 Calculations. (a) (1) The
maximum allowable pressure and mini-
mum thickness of pipe shall be computed
by one of the following formulas:

=2S(T-C) o (1)
D

2S (2)

where:
P=maximum allowable pressure, in

pounds per square inch, except as
provided in paragraph (c), for feed
and blow-off piping.

T-thickness of pipp. in inches.
D=actual external diameter of pipe, in

inches.
S=allowable fiber stress, in pounds per

square inch of cross-sectional area.
(See table 55.07-5 (a).)

C=Allowance for threading, mechanical
strength and/or corrosion, in inches.

C=0.065 for plain end steel or wrought-
iron pipe or tubing for sizes above 1
inch.

C=0.05 for plain end steel or wrought-
iron pipe or tubing for sizes 1 inch
and below.

C=0.05 for threaded pipe % inch and
smaller.

C-Depth of thread h for threaded pipe %
inch and larger.

=Depth of groove for grooved pipe.
0 0.00 for plain end, nonferrous pipe or

tubing.

NoTr 1: Plain end pipe or tubing Includes
that joined by flared compression couplings,
lap (Van Stone) joints, brazing, and by weld-
ing, 1. e., by any method which does not re-
duce the wall thickness at the joint.

Noz 2: The depth of thread Is may be de-

termined by the formula b- 0 18 , where n-

the number of threads per inch; =t0,00-
inch, 0.0696-inch, and 0.0571-inch for 8, 11%
and 14 threads per inch, respectively.

(2) The value of P in the formula shall
not be less than 150 p. s.,i. for any condi-
tion of service or material.

TABLE 55.07 ()-ALLoWABLE FIBER STRESSES FOIL PIPINO 11; POUNDS PaR SQUARE Iiczit I

Mini- For temperature not exceeding OF.1mum ___

Specification subpart Grade tensile
strengthp. ~ i 700 750 8 0 00 0 ow 1 -09

Seamless
51.34 -----------------------
51.34 ......................
51.34 C-Moly ..............
51.34 Cr-]oly .........
51.37 -----------
51.37 ......................

A
B
P1

AB

48,000
60,000
65,000
65,000
48,000
60,000

7,200
9,000
8,200
8,200
7,200
9,00

s,ro0
8,800

8,200

6,1
7,0
8,
8,1
6,1
7,4

.00 5,400 4, 3D0
;00 6,800 O &5O
'0 8,000 7,800
00 8,000 7 8
00 .............
00 .............

..... ......

7, 0 ........
70,00 0, 000

........ ..... ...

........ 1 ........

3, 700

I Seamless medium-carbon steel pipe may be used for the construction of drum shells, and shall be computed In
accordance with the formulas provided in sections 52.05-10 and 52.05-25 of this subchapter for oylindrical shelig.

2Intermediate values of S may be obtained by interpolation.
S=85 percent of above values for electric-resistance-welded steel pipe, subparts 51.37 and 51.40 (temperature aot

to exceed 650' F.).
S=4.80 for furnace-welded steel pipe, subparts 51.34 and 51.37 (temperature not to exceed 40' F.). butt %lelded

limited to class II service.
S=4,400 for welded iron pipe, subpart 51.43 (temperature not to exceed 4501 F.). Butt welded limitrd to clasi It

service.
S=3 500 for seamless copper pipe, subpart51.73 and seamless brass pipe, subpart 51.70 temperature not to exceed

406' F.).
S=2,625 for brazed copper pipe (temperature not to exceed 405' F.).

(b) Fuel-oil service-discharge piping
tonnecting the pumps to the burners
shall be of seamless steel pipe of a thick-
ness not less than that required for what
is commercially known as extra-strong
pipe.

(c) Feed-water and blow-off piping
external to the boiler shall be designed
to withstand a pressure of 20 percent
in excess of the maximum allowable
pressure.

(d) Where a welded pipe is pierced
with holes, such holes shall be outside of
the weld, and in any pipe the unit stress
in the ligaments shall not exceed one-
fifth of the specified range of tensile
strength of the material, and in no case
shall the pressure exceed that given by
the above formula (1)

(e) Pipes intended for bending shall be
of a thickness sufficient to compensate

-for the thinning in the outer walls of the
bend. The radius of curvature at the
center line of the pipe shall not be less
than twice the external diameter of the
pipe.

(f) Superheater outlet flanges and
superheated and desuperheated steam
piping direct from the boiler shall be de-
signed for not less than the maximum
pressure and temperature to which they
may be exposed in service under normal
sustained operating conditions. Occa-
sional increases in pressure and/or tem-
perature are unavoidable and may. be
permitted without changing the normal
design, provided the increase of stress
in the piping due to the temporary con-
ditions does not exceed 15 percent dur-
ing 10 percent of the operating period

or 20 percent during 1 percent of the op.
erating period.

(g) Class II piping of steel or wrought
iron shall have a nominal wall thickness
equal to commercial standard weight,
and for severe service, such as ash-
ejector discharge, a thickness not less
than commercial extra-strong weight
shall be used. Piping of other materials
shall have a wall thickness consistent
with good engineering- practice, and
when screwed into flanges or fittings, the
thickness shall not be less than for
standard weight pipe of the same size.

(h) Where the Officer in Charge, Ma-
rine Inspection, Is not otherwise satis-
fied, each length of piping having a
diameter exceeding 4 inches shall be
drilled, for the purpose of gauging, and
fitted with a screw plhig to extend beyond
the pipe covering. Where bends are
used, the test holes shall be drilled In the
outer wall of the bend. The drilling of
such pipes may be omitted where pipes
which are Intended for bending comply
with paragraph (e)

§ 55.07-10 Valves, flanges, and fttings,
(a) Valves exceeding 2 inches nominal
pipe size used for class I piping shall
have bolted or pressure-seal bonnets and
flanged or welding ends, except as noted
in § 55.07-15 (g) (For boiler mountings
see § 52.70-10,(a).)

(b) Cast-iron valves may have bolted
bonnets or union bonnets. If of the lat-
ter type, the union bonnet ring shall be
made of steel, bronze, or malleable Iron.
Cast-iron valves with screwed-in or
screwed-over bonnets are not permitted
for any service.
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(c) Screw-down valves for class I
piping shall be of the bolted or union
bonnet type, or of a type where positive
means is provided to prevent the bonnet
from being unscrewed from the body
when the stem is rotated to lift the disk.

(d) All valves shall be made to close
with a right-hand (clockwise) motion of
the wheel, facing the end of the stem of
the valve.

(e) Valves shall be of the rising-stem
type, preferably with outside yoke or
specially approved valves designed to
show clearly whether they are open or
closed.

(f) (1) All steel valves, flanges and
fittings shall be legibly marked with the
manufacturer's name or registered
trade-mark, and the primary service
pressure rating for which he guarantees
them.

(2) All cast iron valves, flanges, and
fittings shall be legibly marked with the
manufacturer's name or registered
trade-mark, and in addition all such
valves and flanged fittings shall be
marked with the primary erwce pres-
sure rating for which he guarantees
them.

(3) -All malleable iron valves, flanges,
and fittings shall be legibly marked with
the manufacturer's nam.P or registered
trade-mark and. the primary service
pressure rating for which he guarantees
them, except that 150-pound pressure
screwed fittings (Federal Specification
WW-P--521a) need not carry a service
pressure marking.

(4) All bronze valves, flanges, and
fittings shall belegibly marked with the
manufacturer's name or registered
trade-mark end in addition all such
valves and flanged fittings shall be
marked with the primary service pres-
sure rating for which he guarantees
them. Bronze screwed fittings may be
identified as to pressure class by the type
of reinforcing bands at the inlet and
outlet. The 125-pound fittings (Federal
Specification WW-P-448) have narrow
bands widely separated at the fitting
crotches. The 250-pound fittings (Fed-
eral Specification WW-P-461) have
wide heavy bands winch meet at and fill
the crotches.

(5) Small finished or polished nQnfer-
fous products such as trycocks or pet-
cocks need not be marked.

(g) Seamless or welded fittings fabri-
cated from plate or seamless steel pipe

conforming with the appropriate subpart
of Part 51 may be used for clam I piping
if welded In accordance with the require-
ments of Part 56 of this subchapter.

(h) Ordinary cocks, where the plug Is
held In the body of the cock by a single
nut, are not permitted for class I piping.

(I) Where cocks are used In class I
piping they shall be marked in a straight
line with the body to indicate whether
same are open or closed.

§ 55.07-15 Joints and flange connec-
tions. (a) Flanges designated by this
part are companion flanges which may
be either bolted together or used singly
In connection with flanged valves or
fittings.

(b) Flanges for steel or wrought-iron
piping for class I service shall be of
forged steel, cast steel, or alloy steel
which have been approved by the Com-
mandant.

(c) Flanges used In connection with
copper pipe shall be made of bronze,
forged steel, or cast steel.

(d) Cast-iron flanges are not per-
mitted for class I piping.

(e) Flanges for class I piping shall
conform in strength at least to the dl-
mensional standards n the following
tables:

TAnLU 5.017-5 (cl-,onz FzLWGro Fnusa AND
Coniwazo' FLA rGLs

IThe "fRago thlcmc= rnllmnum" os tbs.n In th-
table Is the djmcanlea from t-zrk cif flinp to E2_!%C1 Com-
tatface. Bllndilangc3 may to nRc i c v.f lchIth a
dlaretr cqual to Me id m0 dLaactr cl the flaso St: ur.

TA=m MUMS-i (C5-nimFzn F=r:73 AND
COP'oL rc

3'rki~~~ 'fi~ b~rzmrn" rzotsw EM ths
tbI itodiiinfm .k ci fzrz' to 9=L'ct

ccmtczft L-c. B"An fkz-co -F ao rec::I maa
vlth a &k,:cr cqoni 6 th3 012~i cl:=cr di th2

TALZtE~l (03-5?iL rIANGED rTnGS M=1
courator. rw;oas

trcr masimm=rtcm mCrvi -- =ne at ateinpemtt~o
Cr 'Mi M.

far~n',nmIlmaza."2 A ra2±_I 1=3 o if 1=~h L3 pzofdcd on tha ff=7,- cfOfc ccang" th=3 fitf anti 13 i=Judid In "1!=1-
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TABLE 55.07-15 (84)-STEEL FLANGED FITTINGS AND
COMPANION FLANGES

[For maximum steam service pressure at a temperature
of 750' F.]

300 pounds

Nonalns Pll)
sizeo (inches)

2 ------2Y -----------
93.

12 ............
1-

10 0..........

180. D ...
200 . D ......
2fo. D ------

I Tho raised face of Xo inch is included in "thickness
of flange, minimum."

TABLE 65.07-15 (eS)-STEEL FLANGED FITTINGS AND
UOMPANiON FLANGES

[For maximum steam Service pressure at a temperature
of 750' F.]

400 poundso T
a

Nominal pipe
o

.

size (inches) 2 ./ °". 00' o - G[ 00

0 E- q Z w
I+ + a I'l ma I

o% 5o 2)614 H 11

4 .......- 14 3) 4 5 4 IN
1 P... .4 35 4 4 9541 2

14........... I54 5 o 35 44 4 4l2
14 ---------- 8 545 434 4 V4 4 2i
2----------- 85!41 5 8 %6 91 3H6e
2Y5 ---------- 7V2 154 5N 8 54 96i 3i95 03 ---------- S4 154 848 9496 96
35 ------- 19 16 75 8 % No 5 59
4----------- 10 1)6 754 8 54 96 5%4
5----------- 11 15 94 8 N 5oa 7
8 ------------ 124 196 10;6 12 5 54e 854
8 ........... - 15 15 13 121 N alO)4
10 ----------- 1754 25 1554 10 134 'goI129
12 ... 2054 25 174 16 1 4 96 149
140.D - 23 26 205 20 /15 169160.D - 254 25 224 20 196 5 19

180. D - 28 2)6 2494 24 1 194,21
200. D ------ 3 94 24 27 24 15 IN1 23
240.D- 30 3 32 24 19 11 279

1 0. ..... I I

TABLE 55.07-15 (e6)-STEEL FLANGED FITTINGS AND
COMPANION FLANGES

[For maximum steam service pressure at a temperature
of 75

° V.]

600 pounds

Nominal pipe Os n , . o
size (inches) C 9 -

tr0

. 41

0 ........ , Z61 t
----------- 34 Me 211 4 M 5- I

5 .. .... .3 I I51 ------------ 06 H 3%1 % 154 8
I ----------- 34 'e 26 4 I .4 154

2 . .-----------5. 4 IN 3N4 4I96 5154j
10 ----------- 4 IN 4% 4 ,6 1 254

15..-... 55 192 3 54 4 96 24
1240.----..... 67 54 433 4 96 254

2 ----------- 54 5 8 9% te N i i
254 ---------- 754 154 634 8 34 963'54
3 ------------- 5 IN 69 8 41 F 6 46
3114---------- 9 1)6i 754 8 U6 No 5A
4------------ 1 154 8)4 8 7,1 )1 6
5 ----------- 13, 154 1054 8 1 Mle 734a
8: ----------- 14 154 1154 12 1 %6 8%4
8---------- 1654 294, 1354 12 154 91 10)A
10 ---------- 20,- 254 17 18 154 7, 135
12---- :------- 22 2)6i 1934 20 1IN 1 1896
14 0.D)-----2354 236 2891 20 196 154 17

101- 27 3 2354 201 154 154 1854
180.1- 25 5 254 20 196 136 21y,
20 0.D-- 32 354j 2854 24 1)6i 154 24
24 0.1D-- 37 4 33 24 154 154 2854

1A raised face of 4 inch Is net included in the mini-
mum thickeness of flanges.

TABLE 55.07-15, (07)-STEEL FLANGED FITTINGS AND
COMPANION FLANGES

[For maximum steam service pressure at a temperature
of 750' F.]

I goo pounds

Nominalpp f .
size (inches) I s.

54--------- 4 44 % 3% 4 -4N 154
---------- -554i 1 354 4 % Noe 1%

1-----------554 154 4 4 74 %6 25Ao
14 .----------614 15 4I 4 1 , -/ 12
15 ---------- 7 17 4 454 4 1 Noa 2N4
2 ------------ 8;4o1% 65 8 aI 91e 454
254 ---------- 9H 15 75 8 1 M54 45

3 - ---- 954W154 754 85454 5
4 ----------- 11541I 9485 8 54~ 6
5.....--------- 1354 2 11 8 1540 5 75
6 ------------ 15 21el 1254 12 154P '4a 95
8.. . 1854 254 15)1 12 196 1e 11%
10 ---- -I-2154 2/ 18,4 16 19 14 1454
12 ---------- 24 3)/ 21 20 IN 1o 1654
140.-D ----- 255 3N 22 20 154 1 * 17%
160. P... 27%1 3i 4 15 20 19 1-191 20
180.D 31 4 27 2 015 42 223
2 0.)-..... 33 4 29 4 2022 l 4 24
24 0. D--.- 1 41 5g4 365q 1 0 2541 216 2954

I A raised face of 54 Inch Is not included In the mini I A raised face of 54 inch is not included In the mini-
mum thickness of flanges. mum thickless of flanges.

TABLE 55.07-15 Je)-STEEL FLANOED VITTIONS AND
UOUIPANION FLANeI!3

[For maximum steam sorvice pressuro at a temperature
of 7501 F.]

1,500 pounds

U

sie(nc s)~l % Qs t,

0"

lEl

-- ---- -.... .. . 7 t 3 4 1"+ |0----------- 512i 9 8I 4I
5---------. 14 1;6 3 4 16 1,

1------ 556 19 40 4 5 96 2~I

----------- 8754 p 1 43 84 8 o 24~a4.

2 ............. 1W) 34 16+1 1+Z
2!/ .---------- 999 1 6 75 8 1 416 4'S
3 ............ 13 4 1 8 8 14 2 141
4 ----------- 12 4 2952 8 15 21 8 1
5 --------- -- 141 25 11 8 1 5 14 75
6 ----------- 14 3Y5 12 2 116 1 a 0
8---------- 19 3)6 15% 12 19% 1) 11 j
w ... 23 4%419- 12 1542 1IM
12-6.b.. 414 225 18 2 2)4 179t

14 0 5 25 18 254254 185
1610. D --- 3254 054 27N4 18 25 N' 2
180.1) -.. 6 96 1054 18 2)- 33i 235
20 0. D ...... 3 1 7 32j 1 3 3 23
24 0. D ------ 46 8 39 10 354 4)1 go

'A raised face of 9 inch is not included In tho mhnlniu
thickness of flanges.

TABLE 55.07-15 _e0)-STlEL FLANGED FITTINGS AND
COMPANION FLANOM'

[For maximum steam service presturs at a temperature
of 7W0 F.]

2600 pounds

Nominalpfpe [ -size(Unchcs)P 'I TO y i i.E ]

o 5 H 4 11

31 ------------ 5l5 1;1 33.1 4 961 2 123,1
1 ----------- 64 1)6 454 4 7, 6 Ij 254
1N ---------- 74 1;5 5, 4 1 96 216
1;4 ---------- 8 1 5/ 4 1M4 lo 3 6
2 ----------- 9y. 2 04 8/1 10 3 1
2j --------- 10% 2 4 751 8 1 4 1 454
3 ............ 12 2A1 9 8 11411)O 511
4 ............. 14 3 IO)8 11 85A
5 ----------- 18 3)6 12N584 ! PB 14 l 8

.----------- 19 4%4 1414 82 2.Io 5
8 ----------- 21H965 1754 12 21 2)60 110 ---------- 28 4 8 2154 12 254 354 14.
12 ---------- 30 7go. 4 21)6 12 2)11 3 No 17)

I 'The raised face of 54 Inch is not Included In "thick-
ness of flange minimum."
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TABLE 55.07-15 (el)-SErnvmn Pan==su RAhsros yon STErL PriL FLeGrEr A!. FLe.G6ri Fnwca

Carbon steel flanges and flaaged Ilttlns t Carbon rc flnips and laomd fltIg at
temperatures 8500 F. and below with stnd. tenpratures &,.- V. Jnd be.-w with r.
ard facings (othcr than ring Joints) Joit facings

Primary service
pressure rat-
togs ........... 150 Z00 400 600 00 1, 0-0 0 0 % I 3 400 CO D03 1,00,3 0

Maximum -hy-
drostatic shell
testpressures'. 30 750 1,000 1,600 2,0 8,500 6,00 30 U 1,00 I,&£9 %0_3 50 30

Service tempera- Maxim=[, nonshock, service pressuMe ratings Maximum. nonrab ,rl. rrvlca pn ' u ratings
tures (6 '.) at temperatures from 1001 to 850 . at te pceraturcs from 107 to fEY F.

10... 20 500 GO 1,000 1.W0 2,500 4,170 275 WO E& 1,,0 Z3 I S ,o 3,o0
150 ------. 220 4 00 90 1,440 2400 4,000 25 575 7C5 1,1) 1,723 .815 4,,VO
200....__ 210 465 (GM 930 1,395 2,325 3,875 20 M5 7M3 1.100 1,C10 %,3 4,55

Fluid 250 .------- 200 450 600 900 1,350 250 3,70002 = 0 ,03 1,75 2 4,3,5
300 ....... 190 435 SO 870 1,305 2,175 3, M5 210 00 70 1, 0n 1,520 U2952 4,170
50 0. IS0 420 560 840 1260 2,100 3,0o 195 475 G35 010 1425 2,375 ., C33

400 - 1 -_..... 70 405 50 810 1,215 2025 3,375 10 40 (20 C03 1,O 220 ,7#
Water450 .-.... 160 0 =2 750 1,170 1,90 3,2,0 16S 42 = Z J. Z,5 2,123 0,

500 ------- 3150 375 500 750 1,125 1,875 3,12Z 3100 400 &D0 SOO 1,.28 2, 3,3
550 -------- "140 360 4S0 7D20 1,0,0 1,00 3,000 140 CS3 W'5 7i 1,1i3 1,t0 3,l-
60---130 345 460 C9O 1,035 1,725 8,75 17 3 ) 47O 0 720 1, 30 1,520 3.903

Steam 6&0 .----- 120 330 440 660 M 1,650 ,700 120 3o 40 60 1. "_ 1,'"3 257K
700-1 ----- 110 315 420 0 945 1,575 ,025 110 320 425 (40 ViD 1 7.) 2G*,5

-....100 '3003'400 3 SOG O 00 '10 OO2, 100 '30 340 k ) WO a0 50 Z ,5.2
SO0 ------- 85 250 335 WO 750 1, 21 2,065 85 2 335 1W 7M3 I,2O 2,6a5
80----- - 70 200 20 400 600 1,000 1, 670 70 200 27 40 COO 1 .0 1,6"0

I All pe ures are in pounds per square inch, gauge.
2A tests shall be made with water at a temperature not to exceed 125" F.
3Primary service pressure rating.

TABLE &5.07-15 (ell)-SEavirc PRESsREU ERTns ion STEEL PIPE FIr.i 2ors mD Fw.G3F.ra;l3

Alloy steels of suitable heat resistant prop- Aloy steels d eultabla heat rtnS rop-
erties at temperatures 1,000 . and b- ls at tcm eratssres 1b00 ° I. ad -,
low with standard facings (other than itwls r ts .
nng joints)' lowwltf rln JiLs,

Primary service pres-
sureratings --- 00-- SO 400 O 00 1, 600 2,WOO -00 41 (C3 C0 1,.M. 2, NO

Maximum hydrostatic C00 1,200 1,500 2400 04,200 7,230 OO 1,2 -10 1,53 2.400 4,153 7,41 0

Service temperatures - Maximum, nonshook, service prcssue rat- Maximum, nonsbc&k rrvfro rl r=m rat-( F.) ings at temperatures from 1001 to ,000 F. lags at temperatures from 1% to I,(05 F.

COO.......... 60 00 1,200 1500 3,30 ,000 720 = O 1,440 % 10 00 ,
150 .. ..--------- 3 775 1,180 1,770 290 4 0 w C 25 ,400 ,100 U 9 A&2
200 -------------- 5 :0 700 1,160 1,740 20 4,810 675 (ON 1,0' 2025 .375 4C-23
250 --------- -- 0 725 1,120 I, 60 25O 4,645 (0 875 1,C:-3 100 20 ,423
300 ....--------- 540 700 1,0S 1,620 2.700 4,4S (25 120 1,55 3125 M

Fluid 320.... 520 675 1,040 1,50O 2,600 4,315 600 SOO 1,2"0 1,530 A 3,00O
40. 600 ,00- 1,M % 2,00 4 ,10 575 775 ,1, 1,7223 875 4, ,
450 - -.-.....- 450 625 ":30 1,440 2,400 , 00 72A5 1, 0 2750 4,75
500 ------------- 460 60 92 1,50O ,3 E-25 745 M,020 1,575 26 4,375

Water 550 -------------- 440 575 SSO 1,3 3 2 G0 M 0 675 1,o.3 1,Z03 2,3 4,175
00- ------------ 420 55S 40 1, 250 %10 ,4930 475 623 V!.0 1, 425 ,j-C3
60----------- -400 525 S00 1200 2,003 3,325 401 03.1 0 3 1,3 2n, ,70
700----------- -- SO 500 70 1,U140 ,O9 3, I160 425 V75 SW 1.275 125 0

Steam750 .... 363 475 720 1,600 1,50O ,605 400 t-25 U0 t,"- 2 OM 323
SOO ------------- 340 400 MS 1,020 1,700 2,533 375 500 7no 1,l" 1,5 3123

--.......- . 320 425 WO0 0 1,600 2 ,6C05 3=0 475 70 10M 20 U
COO0- ----------- ' 30 4400 '600 '90 '150 '250 3V)2 30 5 16 ,0

------ 265 -&10 303 705 1,325 2,205 ZOO0 '400 'CL') 4 M5 p1.5 w3 - r40
1,000..------ - 190 250 Z0 50 9 1,0 200 215 400 ,3 0 "3 1,675

I All pressures are in pounds per square Inch, gauge.
2 All tests shall be made with water at a temperaturo not to exceed 12? F.
' Carbon-molybdenum steel flanges and flanged fittings are not permitted for temperatures exccdLng E9_.
IPrimary service presure ratings.

(f) Flanges shall be attached to the
pipe by any method shown by figures

-55.07-15 (fl) to 55.07-15 (f17) inclu-
sive, or by any other means that may be
approved by the Commandant.

(g) Forged-steel welding fittings,
valves, or flanges, of the socket type,
wherem the piping is attached by insert-
ing the pipe Into the socket and securing
It to the fitting with a fillet weld, may
be used where the diameter of the pipe
ddfes not exceed 22 inches nominal pipe
size for class I piping and without diam-
eter limitation for class 11 piping, pro-
vided the welding is done by qualified
welders.

(h) Fittings, valves, or flanges made
of nonfqrous metal may be attached to
nonferrous pipe by means of soldering
the wall of the pipe to the fitting where
the pressure does not exceed 100 pounds
per square inch and the temperature
does not exceed 2400 F. When It is de-
sired to use such fittings for higher pres-
sures or temperatures the kind of solder
material used for alloying the wall of
the pipe to the fittings shall be approved
by the Commandant.

(1) Where It Is desired to use other
methods for attaching flanges to piping,
the matter shall be submitted to the
Commandant for consideration.
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) (1) Flanges for class II piping shall-
be made of forged steel, cast seel, steel
plate, wrought iron, bronze, malleable
Iron, cast iron, or such other equivalent
material as may be approved by the
Commandant.

'(2) For class Ir piping, steel flanges

shall conform to the standards given in
tables 55.07-15 (e3) to 55.07-15 (e9), rn-

clusive; bronze flanges shall conform to

the standards given In tables 55.07-15
(el) and 55.07-15 (e2) and cast-iron
flanges shall conform to the standards

given In tables 55.07-15 (Jl) and 55.07-
15 (J2).

(3) Flanges for class 31l piping may be

attached by any method specified by fig-
ures 55.07-15 (fl) to 55.07-15 (f17) in-
elusive, or by any other means that may
be approved by the Commandant.

TADlnLs .- VJI)--CAsv-Inor FwrL reusGs .sp
COiwPLNIrOr Fwu.-G, CraSs 123

[12:-Fod act.-r.un E. :cd f1ttivge. All dfm -c
given in lrct,31

DIam- E n-za3f Dofm-
Nemir 1 p r.zoll cte or I eter of No.

mum) circle

l........ 4% Tic 314 4
. 4N Y 336 4

1..~... 5 ic 374 4

21 ...... 7 'H4e 514 4
3... 7H4 54 6 4
4j.-.-- 13 'Noe 71 8

10 IrC 8% 8
0 11 1 02f 8

- 1314 114 1121 8
10 _ - G 13 IG 1434' 12
1.D_-_.... 19 114 17 12
14 0. D.............. 21 1e 21M 12

00.D .... 23 1d 2% 30

24 0. D-.....- 32 1'6 291 10
00.13 2%4 Z5 25,:3 0. D _ -15 234 4 '/ 3

Metal Dim- 'Lengh

Nominal p1o C!zo 2 =3 erhu 5

xmum) mum) !m

1 " lfo 0.78

IPN 1 o / r" 0.87
%a. l 3ma LC43

21~... 1 MOe lyfa L14
4 1 -4A, 1.20~ 14 Ole 4i14C L25

4 . ER .' LZU
15 I 17C e 2.41
N4 %0s VIC L51

___ 4 03Vi4 L71
IlIIle 1.0

14 0. D............ IR 5 71, 1 2.g 23

S0.D ...... 14 10 174 2.45130. D----- 14 114 106 2.532O. D-..... 11 114 23 3.25

210.D 114 I114123 0. D - 1 Il 24 ....

2 AD flI35ja standard fanea lave a plain Lce.
2 8izc 14 fcchm cad largr are to to uzed with 0. D.

TPoto aasarlze.
All bld £gc3 fu sfro 12 tacbhs (19 lachcs 0. D:)

ad lrge- mmt to dUctd, rh iu:3a radius equal to
tho rrt dlirm !Cr.

,Tbcelamnsbolname cs colmnfercffccfAvet bIcei
() In taba Ief thao Area=n Piro Thread Sta-ard,

mInttec, mcleptIn lz~u 111, 131.,ad 2nlee
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T OUT NOT < BUT NOT ( Il4
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14 15
FauaE 55.07-15 (f)-Acceptabli

Figure 55.07-15 (f 1). Flanges with screwed
threads may be used for class I piping not
exceeding 2 inches nominal pipe size. For
class II piping, flanges with screwed threads
may be used without diameter limitation.

Figure 55.07-15 (f2). Low hub-flanges with
screwed threads plus the addition of a
strength fillet weld of the size as shown
may be used for class I piping for pressures
not to exceed 300 pounds per square inch
and for temperatures not exceeding 7500 F.

Figure 55.07-15 (f3). Slip-on flanges may
be used for class I piping for nominal pipe
size not exceeding 2V2 inches and for class 3:
piping without diameter limitation. The
face of the flange shal extend beyond the
end of the pipe at least equal to the thick-
ness of the pipe wall and the flange shall
be attached as shown by figure 55.07-15 (f3).

Figure 55.07-15 (f4). Socket welding
flanges may be used for class I piping of
nominal pipe size not exceeding 2V2 inches.

eBRAZE,]I~
L4t

16 17
types of flange connections.

For class II piping, socket welding--flanges
may be used without diameter limitation.

Figure 55.07-15 (M). Flanges machined
from steel plate may be used fdr class I
piping for pressures not exceeding 125 pounds
per square inch provided the steel plate
meets the requirements of subpart 51.22.
The machined langes shall comply with
table 55.07-15 (e3). The face of the flanges
shall extend beyond the end of the pipe at
least equal to the thickness of the pipe wall
and shall be attached as shown by figure
55.07-15 (f0).

Figure 55.07-15 (f6). Steel plate flanges
meeting the requirements listed for figure
55.07-15 (f5) may be used for class II piping
for pressures exceeding 125 pounds per square
inch provided the flange is attached to the
pipe as shown by figure 55.07-15 (fM).

Figure 55.07-15 (i). Pipe may be attached
to high hub flanges where the end of the pipe
and the bore of the flange are machined to a

snug fit and the hub welded to the pipe as
shown by figure 55.07-15 (T).

Figure 55.07-15 (f8). Lap joint flanges
(Van Stone) may be used for class I and class
II piping. The Van Stone equipment shall
be operated by qualified personnel and the
ends of the pipe shall be heated from 10601
to 1900 ° F. dependent upon the size of the
pipe prior to the flanging operation. The
foregoing temperatures shall be carefully ad-
hered to in order to prevent excess scaling
of the pipe. The extra thickness of metal
built-up in the end of the pipe during the
forming operation shall be machined to re-
store the pipe to its original diameter. The
machined surface shall be free from surface
defects and the back of the Van Stone lap
shall be machined to a fine tool finish to
furnish a line contact with the mating sur-
face on the flange for the full circumference
as close as possible to the fillet of the flange.
The number of heats t9 be used in forming
a flange shall be determined by the size of
the pipe and not more than two push-ups per
heat are permitted. The width of the lap
flange shall be at least three times the thick-
hesg of the pipe wall and the end of the
pipe shall be properly stress-rltqvcd after
the flanging operation is completed. h4anu-
facturers desiring to employ this type of
joint shall demonstrate to an Inspector that
they have the proper equipment and per-
'sonnel to produce acceptable lap joints.

Figure 55.07-15 (f0). Welding neck flanges
may be used on any piping provided the
flanges are butt welded to the pipe, The
joint shall be welded as indicated by figure
55.07-15 (f0) and a backing ring emlloyed
which will permit complete penetration of
the Weld metal.

Figure 55.07-15 (f10). Welding neck
flanges may also be attached to pipe by
double-butt welds as shown by figure 56,07-
15 (flO).

Figure 55.07-15 (f 11). Flanges may be at-
tached by shrinking the flange on to the
end of the pipe and flaring the end of the
pipe to an angle of not less than 200 A
fillet weld of the size shown by figure 55,07-
15 (fM1) shall be used to attach the hub to
the pipe. This type of flange is limited to a
maximum pressure of 250 pounds per nquaro
inch at temperatures not exceeding 6000 F.

Figure 55.07-15 (f12). The flange of the
type described and illustrated by figure
55.07-15 (fM) may be used for clas II pip-
ing with fillet weld omitted.

Figure 55.07-15 (f13). Flanges may be at-
tached by expanding the pipe into the
grooves machined in the hub of the flange
and flaring the end of the pipe to an angle
of not less than 200 This type of flange is
limited to a maximum pressure of 250 pounds
per square inch at a temperature not exceed-
ing 5000 F. For class II piping, it is nob
required that the ends of the pipe be fRapd.

Figure 55.07-15 (f 14). Copper-alloy
flanges may be used for temperatures not
exceeding 4060 F. The hub of the flange
shall be bored to a depth of not less than that
required for a threaded connection of the
same diameter leaving a shoulder for the
pipe to butt against. An annular groove of
depth of not less than that required for a
pipe thread of the same diameter shall be
machined inside the hub of the flange, A
preinserted ring of silver brazing alloy having
a melting point of not less than 8000 F. and
of suffIcient quantity to fill the annular
clearance between the flange and the pipe
shall be inserted in the groove. The pipe
shall then be inserted in the flange and suffl-
clent heat applied externally to melt the
brazing alloy until it completely fills the
clearance between the hub of the flange and
the pipe. A suitable flux shall be applied
to the surfaces to be joined to insure an ac-
ceptable joint.

Figure 55.07-15 (f15), The type of flange
as described for figure 65.07-15 (f14) may be
employed and, in lieu of an annular groove
being machined in the hub of the flange for
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the preinserted ring of silver brazing alloy,
a bevel may be machined on the end of the
hub and the silver brazing alloy introduced
from the end of the flange to attach the pipe
-to the flange.

Figure 55.07-15 (f!6). Flanges may be at-
tached to nonferrous pipe by Inserting the
pipe in the flange and flanging the end of
the pipe into the recess machined in the
face of the flange to receive same. The
width of the flange shall be not less than
three times the pipe wall thickness. In ad-
dition thereto, the pipe zhall be securely
.brazed to the wall of the flange. This flange
is limited to a maximum temperature of
406 F.

Figure 55.07-15 (f17). The flange of the
type described, and illustrated by figure
55.07-15 (f16) may be used for.class II piping
with the brazing omitted.

TAnLE 55.07-15 (j2)-CesT Iaosr FLANGED TFI'MMxS AND
CoMs-Iro.N FL&NGES, CLASS 250

1250-pound cast-iron flanges. All dimensions given In
inches]

Tlck- Diem
Nominal Diem- ness o I No. of Size ofl~pe~ze: etrofflangei eteofi oofSleo

pe ngee 3 bt bolts bolts
flange (mim- circle

1 ------------ 434 is 3q 4 34
l, ------ --- 531 N1 3,

7  
4 O] ..... 6H 1sf 43 4

2-- - 63& 5 8
24 ........... 734 1 6% 8 91

33.- ... 1IXG 734
4-..-.....- 10 14 7, 8 '1
5 --------- 11 -1% 934 8 31
6 .........-- 123- 13a 1016 12 :
8.. - .----- 15 1N 13 12 14
10 ---------- 1 13 154 16 1
12 ---------- 20 2 1731 16 1
140. D ..... 23 23 2034 20 1%
16 0. D ----- 253 2% 2234 20 134
180.D ----- 28 2M 2434 24 13.
200.D- D 034 234 27 - 24 1;1
24 0. D 1..... 6 2% 32 24 134
0 0. D_.... 43 6 39H 28 1N

Nominal fipe size "

11---------136.. -.......

5..--......---....

12
2 --- -...-....

10--- ---
14 0. j5 ----.......
16 0. D - --- ---
.180. D -...-.--.-.-.
20_0. D _........
24 0. D___:::-
20O. D ----- ---

Mfetal
thick-
nem

(mini-
mum)

2me

1
234

Diam-
eter of
hub

(mini-
mnm)

234

24
3510
4 o
5%4

1034
12%1
1411
1816

2016
21

Length
through

hub
(mir-
mum)

1

134
134

156111

2MHG

13427,5
311e
3M
3134C

Length
of

threads I
(mini-
man)

0.67

LOO1.00
114L20
L25L 3
L41
L51
L71
L92
2.12
2.25
2.452. 65
2.85
3.25

' All 253-pound cast-iron standard ftages have a
-34e-inch raised face. This raised face is Included In the
minimum thickness of flange dimensions.

2Sizes 14 inches and arger are to be used with 0. D.
pipe of the same sizes.

' Allblindflanges for sizes 10 inches (173 Inches O. D.)
and larger must be dished, with inside radius equal to
the port diameter.

4 Tis column is the same as column for effective thread
(E) in table 1 of the American Pjpe Thread Standard,
published by the American Engineering Standards
Committee, except in sizes 1, 1A and 2 inches.

§ 55.07-20 Bolting-(a) Scope. (1)
Valves, fittings, and flanges for piping

FEDERZAL .REGISTER

systems shall have bolting complying
with the standards for the various pres-
sure ratings as given In tables 55.07-15
(el) to 55.07-15 (el), Inclusive. For
pressure vessels and other special flange
designs the aforementioned standards
are not mandatory and the bolting stress
may be calculated as required in this sec-
tion.

(2) Studs continuously threaded, or
bolts with the unthreaded portion re-
duced to the same diameter as that of
the root of the thread, shall be employed
when the design temperature exceeds
450' F.

(3) American Standard heavy nuts
shall be employed for class I piping and
for pressure vessels where the pressure
or the temperature design of same ex-
ceeds that permitted for class fl piping
(maximum temperature of 4500 F.)

(b) Materials. (1) When the tem-
perature does not exceed 4500 F., carbon-
steel bolting material may be used for
attaching heads, doors, covers, or flanges.
For temperatures exceeding 450" F., bolt-
ing material complying with the require-
ments of subpart 51.49 shall be employed.

(2) Nut material for alloy-steel bolting
shall comply with subpart 51.55. Nuts
shall be semifinished, chamfered and
trimmed, and shall meet the minimum
requirements of American Standard
heavy dimensions as given In table 55.07-
20 (b) Washers are not required, but
when used, same shall be of forged or
rolled steel.

(3) Bolting shall have a length of
thread engagement of not less than the
normal thickness dimension of American
Standard heavy nuts. In no case shall
the size of a bolt be less than ! inch in
diameter.

TAuBL Z5.%-20 (b)-

[All dimcnsions gir
3OLiS amIn nces

American Standard
1kmwy Nuts szmla.

Balting

Nut thiek-

Diameter

31---------- . 11 1.,231 L IN, .L Z7
51 -----------. Z 10 1.213 LZS3 4! .710

. .. 4i9 0L Z  
L LK tz .E33

8 . L5 7& S .1.6,7 71 070.2Z10 Z..-. . 72 8 1. 052 2. 1 tIo 1.0
1 ------ .1--- Sl 2.2119, 1Z 1.273

0 2.11 2.4 1 1. t

L Ps- 8 2.02 GM (6 le LC-13.-......1 8c 2.84 5.21 1iu1 1.77
.......... 2.52 IN E .14 3. it1e1 LM

I All bolting !hall have thrzds at I _-zt c3 strong c3
Aicrican Standard ccrer thrms.
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(c) Bolt loads-(1) Minimum required
bolt load. The minimum bolt load W=
shall be determined from the greater of
the values obtained from formula (1)
under maximum operating conditions, or
from formula (2) under atmospheri
temperature conditions without consid-
eration of Internal pressure.

a) Under maximum op.rating con-
ditions:

0.78Z52P+ (2b;:3A4G rnxP)

(1i) Under atmosphenc temperature
conditions without Internal pressure:

WTV4=HV=3I4b)<G;yxr (2)

where:
TV,3-minlmum required bolt load, in

pounds.
H-total hydreotatic end force, in pounds.

H.-total Joint-contact surface compression
load. in pounds.

G=mean diameter of gasket or joint-con-
tact surface, in inches (except for
lap joint with full face gasket in
which cze It I, midpoint of contact
bctwcen flange and lap).

P-maxlnum allowable pressure, In
pounds per square inch.

bZieffective Gaokt or joint-contact sur-
face ceating width, In Inches (sea
table 55.07-20 (cI)).

in=unit contact compression factor (see
table 55.07-20 (cl)).

H.-=total Joint-contact seating load, in
pounds.

y-gaa:-et or joint-contact surface unit
seating load; in pounds per square
inch (ce table 53.07-20 (cI)).

r=ratio of allowable bolt strezs at max!-
mum metal temperature to allowable
bolt ctress at atmospheric tempera-
ture.

IT=a 1: Under maximum operating con-
dItIon, the minimum required bolt load TV,,
Is the loarequlcd to resLt the hydrostatic
end force H exerted by the maximum Internal
pre sure upon the area bounded by the mean
diameter of gaket or joint-contact surfaces
and, In addition, maintain a predetermined
compression load H. on the gasket or joint-
contact surface which, expcgfence ha shown,
wll be aiMalent to insure a tight joint.

Noaz 2: Under atmospheric temperature
conditions without internal pressure, the
minimum required bolt load Wr 13 the load
H. required to Initially coat the gasket or
joint-contact surface- suficiently to lsue a
tight joint.

(2) Actual bolt load. The actual bolt
load W shall be not less than that cal-
culatedlay paragraph (c) (1) of this sec-
tion, which is the force In pounds when
the actual total bolt area is stressed to
the design stress permitted for the mayxi-
mum metal temperature, and shall be
culated by the following formula:

170-AyS&(3)
where,

We-actual or allowable bolt load, In
pounds.

ADtotal cro:s3-sctional area of boltz at
root of thread or section of least
diameter under stres3, in square
Inches.

Sb=allowable bolt ctrEzs at maximum
metal temperature, n pounds per
square inch (see table 55.67-20 (c2i).
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TABLE 55.07-20 (cl)-GASBTr DATA.

EFFECTIVE GASKET YIELDING WIDTH
EFFECTIVE

FACING SKETCH GASKETYIELD(FXAGO ERATED ) WIDTH 0

GASKET FACTORS (M) FOR OPERATING CONDITIONS,YIELD POINT Y
GASEI YIlELD

GASKET MATERIAL OI SKETCH AND NOTES

A. GUM RUBBER SHEET .50 500
"'.LOT -ISRTEo SOFT 5 750

RUBBER OR,
HARD RUBBER SHEET

C COUT-TISERTED HARD ,.00 D0o

D. VEGETABLE FIBRE SHEET 1.50 2000

E. COMPRESSED ASBESTOS OR 2.50 450C
ASBESTOS COMPOSITION

I. WIRE MESH REINFORCED
ASBESTOS. 2.50 450C
A. CRRUGTED IMEFTAL.-- 

AIN ,
0 To INSERT D,OR FACIN 0

SPIRAL-WOUND METAL, 2.50 450C TABLE B
ASBESTMS FILLED ONLY.

H. CORRUGATED METAL FACING(,b,3.00 60001'Y., "' TABLEB
JACKETASBESTOS FILLED 3TLE.

A)COPPER 3.00 6000 FACING(D,
J. CORRUGATED 8)MONEL TABLE B

METAL C) IRON 3.25 700 ONLY.DWSOFT STEEL
AIALUMINUM
B)CO PER 3.25 7000 _

K. FLAT METAL 0) IRON 3.50 BOO
JACKET, " SOFT STEEL

ASBESTOS P46%CRFILD GI II-13 %N

FILLED CHROME 3.75 900CHI ICR-NIJ) 2CR-NI-.C
A)SOFTAL- 4.O00 OC
BISOFT

COPPER 4.75 14000
0}AOMIRALTY

L. SOLID EI SOFTSTEEL 5.50. IO00
METAL r)MONEL

CHROME

J) CR-Ni 65140K) eCR-NIMO 6045q

114W

n
4-

3

-aT '-'-r--'

rTTTTfTTT

®LZ

livI lii.i7

nT,1 =

TABLE 55.07-20"(Q2)-ALLowABLE BOLT STRESSES

For metal temperatures not

Specification Grade exceedng,*F.
subpart

-20 700

51.4A ........ A 13, 0 12000 10,00.
51.49 ------ B 15,000 13,800 12 500
51.40 - 33- O 16,000 14,700 13,400-
51.40- 13- D4 16,000 16,000 10.0o0 10,000
51.49 .--..... B5 16,000 16,000 10,000 16,000
51.49 - 33---- D0 10.000 14,700 13,400 11,500
51.4-..... B7 16,000 16,000 10,000 16,00051.49 .-- a 10,000 16,000 10,000 16, 000
51.49 --.. 8 B8 15,000 1,000 14,000 14,100
51.49 ........ 11 15,000 15,000 14, 600 14,300
S1.4 - 1 311---- B8l 16,000 10,000 10,0 10, 000
51.49 .- 33- B12 16,000 14, 700 130400.
61.49 .----. 3 B12 16,000 16,700 15,000 10,000
51.49 - 3314... B13 10,000 16,000 16, 000 16,000

51.49 - 3 B16 16,000 16,000 16,000 16,000
51.52 ----. ..-------- 1 6,00 ..........................

For metal temperatures not
Spelficatlon Orade exceeding OF.

subpart
850 000 950 1000

51.49 ........ BA -------..-------..................
51.49 --.-... BB --------..-------..................
51.49 .------- DO" - ....... ,- - -------- --------
51.4- 13----- 4 13,000 10,000 --. -......
51.49 ------- B5 13,800 11,000 8,000 5,000
51.4 1........ 36 9,00 6,800 .............
51.49 .- 10---- B7 13,000 10,000.............
51.49 .--- B7a 13,800 11,000 8,300 .. 0
51.49 .- 33.... B8 14,000 13,400 12,300 10,000
51.49 .------- B81? ..............................
51.49 .- 1111-- Bl 13, 800 11,000 8,300 5,00
51.49 -------- 3312 ................................
51.49 - 13 13,00 11, 000 8, 300 5,00
51.49 .-- 3 314 15, 000 13, 300 11,400 8, 800
51.49 - 3 B16 13,800 11,000 8,300 5,90051.02............................................

IMaterIal not permitted for temperatures exceeding
450' F.

§ 55.07-25 Installation. (a) Piping
shall not be located' above switchboards
or other electrical equipment if practi-
cable; but, where it cannot be avoided,
meals shall be provided to prevdnt water
from dripping upon and injuring the
equipment.

(b) Reduced-pressure lines shall be
fitted with efficient reducing valves, pres-
sure gauges and relief valves installed

-on the low pressure side having sufficient
discharge capacity to prevent the pres-
sure exceeding that for which the piping
is designed.

(c) Piping shall be provided with
means of support sufficient to take all the
weight of the piping, valves, and fittings.
Hangers, supports, and anchorage shall
be so arranged as not to interfere with
the expansion and contraction of the
piping.

(d) Where pipes are led through water-
tight bulkheads, flanges or special
3-flange bulkhead fittings' shall be used,
and in no case shall it be permissible for
the plating of a bulkhead to form a part
of the joint.

(e) Stuffing boxes are not permitted on
deep-tank bulkheads, double bottoms, or
in any place where they cannot be readily
examined. This does not apply to Great
Lakes cargo vessels or tank vessels.

(f) Under no circumstances shall pip-
ing, fittings, or connections be installed
in such manner that the operation of
the safety valve will be unpaired.

(g) Where vessels are fitted with more
than one boiler, the auxiliary piping shall
be so arranged that the steam whistle,

steering gear, and electric-lighting plant
can be operated from either of two
boilers.

(h) Piping may be run through deep
tanks or fuel tanks, provided a pipe tun-
nel is installed. Where a pipe tunnel is
installed, the watertight integrity of the
bulkheads shall be maintained, and if the
tunnel Is not of sufficient size to afford
easy access, no valve or fitting shall be
located therein. Bilge and ballast pip-
Ing may be run through such tanks
without a pipe tunnel, provided the pip-
ing is extra heavy, expansion bends are
fitted, and all Jpints within the tanks are
welded.

(I) Whereopipes are run through cargo'
spaces and coal bunkers, they shall be
substantially encased to protect them
from mechanical Injury. In coal bunk-
ers such casings shall be mnade of steel.

(j) The faces of flanges shall be par-
allel before being bolted together.

(k) (1) On new installations or re-
placements for vessels of 150 gross tons
and over, cast iron for any connection to
the vessel's shell below the freeboard
deck is not permitted, nor shall cast-iron
valves be secured to sea chests.

(2) On ocean and coastwise vessels
constructed prior to June 15, 1941, In
which cast-iron sea chests were Installed,
reinforcing with concrete or other suit-
,able material In conjunction with struc-
tural bracing shall be fitted.

(1) Provision shall be made for expan-
sion either by expansion bends, slfp
joints, or other approved means.

(m) All steam piping shall be fitted
with adequate means for draining the
pipe at all points where there is a pos-
sibIlity of water accumulating.

(n) Class I copper pipes shall be prop-
erly stress-relieved before installation.

(o) Valves and cocks shall be located
so as to be easily accessible.

(p) Where the blow-off piping dis-
charges above the load line of the vessel,
it shall be arranged so that the discharge
is deflected downward in order to protect
persons who may be alongside the vessel,

(q) Valves so designed as to form
pockets in which sedfnent may collect
shall not be used for blow-off purposes.

§ 55.07-30 Hydrostatic t e s t s, (a)
Piping shall be hydrostatically tested as
follows:

(1) Class I steam, feed, and blow-off
piping with flanges attached, to a pres7
sure of not less than twice the maximum
allowable pressure of the boilers or feed
pumps in the case of feed piping, but not
more than the working pressure plus
1,000 pounds per square Inch. After in-
stallation the aforementioned piping
shall be tested to one and one-half times
the naximum allowable pressure,

(2) Class I welded piping irrespectiv0
of service to twice the maximum allow-
able pressure.

(3) Where the piping is fabricated in
place aboard the vessel it shall be sub-
jected only to twice the maximum allow-
able pressure or the allowable pressure
plus 1,000 pounds per square inch which-
ever is the lesser.

(4) Hydrostatic tests shall be wit-
nessed by an inspector.
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(b) Steel valves and fittings shall be
tested by their manufacturer to a hydro-
static pressure in accordance with the re-
quirements of tables 55.07-15 (elO) and
55.07-15 (ell) Bronze, cast iron, or
malleable iron valves and fittings for
steam service or other services at tem-
peratures exceeding 1500 F. shall be
tested by their manufacturer to a hydro-
static pressure of not less than two and
one-half times their steam working pres-
sure. Bronze valves and fittings for
high-pressure hydraulic or air service at
temperatures not exceeding.150 ° F. shall
be tested by their manufacturer to a
hydrostatic pressure of not less than one
and one-half times their hydraulic or air
working pressure.

SUBPART 55.io-PuIPnm0 ARRANGEUENTS
AND PIPMlG SYSTEMS

§ 55.10-1 Bilge pumps-(a) General.
All vessels shall be provided with an effi-
cient pumping plant, capable of pumping
from and draining any watertight com-
partment under all practicable condi-
tions, whether the vessel is upright or
listed. For this purpose wgig suctions
will generally be necessary, except in nar-
row compartments at the ends ofthe ves-
sel. Where close ceiling Is fitted over
tank.tops or bilges, arrangements shall be
made whereby water in the compartment
may find its way to the suction pipes.
Efficient means shall be provided for the
proper drainage of all tank tops, other
watertight fiats, and insulated holds.

(b) Pumping arrangements. Bilge
pumps shall be provided as follows:

(1) Large ocean-going passenger ves-
sels. In the case of ocean-going passen-
ger vessels navigating more than 200
miles offshore, and which are 300 feet or
more in length on the load water line,
three power pumps are required on a bilge
system, at least two of vhich shall be in-
dependent of the propelling unit. One
of the power pumps shall be an emer-
gency pump of a reliable, submersible
type. The source of power situated above
the bulkhead deck shall be available for
this pump in any case of emergency. The
necessary cocks and valves for control-
ling the bilge suctions in each compart-
ment shall be so arranged and operated
from the bulkhead deck that, in the event
of flooding, the emergency pump may be
operated on any compartment.

(2) Small ocean-going passenger ves-
sels. The foregoing requirements shall
also apply to ocean-going passenger ves-
sels of less than 300 feet in length on the
load water line, except that two hand
pumps may be substituted for one of the
power pumps.

(3) Cargo vessels. Vessels above 180
feet in length on the load water line shall
be provided with three power pumps; and
below 180 feet on the load water line, two
power pumps. One of the required power
pumps may be attached to the main en-
gine. For all tank vessels having a
bilge pump located in the forward end
of the vessel, this pump may be consid-
ered one of the required power pumps.

(4) Inland and other vessels. For ves-
sels engaged in inland water service and
other vessels not exceeding 180 feet in
length on the load water line, steam
syphons may be substituted for pumps
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attached to the main propelling unit, but
where used they shall be made a per-
manent fixture in the vessel, and at least
one shall be installed in each hold or
compartment where bilge suctions are
required. The capacity of such syphons
shall be satisfactory to the Officer In
Charge, Marine Inspection, in the dis-
trict where installed.
(c) Exception lor Great La s cargo

vessels. Great Lakes cargo vessels are re-
quired to be provided with ample means
for pumping and draining watertight
compartments, but in view of their pecul-
Jar construction to suit service condi-
tions under which they operate, they are
not required to meet the requirements of
paragraph (b) of this section.

(d) Location. Where practicable, the
power bilge pumps shall be placed in
separate, watertight compartments.
(e) Other pumps. Sanitary, ballast,

and general service pumps may be ac-
cepted as independent power bilge pumps
if fitted with the necessary connections
to the bilge-pumping system.

(f) Independent power bilge pumps.
The Independent power bilge pumps re-
quired by paragraph (b) of this section
shall be capable of drawing the water
through their suction pipes at a velocity
of not less than 400 feet per minute under
ordinary working conditions.

§ 55.10-5 Bilge and ballast piping.
(a) The internal diameter of bilge suc-
tion pipes shall be determined by the
following formulas, except that the near-
est commercial size not more than JA
inch under the required diameter may be
used:

(1) For suctions to each main bilge
pump:

d: -- T- ['BD)+ "Ic (1)

(2) For branch suctions t9 cargo and
machinery spaces:

d fi.__T +1 Inch (2)

where:
L-length of vezsel'at load water line, In

feet.
B-breadth of vcel, In feet.
D-molded depth to bulkhead decL, In

feet.
1=length of compartment, in feet.

d-required Internal diameter of suction
pipe, n Inches.

Nora: For tank veszels L may be reduced
by the combined length of the cargo oli
tanks.

(b) Main bilge suction piping shall be
not less than 21Si inches Internal diam-
eter. Branch suction piping need not be
more than 4 inches nor less than 2 inches
in diameter, except for drainage of small
pockets or spaces in which case 1,-inch
diameter may be used.
(c) The number, location, and size of

bilge suctions in the boiler and machinery
compartments shall be determined by
the Officer In Charge, Marine Inspection,
in the district where the vessel Is being
built when the piping arrangement is
submitted for approval and shall be
based upon.the size of the compartments
and the drainage arrangements. One of
the Independent bilge pumps shall have
a suction of a diameter not less than
that given by formula (2), from the
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engine-room bilge, entirely independent
of the bilge main, and on ocean-going
passenger vessels each of the independent
bilge pumps shall have 'uch a suction
from the compartment in which it is
located.

(d) Lead pipes shall not be installed
under coal bunkers or fuel-oil storage
tafiks, nor in boiler or machinery spaces,
including motor rooms in which oil-
settling tanks or fuel-oil pump units are
located. Where sugh piping Is permitted,
it shall be adequately protected.

(e) Main circulating pumps shall be
fitted with direct suction connections
provided with nonreturn valves in the
machinery space. The diameter of such
suction piping shall be not less than two-
thirds of the diameter of the main sea
inlet. Where coal is used as fuel and no,
watertight bulkhead Is provided between
the engine and boiler rooms, a direct
discharge overboard shall be fitted from
at least one circulAtingpump, or a bypass
may be fitted to the circulating discharge.

(f) For internal-combustion engine
installations, the emergency bilge suction
shall be connected to the largest avail-
able pump in the engine room and shall
have an area equal to the full suction
inlet of the pump. This requirement is
in addition to the independent bilge suc-
tion stipulated In paragraph (c).

(g) All piping required for drainmg
cargo or machineryspaces shall be sepa-
rate from piping which Is used for filling
or emptying spaces where water or oil
i4 cai-red, and shall be controlled by
separate valves at the pumps so arranged
as to preclude the entrance of water and
ol into cargo and machinery spaces.

(h) Bilge suctions shall be led from
manifolds, which shall be arranged to
be controlled above the floor elating of
the compartment in which they are lo-
cated, and shall be easily accessible at
all times. Each individual bilge suc-
tion shall be provided with a suitable
strainer and, in addition thereto, a mud
box or basket strainr shall be provided
in suitable location between the mani-
fold and the pump.

(1) On passenger vessels provision
shall be made to prevent the compart-
ment served by any bilge suction pipe
from being flooded in the event of the
pipe being severed or otherwise damaged
by collision or grounding in any other
compartment. For this purpose, where
the pipe is in any part situated near the
side or In a duct keel, there shall be
fitted to a pipe, in ithe compartment
which It serves, either a screw-down
valve or a stop-check lift valve, either
of which shall be capable of being oper-
ated from above the bulkhead deck.

(J) All sea cocks or other fittings at-
tached to the plating of a vessel shall
be arranged to be operated in an acces-
sible place above the level of the floor
plating of the compartment in which
they are located.

§55.10-10 Oil transfer and filling sys-
tems. (a) Oil-piping systems for the
transfer or discharge of cargo or fuel
ol shall be separate from other piping
systems as far as practicable, and de-
pendable means shall be provided to pre-
vent dangerous interconnection in
service.
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(b) Manifolds and valves shall be lo-
cated in accessible places, preferably on
the bulkheads, and shall be distinctly
and permanently marked to indicate the
tank or compartment to which they are
connected.

(c) Filling pipes may be led directly
from the deck into the tanks, or to a
manifold in an accessible location from
which the oil can be distributed through
the piping to the various tanks.

(d) Where filling or suction pipes en-
ter deep tanks, peak tanks, or settling
tanks at a level where the piping may
be exposed to a head pressure from the
tank, shut-off valves shall be installed
at the bulkhead, preferably on the in-
side of the tank, but such valves may be
installed on the outside of the tank pro-
vided they are made of forged or cast
steel and properly welded or bolted to the
tank, and adequately protected against
mechanical injury by steel guards. All
such valves shall be fitted with an effi-
cient mechanical means for operating
from an open and accessible space on
deck outside of the machinery and boiler
casing, the operating rods to be prop-
erly protected.

(e) The intake end of filling pipes
shall be fitted with a shut-off valve and
a blank flange or screwed cap which shall
be kept closed when not in use.

(f) Where heating coils are neces-
sary, they shall be made of seamless or
extra heavy steel piping. For piping at
the bulkhead, bolted flanged Joints are
required. All other Joints within tanks
are recommended to be welded.

(g) In fuel-oil tanks, sections of piping
for heating the oil may be joined by weld-
ing in lieu of flange connections. The
two sections to be joined shall be butted
and a sleeve shall cover the joint. The
sleeve shall be of the same material, its
length shall be at least 1/ inch more than
the diameter of the pipe and It shall be
located with tle joint midway of its
length. The ends of the sleeve shall be
welded to the pipe. An approved form of
saddle butt-welded joint may be used in
lieu of the sleeve joint. The welding
shall be done by qualified welderS.

§ 55.10-15 Vent, overflow, and sound-
ing pipes-(a) Vent 2npes. All tanks used
for carrying fuel oil shalLbe fitted with
vent pipes in accordance with the follow-
ing requirements:

(1) Fuel-oil settling tanks and similar
tanks having a comparatively small sur-
face shall be fitted with at least one vent
pipe. Tanks having a comparatively
large surface shall be fitted with at least
two vent pipes, one of which shall be
located at the highest part of the tank.
Where fuel-oil tanks are filled by pump
pressure or by gravity of exceptional
head, the aggregate area of vent pipes
shall be at least equal to the filling con-.
nection at the tank unless other over-
flows are provided. In no case shall the
diameterof any vent pipe be less than
2V2 inches.

(2) Vent pipes shall-terminate in an
open space on deck and shall be fitted
with U-bends fitted with a wire-gauze
diaphragm. Suitable means for closing
vent pipes in an emergency shall be pro-
vided where necessary.

-3) Vent pipes shall be led as direct
as practicable and the inclination in all
cases shall not be less than 300 from the
horizontal, except where both ends are
adequately drained to a tank.

(b) Overfow tanks. Where overflow
pipes are fitted to fuel-oil tanks, they
thall conform to the following require-
ments:

(1) Thm area of the overflow pipe fQr
fuel-oil tanks shall equal at least the area
of the filling connection to the tank.

(2) Overflow pipes equipped to dis-
charge through,the ship's side shall be
located as far above the load line as
practicable, and shall be provided with
nonreturn valves located on the ship's
side. For ocean-going passenger ves-
sels there shall be provided in additioix to
the aforementioned nonreturn valve an
effcient accessible and positive means
for preventing water from passing in-
board. Such means may consist of an-
other nonretum valve in an accessible
position above the deepest load line.

(c) Sounding pzpes. All tanks and hold
compartments which are not ht all times
accessible shall be fitted with sounding
pipes in- accordance with the following
requirements:

(1) Sounding pipes shall not be less
than -11/2 Inches inside diameter.

(2) The pipes shdll be led as straight
as possible from within 2 Inches of the
lowest part of the tank or compartment
to the bulkhead deck or other position
which .is always accessible. Where
sounding pipes terminate below the bulk-
head deck they shall be provided with a
valve at the top. In passenger vessels
a self-closing valve shall be, required;
in cargo vessels a gate valve may .be
used.

(3) The upper ends of sounding pipes-
terminating at a deck shall be protected
by a screw cap or plug. No perforations
or openings throughout the length of the
pipe are permitted.

(4) Striking plates or fittings shall be
provided under the sounding pipes to
protect the hull plate from injury.

§ 55.10-20 Fuel-oil se'vice popzng.
(a) All discharge piping from the fuel:
oil service pumps to the burners shall be
of extra heavy seamless steel conforming
to the requirements- of subparts 51.34.
and 51.37.

(b) All valves and fittings used on fuel-
oil discharge lines shall be extra strong.
Cast-iron valves and fittings are not
permitted for discharge lines in the
service system.

(c) All fuel-oil discharge piping, after
being assembled, shall be subjected to a
hydrostatic pfressure of not less than 500
pounds per square inclr. This test shall
be witnessed and certified to by an in-
spector.

(d) Bushings and street ells shall not
be used in connection with fuel-oil dis-
charge piping.

(e) Where screwed bonnet valves are
'sed for this service, they shall be of the
union-bonnet type.

(f) On all ocean and coastwise ves-
sels, two separate pumping units are re-
quired to supply oil to the burners.

(g) The'discharge piping from pumps
to burners shall be fitted with a relief
valve which shall be in a closed circuit;

that is, discharged Into the suction line,
or back Into the tank.

(h) Fuel oil service pumps shall be
equipped with means of control from a
readily accessible position outside of the
boiler room which will always be accessi-
ble in the event of fire occurring in the
compartment in which they are located,

§ 55.10-25 Independent fuel piping
(emergency-units)-(a) Scope. Vessels
carrying passengers shall .be allowed to
carry such quantities of gasoline or any
of the products of petroleurp as may be
necessary to supply the emergency light-
ing and/or wirelesssystem when con-
tained In tanks constructed and installed
in accordance with §§ 55.10-30 and 55,10-
35.

(b) Outage. When filling the tanks
with gasoline or other petroleum prod-
ucts, an outage of 2 percent shall be
provided.

(c) Piping connections. (1) The fuel
piping for all tanks shall comply With
the applicable requirements of this part,

(2) The piping shall be run in sight
wherever practicable, and shall be pro-
tected from mechanical injury and effec-
tively secured against vibration.

(3) The filling pipe shall enter the top
of the tank. If the filling pipe It run
nearly tO the bottom of the tank, it may
serve as a combined filling and sounding
pipe.

(4) The supply pipeto the engine shall
enter the top of the tank and extend
nearly to the bottom of the tank. The
return pipe from the engine shall enter
the top of the tank.

(5) Shut-off valves or cocks of a suit-
able type shall be installed int supply lines
and located in accessible positions at the
tank.

(6) Similar shut-off valves shall be
located in the -supply lines close to the
carburetor or fuel pumps.

(7) Outlets for drawing fuel are not
permitted in engine compartments.

(8) Open drains for removing water
from the fuel tanks are not permitted,

(d) Filling and sounding connections.
Filling and sounding pipes for fuel tanks
shall terminate on deck and be fitted with
suitable slut-off valves or deck plugs.

(e) Vents. Each tank shall be fitted
with a vent the cross-sectional area of
which shall be not less than the area of
the filling pipe. The vents shall termi-
nate In the atmosphere at least 2 feet
above the deck and not less than 3 feet
from any opening Into living quarters.
All vent pipes shall terminate with
U-bends and shall be fitted with flame
screens or approved flame arresters.

§ 55.10-30 Independent g a s o lI n e
tanks-(a) Capacity. The supply of
gasoline for emergency units shall be
limited to 40 gallons.

(b) Construction. The tanks shall be
of cylindrical form and may be con.
structed of any of the following mate-
rials: Wrought Iron, mild steel, or of cor-
rosion-resistant alloys 0sultable for the
.purpose, and shall have a minimum
thickness of ]I inch. Tanks constructed
of ferrous metals less than 0i inch In
thickness shall be galvanized by the hot-
dipped process both inside and outside.
Joints shall be riveted, brazed, or welded,
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except that soldered joints may be used
on small tanks of 20 gallons or less capac-
ity, provided the solder used has a melt-
ing point of not less than 450* F. All
spuds for pipe connections shall be se-
curely riveted, welded, brazed, or soldered
to the tank. No tubular gauge glasses
or try-cocks shall be fitted to tanks.

(c) Installation. The tanks shall be
located on the uppermost deck outside
the engine compartment as close to the
engine as practicable and so arranged as
to permit a free circulation of air all
around them. When installed, longitudi-
nal seams shall be located as near the
top of tank as practicable. The tanks
shall be properly secured and accessible
for complete external examination.

(d) Tests. Tanks shall be tested to a
hydrostatic pressure of 15 pounds per
square inch gauge after installation.

§ 55.10-35 Independent heavy oil
tanks-(a) Capacity. The supply of
heavy fuel oil for emergency units shall
be limited to 15 long tons (2,240 pounds
per ton)

(b) Construction. The tanks may be
of either cylindrical or rectangular form
and may be constructed of any of the
follqwmg materials: Wrought iron, mild
steel, or of any corrosion-reslstant al-
loys suitable for the purpose. Tanks
designed for capacities of 40 gallons or
less shall have a minimum thickness of
*G inch. Tanks designed for capacities
of over 40 gallons shall have a mimmum
thickness of 1a inch. Joints shall be
riveted, brazed, or welded, except that
soldered joints may be used on small
tanks of 20 gallons or less capacity pro-
vided that the solder used has a melting
point of not less than 450' F. Tanks
shall be provided with swash plates and
braces where necessary. The material
used shall be the same as the tank. All
spuds for pipe connections shall be se-
curely riveted, welded, brazed, or sol-
dered to the tank. No tubular gauge
glasses or try-cocks shall be fitted to
tanks.

(c) Installation. The tanks shall be
located in an adequately ventilated steel
or iron compartment on the deck above

the weather deck. Tanks exposed to a
temperature in excess of 100 ° F shall be
properly insulated. No tank shall be lo-
cated in any compartment where the
temperature exceeds 1500 F. When
cylindrical tanks are installed, longitudi-
nal seams shall be located as near the top
of the tank as practicable. The tanks
shall be properly secured and accessible
for complete internal and external ex-
amination.

(d) Tests. Tanks shall be tested to a
hydrostatic pressure of 10 pounds per
square Inch gauge after installation.

PaRT 56-ARc WELDinm0. GAS Wricnn,
ANiD BRA!Zxri

SUBPART 50.01-Ac Vn.r.G AND G ASNVELDING

Sec.
56.01-1 Scope.
56.01-5 Definitions.
56.01-10 Qualification of welders.
56.01-15 Automatic submerged arc ,welding.
56.01-20 Welding electrodes.
56.01-25 Class I welding.
56.01-30 Class If welding.
56.01-35 Class II welding.
56,01-40 Material.
56.01-45 Calculations.
56.01-50 Detail requirements.
56.01-55 Joints.
56.01-60 Welded nozzle connections.
56.01-65 Seal welding and tack welding.
56.01-70 Preheating and stre= relieving.
56.01-75* Distortion.
56.01-80 Welded piping.

SUBPAaR 50.05-TEmST AND 12.5PECTIOc

56.05-1
56.05-5
56.05-10
56.05-15

56.10-1
56.10-5
56.10-10
56.10-15

56.10-20
56.10-25
56.10-30

Test plates.
Nondestructive teats.
Hydrostatic and hamlmer teats.
Inspection.

SUBPART 5o.10-nAZiMr

Definition.
Detail requirements.
Materials.
Thickness and maximum allowable

pressure.
Types of Joints.
Pipe Joints.
Silver brazing.

AU rrOa : H 56.01-1 to 50.10-30, in-
clusive, Issued under R. S. 4405, 4417a, 4418,
4426, 4427, 4429, 4430, 4431, 4432, 4433, 4434,
4453, and 4491, as amended, sec. 14, 2-3 Stat.
690.41 Stat. 305,49 Stat.'1544, 54 Stat. 346 and

=ea. 5 (e), 55 Stat. 2-4. as amended; 49 U. S. C.
363. 30. 167, 375. 291a, 392. 404. 405. 407,
408. 409, 410, 411. 412., 435. 1333. 50 U. S. C.
1275; and s-,o. 101. Reorg. Plan Ilo. 3 of 19M,
11 P. H. 7875.

SUElT 56.01-AlRC WE=.DIG AND GAS

§ 56.01-1 Scope. (a) This part con-
tains detail requirements for the fabri-
cation of arc welded, gas welded, and
brazed pressure vessels, furnaces, piping,
valves, pipe fittings, and appurtenances
subject to inspection by the Coast Guard.

(b) Drawings submitted for appro7al
which show welded or brazed fabrication
shall clearly indicate the type of joint to
be used. Standard welding symbols of
the American Welding Society shall be
used to designate the type and size of
welds.

§ 56.01-5 Definitions. In designating
the various types of welding processes,
types of Joints, and welding nomencla-
ture reference shall be made to the defi-
nitions of welding terms Of the American
Welding Society.

o: A Joint with filler metal added from
only one aide may ba considered equivalent
to a double-welded butt joint when satisfac-
tory means are provided for curing com-
plete penetrntion and reinforcement on both
aides of the joint.

§ 56.01-10 Qualification of welders.
(a) Prior to fabricating the equipment
listed In § 56.01-1, each welder shall pass
the applicable tests specified in table
56.01-10 (a) The tests shall be made
using the same type of equipment to be
used In production, or with equipment
equivalent thereto, with material and
procedure of the same type as those in-
tended to be used during production.
The welding of test plates and testing of
the required specimens shall be witnessed
by an inspector.

1No=: The tests rpecifled herein bear the
came number as, and are Identical with, teats
acceptable to the American Bureau of Ship-
ping and the Bureau of Ships of the Navy
Department. Weldera qualifiedinaccordancea
with thece teots by an Inspector of the Amer-
lcan Bureau of Shipping, or the Bureau of
S hp5 of the ITavy Dapartment, will be accept-
able to the Coast Guard.

TABLE 65.0t-I0 (a)-REQinrD QuAusnci.o Tr=3

PoAltla in which weld4 lol sar ted on]b

Flat, horizontal, vertical and overboad Flat and vcAiL-l Flat paniltn only

On plate %i inch or less In thickness I ... Test No. 1 In vertical and overhead post- Tt No.1 In vcrtimcl pIln .._ TCt No. I latr tpaton.
tions.

On material of unlimited thickness -..- Test No. 2 In vertical and horizontal p3s- Test No.2 in v ta l psaltn......... Test No. 2 la Cat psitIon.
tions.

On piping or tubing No inch or less in Test No.3 withaxisofpipe InhorIzontaland vrttical ftl posittas. provfcl uclicr Teat No.3 with axi 3 of ppa In hoinontal
thicknes.' has prerlously passed Test No. 1 or 2 in vertic-l and overhcad psltas. pslIttin anl rol:d provided welder ha.

procvbaly ben qualif ed by Tat No. I
or 2 fir the Clat position.

On piping or tubing of unlimited thick- Test No. 4 in horizontal and vctlfl ixed ap2ltIas_ ..... Tczt'o.4Inh:ipssltflr a dh

For tack welders I .................----- Test No. 5 In vertical and overhead pasl- Tst No.5 In vertIcal m r n-
tions.

On material of unlimited thsckness (for Test No. G in vertical and ovThca p e Tst No. G In vertial pre3llan (br gas Tst No. 6 In flat atn (ac ergas well-
base metals of high conductivity). tions (for gas welding only) weligeonly). ing).

IWhere the maxnmusn thickness of material on which a welder may have occasion to work thrugliasut a portd goverr d by a test inletcrm[nat .thcfa3lcisrmay, If
desired, require the welder to qualify under unlimited thickness requirements.

IWherethe mammurn plate thickness to be welded in productlion is less than 0 Inch the contmclormay. with the rmtzian of the hvapcdor, uz, the folbwing maLdciafcia
of Test No. 1: The test plate thickness shallbe the maximuin to be welded in prcoueticn, but1hall not be 1=3 tan ;l Inch. Tho rest opcnngstall ba cn3t marehMan tha dL=-
ter of the welding rod or electrode corewire to be used. The backing strip thickness shall not be les I than % Inch.%,

Where the maximum plate thickness to be welded in production is betwczn, 51 Inch and 1% inches, T'et No. 2 may, with tho piEnn=bfn of the p1cler, be conlctcd
on plate of such maxumum thickness.

' Test Nos. 3 and 4weldedin theshop inthe flat (downhand) posltionneadnot bowelded inn anfilncd spaTc. A %701r qu3lift'd to wcl on prate In tho vert al ri-s1tn may
be permitted to weld on pipe in the flat position.

'Welders qualified under the requirement of Test No. 4 will be considered as qual ed to make we. rov= rd by Tel Nw. 1, 2. anA 3 fbr the m3in Vcaltr 3-
'The macro specimen indicated in figure Z6.01-1 (d4) for Test No. 4 may bo rqulrcd at tho optlan of tio lx-p or and may bo taken ct any 1eauttan Is thI Ianc.

Tack welding may be done by any welder qualified in accordance with Test No. 1, 2, 3, or 4.
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TAPPED HOLE FOR BOLT, FOR
C HOLDING JIG IN TESTING MACHINES

(24 T)
1. T=thickness of test specimens.
2. Specific dimensions are for -- inch test specimens.
3. Hardened rolls may be used on shoulders if desired.

Fricus 56.01-10 (e)-Standard qualification tcst bending Jig.

RECORD CARD Or WEEpER'S QUALIFZCAIIoN TEsTs

N a-----e------------------ ---
E m ployer ..................................... ........
Approved for r..................................

Z 10 D atoe intr fi- 1
2 spector

[Face of card]

Date of birth ......................
Place of bith .......................
Symbol for markm work - -........
Employed as a welder undm-

Tcst From- To-
No.

----- ---------- (Photograph)

Welder's signature .... . ............................

[Back of card]

Fxmsn 56.01-10 (m)-Rerord card of welder's qualifica.
tion tests.

warded to the Commandant for consid-
eration and action prior to the manufac-
turer using the equipment for production.

(g) The etch specimen shall be etched
with a reagent which will clearly define
thp weld grain structure. After etching
the specimens shall be rinsed, dried, and
given a protective coating to prevent
oxidation.

(h) A sketch shall be prepared and
forwarded with the specimens showing
joint preparation, and Information rela-
tive to amperage, voltage, speed of weld-
ing, size, designation, manufacturer of
welding rod, and grade of melt. Similar
lnformatloni-hall be furnished If manual
welding Is employed on one side of the
Joint.

§ 56.01-20 Welding electrodes. (a)
Pressure, vessels, piping, valves, pipe
fittings, and other pressure-contaning
appurtenances, subject to inspection by
the Coast Guard, shall be fabricated by
the use of acceptable electrodes. The
list of manufacturers and types of elec-
trodes acceptable to the Coast Guard
may be obtained from the Commandant
(IBiMT) upon request.

- (b) Type E6012 or EG013 electrodes
shall not be used In the fabrication of
any item listed in paragraph (a) of this
section.

§ 56.01-25 Class I welding. (a) This
class includes the construction of all
pressure parts of power boilers, namely
boilers operating in excess of 30 pounds
per square Inch, and unfired pressure
vessels which the regulations do not per-
mit to be fabricated by class II or class
M welding. L

(b) Longitudinal and circumferential
Joints shall comply with the requirements
of § 56.01-55. The edge preparation of
the weld test plates shall be of the same
type to be employed In the fabrication.

(c) The Joint efficiency E for this class
shall be taken as 0.90.

§ 56.01-30 Class lwelding. (a) This
.class includes the fabrication of heating
boilers and unfired pressure vessels fab-
ricated of material not exceeding M~z
Inches In thickness which may contain
any of the following:

(1) Vapors and gases at pressures not
exceeding 600 p. s. i. and/or temperatures
not exceeding 7000 F. and lqmds at tem-
peratures not exceeding 400* F. (This
pressure limitation does not apply to
vessels subject to hydrostatic pressure
operating only at atmospheric tempera-
ture. The limitation of plate thickness
does not apply to heads formed of a
single plate.)

(2) Stored or stowed dangerous sub-
stances which Parts 146 and 14'7 (Sub-
chapter N-Explosives or Other Danger-
ous Articles or Substances, and Com-
bustible Liquids on Board Ves) of this
chapter do not require to be carried in
unfired pressure vessels fabricated by
class I welding.

(b) Longitudinal and circumferential
Joints shall comply with the require-
ments of § 56.01-55. The edge prepara-
tion of the weld test plates shall be of
the same type employed in the fabrica-
tion.

(c) The joint efficiency E of this class
shall be triken as 0.80.

§ 56.01-35 Class III welding. (a) This
class Includes the fabrication of unfired
pressure vessels fabricated of material
not exceeding % Inch In thickness which
may contain vapors and gases at pres-
sures not exceeding 30 p. s. I. and liquids
at pressures not exceeding 200 p. s. i.
and/or temperatures not exceeding 250'
F. Vessels fabricated by class T31 weld-
ing shall not be used for the storage or
stowage of lethal gases or liquids.

(b) Longitudinal and circumferential
Joints shall comply with § 56.01-55. Lap
Joints as proidded for by § 56.01-55 shall
not be used In the fabrication of unfired
pressure vessels used for the storage or
stowage of any liquid at a temperature
exceeding Its boiling point at atmos-
pheric pressure.

(c) The joint efficiency E of this class
shall be taken as 0.65 for Joints of the
double-welded butt type where the plate
thickness is not less than K inch, and
0.55 for joints of the single-welded butt
or welded lap types.

§ 56.01-40 Material. (a) Ferrous and
nonferrous material for use In fabrica-
tion of shells and heads of welded pres-
sure vesels shall compl7 with the grades
of material specified in part 51 of this
subchapter as suitable for are or gas
welding.

FEDERAL REGISTER 17,45
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(b) Wrought, cast, or forged materials
shall be of good weldable quality having
a carbon content not exceeding 0.35 per-
cent and other chemical elements affect-
ing weldability shall not exceed a per-
centage which may cause fabrication
difficulty.

§ 56.01-45 Calculations. (a) The
minimum thickness and maximum allow-
able pressure for shells of welded -pres-
sure vessels shall be determined by
§ 52.05-10 of this subchapter.

(b) The minimum thickness and max-
imum allowable pressure for heads of
welded pressure vessels shall be deter-
mined by § 52.20-10 of this subchapter.

(c) The mimmum thickness and max-
imum allowable pressure for welded pip-
ing shall be determined by § 55.07-5 of
this subchapter.

§ 56.01-50 Detail requirements. (a)
The surfaces (f parts to be welded shall
be cleaned of scale, rust, and grease at
least 1/2 Inch from the welding edge.
Grease or oil may be removed by a, non-
hazardous solvent. A wire brush may be
used to remove light corrosion or mill
scale. Heavy mill scale, slag, etc., shall
be removed by chisel, air hammer, or
other suitable tool to secure clean metal.
(Discoloration resulting from flame cut-
ting is not considered detrimental oxi-
dation.) When it is necessary to deposit-
metal over a previously welded surface
any scale or slag existing thereon shall
be removed by a suitable means to pre-
vent the Inclusion of heterogeneous mat-
ter In the weld metal.

(b) The members to be joined shall be
accurately cut to size and form. In all
cases the forming shall be done by pres-
sure and not by blows, Including the
edges of the plates forming lonkitudinal
joints of cylindrical shells.

(c) Precaution shall be )aken in the
preparation of joints In which fillet welds
are used in order to secure fusion of the
weld metal at-root of the fillet. Care
shall also be exercised in depositing the
weld metal so as to secure satisfactory
penetration.

(d) If the thickness of the flange of a
head to be attached to a cylindrical shell
by a butt joint exceeds the shell tick-
ness by more than 25 percent (maximum
/ Inch), the flange thickness shall be
reduced at the abutting edges as shown
in figure 56.01-50 (d)

SHELL

4 HEAD

FIGURE 56.01-50 (d)-Tapered flange of
welded head attachment.

(e) The edges of the plates at the joints
shall not have an offset from each other
at any point in excess of one-quarter of
the plate thickness at the joint, with a
maximum permissible offset of Y inch
for longitudinal joints and 1 inch for
circumferential Joints.

(f) Where plates of unequal thick-
nesses are abutted, the edge of the
thicker plate shall be reduced so that It
Is approximately the sane thickness of
the thinner plate. The middle lines of
plate thicknesses for longitudinal shell

Joints shall be within the limits as given
in paragraph (e) of this section.

(g) Except where specifically permitted
in other sections, the design of welded
pressure vessels shall be such that If the
welded joint is subjected to a bending
stress, the design shall be analysed so
that the maximum stress will be within
allowable limits. Complete penetration
of the weld metal through the members
joined shall be secured plus the addition
of fillet welds where necessary to reduce
stress concentration. Comer joints with
members attached only by fillet welds
where a concentrated bending stress will
occur at the root of the weld are not per-
mitted unless the members forming the
corner are adequiately supported inde-
pendently of such welds.

(h) Bars, jacks, clamps, or other ap-
propriate tools may be used to hold the
edges to fe welded in line. The edges of
butt joints shall be held so that they will
not overlap during welding. Where fillet
welds are used, the lapped plates shall fit
closely and be held together during
welding.

(I) The joint preparation of the mate-
rial to be welded shall be such as to per-
mit good fusion and complete penetra-
tion where butt welds are employed.

(j) Double-welded butt joints shall
have the reverse sides chipped, ground,
or melted out, so as to secure a clean
surface of the originally deposited weld
metal, prior to depositing the first bead
of welding on the reverse side. Chipping,
grinding, or melting out shall be done
in a manner that will insure proper fu-
sion of the weld metal. The foregoing
requirements do not apply to processes
of welding whereby proper fusion and
penetration are obtained and hetero-
geneous matter is eliminated from the
root of the weld.

(k) If the welding Is stopped for any
reason, extra care shall be taken in re-
starting to secure complete penetration
at the root of the weld and thorough
fusion between the weld metal and the
plates, and to the weld metal previously
deposited.

(1) If single-welded butt joints are
used, care shall be taken in aligning and
separating the edges to be jolned so that
complete penetration and fusion at the
root of the weld will be assured.

§ 56.01-55 Joints. (a) Longitudinal
joints of class I and class II pressure
vessels shall be of the double-welded
butt type and a reinforcement of at least
/1/ inch shall be provided on each face
of the weld, except for plates of 1/4 Inch
or less in thickness the reinforcement
need not exceed 25 percent of -the plate
thickness. The reinforcement on either
or both faces of the weld may be re-
moved, but if not removed shall be free
of grooves, valleys, or other change In

AT LEAST 2T-

4 SHELL

CONVEX
M4E AD

contour along the edge or upon the sur-
face of the weld If the nspector-deems
such to be objectionable. When a single-
welded butt joint Is made the equivalent
of a double-welded joint by using a back-
Ing bar and depositing the filler metal
from only one side to secure complete

.penetration, the requirement for rein-
forcement applies only to the face of the
weld. The backing bar may be left in
place or it may be removed. The root
gap of 'io Inch minimum shall be pro-
vided.

(b) The longitudinal Joints of class III
pressure vessels may be of the double-
welded butt type for thicknesses of
518 Inch or less, or of the double-welded
lap type for thickness of 3 inch or less,
or of the single-welded butt type for
thicknesses of 1/4 Inch or less. If of the
lap type the throat dimension of each of
the welds shall not be less than % T,
where T represents the thickness of the
plate. Both edges of the lap shall be
welded and the surface overlap shall not
be less than 4T The reinforcement for
a single-welded butt joint shall be not
less than 1/1a inch, The reinforcement
may be removed If so desired.

(c) Circumferential Joints for class -I
pressure vessels shall be of the double-
welded butt type. Circumferential joints
for class II pressure vessels shall be of

-the double-welded butt type except for
thicknesses of % Inch or less, In which
case they may be of the single-welded
butt type. Circumferential joints on
class III pressure vessels may be of the
butt or lap type. The details of all joints
shall conform to the requirements for
longitudinal Joints, as given in paragraph
(a) of this section.

(d) Dished heads concave to the pres-
sure when used on class IMl pressure ves-
sels shall be Inserted with a driving fit
and fillet welded Inside and outside, ex-
cept" that for vessels 20 Inches In diame-
ter or less the heads may be welded on
the outside only. The welds shall be lo-
cated on the flange of the head at a dis-
tance not less than twice the thickness
of the head from the point of tangency of
the knuckle and In no case less than 11
Inch. Dished heads concave to the pres-
sure shall have a length of flange not
less than 1 Inch for shells not over 24
inches in diameter. For shells over 24
Inches In diameter this length shall not
be less than 1% Inches.

(e) Dished heads convex to the pres-
sure shall have a flange not less than 11/2
Inches long except where the flange
thickness Is % inch or under, In which
case the flange need not be more than
four times the thickness of the head.
When heads are Inserted Into the shell,
same shall be with a driving fit and
welded as shown in figure 56.01-55 (e)

NOT LESS THAN 2T AND

'IN NO CASE LESS THAN *--.

SHELL

MEAD

FIGURE 56.01-55 (e)-Details of circumferential Joints of dished heads.
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(f) Heads concave to the pressure and
plates having circumferential joints to be
attached by butt welds shall be aligned
so that the deviations are not more than
permitted by the limitations given in
-§ 56.01-50, but if greater, correction shall
be made by reforming the shell or head,
whichever is out of trde, until the errors
are within the limits specified. The
edges of head and circumferential joints
shall be separated by a suitable root gap
to insure complete penetration of the
weld metal.

(g) Flat heads may be attached to
pressure vessels in accordance with the
requirements of § 52.20-10 of this sub-
chapter.

(h) The welder's symbol shall be
stamped on each pressure vessel adja-i
cent to the weld and at intervals not to
exceed 3 feet along the welds made man-
ually or by machine. In lieu thereof, a
permanent record may be kept by the
manufacturer furnishing the name of the
welder employed in making each joint,
this record shall be made available to the
inspector upon request.

§ 56.01-60 Welded nozzle connections.
(a) Material for nozzles may be of
forged, wrought, or cast steel meeting
the requirements of Part 51 of this sub-
chapter.

(b) All welding for arc- or gas-welded
connections shall be equivalent to that
required for the particular class of vessel
to which the connection is attached.

(c) Screwed connections are not per-
mitted for diameters exceeding 2 inches
and for pressures exceeding 150 p. s. I.
Flanged connections shall meet the re-
quirements of Part 55 of this subchapter.

(d) Some acceptable types of arc- or
gas-welded nozzle and fitting attach-
ments are shown in figure 52.25-20 (d).

§ 56.01-65 Seal welding and tack weld-
ing. (a) Seal welding may be used for
the purpose of securing tightness of con-
nections where the structure is such that
no strain is placed upon the weld. Seal
welding consists of depositing not more
than two beads of weld metal. The
throat of the weld shall not exceed 1/4
inch and the size of the electrode em-
ployed shall not exceed 3/16 inch diam-
eter. Seal welds are not required to be
stress-relieved.

(b) Tack welding may be used for
attaching internal baffles, strainers, ex-
ternal lugs, securing lagging etc. pro-
vided the welds do not-have a throat
exceeding Y4 inch, are not more than 2
inches in length and are spaced at least
2 inches apart. Tack welds are not re-
quired to be stress relieved.

(c) Seal welding and -tack welding
shall be done by qualified *elders using
acceptable electrodes or welding rods
(See § 56.01-20)- Welding on vessels
shall not be performed when the tem-
perature of the drum is below 500 F.

§ 56.01-70 Preheating and stress re-
lievzng. (a) All pressure vessels required
to be fabricated by class I welding unless
specifically exempted in other parts of
this subchapter shall be stress-relieved
to dissipate the major portion of the
residual stresses.

(b) Stress relieving shall be done by
heating the weldment slowly and uni-

No. 63- 12
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formly to a temperature of from 1,1000
F. to 1,2000 F. for carbon-steel and held
at that temperature for a period of time
proportioned on the basis of at least one
hour per inch of thickness and allowed'
to remain in the furnace until 500' F.
is reached at which time the weldment
may be withdrawn and allowed to cool
in a still atmosphere. When a weldment
of various thicknesses of material is
stress-relieved, the thickest section of
the parts welded shall govern the length
of time required for soaking. Pressure
vessels fabricated of carbon-steel exceed-
ing I inch In thickness shall be pre-
heated locally to 1250 F., prior to weld-
ing, when the ambient temperature is
below 500 F. Alloy materials usually re-
quire different stress-relieving tempera-
tures due to different chemical properties
of the material. The heat treatment cov-
ering preheating and stress relieving to
be employed on the latter types of mate-
rials shall be in accordance with the rec-
ommendations of the manufacturer of
the material and as specifically approved
by the Commandant.

(c) When the vessel Is required to be
stress-relieved, all connections attached
by arc or gas welding unless specifically
exempted shall also be stress-relieved as
required by this part.

(d) Local stress relieving of welds
shall be performed by means of electri-
cal inductance, electrical resistance, or
other acceptable meaffs whereby the
temperature is accurately controlled.
When a type of Stress relief is used that
produces direct radiation, the thermo-
couple shall be insulated so that the

..hot junction of the thermocouple will
not be subject to the heat of radiation.
Pyrometric equipment shall be pro-
vided to Indicate the hottest and cool-
est points of the weldment. If the weld-
ment is of appreciable size, the num-
bpr of thermocouples provided shall be
sufficient to insure complete coverage.
The temperature of the weldment shall
b6 considered as being the average of
the observed temperature.

(e) The stress relieving operations
shall be indicated by pyrometric equip-
ment. When an autographic record of
local stress-relieving operations is made,
this record shall be maintained by the
fabricator.

(f) The weldment shall be stress-
relieved by one of the methods as fol-
lows:

(1) Heating the complete structure
as a unit.

(2) Heating a section containing the
part or parts to be stress-relieved.

(3) Circumferential joints may be
stress-relieved by uniformly heating a
circumferential band having a mini-
mum width of six times the material
thickness on each side of the welded
joint in tUch a manner that the entire
band is brought up to the required tem-
perature and held for the period speci-
fied in paragraph (b) of this section.

(4) Where piping is welded to valves,
the heated zone may be decreased on the
valvei side of the Joint from six times
the material thickness to one times the
width of the reinforcing band measured
from the edge of fusion toward the valve.
This deduction in the area to be heated
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is to prevent Injury to the valve due to
overheating.

(5) Nozzles or other welded attach-
ments which are required to be stress-
relieved may be locally stress-releved by
heating a circumferential band around
the entire vessel with the connection at
the middle of the band to the required
temperature and length of time speci-
fied for stress relieving. The band
width shall be a minimum of six times
the shell thickness on each side of the
attachment.

(g) Except where specifically allowed
in other sections all nozzle connections
after being attached by welding on ves-
sels fabricated by class I welding shall
be stress-relleved.

(h) Vessels fabricated by class II
welding shall be stress-relieved if so re-
quired by figure 56.01-70 (h) or if fab-
ricated of grade D. E, F, or G marine
steel boiler plate of a thickness exceed-
ing 1 Inch. When vessels fabricated by
class I1 welding are required to be stress-
relieved, all nozzles or other welded at-
tachments when Joined by arc or gas
welding shall be.stress-relieved. When
vessels fabricated by class HI welding are
not required to be stress-relieved, unre-
inforced nozzle connections and other
attachments when Joined by arc or gas
welding are not required to be stress-
relieved. When nozzles are reinforced
with pads having a thickness greater
than that of the shell or head to which
they are attached, the nozzles shall be
stress-relleved.

Q) Arc- or gas-welded connections
may be added to class I and class 31 pres-
sure vessels after they have been stress-
relieved, without requiring stress-relief,
provided:

(1) 'The diameter of the attachment
opening in the vessel walls does not ex-
ceed that allowed for an unreinforced
opening or does not exceed 2 inches,
whichever is smaller; and,

(2) The inside and outside attach-
ment welds do not exceed % inch throat
dimension. This provision does not
apply to those connections so placed as to
form ligaments inthe shell, the efficiency
of which will affect the shell thickness.
Such added connections shall be stress-
relieved.

Q) All connections attached by arc
or gas welding to vessels fabricated by
other means shall be stress-relieved In
accordance with the requirements for
connections on class H1 pressure vessels-
If any such vessels are to be used for
service equivalent to class I pressure ves-
sels, arc- or gas-welded connections shall
be stress-relieved.

(k) Arc- or gas-welded connections
which require stress relieving and wich
are attached to vessels whose seams are
of riveted construction. shall be fabri-
cated and stress-relieved prior to the
making up or attachment of the courses
by riveting. If they do not require stress
relieving and are attached after riveting,
the welds shall be located at a distance
from the riveted seam at least equal to
the diameter of the opening plus four
times the plate thickmess of the shelL

U) All vessels containing lethal liquids
or gases shall be stress-relleved. Any
vessels containing liquids, gases or other
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substances which Part 38 (Subchapter
D-Tank Vessels) or Part 146 or 147
(Subchapter N-Explosives or Other
Dangerous Articles or Substances and
combustible Liquids on Board Vessels) of
this subchapter require to be fabricated
by a class of welding requiring stress re-
lief shall be stress-relieved.

(m) Cold weldments shall not be
placed in the furnace when the tempera-
ture therein exceeds 5000 F. Upon cool-
ing the weldment may be removed from
the furnace when the temperature of
same has reached 5000 F. and allowed to
cool In still air to assure a gradual de-
crease in temperature.

§ 56.01-75 Distortion. Drums of weld-
ed or brazed pressure vessels shall be
circular at any section within a limit of
one percent of the mean diameter, based
on the difference between the maximum
and minimum mean diameter at any
section. If necessary to meet the fore-
going requirement, the drum shall be
reheated, rerolled, or reformed. To de-
determine the difference in diameters,.
measurements may be made on the in-
side or the outside, and when the drum
is fabricated of plates of unequal thick-
ness, the measuremejits shall 'be cor-
rected for plate thicknesses to determine
the diameter at the middle line of the
plate thickness.

§ 56.01-80 Welded ptping. (a) Piping
materials complying with Part 51 of this

subchapter may be joined- by means of
arc or gas welding provided the fabrica-
tion complies with-the requirements of
this section.

(b) The requirements of this section
are applicable to class I piping (see Part
55 of this subchapter) and class II piping
unless specifically exempted.

(c) Prior to welding class I piping, the
fabricator shall request an inspector to
visit his plant to examine his fabricating
equipment and to witness the qualifica-
tion tests required by § 56.01-10. One
test specimen shall be prepared for each
process and welding position to be em-
ployed in the fabrication.

(d) Sections of pipe shall be welded
insofar as possible in the fabricating
shop. The type of weld shall be clearly
indicated on the drawings.

(e) For class I piping, double-welded
batt joints or single-welded butt joints
fitted with a backing ring or its equiva-
lent on the inside of the pipe shall be em-
ployed when the pipe diameter exceeds
2 inches. Piping of diameters not ex-
ceeding 212 inches may be joined by
sleeves fitted over the ends of the pipes,
or socket joints attaching the ends of the
pipes by means of circumferential fillet
welds. If butt joints are employed for
pipe diameters of 2% inches and below
the backing ring may be omitted in di-

- ameters below 1 inch.

(f) For class II piping, the type of
Joints shall be similar to class I piping,
with the following exceptions:

(1) Single-welded butt joints may be.
employed without the use of backing
rings in all sizes provided that the weld o
is chipped or ground flush on the root
side of the weld.

(2) For services such as vents, over-
flows, and gravity drains, the backing
ring may be eliminated and the root of
the weld need not be ground.

(3) Square-groove welds without edge
preparation may be employed for butt
joints in vents,, overflows, and gravity
drains where the pipe wall thickness does
not exceed 8r inch.

(g) The backing ring for class I pip-
ing shall be of low-carbon steel and shall
be of the plain type or a type With pro-
jections spaced Intermittently around
the outside of the periphery to establish
a minimum root gap of not less than 1%
inch for 1-nolt to 2-inch diameter and
%(; inch for 2 -inch and larger diameter
pipes to secure complete penetration of
the weld metal. The crimped or forged
types with continuous projection around
the outside of the ring is acceptable only
for class II piping.

(h) All butt welds shall be reinforced
at the center of the weld by not less than
10 percent of the wall thickness for pipe
or tubes for thicknesses not exceeding %
inch; pipes and tubes having a wall
thickness exceeding % inch shall be re-
inforced.by at least 1Ao inch. The rein-
forcement shall be free of grooves, val-
leys, or other changes in contour along
the edge or upon the surface of the weld
if the inspector deems such to be objec-
tionable.

(i) Each butt-welded Joint shall be
stamped with the welder's identification
symbol.

(1) Welded class I piping or tubing
exceeding 2/ inches in diameter with
the exception of high pressure salt water
piping systems used in tank cleaning
operations shall be stress-relieved as re-
quired by § 56.01-70. Stress relief for
class II piping is not required.

(k) All complicated connections in-
cluding manifolds, shall be stress-relieved
In a furnace as a whole, as required by
§ 56.01-70 before being taken aboard ship
for installation.

(1) Class I carbon-steel and alloy-
steel piping exceeding 2 Inches In di-
ameter shall be preheated as required
by § 56.01-70.

(m) (1) All welded joints on class I
piping exceeding 2% inches nominal pipe
size, with the exception of high pressure
salt water piping systems used in tank
cleaning operations, hall be nondestruc-
tively tested as required by § 56.05-5.

(2) All welds .shall be free of .grooves
and depressions. Surfaces of welded
jointe which are to be magnetic powder
tested shall be made smooth of all sur-
face irregularities so that the powder
may properly indicate any fracture or
defect.

(n) For hydrostatic tests of welded
piping, see § 55.07-30 of this subchapter.

(o) The base material and joint prep-
aration for welding shall comply with
the manufacturer's process record.
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(p) A complete record of the manu-
facturer's process shall be maintained
on the form shown by figure 56.01-80 (p)
to establish definite limitt of all essen-
tial variables involved. The manufac-
turer shall, after his welding- process has
been approved, conduct all welding in
accordance with the requirements of his
process record.

SUBPART 56.05--TESTS AND INSPECTION

§ 56.05-1 Test plates. (a) Test plates
shall be provided for class I and class II
pressure vessels as hereinafter specified
in this section.

(b) A test plate of the same grade and
thickness as the shell plate being welded
shall be attached to the shell plate on
one end of the drum as shown in figure
56,05-1 (b) so that the edges of the test
plate to be welded are a continuation and
duplication of the tcorresponding edges
of the longitudinal joint. The weld metal
shall be deposited in the test plate weld-
ing groove continuously with the weld
metal deposited in the groove of the
longitudinal joint. The test plate mate-
rial may be taken from any part of one
or more plates of the same.heat from
which the plates were rolled that was
used in the fabrication of the welded
pressure vessel . The manufacturer
shall provide suitable making -to indi-
cate for which vessels the test plate is
representative of the welding.

(c) When a test plate is attached to
the shell and7 welded continuously with
the longitudinal joint, none is required
for the circumferential joints or nozzles
of the same drum, providing the welding
process, procedure, and technique are
the same. When a drum has only cir-
cumfer~ntial joints, a test plate of the
same material as that from which the
shell was fabricated shell be welded in
the same way as the joints in, question.

(d) No test plates are required for
nozzles when the drum has neither
longitudinal nor circumferential welded
joints.

(e) Drums fabricated of carbon-steel
plate having circumferential joints but
no longitudinal joints shall have at least
one set of test plates welded separately
for each drum or for each 50 feet of ag-
gregate circumferential joints of drums
of the same grade of material being
w~lded in succession whose plate thick-
nesses fall within a range of Y inch, and
whose diameters vary by not more than
6 inches.

(f) (1) When several class I pressure
vessels fabricated of carbon-steel plate
are being welded in succession or at any
one time, the plate thicknesses of which
fall within a range of :V4 inch, each 50
lineal feet of longitudinal and circum-
ferential joints may be considered as the,
equivalent of one vessel for which test
plates required by paragraph (a) or (b)
of this section shall be furnished. Drums
fabricated of carbon molybdenum grade
E, F or G marine boiler steel plate shall
be welded separately and at least one set
of test plates as required by paragraph
(a) or (b) shall be furnished for each
drum.

(2) For class II pressure vessels no
more than one set of test plates need be
provided for each 300 lineal feet of either
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or both longitudinal and circumferential
joints.

(g) The test plates shall be welded by
the same welder or welders employed on
the drums. They shall be of the same
thickness as the plates being welded and
shall be of sufficient size to provide two

specimens of each type required except
that In the case of drums having no
longitudinal seams, the test plates need
be long enough to provide only one set
of specimens and in the case retests are
required, an additional set of plates may
be welded separately.
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(h) For test plates % inch or less in
thickness, one reduced-section tensile
specimen and two free-bend specimens.
shall be tested. For plates exceeding /
Inch in thickness, one reduced-section
tensile specimen, one free-bend speci-
men and one guided side-bend specimen
shall be tested.

(i) The test plates shall be so sup-
ported that the warping due to welding
shall not throw the finished test plate
out of line by an angle of over 5°

(j) Where the welding has warped
the test plates, the plates shall be
straightened before being stress-relieved.
The test plates shall be subjected to the
same 'stress-relieving operation as re-
quired by § 56.01-70. At no time shall
the test plates be heated to a tempera-
ture higher than that used for stress re-
lieving the vessel.

(k) The bend specimens shall be taken
from opposite sides of the reduced sec-
tion tensile specimen in their respective
test plates as shown in figures 56.05-1
(kl) and 56.05-1 (k2)

(1) In submitting the samples for test
the manufacturer shall state the mini-
mum and maximum tensile range of the
base metal. If this information is not
available, he shall submit a test coupon
of the solid plate machihed to form as
shown in figure 51.04-35 (d)

(in) The external appearances of the
welds and the amount of weld reinforce-
ment shall conform to the requirements
for fabrication, and the maximum rein-
forcement for the test plates shall not
exceed the maximum permitted forcon-
struction.

(n) The tension-test specimen shall
be transverse to the welded joint and
shall be the full thickness of the plate
after the weld reinforcement has been
machined flush. The form and dimen-
sions shall be as shown in figure 56.05-1
(nl) When the capacity of the avail-
able testing machine does not permit
testing a specimen of the full thickness
of the plate, the specimen -may be cut-
with a thin saw into as many portions of
the thickness as are necessary, as shown
in figure 56.05-1 (n2) each of which
shall meet the requirements. The ten-
sile strength shall not be less than the
minimum of the specified tensile range
of the plate used. In the event of a
failure of the base metal, rafher than
the weld metal, below the minimum ten-
sile strength specified for the plate, a
tension-test specimen of all weld metal
machined to form as shown 'in figure
56.05-1 (n3) may be tested. If the ten-
sile strength of this all weld specimen is
not less than the minimum tensile
strength specified for the plate, the weld
will be. considered acceptable.

(0) The free bend specimens shall be
of the form and dimensions shown in
figure 56.05-1 (o) For plates of % inch
or less in thickness one of the specimens
shall be bent with the face of the weld
In tension. Each free. bend specimen
shall be bent cold under free-bending
conditions until the elongation measured
within or across approximately the en-
tire weld on the outer surface of the bend
Is at least 30 percent. When the capacity
of the available testing machine will not
permit testing a full thickness specimen,
the specimen may be cut with a thin saw
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GROSS SECTION OF
BEND TEST SPECIMEN

Into as many portions of the thickness as
necessary, as shown in figure 55.05-1
(n2) provided each such piece retains
the proportion of 11 to 1, width to thicb-
ne2s, each of which shall meet the re-
quirements. Cracks at the corners of
the specimens or small defects in the
convex surface, the greatest dimensions
of which do not exceed 1 Inch need not
be considered as failures. For class H"
pressure vessels, the minimum elonga-
tion for the free bend specimen shall be
20 percent.

(p) The guided bend specimen shall
be bent with the side of the weld in ten-
son. Its width shall be equal to the full
thickness of the plate and its thickness,
after machining" shall be 0.350 inch to
0.380 Inch to permit bending in a jig
having the contour of the standard jig
as shown in figure 56.01-10 (e) The
specimen shall withstand being bent cold
to the full capacity of the jig without de-
veloping any crack exceeding J inch in
any direction. Where the plate thickness
exceeds 2 inches, the specimen shall be
cut n two so that each portion does not
exceed 2 Inches In width. Each such por-
tion shall be tested and shall meet the
requirements.

(q) One retest shall be made for each
of the original specimens which fails to
meet the requirements. Should the re-
tests fail to meet the requirements, the
welds which they represent shall be
chipped out, revelded and new test plates
provided. This shall apply to. each shell
in cases where a number of shells of the
same design and grade of material are
placed end to end and the longitudinal
seams are welded continuously.

§ 56.05--5 Nondestructive tests. (a) All
longitudinal and circumferential arc- or
gas-welded butt Joints of pressure vessels
fabricated by class I welding shall be
radiographically examined throughout
their length except as spec iflcally ex-
empted In other sections of this subchap-
ter: Butt-welded pipe Joints may be
tested either by radiography or by the
magnetic powder method.

(b) All welded Joints to be radio-
graphed shall be prepared as follows:
The weld ripples or weld surface Irregu-
larities, on both the Inside and outside,

IT shall be removed by any suitable me-
IO chanical process, to a degree such that

the resulting radiographic contrast due
to any remaining irregularities cannot
mark or be confused with that of any
objectionable defect. Also the weld sur-
face shall merge smoothly Intor the plate
surface. The finished surface of the re-
inforcement may have a crown of ap-
proximately uniform amount not to ex-
ceed, the following:

ThicL-ne.
of renforcs-

Plate thlclmz, Inchn: ment, frd cf
Up to 1. lncluaIve____. ;,- maximum.
Over IS to 1, 1nclu3vo.__ ,j to;..
Over %._. to J.

Single-welded butt Joints made the
equivalent of double-welded butt joints
in accordance with § 56.01-5. may be
radlographed without removal of backing
strip provided the backing strip image
will not Interfere with the Interpretation
of resultant radlogrphs.
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(c) The weld shall be radibgraphed
with a technique which will determine
quantitatively the size of defects with
thicknesses equal to and greater than 2
percent of the thickness of the base
metal. As a check on the radiographic
technique, suitable thickness gauges or
penetrameters shall be used In the fol-
lowing manner.

(d) To determine whether the radio-
graphic technique employed is detecting
defects of a thickness equal to and great-
er than 2 percent of the thickness of the
base material, thickness- gauges or pen-
etrameters-of the type shown m figure
56.05-5 (d) shall be placed on the side
of the plate nearest the source of radia-
tion and used ps specified heremi.

(e) The material of the penetrameter
shall be substantially the same as that
of the plate under examination.

(f) The thickness of the penetrameter
shall be not more than 2 percent of the
thickness of the plate. When the weld
reinforcement and/or backing strip is
not removed, a shin shall be placed un-
der the penetrameter, such that the total
thickness being radiographed under the
penetrameter is the same as the total
thickness through the weld, including
backing strip when not removed.

(g) In each penetrameter there shall
be three holes of diameters equal respec-
tively to two, three, and four times the
penetrameter thickness, but in no case
lc:s than I'A inch, excedpt when gamma
rays are used as a source of radiation,
the mimmum hole need not be less than
,2 inch. The smallest hole shall be dis-
tinguishable on the radiograph.

(h) Each penetrameter shall carry an
Identifying number representing, to two
significant figures, the minimum thick-
ness of plate for which it may be used.

.(i) The images of the identifying
numiers shall appear clearly on the
radiograph.

(j) At least one penetrameter shall be
used for each exposure, to be placed'at
one end of the exposed length, parallel
and adjacent to the weld seam with the
small holes at the outer end. If there
is any difference between the angularity
of the radiation at the two ends, the
penetrameter shall be placed at the end
of maximum angularity. When found
necessary by the inspector, two pene-
trameters shall be used, one at each end
of the exposed region.

(k) The film during exposure shall be
as close to the surface of the weld as
practicable. If possible this distance
shall be not greater than 1 inch. Under
any conditions the ratio

Distance from source of radiation to weld surface toward radiation

Distance from weld surface toward radiation to film

shall be at least 7 to 1.
(1) All radiographs shall be free from

excessive mechanical ptocessing defects
whiqh would interfere with proper in-
terpretation of the radiograph.

(m) Identification markers, the im-
ages of which will appear on the film,
shall be placed adjacent to the weld and
their location accurately and perma-
nently marked near the weld on the out-
side surface of the drum or shell, so, that
a defect appearing on the radiograph
may be accurately located in the actual
weld.

(n) The radiographs shall be sub-
mitted to the Inspector. If the inspector
requests, the following data shall be
submitted with the radiographs,-

(1) The thickness of the base metal.

IDENTIFYING NUMBI

.8"' o]o'
/

FOR PLATES 2g INCHES
THICK OR LESS

(2) The distance of the film from the
- surface of the weld.

(3) The distance of the film from the
source of radiation.

(o) The acceptability of welds exam-
ined by radiography shall be judged by
the following standards:

(1) Welds in which the radiographs
show elongated slag inclusions or cavi-
,ties shall be unacceptable if the length
of any such Imperfection Is greater than

where T is the thickness of the_3T'

thnner plate welded. If several imper-
fections within the above limitations ex-
ist in line, the welds shall be judged ac-
ceptable if the sum of the longest di-
mensions of all such Imperfections Is not
more than T m a length of 12T and if the

defects are separated by at least OL of
acceptable weld metal, where L is the
length of the longest imperfection. The
maximum length of acceptable inclusion
for any plate thickness shall be 3/ Inch.
Any slag Inclusion shorter than 3/ Inch
shall be acceptable for any plate thick-
ness.

(2) Welds in which the radiographs
show any type of crack or zones of In-
complete jienetration shall be unaccept-
able. Incomplete penetration appears as
elongated darkened lines of varying
length and width In any part of the weld-
ing groove.

(3) Welds in which the radiographs
show porosity shall be Judged as accept-
able or unacceptable by comparison with
a standard set of radiographs, copies of
which are on file at Coast Guard Head-
quarters and with the various Coast
Guard District Commanders.

(p) A complete set of radiographs for
each job will be retained by the Coast
Guard and kept 6n file during the life
of the boiler.

(q) When radiographing a circumfer-
ential pipe joint by placing a radium
capsule Inside the pipe, the penetramo-
ters may be placed on the film side of the
circumferential joint provided the manu-
facturer satisfles the Inspector that the
technique followed in doing the work is
known to be adequate.

Nom: A suggested method for proving the
adequacy of the radium capsule method of
radiography is as follows:

A preliminary radiograph should bo made
with a piece of pipe with penetrametera on
both the inside and outside'. The diameter
of the pipe employed in making this proof
radiograph should be substantially the same
as that of the job in hand, and its 'wall thick-
ness the practical equivalent of the over-
all thickness of the joint to be radiographed,
including both backing ring and reinforce-
meat if these are present in the- joint to be
examined. The radium capsule employed
in making this proof rcdiograph, together
with all other items of technique such as the
location of the capsule and the time of the
exposure, should be the same as-employed
on the actual job. E3ch penetrameter should
be provided with a marker which will show
up clearly on the film and which will indi-
cate the side of the joint on which it is lo-
cated: F for the film side, and R for the
radiation side.

(r) When the radium capsule Is placed
on the axis of the joint and the complete
circumference radlographed with a single
exposure, four penetrameters uniformiy
spaced, shall be employed.

§ 56.05-10 Hjdrostatic and hammer
tests. (a) All arc or gas welded and
brazed pressure vessels shall be subjected
to a hydrostatic pressure-of one and one-
half times the maximum allowable pres-
sure and while subjected to this pressure
shall be given a thorough hammer or
impact test. This impact test shall con-
sist of striking the plate at 6-inch inter-
vals on both sides of the welded joint,
and for the full length of all welded
Joints. The weight of the hammer In
pounds shall approximately equal the
thickness of the shell In tenths of an
Inch, but not-to exceed 10 pounds, and
the plate shall be struck with a sharp
swinging blow. The edges of the hammer
shall be rounded so as to prevent de-
facing the plates.

FOR PLATES OF THICKNESS
OF MORE THAN 2INCHES

DIAMETER OF HOLES 2,3, AND 4 TIMES THE THICKNES$ 'OF
PEN1fIVMETER BUT NOT LESS THAN 1/16 INOH

FIG=Om 56.05-5 (d)-Dethils of penetrameters.

1752



Wednesday, March 31,1948

(b) Following this test the pressure
shall be raised to not less than twice
the maximum allowable pressure and
held there for a sufficient length of time
to enable an inspection to be made of
all joints and connections.

(c) The maximum allowable pressure
for the hydrostatic tests shall be that for
which the vessel is suitable at atmos-
pheric temperature based on the actual
dimensions and plate thicknesses of the
vessel.

(d) Pinholes, cracks, or other defects
shall be repaired only by chipping, ma-
chnmg, or burning out the defect and
rewelding. For gas welding the metal
around the defects shall be preheated to
a dull red for a distance of at least 4
inches all around. Any preheating
means may be used, such as a flange fire,
gas or oil burner, or a welding torch. The
preheating shall be done slowly, so the
heat will soak into the plate and expand
it thoroughly. After welding, the vessel
shall be reheated in the vicinity of such
weld until the heat has equalized in the
dull-red spot, and then slowly cooled.,
For arc welding preheating or reheating
is not required.

(e) Vessels requiring stress relieving
shall be stress-relieved after any welding
repairs have been made.

(f) After repairs have been made the
vessel shall again be tested in the regu-
lar way, and if it passes the test, the
inspector shall accept it. If it does not
pass the test, the inspector can order
supplementary repairs, or, if in his judg-
ment the vessel is not suitable for service,
he may permanently-reject it.

§56:05-15 Inspectzon. (a) The
manufacturer shall submit the vessel be-
mg fabricated by class I welding for in-
spectibn at such stages of partial com-
pletion as may be requested by the
inspector.

(b) The first inspeotion of pressure
vessels being fabricated by class H weld-
ing shall be done during the welding of
the longitudinal joint. At this time the
inspector shall check the plate material
and the fit-up of the work and see that
only welders who have passed the test re-
quirements are being employed in the
welded fabrication.

(c) A second inspection shall be made
during the welding of the circumferential
joints. At this time the inspector shall
check any new-material being used which
may not have been examined at the time
of the first inspection, also the fit-up of
the vessel at this stage of construction,
and again, observe the welding to see that
only welders who have passed the test
requirements are employed. -

(d) For class I vessels one inspec-
tion shall be made during the welding of
the longitudinal joint. If there is no
longitudinal joint, the inspection shall
be made during the welding of a circum-
ferential joint. At this time the inspec-
tor shall check the plate material and the
fit-up of the work and see that only
welders who have passed the test re-
quirements are employed in the welded
-fabrication.

(e) The manufacturer shall certify
that the welding on the vessel has been
done only by welders who have passed
the test requirements and that the same
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material and technique used In making
the tests were employed in fabricating
the vessel.

SUBPART sO.1o-ma;G
§ 56.10-1 Definition. Brazing is a

group of metal-Joining processes wherein
the filler metal is a nonferrous metal or
alloy whose melting point Is higher than
8000 F. but lower than that of the metals
or alloys to be joined and Is caused to
flow, chiefly by capillarity, into the space
between the two closely lapped or butted
surfaces to be joined.

§ 56.10-5 Detail requirements. (a)
Unfired pressure vessels and pipe may be
fabricated by brazing when the tempera-
ture to which such connections may be
subjected does not exceed 4060 F.

(b) A manufacturer desiring to fabri-
cate unfired pressure vessels shall con-
duct a process qualification test to dem-
onstrate to an inspector that he has the
proper equipment and his procedure is
satisfactory for the production of accept-
able work.

(c) The edges of the members to be
joined shall be properly cleaned and
made free from oxides, dirt, oil or grease
prior to brazing. The edges of the plates
may be punched and stitch riveted with
centers not to exceed 3 Inches or resist-
ance welded with centers of spot welds
not to exceed 11S inches to hold the fay-
ing surfaces tightly together. The braz-
ing shall be done by placing the flux and
brazing material on one side of the joint
and applying heat until the brazing ma-
terial flows entirely through the lap and
shows uniformly along the seam on the
other side of the Joint. Sufficient flux
shall be used to cause the brazing to ap-
pear promptly after reaching the brazing
temperature. The brazing material used,
shall have a shearing strength of at least
10,000 p. s. L

(d) After the parts to be Joined have
been thoroughly cleaned the edges of
same shall be given an even coating of
flux prior to heating as a protection
against oxidation.

(e) Heads shall be inserted into the
shell with a tight drive or shrink fit and
the protruding ends of the shell shall
then be heated to a forging heat and
crimped over the head.

§ 56.10-10 Materials. Ferrous and
nonferrous material for use in the fab-
rication of shells and heads of unfired
pressure vessels shall comply with any of
the grades of material specified in Part
51 of this subchapter. Steel pipe may be
used for shells provided same Is manu-
factured of seamless drawn or electric-
resistance welded pipe.

§ 56.10-15 Thiclncss and maximum
allowable pressure. (a) The maximum
allowable pressure for shells of brazed
pressure vessels shall be determined by
§ 52.05-10 of this subchapter.

(b) The maximum allowable pressure
for heads of brazed pressure vessels shall
be determined. by § 52.20-10 of this sub-
chapter.

(c) The maximum allowable pressure
for brazed piping shall be determined by
§ 55.07-5 of this subehapter.

§ 56.10-20 Typcs of loints. (a) The
longitudinal joint may be of the lapped
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type where the material thickness does
not exceed % Inch. For thickness ex-
ceeding % inch, but not to exceed 1 inch,
the longitudinal joint shall be of the
double-butt strap type.

(b) Lap Joints shall have the edge of
the plate lapped a distance not less than
eight times the plate thickness and for
double-butt Joints the lap of the inner
and outer strap shall be not less than 16
times the thickness of the shell plating,
one-half the lap to be on each side of the
abutting plate edges. When the brazad
Joint does not extend the full length of
the plate, the unbrazed edges may bQ arc
or gas welded provided the length of the
weld is not greater than four times the
thickness of the shell plate from the edge
of the flange of the head.

(c) Head and circumferential Joints
shall be brazed In approximately the
same manner as the longitudinal joint.
The end of the plate shall have an over-
lap of not less than four times the shell
thickness. When a vessel is fabricated
with more than one course in the shell,
the circumferential Joint may be of
either the lap or butt type. If of the lat-
ter type, the courses shall be approxi-
mately a true circle and the circumfer-
ence of the abutting courses shall not
vary by more than 0.20 percent. The
sleeve may be fitted to either the inside
or the outside of the shell. The over-
lap in either case for each course shall be
not less than four times the shell thick-
ness.

§ 56.10-25 Pipe Joints. (a) Copper-
alloy brazing may be employed to join
pipe, valves, and fittings. Circumfer-
ential Joints may be either of the butt or
socket type. Where butt Joints are em-
ployed, the included angle shall be not
less than 900 where the wall thickness is
%'( inch or greater. The annular clear-
ance of socket Joints shall be held to
small clearances which experience in-
dicates Is satisfactory for the brazing
alloy to be employed, method of heating,
and material to be joined. The annular
clearance shall be shown on drawings
submitted for approval of socket joints.

(b) Copper pipe fabricated with lon-
gitudinal joints for pressures not exceed-
ing that permitted by Part 55 of this
subchapter, may have butt, lapped, or
scarfed Joints. If of the latter type, the
kerf of the material shall be not less than
600

§ 56.10-30 Sifver brazing. (a) Cir-
cumferential pipe joints may be either
of the socket or butt type. When butt
Joints are employed the edges to be
Joined shall be cut or machined square
and the edges shall be held closely to-
gether to insure a satsifactory joint.

(b) The surfaces of the members to be
Joined shall be properly cleaned and
given a coating of flux as required by
§ 56.10-5.

(c) Heat shall be applied evenly and
uniformly to all parts of the joint in
order to prevent local overheating.

(d) The members to be joined shall
be held firmly In place until the silver
brazing alloy has set so as to prevent
any strain on the joint until the brazing
alloy has thoroughly solidified.

(e) Clearances shall be between 0.002
Inch minimum and 0.006 inch mamum.
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PART 57-INSTALLATIONS. TESTS, INSPEC-
TIONS, REPAIRS, AND MISCELLANEOUS
REQUIREIENTS
SUBPART 87.01-GENERAL REQUIRUEUEN'TS

Sec.
57.01-1 Scope.

SUBPART 57.05-NSTALLATIONS

57.05-1
57.05-5
57.05-10
57.05-15
57.05-20

Scope.
Foundations.
Protection of adjacent structure.
Dampers.
Installation of re~rlgerating ma-

chinery.

SUBPART 57.10--TESTS AND INSPECTIONS

57.10-1 Preparation of boilers for inspec-
tion.

57.10-5 Tests and inspections of new boil-
ers.

57.10-15 Tests and inspections of boilers
and main steam pipes In service.

57.10-20 Inspection of mountings and at-
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57.10-21 Dangerous places.
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57.10-23 Tolerances for ellipsoldal heads.
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57.10-30 Standard practice for hydrostatic

tests "of boilers and appurte-
nances to determine pressure
rating.

57.10-35 Physicar characteristics of -netal.
57.1b-37 Allowable load on stays and stay-

bolts of various diameters.
57.10-40 Requirements for fuel oil.
57.10-45 Request for increase of pressure.
57.10-50 Inspection of boilers of foreign-

built vessels admitted to Ameri-
can registry.

57.10-55 Sea chests, sea valves, and strain-
ers.

57.10-60 Trial-trip observance.
57.10-05 Inspectors not to accept state-

ments.

SUBPART 57.15-REPAIRS

57.15-1 Welding repairs to boilers and un-
fired pressure vessels.

57.15-5 Welding repairs to defective car-
bon-steel castings.

57.15-10 Welding repairs to defective alloy-
steel castings.

57.15-15 Furnace repairs.
57.15-20 Stayed furnaces and combustion

chambers.
57.15-25 Renewal of wrapper sheets.
57.15-30 Bagged or blistered shell plates.

SUBPART 57.20--OFICIAL FORS

57.20-1 Scope.
57.20-5 Form CG 2935; boiler data report;

manufacturer's certification.
67.20-10 Form CG 2936; unfired pressure

vessel data report; manufa-c-
turer's certification.

57.20-15 Form CG 935A; affmdavit of manu-
facturer. of class B material or
appliances.

57.20-20 Form CG 945; report of chief engi-
neer on fusible plugs Inserted in
boiler. -

SUBPART 57.25--FUSILE PLUGS

57.25-1 Definitions.
57.25-5 Detail requirements.
57.25-10 Tests.
57.25-15 Rejections.
57.25-20 Marking of fusible plugs.
57.25-25 Forwarding of samples.

AuTHoarry: §§ 57.01-1 to "57.25-25, inclu-
sive, issued under R. S. 4405, 4417a, 4418, 4426,
4427, 4429, 4430, 4431, 4432, 4433, 4434, 4453,
and 4491, as amended, sec. 14, 29 Stat. 690,
41 Stat. 305, 49 Stat. 1544, 54 Stat. 346. and
sec. 5 (e), 55 Stat. 244, as amended; 46
U. S. C. 363, 366, 367, S75, 391a, 392, 4Q4, 405,
407, 408, 409, 410, 411, 412, 435, 1333, 50
U. S. C. 1275; and see. 101, Reorg. Plan No. 3
of 1946; 11 F. R. 7875.

SUBPART 57.01-ENERAL REQUIREMENTS

§ 57.01-1 Scope. The regulations in
'this part apply, to the installations, tests,
inspections, and repairs of all boilers and
pressure vessels subject to inspection by
the Coast Guard, and include all official
forms, miscellaneous requirements, and
supplementary data not covered by Parts
50 to 56, inclusive, of this subchapter.

SUBPART 57.05-INSTALLATIONS

§ 57.05-1 Scope. The regulations in
this subpart covering the installations of
boilers apply to all boilers installed on
vessels subject to inspection by the Coast
Guard, including auxiliary or donkey
boilers.

§ 57.05-5 Foundations. (a) Dravings
showing details of proposed foundations,
or saddles, for boilers and the proposed
means of bracing boilers in the vessel
shall be submitted to the Officer in
Charge, Marine Inspection, in the dis-
trict where the installation is being made,
for his approval.

(b) Provision shall be made in founda-
tions for expansion of the boilers .when
heated.

(c) Boilers shall be provided with
chocks to prevent movement in the event
of collision unless a bolted or riveted con-
struction satisfactorily provides for this
contingency.

§ 57.05-10 Protection. of a d 2 a c e n t
structure. (a) Boilers shall be so placed
that all parts may be readily accessible
for inspection and repair.

(b) In vessels having a double bottom
or other extensive surfaces directly be-
low the boiler, as in the case of keels and
girders in woolden vessels, the distance
between such surface and a boiler shall
in no case be less than 8 inches at the
lowest part of a cylindrical boiler and
not less than 18 inches under the pans of
water-tube boilers.

(c) 'In certain types of vessels where
the boiler foundation, forms the ash pit,
such foundations shall be efficiently ven-
tilated, except in cases where the ash pit
is partially filled with water at all times.

(d) The pans of oil-burng, water-
tube boilers shall be arranged to pre-
vent oil from leaking into the bilges and
shall be lined with fire brick or other
heat resisting material.

(e) In vessels constructed of wood or
having wood, structure adjacent to boil-
ers or uptakes such structure shall be
protected by noncombustible, noncon-
ducting material covered with sheet
metal, and the distance between the
wooden structure and the uptakes and
funnels shall m no case be less than 12
inches.

(f) The distance between a boiler, and
a compartment containing fuel oil .shall
not be less than 24 inches at the back
end of a boiler and 18 inches elsewhere,
except that for a cylindrical part of a
boiler or a knuckle in -the casing of a
water-tube boiler, these distances may be
reduced to 18 and 12 inches, respectively,
provided the requirements of paragraph
(a) are complied with.

(g) All oil-burning boilers shall be
provided with oil-tight drip pans under
the burners and elsewhere where neces-
sary to prevent oil draining Into the
bilges.

§ 57.05-15 Dampers. Where dampers
are installed In the uptakes or funnels,
the arrangement shall be such that it
will not be possible to shut off the gas
passages from the operating boilers.

§ 57.05-20 Installation of refrigerat-
ing machinery. Where refrigerating
machines are installed in which anhy-
drous ammonia Is used as a refrigerant,
such machines shall be located in a well-
ventilated, Isolated compartment, pref-
erably on the deck, but in no case shall it
be permissible to install such machine
in the engine-room space unless it can be
so vented and isolated as to eliminate
any hazard from gas escaping to the en-
gine room. Absorption machines using
a solution of aqua ammonia and ma-
chines using carbon anhydride (COS gas)
are exempt from this requirement, pro-
vided the maximum charges that might
be released in the event of breakage do
not exceed 300 pounds.

'SUBPART 57.10-TESTS AND 3NSPECTIO24S
§ 57.10-1 Preparation o1 boilers for in-

spection. It shall be the duty of the
chief engineer to have the boilers which
are to be inspected filled with water,
safety valves secured by gags or clamps,
tubes swept, back connections and fur-
naces cleaned out, grate bars and bridge
walls removed, and to have the water in
boilers at a temperature not more than
180" F. for water-tube boilers and not
more than 100 ° F for fire-tube boilers.

§ 5710-5 Tests and inspection of ncto
boilers. (a) When a new boiler Is in-
stalled in a vessel, a hydrostatic pressure
equal to one and one-half times the max-
imum allowable pressure shall be ap-
plied before the boilers are covered, and
it shall be the duty of the inspector to
make a careful examination of the ex-
terior of the boiler, furnaces, back con-
nections, tubes, and of every part that
can be examined while under test, in
order to satisfy himself that there are
no defects in workmanship or material,
and that the boiler shows no signs of
weakness under the test.

(b) After the test, the boiler shall be
emptied, manhole and haidhole plates

-removed, and, unless it Is physically im-
possible to do so the inspector shall enter.
the boiler and make a thorough exami-
nation of the interior to satisfy himself
that the workmanship is good, that no
defects have occurred due to the hydro-
static test, and that the boiler is safe for -

the maximum allowable pressure for
which it was-approved. Where it is not
possible for the inspector to enter the
boiler, he shall specifically state in his
report the reasons for not so doing.

(c) Upon completion of the hydro-
static test and the boiler examination
under the preceding paragraphs (a) and
(b) and after the Installation of the
brick work and lagging, those boilers that
are to be operated at a pressure equal to
or in excess of 400 pounds per square
inch gauge, or at a steam temperature
equal to lr In excess of 7000 F., may, at
the request of the owner or builder, be
given an additional test under steam in
accordance with the following:

(1) The steam pressure applied to the
boilers and to the main and auxiliary
steam piping shall not exceed one and
one-fourth times the maximum allow-
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able pressure. Sufficient steam is to be
bled from the superheater outlet, either
by operating auxiliary machinery, or dis-
charging to the atmosphere, so that serv-
ice temperatures will not be. exceeded.
For this test the regular safety valve
springs should be replaced by springs
designecl to operate at the test pressure.
After the conclusion of this test the test
springs are to be replaced with springs
designed to operate at the maximum
allowable pressure.

(2) The inspector shall make a care-
ful examination of all parts of the sys-
tem during the test, and assure himself
that the boilers may be operated safely
at the pressure allowed. A notation to
that effect shall be entered on form CG
840-B.

(3) The inscription on the boiler and
the boiler name plate, as required in par-
agraph (d) shall contain the following
entry for steam tests: "Steam test ( ....
p. s. i.) "which shall follow the notation
for hydrostatic test.

(d) (1) Upon completion of the in-
spection of a new boiler and after the in-
spector has determined that the boiler
complies with the approved plans, that
the workmanship and material are sat-
isfactory, and that the boiler is safe for
the design pressure for which it is ap-
proved, the inspector shall have stamped
on the front head of fire-tube boilers and
on, the drum head of water-tube boilers
the following data:

Name of fabricator and aerial number

-- -------------------- -.------- p. .. L
Design pressure'

-- -..--- .....---------------- p.s. L- Hydro test pressure
------------------------- .----- p.s..

Steam test pressure
--------------------------------------

U. S. C. G. No.

C. G. Symbol
-- -----------------------------

Inspector's initials
----------------------------------------

Month and year fabricated
(2) The data shall be legibly stamped

and shall not be obliterated during the
life of the boiler. In the event thatthe portion of the boiler upon which the
data is stamped is to be insulated or oth-
erwise covered, the data shall be trans-
ferred to a metdl name plate which shall
be attached to the boiler casing or the
uptake. The name plate shall be main-
tamed in a legible condition so that the
data can be easily read.

§ 57.10-15 Tests and znspections of
boilers and main steam pipes in service..
(a) The boilers of all vessels subject to
inspection by the Coast Guard, and other
equipment as stipulated in this subpart,
shall be subjected to annual tests and
inspections. At each annual ispection
boilers in service, which can be satisfac-
torily examined internally, shall be sub-
jected to a hydrostatic test equalto one
and one-fourth times the maximum
working pressure; types of boilers which
due to design cannot be satisfactorily
examined internally, shall be subjected
to a hydrostatic test equal to one and
one-half times the maximum working
pressure; also, boilers to which exten-
sive repairs have been made, or the
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strength of which the inspector ha.5 any
reason to doubt, shall be subjected to a
hydrostatic test of one and one-half
times, the maximum working presure.
The Inspector, whenever he deems It nec-
essary In the interest of safety, or when-
ever evidence of moisture or leakage ap-
pears, shall have part or all the covering
oflagging of the boiler removed so that
a complete examination of the exterior
parts of the boiler may be made.

(b) In applying hydrostatic pressure
to boilers, arrangements shal be made to
prevent main and auxiliary stop valves
from being subjected at the same time to
hydrostatic pressure on one side and
steam pressure on the opposite side.
Vessels on going out of service or laying
up in winter quarters, and beginning the
annual inspection. may have the hydro-
static pressure applied to boilers at any
time preceding the date of the final
Inspection, but In no instance shall the
vessel be navigated to exceed 12 months
from the date of Issue of the ceitiflcate
of Inspection without the application of
the hydrostatic pressure, except as pro-
vided in R. S. 4421, as amended (46
U. S. C. 399)

(W) The hydrostatic test shall be wit-
nessed by the inspectors, and they shall
observe and note the Indication upon the
gauge, stating in their report the hydro-
static pressure applied In pounds per
square inch.

(d) The hydrostatic test shall be ap-
plied to the main steam piping from the
boiler to the throttle valve In the same
ratio as applied to the boiler. If the
covering of the piping is not removed, a
test pressure 15 percent in excess of the
maximum working pressure shall be held
on the piping for a period of 10 minutes,
and, if any evidence of moisture or leak-
age is detected, the covering shall be re-
moved and the pipe thoroughly exam-
ined. The inspector may. however, order
the covering removed at any time if he
deems It necessary.

(e) The inspector shall subject such
parts as stays, flues, furnaces, and such
other parts of the boiler as he deems
necessary to a hammer test.

(f) If the inspector has reason to be-
lieve that the boiler has deteriorated to
any appreciable extent under the bottom
where It rests on saddles or foundations,
he shall cause the boiler to be lifted to
such position that it can be thoroughly
examined, provided the examination can-
not be made otherwise.

(g) In the inspection of water-tube
boilers, the inspector shall carefully ex-
amine the ligaments between rivets and
between tube holes to ascertain if any
cracks have started. In addition to the
pressure parts, he shall examine the cas-
lng, brickwork, and baffles. If any part
is found in bad condition, he shall re-
quire such repairs or renewals as may be
necessary.

(h) The inspector shall examine the
edges of manholes or other openings and
the edges of lap-riveted Joints to ascer-
tain f any cracks have starte4 in the
plate.

(i) The Inspector may require a boiler
to be drilled to determine the actual
thickness at any time if doubt exists as
to Its safety. However. after a boiler has
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been Installed for 10 years, the inspector,
at the first annual Inspection thereafter,
and at such subsequent periods as may
be deemed necessary, shall cause the
boiler to be drilled at or near the water
line and bottom, and at such other places
as he may deem necessary, for the pur-
pose of gauging the shell to determine
if it has deteriorated. If the thickness
found by actual measurement is less than
the original thicmes, the boiler shall
be recalculated and the maximum al-
lowable pressure shall be based on the
least thickness found.

§ 5710-20 Inspection of nountings
and attachment -(a) Boiler stop valves

-and mountings. The Officer in Charge,
Marine Inspection, shall require all
valves on boilers to be opened up every
4 years at the time of annual inspection
or at the next regular drydocking period
thereafter. All valves shall be removed
from the boiler at least once in every
8 years to determine the condition of the
stud bolts connecting the valves to the
boiler. These examinations maybe made
at Intermediate periods if there is any
evidence to indicate that defects have
started or excessive corrosion exists. A
record of the inspection of the valves
will be made on form CG 940-B, and a
notation made on the certificate of In-
spection, this notation to be carried on
each certificate until the next period for
the regular examinations arrives.

(b) Safety valves. (1) Boiler safety
valves shall be set under steam pressure
by an inspector.

(2) At the annual inspection of each
vessel the Inspector shall check the set-
ting of each boiler safety valve and make
any adjustments that may be necessary
to keep the boiler within the maximum
allowable pressure. After adjusting the
boiler safety valves, the inspector shall
seal each safety valve separately with
the official seal of the Coast Guard.

(3) Each chief engineer, upon taking
charge of the power plant of a vessel,
shall examine all safety valves and, if
any seals are found broken, or there is
evidence that valves have been tampered
with, he shall report same in writing to
the Officer in Charge, Marine Inspection,
in the district in which the vessel is lo-
cateld. If at any time it is necessary to
break the seal on a safety valve for any
purpose, the chief engineer shall advise
the Officer in Charge, Marine Inspection,
'in writing at the next port of call, giving
the reason for breaking the seal and re-
questing that the valve be examined and
adjusted by an inspector.

c) Fusible plugs. The inspector shall
examine fusible plugs when Inspecting
the boilers, and, provided they have ben
renewed prior to his visit, shall report
the number of such plugs inserted in
each boiler, the manufacturer's name,
and the heat number, on form CG 340--B.
It shall be the auty of the chief engineer
to report the renewal of such plugs on
form CG 945 to the Officer In Charge,
Marine Inspection, in the district In
which the inspection is being made. In
the event that It should become neces-
sary to install new plugs between annual
inspections, It shall be the duty of the
chief engineer to report same on form
CG 945. and, under the heading, "Re.-
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marks," to give the reason why such re-
newal was necessary. (See § 57.20-20.)

(d) Water columns, test cocks, and
water gauges. Water columns, test
cocks, and water gauges shall be carefully
examined, tested, and checked by the
inspector at each Inspection.

(e) Steam gauges. All steam gauges
connected to boilers or main steam lines
shall be carefully checked for accuracy.

(f) Safety valhes or relief valves on re-
duced-pressure lines, evaporators, etc.
Inspectors shall give the same attention
and Inspection to safety valves or relief
valves installed on reduced-prehsure
lines, evaporators, superheaters, feed-
water heaters, etc., as to the safety valves
Installed on the main boilers; that is,
such valves shall be subjected to oper-
ating tests when installed to determine
that they have sufficient capacity to serve
as a warning in the event of the failure
of the reducing valve, and also to prevent
building up an excess pressure before the
shut-off valve can be closed. The setting
of such valves shall be carefully checked
at each annual inspection and adjusted if
necessary.

§ 57.10-21 Dangerous places. In-
spectors shall examine all places where
there is a possibility of a person being
caught in the machnei'y to see thatthey
are provided with substantial guards
over such mechanisms as gearings and
couplings; also flywheels of electric gen-
erators, refrigerating machines, etc.

§ 57.10-22 Radius of, dished heads.
The following formula shall be used to
determine the radius of dished heads:

H 0"'7

where:
R= radius of dish, in inches.
o=chord, or distance, straight across be-

tween two points on the inner sur-
face of the head, in inches (see
note).

1= distance from the middle point of
chord C to the inner surface of the
head, measured at right angles to
the chord, in Inches.

NoTE: The distance C should be taken as
large as practicable, but small enough so that
no portion of the rounded surface at A
which joins the flange and the dished por-
tion of the head will be included in the
measurements. (See figure 57.10-22.)

MGU'RE 57.10-22-Method for measuring the
radius of dished heads.

§ 57.10-23 Tolerances for ellipsoidal
heads. Heads of ellipsoidal form shall be
checked for their conformity to the true
elliptical shape. The manufacturer of
such heads shall furnish the inspector
with a template made of wood or metal
which shall be made as nearly exact, true
semielliptical, as practicable. The total
tolerance at points A or B In figure
57.10-23 shall not exceed 1 percent of
the Inside diameter of the head.

§ 57.10-25 Life of new boiler installa-
tion. The life of a new boiler installa-
tion, within the" meaning of the regula-

-tions in this subchapter, shall begin with
9

FiuRE 57.10-23-True semielliptical template
points for measurement of tolerances -of
ellipsoidal heads.

the date of the issuance of the first cer-
tificate of inspection to the vessel in
which such boiler or boilers are installed.

§ 57.10-30 Standard practice for hy-
drostatic tests of boilers and appurte-
nances to determine pressure rating.
Where it is necessary to test a boiler
structure, pressure vessel, or appurte-
nance, or any pressure part thereof, to
determine a pressure rating in accord-
ance with the provisions of § 52.01-70 of
this subchapter the following procedure
shall be adhered to as closely as prac-
ticable:

(a) Materials. The structure shall be
made from material conforming to the
requirements of the appropriate subpart
of Part 51 of this subchapter.

(b) Workmanship. The dimensions
and nmmum thickness of the structure
to be tested shall not vary materially
from those actually used. If possible, the
structure to be tested may be selected at
random from a quantity of such intended
for use.

(c) Preparation for test. (1) It is
necessary to test only the weakest point
of the structure but several points may
be checked to make certain that the
weakest one is included. The less defi-
nite the location of the weakest point, the
more points shall be checked.

(2) The movement of the reference
points may be measured with reference
to a fixed surface, or two reference points
may be located on opposite sides of a
symmetrical structure and the total-de-
formation between those two points
measured.

(3) Indicating micrometer gauges ac-
curate to 0.001 inch are most suitable for
measuring deformation of the structure.
at the reference points although any
form of accurate micrometer may be
used.

(4) A hand-test pump is satisfactory
as a source of hydrostatic pressure.
Either a test gauge or a reliable gauge
winch has been calibrated with a test
gauge shall be attached to the structure.

(5) The maximum hydrostatic pres-
sure that shall be provided for will vary
from two to three times-the expected
maximum allowable pressure for carbon-
steel structures.

(6) The location of the weakest point
of the structure may be determined by
applying a thin coating of plaster of
paris or similar material, and noting
where the surface coating starts to break
off under hydrostatfc test. The coating
shall be allowed to dry before the test
is started.

(d) Hydrostatic tests. (1) The first
application of hydrostatic pressure shall
be approximately the expected maximum
allowable pressure, or-the tests may be
arranged with a view to making not less
than 10 applications of pressure in ap-
proximately equal increments between

the Initial test pressure and the final test
pressure.

(2) When each increment of pressure
has been applied, the valve between the
pump and the structure under test shall
be closed and the pressure gauge watched
to see that the pressure Is maintained
and no leakage occurs. The total de-
formation at the reference points shall
be measured and recorded and the hydro-
static pressure also recorded. The pres-
sure shall then be released and each
point checked for any permanent de-
formation which may be recorded. Only
one application of each Increment of
pressure is necessary, The pressure shall
be increased by substantially uniform in-
crements, and readings taken until the
elastic limit of the structure has obvi-
ously been exceeded.

§ 57.10-35 Physical characteristics of
metal. (a) The tests should be made so
that the following physical properties of
the metal may be determined.

(1). Tensile strength.
(2) Proportional limit.
(b) After the test is completed, if it Is

deemed necessary, coupons may be cut
from the specimen tested, and machined
to standard 1/2 by 2 inch gauge-length
specimens. (See figure 51.04-35 (f).)
These coupons should be representative
of the metal at the weakest sections of
the structure and their axes should pref-
erably be parallel to the direction of
greatest stress. The coupons shall not
be cut out of the specimen with a gas
torch.

(c) In plottiqg curves, a single cross-
section sheet~may be used for each refer-
ence point of the structure. A scale of
1 InchO0.01 Inch deformation, and a
scale of at least 1 inch equals the ap-
proximate test pressure Increments has
been found satisfactory, Plot two curves
for each reference point, one showing
total deformation under pressure and
one showing permanent deformation
when the pressure Is removed,

(d) In determining the proportional
limit of pressure parts, the following
procedure shall be employed:

(1) Locate the proportional limit on
each curve of total deformation as the
point at which the total deformation
ceases to be proportional directly to the
hydrostatic pressure. Draw a straight
line that will pass through the average
of the points that lie approximately In a
straight line. The proportional limit
will occur at the value of hydrostatic
pressure where the average curve
through the points deviates from the
straight line.

(2) In pressure parts such as headers,
where a series of similar weak points oc-
cur, the average hydrostatic pressure
corresponding to the proportional limits
of the similar points may be used.

(3) The proportional limit obtained
from the curve of total deformation may
be checked from the curve of permanent
deformation by locating the point where
-the permanent deformation begins to in-
crease regularly with further Increases
in pressure. Permanent deformations of
a low order that occur prior to the point
actually corresponding to the propor-
tional limit of the structure, resulting
from the equalization of stresses and Ir-
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regularities in the material, may be dis-
regarded. TALS7.10-37 (cI)-A Lr LOAM 07 OrATM-M

(4) It should be made certain that the Wr V T n A w 12 Tunmrs P3a lP:nu-Ccn.
curves show the deformation of the
structure and not slip or displacement 2Iazi- Max- Mu.
of reference surfaces, gauges, or the , mum mum mum
structure. Outside dlamterr O 7,20 +,03 o

(e) (1) Having determined the pro- - oaybolts, Inchu pounds pounds pzun1d
portional limit of the weakest point of Trzr r VT
the structure, the maximum allowable
pressure may be determined by the
formula: 0 o.7W3 2.10M 2, 2 1 ,202

HSr=-- (1)5E

where:
P=maxmum allowable pressure. in p. s L
H=hydrostatic pressure at the propor-

tional limit of the pressure part, In
p.s. L

S=average tensile strength of material,
in p.s. .L

E=average proportional limit of the ma-
terial, in p. s. L

(2) As an alternate method of deter-
mining the maximum allowable presure,
eliminating the necessity of cutting
coupons for tensile tests, the proportional
limit of the material may be considered
as two-fifthsof its tensile strength. The
maximum allowable pressure may then
be taken as oneahalf of the hydrostatic
pressure corresponding to the propor-
tional limit of the pressure part.

(f) A retest should be allowed on an
additional structure if errors pr irregu-
larities are obvious in the results.

§ 57.10-37 Allowable load on stays
and staybolts of varzous diameters. (a)
The allowable loads based on the net
cross-sectional areas of stayliolts with V
threads, may be computed by one of the
formulas in this section. The use of
Whitworth threads with other pitches is
permissible. The formula for the diam-
eter of a staybolt at the bottom of a V
thread is as follows:

D-(pxl.732)=c= (1)
where:

D=diameter of staybolt Over the threads,
in inches.

p=pitch of threads, in inches.
(=diameter of staybolt at bottom of

threads, in Inches.

(b) When United States threads are
used, the formula becomes as follows:

D-(pX.732XO.75) =u (2)

(c) Tables 57.10-37 (ci) and 57.10-37
(c2) give the allowable loads on net
cross-sectional areas for staybolts with
V Threads having 12 and'10 threads per
inch.

TABLE 57.10-37 (cl)-AI.owiABsE LoADs on STAYOLTs
Wrm V TasEADs, 12 TnaEAns Pzn Ln'15
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(d) Table 57.10-37 (d) shows the allowable loads on net cross-sectional areas of
round stays or braces.
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§ 57.10-40 Requirements for fuel oil
(a) Oil to be used as fuel on vesels sub-
ject to inspection by the Coast Guard
shalt have a flash point of not less than
1500 P. (closed cup test).

(b) It shall be the duty of the chief
-engineer to make an entry In the lo. of
each supply of fuel oil received on board,
stating the quantity received, the name
of the vendor, the name of the oll pro-
ducer, and the flash point (closed cup
test) for which It Is certifled by the pro-
ducer.

(c) It shall be the further duty of the
chief engineer to draw and seal at the
time the supply Is received on board, a
half-pint sample of each lot of fuel oil,
such sample to be preserved until that
particular supply of oil is exhausted.

57.10-45 Request for increase of
pressure. When a certain maximum

allowable pressure has been fixed by an
Oficar in Charge, Marine Inspection, for
a particular holler-installation, no in-
crease of pressure shall be granted, un-
less such increase is justified by a careful
checlz up of the test reports of the mate-
rial used In the construction of the boiler
and the design as shown by the approved
drawings together with the condition of
the boiler or boilers at the time the re-
quest I- made. In no case shall it be
permissible to increase the maximum
allowable pressure unless such increase
is sanctioned by the Commandant.

§ 57.10-50 Inspection of bolers of
foreign-buiflt vescels admitted to Amert-
can registry. (a) Where foreign-built
vessels are admitted to American registry
the Offlcer in Charge, Marne Tmspection,
shall endeavor to secure drawings from
which the boilers were constructed and a
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record of the chemical and physical prop-
erties of the material entering into the
construction of the boilers. Before a
certificate of inspection of a vessel is
issued by any Officer in Charge, Marine
Inspection, the requirements of this sec-
tion shall be met.

(b) The drawings if available shall be
examined to determine the maximum
allowable pressure in accordance with
the regulations in this subchapter, and
the test reports of the material shall be
carefully checked to determine whether
the material used in the construction of
the boilers is safe.

(c) The boiler or boilers shall be meas-
ured in order to obtain accurate data,
which data shall be embodied in the re-
port of the inspector making the exam-
ination. All plates shall be drilled and
gauged by the inspector'to determine the
actual thickness, and upon the thickness
thus obtained the maximum allowable
pressure shall be based. The furnaces
shall be trammed to ascertain if there is
any distortion. The safety valves and
mountings shall be thoroughly examined
to determine if they are in good working
condition and if their capacity is ample
to insure safety.

(d) Each section of the steam pipe
shall be drilled and gauged, and, where
bends occur in the piping, they shall be
drilled in the outer wall of the bends to
determine the thickness thereof.

(e) When the inspection is completed
and steam is raised on the boilers, an
accumulation test shall be conducted,
where required, in accordance with the
provisions of § 52.65-10 of this subchap-
ter to establish the fact that the safety
valves have ample relieving capacity. -

(f) Where drawings of the boilers and
test reports of the material entering into
their construction cannot be obtained,
the maximum allowable pressure shall be
based on the actual thickness of material
found and an assumed tensile strength
not to exceed 60,000 p. s. i., together with
the general condition of the boilers: Pro-
vided, That the maximum allowable
pressure thus obtained shall not exceed
in any case the maximum pressure al-
lowed by the certificate issued 'by the
government under whose flag the vessel
formerly operated.

§ 57.10-55 Sea chests, sea valves, and
strainers. Sea chests, sea valves, and
strainers shall be carefully examined by
the inspector when the vessel is in dry
dock, and, if he deems it necessary, he
may order them opened up for internal
examination. This also applies to bilge
injection valves.

§ 57.10-60 Trnal-trip observance. On
the trial trip of each new vessel an In-
spector shall be present to observe, from
a standpoint of safety, the operation of
boilers, engines, steering gear, and aux-
iliaries; and,.if not satisfied with the per-
formance of such boilers and machinery,
he shall make such requirements as in
his judgment will overcome any defi-
cieheles wich may have come under his
observation.

§ 57.10-65 Inspectors not to accept
statements. Inspectors shall be guided
by conditions as actually found by them,

and in no case shall they be Juskified In
accepting the statements of others.

SUBPART S.i5-REPIRS

§ 57.15-1 Welding repairs to boilers
and unfired pressure vessels. (a) Re-
pairs to marine boilers or unfired pres '.
sure vessels by means of arc or gas weld-
ing may be permitted provided such
welding conforms to the requirements of
Part 56 in the following particulars, viz:
That the welders are qualified in accord-
ance with the provisions of § 56.01-10 of
this subchapter, and that the quality of
the welds shall conform with the require-
ments of a 56.01-55 of this subchapter.
Repair welding shall be limited in its ap-
plication to those cases where the stress
is carried by other construction which
conforms to the requirements of this
subchapter, and where the safety of the
boiler or pressure vessel is not dependent
upon the strength of the welds. It shall
be the duty of firms and corporations,
and also the engineer in charge of the
vessel, to notify the Officer 'in Charge,
Marine Inspection, giving the location of
the vessel, the nature of the proposed re-
pairs, and the date and time at which the
work will begin. No repairs by arc or
gas welding shall be permitted before an
inspection is made by an inspector, and
the proposed method of repair sanc-
tioned by him. In cases where no inspec-
tor is available the chief engineer may
communicate with the nearest Officer in
Charge, Marine Inspection, advising of
the nature of the proposed repairs. If
permission is granted bly the OMcer in
Charge, Marine Inspection, the repairs
may be made and a written report signed
by the chief engineer shall be submitted
to the Officer in Charge, Marine Inspec-
tion, who sanctioned the repairs.

(b) If, in the opinon of the inspector,
a hydrostatic testVis necessary to prove
the integrity of the welded repairs, such
a test shall be applied when the work is
completed, the hydrostatic pressure ap-
plied to be not more than 10 percent in
excess of the maximum allowable pres-
sure.

(c) No repairs by welding of any kind,
except where welding is specifically sanc-
tioned by the regulations in this sub-
chapter or where specified herein, shall
be permitted on any part or parts of a
boiler and its appurtenances or on any
unfired pressure vessel.

(d) Arc or gas welding may be per-
mitted in staybolted surfaces or surfaces
adequately stayed by other means, so
that should the welds fail, the parts
would be held together by the stays.
Staybolted surface, within the meaning
of this subchapter, is a surface which
lies between rows of stays or staybolts.

(e) Arc or gas welding of cracks and
fractures in cast-iron heating boilers or
unfired pressure vessels shall be referred
to an inspector for inspection.

(f) Cracks in curcumferential seams,
extending from the calking edge of the
plate to the rivet hole, may be arc or gas
welded, provided the cracks are properly
prepared to permit fusion through the
entire thickness of-the plate.

(g) Cracks extending from rivet hole
to rivet hole shall not be rejpaired by
welding where the plate is subject to ten-
sile stress.

(h) Cracks In a staybolted surface
may be repaired by welding.

(i) Circumferential o r lengthwise
cracks not exceeding 20 inches in length
in corrugated furnaces, may be repaired
by welding.

(j) Wherever practicable, cracks shall
be prepared for welding by veeing out
the crack on both sides of the plato In
order to form a double V-weld.

(k) Cracks in the shells or drums of
power boilers, except as otherwise speci-
fied herein, shall not be welded,

(1) It shall not be permissible to re-
inforce or build up by arc or gas weld-
ing the heads of rivets or staybolts that
have deteriorated. Such rivets or stay-
bolts shall be removed.

(in) Calking edges of circumferen-
tial seams may-be built up by arc or gas
welding to the original thickness under
the following conditions: The thickness
of the original metal to be built up be-
tween rivet holes and calking edge shall
not be less than one-fourth of the diam-
eter of the rivet hole, and the portion of
the calking edge to be thus reinforced
shall not exceed 30 inches in length in a
girthwise direction. In all repairs to
cumferential seams by arc or gas welding,
the rivets shall be removed over the por-
tions to be welded for a distance of at
least 6 inches beyond the repaired por-
tion. After repairs are made the rivet
holes shall be reamed-before the rivets
are re-driven.

(n) Where leaks occur in riveted Joints
or connections, they shall be carefully in-
vestigated to determine the cause. Such
aeaks may be made tight by seal weld-
ing the edge, if, in the judgment of the
Officer in Charge, Marine Inspection,
this will make a satisfactory repair.
(o) It shall not be permissible to build

up or reinforce a grooved or corroded
area of unstayed internal surfaces by
means of arc or gas welding, except that
widely scattered pit holes may be built
up by arc or gas welding.

(p) Where external corrosion has re-
duced the thickness of flat plates around
hand holes to an extent of not more than
40 percent of the original thickness and
for a distance not exceeding 2 inches
from the edge of the hole, the plate may
be built up by arc or gas welding.

(q) Where stayed sheets have cor-
roded to a depth not exceeding 40 percent
of their original thickness, they may be
reinforced or built up by arc or gas weld-
ing. Where the staybolts are fitted with
riveted heads, the staybolts in the rein-
forced area shall be renewed in accord-
ance with the provisions of subparts 52.30
and 52.35, but where the staybolts are
fitted with nuts, the nuts may be re-
moved and after reinforcing has been
applied, collars may be welded around
the staybolts in lieu of the nuts. Such
reinforced area shall not exceed 400
square inches nor more than 30 inches in
one direction. Two such areas in any
one plate may be reinforced, provided
that the distance between the reinforced
surfaces is not less than 30 inches.

(r) When the corroded portion of a
staybolted surface exceeds 400 square
inches, it shall be permissible to repair
the same by cutting out the defective
portion and replacing it with a new plate,
the edges of the new plate to be welded
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in position. In such cases, new-staybolts
shall be fitted in accordance with the re-
quirements of subparts 52.30 and 52.35.

(s) Flat tube sheets in fire-tube boil-
ers which have corroded or where cracks
exist in-the ligaments may be repaired
by arc or gas welding.

(t) Unreinforced opemng, in the
shells or drums of boilers or pressure
vessels, the diameter -of which does not
exceed the maximum diameter of an un-
reinforced opening in accordance with
figures 52.25-15 (bl) and 52.25-15 (b2)'
may be closed by the use of a patch or
plate inside the drum or shell and sealed
against leakage by arc or gas- welding.
Such plates shall have a diameter at least
2 inches larger than the diameter of the
hole and shall have a thickness equal to
the thickness of the plate to which it. is
attached. It shall not be permissible to
insert such patches in the shell or head
flush with the surrounding plate.

(u) Boiler tubes intended for use in
the repair of fire-tube boilers may be re-
ended or pieced provided the re-ending
is done by means of the electric-resist-
ance butt welding or hammer weld meth-
ods.

(v) Portions of tube sheets which have
deteriorated may be renewed by replac-
ing the wasted portion with a new sec-
tion. The ligaments between the tube
holes may be joined by means of arc or
gas welding and stay tubes or other ac-
ceptable means of relieving the stress on
the repaired section may be installed if
in the judgment of the Officer in Charge,
Marine Inspection, it is necessary to do
so.

(w) Where leaks develop around stay-
bolts wlch are otherwise in good condi-
tion, the nuts may be replaced with a.
beveled collar formed around the end of
the stay by means of arc or gas welding.
In such cases, the depth of the collar
measured on the stay and the width
measured on the plate, shall be equal to
one-half the diameter of the staybolt.
(See figure 52.35-1 (1).)

(x) Any method of repairs by means
of arc or gas welding not covered by the
regulations in this subehapter, shall be
referred to the Commandant, and may
be authorized by him if, in his opinion,
it meets with the obvious intent of the
regulations in this subchapter.

§ 57.15-5 Welding repairs to defective
carbon-steel castings. (a) Defects in
carlson-steel castings, such as valve bod-
'ies, pipe fittings, channels, covers, man-
ifolds, and other pressure-contaning
appliances, may be repaired by- arc or
gas welding.

(b) Defects in carbon-steel castings
shall be classed as follows:

(1) Minor defects. Minor defects are
undersized defective areas resulting
from oxy-acetylene cutting, grinding, or
chipping during cleamng operation, sur-
face sand or slag defects or other slight
surface defects except cracks or cold
shuts.. The excavated depth of a minor
defect shall not exceed 20 percent of
the wall thickness or 1 inch, whichever
is the lesser. No lineal dimension shall
exceed four times the wall thickness or
be greater than 6 inches, whichever is
the lesser.
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(2) Maior defects. All defects ex-
ceeding the depth or size given in par-
agraph (b) (1) of this section shall be
considered a major defect, which shall
be repaired in the same manner as a
minor defect. Repairs of major de-
fects shall be nondestructively tested as
required by paragraph (h) of this see-
tlon.

(c) Prior to any welding, all defec-
tive material shall be removed until the
base metal is shomn to be sound. De-
fective areas of castings may be re-
moved by chipping, grinding, drilling, or
oxy-acetylene grooving to a sufficient
depth to insure that the remaining base
metal Is shown to be sound by acid etch-
ing, radiography or magnetic particle
testing. The latter methods of testing
are preferred. Any slag renlalning
after oxy-acetylene grooving shall be
completely removed by chipping or
grinding. When defects are removed
by drilling, the resulting hole shall be
countersunk to a depth of at least 25
percent of the metal thickness with a
bevel of the included angle being not
less than 450

(d) Prior to welding, the cavity and
the adjoining area shall be preheated
to a temperature suitable for the chem-
ical elements and thickness of metal
involved which experience indicates is
satisfactory. Castings shall be pre-
heated to a temperature which ex-
perience indicates Is suitable for the
chemical elements and thickness of the
casting when lugs, supports, ribs, or
bosses are to be welded thereto.

(e) Castings other than those which
have been repaired for mino surface
defects, the excavated dimensions of
which do not exceed the limitations
specified by paragraph (b) (1) of this
section, shall be stress-relieved in a fur-
nace to a temperature of from 1,1000 F.
to 1,2000 F for 1 hour per inch of max-
Imum thickness and allowed to cool in
the furnace to 5000 F. before removal.

(f) Filler metal used in the repair of
defective steel castings shall be accept-
able electrodes in accordance with
§ 56.01-20 of this subchapter and shall
meet the chemical and physical prop-
erties of the base metal.

(g) The defective material removed
shall be replaced using pipe welders
qualified in accordance with Qualifica-
tion Test No. 4 for the position in which
the welding Is to be done as given In
§ 5.6.01-10 of this subchapter. The use
of welders qualified to weld plate shall
be permitted provided the welding Is
done in the flat position.

(h) Completed welds shall be In-
spected for cracks and other defects by
magnetic particle testing, and In the
case of major repairs, the welded area
shall be examined by radiography if the
casting is to be used In steam lines sub-
ject to boiler pressure, boiler -feed, or
blow-off lines. Prior to the use of mag-
netic particle inspection, the welds shall
be made smooth and free of grooves or
depressions.

(I) After repair of defective castings
has been completed a hydrostatic test
as outlined in table 55.07-15 (elO) or
55.07-15 (ell) based upon the primary
service pressure rating shall be applied.
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§ 57.15-10 Welding repairs to defec-
tire alloy-steel castings. Defects in
alloy-steel castings may be repaired by
arc or ga, welding In accordance with
the requirements of § 57.15-5, provided
the preheata.nd postheat employed are
satisfactory for the material to be
welded and proces approval tests are
conducted. The heat treatment and
process approval tests shall be accept-
able to the Commandant.

§57.15-15 Furnace repairs. (a)
Where corrugated or plain furnaces or
flues are distorted to a difference of l,
Inches in diameter (that is, 1 -mch
deviation from a true circle) they shall
be forced back to a true circular shape,
and the Orcer in Charge, Marine In-
spqction, may require strong-backs or
other acceptable means of support to
hold the furnace from future collapse if
in his opinion such action is necessary.

(b) Where the distortion is In excess
of Inches, the furnace shall be
forced back to practically a true circle
and/or adequately stayed as found nec-
essary In the judgment of the inspector.

(c) Where the distortion does not ex-
ceed 11S inches It will not be necessary
to force the furnace back to a true
cirele-if the working pressure Is reduced
In the ratio of 11S percent for each '3
of an inch that the furnace Is out of
round. However, If the maximum dis-
tortion does not exceed 1 inch and the
length of the distorted area Is not more
than three corrugations, or if the-max-
Imum distortion does not exceed % inch
for a greater length of the distorted
area, the repairs or reduction in pres-
sure will not be required unless con-
sidered necessary by the inspector.

(d) When It becomes necessary to
rivet a patch to a furnace or other part
of the heating surface, the riveted patch
shall be placed on the water side of the
plate In order not to form a pocket in
which sediment may collect

(e) Furnace crowns which have be-
come distorted, not in excess of the lim-
itations provided in paragraph (c), may
be repaired by pumping back the dIs-
torted section to as nearly a true circle
as po zible and reinforcing the same by
means of a ring, arc or gas welded to the
distorted corrugation as shown in figure
"57.15-5 (e), the welding to be done by
qualified welding operators using ac-
ceptable welding reds or electrodes in
accordance with § 56.01-20 of this sub-
chapter.

§ 57.15-20 Stayed furnaces and com-
bustion chambers. (a) Where the plate
forming the walls of stayed furnaces or
combustion chambers becomes bulged
between staybolts, repairs may be made
byinserting an additional stayboltin the
center of such space supported by the
four staybolts.

(b) Where it is desired to apply a
riveted patch to the wall of a stayed fur-
nace or combustion chamber, the defec-
tive portion of the plate shall be cut
away until solid material is reached, the
patch shall be riveted on the water side,
and the staybolts renewed, and extended
through the new plate.

§ 57.15-25 Renewal of wrapper sheets.
Wrapper sheets In combustion chambeiFs



RULES AND REGULATIONS

d0

"0 0='u- -3

co~

o4~-
-00

o o

.0 a) ba

040

0 14

0* . t1 fl 4a

4-I

cu)0 rra~ -P'dd

bC S

,~ Q)
5)5)

1760



Wednesday, March 31,1948

(b) Form CG2936 contains the follow-
Ing information:

(1) Name and address of fabricator.
(2) Name of ship or shipyard to which

pressure vessel will be sent.
(3) Type of unfired pressure vessel.
(4) Marine inspection office number

and manufacturer's number.
(5) Drawing numbers, by whom ap-

proved in Coast Guard, and date.
(6) Shell material and manufacturer.
(7) Head material and manufacturer.
(8) Maxmum allowable pressure for

shell and tubes and hydrostatic test pres-
sure.

(9) Type of construction and if stress-
relieved.

§ 57.20-15 Form CG 935A, affidavit of
manufacturer of class B material or ap-
pliances. The manufacturer of either
class B materials or appliances for use-on
vessels subject to inspection by the Coast
Guard and to the regulations in this sub-
chapter shall submit to the Commandant

-(MMT) United States Coast Guard,
Washington 25; D. C., an affidavit on
form CG 935A certifying that certain
product(s) of his manufacture furnished
directly or through agents or dealers for
use on vessels subject to inspection by the
Coast Guard will comply with all regu-
lations applicable thereto.

§ 57.2-20 Form CG 945, report of
chief engineer on fusibl'e Plugs inserted
in boiler (a) The form CG 945 shall be
used by the chief engineer to report the
renewal of fusible plugs. (See § 57.10-20
(c).) The completed form CG 945 shall
be sent to the Officer in Charge, Marine
Inspection, in the district in which the
last annual inspection was made. This

o report shall be rendered immediately
after each annual inspection to cover
fusible plugs renewed at the annual in-
spection and also whenever fusible plugs
are renewed at other times.

(b) The report made on form CG 945
shall set forth thelfollovmg

(1) Name of vessel and gross tonnage
-thereqf.

(2)- Date fusible plug or plugs were in-
serted in boiler or boilers.

(3) Number of boilers in vessel.
(4) Description of boiler or boilers in

the vessel (manufacturer's number on
boiler, by location or otherwise, so that
boiler may be identified; and, if a fusible
plug is inserted in the crown sheet of a
separate combustion chamber, the loca-
tion of combustion chamber should be
stated)

(5) Name of the manufacturer of the
fusible plugs.

(6) Manufacturer's mark on casing of
fusible plugs.

(7) Heat number on both ends of fill-
ing of fusible plugs.

(8) Diameter of filling at smaller end
'of fusible plugs.

(9) Steam pressure allowed for boiler
by last certificate of inspection.

(10) Number of such fusible plugs in-
serted.

(11) Length of time that removed
plugs have been in service.

(12) If the length of time that a fusi-
ble plug has been installed in a boiler
exceeds 6 months, state the length of time
that the vessel'has been out of service

FEDERIAL RlEGISTER7

and boiler not in use since the removed
plug was placed in boiler.

(13) Under "Remarks" such other in-
formation as may be of interest and
value to the inspectors.

SUBPART 5'.25--USIBLE PLUGS

§ 57.25-1 Deflnitions-(a) Water side
plugs. Water side plugs are fusible plugs
which are inserted from the water side
of the plate or tube.

(b) Fire side plugs. Fire side plugs
are fusible plugs inserted from the fire
side of the plate, flue, or tube to which
they are attached.

§ 57.25-5 Detail requirements. Fusi-
ble plugs intended for use in boilers in-
stalled on vessels subject to Inspection
by the Coast Guard shall comply with
the following requirements:

(a) Casings. The casings of fusible
plugs shall be designed as In figure 57.25-
5 (a) and shall be made of bronze In ac-
cordance with the requirements of sub-
part 51.76 for grade B or C. The bore of
the casing shall be tapered continuously
and evenly from the water end of the
plug to within 1 inch of the fire end
where fire side plugs are used, and to
within 1 inch of the fire end where water
side plugs are used, at which point the
diameter of the bore shall be not less
than 3's Inch and the tapered section
shall be without recess, thread, or cavity
from the water end. From the point
where the bore is % inch, the taper shall
be reversed so as to leave an. opening on
the fire side of not less than'io Inch.
The bore of the plug shall be filled from
the water end to the point of least diame-
ter of the bore with a tin filling which
shall be carefully alloyed to the -casing.

Se A Thro. Pu,

WATER.SIDEr FV5IBLF -E LG

SacA Thru.P/og
FIRE.sm fus. . , PLUG

Framou 57.25-5 (a)-Approvcd types of fusiblo
plugs with standard pipe thrcads.

The over-all length of the fire side pIugs
shall be not less thon 2 a Inches, and
that of the water side plugs no less than
2 Inches.

(b) Fillings. Fusible plugs shall be
filled from the water end to the point
of least diameter of the casing with a
filling of tin, as follows:

Percert
Pure tin- ......Un_ . minlmm. 9.3
Copper ...... . ._maimum__ 0.5
IL c.............. -- 0.1
Total Impuritl ..... .... do-- 0.7

§ 57.25-10 Tests. Fusible plug manu-
facturers who desire to have their prod-
uct accepted for marine service shall
submit samples from each heat to the
Commandant for test, as follows:

(a) One sample plug shall be fur-
nished for chemical analysis plus an ad-
ditional plug for physical test taken at
random from each heat for examination
and test for each 500 plugs or fraction
thereof.

(b) The samples furnished shall bear
the same number for any one heat and
shall be representative of the heat from-
which the sample was poured.

(c) The fillings shall be tested for
tightness by striking the small end three
blows equivalent to 2 foot-pounds of
energy per blow. If these tests reveal a
loose filling, the entire lot of plugs shall
be rejected.

(d) The filling of one test plug from
each lot shall then be melted out of the
casing by a ring burner and caught in a
clean graphite crucible to be used as a
sample for chemical analysis. The in-
side of the casing shall show that the tin
filling was properly alloyed to the casing.
Evidence of Improper or Incomplete al-
loying will cause rejectfon of the entire
lot represented.

§ 57.25-15 Rejections. The Coast
Guard reserves the right to reject any
lot of fusible plugs for failure to conform
to these requirements, or for any other
defect which might render them unsafe
or inoperative.

§ 57.25-20 Maring of fusible Plugs.
The name or initials of the manufacturer
shall be stamped on the face of the casing
for Identification, and all plugs shall be
numbered in accordance with the num-
ber of the heat from which the plugs
were filled. For instance, the first pour-
Ing shall be number 1, and all plugs filled
from this heat shall be numbered 1, the
ne.t pouring shall be number 2, and all
the plugs filled from this heat shall be
numbered 2; etc. The heat number
shall be plainly stamped on the large end
of thefilling. When more than 500 plugs
are poured from one heat, the plugs shall
be subdivided into lots of not more than
500. When the heat Is subdivided, the
number of the lot shall also be plainly
stamped on the large end of the filling.
The first lot of the heat shall be num-
bered 1, the next lot 2, etc. The heat
and lot numbers shall be not less than
,12 Inch in height.

§ 57.25-25 Forwarding of samples.
In transmitting samples of fusible plugs
to the Commandant, the fusible plugs
,and the letters of transmittal shall be
addressed as follows: "The Comman-
dant CM,=T) United States Coast Guard,
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Washington 25, D. C." and one letter of
transmittal shall be reqired for each
heat, in which the following information
shall be stated:

(a) Number of heat.
(b) Number of fusible plugs manufac-

tured from one -heat.
(c) Number of samples of fusible

plugs from one heat forwarded.
(d) Name of manufacturer or initials

on casing of plug.

PART 58--BOILER PLATE; BOILERS AND
ATTACULTENTS

Section 58.25 Welding and reinforcing
is amended by changing the reference to
"§ 57.21-4" to "§ 57.15-1 of this subchap-
ter," which appears at the end of the
last undesignated paragraph.

Subchapter G-Ocean and Coastwise: General
Rules and Regulations

PART 62-SPECIAL OPERATING
REQUIREMENTS

Section 62.61 Fusible -plug report is
canceled. -(The text of this section has
been revised and transferred to § 57.20-
20, supra.)

PART 63-INsPECTION OF VESSELS

Section 63.11 is amended by adding a
new paragraph (g) which was formerly
published as § 54.18-7, and which reads
as follows:

§ 63.11 Specifications covering types
of voice tubes and telephones. * * *

<g) Engine-room signals. Signals be-
tween engine room and pilothouse,
whether they be telegraph, bell, whistle,
telephone, or voice tubes, shall be exam-
ined and tested at each inspection. (R. S.
4405, 4418, 4426, 49 Stat. 1544, 54 Stat.
346, and sec. 5 (e) 55 Stat. 244, as
amended; 46 U. S. C. 375, 392, 404, 367,
1333, 50 U. S. C. 1275; and sec. 101, Reorg.
ilan No. 3 of 1946; 11 F R. 7875.)

PART 64-DuTS OF INSPECTORS

Part 64 is ,amended by adding two new
§§ 64.21 and 64.22, which were formerly
published as §§ 54.18-6 and 54.18-10, re-
spectively, and which read as follows:

§ 64.21 Fire-prevention inspection.
(a) When inspecting oil-burning vessels,
either -internal-combustion type or
steam-driven type, the inspector shall
examine the tank tops and bilges in
the fireroom and engine room to see that
there Is no accumulation of oil which
might create a fire hazard.

(b) The examination of the fire-fight-
ing equipment shall be made by inspec-
tors. This applies to'fire pumps, hose,
chemical fire extinguishers, axes, and
steam or gas smothering lines to cargo
holds and compartments.

(c) The inspectors shall examine the
fire-fighting equipment provided for the
fireroom and engine room to ascertain if
It conforms to the regulations in this
subchapter and that it is in good condi-
tion for immediate use.

(d) At the annual inspection or pe-
riodical remspections, the inspectors

shall examine the water-sprinkling sys-
tem, when'fitted, to ascertain If it is in
good condition and ready for immediate
use (R. S. 4405, 4426, 4453, 49 Stat. 1544,
54 Stat. 346, 1028, and sec. 5 (e) 55 Stat.
244, as amended; 46 U. S. C. 367, 375, 404,
435, 463a, 1333, 50 U. S. C. 1275; and sec.
101, Reorg. Plan No. 3 of 1946; 11 F R.
7875)

§ 64.22 Inspection of quarters. It
shall be the duty of the inspector to
examine passengers' and crews' quar-
ters to see that they are kept in a sani-
tary condition and to report any de-
ficiencies. (R. S. 4405, 4417, 49 Stat. 1544,
1935, 54 Stat. 346, and sec. 5 (e) 55 Stat.
244, as'amended; 46 U. S. C. 367, 375, 391,
660a, 1333; 50 U. S. C. 1275; and sec. 101,
Reorg. Plan No. 3 of 1946; 11 F R. 7875)

Subchapter H-Great Lakes: General Rules and
Regulations

PART 78-SPECIAL OPERATING REQUIRE-
LIENTS

Section 78.54 Fusible plug report is
canceled. (The text of this section has
been revised and transferred to § 57.20-
20, supra.)

PART 79-INSPECTION OF VESSELS
Section 79.12 is amended by adding a

new paragraph (g),'-which was-formerly
published as § 54.18-7, and'which reads
as follows:

§ 79.12, Specifications covering types
of voice tubes and telephones. * * *

(g) Engzne-room signals. Signals
between engine room and pilothouse,
whether they be telegraph, bell, whistle,
telephone, or voice tubes, shall be ex-
amined and tested at each inspection.
(R. S. 4405, 4418, 4426, 54 Stat. 346, and
sec. 5 (e) 55 Stat. 244, as amended; 46
U. S. C. 375, 392, 404, 1333, 50 U. S. C.
1275; and sec. 101, Reorg. Plan No. 3 of
1946; 11 F R. 7875)

PART 83-DUTiES OF INSPECTORS

Part 83 is amended by adding two new
§§ 83.21 and 83.22, which were formerly
published as §§ 54.18-6 and 54.18-10,
respectively, and which- read as follows:

§ 83.21 Fire-prevention inspection.
(See § 64.21 of this chapter, which is
identical with thi section.)

§ 83.22 Inspection of quarters. (See
§ 64.22 of this chapter, which is identical
with this section.)

Subchapter I-Bays, Sounas, and Lakes Other
Than the Great Lakes: General Rules and
Regulations

PART 96-SPECIAL OPERATING
REQUIREMENTS

Section 96.53 Fusible plug report is
canceled. (The text of this section has
been revised and transferred to § 57.20-
20, supra.)

PART 97-INSPECTION OF VESSELS
Section 97.14 is amended by adding a

new paragraph (g) which was formerly

*published as §54.18-7, and which reads
as follows:

§ 97.14 Specifications covering types
of voice tubes and telephones. * * *

(g) Engzne-room signals. Signals be-
tween engine room and pilothouse,
whether they be telegraph, bell, whistle,
telephone, or voice tubes, shall be ex-
amined and tested at each inspection.
(R. S. 4405, 4418, 4426, 54 Stat. 346, and
sec. 5 (e) 55 Stat. 244, as amended; 46
U. S. C. 375, 392, 404, 1333, 50 U. S. C.
1275; and sec. 101, Reorg. Plan No. 3 of
1946; 11 F R. 7875)

PART 101-DUnES oF INSPECTORS
Part 101 is amended by adding two

new §§ 101.21 and 101.22, which were
formerly published as §§ 54,18-6 and
54.18-10, respectively, and which read as
follows:

§ 101.21 Fire-prevention inspection.
(See § 64.21 of this chapter, which is
identical with this section.)

§ 101.22 Inspection of quarters. (See
§ 64.22 of this chapter, which is identical
with this section.)

Subchapler J-Rivers: General Rules and

Regulations

PART 115-SPECIAL OPERATING
REQUIREMENTS

Section 115.46 Fusible plug report is
canceled. (The text of this section has
been revised and transferred to § 57.20-
20, supra.)

PART 116--INSPECTION OF VESSELS

Section 116.10 is amended by adding
a new paragraph (g) which was former-
ly published as § 54.18-7, and which reads
as follows:

§ 116.10 Specifications covering types
of voice tubes and telephones. (See
§ 97.14 of this chapter, as amended, which
is identical with this section.)

PART 120-DUTIEs OF INSPECTORS

Part 120 is amended by adding two new
§§ 120.21 and 120.22, which were for-
merly published as §§ 54.18-6 and 54.18-
10, respectively, and which read as
follows:

§ 120.21 Fire-prevention inspection.
(See § 64.21 of this chapter; which is
identical with this section.)

§ 120.22 Inspection of quarters. (See
§ 64.22 of this chapter, which is identical
with this section.)

Dated: March 23, 1948.

"[SEAL] J. P FARLEY,
Admiral, U. S. Coast Guard,

Commandant.

[. R. Doc. 48-2817; Filed, Mar. 30, 1018;
8:60 a. M.1
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TITLE 43-PUBLIC LANDS:
INTERIOR

Chapter I-Bureau of Land Manage-
ment, Department of the Interior

Appendix-Public Land Orders

[Public Land Order 459]

COLORADO

WITEZRAWING PUBLIC LANDS AND RESERVED
AINERALS IN PATENTED LANDS FOR USE OF
UNITED STATES ATOMIC ENERGY COLnIrs-
SION

By virtue of the authority vested in
the President and pursuant to Executive
Order No. 9337 of April 24, 1943, it is
ordered as follows

Subject to valid existing rights and
existing withdrawals, the public lands
and the minerals reserved to the United
States in the patented lands in the fol-
lowng-described areas in Colorado are
hereby withdrawn from all forms of -ap-
propriation under the public-land laws,
including the mining laws but not the
mineral-leasing laws, and reserved for
the use of the United States Atomic
Energy Commission:

NEW M XCO tPNCIPAL MUIMN

T. 46 N., R. 17 W.,
SEcs. 1, 2, and 12.

T. 47 N., R. 17 W.
See. 4, lots 3, 4, SY2NWV7, and SW%,
Sees. 5 and 6;
See. 7, NE%,
See. 8, sees. 17 to 21 inclusive, sees. 27, 28,

29 and 34;
See. 35, W%.

T. 48 N., Ri. 17-W.,
See. 29, S%,
See. 30, Sj,
Sees. 31, 32, and 33.

T. 43 N.- R. 18 W., partly unsurveyed, Secs.
18,49, 20, and Sees. 28 to 33 Inclusive.

T. 43 N.,.R. 19 W., Secs. 4, 5, and 8; Sec. 9.
WI/2 , Secs. 10 and 11; Sec. 13, E ,S. Sec.
14 to 18 inclusive; Sec. 20, E /, Sec. 21 to
25 Inclusive; See. 28; Sec. 29, E .

T. 44 N., R. 19 W., Sec. 19, SV, Sees. 22 and
23; Sec. 26, N%, Sees. 27 to 33 Inclusive;
Sec. 34, NI. I

T. 44 N., R. 20 W., Sees. 23 to 26 inclusive;
Sees. 35 and 36.

The areas described, including both
public and non-public lands, aggregate
39,951.68 acres.

C. GIRARD DAVIDSON,
Assistant Secretary of the Interior.

MARCH 25, 1948.
[F. R. Doe. 48-2787; Filed, Mar. 30, 1948;

8:45 a. n.]
No. 63-14

TITLE 49-TIZANSPORTATION
AND RAILRIOADS

Chapter I-Interstate Commerce
Commission

[S. 0. 624, Anidt. 101
PART 95-CAR SrvIcE

=OVEIMIT OF GRAIN TO TEfMNAL =EVATOnS
BY PERMIT

At a session of the Interstate Com-
merce Commission, Division 3, held at Its
office In Washington, D. C., on the 24th
day of March A. D. 1948.

Upon further consideration of Service
Order No. 624 (11 F. R. 12183), as amend-
ed (11 F R. 13792. 14272; 12 F R. 48,
775, 1420, 4185, 4516, 6038), and good
cause appearing thereof, It is ordered,
That:

Section 95.624 Movement of grain to
terminal elevators by permit, of Sarvice
Order No. 624, as amended, be, and It Is
hereby further amended by substituting
the following paragraph (e) for para-
graph (e) thereqf.

(e) Expiration date. This section
shall expire at 7:00 a. in., September 30,
1948, unless otherwise modified, changed,
suspended or annulled by order of this
Commission.

It is further ordered. That this amend-
ment shall become effective at 12:01 a. m.,
March 31, 1948; that a copy of this order
be served upon the Association of Ameri-
can .Ra~lroad&, Car Service Division, as
agent of all railroads subscribing to the
car service and per diem agreement
under the terms of that agreement; and
that notice of this order be given to the
general public by depositing a copy in the
office of the Secretary of the CommiLslon
at Washington, D. C., and by filing It with
the Director, Division of the Federal Reg-
ister.
(Sec. 1, 24 Stat. 379, as amended; 49
U. S. C. 1 (10)-(17))

By the Commission, Division 3.
[sEAL] W. P. BARTrL,

Secretary.
[P. R. Doc. 48-2811; FIqcd, Lfar. 20. 19-8;

8:49 a. in.]

Chapter Il-Office of Defense
Transportation

PART 500-CONSE VATIo OF RAIM
EQUIP T

SHI1PLE=N3 OF NEW FRESH HAnVESTD
ONIONS

CRoss REFERENcE: For an exception to
the provisions of § 500.72, see Part 520 of
this chapter, infra.

[Con. Permit ODT 18A, Rev. 331

PART 520-COnSERVATION OF RAIL E.L-w-
ZLNT; ExcEnoNs, PErMETs AM SPECLL

Sin-.ZE T S Or NEW F FlM HARVESTED

Pursuant to Title I of the Second War
Powers Act, 1942, as amended, Executive
Order 8989, as amended, Executive Or-
der 9729. as amended, Executive Order
9919. and General Order ODT 18A, Re-
vised, as amended, It is hereby ordered,
that:

§ 520.539 Shipments of new fresh lar-
rested onions. Notithstanding the re-
strictions contained In § 500.72 of Gen-
eral Order ODT 18A, Revised, as amend-
ed (11 F. R. 8229, 8829, 10616, 13320,
14172; 12 P. R. 1034, 23E6) or in Item
400 of Special Direction ODT 1CA-2A,
as amended (9 P. R. 118, 4247, 13003; 10
F. R. 2523, 3470, 14906; 11 F. R. 1353,
13793, 14114; 12 F. R. 8025) any person
may offer for transportation and any
rail carrier may accept for transporta-
tion at point of origin, forward from
point of origin, or load and forward from
point of origin, any carload freight con-
sisting of new fresh harvested onions:

(a) When the origin point of any such
freight is any point or place within the
United States except a point or place in
the States of Georgia or Texas, and the
quantity loaded In each car Is not less
than 30,000 pounds;

(b) When the origin point of any such
freight is a point or place in the States
of Georgia or Texas, and the quantity
loaded In each car is not less than 25,030
pounds.

This General Permit ODT 18A, Re-
vised-38, shall become effective March
29. 1948 and shall expire September 30,
1948.

(54 Stat. 676,55 Stat. 236,56 Stat. 177,53
Stat. 827, 59 Stat. 658, 60 Stat. 345, 61
Stat. 34. 321, Pub. Law 395, 80th Cong.,
50 U. S. C. App. Sup. 633, 645, 1152; E_ .
8989, Dec. 18, 1941, 6 F. R. 6725; E. 0.
9389, Oct. 18, 1943, 8 F. R. 14183; E. 0.
9729. May 23, 1946, 11 F. R. 5641; E. 0.
9919, Jan. 3, 1948, 13 F. R. 59)

Issued at Washington, D. C. this 26th
day of March 1948.

J. M. Jomso:1,
Director

Office of Defense Transportation.

[P. n. Dcc. 48-2319; Fled, Mar. 30, 194;
8:50 a. i.]
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PROPOSED RULE MAKING

DEPARTMENT OF AGRICULTURE
Production and Marketing

Administration
[7 CFR, Part 511

U. S. STANDARDS 'FOR FRESH PLUMiS AND
PRUNES

NOTICE OF PROPOSED RULE MAKING

Notice Is hereby given that the United
States Department of Agriculture is con-
sidering the issuance of amendments, as
hereinafter proposed, to the United
States Standards for plums and prunes
(fresh) 12 F R. 2305, under the author-
ity contained In the Department of Agri-
culture Appropriation Act for 1948 (Pub.
Law 266, 80th Cong., 1st Sess., approved
July 30, 1947) The amendments are
proposed to become effective during the
month of May 1948. The proposed
amendments are as follows:

1. Delete that part of subparagraph
(4) of § 51.360 (e) which precedes sub-
division (i) and substitute, in lieu there-
of, the following:

§ 51,360 Plums and prunes. * * *
(e) Definitions. * * *
(4) "Damage" means any injury or de-

feet which materially affects the appear-
ance, or edible or shipping quality of the
fruit. Internal growth cracks, cavities
or gum spots are not considered as
damage. Any one of the following de-
fects, or any combination of defects, the
seriousness' of which exceeds the max-

imum allowed for any one defect, shall
be considered as damage:

2. Delete subdivision (iII) of § 51.360
(e) (4) and substitute, in lieu thereof,
the following:

(iII) External growth cracks, when
there are more than one on-a fruit, or
when any growth crack is deep, not well
healed, or more than one-fourth Inch In
length.

3. Delete subdivision (vii) of § 51.360
(e) (4) and substitute, in lieu thereof,
the following:

(vii) Drought spots. or external gum
spots which are more than one-fourth of
an inch in diameter.

4. Delete subdivision (iII) of § 51.360
(e) (9) and substitute, in lieu thereof,
the following:

(iii) External growth cracks which
-are not well healed, or which are more
than :4o inch in depth; or more than
one-half inch in length.

5. Delete subdivision (vii) of § 51.360
(e) (9) and substitute, in lieu thereof,
the following:

(vii) Drought spots or external gum
spots which aggregate more than one-
half inch in diameter.

All persons who desire to submit writ-
ten data, views, or arguments for consid-
eration in connection with the proposed
amendments shall file the same in quad-
ruplicate with the Hearing Clerk, Room

1844, South Building, United States De-
partment of %Agriculture, Washington,
D. C. not'later than 5:30 p. m, e. s.t. on
the 20th day after the publication of this
notice in the FEDERAL REGISTER.

Done at Washington, D. C., the 26th
day of March 1948.

[SEAL] F R. BuiaR,
Acting Assistant Administrator,

Production and Marketing
Administration.

IF. R. Doc. 48-2858; Filed, Mar. 30, 1040,
8:51 a. ma.]

[7 CFR, Ch. IX]
HANDLING OF IRISH POTATOES GROWN IN

SOUTHEASTERN STATES
NOTICE OF RECOMMENDED. DECISION AND OP-

PORTUNITY TO FILE WRITTEN EXCEPTIONS
WITH RESPECT TO PROPOSED MARKETING
AGREEMENT AND ORDER

Correction
Ip Federal Register Document 48-2572,

appearing at page 1510 of the issue for
Tuesday, March 23, 1948, the following
changes should be made:

In the first paragraph, the reference
to "Agricultural Marketing Act of 1931"
should read "Agricultural Marketing
Agreement Act of 1937."

In paragraph (3) of the "Preliminary
statement," subdivision (b) should read:
"(b) terms of office'"

NOTICES

DEPARTMENT OF THE NAVY
[No. 9 (c) I

LIGHT CRUISERS CL-55 CLASS

CERTIFICATE OF SECRETARY OF NAVY

Whereas, the act of December 3, 1945
(Public Law 239, 79th Congress) provides
that any requirement as to the number,
position, range ol visibility or arc of visi-
bility of navigation lights, required to be
displayed by naval vessels under acts of
Congress, as enumerated in said act of
December 3, 1945, shall not apply to any
vessel of the Navy where the Secretary
of the Navy shall find or certify that, by
reason of special construction, it is not
possible with respect to such vessel or
class of vessels to comply.with statutory
requirements as to the number, position,
range of visibility.or arc of visibility of
navigation lights; and

Whereas, a study of the arrangement
arid position of the navigation lights of
that type of naval vessels known as Light
Cruisers, CL-55 Class, has been made in
the Navy Department and, as a result of
such study, it has been determined that
because of their special construction it
is not possible for Light Cruisers, CL-55

Class, to comply with the requirements
of the statutes enumerated in said act
of December 3, 1945;

Now, therefore, I, John L. Sullivan,
- Secretary of the Navy, as a result of the

aforesaid study do hereby find and cer-
tify that the type of naval vessels known
as Light Cruisers CL-55 Class, are naval
vessels of special construction and that
on such vessels, with respect to the posi-
tion of the additional white light (com-
monly termed the range light) it is not
possible to comply with the requirements
of the statutes enumeratedoin "the act
of December 3, 1945. Further, I do find
and certify that it is feasible to locate
the said additional -white light (com-
monly termed the range light) If such
light is installed, forward of the mast-
head light in such position that the said
additional white light and the masthead
light shall be in line with the keel and
the after light shall be at least fifteen
feet higher than the forward light and
the vertical distance between the two
lights shall be less than the horizontal
distance. I further direct that the
aforesaid additional white light, if such
light is installed, shall be located In the
manner above described and I further

certify that such location constitutes
compliance as closely with the applicable
statutes as I hereby find to be feasible.

Dated at Washington, D. C., this 15th
day of March A. D. 1948.

JOHN L. SULLIVAN,
Secretary o/ the Navy.

IF. R. Doe. 48-2798; Flied, Mar, 30, 1948
9:01 a. m.]

DEPARTMENT OF THE INTERIOR
Bureau of Land Management

1 16064721

ALASKA

NOTICE OF FILING OF PLATS OF SURVEY AC-
CEPTED APRIL 29, 1946 AND MARCH 10,
1947 AND APRIL 30, 1946

# MARCH 23, 1948.
Notice is given that the plats ot survey

of lands hereinafter described will be
officlally filed in the District Land Office,
Anchorage, Alaska, effective at 10:00
a. m. on May 25, 1948. At that time the
lands shall, subject to valid existing
rights and the provisions of existing
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withdrawals, become subject to applica-
tion, petition, location, or selection as
follows:

ta) Ninety-day Pertod for preference-
right filings. For a period of 90 days
from May 25, 1948, to August 23, 1948,
inclusive, the public lands affected by
this notice shall be subject to (1) appli-
cation under the homestead laws, or the
small tract act of June 1, 1938 (52 Stat.
609, 43 U. S. C. sec. 682a) as amended,
by qualified veterans of World War II,
for whose service recognition is granted
by the act of September 27, 1944 (58
Stat. 747, 43 U. S. C. secs. 279-283) sub-
ject to the requirements of applicable
law, and (2) application under any ap-
plicable public-land law, based on prior
existing valid settlement rights and
preference rights conferred by existing
laws or equitable claims subject to al-
lowance and confirmation. Application
by such Veterans shall be subject to-
claims of the-classes described mn subdi-
vision (2)

(b) Twenty-day advance period for
szmultaneous preference-right filings.
For a period of 20 days from May 6, 1948,
to May 25, 1948, inclusive, such veterans
and persons claiming preference rights
superior to those of such veterans, may
present their applications, and all such
applications, together with those pre-
sented at 10:00 a. m. on May 25, 1948,
shall be treated as simultaneously filed;

(c) Date for non-preference-right fil-
ings authorized by the public-land laws.
Commencing at 10:00 a. In. on August
24, 1948, any of the lands remaining
unappropriated shall become subject to
such application, petition, location, or
selection by the -public generally as may
'be authorized by the public-land laws.

(d) Twenty-day advance period for
szmultaneous non-preference-right fil-
ings. Applications by the general public
may be presented during the 20-day pe-
Tiod from August 5, 1948, to August 24,
1948, inclusive, and all such applications,
together with those presented at 10:00
a. m. on August 24, 1948, shall be treated
as simultaneously filed.

Veterans shall accompany their appli-
cations with certified copies of their cer-
tificates of discharge, or other satisfac-
tory evidence of their military or naval
service. Persons asserting preference
rights, through settlement or otherwise,
and those having equitable claims, shall
accompany their applications by duly
corroborated affidavits in support thereof,
setting forth in detail all facts relevant
to their claims.

Applications for these lands, which
shall be filed in the District Land Office,
Anchorage, Alaska, shall be acted upon
in accordance with the regulations con-
tamed in § 295.8 of Title 43 of the Code of
Federal Regulations (Circular No. 324,
May 22, 1914,43 L. DX 254) to the extent
that such regulations are applicable.
Applications under the homestead laws
shall be governed by the regulations con-
tamed in Parts 65 and 66 of Title 43 of
the Code.of Federal Regulations and ap-

-plications under the small tract act of
June 1, 1938, shall be governed by the
regulations contained in Part 257, of that
title.
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Inquiries concerning these lands shall
be addressed to the Acting Manager, DIs-
trict Land Office, Anchorage, Alaska.

The lands affected by this notice are
described as follows:

SEWAn MnaDMU

T. 4 S., R. 12 W.,
Sees. 25 to 30, Inclurve.

T. 5 S., RI. 12 W.,
Sees. i to 12, inclusive;
Sees. 14 to 22, Inclusive;
Secs. 29 and 30.

T. 4 S., R. 13 W.
T. 4 S., R. 14 W.,

Secs. 1 to 17, inclusive;
Secs. 19 to 30, Inclusive.

The area described aggregates 67,-
659.74 acres.

The character of the land Is mostly
rollings hills with occasional level tracts
of swampy land supporting scattering tb
medium stands of timber and under-
growth.

Tios. C. HAvELL.
Assistanj Director.

[F. R, Doc. 48-2788; FIled, L4nr. 30. 1948;
8:45 a. m.]

IlzJc. 17CE933]
WYo=IG

NOTICE OF FILIG OF PLATS OF SUIMVEY
ACCEPTED JUIE 21, 1044

MA cH 23, 1948.
Notice is given that the plats of survey,

including lands hereinafter described,
will be officially filed in the District Land
Office, Cheyenne, Wyoming, effective at
10:00 a. m. on May 25, 1948.

The lands affected by this notice are
described as follows:

SIX= Pnn~cWAL "M WTi

T. 55 N.. R. 104 W.
T. 51 N., R. 105 W.

The area described aggregates 45,-
651.09 acres.
Al of the lands involved are within the

limits of the Shoshone National Forest.,
the public lands therein having been
withdrawn for forest purposes pursuant
to Executive orders of May 22, 1902, Jan-
uary 29. 1905, July 1, 1903 and Executive
Order No. 4486 of July 29, 1926 and by
proclamation of March 2, 1907 and ad-
justed by Letter "E" (06579 Lander) and
the act of May 4, 1927 (44 Stat. 1412).

The Na sec. 4, all sec. 5, El'.-SW'
see. 6, NWJA sec. 7, T. 55 N., R. 104 W.,
6th P. M., are Included in Power Site
Classification No. 353 approved June 7,
1944.

Any one having a valid settlement or
other right to anyof these lands Initiated
prior to the withdrawal of May 22, 1902,
should assort the same within three
months from the date on which the plat
is officially fied by filing an application
under appropriate public-land law
setting forth all facts relevant thereto.

All inquiries relating to the lands
should be addressed to the Acting Man-
ager, District Land Office at Cheyenne,
Wyoming.

Taos. C. HvELL,
Assistant Dircctor.

[F. R. Doc. 48-2763; Fied, l ar. 30, 1948;
8:45 a. m.l

[UL-c. 17720]
ALAsYs

o1TICE oF FIL N.G o PLASs o7 sU
ACCEPTED DECT- EI 20, 1945

MAneC 23, 1943.
Notice Is given that the plats of a re-

survey and extension survey of lands
lierenafter described will be officially
filed In the District Land Office, An-
chorage, Alaska, effective at 10:00 a. m.
on-May 25, 1948. At that time the lands
shall, subject to valid existing rights and
the provissions of existing withdrawals,
become subject to application, petition,
location, or selection as follows:

(a) Nifnety-day period for Preference-
right filings. For a period of 90 days
from May 25, 1948, to August 23, 1948,
inclusive, the public lands affected by
this notice shall, be subject to (1) ap-
plication under the homestead laws, or
the small tract act of June 1, 1938 (52
Stat. 609, 43 U. S. C. see. 632a) as
amended, by qualified veterans of World
War II, for whose service reco-nition
Is granted by the act of September 27,
1944 (58 Stat. 747, 43 U. S. C. secs. 279-
283) subject to the requirements of ap-
plicable law, and (2) application under
any applicable public-land law, based on
prior existing valid settlement rights and
preference rights conferred by existing
laws or equitable claims subject to al-
lowance and confirmation. Apnlication
by such veterans shall be subject to
claims of the classes described in sub-
division (2)

(b) Twenty-day advance perod for
simultaneous preference-rnght filings.
For a period of 20 days from May 6,1948,
to M1-fay 25, 1948, Inclusive, such veterans
and persons claiming preference rights
superior to those of such veterans, may
present their applications, and all such
applications, together with those pre-
sented at 10:00 a. m. on May 25; 1943
shall be treated as simultaneously filed.

(c) Date for non-preference-nght fil-
ings authorzed by the Public-land laws.
Commencing at 10:00 a. m. on August 24,
1948 any of the lands remaining unap-
propriated shall become subject to such
application, petition, location, or selec-
tion by the public generally as may be
authorized by the public-land larws.

(d) Twnty-day advance period for st-
multaneous non-preference-nght filings.
Applications by the general public may
be presented during the 20-day pariod
from August 5, 1948, to August 24, 1948,
inclusive, and all such applications, to-
gether with those presented at 10:{0 a. m.
on August 24, 1948, shall be treated as
simultaneously filed.

Veterans shall accompany their appli-
cations with certified copies of their cer-
tificates of discharge, or other satisfac-
tory evidence of their military or naval
service. Persons asserting preference
rights, through settlement or otherwise,
and those having equitable claims, shall
accompany their applications by duly
corroborated affidavits in support there-
of, setting forth in detail all facts rele-
vant to their claims.

Applications for these lands, which
shall be filed in the District Land Office,
Anchorage, Alaska, shall be acted upon ir
accordance with the regulations con-
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talied in § 295.8 of Title 43 of the Code of
Federal Regulations (Circular No. 324,
May 22, 1914, 43 L. D. 254), to the extent
that such regulations are applicable.
Applications under the homestead laws
shall be governed by the regulations con-
tained in Parts 65 and 66 of Title 43 of
the Code of Federal Regulations and ap-
plications under the small tract act of
June 1, 1938, shall be governed by the
regulations contained in Part 257 of that
title.

Inquiries concerning these lands shcll
beaddressed to the Acting Manager, Dis-
trict Land Office, Anchorage, Alaska.

The lands affected by this notice are
described as follows:

SLWARD MERIMDIA

T. 6 S., R. 13 W.,
See. 35, lots 7 and 8;
Sec. 36, lot 2.

T. 7 S., R. 13 W.,
See. 1, lots 1, 2 and 3;
See. 2, lot 1.
The area described 'aggregates 168.37

acres.
Homer Spit is a narrow neck of land

extending from the mainland southeast-
erly into Kachemak Bay. The land is
moderately rolling, has a sandy soil with
considerable gravel, and supports a
growth of grass with occasional trees of
small scrub pine.

THos. C. HAVELL,

Assistant Director
[F. R. Doc. 48-2790; Flied, Mar. 30, 1948;

8:45 a. in.]

[Misc. 19444641

CALIFORNIA

NOTICE OF FILING OF PLATS OF SURVEY
ACCEPTED JULY 22, 1947

Notice is given that the plats of de-
pendent resurvey of a portion of the
townships and extension survey of lands
hereinafter described will be officially
filed In the District Land Office at Los
Angeles, California, effective at 10:00
a. m. on May 25, 1948. At that time the
lands shall, subject to valid existing
rights and the provisions of l existing
withdrawals, become subject to applica-
tion, petition, location, or selection as
follows:

(a) Ninety-day period for preference-
right filings. For a period of 90 days
from May 25, 1948, to August 23, 1948,
inclusive, the public lands affected by this
notice shall 'be subjeat to (1) applica-
tion under the homestead or the desert
land laws, or the small tract act of June
1,1938 (52 Stat. 609.43 U. S. C. see. 682a)
as amended, by qualified veterans of
World War Ir. for whose service recog-
nition is granted by the act of September
27, 1944 (58 Stat. 747, 43 U. S. C.. sees.
279-283) subject to the reqpirements of
applicable law, and (2) application under
any applicable public-land law, based on
IiriQr existing valid settlement rights and
preference rights conferred by existing
laws or equitable claims subject to al-
lowance and confirmation. Application
by such veterans shall be subject to
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claims of the classes described in suib-
division (2)

(b) Twenty-day advance period for
szmultaneous preference-rzght filings.
For a period of 20 days from May 6, 1948,
to May 25, 1948, Inclusive, such veterans
and persons claiming preference rights
superior to those of such veterans, may
pre.sent their applications, and all such
applications, together with those pre-
sented at 10:00 a. in. on May 25, 1948,
shall be treated as simultaneously filed.

(c) Date for non-preference-right ill-
:ngs authorized by the public-land laws.
Commencing at 10:00 a. in. on August
24, 1948, any of the lands remaimng un-
appropriated shall become subject to
such application, petition, location, or
selection by the public generally as may
be'authorized by the public-land laws,

(d) Twenty-day advance period for
simultaneous non-preference-rzght fll-
zngs. Applications by the general public
may be presented during the 20-day pe-
nod from August 5, 1948, to August 24,
1948, inclusive, and all such applications,
together with those presented at 10:00
a. in. on August 24, 1948, shall be treated
as simultaneously filed.

Veterans shall accompany their ap-
plications with certiied copies of their
certificates of discharge, or other satis-
factory evidence of their military or
naval service. Persons asserting prefer-
ence rights, through settlement or other-
wise, and those having equitable claims,
shall accompany their appllcalions by
duly corroborated affidavits in support
thereof, setting forth ir detail all facts
relevant to their claims.

Applications for these lands, which
shall be filed in the District Land Office,
Los Angeles, California, shall be acted
upon in accordance with the regulations
contained in § 295.8 of Title 43 of the
Code of Federal Regulations (Circular
'No. 324, May 22, 1914, 43 L. D. 254) and
Part 296 of that title, to the extent that
such regulations are applicable. Appli-
cations under the homestead laws shall
be governed by the regulations contained
in Parts 166 to 170, inclusive, of Title 43
of the Code of Federal Regulations and
applications under the desert land laws
and the small tract act of June 1, 1938,
shall be governed by the regulations con-
tained in Parts 232 and 257, respectively,
of that title,

Inquiries concerning these lands shall
be addressed to the Acting Manager, Dis-
trict Land Office, Los Angeles, California.

The lands affected by this notice are
described as follows:

SAN~ BERNARDnO MzawANr

T. 6 S.; R. 1 E.,
Sec. 4, lots 3 and 4.

T. 16 S., R. 8 E., -
See. 36, lots 1 to 8, inclusive.

The area described aggregates 418.40
acres. These lands are mountainous In
character.

THos. C. HAVELL,
Assistant Director

[F. R. Doc. 48-2791; Filed, Mar. 00, 1948;
8:46 a m.]

[lusc. 19592611

ARIZONA
NOTICE OF FILING OF PLATS OF DEPENDENT

RESURVEY AND EXTENSION SURVEY
MAIci 23, 1948.

Notice is given that the plats of ex-
tension survey of lands hereinafter do-
scribed accepted August 5, 1947, will be
ofcially filed In the District Land Office
Phoenix, Arizona, effective at 10:00 a. m.
on May 25, 1948. At that time the lands
shall, subject to valid existing rights
and the provisions of existing with-
drawals, become subject to application,
petition, location, or selection as follows:

(a) Ninety-day period for prefercnwe-
right filings. For a period of 90 days
from May 25, 1948, to August 23, 1940,
Inclusive, the public lands affected by
this notice shall be subject to (1) ap-
plication under the homestev'd or the
desert land laws, or the small tract act
of June 1, 1938 (52 Stat. 609, 43 U. S. C.
sec. 682a) as amended, by qualified vet-
erans of World War II, for whose service
recognition is granted by the act of Sep-
tember 27, 1944 (58 Stat. 747, 43 U. S. C.
sees. 279-283) subject to the require-
ments of applicable law, and (2) applica-
tion under any applicable public-land
law, based on prior existing valid settle-
ment rights and preference rights con-
ferred by existing laws or equitable
claims subject to allowance and con-
firmation. Application by such veterans
shall be subject to claims of the classes
described in subdivision (2)

(b) Twenty-day advance period for
simultaneous preference-right filings.
For a period of 20 days from May 0, 1948,
to May 25, 1948, Inclusive, such veterans
and persons claiming preference rights
superior to those of such veterans, may
present their applications and all such
,applications, together with those pre-
sented at 10:00 a. in. on May 25, 1948,
shall be treated as simultaneously filed.

(c) Date for non-preference-right fil-
ings authorized by the pullic-land laws.
Commencing at 10:00 a. In. on August 24,
1948 any of the lands remaining unap-
propriated shall become subject to such
application, petition, location, or selec-
tion by the public generally as may be
authorized by the public-land laws.

(d) Twenty-day advance period for
simultaneous non-preference-right "fil-
ings. Applicatyns'by the general public
may be presented during the 20-day
period from August 5, 1948, to August 24,
1948, inclusive, and all such applications,
together with those presented at 10:00
a. in. on August 24, 1948, shall be treated
as simultaneously filed.

Veterans shall accompany their appli-
cations with certified copies of their
certificates of discharge, or other satis-
factory evidence of their military or
naval service. Persons asserting prefer-
ence rights, through settlement or other-
wise, and those having equitable claims,
shall accompany their applications by
duly corroborated affidavits In support
thereof, setting forth In detail all facts
relevent to their claims.

Applications for these lands, which
shall be filed in the-District Land Office,
Phoenix, Arizona, shall be acted upon In



Wednesday, March 31,1948

accordance iwith the regulations con-
tamed in § 295.8 of Title'43 of the Code
of Federal Regulations (Circular No. 324,
May 22, 1914,43 L.D. 254) and Part 296
of that title,. to the extent that such
regulations are applicable. Applications
under the homestead laws shall be gov-
erned by the regulations contained In
Parts 166to 170, inclusive, of Title 43 of
the Code of Federal Regulatiop. and ap-
plications under the desert land laws aind
the small tract act of June 1, 1938, shall
be governed by the regulations contained
in Partso232 and 257, respectively, of that
title.

Inquiries concerning these lands shall
be addressed to the Acting Manager, Dis-
tnct Land Office, Phoenix, Arizona.

The lands affected by this notice are
described as follows:

GILA AND SALT 1V11 ATIEI N
T. 6 N., R. 1E,

Sec. 1, lots 3 to 10, Inclusive;
Sec. 2;
Sec. 3, lots 3 to 14, Inclusive;
Secs. 10 and 11;
Sec. 12, lots 1 to 8, inclusive;
Sec. 14, N%,
Sec. 15, lots 1 to 4, inclusive, SNV2.

T. 7 N., R. 4 W.,
Secs. 1 and 2;
Sec. 3, lots 1 to 7, inclusive, SWNEIS,

S1 iiAW 4 WISE ,
Sec. 10; lots 1 to 8; inclusive;
Secs. 11 and 12;
Sec. 13, N , SWV4,
Sec. 14, lots I to 4, inclusive, NWIt, EIEI.
The area described aggregates 7,915.74

acres.
These lands vary from rough rocky

desert to- mountainous in character.
THos. C. HAvELL,
Assistant Director.

IF. M. Doc. 48-2792; Filed, Mar. 30, 1948;
8:46 a. m.]

[Misc. 2129044]

WIscoNSIN
-NOTICE OF FILING OF PLATS OF DEPENDENT

RESURVEY AND EXTENSION SURVEY

BURcH 23, 1948.
Notice is given that the plat accepted

November 6, 1947 of (1) dependent re-
survey delineating the retracement and
reestablishment of the boundaries of sec-
tions 7 and 8, T. 39 N., R. 18 E., Fourth
Principal Meridian, Wisconsin, as shown
upon the plat approved March 14, 1865,
and (2) extension survey, including lands
erroneously omitted from the original
survey of the township and not shown
upon the plat approved March 14, 1865,
will be officially filed in the Bureau of
Land Management, Washington 25, ). C.,
effective at 10:00 a. m. on May 25, 1948.

At that time the lands hereinafter de-
scribed shall, subject to valid existing
rights and the provisions of existing
withdrawals, become subject'to applica-
tion, petition, location, or selection as
follows:

(a) Hinety-day period for pre)erence-
Tight filings. For a period of 90 days from
May 25,1948, to August 23, 1948, inclusive,
the public lands affected by this notice
shall be subject to (1) application under
the homestead laws, or the small tract act

FEDERAL REGISTER

of June 1, 1938 (52 Stat. 609, 43 U. S. C.
sec. 682a) as amended, by qualified
veterans of World War IA for whose serv-
ice recognition is granted by the act of
September 27, 1944 (58 Stat. 747, 43
U. S. C. sees. 279-283) subject to the re-
quirements of applicable law, and (2).
application under any applicable public-
land law, based on prior existing valid
settlement rights and preference rights
conferred by existing laws or equitable
claims subject to allowance and confir-
mation. Application by such veterans
shall be subject to claims of the classes
described in subdivision (2)

(b) Twenty-day adrance period for
simultaneous preference-right fl1ings.
For a period of 20 days from May 6, 1948,
to May 25, 1948, Inclusive, such veterans
and persons claiming preference rights
superior to those of such veterans, may
present their applications, and all such
applications, together with those pre-
sented at 10:00 a. m. on May 25, 1948
shall be treated as simultaneously filed.

(c) Date for non-preference-right fll-
igs authorized by the public-land laws.
Commencing at 10:00 a. m. on August 24,
1948, any of the lands remaining unap-
propriated shall become subject to such
application, petition, location, or selec,
tion by the public generally as may be
authorized by the public-land laws.

(d) Twenty-day adrance period for
simultaneous nonpreference-right fil-
ngs. Applications by the general public
may be presented during the 20-day
period from August 5, 1948, to August 24,
1948, Inclusive, and all such applications,
together with those presented at 10:00
a. In. on August 24, 1943, shall be treated
as simultaneously filed.

Veterans shall accompany their appli-
cations with certified copies of their,cer-
tificates of discharge, or other satisfac-
tory evidence of their military or naval
service. Persons asserting preference
rights, through settlement or otherwise.
and those having equitable claims, shall
accompany their applications by duly
corroborated affidavits n support there-
of, setting forth n detail all facts rele-
vant to their claims.

Applications for these lands, which
shall be filed In the Bureau of Land Man-
agement, Washington 25, D. C., shall be
acted upon In accordance with the regu-
lations contained n § 295.8 of Title 43 of
the Code of Federal Regulations (Circu-
lar No. 324, May 22, 1914, 43 I. D. 254)
and Part 296 of that title, to the extent
that such regulations are applicable.
Applications under the homestead laws
shall be governed by the regulations
contained in Part 166 of Title 43 of the
Code of Federal Regulations and appli-
cations under the small tract act of June
1, 1938, shall be governed by the regula-
tions contained In Part 257 of that title.

Applications under the act of February
27, 1925 (43 Stat. 1013, 43 U. S. C. see.
994) authorizing the Secretary of the
Interior, n his descreflon, to sell certain
lands situated in the State of Wisconsin
which were originally erroneously mean-
dered and shown upon the official plats
as water covered areas, and affording a
preference right to purchase to certain
owners of adjoining lands and to certain
citizens of the United States Claiming
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under color of title or as riparian owners,
shall be governed by the regulations con-
tained in Part 141 of the above-men-
tioned Title 43.

The lands affected by this notice are
described as follows:

Fr.ocz com

rODEPH rnr;C'L Z=IAT

T. 39 I1, n. 18 E,
SEc. 7, lota 7, 8, 9, and 10;
Zcc. 8, lobs 7,8,9, 10, 11, 12, and 13.

The lands described aggregate 271A3
acres.

Lot 7, sec. 8 containing 10.45 acres, and
lot 9, ec. 8 containing 40.93 acres, appear
to be swamp and overflowed within the
meaning of the act of September 23,1850
(9 Stat. 519) Should the lands finally
be determined to be swamp and over-
flowed In -character they must be held
to have inured to the State and any
applications adverse to the State in con-
filet with sw amp land claims will be gov-
erned by § 271.2 of Title 43 of the Code
of Federal Regulations.

The character of the lands Involved
Varies from high uplands with sandy
banks along Lhe Emily, to swampy areas
bordering shallow portions of the lake.

Inquiries concerning these lands shall
be addressed to the Director, Bureau of
Land Management, Washington 25, D. C.

Tos. C. HAVE ,
Assistant Director.

[P. n. Dcc. 48-2793; Filed, Ua. 30, 1948;
8:46 a. m.]

IULc. 1522171
NEVAMI

zIOTICE or MIG o7 PLAT 05 SURVEY
MARcH 24, 1943.

Notice Is given that the plat of survey
of lands hereinafter described, accepted
June 30, 1944, will be officially filed in
the District Land Office, Carson CityNe-
vada, effective at 10:00 a. m. on May 26,
1948. At that time the lands shall, sub-
ject to valid existing rights and the pro-
visions of eixsting withdrawals become
subject to application, petition, location,
or selection as follows:

(a) Ninety-day p-Mod for preference-
right filings. For a period of SO days
from May 26, 1948, to August 24, 191,
Inclusive, the public lands affected by
this notice shall be subject to (1) ap-
plication under the homestead or the
desert land laws, or the small tract act
of June 1, 1938 (52 Stat. 609, 43 U. S. C.
see. 682a) as amended, by qualified vet-
erans of World War II, for whose service
recogition Is granted by the act of Sep-
tember 27, 1944 (58 Stat. 747, 43 U. S. C.
secs. 279-283) subject to the require-
ments of applicable law, and (2) applica-
tion under any applicable public-land
law, based on prior exi.ing valid settle-
ment rights and preference rights con-
ferred by existing laws or equitable clalms
subject to allowance and confirmation.
Application by such veterans shall be
subject to claims of the classes described
Inpubdivislon (2).

(b) Twenty-day adrance period for
simultaneous Preference-right filings.
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For a period of 20 days from May 7, 1948;
to May 26, 1948, inclusive, such veterans
and persons claiming preference rights
superior to those of such veterans, may
present their applications, and all such
applications, together with those pre-
sented at 10:00 a. in. on May 26, 1948,
shall be treadted as simultaneously filed.

(c) Date for non-preference-rzght fil-
ings authorized by the public-land laws.
Commencing at 10:00 a. in. on August
25, 1948, any of the lands remaining un-
appropriated shall become subject to
such application, petition, location, or
selection by the public generally as may
be authorized by the public-land laws.

(d) Twenty-day advance period for
simultaneous non-preference-rzght- ftl-
ings. Applications by the general public
may be presented during the 20-day pe-
riod from August 6, 1948, to.August 25,
1948, inclusive, and all such applications,
together with those presented at 10:00-
a. in. on August 25, 1948, shall be treated
as simultaneously filed.

Veterans shall accompany their appli-
cations with certified copies of their cer-
tificates of discharge, or other-satisfac-
tory evidence of their military or naval
service. Persons asserting preference,
rights, through settlement or otherwise,
and those having equitable claims, shall
accompany their applications by duly
corroborated affidavits in support thereof,
setting forth in detail all facts relevant
to their claims.

Applications for these lands, which
shall be filed in the District Land Office,
Carson City, Nevada, shall be acted upon
in accordance with the regulations con-
tained in § 295.8 of Title 43 of the Code
of Federal Regulations (Circular No. 324,
May 22, 1914, 43 L. D. 254) and Part 296

% of that title, to the extent that such Teg-
ulations are applicable. Applications
under the homestead laws shall be gov-
erned by the regulations contained in
Parts 166 to 170, inclusive, of Title 43 of
the Code of Federal Regulations and ap-
plications under the desert landlaws and
the small tract act of June 1, 1938, shall
be governed by the regulations contained
in Parts 232 and 257, respectively, of that
title.

Inquiries concerning these lands shall
be addressed to the Acting Manager,
District Land Office, Carson City, Ne-
vada.

The lands affected by this notice are
described as follows:

MoUNT DABLO MERmi

T. 13 N., R. 32 E.,
Sees. 1 to 36, inclusive.

The area described aggregates 22,178.16
acres, exclusive of mimng claim segre-
gations.

The SE SWV4, SW/SE sec. 35, T.
13 N., R. 32 E., M. D. M. were included
In Public Water Reserve of June 1,
1915, Interpretation No. 249 of Novem-
ber 30, 1938 as conformed January 17,
1945.

The land is rough and mountaihous,
having a dense stand of low desert
type undergrowth.and no timber.

THos. C. HAVELL,
Assistant Director.

IF. R. Doc. 48-2794; FUed, Mar. 30, 1948;
8:47 a. m.]

[Misc. 1867979

IDAHO

NOTICE OF FILING OF PLAT OF DEPENDENT
RESURVEY AND EXTENSION SURVEY

MARCH 24, 1948.
Notice is given that the plat of (1)

dependent resurvey accepted September
26, 1945, of the south half of T. 18 N.,
R. 1 W., Boise Meridian, Idaho, delineat-
ing a retracement and reestablishment
of the lines of the original survey as
shown upon the plat approved April 17,
1893, and (2) extension survey, including
lands hereinafter described of a portion
of T. 18 N., R. 1 W., B. M., will be officially
filed ih the District Land Office, Black-
foot, Idaho, at 10:00 a. m. on May 26,
1948.

The lands affected by this notice are
described as follows:

BOIS MERmxAN

T. 18 N., R. 1 W.,
Sees. 1 to 18, inclusive.

The area described aggregates
11,519.88 acres.

All of the lands involved are within the
exterior boundaries of the ,Payette Na-
tional Forest, the public lands therein

*having been withdrawn for forest pur-
poses pursuant to proclamations of May
10, 1906 and March 2, 1907 and Executive
order of July 1, 1908 and Departmental
order of March 18, 1944.

Anyone having a valid settlement or
other right to any of these lands initiated
prior to the withdrawal of May 10, 1906,
should assert. the same within three
months from the date on which the plat
is officially filed by filing an application
under appropriate public-land law setting
forth all facts relevant thereto.

All inquiries relating to these lands
should be addressed to the Acting Man-
ager, District Land Office, Blackfoot,
Idaho.

THos. C. HAvELL,
Assistant Director.

[F. R. Doc. 48-2795; Filed, Mar. 30, 1948;
8:48 a. m.]

[Misc. 17302681

UTAH

NOTICE OF RILING OF PLAT OF EXTENSION
SURVEY AND INDEPENDENT RESURVEY

MARCH 24, 1948.
Notice is given that the plat of exten-

sion survey and independent resurvey in-
cluding lands hereirafter described in
T. 1 N., R. 10 E., Salt Lake Meridian,
Utah, accepted May 17, 1945, will be of-
ficially filed in the District Land Office,
Salt Lake City, Utah, effectiver at 10:00
a. m. on May 26, 1948.

The lands affected by this notice are
described as follows:

SALT LAKE MERIDIAN

T. 1 N., R. 10 E.,
Secs. 1 to 36, inclusive.

The area described aggregates 23,240.81
acres.

All of the lands involved are within
the limits of the Wasatch National For-
est, the public lands tbereln having been

withdrawn for forest purposes pursuant
to the third proclamation of January 16,
1906, fifth proclamation No. 1601 of July
9, 1921 and proclamation of January 31,
1933.

Anyone having a valid settlement or
other right of any of these lands prior
to the date of withdrawal of the lands
should assert the same within three
months from the date on which the plat
was officially filed by filing an applica-
tion under appropriate public-land law
setting forth all facts relevant thereto.

All inquiries relating to these lands
should be addressed to the Acting Man-
ager, District Land Office, Salt Lake City,
Utah.

Tnos. C. HAVELL,
Assistant Director

[F. R. Doe. 48-2796; Filed, Mar. 30, 1948
8:48 a. m.]

DEPARTMENT OF COMMERCE
Office of the Secretary

PROCEDURE FOR ALLOCATIONS OF STEEL

VOLUNTARY AGREEMENTS

Procedure for allocations of steel
through voluntary agreements under
Public. Law 395, 80th Congress. (a)
The Secretary of Commerce, with the
advice of the Advisory CommJttee of
a steel consuming industry, will submit
to the Steel Advisory Committee such
program as he believes should receive
consideration for the purposes of a vol-
untary agreement under section 2 of
Public Law 895, 80th Congresg, together
with supporting data which shall
include:

(1) The number of manufacturers
represented,

(2) The specific products covered,
(3) The steel required, by product, by

tons, and by end-ilse,
(4) A comparison of the proposed pro-

gram with the production program, by
product, of the steel consuming industry,
for the years 1936-1939, inclusive, and
the current production program,

(5) The reasons why an increase, if
any, above present commitments by the
steel industry is essential to the carrying
out of the proposed program, and

(6) Evidence that the proposed pro-
gram meets the declaration of purposes
expressed in section 1 of Public Law 395,

(b) If it is recommended by the Steel
Advisory Committee that the steel pro-
ducing industry participate in the pro-
posed program, the Secretary will for-
ward it to the Director of the Iron and
Steel Division of Office of Industry Co-
operation for review with the Steel
Products Advisory Committee (composed
of representatives of the steel producing
industry) as to the available supplies of
the various Items of steel products
needed under the program. Subject to
the conclusions reached upon suvh re-
view, the program will be submitted to
the Task Force (composed of representa-
tives of the steel producing dlndustry)
It shall be the function of the task force
to submit recommendations to the Sec-
retary as to equitable allocation of ton-
nage, by products, among steel pro-
ducers.
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(c) Any such voluntary agreement
shall include provision to the effect that
steel consuming interests to which steel
is made available under the agreement
shall undertake that such steel shall not
be used by them for any purpose other
than that specified in such agreement.

(d) The Department of Commerce
will attempt to obtain the agreement of
all producers of steel and steel products
to participate in any such agreement in
their proportionate shares as deter-
mined in accordance with the provisions
of such agreement. (Pub:Law 395, 80th
Cong., E .0. 9919, Jan. 3, 1948, 13 F. R .
59)

Issued this 24th day of March 1948.
[SEAL] W. A. HIAnn ,

Secretary of Commerce.
[F. R. Doc. 48-2797; Filed, W£ar. 30, 1948;

8:48 a. m.]

FEDERAL CO UNICMTONS
COMMISSION

CENTRAL Co NEcrrcuT BROADCASTING CO.
ET AL.

NOTICE OF ORAL ARGULIENT

Beginning at 10:00 o'clock a. m. on
Monday, April 5, 1948, the ComniLsion
will hear oral argument, in Room 6121
of the offices of the Commission, on the
following matters, in the order indicated:

Jst Argument
Docket No. 7567, B1-P-4505-Central Con-

necticut Broadcasting Co., New Britain,
Conn., 00 kc 5 kw unl, DA-night. -

Docket No. 7673, B1-P-5006--The Hartford
Times, Inc. Hartford, Conn. (WTHT); 910 kc
5 kw unl, DA-night and day.

Docket No, 7904, B1-P-5305---The New
Britain Broadcasting Co., New Britain, Conn.
(WKNB); 910 kc 5 kw unl, DA-nigai and
day.

2d Argument
Docket No. 5968, E-P-2553-Reporter

Broadcasting Co., Abilene, Tex. (KRBC); 1470
kc 1 kw unl, DA-night.

Docket No. 6664, B3-P-3623-Calcasieu
Broadcasting Co., Lake Charles, La. (KPLC);
1470 kc 5 kw unl, DA-night and day.

Docket No. 7371, B3-P-4410-M IC, Inc.,
Beaumont, Tex. (EIC); 1470 ke S kw unl,
DA-night.

Dated: March 18, 1948.
FEDERAL Co MruNcATioNs

Co n nssioar,
[SEAL] T. J.SLOWI2E,

Secretary.
IF. R. Doe. 48-2821; Filed, Mar. 30, 1948;

8:53 a. m.]

RECORDING DEvIcES
NOTICE OF INFORMAL CONFERENCE

TAnCH 17, 1948.
Notice is hereby given that an infor-

mal conference will be held at the offices
of the Commission in Washington, D. C.,
beginning on April -6, 1948 at 10:00 a. m.,
before Commissioners Walker and Durr,
for the purpose of considering certain
questions presented by -the petition filed
on December 19, 1947 by the Bell System
Companies requesting the Commission to
modify its order of November 26, 1947 in

FEDERAL REGISTER

Docket No. 6787, In the Matter of the Use
of Recording Devices in Connection with
Telephone Service, and by statements in
opposition to such petition and counter-
petitions filed by various parties to the
proceeding in Docket No. 6787. The
questions to be considered at this confer-
ence shall include the following:

1. Whether the furnishing, installation
and maintenance of the automatic tone
warning device, contemplated by the or-
der of November 26, 1947, shall be made
the sole responsibility of the company or
other organization responsible for the
rendition of the telephone service.

2. The reasonableness of the estimated
costs and proposed charges of the Bell
System Companies for recorder-con-
nector equipment, as such costs and
charges are described in the letter of
January 5,1943 from the American Tele-
phone and Telegraph Company, a copy of
which is attached to this notice.

3. The reasonableness of the arrange-
ments proposed by the Bell System for
permitting sales demonstrations of re-
cording devices by recorder organiza-
tions, as such arrangements are de-
scribed in the letter of February 11, 1948
from the American Telephone and Tele-
graph Company, a copy of which is also
attached to this notice.

All telephone companies and manu-
facturers of telephone recording devices
are requesled to send qualified reprecent-
atives to this informal conference and
the state telephone regulatory commis-
sions and all other interested persons are
invited to participate.

Interested parties should advice the
Commission in writing no later than
April 1,1948 of their intention to partici-
pate in this conference.

FEDERAL C0zsUrICA TIONS
coUtyiu olN,

[sEAc] T. J. SLOWIV,
Secrctary.

[F. R. Doc. 48-2832; Flied, Mar. 20, 108;
8:55 a. m.]

[Docaet No. C3]
CREsCENr Bno McAsT CORP.
ORDER COrz1I nuflG HEARING

In re application of Crescent Broad-
cast Corporation, Shenandoah, Pennsyl-
vania, Docket No. 6883, File No. BP-4092;
for construction permit.

Whereas, the above-entitled applica-
tion is scheduled to be heard at Wash-
ington, D. C., on March 18, 1948; and

Wheregas, the above-entitled applicant
has filed a petition for reconsideration
and grant without hearing of the above-
entitled application, and the public in-
terest, convenience and nec-- ty would
be served by a continuance of the said

'hearing pending disposition of fhe said
petition;

It is ordered, This 17th day of March,
1948, that the said hearing on the above-
entitled application be, and It is hereby,
continued to 10:00 a. m., Wednesday,
April 7, 1948, at Washington, D. C.

By the Commission.
[I L] T. J. SLOWVO,

Sccretary.
[P. R. Doe. 48-2837; Filed, Mar. 30, 1948;

8:55 a. m.]
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IDycket lic. '7231, 723, 8745, 8746, M35, 373,
E3741

Don L= BioAcTssr. n. Sys= ET AL.

ORDER DEIG TING APPLICATIONs rOn CON.-
SOLIDATED HEAMG Or STATED ISSUES

In re applications of Don Lee Broad-
casting System, San Francisco, Califor-
nia, Docket No. 7231, File No. BFCT-22;
Television Productions, Inc., San Fran-
Cisco, California, Docket No. 7233, File
No. BPCT-151, S. H. Patterson, San
Francisco, California, Docket No. 8745,
File No. BPCT-225; Krow, Inc., Oakland,
California, Docket No. 8746, File Nio.
BPCT-235; Leland Holzer, San Fran-
cisco, California, Docket No. 8845, File
No. BPCT-354; Radio Diablo, Inc., San
Francico, California, Dccket No. 8373,
File No. BPCT-363; Columbia Broadcast-
Ing System, Inc., San FTancisco, Califor-
nia, Docket 1o. 8874, File No. BPCT-372;
for construction permits for television
stations.

At a session of the Federal Communi-
cations Commission held at its offices in
Washington, D. C., on the 17th day of
March 1948;

The Commins-ion having under consid-
eration the above applications of Leland
Holzer (File No. BPCT-354) Radio
Diablo. Inc. (BPCT-368), and the Colum-
bia Broadcasting System, Inc. (File No.
BPCT-372) each requesting a construc-
tion permit for a- television broadcast
station to operate unlimited time on a
television channel allocated to the San
Francisco-Oakland metropolitan district
under § 3.606 of the Commission's rules
and regulations; and

It appearing that on January 30, 1948
the Commison designated for consali-
dated hearing applications pending for
construction permits for televisin
broadcast stations to operate on unas-
signed channels allocated to the San
Francisco-Oakland metropolitan district
because said applications exceeded in
number the unassigned channels allo-
cated to said district under § 3.605 of the
Commission's rules and regulations;

It is ordered, That pursuant to section
309 (a) of the Communications Act of
1934, as amended, the applications of Le-
land Holzer (File No. BPCT-354) Radio
Diablo, Inc., (File No. BFCT-363) Co-
lumbia Broadcasting System, Inc.
(BPCT-372) be, and they are hereby,
designated for hearing in a consolidated
proceeding with the other above entitl.d
applications for construction permits for
television broadcast stations to operate
on channels allocated to the San Fran-
cisco-Oakland metropolitan district, the
consolidated hearing to begin at 10
o'elock a. In. at San Francisco, California
on April 5, 1948, upon the following is-
sues:

1. To determine the legl, technical,
financial and other qualifications of the
applicant to operate and construct the
proposed station.

2. To obtain full information with re-
spect to the nature and character of the
proposed program service.

3. To determine the area and popu-
lations which may be expected to receive
service from the propozed station.

4. To determine on a comparative
basis which, If any, of the applications
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in this consolidated proceeding should
be granted.

5. To determine the stock ownership
and management interests of Paramount
Pictures, Inc. In the following compan-
ies: Allen B. DuMont Laboratories, Inc.,
New England Theatres, Inc., United De-
troit Theatres Corporation, Balaban and
Katz Corporation, Interstate Circuit,
Inc., and Television Productions, Inc.

6. Whether, in the light of the evi-
dence adduced at the hearing with re-
spect to issue number "5" a grant of'
the application of Television Produc-
tions, -Inc. (File -No. BPCT-151) would
be consistent with § 3.640 of the Com-
mission's rules and regulations.

7. To determine whether the opera-
tion of the proposed station would in-
volve objectionable interference with
any other existing television broadcast
stations and, if so, the nature and ex-
tent thereof, the areas and populations
affected thereby, and the availability of
other television broadcast service to such
areas and populations.

8. To determine whether the operation
of the proposed station would involve
objectionable interference with the serv-
ices proposedjn any other pending appli-
cations for television broadcast facilities
and, if so, the nature and extent thereof,
the areas and populations affected there-
by, and the availability of other television
broadcast service to such areas and pop-
ulations.

9. To determine whether the installa-
tion and operation of the proposed sta-
tion would be in compliance with the
Commission's rules Governing Television
Broadcast Statbns, and its Standards of
Good Engineering Practice Concerning
Television Broadcast Stations.

It is further ordered, That the issues in
Dockets 7281, 7283, 8745, and 6746 be, and
they are hereby, amended to correspond
in each case to issues 1 to 9 above, both
Inclusive;

It is further ordered, That the consoli-
dated hearing on the above-entitled ap-
plications with respect to issues numbers
"5" and "6" only is further consolidated
with the hearing designated October 15,
1947 on the applications of Allen B. Du-
Mont Laboratories, Inc. (File Nos. BPCT-
161 and BPCT-163) New England Thea-
tres, Inc. (File No. BPCT-140) United
Detroit Theatres Corporation (File No.
BPCT-50) and Interstate Circuit, Inc.
(File No. BPCT-94) to be held on May
10, 1948 at 10 o'clock a. m. at Washing-
ton, D. C.

FEDERAL C0NuImCAT'O0S
COMnsSION,

rSEA T. J. SLOWIE,
Secretary.

[F. R. Doc. 48-2822; Filed, Mar. 30, 1948;
°8:53 a. i.]

[Docket Nos. 7490, 8341, 8867-8869]

KFJI BROADCASTERS-ET AL.
ORDER DESIGNATING APPLICATIONS FOR CON-

SOLIDATED HEARING ON STATED ISSUES

In re applications of KFJI Broadcast-
ers (KFJI) Klamath Falls, Oregon,
Docket No. 8867, File No. BP-4573; Gila

'OTICES

Broadcasting Company, Coolidge, Ari-
zona, Docket No. 8868, File No. BP-4677"
Mosby's Incorporated, Great Falls,
Montana, Docket No. 8869, File No. BP-
5481, KSAL, Inc. (KSAL) Salina, Kan-
sas, Docket No. 7490, File No. BP-4364;
Radio Broadcasters, I n c o r p o r a t e d
(KRKD) Los Angeles, California, Dock-
et No.'8341, File No. BMI1242 (CP) for
construction permits.

At a session of the Federal Communi-
cations Commission, held at its offices in
Washington, D. C., on the 18th day of
March 1948;

The Commission having under consid-
eration (1) a petition fied May 19,. 1947,
by Radio Sales Corporation, licensee of
Station KRSC at Seattle, Washington,
requesting reconsideration of the Com-
missions actions of April 29, 1947, in
granting without hearing the above-en-
titled applications of (a) KFJI Broad-
casters (KFJI) for a construction per-
mit to change the facilities of Station
KFJI in Klamath Falls, Oregon, from a
Class IV assignment on 1240 kc to the
assignment of 1150 kc, with 1 kw power,
unlimited time, employing a directional
antenna at night; (b),Gila Broadcasting
Company for a permit to construct a new
standard broadcast station in Coolidge,
Arizona, to operate on 1150 kc, with 1 kw
power~unlimited time employing a direc-
tional antenna at night; and (c) Mosby's
Incorporated for a permit to construct
a new standard broadcast station in
Great Falls, Montana, to-operate on 1150
kc, with 5 kw power, unlimited time
employing a directional antenna at
night; (2) a petition filed May 19, 1947,
by, KSAL, Inc., licensee of station KSAL
at Salina, Kansas, requesting reconsid-
eration of the Commission's action of
April 29, 1947, in making -a partial grant
of its above-entitled application to in-
crease the operating power of Station
KSAL, operating on 1150 kc, from 1 kw to
5 kw, by authorizing operation with 5
kw power daytime and-leaving the night-
time operating power at 1 kw, said peti-
tion praying in the alternative that the
Commission either grant the KSAL ap-
plication for operation with 5 kw power
at night or designate said application for
hearing in a consolidated proceeding
with the above-entitled applications of
Gila Broadcasting Company and Radio
Broadcasters, Incorporated -(KRKD)
and (3). the above-bntitled application
of Radio Broadcasters, Incorporated
(KRKD) which originally requested a
modification of the license for Station
KRKD (1150, kc, 1 kw, 2.5 kw-LS,
S/KFSG) in Los Angeles, California, to
increase nighttime power from 1 kw to
2.5 kw, which on April 29, 1947, was des-
ignated for hearing, and which was sub-
sequently amended to specify a change
in transmitter location and an increase,
in daytime power to 5 kw (leaving night-
time power at 1 kw) and removed from
the hearing docket; and

It appearing that the applications of
KFJI (Klamath Falls, Oregon) and of
the new stations at Coolidge, Arizona
(Gila Broadcasting Company) and Great
Falls, Montana (Mosby's Incorporated)
would not in themselves cause objection-
able interference to Station KRSC at Se-
attle, Washington, the licensee of which

has petitionedfor reconsideration of the
grants of said proposals, but that said
proposed operations In combination with
the proposed nighttime operations of
Stations KSAL (Salina, Kansas) and
KRKD (Los Angeles, California) would
cause objectionabl Interference to Sta-
tion KRSC; and

It further appearing, that the proposed
operation of Stations KFJI and KSAL
would causeabjectionable Interference to
Station KRKD as now operating: and

It further appearing, that the five
above-entitled applications involve prob-
lems of objectionable Interference to
Station KRSC, KRKD and with each
other, and that the public Interest re-
quires a hearing on all said applications
before any are finally granted:

It is, therefore, ordered, That, pur-
suant to sections 309 (a) and 405 of the
Communications Act of 1934, as amended,
and § 1.390 of the Commission's rules and
regulations, the said petition of Radio
Sales Corporation (KRSC) be, and It Is
hereby, granted; that the said petition of
KSAL, Inc. (KSAL), insofar as It requests
that its application for an Increase In
nighttime power be designated for hear-
ing/be, and It Is hereby, granted, and
otherwise be, and it Is hereby, denied:.
that the grants of the above-entitled ap-
plications of KFJI Broadcasters, Gila
Broadcasting Company and Mosby's In-
corporated, Insofar as they relate to
nighttime operation, be, and they are
hereby, set aside: and that the above-
entitled applications of KFJI Broadcast-
ers, Gila Broadcasting Company, Mosby's
Incorporation, KSAL, Inc, (insofar as
they request nighttime operation) and
Radio Broadcasters, Incorporated, be,
and they are hereby, designated for hear-
ing In a consolidated proceeding, at a
time and place to be designated by subse-
quent-6rder of the Commission, upon the
following Issues:

1. To determine the legal, technical,
financial and other qualifications of the
applicant corporations, their officers, di-
rectors and stockholders to construct and
operate th' proposed stations or stations
as proposed.

2. To determine the areas and popula-
tions which may be expected to gain or
lose primary service from the operation
of the proposed stations or stations as
proposed, and the character of other
broadcast services available to those
areas and populations.

3. To deterpalne the type and char-
acter of program service proposed to be
rendered and whether It would meet the
requirements of the populations and
areas proposed to be served.

4. To determine whether the operation
of the proposed stations or stations as
proposed would Involve objectionable in-
-terference with Stations KRSC, Seattle,
Washington, and KRKD, Los Angeles,
California, or with any other existing
broadcast stations and, If so, the nature
and extent thereof, the areas ano popula-
tions affected thereby, and the avail-
ability of other broadcast service to such
areas and populations.

5. To determine whether the operation
of any of the proposed stations or sta-
tions as proposed would involve objec-
tionable Interference with the service
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proposed in any of the other applications'
in the consolidated proceeding, or in any
other pending applications for broadcast
facilities and, if so, the nature and ex-
tent thereof, the areas and populations
affected thereby, and the availability of
other broadcast service to such areas and
populations.

6. To determine whether the installa-
tion and operation of the proposed sta-
tions or stations as proposed would be
in compliance with the Commission's
rules and Standards of Good Engineer-
ing Practice Concermng Standard Broad-
cAst Stations.

7. To determine on a comparative
basis which, if any, of the applications
in this consolidated proceeding should
be granted.

It is further ordered, That Radio Sales
Corporation, licensee -of Station KRSC,
Seattle, Washington, and Radio Broad-
casters Incorporated, licensee of Station
KRKD, Los Angeles, Califoria, be, and
they are hereby, made parties to this
proceeding.

By the Commission.
[SEAL] T. J. SLOWIE,

Secretary.
IF. R, Doc. 48-2823; Filed, Mar. 30, 1948;

8:53 a. m.1

[Docket Nos. 7906, 83641

WCAR, INC., AND UAW-CIO
BROADCASTING CORP.

ORDER DESIGNATING APPLICATIONS FOR CON-
SOLIDATED HEARING ON STATED ISSUES
In re applications of WCAR, Inc.

(WCAR) Detroit, Michigan, Docket No.
8364, File No. BP-5971, UAW-CIO
Broadcasting Corporation, Detroit, Mich-
igan, Docket No. 7906, File N6. BP-5358;
for construction permits.

At a session of the Federal Communi-
cations Commission held March 17, 1948,
at its offices in Washington, D. C.,

The Commission having under con-
sideration a petition for review, and sup-
plement thereto, filed March 10 and 12,
1948, by UAW-CIO Broadcasting Corpo-
ration, Detroit, Michigan, directed
against the Motions Commissioner's
action of March 8, 1948, denying insofar
as it requested leave to amend, a peti-
tion filed February 26, 1948, by UAW-CIO
Broadcasting Corporation, Detroit, Mich-
igan, requesting that the Commission
grant leave to amend its application for
construction permit to specify 1130 ko,
5 kw daytime and 2.5 kw nighttime, un-
limited time, using directional antenna
da-y and night, in lieu of-680 kc, 250 watts
power, daytime only, at Detroit, Michi-
gan; that the amended application be
removed from the hearing docket; that
the amended application be designated
for hearing on March 17, 1948, in a con-
solidated. proceeding with the above-
entitled application for change of loca-
tion, power, and hours of operation of
.WCAR, Inc. (WCAR), Detroit, Michigan;
andthat the issues in the hearing on the
application of WCAR, Inc. (WCAR) be
enlarged to include a determination of
whether there is available at Pontiac,
Michigan, a frequency other than 1130

No. 63- 15

Rc on which Station WCAR, Pontiac,
S5lchigan, can operate daytime only; and

The Commission also having under
consideration the balance of the said pe-
tition filed February 26, 1948, by UAW-
CIO Broadcasting Corporation, and an
opposition to the said petition filed March
5, 1948. by WCAR, Inc. (WCAR),

It appearing, that the above-entitled
application of UAW-CIO Broadcasting
Corporation was heard In a consolidated
proceeding and the record certified com-
plete on January 10, 1947; that, pursuant
to the Commission's public notice of
May 9, 1947 (Mimeo. No. 6630) that the
Commission would defer action on all
pending applications requesting daytime
or limited time operation on 1-A or 1-B
frequencies until the termination of the
daytime skywave transmissions proceed-
ing (Docket No. 8333) a proposed deci-
sion has not been adopted in the proceed-
ing on petitioner's above-entitled appli-
cation; that the broadcast facilities re-
quested in the proposed amendment to
the above-entitled application would
provide service to a larger population
and area more hours per day than would
the facilities requested In the above-en-
titled application; and

It further appearing that, although the
proposed amendment is not complete,
because of petitioner's failure to answer
questions 12 (a) 32, 33 (a) 34 (a) and
(b) and 41 (A) (b) (3) of the applica-
tion Form 301 and failure to file promptly
an affldavit of consideration (subse-
quently filed March 4, 1948), the amend-
ment is substantially complete and may
be accepted under the provisions of the
Commission's rules and regulations; and
that a denial of the petition because of
the said omissions would be inconsistent
with the Commission's policy and prac-
tice as expressed in Its Memorandum
Opinion and Order in the matter of Mid-
diesboro Broadcasting Company, Inc.
(Docket No. 7002) (1946) 3 RR 273, and
its Memorandum Opinion and Order in
the matter of Hearst Radio, Inc. (WBAL)
(Docket No. 7400) (1947) 3 RR 731, and

It further appearing that acceptahce
of the proposed amendment would not
be inconsistent with the Commission's
action of August 9, 1946, denying a
petition for leave to amend filed by
Piedmont Broadcasting Corporation
(VWBTM) Danville, Virginia, In that the
Commission has not adopted a proposed
decision in the proceeding on the above-
entitled application; and

It further appearing that the applica-
tion, as amended, would be a substan-
tially new application, but that the pe-
tition for leave to amend was filed
twenty days before the scheduled hear-
ing date in the proceeding on the above-
entitled application of WCAR, Inc.
(WCAR) that the Commission has con-
sistently regarded the date of filing an
amendment and petition for leave to
amend, rather than the date of action
on the petition and amendment, as the
controlling date for the purpose of ap-
plying the twenty-dayf limitation pro-
vided by § 1.387 of the Commission's
rules on the consolidation for hearing
of new applications with applications
previously designated for hearing; and

It further appearing that petitioner's
request for enlargement of the Issues

de inated for hearing in the proceed-
ing on the above-entitled application of
WCAR, Inc. (WCAR) Is not supported
by technical data; that the Commis-
sion has uniformly denied petitions for
enlargement of Issues to include the
availability of frequencies other than
those requested in applications unless
petitioner has supplied supporting tech-
nical information; and that the sub-
mission of such technical data is essn-
tial to a ruling on a request for such
enlargement of issues;

It is ordered, That the petition for re-
view be, and it is hereby, granted; that
the petition filed February 26, 1948, be,
and It is hereby, granted to the extent
that It requests leave to amend the
above-entitled application of UAW-CIO
Broadcasting Corporation and designa-
tion for consolidation with the above-
entitled application of WCAR, Inc.
(WCAR) that the amendment filed
simultaneously with the petition be, and
It Is hereby, accepted; and

It is further ordered, That pursuant to
section 309 (a) of the Communications
Act of 1934. as amended, the said appli-
cation of UAW-CIO Broadcasting Cor-
poration be, and it Is herebY, designated
for hearing In a consolidated proceeding
with the said application of WCAR, Inc.
(WCAR) at Washington, D. C., on
March 18, 1948, upon the following
issues:

1. To determine the legal, technical,
financial, and other qualifications of the
applicant corporation, Its officers, direc-
tors and stockholders, to-construct and
operate the proposed station.

2. To determine the areas and popula-
tions which may be expected zo gain or
lose primary service from the operation
of the proposed station and the character
of other broadcast service available to
those areas and populations.

3. To determine the type and charac-
ter of progran service proposed to be
rendered and whether It would meet the
requirements of the populations and
areas proposed to be served.

.4. To determine whether the operation
of the proposed station would involve
objectionable interference with any ex-
isting broadcast stations and, if so, the
nature and extent thereof, the areas and
populations affected thereby, and the
availability of other broadcast service to
such areas and populations.

5. To determine whether the operation
of the proposed station would involve
objectionable interference with the serv-
Ices proposed In the pending application
of WCAR, Inc. (WCAR) Detroit, Michi-
gan (File No. BP-5971, Docket No. 8364)
or In any other pending applications for
broadcast facilities and, if so, the nature
and extent thereof, the areas and popu-
lations affected thereby, and the avail-
ability of other broadcast service to such
areas and populations.

6. To determine whether the installa-
tion and operation of the proposed sta-
tion would be in compliance with the
Commission's rules and Standards of
Good Engineering Practice Concernmn
Standard Broadcast Stations.

7. To determine on a comparative
basis which, if either, of the applications
in this consolidated proceeding should
be granted.
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It ts further ordered, That the petition
be, and it is hereby, demed to the extent
that it requests enlargement of the is-
sues designated for hearing in the pro-
ceeding on the said application of WCAR,
Inc. (WCAR) to include a determina-
tion of whether there is available at
Pontiac, Mich., Ev frequency other than
1130 kc. on which Station WCAR, Pon-
tiac, Mich., can operate daytime only.

FEDERAL COIIUNICATIONS
COBxIISSION,

[SEAL] T. J. SLOVIE,
Sdcretary.

[F. R. Doe. 48-2824; ,Filed, Mar. 30, 1948;
8:54 a. M.]

[Docket Nos. 7998, 7999]

JORAMA-FER RADIO CORP. AND CAGUAS
RADIO BROADCASTING, INC.

ORDER CONTINUING HEARING

In re applications of Jorama-Fer Radio
Corporation, Caguas, Puerto Rico, Docket
No. 7998, File No. BP-5174; Caguas Radio
Broadcasting, Inc., Caguas, Puerto Rico,
Docket No. 7999, File No. BP-5475; for
construction permits.

Whereas the above-entitled applica-
tions are scheduled to be heard in a con-
solidated proceeding on March 22, 1948,
at Washington, D. C.,

It appearing that the applicants have
requested the use of the waiver of hear-
ing procedure'.provided by § 1.391 of the
Commission's rules and regulations;

It is ordered, This 19th day of March,
1948, that the said hearing on the above-
entitled applications be and it s hereby
continued to 10:00 a. in., Friday, April
9, 1948, at Washington, D. C.

By the Commission.
[SEAL] T. J. SLONVIE,

Secretary.
[F. n. Doe. 48-2846; Filed, Mar. 30, 1948;

8:56 a. m.]

[Docket Nos. 8030, 8789]
ENID BROADCASTING CO. AND LEADER

PUBLISHING Co.

ORDER CONTINUING HEARING

In re applications of Emd Broadcasting
Company, Emd, Oklahoma, Docket No.
8030, File No. BP-5489; Leader Pub-
lishing Company, Guthrie, Oklahoma,

- Docket No. 8789, File No. BP-6577; for
construction permits.

The Commission having under con-
sideration a petition filed March 10, 1948,
by Enid Broadcasting Company, .Enid,
Oklahoma, requesting a 45-day continu-
ance. of the hearing now scheduled for
March 29 and 30, 1948, at Emd and Giith-
nie, Oklahoma, on the above-entitled
applications;

It i ordered, This 19th day of March,
1948, that the petition be, and it is here-
by, granted; and that the said hearing
on the above-entitled proceeding be, and
it Is hereby, continued to 10:00 a. in.,
Wednesday, May 19, 1948, at Guthnie,

Oklahoma, and May 20, 1948, at Enid,
Oklahoma.

By the Commission.
[SEAL] T. J. SLOWIE,

Secretary.
IF R. Doc. 48-2845; Filed, Mar. 30, 1948;

8:56 a. m.]

[Docket Nos. 8083, 8084]

CAPITOL BROADCASTING CO. AND WSWZ,
INC.

ORDER CONTINUING HEARING
In re applications of Capitol Broad-

casting Company, Trentoh, New Jersey,
Docket No. 8083, File No. BP-4832;
WSWZ, Incorporated, Trenton, New Jer-
sey Docket No. 8084, File No. BP-5590;
for construction permits.

The Commission having under consid-
eration a 3oint petition filed March 2,
1948, by Capitol Broadcasting Company,
Trenton, New Jersey, and WSWZ, Incor-
porated, Trenton, New Jersey, requesting
that the Commission continue the con-
solidatedihearing on their above-entitled
applications for construction permits
from March 18, 1948, to April 5, 1948, at
Washington, D. C.,

It is ordered, This 17th day of March,
1948, that the petition be, and it is here-
by, granted; and that the said hearing
on the above-entitled applications be,
and it is hereby, continued to 10:00 a. in.,
Monday, April 5, 1948, at Wastiington,
D.C.

By thO Commission.

[SEAL] T. J. SLoWiE,
1Secretaryr.

[F. R. Doc. 48-2838; Filed, Mar. 30, 1948;- 8:55 a. m.]

[Docket No. 8074]

UNION-CAROLINA BROADCASTli4G CO.
ORDER, CONTINUING HEARING

In re application of Union-Carolina
Broadcasting Company, Union, South
Carolina, Docket No, 8074, File No. BP-
5304; for construction permit.

The Commission having under-.con-
sideration a petition filed March 12, 1948,
.by Union-Carolina Broadcasting Com-
pany, Union, South.Carolina, requesting
a 20-day continuance of the hearing now
scheduled' for March 22, 1948, on its
above-entitled application for construc-
tion permit;

It is ordered, This 19th day of March
1948, that the petition be, and it Is here-
by, granted; and that the said hearing
on the above-entitled applicatiori be, and
it is hereby, continued to 10:00 a. in.,
Friday, April 9,1948, at Washington, D. C.

By the Commssion. -

[SEAL] T. J. SLOWIE,
Secretary.

[F. .R. Doe. 48-2843; Filed, Miar. 80, 1948;
8:56 a. m.]

[Docket Nos. 8185, 8186]

E. F PEP=ER (KGDM) AND SACRAMVNTO
BROADCASTERS, INC.

ORDER CONTINUING HEARING

In re applications of E. F Peffor
(KGDM) Stockton, California, Docket
No. 8185, File No. BP-5554; Sacramento
Broadcasters, Inc., Chico, California,
Docket No. 8186, File No. BP-5745; for
construction permits.

The Commission having under consid-
eration a Joint petition filed March 10,
1948, by E. F Peffer (KGDM) Stockton,
California, and Sacramento Broadcast-
ers, Inc., Chico, California, requesting a
60-day continuance of the consolidated
hearing presently scheduled for Mfarci
25, 1948, at Washington, D. C,, on their
above-entitled applications for construc-
tion permits;

It is ordered, This 19th day of March,
1948, that the petition be, and It Is here-
by, granted; and that the said hearing
on the above-entitled applications be,
ancjjt Is hereby continued to 10:00 a. ER.,
Tlsday, May 27, 1948, at Washington,
D.C.

By the Commission.
[SEAL] T. J. SLOWIE,

Secretary.
[F. R. Doc. 48-2849: Filed, Mar. 30, 1948;

8:86 a. m.]

[Docket Nos. 8239, 8240, 88401

CONNECTICUT ELECTRONICS CORP ET AL.

ORDER DESIGNATING APPLICATIONS FOR CON-
SOLIDATED HEARING ON STATED ISSUES

In re applications of The Connecticut
Electronics Corporation, Bridgeport,
Connecticut, Docket No. 8239, File No.
BP-5375; Westco Broadcasting Corpora-
tion, White Plains, New York, Docket No.
8240, File No. BP-5899; Huntlngton-
Montauk Broadcasting Company, Inc.,
Huntington, New York, Docket No. 8846,
File No. BP-6595; for construction per-
Inits.

At a session of the Federal Communi-
cations Commission held at Its offices In
Washington, D. C., on the 18th day of
March 1948;

The Cohmmlsion having under consid-
eration the above-entitled application
of Huntington-Montauk Broadcasting
Company, Inc., filed February 16, 1948,
requesting authorization toconstruct a
new standard broadcast station, at Hunt-
ington, New York, to operate on 740 ko,
With 1 kw power, daytime only, and ap-
plicant's petition requesting that, be-
cause of mutually exclusive Interference,
its application be designated for hearing
with the applications of The Connecticut
Electronics Corporation and Wcstco
Broadcasting Corporation, requesting
740 kc at. Bridgeport, Connecticut, and,
White Plains, New York, previously des-
ignated for bearing In a consolidated
proceeding, the hearing currently sched-
uled for April 5 and-6, 1948, at Bridge-
port, Connecticut, -and White Plains,
New York, respectively;

It is ordered, That the said petition be,
and It Is hereby, granted, and that, pur-
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suant to section 309 (a) of the Com-
mumications Act of 1934, at amended, the
said application of Huntington-Montauk
Broadcasting Company, Inc., be, ahd it is
hereby, designated for hearing in the
aforesaid consolidated proceeding, the
hearing thereon to be held at Hunting-
ton, New York, on April 7, 1948, upon the
following issues:

1. To determine the legal, technical,
financial and other qualifications of the
applicant corporation, its officers, direc-
tors and stockholders to construct and
operate the proposed station.

2. To determine the areas and popu-
lations which may be expected to gain
or lose primary service from the opera-
tion of the proposed station and the
character of other broadcast service
available to those areas and populations.

3. To determine the type and char-
acter of program service proposed to be
rendered and whether it would meet the
requirements of the populations and
areas proposed to be served.

4. To determine whether the operation
of the proposed station would involve
objectionable interference with any ex-
isting broadcast stations and, if so, the
nature and extent thereof, the areas and
populations affected thereby, and the
availability of other broadcast service to
such areas and populations.

5. To determine whether the operation
of the proposed -station would invQlve
objectionable interference with the serv-
ices proposed -in any other pending ap-
plications for broadcast facilities and, if
so, the nature and extent thereof, the
areas and populations affected thereby.
and the availability of other broadcast
service to such areas and populations.

6. To determine whether the installa-
tion and operation of the proposed sta-
tion would be in compliance with the
Commission's rules and Standards of
Good Engineering Practice Concerning
Standard Broadcast Stations.

7. To determine on a comparative
basis which, if any, of the applications In
this consolidated proceeding should be
granted.

It-s further ordered,. That the Com-
mission's order, dated March 20, 1947,
designating the applications of The Con-
necticut Electromcs Corporation and
Westco Broadcasting Corporation (then
applying as George J. Feinberg and J.
Harvey McCoy,'d/b as Heathcote Broad;.
casting Company, Scarsdale, New York)
for hearing be, and It is hereby amended
to include the above-entitled application
of Huntington-Montauk Broadcasting
Company, Inc., and that Issue No. 7 of
the said order be, and it is hereby,
amended to conform with issue No. 7 set
forth herein.

By the Commission.
[SEAL] T. J. SLOMrE,

Secretary.
[F. R. Doc. 48-2825; Filed, Mar. 30, 1948;

8:54 a. m.]

[Docket No. 8254]
MT. PLEASANT BROADCASTING CO.

ORDER CONTINUING HEARING
In re application of Winston 0. Ward,

tr/as Mt. Pleasant Broadcasting Corn-
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pany, Mt. Pleasant, Texas, Docket No.
8254, File No. BP-5439; for construction
permit.

Whereas, the above-entitled applica-
tion 8f Winston 0. Ward, tr/as Mt. Pleas-
ant Broadcasting Company, Lt. Pleas-
ant, Texas, Is scheduled to be heard at
Washington, D. C., on March 18, 1948;
and

Whereas, the said applicant filed on
February 5, 1948, a petition requesting
reconsideration and grant without hear-
ing of the above-entitled application,
which has not yet been acted on by the
Commission; and

Whereas, the public interest, conven-
ience, and necessity would be served by a
continuance of the hearing on the above-
entitled application until the Commis-
sion has had an opportunity to act on the
said petition for reconsideration and
grant without hearing;

It is ordered, This 17th day of March,
1948, that the said hearing on the above-
entitled application be, and It is hereby,
continued to 10:00 a. m., Tuesday, April
6, 1948. at Washington, D. C.

By the Commission.
[SEAL] T. J. SLOVI,

Secretary.
[P. R. Doc. 48-2836; Filed. Uar. 30, 1949.

8:55 a. n.]

[Docket No. 8270. 82771
Cocou No BROADCASTING CO. AuN GnAD

CANiYoN BRo.%DcASTnG Co. (KWRZ)
ORDER CONTINUING BEA=I;G

In re applications of Coconino Broad-
casting Company, Flagstaff, Arizona,
Docket No. 8276, File No. BP-5667; James
L. Stapleton, Jessie Martin, and Durd
K. Howlin, d/b as Grand Canyon Broad-
casting Company (KWRZ), Flagstaff,
Arizona. Docket No. 8277, File No.
BP-6004; for construction permits.

The Commission having under con-
sideration a petitionfiled March 12, 1948,
by Coconino Broadcasting Company.
Flagstaff. Arizona, requesting a 20-day
continuance of the hearing now sched-
uled for March 23, 1948, at Washington.
D. C., on the above-entitled applications
for construction permits;

It ts ordered, This 19th day of March,
1948, that the petition be. and It is
hereby, granted; and that the hearing on
the above-entitled application be, and It
is hereby, continued to 10:00 a. m., Mon-
day, April 12, 1948, at Washington, D. C.

By the Commission.
[SEAL] T. J. SLOVnE,

Secretary.
[F. R. Doc. 48-28)8; Fled, Mar. 30, 1948:

8:50 a. m.]

[Docket No. 83011
Rinsor;, Irc. (WDSM)

ORDER CONTINUI f HEARI.G

In re application of RJdson, Incorpo-
rated (WrDSM) Superior. Wisconsin,
Docket No. 8301. File No. BP-5633; for
construction permit.
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The Commission having under consid-
eration a petition filed M1, arch 18,1943, by
Rldson, Inc. (WDSM), Superior, Wiscon-
sin, requesting a continuance of the hear-
Ing now scheduled for March 24, 1943, at
Washington, D. C., on Its above-entitled
application for consruction permit;

It is ordered, This 19th day of March.
1948. that the petition be, and Itis hereby,
granted; and that the said hearmg on the
above-entitled application be, and it is
hereby, continued to 10:00 a. nL, Wednes-
day, April 14, 1948, at Washington, D. C.

By the Commission.

[S- L] T. J. Stoi.,
Secretary.

[P. R. Doc. 48-2347; Piled. Par. 39,- S;
8:59a.m.]

[Docket Io. 83M41

WGA, I.c.

- ORDER CONTINUING H 1N. G

In re application of WGAR,, Incorpo-
rated (WGAR) Pontiac, Michigan,
Docket No. 8364, File No. BP-5971; for
construction permit.

Whereas, the above-entitled applica-
tion Is scheduled to be heard at Wash-
ington, D. C., on March 17, 1948; and

Whereas, the examiner designated by
the Commission to preside at the said
hearing is prevented by acute illness
from presiding at the said hearing;

It is ordered, This 17th day of March,
1948, that the said hearing on the above-
entitledapplication be, and it is hereby,
continued to 10:00 a. m., Thursday,
March 18, 1948, at Washington, D. C.

By the Commission.

[sAL] T. J. SLownc,
Secretary.

IF. V. Dac. 48-2335; Filed, Mar. 30, 1943;
8:55 a. m.]

[Docket No. 83S41

Bmxr= IhrEs, Jn. (WELO)

oDER co. ;NIruING rnmma

In re application of Birney Imes, Jr.
(WELO) Tupelo. Mississippi, Docket No.
8384, File No. BP-4719; for construction
permit.

The Commisson having under consid-
eration a petition filed March 16,1948, by
Birney lines, Jr. (WELO), Tupelo, Mis-
sissippi. requesting a 60-day continuance
of the hearing now scheduled for March
22. 194. at Washington, D. C., on his
above-entitled application for construc-
tion -permit;

It is ordered, This 19th day of March,
1948. that the petition be, and it is hereby,
granted; and that the said hearing on the
above-entitled application be, and it is
hereby, continued to 10:00 a. m., Tues-
day, May 18, 1948, at Washington, D. C.

By the Commislion.

T. J. Seoe.Secretary.

[F. R. Doc. 4G-2844: Filed, Lar. 30, 1943;
8:56 a. M.]
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[Docket Nos. 8428-8430]

HOWDY FOLKS BROADCASTERS ET AL.

ORDER ,CONTINUING HEARING

In re applications of Howdy 3Folks
Broadcasters, Tulsa, Oklahoma, Docket
No. 8428, File No. BP-5853; Donald W
Reynolds, Okmulgee, Oklahoma, Docket
No. 8429, File No. BP-5871, Muskogee,
Broadway Broadcasting Company, Mus-
kogee, Oklahoma, Docket No. 8430, File
No. BP-5918; for construction permits.

Whereas, the above-entitled applica-
tions are scheduled to be heard on March
17, 18, and 19, 1948; and

Whereas, counsel for Howdy Folks
Broadcasters, Tulsa, Oklahoma, and
Muskogee Broadway Broadcasting Com-
pany, Muskogee, Oklahoma, have orally
advised the Comnmssion that their re-
spective applicants will request dismissal
without prejudice of their above-entitled
applications in the near future; and
counsel for Donald W Reynolds has
orally advised the Commission that their
applicant in the near future will request
a continuance of the hearing now sched-
uled for March 19, 1948, on his above-
entitled application;

It is ordered, This 15th day of March,
1948, that the said hearing on the above-
entitled applications be, and it is hereby,
continued to 10:00 a. in., Tuesday, April
6, 1948.

By the Commission.

[SEAL] T. J. SLOWIE,
Secretary.

[F. n. Doe. 48-2833; Filed, Mar. 30, 1948;
8:55 a. in.]

[Docket Nos. 8455, 8456, 8528, 8853, 8860]

NORMAN BROADCASTING CO. ET AL.
ORDER DESIGNATING APPLICATIONS FOR CON-

SOLIDATED HEARING ON STATED ISSUES
In re applications of Norman Broad-

casting Company, -Norman, Oklahoma,
Docket No. 8455, File No. BP-5839; H. J.
Griffith, tr/as H. J. Griffith Broadcasting
Company, Norman, Oklahoma, Docket
No. 8456, File No. BP-5861, University
City Broadcasting Company, Norman,
Oklahoma, Docket No. 8528, File No. BP-
6293; Tol Dickenson, William S. Morgan
and Howard DeMere, a partnership d/b
as Cleveland County Broadcasting Com-
pany, Norman, Oklahoma, Docket No.
8853, File No. BP-6619; Sooner Broad-
casting Company (KTOW) Oklahoma
City, Oklahoma, Docket No. 8860, File
No. BP-6646; for constiuction permits.

At a session of the Federal Communi-
cations Commission, held -at its offices
In Washington, D. C. on the 18th day of
March 1948;

The Commission having under con-
sideration the above-entitled applica-
tions (filed February 27, 1948) of Tol
Dickenson, William S. Morgan and
Howard DeMere, a partnership d/b as
Cleveland County Broadcasting Com-
pany requesting authorization to con-
struct a new standard broadcast station
to operate on 1400 kc, with 250 w power,
unlimited time at Norman, Oklahoma,
and Sooner Broadcasting Company

(KTOW) requesting reassignment at
Oklahoma City so as to operate on 1400
kc, with 250 w power, unlimited time;

It appearing that on October 2, 1947,
the Commission designated the apUlica-
tion of Umversity City Broadcasting
Company for hearing in a previously
designated (July 3, 1947) consolidated
proceeding involving the applications of
H: J. Griffith, tr/as H. J. Griffith Broad-
casting Company, and Byrne Ross and
W P. Fowler, d/b as Norman Broadcast-
ing Company, eachi of the three appli-
cants requesting 1400 kc, with 25Q w
power, unlimited time at Norman, Okla-
homa, said hearing having been sched-
uled for March 22, 23, and 24, 1948, at
Norman, Oklahoma.

It is ordered, That, pursuant to section
309 (a) of the Communications Act of'
1934, as amended, the said applications
of Tol!Dlckenson, William S. Morgan and
Howard DeMere, a partnership d/b as
Cleveland Broadcasting Company (File
No. BP-6619) -and Sooner Broadcasting
Company .(File No. BP-6646) be, and
they are hereby, designated. for hearing
in the aforestated consolidated proceed-
ing, the hearing thereon to be held on
March 25, 1948, at Norman, Oklahoma,
and on'MArch 26, 1948, at Oklahoma City
respectively, upon the following issues:

1. To determine the legal, technical,
financial and other qualifications of the
applicant partnership and the partners
to construct and operate the proposed,
station, and the technical, financial and
other qualifications of the applicant cor-
poration, its officers, directors and stock-
holders to construct and operate station

"KTOW as proposed.
2. To determine the areas and popula-

tions which may be expected to gain or
lose primary service from the operation
of the proposed station and station
K!TOW as proposed and the character of
other broadcast service available to those
areas and populations.

3. To determine the type and character
of program service proppsed to be ren-
dered and whether it woild meet the re-
quirements of the populations and areas
proposed to be served.

4. To determine whether the operation
of the proposed station and station
KTOW as proposed would involve ob-
jectionable interference with any exist-
ing broadcast stations and, If so, the
nature and extent thereof, the areas and
populations affected thereby, and the
availability of otper broadcast service to
such areas and populations.

5. To determine whether the bperation
of the proposed station and station
KTOW as proposed would involve ob-
3ectionable interference with the services
proposed in the other applications in this
proceeding or in any other pending ap-
plications for broadcast facilities and,
if so, the nature and extent thereof, the
areas and populations affected thereby,
and the availability of other broadcast
service to such areas and populations.

6. To determine whether the installa-
tion and operation of the proposed sta-
tion and station ETOW as proposed
would be In compliance with the Com-
mission's rules. and Standards of Good
Engineering Practice Concerning Stand-
ard Broadcast Stations.

7. To determine on a comparative
basis llich, if any, of the applications
in this consolidated proceeding should
be granted. V

It is further ordered, That the Com-
mission's orders of July 3 and October 2,
1947, designating the above-entitled ap-
plications of Norman Broadcasting Com-
pany (File No. BP-5839; Docket No.
8455) H. J. Griffith Broadcasting Com-
pany (File No. BP-5861, Doqket 8456),
and University City Broadcasting Com-
pany (File No. BP-6293; Docket No,
8528) for hearing In a consolidated pro-
ceeding be, and they are hereby amended
to Include the above-entitled applications
of Cleveland County Broadcasting Com-
pany (File No. BP-6619) and Sooner
Broadcasting Company (File No. BP-
6646)

By the Commission.

[SEAL] T. J. SLOAVxE,
Secretary.

[F. R. Doc. 48-2828; Filed, Mar, 30, 1048;
8:54 a. m.]

[Docket No. 84801

SALT RIVER VALLEY BROADCASTING CO.
(KOY)

ORDER CONTINUING HEARING

In re application of Salt River Valley
Broadcatting Company XKOY), Phoenix,
Arizona, Docket No. 8480, File No. BP-
5733; for construction permit.

The Commission having under consid-
eration a petition filed March 12, 1048,
by Salt River Valley Broadcasting Com-
pany (KOY) Phoenix, Arizona, request-
ing a continuance to April 12, 1948, of tho
hearing now scheduled for March 23,
1948, at Washington, D. C., on Its above-
entitled application for construction
permit;

It is ordered, This 19th day of March,
1948, that the petition be, and it is hereby,
granted; and that the said hearing on
the above-entitled application be, and it
is hereby, continued to 10:00 a. in., Mon-
day, April 12, 1948, at Washington, D. C.

By the Conuhission.
[SEAL] T. J. SLOWNn,

Secretary.
[F. R. Doc. 48-2842; Filed, Mar. 30, 1040;

8:50 a. in.]

[Docket No. 85121
THOMAS PATRICK, INC. (KWK)

ORDER CONTINUING HEARING

1h re application of Thomas Patrick,
Incorporated (KWK), St. Louis, Missouri,
Docket No. 812, File No. BP-4843; for
construction' permit. I

The Commission having under consid-
eration a petition filed March 15, 1948,
by Thomas Patrick, Inc. (KWK), St.
Louis, Missouri, requesting a 30-day con-
tinuance of the hearing on its above-en-
titled apilicatlon for construction per-
mit now scheduled for March 24, 1948,
at Washington, D. C.,
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It ts ordered, This 19th day of March,
1948, that the petition be, and it is
hereby, granted; and that the said hear-
iag on the above-entitled application be,
and it is hereby, continued to 10:00 a. in.,
Monday, April 26, 1948, at Washington,
D.C.

By the Commission.

[SAL] T. J. SLOWn,
Secretary.

IF.' R. Doe. 48-2841; Filed, Mar. 30, 1948;
8:56 a. m.]

[Docket Nos. 8661, 8662, 8781]

NEw ENGLAIN.TELEVISION Co., INC., ET AL.

ORDER cONTINUING HEARING

In re applications of New England
Television Co., Inc., Fall River, Massa-
chusetts, Docket No. 8661, File No. BPCT-
209; E. Anthony & Sons, Inc., New Bed-
ford, Massachusetts, Docket No. 8662,
File No. BPCT-217; Fall River Herald
News Publishing Company, Fall River,
Massachusetts, Docket No. 8781, File No.
BPCT-301, for construction permits.

The Commission having under con-
sideration a petition filed March 12, 1948,
by Fall River Herald News Publishing
Company, Fall River, Massachusetts, re-
questing that the hearing on its above-
entitled application and the above-en-
titled applications of New England Tele-
vision Company, Inc., Fall River, Massa-
chusetts, and E. Anthony & Sons, Inc.,
New Bedford, Massachusetts, be con-
tinned from March 25 to April 7, 1948;

It is ordered, This 19th day of March,
1948, that the petition be, and it is
hereby, granted; and that the hearing on
the above-entitled proceeding be, and it
is hereby, continued to 10:00 a. in., Wed-
nesday, April 7, and Thursday. April 8,
1948, at Fall River, Massachusetts, and
Friday, April 9, 1948, at New Bedford,
Massachusetts.

By the Commission.

EsmI] T. J. SLOWIE,
Secretary.

iF. R. Doe. 48-2840; Filed, Mar. 30, 1948;
8:55 a. 3n.]

[Docket No. 8710]

ELiWORIA BROADCASTING CO., INC. (KTSW)

ORDER CONTINUING HEARING

In re application of Emporia Broad-
casting Company, Inc. (KTSW) Em-
,poria, Kansas, Docket No. 8710; for con-
struction permit.

The Commission having under consid-
eration a petition filed March 11, 1948,
by Emporia Broadcasting Company, Inc.
(KTSW) Emporia, Kansas, requesting
a continuance of the hearing now sched-
uled for March 24, 1948, at.Washington,
D. C., in the above-entitled proceeding
on an order to show cause whether pe-
titioner has violated certain provisions
of the Commumations Act of 1934, as
amended, and the Commission's rules and
regulations, issued December 30, 1947;

It is ordered, This 19th day of March,
1948, that the petition be, and It is

hereby, granted; and that the said hear-
ing on the above-entitled matter be, and
it is hereby, continued to 10:00 a. In.,
Monday, April 26, 1948, at Washington,
D. C.

By the Commission.

[SEAL] T. T. SLo V.
Secretary.

[F. R. Doc. 48-2839; Filed, Mar. 30, 1948;
8:55 a. m.1

[Docket No. 8725]

FARInIGTON BROADCASTING Co.

ORDER CONTINUING HAING

In re application of Harold I. Arment,
tr/as The Farmington Broadcasting
Company, Farmlngton, New Mexico,
Docket No. 872 . File No. BP-5713; for
construction permit.

Whereas, the above-entitled applica-
tion is scheduled to be heard at Farm-
ington, New Mexico, on March 19, 1948;
and

Whereas, the aboye-entitled applicant
has notified the Commission that It in-
tends to file a petition requesting dis-
nssal without prejudice of Its above-
entitled application.

It is ordered, This 17th day of March,
1948, that the said hearing on the above-
entitled application be, and It is hereby,
continued to 10:00 a. In., Friday, April 16,
1948, at Farmington, New Mexico.

By the Commission.

[SEAL] T. J. SLOWIE,
Secretary.

IF. R, Doe. 48-2834; Flied, Mar. 30, 198;
8:55 a. in]

[Docket Nos. 8847, 8848]

ANTELOPE VALLEY- BROADC.ATG CO. ANID
ANTELOPE BROADCASTING Co., Iuc.

ORDER DESIGNATING APPLICATIONS FOR CON-
SOLIDATED HEARING ON STATED ISSUES

In re applications of Robert A. Camp-
bell and Ray Birch, a partnership d/b as
Antelope Valley Broadcasting Company,
Lancaster, California, Docket No. 8847.
File No. BP-6486; Antelope Broadcasting
Company. Inc., Lancaster. California.
Dqcket No. 8848. File No. BP-6576; for
construction permits.

At a session of the Federal Communi-
cations Commission held at Its offices at
Washington, D. C.'on the 18th day of
March 1948;

The Commission having under con-
sideration the above-entitled applica-
tons of Robert A. Campbell and Ray
Birch, a partnership, .d/b as Antelope
Valley Broadcasting Company and An-
telope Broadcasting Company, Inc.. each
requesting 1340 kc, with 250 w power, uan-
limited time at Lancaster, California;

It is ordered, That. pursuant to section
309 (a) of the Communications Act of
1934, as amended, the aforesaid applica-
tions be. and they are hereby, designated
for hearing In a consolidated proceeding
at a time and place to be designated by
subsequent order of the Commlsion,
upon the following Issues;

1. To determine the legal, technical,
financial, and other qualifications of the
applicant partnership and the partners
and of the applicant corporation, its
officers, directors, and stockholders to
construct and operate the proposed sta-
tions.

2. To determine the areas and popull-
tions which may be expected to gain or
lose primary service from the operation
of the proposed stations and the charac-
ter of other broadcast service available
to those areas and populations.

3. To determine the type and character
of program servic3 proposed to be ren-
dered and whether It would meet the re-
quirements of the populations and areas
proposed to be served.

4. To determine whether the opera-
tion of the proposed stations would in-
valve objectionable interference with any
existing broadcast stations and, if so, the
nature and extent thereof, the areas and
populations affected thereby, and the
availability of other broadcast s ece to
such areas and populations.

5. To determine whether the operation
of the proposed stations would involve
objectionable interference with the serv-
Ices proposed In any other pending appli-
cations for broadcast facilities and, if so,
the nature and extent thereof, the areas
and populations affected thereby, and the
availability of other broadcast service to
such areas and populations.

6. To determine whether the mstalla-
tion and operation of the proposed sta-
tions would be In compliance with the
Commission's rules and Standards of
Good Engineering Practice Concerning
Standard Broadcast Stations.

7. To determine on a comparative
basis which, if either of the applications
In this consolidated proceeding should
be granted.

By the Commission.

[sEAZ] T. J. SLOWIE,
Secretary.

IF. R. Dac. 48-2323; Filed. Mar. 3, 1948;
8:54 a. m.l

IDOcket Ncz, 8349-332]
VoIcE or Tm VALLwE Co. ET AL.

OnDER DESIGNATING APPLICATIONS FO2 CON-
SOLIDATED EMRING ON STATED iSUES

In re applications of Albert Brightnan
Bulfngton, Edward Truman, Samuel J.
Roley and Rojer C. Patrick, a partner-
ship d/b as Voice of the Valley Company,
Van Nuys, California, Docket No. 8849,
File No. BP-5741; Leland Holzer, Los
Angeles, California, Docket No. 8851, File
No. BP-6372; William Odessky and Lee
A. Odessky, a partnership d/b as William
and Lee A. Odessky, Los Angeles, Cali-
fornia, Docket No. 8850, File No. BP-
6023; Essle Binkley West. Riverside, Cali-
fornia. Docket No. 8352, File No. BP-
6627; for construction permits.

At a session of the Federal Communi-
cations Commission held at its offices rn
Washington, D. C. on the 18th day of
March 1948;

The Commission having under con-
sideration the above-entitled applica-
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tions of Albert Brightman Buffington,
Edward Truman, Samuel J. Roley and
Roger C. Patrick, a partnership. d/b as
Voice of the Valley Company, requesting
authorization to construct a new stand-
ard broadcast station to operate on 890
kc [U. S. Class I (a) ], with 250 w power,
daytime only- Leland Holzer, requesting
890 kc, with 1 kw power, daytime only, at
Los Angeles, California; William Odessky
and Lee A. Odessky, a partnership d/b as
William and Lee Odessky, requesting 900
kc, with 250 w power, daytime only at
Los Angeles; and Essie Binkley West,
requesting 900 kc, with 1 kw power, day-
time only using directional antenna, at
Riverside, California;

It appearing, that 15ursuant to the
Commission's announced policy, the ap-
plications of Voice of the-Valey Company
and Leland Holzer, requesting daytime
operation on a U. S. clear channel fre-
quency, have been placed In the pending
file to await a decision in the clear chan-
nel hearing; and

It further appearing, that the said ap-
plications Involve prohibitive interfer-
ence with the applications of William and
Lee Odessky, and Essie Binkley West, re-
questing authorization to operate on an
adjacent channel In the same area;

It is ordered, That, pursuant to section
309 (a) of the Communications Act of
1934, as amended, the above-entitled ap-
plications, be, and they are hereby desig-
nated for hearing in a consolidated pro-
ceeding at a time and place to be desig-
nated by subsequent order of the Com-
mission upon the following issues:

1. To determine the legal, technical,
financial, and other qualifications of the
individual applicants and of the appli-
cant partnerships and the partners to
construct and operate the proposed
stations.

2. To determine the areag and popula-
tions which may be expected to gain or
lose primary service from the operation
of the proposed stations and the charac-
ter of other broadcast service available to
those areas and populations.

3. To determine the type and character
of program service proposed to be ren-
dered and whether it would meet the re-
quirements of the populations and areas
propos~d to be served.

4. To determine whether the operation
of the proposed stations would involve
objectionable interference with stations
KHJ, Los Angeles and KIEV Glendale,
California, or with any other existing
broadcast stations and, if so, the nature
and extent thereof, the areas and popula-
tions affected thereby, and the availabil-
ity of other broadcast service to such
areas and populations.

5. To determine whether the operation
of the proposed stations would involve
objectionable Interference, each with the
other, with the services proposed in any
other pending applications for broad-
cast facilities and, if so, the nature and
extent thereof, the areas and populations
affected thereby, and the availability-of
other broadcast service to such areas
and populations.

6. To determine whether the Installa-
tion and operation of the proposed sta-
tions would be in compliance with the
Commission's rules and Standards of

Good Engineering Practice Concerning
Standard Broadcast Stations.

7. To determine on a comparative
basis which, if any, of the applications
in this consolidated proceeding should be
granted.

It Is further ordered, That Thomas S.
Lee Enterprises, Inc.,-d/b as Don Lee
Broadcasting System, licensee of Station
KMJ, Los Angeles and Cannon System,
Ltd., licensee of Station KIEV Glendale,
California, be, and they are. hereby,
made parties to this consolidated pro-
ceeding.

By the Commission.

[SEAL] T. J. SLOWIE,
Secretary.

[F. R. Doc. 48-2827; Filed, Mar. 80, 1948;
8:54 a.xn.l

IDocket Nos. 8854, 8855]
CENTER BROAnCASTm CO. AND SHELBY

BROADCASTING Cq.
ORDER DESIGNATING APPLICATION FOR CON-

SOLIDATED HEARING 0o STATED ISSVES

In re applications of Tom Potter and
Tom E. Foster, d/b as Center Broadcast-
Ing Company, Center, Texas, Docket No.
8854, File No. BP-6511; Shelby Broad-
casting Company, a partnership consist-
ing of 0. L. Parker and A. C. Childs,
Center, Texas, Docket No. 8855, File No.
BP-6572; for construction permits.

At a session of the Federal Communi-
cations Commission held at its offices
in Washington, D. C., on the 18th day of
March 1948;-

The Commission having under con-
sideration the above-entitled applications
of Tom Potter and Tom E. Foster, d/b
as Center Broadcasting Company, re-
questing authorization to construct a
new standard broadcast station to oper-
ate on 1490 kc, with 250 w power, unlim-
ited time at Center, Texas, and Shelby
Broadcasting Company, a partnership,
consisting of 0. L. Parker and A. C.
Childs requesting the same facilities;

It is ordered, That, pursuant to Section
309 (a) of the Commumcations Act of
1934, as amended; the said applications
of Center Broadcasting Company and
Shelby Broadcasting Company be, and
they are hereby, designated for hearing
in a consolidated proceeding at a tim6
and place to be designated by subsequent
order of the Commission, upon the fol-
lowing Issues:

1. To determine the legal, technical,
financial, and other qualifications of the
applicant partnerships- and the partners
to construict and operate the proposed
stations.

2. 'To determine the areas and popula-
tions which may beexpected to gain or
lose primary service from the operation
of the proposed stations and the char-
acter of other broadcast service available
to those areas and populations

3. Tq determine th&. type and char-
acter of program service proposed to be
rendered and whether it would meet the
requirements of the populations and'
areas-proposed to be served.

4. To determine whether the operation
of the proposed stations would involve

objectionable Interference with any ex-
isting broadcast stations and, if so, the
nature and extent thereof, the areas and
populations affected thereby, and the
availability of other broadcast service to
such areas and populations.

5. To determine whether the operation
of the proposed stations would Involve
objectionable Interference with the sekv-
Ices proposed In any other pending appli-
cations for broadcast facilities and, If so,
the nature and extent thereof, the areas
and populations affected thereby, and the
availability of other broadcast service to
such areas and populations.

6. To determine whether the installa-
tion and operation of the proposed sta-
tions would be in compliance with the
Commission's 'rules and Standards of
Good Engineering Practice Concerning
Standard Broadcast Stations.

7. To determine on a comparative
basis which, If either, of the applications
In this consolidated proceeding should
be granted.

By the Commission.

[SEAL] T. J. SLowir,
Secretary.

[F. R. Doc. 48-2829; Filed, Mar. 80, 1048
8:64 a. m.]

[Docket Nos. 8856, 88571

NORTHATaPTON BROADCASTING CO. A1D
ROBERT C. HODKIVS

ORDER DESIGNATING APPLICATIONS FOR CON-
SOLIDATED HEARING ON STATED ISSUES

In re applications of Paul E. Higgins,
William F Higgins and Harwood Burritt,
a partnership d/b as Northampton
Broadcasting Company Northampton,
Massachusetts, Docket No. 8856, File No.
BP-5594; Robert C. Hodgkins, Nor-
thampton, Massachusetts, Docket No.
8857, File No. BP-6584; for construction
permits.

At a.sesslon of the Federal Communi-
cations Commission held at Its offices In
Washington, D. C. on the 18th day of
March 1948;

The Commission having tinder consid-
eration the above-entitled applications
of Paul E. Higgins, William F Higgins
and Harwood Burritt, a partnership d/d
as Northampton Broadcasting Company,
and Robert C. Hodglins, each request-
ing authorization to construct a new
standard broadcast station to operate on
1570 kc, with 250 w power, daytime only
at Northampton, Massachusetts;

It is ordered, That, pursuant to sec-
tion 309 (a) of the Communications
Act of 1934, as amended, the said ap-
plications of Northampton Broadcasting
Company and Robert C. Hodg:hins, be,
and they are hereby, designated for hear-
Ing In a consolidated proceeding at a
time and place to be designated by sub-
sequent order of the Commission, upon
the following Issues:

1. To determine the legal, technical,
financial and other qualifications of the
individual applicant and of the appli-
cant partnership and the partners to
construct and operate the proposed sta-
tions.
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2. To determine the areas and popu-
lations wnch may be expected to gain
or lose primary service from the opera-
tion of the proposed stations and the
character of other broadcast service
available to those areas and popula-
tions.

3. To determine the type and charac-
ter of program service proposed to be
rendered and whether it would meet the
requirements of the populations and
areas proposed to be served.

4. To determine whether the operation
of the proposed stations would Involve
objectionable interference with any ex-
isting broadcast stations and, if so, the
nature and extent thereof, the areas and
populations affected thereby, and the
availability of other broadcast service to
such areas and populations.

5. To determine whether the opera-
tion of the proposed stations would-in-
volve objectionable interference with the
services proposed in any other pending
applications for broadcast facilities and,
if so, the nature and extent thereof, the
areas and populations affected thereby,
and the availability of other broadcast
service to such areas and populations.

6. To determine whether the installa-
tion and operation of the proposed sta-
tions would be in compliance with the
Commission's rules and Standards of
Good Engineering Practice Concerning
Standard Broadcast Stations.

7. To determine on a comparative
basis which, if either, of the applications
in this consolidated proceeding should be
granted.

By the Commission.
[SEALI T. J. SLOWIE,

Secretary.
IF. R.. Doc. 48-2830; Fied, Mar. 30, 1948;

8:54 a. mL

[Docket Nos. 8858, 88591

YORK COUNTY BROADCASTING CO. AND
BmDEFORD BROADCASTING CORP.

ORDER DESIGNATING APPLICATIONS FOR CON-
SOLIDATED HEARING ON STATED ISSUES
In re applications 6f Bernard K. John-

poll, tr/as York County Broadcasting
Company, Biddeford, Maine, DoCket No.
8858, File No. BP-6509; Biddeford
Broadcasting Corporation, Biddeford,
Maine, Docket No. 8859, File No. BP-
6601, for construction permits.

At a session of the Federal Communi-
cations Commission held at its offices in
Washingtoq, D. C. on the 18th day of
March 1948;

The Commission having under con-
sideratilin the above-entitled applica-
tions of Bernard K. Johnpoll, tr/as
York County Broadcasting and Bidde-
ford Broadcasting Corporation, each re-
questing authorization to construct a
new standard broadcast station to op-
erate on 1400 kc, with 250 w power, un-
limited time at Biddeford, Maine; -.

It ts ordered, That, pursuant to section
309 (a) of the Communications Act of
1934 as amended, the said applications
of York County Broadcasting Company
and Biddeford Broadcasting Corpora-
tion be, and they are hereby, designated

for hearing In a consolidated proceeding
at a time and place to be designated by
subsequent order of the Comml Ion,
upon the following Issues:

1. To determine the legal, technical,
financial, and other qualifications of the
individual applicant and of the appli-
cant corporation, its officers, directors
and stockholders to construct and op-
erate the proposed stations.

2. To determine the areas and popu-
lations which may be expected to gain
primary service from the operation of
the proposed stations and the character
of other broadcast service available to
those areas and populations.

3. To determine the type and character
of program services proposed to be ren-
dered and whether It would meet the
requirements of the populations and
areas proposed to be served.

4. To determine whether the operation
of the proposed stations would Involve
objectionable interference with any ex-
isting broadcast stations and, If so, the
nature and extent thereof, the areas and
populations affected thereby and the
availability of other broadcast service to
such areas and populations.

5. To determine whether the operation
of the proposed stations would Involve
objectionable interference with the serv-
ices proposed In any other pending appli-
cations for broadcast facilities and, If so,
the nature and extent thereof, the areas
and populations affected thereby, and
the availability of other broadcast serv-
ice to such areas and populations.

6. To determine whether the Installa-
tion and operation of the proposed sta-
tions would be in compliance with the
Commisson's rules and Standards of
Good Engineering Practice Concerning
Standard Broadcast Stations.

7. To determine on a comparative
basis which, if either, of the applications
in this consolidated proceeding should
be granted.

By the Commission.
[sEAL] T. J. SLoWIE,

Secretary.
[F. R. Doc. 48-2831: Filed, Mar. 30, 1948;

8:55 a. m.J

WEST CENTRAL BnoAnCAsrIa Co.
PUBLIC NOTICE CONCERNING PnOPOSED

TRANSFER OF CONTROL'

The Commission hereby gives notice
that on February 27, 1948 there was filed
with it an application (Btc-624) for its
consent under section 310 (b) of the
Communications Act to the proposed
transfer of control of West Central
Broadcasting Company licensee of
WEEK, Peoria, Illinois, from E. K. Gay-
lord and four other stockholders to
Robert S. Kerr and five other stock-
holders. The proposal to transfer con-
trol arises out of a contract of February
19,1948 between the above named parties
pursuant to which the selling stock-
holders would sell to the purchasers a
total of 750 shares (50%) of the out-

' Section 1.321, Part 1, Rule3 of Practic and
Procedure.

standing stock of the licensee for a cash
consideration of $37,500 plus a sum equal
to one-half of the net quick assets of the
corporation at the transfer date. The
purchasers are also to effect a loan of
$150,000 and to cause the company to pay
Its note In that amount held by Liberty
National Bank of Oklahoma City, Okla-
homa, or In lieu thereof obtain from said
bank a release of the sellers concernin
their obligation n connection with said
note. If the company receives $10,003
arising out of the granting of an appli-
cation by All Oklahoma Broadcasting
Company sellers are to receive $5,000.
Further Information as to the arrange-
ments may be found with the application
and assoclated papers which are on file
at the offices of the Commission in Wash-
ington, D. C.

Pursuant to § 1.321 which sets out the
procedure to be followed in such cases
including the requirement for public no-
tice concerning the filing of the applica-
tion, the Commission was advised by ap-
plicant on March 17, 1948 that starting
on March 19, 1948 notice of the filing of
the application would be inserted in a
newspaper of general circulation at
Peoria, Illinols, In conformity with the
above section.

In accordance with the procedure set
out In said section, no action will beiad
upon the application for a period of 60
days from March 19, 1948 within which
time other persons desiring to apply for
the facilities Involved may do so upon the
same terms and conditions as set forth In
the above described contract.
(Sec. 310 (b) 48 Stat. 1036; 47 U. S. C.
310 (b))

FDSAL C 2rO' CATIO:;S

[sVL] T. J. SLow=,
.Secretary.

IF. R. Doc. 48-233D; Filed. LMar. ED, 1048;
8:55 a. m.]

PUDLIC VOTIcE CON ENING PROPOSED

AssIGlz.-nE: or LICea'US

The Commission hereby gives notice
that on March 16, 1948 there was filed
with It an application (BAL-703) for its
consent under section 310 (b) of the
Communications Act to the proposed as-
signment of license of EFTW, Shenan-
doah. Iowa from KFNF, Inc. to Capital
Broadcasting Company, Lincoln, Nebras-
ha. The proposal to assign the license
arises out of a contract of January 21,
1948 pursuant to which the station and
all Its facilities and properties (but not
including the real estate owned byE F'F,
Inc.) would be sold to Capital Broadcast-
Ing Company for a total consideration of
$120,000. Of this amount $5,000 in cash
was paid upon execution of the agree-
ment, $30,000 will be paid upon Commis-
sion approval and the remaining $35,000
would be evidenced by assignee's 5%
notes payable at a rate of $17,000 per
year. Said notes would be endorsed by
the slx directors of assignee. Purchaser
as at the same time entered into an
agreement v, ith Henry Field Seed Con-
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pany under which the Seed Company
would -utilize certain time over the sta-
tion for a period of 12 months for $833
a month. Further information as to the
arrangements may be. found with the
application and associated papers which
are on file at the offices of the Commis-
sion in Washington, D. C.
"Pursuant to § 1.321 winch sets out the

procedure to be followed in such cases
including the requirement for public no-
tice concerning the filing of the applica-
tion, the Commission was advised by ap-
plicant on March 16, 1948 that starting
on March 23, 1948 notice of the filing of
the application would be inserted in a
newspaper of general circulation at
Shenandoah, Iowa in conformity with
the above section.

In accordance with the procedure' set
out In said section, no action will be had
upon the application for a period of 60
days from March 23, 1948 within winch
time other persons desiring to apply for
the facilities involved may do so upon
the terms and conditions as set forth in
the above described contract.
(See. 310 (b), 48 Stat. 1086; 47 U. S. C.
310 (b))

FEDERAL COikUIwCATIONS
CosuslsloN,

[SEAL] T. J. SLOwIE,
Secretary.

[F. R. Doc. 48-2851; Filed, Mar. 30, 1948;
8:57 a. in.]

WIGM
PUBLIC NOTICE CONCERNING PROPOSED

ASSIGNMENT OF LICENSE'
The Commission hereby gives notice

that on March 18, 1948 there was fied
with it an application (BAL-709) for its
consent under section 310 (b) of-the
Communications Act to the proposed.as-
signment of license of WIGM, Medford,
Wisconsin from Dairyland's Broadcast-
ing Service, Inc. to George F. Meyer,
Medford, Wisconsin. The proposal to as-
sign the license arises out of a contract of
March 6, 1948 pursuant to which all the
facilities and properties of the station
would be sold to the above indicated as-
signee in return for which said assignee
Would surrender all his 200 shares of $100
par value common Voting stock ($20,000)
and would pay in addition thereto $10,000
upon completion of the transfer. As-
signee'Is to be relieved of liability as in-
dorsee on certain obligations of the li-
censee. As further Consideration all
profits from January 1, 1948 to the date
of the execution of instraments convey-
ing tie properties shall belong to the
company. Further information as to the
arrangements may be found with the ap-
plication and associated papers which
are on file at the offices of the Commis-
sion in Washington, D. C.

Pursuant to § 1.321 which sets out the
procedure to be followed in such cases
including the requirement for public
notice concerning the filing of the appli-
cation, the Commissiol was advised by
applicant on March 18, 1948 that starting

Section 1.321, Part 1, Rules of Practice and
Procedure. 0

on March 25, 1948 notice of the filing of
the application would be Inserted in the
Marshfield News Herald, a newspaper of
general circulation at Marshfleld, Wis-
consin, in conformity with the above
section.

In accordance with the procedure set
out in aid section, no action will be had
upon the application for a period of 60
days from March 25, 1948 within which
time other persons desiring to apply for
the facilities involved may do so upon
the same terms and conditions as set
forth in the above described contract.
(Sec. 310 (b) 48 Stat. 1086; 47 U. S. C.
310 (b))

FEDERAL COMOUICATIONS
COm=IssIoN,

[SEAL] T. J. SLOWIE,
Secretary.

[F. R. Doc. 48-2852; Filed, Mar. 30, 1948;
8:57 a. m.]

FEDERAL POWER -COMMISSION
[Docket No. G-10161

OHIO FUEL GAS Co.
NOTICE OF APPLICATION

MARCH 25, 1948.
Notice is hereby given that on March

15, 1948, an application was filed with
the Federal Power Commission by The
OhioFuel Gas Company (Applicant) an
Ohio Corporation with its principal of-
fice at Columbus, Ohio, for:

(a) A certificate of public convemence
and necessity pursuant to section 7 of
the Natural Gas Act, as amended, au-
thorizing the construction and operation
of the following-described natural-gas
facilities In the State-of Ohio:

A total of approximately 97 miles of
transmission pipeline consisting. of ap-
proximately 28 miles of 20-inch 0. D.
pipe; 19 miles of 16-inch 0. D. pipe, with
8-inch 0. D.pipe connection to Marion,
and 50 miles of 12%-inch 0. D. pipe
located generally between the Treat
Compressor Station of Applicant in
Licking County-and extending to the
connection of Applicant with West Ohio
Gas Company in-Allen County supplying
the markets-of Lima, Kenton, Delphos,
Ottawa, Leipsic, etc.

-(b) An order approving and permit-
ting tile abandonment and removal of
the following-described facilities in Ohio
purstlant to section 7 (b) of the Natural
Gas Act, as amended:

(I) Approximately 36 miles of Lines
"D" and "D-4" consisting of 8-inch, 10-
inch, 12-inch and 16-inch transmission
pipelines of the Applicant runmng north-
westward from the Treat Compressor
Station to Mt. Gilead supplying, among
other places, Cardington, part of Marion
and as capacity permits, supplying Gal-
ion, Bucyrus and other areas.

(ii) Approximnately 82 miles of Appli-
cant's line L-400 which was constructed
In 1907 extending generally from Mans-
field through the Wyandot Compressor
Station to the connection between Ap-
plicant and West Ohio Gas Company
for service to Lima, Kenton, Delphos, Ot-
tawa, Leipsic, etc., together with the
525 H. P. Wyandot Compressor Station.

Applicant states that the portions of
Lines "D" "D-4" and "L-400" above de-
scribed which are proposed to be aban-
doned and removed are inadequate to
supply the demands of the markets con-
nected to said lines. Applicant requests
authority to construct and operate new
facilities of larger size and capacity de-
signed to meet the natural-gas require-
ments of the markets now connected to
Applicants system. Applicant further
states that the proposed new facilities
will improve and protect service ren-
dered directly by Applicant to 17 commu-
nities served at retail and two utility
companies served at wholesale. Appli-
cant states .that no additional markets
are sought to be served.

Applicant estimates that the present
natural-gas requirements of this area
now served by Lines "D", "D-4" and L-
400 are 20.1 million cubic feet on a zero
degree day which requirements are be-
yond the capacity of the present facili.
ties and because of such needs, curtail-
ments in service have been made during
the periods of high demand. Frequent
restriction of deliveries to industrial and
commercial consumers has occurred dur-
ing the 1947-48 winter season with a
maximum daily curtailment of approxi-
mately three million cubic feet in the
Lima area alone. Applicant estimates
that the 1951 peak day requirements of
these markets to be served entirely from
the proposed lines will be 34.7 million
cubic feet.

Applicant states that the replacement
of a portion of Line "D" by construction
of approximately 28 miles of 20-inch
0. D. pipeline capable of operating at
higher pressures, and the construction
of 19 miles of 16-Inch 0. D. line from
Mt. Gilead to Marion will provide capac-
ity to supply the full requirements of the
Marion and Lima groups of markets in
addition to continuing and improving
service to the present markets on the
existing "D" system north of Mt. Gilead.
A connection between the new 16-Inch
line and Marion will permit removal of a
portion of Line D-4, the balance being
retained in service as a supply line to the
town of Caledonia. After completion of
proposed facilities, 'necessary changes in
market connections and measuring and
regulating equipment, Wyandot station
and Line "L-400" from Mansfield to Lima
will be retired from service.

The total estimated over-all capital
cost of the proposed facilities Is $2,9068,-
250, which will be financed out of funds
provided by Columbia Gas & Electric Cor-
poration, the company owning the con-
trolling interest in applicant. Applicant
states that there will be no new proposed
rates and no additiohal sales or revenues
except to the extent that greater volumes
of natural gas are sold to presently con-
nected markets.

Any interested State commission Is re-
quested to notify the Federal Power Com-
mission whether the application should
be-considered under the cooperative pro-
visions of Rule 37 of the CommiSsion'S
rules of practice and procedure (18 CFR
1.37) and, if so, to advise the Federal
Power Commission as to the nature of its
Interest in the matter and whether it de-
sires a conference, the creation of a

1778



Wednesday, March 31,1948

board, or a joint or concurrent hearing,
together with reasons for such a request.

The application of The Ohio Fuel Gas
Company is on file with the Commsion
and open to public inspection. Any per-
son ,desiring to be heard or to make any
protest with reference to the application
shall file with the Federal Power Com-
mission, Washington 25, D. C., not later
than 15 days from the date of publication
of this notice in the FEDERAL REGISTER, a
petition to intervene or protest. Such
petition or protest shall conform to the
requirements of Rule 8 or 10, whichever
is applicable, of the rules of practice and
procedure (as amended on June 16,1947)
(18 CFR 1.8 or 1.10)

[SEAL] LEON M. FUQUAY,
Secretary.

[F. R. Doe. 48-2812; Flied, MZar. 30, 1948;
8:49 a. m.]

[Docket No. G-984]

KANSAS-NEBRASKA NATuRAL GAS Co., INC.

ORDER XNG DATE OF HEARING
MARCH 25, 1948.

Upon consideration of the application
filed December 19, 1947, by Kansas-
Nebraska Natural Gas Company, Inc.,
(Applicant) a Kansas corporation hav-
Ing its principal place of business at
Phillipsburg, Kansas, for a certificate of
public convenience and necessity pur-
suant to section 7 of the Natural Gas Act,
as amended, authorizing the construc-
tion and operation of certain natural-
gas facilities, subject to the jurisdiction
of the Commi Sion, as fully described In
such application an file with the -Com-
mission and open to public inspection,
public notice thereof having been given,
including publication in the FEDERAL
REGISTER on January 15, 1948 (13 F. R.
201-202)

The Commission orders that:
(A) Pursuant to the authority con-

tained in and subject to the jurisdiction
conferred upon the Federal Power Com-
mission by sections 7 and 15 of the Natu-
ral Gas Act, as amended, and the Com-
mission's rules of practice and procedure,
a public hearing be-held commencing on
April 15, 1948, at 10:00 a. m. (e. s. t.) in
the hearing room of the Federal Power
Commission, 1800 Pennsylvania Avenue
NW., Washington, D. C., concerning the
matters involved and the issues pre-
sented by the application and other
pleadings in this proceeding.

(3) Prior to the date herein fixed for
the commencement of the public hear-
ing, the officer designated by the Com-
mission to preside at the public hearing
shall hold a prehearing conference of all
parties participating in the proceeding
concerning the matters of fact and law
asserted in the application and other
pleadings filed in the proceeding, for the
purposes of settling, simplifying or limit-
ing the issues and further apprising the-
parties of the formulated or stipulated
issues upon which evidence must be ad-
duced at the public hearing: Provzded,
however That no party shall be denied
the right to examine or cross-examine
on other matters, where additional issues

No. 63- 16

develop during the course of the hear-
ing. Such prehearing conference shall
be held commencing on April 13, 1948,
at 10:00 a. m. (e. s. t.) at the oflices of
the Commission, 1800 Pennsylvania Ave-
hue NW., Washington, D. C.

(C) Interested State commissions may
participate as provided by Rules 8 and 37
(f) (18 CFR 1.8 and 1.37 (f)) of the said
rules of practice and procedure.

Date of issuance: March 26, 1948.
By the Commission.
[SEuI] LEoNi 3L FUQUAY,

Secretary.
[F. R. Doc. 48-2818; Filed, M!ar. 30, 1948;

8:50 a. in.]

SECURITIES AND EXCHANGE
COMMISSION

[File No. 1-8581
DEVOImN OIL Co.

NOTICE OF APPLICATION TO WITHDRAW FnUoI
LISTING AND REGISTRATION, tuw or OP-
PORTMIITY FOR HEARING

At a regular session of the Securities
and Exchange Commission, held at Its
office in the city of Washington, D. C.,
on the 25th day of March A. D. 1948.

Devonian Oil Company, pursuant to
section 12 (d) of the Sequrities Exchange
Act of 1934 and Rule X-12D2-1 (b)
promulgated thereunder, has made ap-
plication to withdraw Its common stock,
$10.00 par value, from listing and reg-
istration on the Pittsburgh Stock Ex-
change.

The application alleges that (1) at the
close of business on March 3, 1948, War-
ren Petroleum Corporation and Gulf Oil
Corporation owned 316,203 shares of the
322,000 outstanding shares of common
stock of Devonian Oil Company, the ap-
plicant; (2) these shares that have been
acquired by Warren Petroleum Corpora-
tion and Gulf Oil Corporation were pur-
chased on March 2 and 3, 1948 at $65.00
per share; (3) this price is in excess of
the prices at which these shares have re-
cently been traded on the Pittsburgh
Stock Exchange; (4) the price of $65.00
per share is being offered by Warren
Petroleum Corporation and Gulf Oil Cor-
poration for the remaining outstanding
shares of applicant; (5) the only shares
remaining outstanding, except for 382
shares in escrow, are 5,415 shares owned
by approximately 95 stockholders; (6) it
is no longer desirable to have this security
registered and listed on the Pittsburgh
Stock Exchange because the Warren
Petroleum Corporation and Gulf Oil Cor-
poration own 316,203 shares of the out-
standing 322,000 shares of common stock;
and' (7) there are no provisions In the
constitution, by-laws or rules of the
Pittsburgh Stock Exchange relating to
the application for withdrawal of securi-
ties listed on this exchange.

Upon receipt of a request, prior to
April 8, 1948, from any Interested per-
son for a hearing in regard to terms
to be imposed upon the delisting of this
security, the Commission will determine
whether to set the matter down for hear-
ing. Such request should state briefly
the nature of the interest of the per-

son requesting the hearing and the p3-
sitlon he proposes to take at the hear-
Ing with respect to imposition of terms
or conditions. In addition, any inter-
ested person may submit his views or
any additional facts bearing on this ap-
plication by means of a letter addressed
to the Secretary of the Securities and
Exchange Commission, Washington,
D. C. If no one requests a hearing on
this matter, this application may be de-
termined by order of the Commission
on the basis of the facts stated in the
application, and other Information con-
tained In the official file of the Commis-
son pertaining to this matter.

By the Commison.
[SEAL] IELuYE A. THoESEI,

Asszstant to the Secretary.
[F. R. Doc. 48-2803; Filed. Liar. 30. 1948;

8:53 a. m.]

IFSe No. 31-5501
CHEICAL B.mm & TnuST Co.

OaDER GRANTING APPLICATION
At a regular session of the Securities

and Exchange Commission, held at its
office In the city of Washington, D. C., on
the 23d day of March A. D. 1948.

The Comission having entered an
order on December 24, 1947, approving,
pursuant to section 11 (e) of the Public
Utility Holding Company Act of 1935, a
plan ("Alternate Plan") for the reor-
ganization of Interstate Fower Company
("Interstate") a registered holding
company (Holding Company Act Release
No. 7955, File No. 54-130) and said alter-
nate plan providing, among other things,
for (1) the Issue and sale by Interstate
of so many shares, not exceeding 1,509,--
000 shares, of Its new common stock as
may be required to provide Interstate
with $3,635,500, being an amount suffi-
cient, when added to the $20,000,000
principal amount of new bonds and
$5,000,000 principal amount of new de-
bentures to be Issued and sold under
saio alternatplan, to enable Interstate
to" retire Its presently outstanding first
mortgage bonds and reimburse its treas-
uty for new construction expenditures,
and (2) the deposit in escrow with Chem-
ical Bank & Trust Company ("Chemi-
cal"), as Escrow Agent, of the entire
balance of said 1,500,000 new common
shares remaining unsold, for the benefit
of the holders of Interstate's presently
outstanding 6% debentures, 6% demand
note, and preferred stocks, and the is-
suance of escrow certificates to each of
such security holders evidencing their
contingent interest in such escrowed new
common stock; voting privileges in re-
spect of such escrowed common stock to
be vested in Chemical, who will vote the
stock In the exclusive behalf, and in ac-
cordance with the express directions of,
the registered holders of Debenture Es-
crow Certificates:

The Commission having stated in the
margin of Its supplemental findings and
opinion of. December 24, 1947 as follows:

The acquisition by the Escrow Agent of
cres of the nev, common stocl of Inter-
stato ml3ht bring It within the tcchnical
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definition -of a holding company contained
in section 2 (a) (7) (A) of the act. If so,
it appears under the circumstances of this
case that the escrow agent upon proper ap-
plication to the Commission would-be en-
titled to an order declaring it not to be a
holding company under the standards speci-
fied in section 2 (a) (7).,

Chemical having filed an application
pursuantto section 2 (a) (7) of the act
for an order declaring it not to be a
holding company in the event that upon
consummation of said alternate plan
there Is deposited in escrow with Chem-
ical 10% or more of the outstanding new
common stock of Interstate;

The Commission having considered
said application, and deeming it noither
necessary nor appropriate in the public
Interest or for the protection of investors
or consumers that the applicant be sub-
Ject to the obligations, duties, and liabil-
ities imposed by the, act upon holding
companies, in the event that It acquires,
as Escrow Agent; more than 10% of the
outstanding new common stock of.Inter-
state;

It is ordered, Pursuant to section 20(a)
(7) of the act that the application herein,
on the premises set forth above, be, and
the same hereby is, granted.

By the Commission.

[SEAL] ORVAL L. DuBois,
Secretary.

[F. R. Doe. 48-2800; Filed, Mar. 30, 1948;
8:48 a. m.]

[File No. 54-1301

INTERSTATE'POWER CO. AND OGDEN CORP.

SUPPLEMIENTAL ORDER PERMITTING AMENDED
DECLARATION TO BECOME EFFECTIVE -

At a regular session-of the Securities
and Exchange Commission, held at its
office in the city of Washington, D. C.,
on the 23d day of March A. D. 1948.

The Cormmission having entered an
order on December 24, 1947 (Holding
Company Act Release No. 7955) approv-
ing, pursuant to section 11 (e) of the
Public Utility Holding CRmpany At of
1935, a plan of reorganization ("al-
ternate plan") of Interstate Power Com-
pany ("Interstate"), such plan providing,
among other things, for the following
transactions:

(1) The Issue and sale by Interstate
of $20,000,000 principal amount of first
mortgage bonds, __%, Series, due 1978;

(li) The issue and sale by Interstate
of $5,000,000 principal amount of deben-
tures, __% Series, due 1968;

(li) The issue and sale by Interstate
of so many shares of its new common
stock with a par value of $3.50 per share,
not exceeding 1,500,900 shares, as may be
required to provide Interstate with $3,-
635,500 (or, if said amount of $3,635,500
shall not be exactly divisible by the yet
price per share, then the least greater
amount that shall be exactly so divisible)
and

The District Court of the United States
for the District of Delaware having en-
tered an order on January 7, 1948, ap-
proving said alternate plan, subject to
the terms and conditions of the Corn-

mission's order of December 24, 1947;
and.

The Commission's order of December
24, 1947 having contained a reservation
of Jurisdiction to consider the following
matter, among others:

(b) The prices and spreads pertaining to
the proposed sale of new First Mortgage
Bonds, new debentures, and shares of new
common stock * * *"

and
Interstate having filed with the Com-

mission an amendment to its declaration
relating to the proposed sale of said se-
curities, said amendment stating, among
other things, that on March 23, 1948.
Interstate executed and delivered to
Smith, Barney & Co., subject to the Com-
mission's approval thereof, agreements
relating to the proposed sales by Inter-
state of said new first mortgage bonds,
new debentures, and shares of new com-
mon stock, said agreements setting forth,
among other things, the following In-
formation concerning said proposed
sales:

Per- Per.

cent cent
First mortgage bondls. 334101.72 0"2.72 1. 3.655Debentures .......... 43 9.00100.00 1.00 4.830
Common stock (555,-

039 shares) ----------....... 6. 7. .80 ---

55 73 10

Sid amendment further- proposing
certain changes in the indenture relat-ing to Interstate's debentures whereby,
among Other things, the unsecured de-
bentures prevously proposed under the
alternate plan will be changed to se-.
cured debentures secured by a lien on
Interstate's property junior to the nten
of Interstate's proposed new first mort-
gage'bonds; and-A pubic m r hing he this day been
,held to consider these matters, and no-
tice having been given in acc~ldarewith the provisions of our order of Feb-
ruary 12, 1948, at wich all interested
persons were granted an opportunity tobe heard, and the Commiss n having
considered the record byerem; and

It appearng that the issuance and
sale of Interstate's new common stock
at the price proptsed to be paid to Inter-
state will effectuate a plan wich will be
fair and equitable to the persons affected:

It r ordered, That Interstate's declara-
tion, as amended, In respect of the pro-
posed sales of new first mortgage bonds,new debentures; and shares of new com-
mon stock be, and the same hereby is,
permitted to become effective forthwith,
and that jurisdiction heretofore reserved
with respect to the fees of counsel for theunderwriters in connection with said
sales be, and hereby is, released.

It ts ourther ordered, That jurisdiction
with respect to the terms and conditions
contained In the indenture securing In-
terstate's new Secured Debenture be,
and Is hereby, released.

It ts further ordered, That the reser-

vations of jurisdiction, not heretofore

released, with respect to all the other
matters set forth In the Commission's
order of December 24, 1947, be continued,

By the Commission.
[SEAL] ORVAL L, DuBois,,

Secretary,
[F. R. Doe. 48-2004: Filed, Mar. 80, 1040;

8:52 a. m.]

[File No. 70-1331]
AIIERICAN POWER &.LIGHIT CO. ET AL.

ORDER RELEASING JURISDICTION OVER
PAYMENT OF CERTAIN LEGAL FEES

At a regular session of the Securities
and-Exchange Commission, held at its
office In the city of Washington, D. C., on
the 23d day of March A. D. 1948.

In the matter of American Power &
Light Company Pacific Power & Light
Company, and Northwestern Electric
Company; File No. 70-1331.

The Commission having by order dated
April 24, 1947 granted certain amended
applications and permitted to become
effective certain amended declarations
filed by American Power & Light Com-
pany ("American") a registered holding
company subsidiary of Electric Bond and
Share Company, also a registered holding
company, and Pacific Power & Light
Company ("Pacific") and Northwestern
Electric Company ("Northwestern"),
electric utility subsidiaries of American
regarding (a) certain capital contribu-
tions by American to Northwestern and
Pacific; (b) the merger of Northwestern
into and with Pacific; (c) the retirement
of the then outstanding" preferred stocks
of Northwestern and Pacific through the
Issuance in exchange therefor by Pacific,
as the surviving corporation, of new pre-
ferred stock and by specified cash pay-
ments; and (d) the issuaiiee by Pacific,
as the surviving corporation, of new
common stock to American in exchange
for the common stocks of Northwestern
and Pacific held by American; and

Said order of April 24, 1947, having
contained a reservation of jurisdiction
over the paymentJby Pacific, as the sur-
viving corporation, of fees proposed to
be paid the law firm of DaviS, Polk,
Wardwell, Sunderland & Kiendl for serv-
ices In connection with the proposed
transactions; said law firm having sub-
mitted additional evidence with respect
to the services rendered In these pro-
ceedings; and said law firm and Pacific
having agreed upon the payment of a
fee of $7,500, subject to this Commis-
sion's order* and

The Commission having examined
said additional evidence and finding that
the proposed payment of a fee to the firm
of Davig, Polk, Wardwell, Sunderland &
Kiendl in the amount of $7,500 is not un-
reasonable and finding it is appropriate
In the public interest to release jurisdic-
tion over the payment of such fee:

It is ordered, That Jurisdiction here-
tofore reserved over the fees proposed
to be paid the law firm of Davis, Polk,
Wardwell, Sunderland & Klendl for serv-
ices rendered in connection with these
progeedings be, and the same hereby is,
released.
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It is further ordered, That said order
of April 24, 1947, is, except as herein ex-
pressly modified, continued in full force
and effect.

,By the Commssion.
[SEAL] ORvAL L. DuBois,

Secretary,
IF. R. Doc. 48-2806; Filed, Mar. 30, 1948;

8:53 a. m=1

[File Nos. 70-1689, 70-1733]

P uLIc SERvIcE.Co. oF NEW HALisin
AND NEw ENGLAND PUBLIC ERVICE CO.

ORDER GRANTING AND PERITTING APPLICA-
TION AND DECLARATION TO BECOEI
EEFECTIVE

At a regular session of the Securities
and Exchange Commission, held at Its
,office in the city of Washington, D. C., on
the 10th day of March A. D. 1948.

Public Service Company of New Hamp-
shire ("New Hampshire") a public util-
Ity subsidiary of New England Public
Service Company ('TEPSCO") a regis-
tered holding company, and a subsidiary
of Northern New England Company, also
a registered holding company, having
filed an application, and amendments
thereto, pursuant to section 6 (b) of the
Public Utility Holding Company Act of
1935, requesting an exemption from the
competitive bidding requirements of Rule
U-5O, with respect to the issuance and
sale of 199,627 shares of additional com-
mon stock, $10 par value, through the
medium of the issuance of subscription
warrants to holders of New Hampshire's

-outstanding common stock in accordance
with their preemptive rights and the sale
to underwriters of unsubscribed shares
of the new common stock; and

NEPSCO having filed an application
pursuant to Sections 9 and 10 of said act,
and a declaration pursuant to section 12
(d) of said act, requesting permission, if
necessary, to acquire the subscription
warrants for said stock to which it will be
entitled by vitue of its preemptive
rights as a stockholder of New Hamp-
shire and to sell them to underwriters
during the subscription period; and

Northern New England Company hav-
Ing requested approval, if necessary, with
respect to its acquisition of subscription
warrants for said common stock to which
Northern New England Company will be
entitled by virtue of its preemptive
rights as a stockholder of New Hamp-
shire, and the sale of such warrants to
underwriters during the subscription
period; and

A public hearing having been held
after appropriate notice, briefs and a
reply brief having been filed, and the
Commission having made an independ-
ent review of the record and having this
day issued its findings and opinion
herein;

It is ordered, On the basis of said find-
ings and opinion, that said applications
and declaration as amended, and the re-
quest of Northern New England Com-
pany, be and the same are hereby
granted and, permitted to become effec-
tive, subject, however, to the terms and
conditions prescribed in Rule U-24 and

to the further condition that Jurisdic-
tion be reserved with respect to the price
to be paid for the stock and the subscrip-
tion warrants, underwriters' commis-
sions and the allocation thereof, and all
fees and expenses relating to the said
issue and sale of additional common
stock and subscription warrants; and

It is further ordered, That the pro-
posed Issue and sale by New Hampshire
of additional shares of common stock be
and they are hereby exempted from the
provisions of Rule U-50.

By the Commission.
[SEAL] ORVAL L. DuBois,

Secretary.
[F. I. Doc. 48-2808; Filed, Uar. 30, 1948;

8:53 a. m.]

[File No. 70-17211
ILIols PowER Co.

ORDER RELEASING JURISDICTIOZ WrMr
RESPECT TO FEES ArD EXPENSES

At a regular session of the Securities
and Exchange Commisson held at Its
office In the city of Washington, D. C. on
the 23d day of March 1948.

The Commission having, by order dated
February 9, 1948, permitted to become
effective a declaration, as amended, filed
by Illinois Power Company ("Illinois")
a registered holding company and a pub-
lic utility company, pursuant to sections
6 (a) and 7 of the Public Utility Holding.
Company Act of 1935, regarding the Is-
suance and sale by Illinois, pursuant to
the competitive bidding requirements of
Rule U-5O, of $15,000,000 principal
amount of First Mortgage Bonds 3V%
Series, due 1978, and~said order having
provided, among other things, that juris-
diction be reserved with respect to the
payment of legal and auditors' fees and
expenses in connection with said trans-
action; and

-The Commission having by order dated
February 17, 1948, released jurisdiction
with respect to the matters to be deter-
mined as a result of competitive bidding
for said new bonds, jurisdiction having
been continued with respect to the said
fees and expenses; and

Statements and affidavits having been
furnished the Commission regarding the
nature and extent of services rendered
for which fees and expenses are re-
quested as follows-

Pam,Ucrd& llebwaan~eu
for linob ................. $5,CC'3 $0.5

Bell, Boyd & Marshnll, ounl a I,(.3 '319.01
forsuc .ssful biddcr ............. [ia

PrIceWaterhousa & Co..audhira'
scrvk ................... 7. wo 1.RL33

To b3 paid by sumc--ul biddcr.
3 To b paid by Illinois In connUtbn %Tlih "I= rky

matters.

It appearing to the Commission. after
due consideration, that, under the cIr.-
cunstances of this matter, such fees arld
expenses are not unreasonable and Jurls-
diction should be released with respect
thereto:

It is ordered, That the jurisdiction
heretofore reserved In the orders of Feb-
ruary 9, 1948 and February 17,1948, with
respect to the payment of legal and au-
ditors' fees and expenses n this matter,
be. and the same hereby s, released.

By the Commission.
[SxI] OavAL L. DuBois,

Secretary.
IF. I. Doc. 48-2807; Filed. Uar. 30, 1943;

8:53 a. ml

[File lo.70-17371

WESr PErT POVR= Co. AnD WEST PxIir
ELECTRIc Co.

SUPPLE=TAL ODER GRAI"TG AID P-
ITTING JOINT APPLICATIOIN-DECLAATIO:

TO rECIo= EMCTIVE

At a regular session of the Securities
and Exchange Commission, held at its
office n the city of Washington, D. C., on
the 23d day of March A. D. 1948.

The West Penn Electric Company
("West Penn Electric"). a registered
holding company, and West Penn Power
Company ("West Penn Power"), a di-
rect subsidiary of West Penn Electric.
having filed a joint application-declara-
tion with the Commission pursuant to
the Public Utility Holding Company Act
of 1935 regarding, among other things:
(a) The issuance and sale by West Penn
Power, at competitive bidding pursuant
to Rule U-S0, of $12,000,000 principal
amount of first mortgage bonds and
50.000 shares of preferred stock, par
value $100 per share, the price to West
Penn Power for such securities, the in-
terest rate on the bonds, the dividend
rate on the preferred stock, and the
compensation to the successful bidders
for underwriting the preferred stock all
to be determined at competitive bidding;
and (b) the Issuance and sale by Wes
Penn Power to West Penn Electric and
the acquisition by West Penn Electric,
subject to the preemptive rights of the
public holders of a portion of the out-
standing common stock of West Penn
Power to purchase approximately 5.41%,
of new common stock, of additional
shares of Its common stock without nom-
inal or par value in an amount suffl-
clent to generate cash of approximately
$2,500,000, the subscription price for this
new common stock to be set by West
Penn Power after the results of competi-
tive bidding for Its bonds and preferred
stock have been ascertained;

The Commission having by order, en-
tered herein under the date of March 15,
1948, granted and permitted effectiveness
to the Joint application-declaration, as
amended, subject, among other things,
to the condition that the proposed issu-
ance and sale of these securities should
not be consummated until the results of
competitive bidding had been made a
matter of record in this proceeding and
a further order entered by the Commis-
sloa in the light of the record so com-
pleted;

West Penn Power and West Penn Elec-
tric having filed an amendment to the
joint application-declai'atlon setting
forth the action taken to comply with.
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the requirements of Rule U-50 and stat-
ing that pursuant to the invitation for
competitive bids, the following bids were
received:

BOND BIDS

Costof
money

Bidder t Price to the
rate "com-

pany

Percent Percent
Halsey, Stuart & Co., Tc... 3 100.719 2.9636
Kidder, Peabody & Co 3 100.63 2. M1
Lehman Brothers-------------3 100. 5799 2.9700
The First Boston Co1p.... 3 100.599 2.9716
W. 0. Langley & Co . 100.50 2. 9746

PREFERRED STOCK BIDS

Bidder - . 8

Pd. I Pd.
The First Boston Corp - 4.2 101.205 2.69 4.26 5
Kidder Peabody & Co -.. 4.3 10L20 1.644.30
W. 0. Langley & Co.... 4.3 10117 1.904.3316
Smith, Barney & Co -------- 4.3101.15 1.89 4.332M
Lehman Brothers ---------- 4. 3 101 125 2.0014.3379

COMBINATION BIDS-

Inter- Cost of
est on money

Bidder divi- Thee to the
dend corn-
rate pany I

'Per- Per-
cent cent

The First Boston Corp..
Bonds ---------------------- 3 100.626 2.9653
Preferred stock ------------ 4.3 '103.614 4.2563

Kidder, Peabody & Co..
Bends ---------------------- 3 100.78 2.9605
Preferred stock ------------ 4.3 '101.20 4.3100

W. 0. Langley & Co..
Bonds -------------------- 3 100. 70 2. 9-4
Preferred stock ------------.. . 4.3 .101.17 4.3316

Lehman Brothers:
Bonds ---------------------- 3 100.7799 2.9505
Preferred stock ------------ 4.8 5101.125 4.3599

I Cost of money to cdmpany reflects deduction of-
comjxnatlon.

2Compensation $2.60 per share.
'Compensation $1.64 per share.
'Compensation $1.90 per share.3Compensation $2.60 per share.

It further appearing that West Penn
Power has accepted the bond bid of Hal-
sey, Stuart & Co., Inc.,- and the pre-
ferred stock bid of The First Boston Cor-
poration; that the bonds are to be resold
to the public at 101.19% of the principal
amount thereof, plus accrued interest

,from March 1, 1948, representing .a
spread to the underwriters of .471% on
said bonds; that the preferred stock is
to be sold to the public at the bid price
plus accrued dividends from March 1,
1948 and that the commission to the suc-
cessful bidders for underwriting this
stock is $2.65 per share; and that the
subscription price for the new common
stock Is to be $25.00 per share which
represents a discount from the current
market of approximately $3.00 per share;

The record also having been com-
pleted with respect to fees and expenses
to be paid by West Penn Power and West
Penn Electric in connection with the pro-
posed transactions and the fees and ex-
penses to be borne by the successful bid-

ders, among these fees being fees to be
borne by West Penn Power payable to
Sullivan & Cromwell, New York, New
York, In the aggregate amount of $19,500;
to Steptoe & Johnson, Clarksburg, West
Virginia, of $750; and to Barnes, Dechert,
Price, Smith & Clark, Philadelphia, Penn-
sylvania, of $1,000; fees to be borne by
West Penn Electric payable to Sullivan &
Cromwell, $500; and to Francis J. Carey,
Esquire, Baltimore, Maryland, $500; and
fees of counsel for the successful bidders,
Simpson Thacher & Bartlett, New York,
New York aggregating $12,500 of which
$7,500 Is applicable to the Bonds and
$5,000 applicable to the preferred stock;

It is ordered, That said joint-appli-
cation-declaration, as amende,'be and
the same hereby is, granted and permit-

-ted to become effective forthwith, sub-
3ect to the terms and conditions pre-
scribed by Rule U-24 and to tlfe further
condition that the reservation of juris-
diction with respect to the payment of
fees and expenses applicable to these
transactions, and heretofore reserved by
the Commission, be, and the same hereby
is released.

By the Comnission.
[SEAL] ORvAL L. DuBoIs,

SecretarY.
[F. R. Doc. 48-2801; Filed, Mar. 30, 1948;

8:48 a. m.]

[File No. 70-1740]

CITIEs SERVicE Co.

'ORDER PERMITTING DECLARATION TO BECOME
" EFFECTIVE

At a regular session of the Securities
and Exchange Commission held at Its
office in the city of Washington, D. C. on
the 24th day of-March A. D. 1948.

Cities Service Conpany ("Cities") a
registered holding company, having filed
a. declaration and amendments thereto
pursuant to section 12 (d) of the Public
Utility Holding Company Act of 1935 and
Rules U-44 and U-50 promulgated there-
under regarding the sale of its entire
holdings of common stock of Public Serv-
ice Company of New Mexicy -("Public
Service") consisting of 339639 shares
and representing 64.7% of the total
shares of common stock outstanding,
pursuant to'the competitive bidding re-
quirements of Rule U-5O, and the appli-
cation of the.net proceeds of the sale to-
ward the -retirement of its outstanding
5% Debentures at the redemption prices
thereof; and

Said declaration having been filed on
February 9, 1948, and the last amend-
ment thereto having been filed on March
23, 1948, and notice of said filing having
been given in the form and manner pre-
scribed by Rule U-23 promulgated pur-
guant to said act, and thl Commission
not having received a request for hear-
ing with respect to said declaration with-
in the period specified In said notice, and
Iiot having ordered a hearing thereon;
and

The Commission finding with respect*
to said declaration, as-amended, that the

proposed sale will comply with the order
dated October 12, 1944 requiring Cities
to dispose of its interests in the constit-
uent companies which were merged to
form Public Servide, that there Is no basis
for adverse findings -under the applicable
provisions of the act and rules there-
under, and deeming It appropriate in the
public Interest and in the interest of in-
vestors and consumers that said declara-
tion, as, amended, be permitted to be-
come effective, and further deeming it
appropriate to grant the request of the
declarant that the order entered herein
become effective.forthwith; and

Cities having requested that the Com-
mission's order herein conform to the
requirements of section 373 (a), and con-
tain the recitals, specifications and item-
izations required by section 1808 (f) of
the Internal Revenue Code, as amended:

It is ordered, Pursuant to Rule UJ-23
and the applicable provisions of the
Public Utility Holding Company Act of
1935, that the said declaration, as
amended, be, and hereby is, permitted
to become effective forthwith subject to
the terms and conditions prescribed in
Rule U1-24 and subject to the further
condition that the proposed sale by Cities
of its holdings of common stock of Pub-
lic Service Company of New Mexico shall
not be consummated until the results of
compettive bidding shall have been made
a matter of record in this proceeding and
a further order shall have been, entered
by this Commission in the light of the
record so completed, which order may
contain such further terms and condi-
tibns as may then be deemed appropriate.

It is lurther ordered, That Jurisdiction
be, and herebyis, reserved over the pay-
ment of all fees and expenses to be in-
curred in connection with the proposed
transactions.

It is further ordered and recited, And
the Commission finds that the sale by
Cities Service Company of 339,639 shares
of common stock of the par value of $7
per share of Public Sqrvlce Company of
New Mexico is necessary or appropriate
to effectuate the provisions of section 11
(b) of the Public Utility Holding Com-
pany Act of 1935.

By the Commission.
[SEAL] ORVAL L. DuBois,

Secretary.
[F. R. Doc. 48-2799; Flied, Mar. 90, 1048;

8:48 a. m.)

[File No. 70-17431
MIDDLE WEST CORP. AND MIDDLE WEST

'UTILITIES CO. OF CANADA LILITED

ORDER GRANTING APPLICATION AND PERMIlT-
TING DECLARATION TO BECOME EFFEC-
TIVE
At a regular session of the Securities

and Exchange Commission held at Its
office In th-e city of Washington, D. C., on
the 23d day of March A. D, 1948,

The Middle West Corporation ("Mid-
dle West"), a registered holding com-
pany, and Its subsidiary, Middle West
Utilities Company of Canada Limited
("Utilities-Limited"), having filed a
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joint application-declaration, and an
amendment thereto, with this Commis-
sion pursuant to the Public Utility Hold-
mg Company Act of 1935 ("act") re-
garding the following-proposed transac-
tions:

The application-declaration states
that Utilities-Limited, a holding com-
pany organized under the laws of the
Dominion of Canada and heretofore
granted exemption from the provisions
of the act which would requireit to reg-
ister as a holding company and from
certain provisions of the act applicable
to it as a subsidiary of Middle West (see
basic exemption order, Holding Company
Act Release No. 1554) has changed and
reclassified its authorized capital stock
by Supplementary Letters Patent, dated
January 12, 1948, from 56,600 shares of
$7 cumulative preference stock, $100 par
value per share, and 500,000 shares of
common stock without par value to 438,-
730 shares of common stock without par
value.

Middle West, as the owner of all of the
outstanding stock of Utilities-Limited,
consisting of 6,600 shares of the prefer-
ence stock and 392,010 shares of-the com-
mon stock representing paid-up capital
of $3,796,080, proposes to surrender such
stock to Utilities-Limited in exchange for
330,740 shares of common stock of
Utilities-Limited having a stated value of
$3,796,080 which, after consummation of
the proposed transaction, will constitute
all of the issued and outstanding capital
stock of Utilities-Limited; and

Said application-declaration having
been filed on February 10, 1948 and no-
tice of filing having been duly given in
the form and manner prescribed by Rule
U-23 under said act, and the Comms-
sion not having received a request for
hearing with respect to said application-
declaration within the period specified in
said notice, or otherwise, and not having
ordered a hearing thereon; and

Applicants-declarants having requested
that the Commission's order granting and
permitting to become effective said ap-
plication-declaration become effective
forthwith upon issuance; and

The Commission finding with respect
to said application-declaration, as
amended, that the applicable -provisions
of the act and rules and regulations and
orders thereunder have been satisfied and
that there is no basis for adverse findings
and deeming it appropriate in the public
interest and in the interest of investors
and consumers to grant and permit to be-
come effective said application-declara-
tion and to grant the request of the ap-
plicants-declarants:

It ts ordered, Pursuant to Rule U-23
and the applicable provisions of the act
and subject to the terms and conditions
prescribed in Rule U-24, that said appli-
cation-declaration, as amended, be, and
hereby is, granted and permitted to be-
come effective forthwith.

By the Commi sion.
[SEAL] OvAL L. DuBois,

Secretary.
fF. R. Doe. 48-2802; Filed, Mar. 30, 1948;

8:48 a. m.]

FEDERAL REGISTER

[File No. 70-17441
K ASAS GAS Arm ELECrnIC Co.

SuPPLEis ORTAL osEZ RILEASnMG 'JU -DIC-
T1011 ANlD GRAZITIEW AIM PEUITUMnin
APPLICATION - DECLAMATION TO BECO=fl
RITFECTIZVE

At a regular session of the Securities
and Exchange Commission, held In Its
office In the city of Washington, D. C.,
on the 23d day of March A. D. 1948.

Kansas Gas and Electric Company
('Knsas") an electric subsidiary of
American P6wer & Light Company. a
registered holding company subsidiary
of Electric Bond and Share Company,
also a registered holding company, hav-
ing fled an application-declaration, and
amendments thereto, pursuant to sec-
tions 6 (a) and 7 of the Public Utility
Holding Company Act of 1935. and Rule
U-50 thereunder, regarding the Issue and
sale at competitive bidding of $5.000,00D
principal amount of Its First Mortgage
Bonds, -- % Series, due 1978 ("Bonds"),
and

The Commission having by order
dated March 10, 1948. granted and per-
mitted to become effective said applica-
tion-declaration, as amended, subject to
the condition that the proposed Issue and
sale of said Bonds not be consummated
until the results of competitive bidding,
pursuant to Rule U-5O, had been made a
matter of record in this proceeding, and
a further order entered by the Commis-
sion in light of the record as so com-
pleted and subject to a further reserva-
tion of jurisdiction with respect to the
payment of all fees and expenses In con-
nection with the proposed transactions;
and

Kansas having filed a further amend-
ment to its application-declaration set-
ting forth the action taken to comply
with the requirements of Rule U-5O and
stating that pursuant to an invitation
for competitive bids, seven bids for said
Bonds by seven groups of underwriters
headed by the firms set forth below were
received:

C 'Price t to
Underwittlg group P mn r t-iMo

rpato

Hatls, Stuart & Co., Inc.... 3% 11W.71, 3. U73
Mmf-Lynch, Pi=c, Fe'.ner & Bcani................ 3 4 3. 1 91

Iiman rtpler .......... 3' , 19.1M 3.11Q

VW. C. Langloy & Co ...... 3" 102.1-0 3. 1153
Ih & Co.. Ic......... 0, 100.07 3.121,
Samo nBros.&Hutzitr.. & 3 1W2.0i 7 3-.152

Said amendment to the application-
declaration having contained the state-
ment that Kansas has accepted the bid
of the group headed by Halsey, Stuart &
Co., Inc.. as set out above, and that the
bonds will be offered for sate to the pub-
lic at a price of 101.25% of the prin-
cipal amount thereof resulting in an
underwriters' spread of 0.53% per unit
or a total underwriters' spread of $26,505;
and

The Commission finding that the pro-
posed payment of counsel fees In the
amount of $6,000 to Reld & Priest, New
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York counsel for Kansas, $5.000 to Cald-
well, Downing, Noble & Garrity, local
counsel for Kansas, and $6,000 to Le-
Boauf & Lamb. counsel for the success-
ful bidders for said bonds, whose fee is
to be paid by the successful bidder, are
not unreasonable; and

The Commission having examined said
amendment and having considered the
record herein and finding no reason for
Imposing terms and conditions with re-
spect to said matters:

It is ordered, That Jurisdiction hereto-
fore reserved with respect to the mat-
ters to be determined as a result of com-
petitive bidding for said bonds under
Rule U-50 be, and- the same hereby is,
released and that the amendment fled
on March 25, 1948, to the application-
declaration be, and the same hereby is,
granted and permitted to become effec-
tive, forthwith, subject, however, to the
terms -and conditions prescribed in
Rule U-24.

It is further ordered, That jurisdic-
tion heretofore reserved with-respect to
fees and expenses of counsel in connec-
tion with the Issue and sale of said bonds,
including fees payable to counsel for the
successful bidder, be, and the same
hereby is, released.

By the Commission.
ESML] OnvAL T. DuBois,

Secretary.
iP. R. Doc. 48-23 3; Filed, Mar. 3D, 1943;

8:52 a. m.]

[File No. 70-17621
Qu= Boiou H GAs AND ErEcTrc Co.

o0,0E1 PrMll ;o DECLARATION TO rZCo0Z
EFCTIVE

At a regular session of the Securities
and Exchange Commission, held at its
office in the city of Washington, D. C.,
on the 23d day of March 1948.

Queens Borough Gas and Electric
Company, a subsidiary of Long Island
Lighting Company, a registered holding
company, having filed a declaration, as
amended, pursuant to sections 6 and 7
of the Public Utility Holding Company
Act of 1935 ("act") with respect to the
following transaction:

Declarant proposes to Issue and sell
for cash at principal amount to the
Bank of the Manhattan Company an
unsecured promissory note in the prin-
cipal amount of $300,000 which will bear
literest at the rate of 2,4% per annum
and mature November 26, 1948. The
proceeds of the sale of the note are to
be used to pay a note in the same prin-
cipal amount due March 24, 1948 and
held by the Bank of the Manhattan Com-
pany.

Such declaration, as amended, having
been duly filed, and notice of said filing
having been duly given In the form and
manner prescribed by Rule U-23 pro-
mulgated pursuant to said act, and the
Commission not having received a re-
quest for hearing with respect to said
declaration, as amended, within the pe-
rod specified In said notice, or ofhervise,
and not having ordered a hearing
thereon; and
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The Commitsion finding that no ad-
verse findings are necessary with respect
to the declaratioil, as amended, and
deeming it appropriate in the public in-
terest and in the interests of investors
and consumers that-saiddeclaration, as
amended, be permitted to become effec-
tive, and deeming it appropriate to grant
the request of declarant that the order
become effective at the earliest date pos-
sible:

It is hereby ordered, Pursuant to Rule
U-23 and the applicable provisions of the
act and subject to the terms and condi-
tions prescribed in Rule U-24, that the
declaration, as amended, be, and the
same hereby is, permitted to become
effective forthwith.

By the Commission.
[SEAL] OnvAL L. DuBois,

Secretary.
[P. R. Doe. 48-2803; Filed, Mar. 30, 1948;

8:49 a. m.]

DEPARTMENT OF JUSTICE
Office of Alien Property

AuTHoRrry: 40 Stat. 411, 55 Stat. 839, Pub.
Laws 322, 671, 79th Cong., 60 Stat. 50, 925; 50
U. S. C. and Supp. App. 1, 616; E. 0. 9193,
July 6, 1042, 3 CFR, Cum. Supp., E. 0. 9567,
June 8, 1945, 3 CPB, 1945 Supp., E:'O. 9788,
Oct. 14, 1946, 11 F. R. 11981.

[Vesting Order 108551

GISELA WOLF
In re:, Stocks, bonds, scrip certificate

and bank account owned by Gisela Wolf.
F-28-6217-A-1, F-28-6217-D--1, F-28-
6217-E-1-.

Under the authority of the Trading
With the Enemy Act, as amended, Execu-
tive Order 9193, as amended, and Execu-
tive Order 9788, and pursuant to law,
after investigation, it is hereby found:

1. That Gisela Wolf, whose last known
address Is Bergstrasse 59, Heidelberg,
Germany, is a resident of Germany and
a national of a designated enemy country
(Germany)

2. That the property described as fol-
lows:

a. Those certain shares of stock de-
scribed in Exhibit A, attached hereto and
by reference made a part hereof, pres-
ently In the custody of The National City
Bank of New York, 55 Wall Street, New
York, New York, together with all de-
clared and unpaid dividends thereon,

b. One (1) The New York, New Haven
& Hartford Railroad Company first and
refunding mortgage 4% bond, Seiies A,
due July .1, 2007, of $1000 face value,
bearing number 62581, issued in the name
of bearer and presently in the custody
of The National City Bank of New York,
55 Wall Street, New York, New York, to-
gether with all -rights thereunder-and
thereto,

c. One (1) bearer scrip certificate, of
5A1 face value and numbered 8558, for

The New York, New Haven & Hartford
Railroad Company first and refunding
mortgage 4% bonds, Series A, due July
1, 2007, presently in the custody of The
National City Bank of New York, 55 Wall
Street, New York, New York, together
with all rights thereunder and thereto,

kNOTICES

d. Two (2) Spokane International
Railway Company 1st mortgage 50 year
5% bonds, due July 1, 1955, of $1000 face
value each, bearing numbers 465 and 489,
issued in the name of bearer ant pres-
ently in the custody of The National City
Bank of New York, 55 Wall Street, New
York, New York, together with all rights
thereunder and thereto, including par-
ticularly but not limited to all rights
created thereunder by virtue of a plan
of reorganization of said Spokane Inter-
national Railway Company consum-
mated on October 1, 1941, and

e. That certain debt or other obliga-
tion owing to Gisela Wolf by The Na-
tional City Bank, 55 Wall Street, New
York, New York, arising out of a clean
credit deposit account entitled Mrs. Gi-
sela Wolf, and any and all rights to de-
mand, enforce and collect the same,
is property within the United States
owned or controlled by, payable or de-
liverable to, held on behalf of or on ac-
count of, or owing to, or which is evidence
of ownership or control by, the aforesaid
national of a designated enemy country
(Germany)
and it is hereby determined:

3. That to the extent that the person
named in subparagraph 1 hereof Is not
within a designated enemy country, the
national Interest of the United States re-
quires that such person be treated as a
national of a designated enemy country
(Germany)

All determinations and all action ro-
-quired by law, including appropriate con-
sultation and certification, having been
made and taken, and, it being deemed
necessary in the national interest,

There Is hereby vested in the Attorney
General of the United States the prop-
erty described above, to-be held, used,
administered, liquidated, sold or other-
wise dealt with In the Interest of and for
the benefit of the United States.

The terms "national" and "designated
enemy country" as used herein shall havo
the meanings prescribed In section 10 of
Executive Order 9193, as amended,

Executed at Washington, D. C., on
March 5, 1948.

For the Attorney General.
[SEAL] DAVID L. BAZnLON,

Assistant Attorney General,
Director Office of Allen Property.

ExiTirr A

Name and address and State of Description of stock Number rlateincorporation of Issuer of shares lento fcglileb
01 ~ No. registered

Chicago & Eastern Illinois Ry. Co., $100 par value common 4 05223 Mr8. al:ela Wolf (In
Chicago, 11., an Illinois corporation. stock- 60/100 CSIO I bearer form),

Tho Chesapeake & Ohio Ry. Co., Rich- $100 par value 311 percent 5 i979 Do.
mend, Va., a Virgima corporation. convertible preferred Q0/100 114

stock.
,25 par valuo common 4 451021 IDo,

stock. 30/100 1174
The New York, Chicago & St. Louis R. R. $1o par value common.... 340 823$n

Co., Cleveland, Ohio incorporatedunder 1/40 C0 89 (in bearer form).
the laws of Ohio, New York, Pennsyl-
vania, Indiana, and Illinois.

[F. R. Doc. 48-2860; Filed, Mar. 30, 1948; 8:57 a. in.]

[Vesting Order 10895]

NIKOLAUS CARL RIMBAC

In re: Estate of Nikolaus Carl Rim-
bach, deceased. 'File D-28-11051, E. T.
sec. 15489.

Under the authority of the Trading
With the Enemy Act, as amended, Execu-
tive Order 9193, as amended, and Execu-
tive Order 9788, and pursuant to law,
after investigation, it Is hereby found:

1. That Caspar Ludwig Carl Nolker,
Wilhelm Ernst Nofler, Heinrich Fried-
rich Nolker and Anna Krocker, nee
Krell, whose last known address Is Ger-
many, are residents of Germany and
nationals of a designated enemy coun-
try (Germany)

2. That the descendants, names un-
known, of Enna Nolker and of Elise
Krell, ho there is reasonable cause to
believe are residents of Germany, are
nationals of a designated enemy coun-
try (Germany)

3. That all right, title, interest and
claim of any kind or character vhatso-
ever of the persons Identified in sub-
paragraphs 1. and 2 hereof, and each of
them, in and to the estate of Nikolaus
Carl Rimbach, deceased, is property pay-,
able or deliverable to, or claimed by, the

aforesaid nationals of a designated
enemy country (Germany),

4. That such property is In thq process
of administration by Adolf Blnz, as ex-
ecutor, acting under the judicial super-
vision of the Probate Court of the County
of St. Louis, Missouri;
and it Is hereby determined:

5. That to the extent that the persons
named in subparagraph 1 hereof and
the descendants, names unknown, of
Anna Nolker and of Elise Krell, are not
within a designated enemy country the
national interest of the United States
requires that such persons be treated as
nationals of a designated enemy country
(Germany)

All determinations and all action ro-
quired by law, Including approprtito
consultation and certification, having
been made and taken, and, It being
deemed necessary In the national In-
terest,

There Is hereby vested in the Attorney
General of the United States the prop-
erty described above, to be held, used,
administered, liquidated, sold or other-
wise dealt with In the Interest of and for
the benefit of the United States,

The terms "national" and "designated
enemy country" as used herein shall haVo
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the meanings prescribed in section 10 of
Executive Orde 9193, as amended.

Executed at Washington, D. C., on
March 15, 1948.

For the Attorney General.
[SEAL] HAROLD I. BAYNTON,

Deputy Director
Office of Alien Property.

iF. R. Doe. 48-2861; Filed, Mar. 30, 1948;
8:57 a. in.]

[Vesting Order 10916]

ANNA BOHNET
In re: Estate of Anna Bohnet, de-

ceased. File No. D-28-4298, E. T. see.
7325.

Under the authority of the Trading
With the Enemy Act, as amended, Execu-
tive Order 9193, as amended, and Execu-
tive Order 9788, and pursuant to law,
after investigation, it is hereby found:

1. That Emilie Bieder, Louise Eberle,
Christine Birk, Karl Bohnet, Emil Bob-
net, Werner Gustav Bohnet, Johannes
Bohnet, Anna Bohnet, Ernest Meldele
Anna Meidele, Barbara Miller, Karl Leo-
pold, Gottlob Leopold and Katherine
Woessmer, whose last known address is
Germany, are residents of Germany and
nationals of a designated enemy country
(Germany)

2. That all right, title, interest and
claim of any kind or chara-er whatso-
ever of ,the persons named in subpara-
graph 1 hereof in and to the estate of
Anna Bohnet, deceased, is property pay-
able or deliverable to, or claimed by, the
aforesaid nationals of a designated en-
emy country (Germany)

3. That such property is in the process
of admnmstration by Florence Tuccia-
rone, as Executrix, acting under the judi-
cial supervision of the Surrogate's Court
of Kings County, New York;
and it is hereby determined:

4. That to the extent that the persons
named in subparagraph 1 hereof are
not within a designated enemy country,
the national interest of the United States
requires that such persons be treated as
nationals of a designated enemy coun-
try (Germany)

All determinations and all action re-
quired by law, including appropriate
consultation and certification, having
been made and taken, and, it being
deemed necessary in the national in-
terest,

There is hereby vested in the Attorney
General of the United States the property
described above, to be held, used, admin-
istered, liquidated, sold or otherwise dealt
with in the interest of and for the benefit
of the United-States.

The terms "national" and "designated
enemy country" as used herein shall have
the meanings prescribed in section 10 of
Executive-Order 9193, as amended.

Executed at Washington, D. C., on
March 19, 1948.

For the Attorney General.
[SEAL] HAROLD I. BAYNTON,

0 Deputy Director
Office of Alien Property.

[P. R. Doe. 48-2862; Fied, Mar. 30, 1948;
8:57 a. in.]

FEDERAL REGISTER

[Raturn Order 1001

BIsHop NATIONAL Bim or HAWAII

Having considered the claim set forth
below and having issued a Determination
allowing the claim, which Is incorporated
by reference herein and filed herewith,
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It fs ordcied, That the claimed prop-
erty, described below and in the determi-
nation, ba returned, subject to any in-
crease or decrease resulting from the ad-
ministration thereof prior to return, and
after adequate provision for taxes and
conservatory expenses:

Claimant and cbim No. M uMlfIt _ ___

Bishop Nationod Bank of Hawaii at Feb. 17, 1913
Honolulu . HnolultuT.H. Claim F. n7ZJ).o . Gill.

Appropriate documents and papers ef-
fectuating this order will issue.

Executed at Washington, D. C., on
March 24, 1948.

For the Attorney General.

[SEAL] HAROLD I" B.%Yzo:r,
Deputy Director,

Office of Alien PrOperty.
[F. R. Doe. 48-2863: Filed, Mar. 30, 1948:

8:57 a. m.)

[Vesting Order 109311

ARGARE C. Tuo=s ET AL.

In re: Margaret C.Thome, individually.
and as substituted trustee, vs. Magdalena
Thiel et als. File D-28-12015; E. T. see.
16222.

Under the authority of the Trading
With the Enemy Act, as amended, Execu-
tive Order 9193, as amended, and Exec-
utive Order 9788, and pursuant to law,
after Investigation, it is hereby found:

1. That Magdalena Thiel, Margarethe
Lambert, Albert Leist, Alois Lest, Jakob
Leist, Reinhold Lelst, Maria Hans,
Johann Lelst' Berta Leist, Will Leist,
Josef Leist, Maria Recktenwald. Fried-
erick Leist, Johanna Lelst, Jakob Lelst,
Ida Eckert, Maria Engel, Barbara
Schmidt, Theodore Leist, Berta Klein,
Johanna Kramer, Emma Kreuz, Elsa-
beth Thurnes, Mrs. John Gard, whose last
known address is Germany, are residents
of Germany and nationals of a designated
enemy country (Germany),

2. That the heirs, names unknown, of
Elisabeth Thurnes, Jakob Leist. Heinrich
Lelst, Catherine Leist, Peter Leist,
Nicholas Leist, Stephen Leist and Jacob
Leist, who there is reasonable cause to
believe are residents of Germany, are
nationals of a designated enemy country
(Germany),

3. That all right, title, interest and
claim of any kind or character whatso-
ever of the persons Identified In subpara-
graphs 1 and 2 hereof, and each of them.
In and to the trust created under the will
and codicil of Barbara Thome, deceased,
is property payable or deliverable to. or
claimed by, the aforesaid nationals of a
designated enemy country (Germany),

4. That such property is in the proems
of administration by Margaret C. Thome

INctb o ci tnt+ntlasCLmant and claim No. to rcIttrat pmul~i1

$SL IIn tt3 Ti ziirY of tbi n ted State. Al.l
rint, I!.' and Interest oi tin Atteouy G:eiral La
and to a U an cf 1,9"O. In thi Bihop Naitbnal
Bank ci Urar i Uen IIn:ula ban 5centc dixa=t21.
MS "llyata Sh acn, Ca!i Ltte: of Dercki Ac-

ccuntll.

as Substituted Trustee, acting under the
judicial supervision of the Circuit Court
No. 2 of Baltimore City, Baltimore, Mary-
land;
and It is hereby determined:

5. That to the extent that the persons
named in sub-paragraph 1 hereof, and
the helrs, names unknown of Elizabeth
Thurne, Jakob Lelst, Heinrich Lent,
Catherine Lest, Peter Leist, Nicholas
Leist, Stephen Lelst and Jacob Leist, are
not within a designated enemy country,
the national interest of the United States
requires hat such persons be treated as
nationals of a designated enemy country
(Germany).

All determinations and all action re-
quired by law, including appropriate con-
sultation and certification, having been
made and taken, and, It being deemed
necessary In the national Interest,

There Is hereby vested in the Attorney
General of the United States the property
described above, to be held, used, admin-
istered, liquidated, sold or otherwise dealt
with in the interest of and for the benefit
of the United States.

The terms "national" and "designated
enemy country" as used herein shall have
the meanings prescribed In section 10 of
Executive Order 9193, as amended.

Executed at Washington, D. C., on
March 24, 1948.

For the Attorney General.

[SA] Hanota I. BAY%=oN,
Deputy Director

Office of Alien Property.
[F. R. Dac. 4&-28S3: Filed. Mar. 30, 1948;8:57 a. m.]

(Return Order 101]

HAiL! CAPELLUTO
Having considered the claim set forth

below and having Issued a determination
allowing the claim, which Is ncorporated
by reference herein and filed herewith,

It is ordered, That the claimed prop-
erty, described below and in the de-
termination, be returned, subject to any
increase or decrease resulting from the
administration thereof prior to return,
and after adequate provision for taxes
and conservatory expenses:

Prc:rt7y

Hahn Capzlluto, Cam No. 4cum ... Frb. IS, 1013 13F. I-,0X3 In tto Trcn'iuy ci tin Usi cd S .C.
I. 742). 

1
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Appropriate documents and ]
effectuating this order will issue.

Executed at Washington, D.
March 24, 1948.

For the Attorney General.

[SEAL] HAROLD I. BAYNTON,
Deputy Directc

Office o1 Alien Prop(

[F. R. Doe. 48-2866; Filed, Mar. 30
-6:58 a. n.]

HARUNO YAsuI ET AL.

NOTICE OF INTE14TION TO RETURN
PROPERTY

Pursuant to section 32 (f) of the
Ing With the Enemy Act, as ami
notice Is hereby given of intent:
return, on or after 30 days froi
date of publication hereof the foll
property, located in the Treasury
United States, Washington, D. C.
ject to any increase or decrease re.
from the administration of such
erty prior to return and after adi
provision for taxes and -conser
expenses:

ClaimClaimant No.

Haruno Yasu, 3449 Rtau St., Hono-
lulu -T. -.-.. --......... 7400

Takeitro Yawata, 444 cNeill St.,
Honolulu T H ................. 7401

Tomitaro awata, 444 Me[cill St.,
Honolulu, T. H ------------------- 7402

Hisayo Yokomizo, Queen's Hospital,
Honolulu, T. H -----------.-- 7403

Saklichli Yoshimoto, 1812 Lakapu St.,
Honolulu, T. H ------------------- 7400

Junzo Yoshzpura, Aiea, Oahu, T. H. 7407
Byichl Yoshimura, 1453 Kinau St.,

Honolulu, T. H ------------------- 7409
Yosuji Akaboshl, 3002-A Waialac

Ave., Honolulu 36, T. H ----------- 75G9
Toyo Akita, guardian of Shizuno

Akita, 1931 Aupuni St., Honolulu,
T .H ---------------------- 7571

Toyo Akita, guardian of Yshik6'-Akita, 13"upuni St., HoIolulu
29,T.H ---------------------- 7573
aseiJiro Ano 2030 Homerule St.,
(now 2014 Homerule), Honolulu,
T .H 7575
Oahu, T. H ------------------------ 7576

Seia Aramaki 1060 Young St.,
Honolulu, T. t ------------------- 7079

Mrs. Kazuo Fujil (per I. Fujii), 1041
Scventh Ave., Honolulu 47, Ha-
wal ----------------ii---- 7581

Toml Fuii38-Hloa St., Hono-
lulu, T. H ------------------------ 7582

Tonmlyo Fujikawa, 1114 Desba Lane,
Honolulu T H .......---------- 784

Itsuso Fuilta, 1004 Lusitana St.,
Honolulu, T. H ----------------- 7585

NOTICES

Claim Prop-Claimant :No. erty

Elzo Fukudd, 1306 Kopokoki Rd.,
Honolulu 49, T. H ..-----------

Kolehi, Fukudka or Mrs. Kimio
Fukuoka, 1951 Fort St., Honolulu
23, Hawaii ..................

Oishu Goya, 1436 Ninipu P1., Ho-
IT, lulu, T. H --------------------------
1?ty. Kichijiro Hanzawa, c/o Lelahi Hos-

pital, Honolulu 26, T. H .-.......
1948; Sakaye Harano, 721 Paani St., Hono-

lulu, T. H -------------------------
M~fasuta Heisen, 14.3610th 'Ave., Hon-

olulu, T .11 -----------------------
Mr. Sukezuchi Higuchi, Pearl City,

Oahu, T, 11 -----------------------
Mr. RikichiHiraki, trustee for Shigeo

Hiraki, 404 North School St., Hen-
VESTED olulu, T. H ......................

Mr. Tame Kiraoka, 2230 Citron St.,
Honolulu, T. H ----------------- --

Trad- Mrs. Tomi Hirata (formerly Tomi
Fukuda), 832 South Hotel St.,

ended, Honolulu 53, T. H ...............
ion to Mr. Mika Hironaka, 912 22d Ave.,

Honolulu, T. H -.1 ---------------
m the Mr. Masayo Hirose, 2827-B Waiacate
lowing Ave., Honolulu, T. H ---
of the Mr. Hatsumo Horikaml, 4210 Amau

Pl. Honolulu, T. IF ..............
sub- Mr. kikuno Igawa or Shizuo Igawa,

;ulting 927-B Hauston St., Honolulu 36,
rTl. H -------------------------------

prop- Mr. Masamru Ikeda, 3218 Castle St.,
equate Honolulu, T. H .................

G. Imanaka, trustee for Hidenori
vatory Imanaka 3544 Alohea Ave., Hono-

lulu, T. A .........................
Isamu Iwanaga Kammi Farm, P. 0.

Box 189, Lanikal, T. H .............
Prop- Kane Iwaoka, guardian of Ginichi
erty, Iwaoka 712 -Halakauwila St.,

Honolulu, T. H .................
Koyata Ibarakt, 2560 Kalakaua Ave.,

Honolulu 30, T. 11 ..............
WSs. 77 Sawano Iwata, 415-B Wamakamilo

Rd., Honolulu, T. 11 --------------
40.29 Kams Kagami guardian of Fusao

Kagami 1424 KaumuAliiSt.,IH&no-
13.19 lulu 35, T.H ................

Mr. YoKhtroRaku, 4664 Farmers
1,120.02 Rd Honolulu, T. t ..............

Gemchi Ken, 945-A South Queen St.,
24.36 Honolulu, T. H ...................
83.21 Mr. RumeshlrQ Kanda, 1131 Hoola

St Honolulu P H
67.83 ShmLchl -Hashiwagi, co Shzuo

Kashiwagl, 1719-A Nuuaslu Ave.,
2,221.32 Honolulu, T. H -------------------

Riyoicht Katsuhiro, C. P. . Pomo-
he, Whamawa, Oahu, T. H- 

12.13 Gonzo Kiryu or Noi Kiryu, P. O. Box
211, Ales, Oahu, T. H ............

Noriju Koga P. 0. Box 545, Waialus,
33.15 Oahu, T. H .......................

Mrs. Tamao Kubota, P. 0. Box 192,
Aiea, Oahu, T. H ................

670.86 Mr. Kanji Maeda, 243 North King
St., Honolulu, T. H --------------

256.43 Mrs. Kura Masatsugu P O. Box5ol,
Wailua, Oahu,-T. H .

204 02 Moritaro Viatsubara, 602-B Kahika
Lane, Honolulu, P. H1.........

Tokuju Matsuhita, 1025 Long Lane,
249.71 Honolulu, T. H .................

Mrs.- Betty Pamme Miyamura (nee
17.64 Tamia Ka abata) 336-A Aku St.,

Honolulu, T. H --------------
4r.17 Mr. Yoshio iMlyashlro or Natue"

Moriguchl 2820-C Kamehameha
17.98 Highway, honolulu, T. H -....

*31.08

2,.242. 03

162.80

121.71

518.79

552.93

6.86

43.51

223.28

11.01

220.44

191.56

185.33

25.31

'204.94

11.43

24.86

827.99

1,012.20

26.29

165.48

61. 72

101.62

61.25

360.67

1,065.44

1,250.34
27.95

Z69.21

12.13

1,457.41

135.33

307.13

174.79

7652 1 212.63

Claim Prop,Clmant No. crty

Mr. Shotaro Morigueb or Natsuo
Moriguehi, 2826-C Kamelhameha
Highway, Honolulu T. H ....... 76N $2,047.71

lr. Shotaro lMoriguchl, 282,- Ktm-
ehameha Highway, Honolulu,
T. H ------------------------.... 76&1 1VS, 31
ir. Naoyo Mural:aml, 776 Punahou
St., Honolulu, T. 11 ................ 760 9, 57

Mr. Mika Nakashlge, 444 Oho Lane,
Honolulu T. H .................... 79 2, &31, 2

Mr. Ken Nishita or Kikuvo Nishlta,
2719 Nakookoo St., Honolulu 30,
T. H ----------------- -........ 701 20,.69

Mr. Klkuyo Nlshlta,2719Naikookoo
St., Honolulu 36, T, .............. 702 30. 44

Raiu Jinnal, formerly Kail Iwamoto,
1007 Alewa Dr., Honolulu, T. H.... 7040 202.92

Executed at Washington, D. C., on
March 26, 1948.

For the Attorney General.

(SEAL] HAROLD I. BAYNTON,
Deputy Director,

Office of Alien PropcrtY.
[F. R. Dc. 48-2867; Flied, Mar. 30, 1048;

8:58 a. mn.]

[Vesting Order 10369, Amdt.]
ELLEN BOLLMANN ET AL.

In re: Stock owned by Ellen Bollmann
and others.

Vesting Order 10369, dated December
19, 1947, Is hereby amended as follows
and not otherwise:

By deleting from subparagraph la of
said Vesting Order 10369, the words,
"Twenty (20) shares of $50.00 par valuo
preferred capital" and substituting
therefor the words, "Twenty (20) shares
of no par value common."

All other provisions of said Vesting Or-
der 10369 and all actions taken by or on
behalf of the Attorney General of the
United States in reliance thereon, pur-
suant thereto and under the authority
thereof are hereby ratified and con-
firmed.

Executed at Washington, D. C., on
March 19, 1948.

For the Attorney General.

[SEAL] HAROLD I. BAYNTON,
Deputy Director,

Office of Alien Property.

[F. R. Dc. 48-2864; Filed, Mar. 30, 1048;
8:67 a. m.]


